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FOREWORD 


NASA’s  Goddard  Space  Flight  Center  in  Greenbelt,  Maryland  played 
host  to  over  200  scientists  and  engineers  from  17  nations  who  gath- 
ered for  AMSAHTS  '90- Advances  in  Materials  Science  and  Applica- 
tions of  High-Temperature  Superconductors,  a 5-day  conference  in 
early  April  of  1990. 

AMSAHTS  '90  was  the  second  in  a series  of  meetings  in  the  Washing- 
ton, D.C.  area  which  sought  to  link  theory  and  experimental  efforts 
with  applications  efforts  in  superconductivity  near  and  above  liquid- 
nitrogen  temperature.  We  hoped  to  provide  a forum  for  interaction 
between  the  HTSC  research  and  applications  communities  and  to 
encourage  collaborative  and  cooperative  effort  in  the  field. 

The  first  conference  was  held  at  the  National  Institute  of  Standards 
and  Technology  (NIST)  in  Gaithersburg,  Maryland  in  October  1988. 
The  objective  of  that  conference  was  to  advance  the  understanding  of 
high-Tc  superconductivity  and  to  discuss  practical  applications  of  bulk 
and  thin-film  superconductors.  A third  conference  is  scheduled  for  the 
Fall  of  1991  at  The  Johns  Hopkins  University  Applied  PhysicsLabora- 
tory  (JHU-APL)  in  Laurel,  Maryland. 

The  importance  of  high-Tc  technology  to  NASA’s  mission  cannot  be 
overemphasized.  The  utilization  of  superconducting  instruments  and 
components  in  space  rests  heavily  on  the  progress  in  understanding 
the  materials  science  of  high-Tc  phenomena  and  on  the  willingness  of 
the  Agency  to  commit  resources  to  the  engineering  of  high-Tc  devices 
using  presently  available  superconducting  materials  and  knowledge. 
Much  of  the  success  of  AMSAHTS  ’90  was  attributable  to  the  broad 
scope  of  topics,  to  the  spectrum  of  expertise  of  the  participants,  and 
also  to  the  active  role  played  by  the  scientists  from  NIST  and  JHU- 
APL. 

The  conference  began  with  a keynote  address  by  Professor  Bill  Little 
of  Stanford  University,  one  of  the  pioneers  of  high-Tc  superconduc- 
tivity in  the  United  States.  Dr.  Little  continues  to  contribute  to  our 
understanding,  through  experimentation,  of  superconductivity-these 
days,  through  high-transition  temperature  superconductors. 
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Scientists  from  the  U.S.,  Germany,  Taiwan,  France,  Australia,  Italy, 
Bulgaria,  India  and  Japan  presented  their  findings  in  experimental  and 
theoretical  superconductivity.  The  first  part  of  the  conference  focused 
on  flux  creep  and  pinning,  flux  flow  and  flux  dynamics,  and  critical 
currents.  Day  1 finished  with  a session  on  fabrication  and  properties  of 
bulk  HTSC. 

Thin-film  devices  and  applications  were  discussed  on  Day  2.  Repre- 
sentatives from  NASA,  Oak  Ridge  National  Laboratory,  and  private  in- 
dustry presented  results  of  their  work  addressing  various  applications 
such  as  microwaves,  lasers,  satellites,  medicine,  geophysics  and 
electronics.  Other  activities  on  Day  2 included  presentations  on 

thermodynamics  and  chemistry,  and  a discussion  of  passive  magnetic 
bearings. 

Three  sessions  of  AMSAHTS  '90  were  devoted  to  theory— one  of 
HTSC  itself,  and  two  of  magnetism  and  experimental  techniques. 
Another  two  sessions  addressed  structure  and  phases  of  supercon- 
ducting systems. 

On  the  final  day  ot  the  conference,  the  keynote  address  was  presented 
by  Dr.  Shoji  Tanaka,  Director  of  the  International  Superconducting 
Technology  Center  (ISTEC)  in  Japan.  His  remarks  highlighted  the 
progress  of  research  in  high-Tc  superconductors.  Also  on  that  day, 
Government  representatives  from  NASA  and  the  U.S.  Navy  profiled 
their  respective  superconductivity  programs. 

In  all,  nearly  50  oral  presentations  were  made  during  the  5-day  meet- 
ing. Additionally,  there  were  more  than  40  poster  presentations  (in  two 
scheduled  sessions)  ranging  in  scope  from  theory  to  application  and 
manufacture. 

Panel  discussions  on  flux  pinning,  thin-film  devices,  passive  magnetic 
bearings,  wires  for  low-current  application,  and  the  relationship  be- 
tween structure  and  properties  drew  considerable  attention  from  con- 
ference attendees.  Summaries  of  these  discussions  may  be  found  at  the 
end  of  this  Proceedings. 


Dr.  Larry  H.  Bennett,  NIST 
Dr.  Yury  Flom,  NASA-GSFC 
Dr.  Kishin  Moorjani,  JHU-APL 
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ABSTRACT 

In  an  attempt  to  enhance  the  electrical  and  mechanical  properties  of  the  high-temperature  super- 
conducting  oxides,  we  have  prepared  high-T  conrposi.es  composed  of ^ 2 ^pounds  and 

AgO  The  presence  of  extra  oxygen  due  to  the  decomposition  of  AgO  a g P 

found  to  stabilize  the  superconducting  123  phase.  Ag  is  found  to  serve  as  a clean  flux  for  grain 
growth  and  it  precipitates  as  a pinning  center.  Consequently,  an  almost  two  orders-of-magmtud 
enhancement  in  critical  current  densities  has  also  been  observed  in  these  composites^In  addition, 
these  composites  also  show  much  improvement  in  workability  and  shape  formulat  . 

On  the  other  hand,  proper  oxygen  treatment  of  Y5Ba6CuuOy  was  found  to  possibly  stabilize  the 
zero-resistance  state  near  250  K.  I-V,  ac  susceptibility  and  electrical  resistivity  measurements 
indicate  the  possible  existence  of  high-temperature  zero-resistance  state  in  this  compou  . 


INTRODUCTION 

Since  the  first  paper  on  high-temperature  superconductivity  reported  by  Bednorz  and  Muller  [1], 
several  new  material  systems  have  been  found  with  their  physical 

many  theoretical  models  have  been  proposed.  However,  no  cl^hunderS^!"hg°f  patently 
nism  responsible  for  the  high-temperature  superconductivity  has  been  established.  Consequent  y, 
there  are  no  science-based  guidelines  for  researchers  in  the  search  for  new  high-T  materials. 

Recently  thermally  recycleable  zero-resistance  states  with  transition  temperatures  above  200  K 
were  observed  in  mixed  phase  Y-Ba-Cu-0  materials  that  are  treated  by  a low-temperature 
oxygenation  process  and  enclosed  in  an  oxygen  atmosphere  dunng  electrical  and  * 
measurements  [2],  Although  the  high-temperature  zero-resistance  state  was  venfed  g 
careful  measurements  of  the  current-voltage  characteristics  using  multiple  leads  and  contact  ar 
™g"only  diamagnetic-like  deviations  and  hystetetic  behavior  a,  the  same  temperature  as 
the  resistive  transitions  were  observed  in  the  magnetic  measurements. 

* On  leave  from  Department  of  Applied  Physics,  Columbia  University,  New  York,  NY  10027,  USA. 
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At  the  very  early  stage  of  the  development  of  high-temperature  superconductivity,  we  observed 
several  interesting  phenomena  concerning  the  processing  of  superconducting  oxides.  One  ex- 
ample is  the  preparation  of  Y-Sr-Cu-0  [3]  superconducting  phase  which  exists  only  when  the 
material  is  processed  at  temperatures  higher  than  1300°C,  quenched,  and  then  submitted  to  a 
controlled  oxygenation  process.  The  fabrication  of  RE123/Ag20  [4]  composites,  which  were 
ound  to  exhibit  strong  pinning  effect,  also  requires  stringent  processing  conditions.  Our  observa- 
tions suggested  that  the  phase  formation  of  high-T  oxides  is  more  favorable  in  a non-equilibrium 
state  p us  a proper  oxygenation  process.  It  seems  that  the  presence  of  a second  phase,  whether 

metal  or  non-metal,  and  oxide  or  non-oxide,  is  useful  in  enhancing  the  properties  of  supercon- 
ducting phase. 


On  the  other  hand,  there  are  problems  in  achieving  technological  applications  of  this  new  class  of 
materials.  One  difficulty  that  stands  most  squarely  in  the  way  of  the  commercialization  of  the 
new  high  temperature  superconductors  is  the  fabrication  of  bulk  materials  with  high  current 

densities  in  high  magnetic  fields  [5,  6],  This  implies  that  highly  oriented  material  [7]  is  required 
tor  most  applications. 


Other  experimental  results,  such  as  the  evidence  for  intragrain  Josephson  junctions  [8]  and  the 
development  of  a tail  in  the  resistive  transition  in  the  presence  of  even  moderate  applied  fields, 

indicate  that  the  phenomenology  of  the  high-T  oxides  is  significantly  different  from  that  of  the 
classical  superconductors. 


It  also  creates  serious  problems  when  trying  to  define  the  upper  critical  field  and  the  critical 
current  [9,  10].  Several  models  have  been  proposed  to  explain  the  broadening  of  the  resistive 
transition  under  magnetic  fields  [ 9,  1 1 , 1 2,  1 3].  However,  a clear  picture  of  the  phenomenology 
of  the  transition  is  yet  to  come.  In  addition,  there  is  also  a lack  of  understanding  of  such  impor- 
tant issues  as  the  effect  of  oxygen  stoichiometry  and  ordering,  boundary  effects,  and  formability. 

In  order  to  gain  more  insight  into  the  above-mentioned  observations,  we  have  carried  out  a series 

0 experiments  based  on  the  formation  of  superconducting  oxides  through  the  dispersion  of  fine 
metal  oxide.  In  this  work,  we  report  the  results  of:  the  preparation  of  single-phase  supercon- 

ucting  YSr2Cu306+y  compound  by  the  addition  of  a small  amount  of  MoO  ; the  detailed  thermal 
an  microscopic  studies  of  the  strong  flux  pinning  RE123/AgO  composites;  and  the  magnetic 
and  electron  microscopic  studies  of  the  YsBa6Cu,  ,0  (5-6- 1 1)  and  Sr-doped  5-6- 1 1 compounds. 

1 he  results  suggest  that  the  observed  enhancement  in  the  superconducting  properties  is  likely 
caused  by  the  stabilization  of  the  superconducting  phase  (or  the  oxygen  contents)  through  the 
introduction  of  extra  oxygen  from  either  the  decomposition  of  the  silver  oxide  (for  RE  123/AgO 
composites)  or  the  low-temperature  oxygenation  process  (for  5-6-11). 

EXPERIMENTAL 


The  superconducting Y-Ba-Cu-0/Ag20  composites  were  prepared  by  mixing  properly  prepared 
Y1 23  compound  of  different  oxygen  concentrations  of  Ag20  with  weight  ratio  n.  All  annealing 
processes  are  performed  with  a constant  oxygen  flow  rate  of  20  cc/min.  Detailed  processing 
conditions  of  composites  with  different  superconducting  characteristics  will  be  discussed  later. 

High-T  YSCO  compounds  were  prepared  by  mixing  appropriate  amounts  of  metal  oxides 
(nominal  composition  of  YSr2Cu3.  Mo  06+y  with  x in  the  range  of  0.02  to  0.05),  pressing  it  into 


4 


pellets,  heating  it  at  950°C  for  12  hours,  and  quenching  it  to  room  temperature  (RT).  The  mate- 
rial was  then  reground,  pressed,  reheated  to  1 150°C  for  6 hours  in  02,  and  slowly  cooled  to  RT. 
High-purity  alumina  crucibles  were  used  in  the  sample  preparation. 

Samples  with  nominal  compositions  of  Y5Ba6CunOyand  Y5Ba4Sr2CunOy  were  synthesized  by 
ceramic  techniques  from  Y203,  BaC03  and  CuO  powders.  The  first  step  was  to  repeatedly  cal- 
cine the  unreacted  powders  at  930°C  for  10  hours  in  either  an  oxygen  atmosphere  or  in  air  until  a 
dark  black  powder  and  a fine  crystalline  texture  was  obtained.  The  reacted  powders  were  pressed 
into  pellets  and  sintered  at  =850°C  for  2 days  (with  one  intermediate  grinding).  A last  step  used  a 
high-pressure  vessel  filled  up  to  at  least  130  bars  for  the  low-temperature  oxygenation.  Electrical 
resistivity  measurements  were  made  with  the  conventional  4-probe  technique.  AC-magnetic 
moment  measurements  were  made  with  a home-made  magnetic  susceptometer.  Structural  and 
phase  determinations  were  made  by  x-ray  diffraction.  A Cambridge  Scanning  Electron  Micro- 
graph (SEM)  equipped  with  a Kevex  EDX  system  was  employed  for  microstructural  study.  Ther- 
mal studies  were  carried  out  using  an  ULVAC  Multi-TAS-7000  thermal  analyzer  with  DTA  and 
TGA  capabilities. 

RESULTS 

A.  Electrical  and  Magnetic  Characterization 

The  temperature  dependence  of  the  resistivity  of  YSCO  with  a small  amount  of  Mo  is  shown  in 
Figure  1.  The  superconducting  onset  temperature  is  about  80  K,  which  is  in  agreement  with  that 
of  the  magnetic  measurement,  as  shown  in  the  inset  of  Figure  1.  A linear  temperature  depend- 
ence of  R before  the  onset  of  superconductivity  was  observed.  Based  on  the  magnetic  signal,  it 
was  estimated  that  the  superconducting  phase  is  about  60  percent  in  volume.  Without  the  addi- 
tion of  MoO  , the  80-K  superconducting  phase  does  not  manifest  itself  when  the  samples  are  pre- 
pared at  a temperature  lower  than  1300°C.  This  indicates  that  the  80-K  phase  in  the  YSCO 
compound  is  thermodynamically  stable  only  at  higher  temperatures.  The  addition  of  Mo03 
resulted  in  the  reduction  of  the  reacting  temperature. 

A typical  M-H  hysteretic  loop  of  the  nY123/Ag20  (where  n=3)  composite  is  plotted  in  Figure  2. 
Similar  results  are  also  observed  in  samples  with  different  values  for  n.  The  temperature  depend- 
ence of  the  residual  magnetization  increases  with  decreasing  temperature  [14,  15].  Such  univer- 
sal behavior  was  observed  for  all  the  composites  which  show  strong  pinning. 

AC  magnetic  susceptibility  (with  a frequency  of  37  Hz  and  a field  <2  G)  of  the  mixed-phase  Y- 
Ba-Cu-0  (5-6-11)  compound  is  shown  in  Figure  3.  A superconducting  transition  near  90  K cor- 
responding to  the  Y123  phase  is  observed.  In  addition,  a much  smaller  diamagnetic-like  anomaly 
with  the  onset  near  270  K is  also  observed,  as  shown  in  the  inset  of  Figure  3.  Using  the  90-K 
transition  as  a reference,  it  is  estimated  that  the  volume  fraction  of  the  high-temperature  signal 
has  an  upper  limit  of  5 percent.  Figure  4 is  the  field-cooled  ac  susceptibility  of  two  Sr-doped  5-6- 
1 1 samples,  one  of  which  has  been  treated  in  high-pressure  oxygen.  It  is  clear  that  these  samples 
exhibit  similar  diamagnetic  deviation  with  the  onset  temperature  near  200  K.  A hysteretic  behav- 
ior is  also  present  in  the  Sr-doped  sample. 
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TEMPERATURE  (K) 


Figure  1.  Temperature  dependence  of  resistance  of  YSr2Cu306+y.  Inset:  the  temperature  depen 
dence  of  the  magnetic  susceptibility  of  YSr2Cu306+y. 


B(G)/1000 


Figure  2.  The  M-H  hysteresis  loop  of  3Y123/Ag20  at  38  K. 


TEMPERATURE  (K) 

Figure  3.  Temperature  dependence  of  ac  magnetic  susceptibility  for  Y5Ba4CunOy. 


TEMPERATURE  (K) 


Figure  4.  Temperature  dependence  of  ac  magnetic  susceptibility  for  Y5Ba4Sr2CunOy 


B.  Structural  Characterizations 


The  detailed  x-ray  diffraction  pattern  of  the  Y-Sr-Cu-0  is  shown  in  Figure  5.  A tetragonal 
structure  with  lattice  constants  of  a=3.818  A and  c=l  1.555  A was  determined  using  the  TREOR 
program  (16).  The  atomic  positions  of  space  group  P4/mmm  and  the  isotropic  Debye  Waller 
factors  listed  in  Table  I were  determined  with  a program  based  on  the  stoichiometry  of 
YSr2Cu306+y,  where  the  values  of  the  Debye  Waller  factors  were  confined  between  0.3  and  4.0 
(the  corresponding  atomic  rms  displacements  are  0.05  A and  0.25  A).  The  final  R factor  is  12.6 
percent.  Atoms  0(3)  and  Cu(l)  on  the  basal  plane  can  be  considered  relatively  unstable  due  to 
their  large  Debye  Waller  factors.  Cu(l)  was  dragged  along  by  the  unstable  0(3).  The  distance 
between  the  Cu02  planes  is  determined  to  be  3.305  A,  which  is  smaller  than  that  of  the 
YBa2Cu306+y,  which  is  3.388  A.  It  should  be  noted  that  a tetragonal  phase  and  an  orthorhombic 
structure  for  the  Y-Sr-Cu-0  system  [17-20]  have  been  proposed  in  the  literature. 

X-ray  diffraction  patterns  of  the  AgzO-added  composite  show  strong  c-orientation  in  the  Y123/ 
Ag20  composites  with  traces  of  Ag  metal,  as  shown  in  Figure  6.  The  lattice  parameters  are 
identical  with  those  of  the  starting  Y123  compound.  Figure  7 is  the  scanning  electron  micrograph 
for  a 3Y123/Ag20  composite.  EDX  has  identified  the  presence  of  Y 123  phase,  silver  particles, 
and  voids.  It  shows  a microstructure  of  dispersed  silver  in  the  matrix  of  the  Y123  phase.  Inter- 
granular silver  was  observed  in  some  areas  and  some  voids  have  been  filled  up  by  silver,  result- 
ing in  the  reduction  of  the  normal  resistivity.  More  interesting  is  the  observation  of  large,  single 
crystals  in  the  Ag-dispersed  composite.  As  displayed  in  Figure  7,  the  size  of  the  Y123  crystal  can 
be  as  large  as  = 0.5mm.  Similar  results  are  also  observed  in  other  composites  exhibiting  large 
flux  pinning  effects. 

The  high-resolution  transmission  microscope  view  of  the  5-6-11  sample  exhibiting  the  high-tem- 
perature, diamagnetic-like  anomaly  is  shown  in  Figure  8.  While  the  x-ray  diffraction  pattern 
shows  the  majority  of  123  phase,  the  TEM  picture  indicates  the  presence  of  a glass-like  phase. 
Detailed  structural  and  composition  analyses  suggest  that  this  glass-like  phase  may  be  caused  by 
the  intergrowth  of  the  Y123  and  Y248  phases. 

C.  Thermal  Characterizations 

The  heat  treatment  conditions  for  the  formation  of  strong  pinning  RE- 123/AgO  composites  are 
shown  in  Table  II.  In  general,  the  temperatures  required  are  higher  than  those  needed  to  form  the 
corresponding  RE  123  compounds,  and  they  do  not  depend  on  the  weight  ratio  of  RE  123  to  AgO. 
It  is  found  that  these  strong  flux  pinning  RE  123/AgO  composites  form  only  in  a narrow  anneal- 
ing temperature  range.  The  optimum  conditions  for  the  formation  of  strongly  pinned  supercon- 
ducting composites  can  be  summarized  as:  1)  the  annealing  temperature  is  = 980°C;  2)  the 
cooling  rate  is  = 5°C  per  minute;  and  3)  there  is  = 20  cc/min.  oxygen  flow  during  sintering. 

We  also  observed  that  in  order  to  obtain  better  material  morphology  (i.e.,  relatively  large  grains 
and  fine  Ag  metal  dispersion),  a particle  size  ratio  of  about  5:1  between  the  Y123  and  the  Ag20 
powder  seems  to  give  the  best  result. 

Figure  9 shows  the  results  of  the  differential  thermal  analysis  (DTA)  and  the  unreacted  Y123, 
Y123/Ag20  and  Ag20,  respectively.  Data  are  taken  by  either  heating  the  samples  in  air  or  with  a 
constant  oxygen  flow.  Three  reactions  are  clearly  seen  in  the  Ag20-added  composite.  A low- 
temperature  reaction  at  s375°C  is  related  to  the  decomposition  of  Ag2Q,  as  clearly  seen  in 
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TABLE  I.  Positional  parameters  and  isotropic  Debye-Waller  factor  for 
the  tetragonal  structure  of  YSr2Cu306+y  based  on  space  group  P4/mmm 
and  a = 3.818  A,  and  c = 11.555  A. 


Atoms  Wyckoff 

X 

y 

Z 

B 

Occupancy  notation 

Y 

Id 

0.5 

0.5 

0.5 

0.3 

1 

Sr 

2h 

0.5 

0.5 

0.197 

0.7 

1 

Cu  1 

la 

0 

0 

0 

2.6 

1 

Cu  2 

2g 

0 

0 

0.357 

1.3 

1 

0 1 

2f 

0 

0 

0.148 

1.1 

1 

0 2 

4 i 

0 

0.5 

0.372 

4.0 

1 

0 3 

2g 

0 

0.5 

0 

4.0 

0.6 

Table 

II.  Processing  Parameters 

for  Y123/Ag20  Composites 

Anneal 

temp. 

y123°x 

x= 

Cooling 

rate 

Pinning 

effect 

Grain 

size 

Ag 

precipitate 

Tc* 

(K) 

1000 

6.98 

5C/min 

medium 

L 

Yes 

88 

1000 

6.72 

5C/min 

weak 

m 

Yes 

82 

1000 

6.98 

15C/min 

weak 

m 

No 

93 

980 

6.98 

3C/min 

weak 

s 

No 

93 

980 

6.98 

5C/min 

strong 

L 

Yes 

91.3 

980 

6.72 

5C/min 

weak 

m 

Yes 

91.3 

980 

6.98 

lOC/min 

medium 

L 

No 

92.5 

980 

6.72 

lOC/min 

weak 

m 

Yes 

91.3 

980 

6.98 

20C/min 

weak 

m 

No 

92.5 

980 

6.72 

20C/min 

weak 

m 

Yes 

91.3 

* Tc  is  the  onset  of  the  resistive  transition. 
+ Oxygen  flow  rate  is  20  cc/min.  for  all  runs. 
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that  of  the  Ag  O data.  The  reaction  occurring  at  = 935°C  is  identified  as  the  melting  of  pure  silver 
by  comparing2the  anomaly  observed  at  = 960°C  to  the  Ag20  DTA  result.  TGA  results  of  these 
compounds  which  were  measured  at  ambient  pressure  (as  displayed  in  Figure  10)  show  a promi- 
nent oxygen  loss  at  375°C  in  the  Ag20-addition  Y123,  which  corresponds  to  the  dissociation  of 
oxygen  in  Ag20.  By  correcting  the  oxygen  loss  due  to  the  silver-oxide  decomposition,  the  oxy- 
gen loss  in  the  Y 123  of  the  composite  is  found  to  be  about  50  percent  lower  than  that  of  the  pure 
Y123  for  temperatures  up  to  980°C.  The  same  oxygen  losses  are  also  observed  in  samples  re- 
acted in  flowing  oxygen  environments,  but  their  values  are  only  about  25  percent  lower  in  com- 
parison with  that  of  the  pure  Y123.  These  results  support  the  suggestion  that  extra  oxygen  from 
Ag20  serves  as  an  oxygen  stabilizer  of  the  superconducting  Y123  phase. 

DISCUSSIONS 

The  existence  of  high-temperature  superconducting  phase  (T.  > 77  K)  with  tetragonal  123 
structure  in  YSCO  is  rather  unusual,  since  in  the  YBCO  system  high-T  (>  70  K)  phase  may  be 
related  to  the  enhancement  of  the  phase  stability  through  the  dispersion  of  fine  metallic  oxide  as 
usually  observed  in  the  oxide  dispersion  strengthening  alloys  [21].  It  is  interesting  to  note  that 
similar  results  have  been  observed  in  the  bismuth-  and  thallium-based  superconductors  [22]  with 
the  addition  of  lead  oxide.  The  results  of  the  enhancement  in  electrical  and  magnetic  properties 
in  the  123/AgO  composites,  which  is  to  be  discussed  later,  may  also  come  from  the  same  origin. 

Several  conclusions  can  be  drawn  from  the  results  compiled  in  Table  II.  These  include:  1)  super- 
conducting composites  with  T = 90  K are  formed  independent  of  the  quality  of  the  starting  Y123 
compounds  (i.e.,  irrelevant  to  the  oxygen  contents);  2)  samples  that  exhibit  strong  pinning  are 
annealed  at  a temperature  higher  than  the  melting  temperature  of  silver  metal,  and  3)  only 
samples  with  large  grains  show  strong  pinning  effect. 

We  have  also  observed  that  superconductivity  sustains  with  the  weight  ratio  of  Y 1 23  to  Ag20  up 
to  2:1.  Our  observations  show  that  the  pinning  is  independent  of  the  weight  ratio  n.  The  super- 
conducting transition  temperature,  T.,  of  the  composite  remains  almost  unchanged  compared 
with  that  of  the  starting  RE- 123  compound.  The  decrease  in  the  normal-state  resistivity  with  the 
addition  of  silver  oxide  suggests  a lowering  of  contact  resistances  between  grains.  Nearly  identi- 
cal T 's  suggest  that  grain  interiors  experienced  little  change  from  the  starting  RE- 123  com- 
pounds. One  important  advantage  derived  from  these  RE- 123/AgO  composites  is  the  reduction 
of  overall  contact  resistance. 


To  study  in  detail  the  resistive  transition  of  the  Y123/Ag20  composite,  we  analyzed  our  data  of 
the  RE-123/Ag20  composites  using  the  model  proposed  by  Tinkham  [12].  All  of  them  show  that 
T H2'3  within  our  experimental  errors.  From  this  result,  we  estimated  that  Jco(0)  9xl06  A/cm2, 
which  is  a reasonable  value  for  the  123  superconductor.  A particularly  significant  result  is  the 
unusually  large  pinning  effect  in  these  composites,  as  evidenced  by  the  still-zero  resistance  state 
of  several  samples  at  about  80  Kwhile  under  a magnetic  field  of  8 T [24]. 

The  sensitivity  of  the  observed  pinning  effect  to  the  sintering  temperature  and  cooling  rate  could 
be  due  to  the  change  of  the  interdiffusion  rate  of  silver  metal  with  the  superconducting  particles, 
particle  surfaces  and  grain  boundaries.  The  importance  ol  Ag20  particle  size  and  Y123  grain  size 
suggests  the  interdiffusion  of  Ag  is,  indeed,  essential. 
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Figure  7.  Scanning  electron  micrograph  of  3Y123/Ag20. 


Figure  8.  Transmission  electron  micrograph  of  Y5Ba4CuuOy. 


12 


Figure  9.  Differential  thermal  analysis  (DTA)  of  Ag20  (1),  Y123  (2),  and  Y 123/AgO  (3).  The 
heating  rate  is  5°C  per  minute. 


Figure  10.  Weight  loss  of  Ag20  (1),  Y123  (2),  and  Y123/AgO  (3)  at  ambient  temperature  with  a 
heating  rate  of  5°C  per  minute. 


The  reason  for  the  decrease  in  melting  temperature  of  the  silver  metal  during  the  formation  of  the 
Y123/Ag20  composite  is  not  well  understood  at  the  present  time.  It  is  noted  that  an  opposite 
result,  showing  the  increase  in  the  liquidus  temperature  was  observed  by  Chen  et  al.  in  their 
study  of  the  Ybl23/Ag  metal  composite  [23].  The  895°C  reaction  observed  may  be  caused  by 
the  reaction  of  Ag  metal  with  Y123.  However,  x-ray  diffraction  studies  show  that  Ag  does  not 
permeate  the  lattice  sites  of  the  superconducting  oxide.  Electron  microscopy  indicates  that  Ag 
metals  precipitated  on  the  grain  boundaries  and  filled  in  some  voids  [24].  The  pinning  character- 
istics of  these  composites  strongly  depend  on  their  sample  morphologies.  The  presence  of  large 
grains  seems  to  be  one  of  the  key  factors  in  the  material  showing  unusual  magnetic  suspension 
effects.  Another  factor  is  the  fine  dispersion  of  silver  metal  particles  in  the  superconducting 
grains.  It  is  conceivable  that  these  dispersed  silver  particles  serve  as  pinning  centers  which  may 
then  be  responsible  for  the  strong  flux  pinning  observed. 

Many  oxygen  diffusion  studies  [25-27]  have  been  carried  out  in  high-T  oxides.  Most  of  the 
studies  indicated  that  the  in-and-out  diffusion  of  oxygen  in  the  oxides— particularly  in  123--is 
extremely  effective.  These  studies  suggest  that  the  out-diffusion  is  most  likely  surface-reaction- 
limited,  while  the  in-diffusion  is  diffusion-controlled.  The  diffusion  mechanisms  are  through  the 
defects,  which  include  the  oxygen  vacancies  and  the  twinnings.  In  general,  several  activation 
energies  have  been  observed  corresponding  to  the  out-  and  in-diffusions  (depending  on  the  oxy- 
gen concentrations).  The  higher  activation  energy  for  the  out-diffusion  process  suggests  that  the 
surface  barrier  (which  can  be  affected  by  the  grain  boundaries  and  impurities)  plays  an  importat 
role  in  controlling  the  oxygen  concentration.  If  a good  oxygen  catalyses  (or  oxygen  inert  species, 
such  as  Ag  metal)  were  used  in  contact  with  the  oxide,  then  better  stabilization  of  the  phase 
might  be  achieved  through  limiting  the  oxygen  out-diffusion  process.  This  oxygen  stabilization 
process  likely  may  be  the  reason  for  the  stabilization  of  123  phase  in  the  Ag-addition  composites. 
The  observation  of  Y 123  phase  stabilization  in  the  mixed-phase  Y-Ba-Cu-0  [28]  may  also  be 
caused  by  a similar  process  attributed  to  the  presence  of  the  insulating  21 1 phase.  The  strong 
oxygen  dependence  of  the  Y-Sr-Cu-0  [29]  system  may  also  be  related  to  this  diffusion  control 
step. 

Although  zero-resistance  states  under  repeated  thermal  cycles  have  been  observed  by  one  of  us 
(JTC)  in  the  Y-Ba-Cu-0  (5-6-11)  mixed  phase  [2],  we  do  not  reproduce  the  same  result  in  this 
study.  On  the  other  hand,  diamagnetic-like  anomalies  are  observed  in  both  doped-with-Sr  and 
undoped  samples.  The  relatively  small  volume  percent  of  the  magnetic  anomaly  may  be  account- 
able for  the  absence  of  the  resistive  transitions.  However,  we  do  not  claim  the  confirmation  of 
the  existence  of  superconducting  phase  with  transition  temperature  above  200  K based  on  our 
results.  More  detailed  measurements,  such  as  magnetic  field  dependence,  are  needed  to  identify 
the  origin  of  the  observed  anomalies. 

SUMMARY 

We  have  achieved  the  preparation  of  single-phase,  high-T.  Y-Sr-Cu-O  compound  by  the  addition 
of  a small  amount  of  Mo03  to  the  stoichiometry  YSr2Cu306+  . The  presence  of  the  Mo  atom 
reduces  the  required  reaction  temperature  to  form  the  high-T  phase.  On  the  other  hand,  detailed 
thermal  and  microscopic  studies  of  the  Ag20-added  Y123  composites,  which  exhibit  an  unusu- 
ally large  pinning  characteristic,  suggested  that  silver  metal  serves  as  the  agent  to  clean  out 
unwanted  nucleation  centers,  thus  allowing  the  superconducting  "123"  grains  to  grow.  It  is  also 
found  that  silver  particles,  in  the  order  of  micron,  are  present  dispersively  inside  grains.  It  is 
conceivable  that  these  dispersed  silver  particles  serve  as  pinning  centers  for  the  strong  flux 
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pinning  observed.  The  extra  oxygen  provided  by  AgO  is  believed  to  enhance  the  oxygen  stability 
of  the  superconducting  phase,  and  consequently,  the  superconducting  characteristic  of  the  com- 
posites. Based  on  this  study,  inclusion  of  "proper"  metal  oxides  in  the  formation  of  high-T. 
oxides  will  enhance  the  physical  properties  of  the  original  compound.  Diamagnetic-like  anoma- 
lies were  observed  in  the  mixed-phase  Y-Ba-(Sr)-Cu-0  which  have  been  treated  in  a 
low-temperature  oxygenation  process.  Exact  origin  of  the  observed  anomaly  is  yet  to  be  deter- 
mined. 
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ABSTRACT 

y-Ba-Cu-O  samples  prepared  by  means  of  a variety  of  melt-based 
techniques  exhibit  high  values  for  their  magnetic  properties 
compared  with  those  of  samples  prepared  by  solid-state  sintering. 
These  techniques  include  single-stage  partial  melting  as  well  as 
melt  quenching  followed  by  a second  heat  treatment  stage,  and  ey 
have  been  applied  to  the  stoichiometric  123  composition  as  well  as 
to  formulations  containing  excess  yttrium  or  other  dopants.  The 
structure  of  these  melt-based  samples  is  highly  aligned,  and  the 
magnetization  readings  exhibit  large  anisotropy.  At  77  K and 
magnetic  field  intensities  of  about  2 kOe,  diamagnetic 
susceptibilities  as  high  as  -14xl0'3  emu/g  have  been  obtained  in  the 
cases  of  melt-quenched  samples  and  remanent  magnetization  values  as 
high  as  10  emu/g  for  samples  prepared  by  partial  melting. 
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INTRODUCTION 

The  attainment  of  high  critical  current  (Jc)  values  is  the  key 
for  numerous  potential  applications  of  high-Tc  superconducting 
materials .[ 1 ] Critical  currents  of  bulk  superconducting  oxides, 
such  as  YBa2Cu3Oz  with  z values  close  to  7 (often  designated  123), 
prepared  by  solid-state  sintering,  are  generally  low.  Much  higher 
values  have  been  obtained  using  melt-based  processing  methods  such 
as  partial  melting, [2-5]  melt  quenching  and  subsequent  growth  at 
intermediate  temperatures ,[ 6 ] and  melt-textured  growth  using 
directional  solidification. [ 7]  In  addition,  variations  from  the 
exact  123  stoichiometry,  based  on  increasing  the  proportion  of  one 
of  its  ingredients  (in  particular,  yttrium)  or  on  the  introduction 
of  other  metal  oxides  as  dopants,  have  yielded  promising  results 
when  combined  with  melt-based  preparative  methods . [ 8 , 9 ] 


SAMPLE  PREPARATION 

In  the  study  reported  here,  specimens  were  prepared  using  the 
partial  melting  and  the  melt  quench  techniques.  Sample  compositions 
included  stoichiometric  YBa2Cu3Oz,  yttrium-enriched  YxBa2Cu3Oz  with 
x > 1,  and  doped  YAo.-|Ba2Cu3Oz,  with  the  additive  A being  a rare 
earth  element  or  niobium.  The  preparation  techniques  are  described 
in  Refs.  5 and  9.  Briefly,  sample  preparation  involved  grinding 
together  a mixture  of  the  oxides  of  Y,  Cu  and  the  additive  A, 
whenever  introduced,  with  BaC03,  in  the  desired  proportions.  The 
mixture  was  subjected  to  several  cycles  of  calcination  and  re- 
grinding. In  the  cases  of  samples  prepared  by  partial  melting,  the 
oxide  mixtures  were  rapidly  heated  to  a temperature  between  1000°C 
(the  decomposition  temperature  of  YBa2Cu30z[10] ) and  1200°C,  usually 
between  1030°C  and  1100°C,  to  form  a mixture  of  Y2BaCu05  and  a liquid 
phase[10].  The  sample  was  then  cooled  down  slowly  under  oxygen  to 
undergo  peritectic  conversion  to  YBa2Cu3Oz  and  to  ensure  that  the 
material  was  fully  oxygenated  to  maintain  the  superconducting 
orthorhombic  structure.  In  cases  where  melt  quenching  was  employed, 
the  oxide  mixtures  were  first  heated  to  a temperature  above  1400°C 
to  yield  a mixture  of  Y203  and  a liquid  phase[10],  rapidly  cooled 
down  to  room  temperature,  and  then  re-heated  at  1030-1100°C  and 
slowly  cooled  under  oxygen  as  detailed  above.  The  latter  procedure 
permitted  control  of  the  growth  of  the  Y2BaCuOs  phase  as  well  as  of 
its  YBa2Cu3Oz  product.  In  the  cases  of  formulations  containing 
excess  yttrium  or  an  additive  A,  the  final  product  contained  a 
second  phase  based  on  Y2BaCu05.  The  substrates  used  during  the  heat 
treatments  included  platinum,  quartz,  alumina,  and  alumina  pre- 
treated with  Y-Ba-Cu  oxide  powder.  The  latter,  in  particular, 
appeared  to  minimize  the  extent  of  sample  deterioration  due  to 
interaction  with  the  substrate. [ 9 ,11-12] 


SAMPLE  CHARACTERIZATION 

The  microstructure  of  the  resulting  specimens  was  characterized 
by  means  of  scanning  electron  microscopy  (SEM).  The  magnetic 
susceptibility,  chi,  was  determined  using  a Faraday  balance  and  the 
dc  magnetization,  M,  was  measured  as  a function  of  magnetic  field 


20 


intensity  using  a vibrating  sample  magnetometer.  The  latter 

measurements,  carried  out  at  field  intensities  ^"g^ained  a t i 
yielded  values  for  the  maximum  magnetization,  H^ax,  obtained  at  a 
low  field  intensity  (Hc*),  as  well  as  for  the  width  of  the 

Delt^^^H^-^.^The  latter  quantity  and  its  relative  magnitude 
n«>lta  m / Mm  are  of  great  importance  because  of  the  inter 
relationshipM"be tween  Delta  M and  the  critic, 11 
The  results  of  the  magnetic  measurements,  reported  in  Table  l, 
represent  values  o£9  the  magnetic  susceptibility  and  the 
magnetization  obtained  at  a temperature  of  77  K.  The  magnetic 
susceptibilities  in  Table  1 were  measured  in  a [field  of  2.25  kOe 
and  the  remanent  magnetization  (Delta  M)  in  a field  of  2 kOe  . The 
orientation  of  each  sample  relative  to  the  magnetic  field 
optimized  prior  to  each  magnetization  measurement. 


*ES%l\™™Tn¥Ze  1 cover  a range  of  samples  which  include 
materials  of  stoichiometric  123  composition,  materials  containing 
excess  yttrium  and  materials  containing  rare  earth  and  N 
additives . Some  of  the  samples  were  prepared  by  single  stage 
oartial  melting  (PM),  while  in  other  cases  this  stage  was  preceded 
bv  a melt  quenching  (MQ)  step,  as  detailed  above.  In  the  cases  of 
all  the  materials  included  in  Table  1,  the  critical  temperature 
(Tc),  based  on  the  onset  of  the  superconducting  transition  in  the 
magnetic  susceptibility  measurements,  was  observed  to  be  (91  2) 

K*  The  microstructure  of  the  various  melt-based  samples  described 
above,  observed  in  the  SEM  studies,  is  generally  highly  dense  and 
ordered.  Unlike  sintered  samples,  which  consist  of  assemblages  o 
poorly  aligned  small  grains, [5]  the  melt-based  samples  consisten  y 
exhibit  the  presence  of  highly  aligned  regions  which  are  relatively 
large  (of  the  order  of  several  millimeters).  The  microstructure 
the  last  sample  in  Table  1 is  shown  in  Figs,  la  and  lb. 

The  results  shown  in  Table  1 indicate  high  values  of  the 
maanetic  properties  can  be  obtained  m the  cases  of  materials 
prepared  Pusing  the  techniques  described  above.  The  maximum 
maanetization  reported  here,  which  ranges  up  to  8 emu/g,  is 
significantly  higher  than  that  of  typical  natertals  prepared  by 
solid-state  sintering,  with  values  of  up  to  about  2 emu/g. [5] 

More  significantly,  the  ratio  of  remanent  to  maximum  magnetization 
in  the  melt-based  materials  is  high,  ranging  about  1 and,  in 
certain  cases,  even  higher.  As  a result,  the  remanent  magnetization 
i?self  is  high,  reaching  values  up  to  10  emu/g.  This  indicates  that 
improvements9  in  melt-based  processing  yield  a higher .degree 
magnetic  flux  pinning  at  high  fields,  which  is  associate^ 
turn  with  higher  values  of  Jc.  The  magnetization  curve  of  the  last 
sample  in  Table  1 is  shown  in  Fig . 2 . As  mentioned  above , the 

maanetization  of  each  sample  was  measured  at  different  orientations 
of  the  sample  with  respect  to  the  direction  of  the  magnetic  fiel  . 
In  general,  the  magnetization  is  highly  dependent  on  the 
orientation  of  the  layered  123  grain  structure  with  respect  to  the 
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TABLE  1 


Magnetic  Properties  of  Materials  Prepared  by 
the  Partial  Melting  and  Melt  Quench  Methods 

at  77  K 


Composition, 

Method 

Chi 

Delta  M 

Mmax 

Delta  M 

Hcl* 

YxAyBa2Cu0z 

emu/g 

emu/g 

emu/g 

/Mmax 

Oe 

X 

A 

y 

X1000 

1.0 

Tb 

0.1 

MQ 

-14.3 

2.0 

2.9 

0.68 

165 

1.1 

MQ 

-12.9 

2.4 

4.2 

0.57 

205 

1.0 

MQ 

-11.1 

2.5 

4.0 

0.64 

236 

1.0 

MQ 

-11.7 

3.1 

4.3 

0.71 

218 

1.0 

Tb 

0.1 

MQ 

-13.2 

3.6 

5.3 

0.67 

196 

1.0 

MQ 

-10.4 

3.9 

5.7 

0.69 

237 

1.0 

Nb 

0.1 

MQ 

-2.2 

4.3 

6.0 

0.72 

246 

1.0 

Ho 

0.1 

MQ 

-1.9 

4.4 

5.0 

0.89 

67 

1.0 

Nb 

0.1 

MQ 

4.8 

5.1 

0.99 

105 

1.0 

PM 

5.0 

4.8 

1.04 

165 

1.0 

Tb 

0.1 

PM 

-2.1 

5.2 

3.4 

1.52 

153 

1.1 

MQ 

-5.9 

5.4 

3.9 

1.38 

151 

1.0 

PM 

-3.4 

5.7 

4.5 

1.27 

219 

1.0 

PM 

-5.1 

7.3 

6.1 

1.19 

281 

1.0 

PM 

-5.1 

7.7 

8.0 

0.97 

297 

1.0 

PM 

9.8 

7.9 

1.24 

231 
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Figure  2.  Magnetisation  hysteresis  loop  at  77  K for  the  sample 
shown  in  Figure  1.  Triangles  - field  parallel  to  c 
axis;  squares  - field  perpendicular  to  c axis. 
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applied  field.  This  large  anisotropy  is  reflected  m Fl9-  2,  which 
shows  that  the  magnetization  obtained  with  the  magnetic 
perpendicular  to  the  layered  structure  is  much  higher  than  the 
magnetization  obtained  when  the  field  is  parallel  to  the  123 
layers.  These  findings  are  consistent  with  the  notion  that  the 
layers  are  grown  in  a direction  parallel  to  the  ab  plane,  and  th 
the  maximum  magnetization  is  obtained  when  the  applied  field 
perpendicular  to  this  plane,  while  the  current  density  is  highest 
parallel  to  the  ab  plane. [15]  Similar  findings  were  previously 
reported  in  magnetization  measurements  on  single  crystals .[ 16 ] 

The  formation  of  more  quantitative  conclusions  on  the  basis  of 
the  data  shown  in  Table  1 is  hampered  by  the  irreproducibility 
among  readings  obtained  with  samples  prepared  using  an  identical 
or  near-identical,  procedure.  This  irreproducibility  may  be  due  to 
several  factors,  including  the  varying  extent  of  completion  of  the 
oxygenation  of  the  samples  in  the  course  of  the  final 
staae.  which  is  highly  dependent  on  sample  dimensions,  and  the 
presence  of  cracks,  resulting  from  the  evolution  of  excessive 
stresses  at  grain  boundaries  during  the  growth  of  the  123  phase 
from  the  combination  of  Y2BaCu05  and  liquid.  The  remaining 
differences  in  magnetic  properties  among  the  various  melt-based 
samples  may  reflect  differences  in  the  extent  of  mutual  alignment 
among  the  regions  of  highly  aligned  grains,  which  are  shown  in 
Fias.  la  and  lb,  in  different  samples.  The  degree  of  domain 
alignment  depends  in  its  turn  on  the  number  and  size  of  the  domains 
of  parallel  123  crystals  and  is  highly  sensitive  to  the  thermal 

history  of  each  sample.  . „ . _ , . ..  . 

With  these  limitations  in  mind,  the  data  in  Table  1 suggest  that 
all  three  techniques  used  in  the  present  study  (partial  melting, 
melt  quenching,  use  of  non-stoichiometric  formulations)  produce 
improved  magnetic  properties  compared  with  those  of  sintered 
samples  (see  above).  This  may  reflect  the  effectiveness  of  melt- 
based  techniques  and  the  introduction  of  dopants,  accompanied  by 
slow  cooling  during  the  growth  of  123  from  the  melt  and  its 
oxygenation,  in  minimizing  the  formation  of  pores,  cracks  and 
insulating  phases  such  as  BaCu02[9]  . The  data  obtained  so  far  are 
not  sufficient  to  determine  conclusively  which  of  these  techniques 
could  give  rise  to  the  highest  magnetization.  It  should  be  noted, 
however,  that  increased  magnetization  does  not  appear,  in  general, 
to  be  associated  with  high  diamagnetic  susceptibility  (see  Table 
1)  The  highest  values  of  the  diamagnetic  susceptibility  are 
encountered  in  the  cases  of  samples  prepared  by  means  of  the  melt 
quench  technique,  but  the  samples  which  have  the  highest 
susceptibility  do  not  exhibit  a very  high  magnetization.  On  the 
other  hand,  among  the  samples  characterized  in  the  present  study , 
those  prepared  by  partial  melting  have  so  far  yielded  the  highest 
magnetization  values,  as  well  as  somewhat  higher  ratios  of  remanent 
to  maximum  magnetization,  indicative  of  highly  effective  pinning  of 
the  magnetic  flux. 
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Abstract 

Explosively  fabricated  or  shock-wave  processed  YBa2Cu3Ox  exhibits  a 
resistance-temperature  signature  characterized  by  a semiconducting 
normal-state  behavior  and  a superconducting  transition  which  is 
broadened  with  increasing  shock  pressure.  The  relative  susceptibility 
(x/Xo)  decreases  with  pressure  while  characteristic  X-ray  split-peak 
broadening  is  increased.  Recovery  of  superconductivity  requires 
thermal  treatment  in  oxygen  at  temperatures  above  900  C.  Transmission 
electron  microscope  observations  have  revealed  defect  clusters  haying 
large,  associatedstrain  fields,  apparently  created  by  discontinuities 
in  the  shock  front.  A comparison  of  shock  pressure  effects  with 
oxygen  order-disorder  phenomena  and  radiation  (ion,  electron,  an 
neutron)  effects  illustrates  the  potential  for  controlling  the 
resistance-temperature  signature  and  the  transport  supercurrent 
density  through  flux  pinning  microstructures  which  optimize  the 
explosive  fabrication  process  and  the  residual  superconductor 
behavior . 

Introduction 

While  it  is  now  well  established  that  copper-oxide-based  powder,  or 
virtually  any  other  ceramic  superconductor  powder,  can  be  consolidated 
and  encapsulated  within  a metal  matrix  by  explosive  consolidation  (1- 
4 \ the  erratic  superconductivity  following  fabrication  has  posed  a 
major  problem  for  bulk  applications  of  YBa2Cu307.  The  nature  of  this 
behavior  seems  to  arise  from  microstructural  damage  resulting  from 
defects  created  in  the  shock  front  (5,6).  Murr,  et  al.  (3,7)  have 
shown  that  the  microtwin  density  in  YBa2Cu307  increases  by  an  order  of 
magnitude  following  explosive  fabrication  of  superconducting  powder  a 
pressures  of  4 to  8 GPa  (6). 

In  this  investigation  we  have  examined  the  effects  of  shock  pressure 
on  the  residual  superconducting  behavior  of  explosively  fabricated 
bulk  composites,  principally  the  resistance  versus  temperature  curve 
and  the  effects  that  heat  treatment  can  have  on  restoring  degraded 
superconductivity.  The  effect  of  shock  pressure  on  residua 
susceptibility,  and  the  relationship  of  shock- induced  degradation  to 
residual  microstructure,  especially  shock-induced  microstructure  are 
also  examined. 

These  features  are  implicit  in  systematic  peak  broadening  of 
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characteristic  X-ray  spectra  or  observed  directly  by  transmission 
electron  microscopy.  We  also  examine  the  implications  of  these 
observations  in  the  context  of  related  alterations  (and  degradation) 

® “^conductivity  by  a variety  of  radiation  treatments  (8-12). 
elemental  substitutions  (13),  and  variations  in  oxygen  content  (14). 

Experimental  considerations  and  Results 

Th®  of  explosive  (shock-wave)  fabrication  of  Y-Ba-Cu-0  powder 

and  the  shock  loading  of  sintered  Y-Ba-Cu-0  bulk  samples  have  been 
given  elsewhere  ( 1-3 , 5 , 15 ) . Conformal  channels  milled  into  a base 
plate  are  filled  with  superconducting  Y-Ba-Cu-0  powder  prepared  by  a 
solid-state  route  described  previously  (3),  and  a cover  plate  is 
itted  into  the  channel  to  contain  and  pre-compress  the  powder.  The 
flyer  or  cladding  plate  is  then  explosively  welded  to  the  base  plate 
simultaneously  consolidating  the  powder,  bonding  it  to  the  channel 
and  creating  a monolithic  composite.  The  accompanying  shock  wave 
produces  defects  which  alter  the  residual  superconductivity.  The 
fabricated  Y-Ba-Cu-0  channel  was  removed  from  the  metal  or  alloy 
monolith,  and  a four-probe  electrode  configuration  attached  using 
silver  paste.  The  R-T  signatures  were  measured  using  a standard  test 
current  of  10  mA.  Coupons  of  sintered  Y-Ba-Cu-O  were  subjected  to  a 6 
GPa  shock  pulse  (5).  The  samples  were  recovered  and  the  resistance 
versus  temperature  curve  measured  as  described  above. 


We  have  also  measured  the  microwave  surface  resistance  (R  ) for  Y-Ba- 
u-O  superconducting  powder  following  explosive  fabrication  and  after 
neat  treatment.  A resonant  microstrip  technique  was  used  (16)  and 
compared  with  a copper  reference  sample  at  the  same  resonant 
frequency.  Figure  1 shows  an  example  of  a prototype  from  which 


Example  of  explosively  fabricated,  monolithic  prototype 
showing  a milled  section  exposing  superconducting  channels  in  Al- 
6061-T6  tooling  plate. 


28 


ORIGINAL  PAGE 
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ISSSl5^::  sra-ss  srs- 

Cu-0  consolidated  powder  channel  strips. 

resistance ' values  (R?)  several  other  Flg. 

2®a®Ualso"shows  the“ann2aST  va?ue,"the  bulk  d o resistance  (R,,) 
following  explosive  fabrication,  and  the  annealed,  bul  The 

superconductivity  ( zero  resistance)  fro  9^ ^ resistance  at  77K  (in 
dotted  line  in  Fig.  2(a)  corresponds  to  the  bulk  resi 

liT?  valuator  co^r  SincfreJ [STin  th°e  ^owaJe^e  in 
comparison  to  the  bulk,  d.c.  <zero  frequency)  ealls"?  R.%“.  °n  the 

'?SeiChand,YSTo?  =“  for  t^e  annealed,  superconducting 

Y-Ba-Cu-0  (Fig.  2(b)). 
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We  examined  the  a.c.  magnetic  susceptibility  (-47ty)  bv  rearindinn 
sampiee  of  explosively  consolidated  channel  sections  extracted  from 

sKe  dis^ibitionT^!3  in  1 to  th!  same  J?Ze  and 

• aistribution  of  the  starting  powder  and  pressing  these  nowder-; 

into  cylindrical  pellets  having  a green  density  of  -65%.  These 

xperimental  pellets  were  then  measured  along  with  the  startina 

y?/  ,r.1Ca-ted  powl?er  Pellets'  to  obtain  relative  sSsceptfb?niy9ratios 

powder  inadditio^  su®cePtitility  for  the  unfabricated  (unshocked) 
^ +-k  # n addition,  portions  of  the  reground  powder  samoles  ac  wpi  i 

“ unlahr]cat**  Powders,  were  examined  by  X??ay  dif??ac?!on 

utrZtiry'(CU:Ka  Nation),  and  characteristic!  orth^hoibic 

previously  %T^rTloL t0  2 9 * 32°  and  58°>  as  di-ussed 


Fi^uf®  3 sh?ws  for  comparison  the  measured  relative  susceDtibili  t-i 

oiT^shock  pressure  (fori26?3 "Tafa^cUon 

cha?acteriS?i?  apparent  that  there  is  a consistent  and 

)*ZaC-rithC  de9radation  of  diamagnetic  shielding  (x/x  ) with 

PreviousnbuthhiSherJhock‘  In  addition'  these  results  correspond  to 
previous  but  higher  shock  pressure  research  by  Morosin,  et  al  (17} 

Sh  ^CO?SP°c  to  incasing  strain  energy  (A29/A26.) consistent 
with  higher  densities  of  shock-induced  defects!  insistent 


d “"fabricated  powders  and  sintered  Y-Ba-Cu-0  as  well  as 
the  explosively  fabricated  and  shock  loaded  Y-Ba-Cu-0  (Fig.  2(c))  bv 
argon  ion  milling  (at  6keV)  of  mechanically  ground  and  polished  thin 

obleivSd  fS  K°d?°e  ele°tr0n  specimens  whLh  couW  bf 

observed  in  the  transmission  electron  microscope.  A Hitachi  H-800 

analytxcal  STEM  was  used  at  200kv  to  perform  arange  ScS 

observations,  including  high-resolution  lattice  imaging. 
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Figure  4 illustrates  gl^alf  af  wll“af  tSe  “* 

observed  in  the  expiosiveiy  fa  2(c)).  These  defects  exhibit 

plane-wave  shock  loaded  materi  ( 4(b))  Which  can  phenomeno- 

significant  strain  field  contrast  ^pe‘<b’ >oadening  (residual  strain 
logically  account  for  the  sig  dif fraction  studies  illustrated  m 

broadening)  observed  in  the  X ray  fields  could  also 

Fig.  3.  Furthermore  overlapping; st^“\  . lack  of  a superconducting 

phenomenalogically  account  for  e P f the  superconducting 

transition  by  destroying  the  phase  < .ohe: rence  ot  ^ al<  (18) 

pair  wave  function  as  alluded  to  in  the  fluence  ion 

where  the  lms  which  produced  microstructural  damage 

create^by'^what^the^described  as  nuclear-energy  loss  processes. 

gmssiop  and  comparison  Qf  Shock-Pressure  Effects 
It  is  now  well  established  that 

bulk  material,  is  very  sensitive  to  * afec  , i variously  alters  the 
impurities  (13),  oxygen  ^concentration  , <8)  ^whicn  cont>xt  Qf  b_ 

rairc°u-rreriodIc!tyPani))?'andrta  host  o \ irradiation  effects  (3- 
12  18)* 

These  effects  are  illustrated  tea ££* 
pressure  and  heat  treatment  in  g*  ’ t to  OXygen  deficiency  or  ion 
shock  or  explosive  fabrication  £ contras; ) does  not 

or  electron  irradiation  is  t Recent  work  by  van  Dover , et 

change  with  pressure  °^^eat  treatment  Recent  w = r ^itional 

al.  (12)  has  indicated  ^rSadiation,  while  significant 

broadening)  is  not  change  current  density  (as  measured  from 

flux  pinning  raises  the  cn  near  106  A/cm2.  A feature  observed 

magnetization  changes)  to  a decrease  in  T (onset)  for  oxygen 

in  Fig.  5 is  the  rather  consistent  decrease  in  i„  i 

deficiency  and  electron  and  ion  irradiation. 

While  there  have  not  been  any  observations  of damage  studies  by  Clark, 
irradiated  samples  (except  for  the  early  th  of  an  amorphous  layer 

et  al.  (8)  which  suggested  the  stimulai tea  gr^  nt  that  the 

at  the  grain  boundaries  m thin  fi  ^ Fig.  4.  In  addition,  the 

defects  are  different  from  those  observed  in  g bulk  materials 

effects  or  radiation  may  also  differ  jntninm  Jt  is  obvious 

not  dominated  by  weak-lmk  intergranu  simple  atomic 

from  Fig.  4 that  the  shock  ^^7^d^ch  ?es^les  a precipitate  (6), 
displacements  but  rather  a 5(a)).  By  comparison,  the 

displacements^even  oxygen°displacements  from  the  Cu-0  charna  may  be 
involved. 

It  is  generally  accepted  that  ^e^rdering^th^  ^ 

especial ly^theSso-called^chain^planes^thebasal ^planes  in  the  unit 

one  oxygen3 from^th^un it  cell  of  VBa.Cu.o,  produces  a 
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dLACK  AND  WHITE  PHOTOGRAPH 


observed  ^‘Jxplosive^fah^  aJs°ciated  strain  field  contrast 

lattice  image  viewed  along  the^-chains^oioT"5  ^'Ba~Cu-°-  (a)  shoWE 

fabrication  at  7 GPa.  (b)  Strain-f  i [01°]  a£ter  explosive 

wave  shock  loaded  Y-Ba-Cu-0  at  6 GPa  ld  ntrast  of  defects  in  plane- 


(YBa2Cu306).  Figure  6 also  shows  the  st  se™1_lnsulating)  material 
occur  for  specific  oxygen  stoichinm^^™0^^1  variances  which  can 
orthorhombic  YBa  Cu  O ^d  the*  n^l,10metrieS  between  the  superconducting 
where  the  transitional  stoichioitr^  YBa2Cu306, ' 

sChownSr?igr?U^^  ^ri0?Sbin  the_  ™ « signatures 

periodicities  whicA  alonS Vt-h  K elaborates  Cu-0  b-chlin 
for  shifts  in  the  ?;  (onset  )as  weA  7/1?.  or,der-di.s^der  can  account 
resistance  (or  resistivity )( Fig  5(bU  VThtatl°nS  in-  the  normal  state 
(Fig.  7)  is  the  weakest  bound  4-*  i The  oxy9en  in  the  chains 
and  is  easily  removed  even  bv  thprmai^61116^31  species  in  Y-Ba-Cu-0 

displacements  can  a!so  I?Sou^t  ?o^  ?Ltreat^nt  <19):  Such 

systematic  displacement  of  ovvoan  th®  cr®atfon  of  microtwins  by 
locations  on  the  a axis,  indeld  thL  he  b Mis  to  interstitial 
density  with  explosive  procession  f ls  an  lnGrease  in  microtwin 
and  there  is  no  apparent  oxygen  loSs  pressures  <4  to  8 GPa) (3) 
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FIG.  5:  Comparison  of  resistance-temperature  signatures  for  shock 

fabricated  and  heat  treated  Y-Ba-cu-0  (a)  with  those  tor  oxygen  (x) 
deficient  (b),  ion  irradiated  (c),  and  electron  irradiated  (d)  Y B 
Cu-S  Data  reproduced  in  (b)  , (c),  and  (d)  is  after  references  (14), 
(9),  and  (10)  respectively. 


FIG.  6:  Basal-plane  oxygen  (vacancy)  order-disorder  along  b-chains 

(b-axis)  and  Cu-0  chain  periodicity  with  oxygen  content.  The  double 
unit  cell  variances  produce  variations  in  b— chain  periodicities  as 
shown . 
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FIG.  7:  Schematic  views  of  b-chain  periodicities  viewed  in  the  b- 

axis  direction  (Fig.  6).  Solid  circles  are  copper,  open  circles  are 
oxygen.  These  views  show  oxygen  vacancy  periodicity  in  the  b-chain. 
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In  the  context  of  granularity,  macroscopic  resistivity  is  st£ongly 
influenced  by  each  grain  or  microstructural  domain  which  contribu 
to  a partial  path  across  the  sample,  creating  a kind  of  percolation, 
with  the  zero  resistance  state  occurring  at  or  near  the  percolation 
threshold  (21).  However,  in  bulk  superconductors  the  zero  resistance 
paths  can  be  along  the  surface,  and  this  phenomena  can  at  least 
account  in  principle  for  the  anomalous  resistance  difference 
illustrated  in  Fig.  2(a)  which  in  effect  compares  the  bulk  (R  * cJ 
percolation  resistance  with  the  surface,  microwave  resistance  (R.)  at 
constant  temperature  (77K).  This  difference  may  also  reflect  the 
relaxation  of  strain  fields  or  defects  near  the  surface  as  well. 

Conclusions 

It  is  clear  from  Figs.  5 and  6 that  the  atomic  ordering,  and  even  the 
ordering  of  Cu-0  chlins  as  suggested  in  Fig.  7,  as  well  as  a variety 
of  crystal  defects,  have  a controlling  influence  not  only  on  t*^e 
superconducting  transition  and  the  transition  temperatures , but  also 
on  the  normal-state  resistance  behavior  as  well.  The  shape  of  the  R 
T curve  might  therefore  be  manipulated  by  a clear  understanding  ° 
role  that  specific  defects  can  play,  and  their  interaction  to  produce 
specific  resistance-temperature  signatures,  and  flux  pinning  o 
accomodate  large  supercurrent  transport  densities. 

It  may  be  possible  to  manipulate  the  microstructure  of  the starting 
superconducting  powder  to  optimize  the  R-T  signature  as  well  as  the 
f;Sx  pinning  properties  so  that  both  are  enhanced  following  explosive 
fabrication?  Jin?  et  al.  (22)  have  in  fact  recently  demonstrated  that 
intragranular  flux  pinning  could  be  enhanced  by  fine-scale  defects 
(similar  to  those  shown  in  Fig.  4)  produced  by  rapid  decQmposition  of 
the  YB2Cu*0b  precursor  to  superconducting  Y-Ba-Cu  0.  While 
wave  might  alter  the  nature  of  such  defects  or  create  new  or 
additional  defects,  the  residual  microstructures  might  produce  a 
different  R-T  signature  than  those  shown  in  Fig.  2(b)  and  (c)  and  F g. 
5(a).  In  effect,  it  may  be  possible  to  take  advantage  of  atomic 
scale  distortions  by  tailoring  the  starting  materials  microstructures 
and  optimizing  the  explosive  fabrication  process  by  adjusting  the 
shock  pressure  without  compromising  the  cladding  of  the  metal  ma 
assembly.  This  will  require  a more  concerted  effort  to  systematical  y 
examine  a wide  range  of  microstructures  by  transmission  electron 
microscopy. 
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Superconductor/carbon  bicomponent  fibers  have  been  prepared 
bv  filling  specially  produced  C-shaped  carbon  fibers  with  a 
suspension  of  YBa2Cu3C>7-x  powders.  The  bicomponent  fibers  were 
processed  in  an  inert  atmosphere  to  retain  the  strength  and 
flexibility  of  the  carbon  backbone.  However,  reactions  between  the 
carbon  fiber  and  the  oxygen  content  of  the  superconductor  were 
observed.  In  response  to  this  problem,  metallic  layers  were 
physically  evaporated  onto  the  carbon  surface,  and  the  fibers  were 
converted  to  metal  oxides,  carbides,  and  nitrides. 
Superconductor/ceramic  bicomponent  fibers  were  then  prepared 
by  filling  the  ceramic  fiber  with  the  superconductive  suspension 
and  processing  in  oxidizing  atmospheres. 


Certain  materials  are  unable  to  be  drawn  or  spun  into  fiber  form 
due  to  their  improper  melting  characteristics  or  brittleness. 
However,  fibrous  samples  of  such  materials  are  often  necessary  for 
the  fabrication  of  intricate  shapes  and  composites.  In  response  to 
this  problem,  researchers  at  Clemson  University  developed  and 
patented  a unique  process,  referred  to  as  the  piggyback  process  , 
to  prepare  fibrous  samples  of  a variety  of  non-spinnable  ceramics.1 
In  this  technique,  specially  produced  C-shaped  carbon  fibers  serve 
as  ’’micromolds''  to  hold  the  desired  materials  prior  to  sintering. 
Depending  on  the  sintering  atmosphere  used,  bicomponent  or 
single  component  fibers  result.  Alumina,  zirconia,  silica,  and 
silicon  carbide  fibers  have  been  produced  by  this  process. 

While  much  has  been  demonstrated  worldwide  concerning  the 
YBa2Cu3C>7-x  superconductor,  fabrication  into  unique  forms  such  as 
fibers  and  composites  has  proven  quite  difficult.  Researchers  at 
Clemson  University  are  currently  investigating  the  feasibility  of 
YBa2Cu307-x  fiber  production  by  the  piggyback  process.  Fibrous 
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superconductor  samples  would  offer  the  potential  advantages  of 
improved  flexibility,  enhanced  critical  current  density,  and 
unlimited  shape  formulation  through  composite  development. 
Multifilamentary  composites  could  be  formed  using  a suitable 
polymer  or  metallic  matrix,  which  could  be  drawn  into  wires  or 
pultruded  into  a variety  of  shapes  to  meet  unique  design 
constraints. 

The  carbon  fibers  employed  for  this  research  were  melt-spun  in 
house  from  petroleum  pitch,  oxidized,  and  carbonized  to  produce 
high  purity  fibers  with  an  approximate  web  distance  of  30  microns. 
The  fibers  were  attentuated  into  segments  of  1-2  inches.  The 
YBa2Cu307.x  powders  were  prepared  by  solid  state  sintering  of 
Y2O3,  BaCC>3,  and  CuO  and  were  determined  phase  pure  by  X-ray 
diffraction  and  a standard  four-probe  resistivity  measurement.  An 
average  transition  temperature  of  90K  was  obtained. 


The  carbon  fibers  were  filled  with  the  superconducting  material 
by  dipping  the  fibers  into  a well -dispersed  organic  suspension  of 
YBa2Cu307.x  powders  and  evaporating  the  solvent.  Due  to  the  small 
web  distance  of  the  fibers,  careful  control  of  the  particle  size 
distribution  of  the  superconducting  powders  was  essential  for 
proper  particle  packing  and  improved  density  of  the  sintered 
sample.  An  optimum  distribution  consisted  of  particles  between  10 
and  0.2  microns. 

The  filled  fibers  were  subjected  to  low  temperature  firings  (< 
450°C)  in  air  or  oxygen  to  burn  out  the  remaining  organics.  To 
retain  the  carbon  backbone,  the  bicomponent  fibers  were 
subsequently  heated  in  an  inert  atmosphere  to  950°C  to  properly 
sinter  the  ceramic.  Thermogravimetric  analyses  showed  that  a 
significant  amount  of  oxygen  was  lost  from  the  superconducting 
structure  during  inert  atmosphere  processing.  Although  a similar 
oxygen  loss  was  exhibited  from  samples  processed  in  oxidizing 
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atmospheres,  the  loss  was  reversible  during  slow  cooling,  with  the 
majority  of  oxygen  regained  in  the  temperature  range  of  700°C- 
400°C  depending  on  the  oxygen  partial  pressure.2  As  unprotected 
carbon  can  withstand  up  to  450°C  in  oxidizing  atmospheres,  a low 
temperature  anneal  in  flowing  oxygen  was  employed  to  restore  the 
oxygen  content  to  the  superconducting  structure.  A 
superconductor/carbon  bicomponent  fiber  is  shown  in  Figure  1. 

However,  the  oxygen  released  from  the  YBa2Cu3C>7-x  compound 
at  high  temperatures  reacted  with  the  unprotected  carbon  fiber, 
resulting  in  the  formation  of  a carbon  monoxide  atmosphere  along 
the  interfacial  area.  The  presence  of  carbon  monoxide  served  to 
further  reduce  the  superconductor  over  time.  Due  to  their  unique 
valency  configuration,  the  copper  ions  were  found  to  reduce  most 
readily  according  to  the  following  decomposition  reaction3: 

2YBa2Cu3C>7-x  --->  Y2BaCuOs  + 3BaCC>3  + 6Cu  (metal) 

To  prevent  oxygen  loss  to  the  carbon  fiber,  a variety  of  potential 
oxygen  diffusion  barriers  have  been  examined  to  determine  their 
effectiveness.  The  important  parameters  included  oxygen 
permeability,  chemical  reactivity,  and  thermal  expansion 
properties. 

A variety  of  techniques  were  considered  for  depositing  the  thin 
barrier  layers  onto  the  carbon  fiber  surface.  Sol-gel  precursors  of 
alumina,  zirconia,  and  barium  titanate  were  used  to  coat  several 
fiber  batches.  Although  the  use  of  sol-gels  allowed  for  decreased 
sintering  temperature  and  more  homogeneous  products,  high 
porosity  and  large  shrinkages  resulted,  leaving  large  gaps  in  the 
coating  for  oxygen  diffusion. 

Metal  barrier  layers  were  deposited  by  sputtering,  electroless 
plating  (Enthone  Corp),  and  physical  vapor  deposition.  Sputtering 
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produced  coatings  of  uniform  thicknesses,  but  the  coating  was 
extremely  porous  and  offered  little  protection  against  oxygen 
diffusion.  Electroless  coatings  of  nickel  and  copper  were  uniformly 
deposited,  but  the  nickel  and  copper  formed  oxides  during 
processing,  reacting  with  the  superconductor  and  also  reducing  the 
structure.  Physical  vapor  deposition  offered  the  advantages  of  more 
reliable  thickness  control  and  unlimited  metal  selection. 

Although  easy  to  deposit  onto  the  fibers,  metals  exhibit  high 
coefficients  of  thermal  expansion  (CTE's).  The  net  CTE  for  the 
carbon  fiber  is  1 x 10’®/°C,  while  the  YBa2Cu307.x  material 
possesses  a net  CTE  of  -13  x 10'6/°C.  This  difference  in  thermal 
expansion  results  in  shrinkage  of  the  superconductor  material  away 
from  the  fiber  (See  Figure  2).  Metal  oxides,  carbides,  and  nitrides 
typically  possess  lower  CTE  values.  To  produce  coatings  of  these 
materials,  the  deposited  metals  were  converted  to  the  desired 
compound  by  controlling  the  sintering  atmosphere.  Fibers 
produced  to  date  by  this  technique  include  silicon  carbide,  silicon 
nitride,  nickel  carbide,  and  alumina.  The  fibers  were  totally 
converted  to  the  desired  compound,  and  the  C-shape  remained 
intact. 

These  ceramic  fibers  can  withstand  the  required  sintering 
temperature  for  YBa2Cu307-x  in  oxidizing  atmospheres,  eliminating 
the  need  for  inert  atmosphere  processing.  All  oxygen  lost  during 
heat-up  can  be  easily  regained  during  slow  cooling.  Although  not  as 
flexible  as  the  carbon  backbone,  the  ceramic  fibers  do  alleviate  the 
thermal  expansion  mismatch,  while  providing  sufficient  strength  to 
protect  the  superconductor  during  processing  and  handling. 

Prepared  fibers  have  been  analyzed  for  composition  and 
structure  using  a Debye-Scherrer  camera  for  small  sample  X-ray 
diffraction.  Most  samples  processed  without  diffusion  barriers 
exhibited  the  oxygen-deficient  tetragonal  phase  of  YBa2Cu3C>7-x. 


40 


However,  the  orthorhombic  and  tetragonal  phases  may  have 
coexisted  in  some  samples,  preventing  the  drop  in  electrical 
resistivity  indicative  of  superconductivity.4  Preliminary  samples 
prepared  with  the  diffusion  barriers  and  processed  in  oxidizing 
atmospheres  have  possessed  the  orthorhombic  phase. 

Four  point  probe  electrical  measurements  of  the  fibers  have 
proven  quite  difficult.  Small  microcracks  have  been  discovered  by 
electron  microscopy,  resulting  from  the  thermal  expansion 
mismatch  and  improper  handling  of  the  fibers  after  processing.  In 
addition,  the  fibers  produced  have  proved  to  be  only  partially 
sintered  (i.e.  <50%  theoretical  density),  leading  to  a drastic 
decrease  in  critical  current  density  and  potentially  prohibiting 
current  flow  completely.  The  low  density  of  the  fibers  also 
contributes  to  their  poor  mechanical  strength.  While  the  feasibility 
of  the  piggyback  process  for  YBa2Cu307-x  fiber  production  has  been 
demonstrated,  much  work  is  still  necessary  to  improve  the  quality 
of  the  sintered  material  if  the  fibers  produced  are  to  be 
incorporated  into  useful  composites  or  cables. 
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Figure  1:  Superconductor/carbon  bicomponent  fiber. 


Figure  2:  The  thermal  expansion  mismatch  between  the  carbon 
fiber  and  the  superconductor  result  in  shrinkage  of  the  ceramic 

away  from  the  mold. 
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Y.S.Song,  Y.W.Park  Department  of  Physics,  Seoul  National 
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Electric  resistivity,  magnetic  susceptibility,  thermoelectric 
power,  and  Hall  coefficient  of  Nd1  85Ce0  15Cu04.y  and  P^i.a5Ceo.i5Cu04-y 
whose  onset  temperature  of  the  superconductivity  are  24  K and  23 
K were  measured.  Our  experimental  results  show  many  interesting 
features.  In  particular,  the  Hall  coefficients  are  negative  and 
relatively  flat  as  a function  of  temperature.  However,  the 
temperature  dependence  of  the  thermoelectric  power  (TEP)  for  these 
two  samples  shows  the  positive  sign  for  both  samples  in  contrast 
to  the  previous  results.  Moreover  TEP  for  both  samples  remains 
flat  in  the  normal  state  below  250  K,  but  decreases  rapidly  above 
250  K.  TEP  of  only  P^  85Ce0  15Cu04  shows  a peak  near  50  K.  Finally 
onset  temperatures  of  sudden  drop  of  TEP  are  higher  than  those  of 
resistance  drop. 

We  also  measured  the  physical  properties  of  these  samples  produced 
at  different  conditions  such  as  different  heat  treatment 
temperatures,  atmospheres.  TEP  and  resistance  measurement  show  that 
oxygen  deficiency  is  essential  to  produce  better  superconducting 
samples.  Correlation  between  TEP  and  superconductivity  for  these 
different  samples  will  be  discussed. 
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Abstract.  Among  the  phases  present  in  the  products  of  thermal  treatments  of  mixtu- 
res of  analytical  grade  Bi20  3,  Sr(0H)2.8H20  and  CuO,  a cubic  perovskite , BrSr^Os . 5, 
with  1:1  order  at  the  B-cations  sublattice  and  a = 8.493(7)  A has  been  found.  i 
oxide  appears  to  substitute  some  Cu  for  Bi  giving  rise  to  materials  with  lower  a 
valuest^ter  been  grown  from  fixtures  of  the  same  reagents  at  Bi.SrtCu  molar  ratio. 
(0  7-2  2 ) * ( 1 .0-2 . 2) : 1 using  techniques  of  static  and  revolving  crucibles,  crysta 
of  four  phases  have  been  studied  by  X-ray  diffraction,  electron  microscopy  and 
electron  diffraction,  namely  the  superconducting  Raveau  oxide,  A;  a second  P_a  ’ 
A,,  very  similar  to  A;  and  the  oxides  with  Bi:Sr:Cu  molar  ratios  2.2.1,  K,  and 
4-8-5  G.  The  conditions  (composition,  crystallization  rate)  which  lead  to  » 1 

K are  established.  Each  of  these  phases  distinguishes  from  the  two  others  by  i 
oxygen  content,  which  decreases  in  the  order  A > Ai  >K- 

1 . INTRODUCTION 

Prior  of  the  discovery  1 of  superconductivity  in  an  oxide  of  Bi,  Sr  and  Cu,  several 
solid  phases  were  known  in  the  two-component  regions  of  the  ternary  system  2 3 
ri-Cu0 Nevertheless  that  discovery  has  created  a new  interest  m ternary  and 
quaternary  copper  oxides,  of  which  the  following  phases  are  at  present  known. 

Oxides  of  Bi  and  Cu.  Although  two  compounds  of  stoichiometries  Bi4Cu07  and  Bi2Cu205 
have  been  mentioned?^,  the  oxide  best  character izedA-  1S  tetragonal  CuBi^V 
unit-cell  parameters  (A)  a = 8.510,  c = 5.814.  The  crystal  structure  of  CuBi204  has 
been  simultaneously  refined  6,7  in  the  space  groups  S.C.  P4/ncc  (No.  130) 

14  (No.  79 ) 9 , with  Cu  in  a square  planar  coordination. 

Oxides  of  Sr  and  Cu.  Whereas  the  existence  of  two  Sr  and  Cu  (II)  oxides  SrjCuC >3  and 
SrCuO ? is  well  established,  only  the  tetragonal  oxide  SrCu202  of  Sr  and  Cu  UJ 
is^ known  10 , with  S.G.  14  l/amd  (No.  141)H  , a = 5.48  c = 9.82,  SrOfi  octahedra.nd 
Cu  in  linear  two-coordination  with  oxygen.  Sr2Cu03  is  12 , 13  orthorhombic :,  a - 12.684, 
b = 3.9064,  c = 3.4957,  S.G.  Immm  (No.  71),  and  inc ludes  SrOj  P°jy! hedra  a: n p a 
on  cnnares  * and  CuSrO?  i s 3 * 14 » 1 5 a 1 so  orthorhombic,  a - 3.9136(2),  b - 16.33 
c - 3.5730(2),  S.G.  Cmcm  (No.  63).  Besides  a not  too  well  characterized  Sr  cuprate 
hvdrateie  SrCu  , 0 4 . nH  2 0 , a new  oxide  of  Sr  and  Cu  containing  some  Cu  (Ixl) 
^d  forllated  a's  Sr  l4Cu . has  been  recently  r.port.d^‘».  Th. 
re  of  orthorhombic  Sr14Cu24  041  is  incommensurate  and  can  be  described  a t 
suit  of  two  interpenetrating  structures:  one  with  Sr-(Cu20  3 = 3 931(1), 

an  orthorhombic  cell  with  dimensions  (A)  of  a = 11. 459(2), b - 13.368(  ), 

“d  a second  structure  with  layers  of  (C„02  chains)  in  a cell  having  the  mentioned 

a and  b values  but  with  c - 2.749(1). 

Oxides  of  Bi  and  Sr.  The  first  phase  described  ™ in  the  system  Bi2C >3- -SrO  1 s a 
rhombohedral  solid  solution  with  the  homogeneity  range  S = 14-26,  bein8  C 

mo^cent  Sr  / ( Sr  + Bi ) . Th  is  chase,  S.G.  R3m  (No.  166),  has  a rhombohedral  pnmtiv 
mol  percent  M Q 6-9  8 A and  a=  23.8°-23.4°,  or  a thrice  primitive  hexagonal 

cen'wlth  . = 3.97  t c 28. 1-28.6  %.  In  this  oxide,  that  can  be  formulated  as 
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Bi  2-2x  Srx°3-2x  with  x = 2s/ ( 100+s) , the  metal  lattice  always  seems  to  remain  comple- 
te, whereas  there  is  a variable  number  of  vacant  positions  of  the  oxygen  lattice. 

The  effect  of  small  SrO  additions  on  the  polymorphism  of  Bi203  was  studied  some 
years  later  by  high  temperature  X-ray  diffraction,  and  the  tentative  partial  phase 
diagram  in  the  temperature  range  500-900  °C  was  proposed21  . This  diagram  includes 
the  above  mentioned  rhombohedral  phase  of  variable  composition  and  a solid  solution 
of  cubic  symmetry.  The  system  Bi203-SrO  has  been  studied  some  years  ago22,  in  the 
temperature  range  620  to  1000  °C  by  thermal  and  high-temperature  X-ray  diffraction 
analyses.  Table  I includes  the  composition,  approximate  stability  regions,  crystal 
system,  and  unit-cell  parameters  of  the  different  phases  that  were  found,  compri- 
sing five  solid  solutions  and  three  oxides  of  constant  composition,  two  of  which 


Table  I.  Approxinate  stability  regions,  symmetry,  and  unit-cell  parameters  for  oxides-  of  compositions 
Bi2_2xSrx03-2x’  accor(*in9  to  reference  22. 


Oxide 

X 

T °/C 

Symmetry 

a/8 

b/8 

c/8 

ai 

0.01-0.12 

730-820 

C 

5.67 

Bi 

0.20-0.40 

700-900 

R 

4.0 

28.7 

e2 

0.18-0.43 

620-700 

R 

3.97 

28.2 

Bi 2Sr04 

0.50 

620-800 

- 

_ 

Y 

0.58-0.64 

820-940 

T 

13.239(2 )— 

- 

4 . 2 5 7 ( 1 )6 

Y' 

0.58-0.62 

900-930 

C 

4.4l£ 

_ 

_ 

S^Sr^Ocj 

0.67 

650-950 

0 

14.293(2) 

7.651(2) 

6.172(1) 

Bi2Sr3°6 

0.75 

810-980 

- 

- 

- 

- 

C:  cubic 

T : tetragonal 

R:  rhombohedral 

0:  orthorhombic  M: 

monocl inic 

£ excluding  four  metastable  solid 
b for  x = 0.615:  see  ref.  23. 

solution  obtained  by  annealing 
£ for  T = 950  °C 

oc  i in  different 

conditions 

have  been  characterized  more  recently:  Bi2Sr04  is2^  monoclinic,  S.G.  C2/m  (No.  12), 
with  a = 19.2882(16),  b = 4.3520(4),  c = 6.1015(5),  0 = 94.839(7)°;  and  Bi2Sr205  is25 
orthorhombic,  S.G.  Pmam  (No.  51)  with  the  crystallographic  constants  a = 6.1713(6), 
b = 14.3074(15),  c = 3.8262(4),  closely  related  to  those  shown  in  Table  I.  Some 
months  ago  a new  oxide  of  molar  ratio  Bi:Sr  = 1:3  (x  = 0.857)  has  been  described26 
as  crystallizing  in  the  orthorhombic  system  with  a = 17. 147, b = 16. 758, c = 16.998  A. 

Oxides  of  Bi,  Sr  and  Cu.  The  first  superconducting  material  in  the  system  Bi-Sr-Cu-0 
was  described  by  the  group  of  Raveau1  and  formulated  as  Bi2Sr2Cu207+x , with  an  or- 
thorhombic unit-cell  of  parameters  (A)  a = 5.32,  b = 26.6,  c = 48.8  and  a supercon- 
^UCt2fl®  transition  at  7 K,  which  was  soon  confirmed27.  In  a preliminary  publica- 
tion our  group  reported  that  mixtures  of  Bi203,  SrC03  and  CuO  in  the  molar  ratios 
Bi.Sr:Cu  = 2:2:2  lead  to  the  oxide  Bi2Sr2CuOg+x  ; here  designed  as  221,  mixed 
with  small  amounts  of  CuO;  and  that  all  the  reflexions  of  the  X-ray  diffraction 
patterns  of  the  221  oxide  can  be  indexed  in  an  orthorhombic  unit-cell  of  parameters 
(A)  a = 5.390(2),  b = 26.973(8),  c = 24.69(4).  Subsequent  diffraction  studies 

ray,  electron,  neutron)  confirmed  the  composition  221  and  propounded  the 
substructures  included  in  Table  II. 

The  actual  structure  of  221  is  a long-period  modulated  superstructure  with  diffe- 
rent modes  that  can  be  observed  by  electron  diffraction  and  high-resolution  elec- 
tron microscopy.  The  presence  of  superstructures  was  soon  established 27  and  corro- 
borated later  by  various  authors32*35-37-26  . Superstructures  of  the  following  types 
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have  been  described35:  base-centered  monoclinic  with  parameters  (X)  a = 5.4,  b = 27, 
c = 26.9,  a = 66.3°;  monoclinic  with  a = 5.1,  b = 27,  c = 12.6,  a-  77.6°;  and 
base-centered  orthorhombic  with  a = 5.4,  b = 22.6,  c = 24.6. 


Table  II.  Crystal  structures  proposed  for  the  superconducting  oxide 

of  approximate  composition  Bi„Sr_CuO_ 

2 2 6+x 


Preliminary  studies  of 
the  authors  showed  that 
some  other  phases  ap- 
pear for  compositions 
Bi,  1.5-2. 2;  Sr,  1.8- 
2.2;  Cu,  1;  and  that 
slight  var iat ions  in  the 
initial  concentration 
of  Bi  and  Sr  favor  the 
appearance  of  these  pha- 
ses. On  the  other  hand, 
we  observed  that  the  no- 
minal composition  2:2:1 
is  metastable  and  chan- 
ges when  heated  for  a 
long  time.  These  obser- 
vations are  related  to 
the  results  of  some  re- 
cent s tudies 26 , 38 -40 . One  of  them?5  concludes  that  three  phases  coexist  at  the  ideal 
221  composition:  a superconducting  material  with  the  aproximate  composition 


Symmetry 

S.G. 

a/8 

b/8 

c/8 

(°) 

l 

Ref. 

T 

_ 

5.381(1) 

_ 

24.65(1) 

_ 

- 

29 

T 

I4/mmm 

3.8097(4) 

- 

24.607(3) 

- 

2 

30 

0 

Amaa 

5.392 

5.394 

24.537 

- 

4 

31 

0 

- 

10.8 

53 

24 

- 

- 

32 

T 

14/ mmm 

3.801(3) 

- 

24.61(9) 

- 

2 

33 

0 

Amaa 

5.362(3) 

5.374(1) 

24.622(6) 

- 

- 

34 

T 

- 

5.4 

- 

24.6 

- 

- 

35 

M 

C2 

26.856 

5.380 

26.908 

113.55 

4 

36 

M 

- 

5.4 

26 

28 

116 

- 

37 

T:  tetragonal  0: 

orthorhombic  M: 

monoc 1 in i c 

Bi 


2.125  Sr  1.875 


; Cu 


.031 


0, 


and  two  oxides,  Bi  \ -/Sr  ig  Cu  -/Oy  and  S^CugOy,  the  first  of  which 
with  parameters  a = 5.425,  b = 23.254,  c = 24.427  X.  The  second  study3**  points  out 
that  nominal  221  is  actually  a solid  solution  tolerating  a range  of  Sr  deficiency, 
i.e.,  Bi2Sr2_xCuOg  (x  = 0.1-0. 5);  that  superconducting  behaviour  is  observed  for 
x = 0.1-0.25,  the  solid  solution  undergoing  a metal-to-insulator  transition  for 

higher  x values;  and  that  the  stable  phase  at  the  221  composition  is  a semiconductor 
designed  as  the  collapsed  221  phase.  The  results  of  the  third  study3^  confirm  the 
existence  of  one  oxide  with  Bi:Sr:Cu  ratios  of  2:2:1,  and  a solid-solution  phase 
with  (2 . 2-x)  : ( 1 . 8+x) : 1 ratios,  for  x = 0-0.08.  Only  this  second  phase  is  a 

superconductor  at  9 K and  x = 0.08.  The  2:2:1  compound3^  , the  collapsed33  221  phase, 
and  the  oxide  formulated^  as  Bi ^ 7 Sr1 g Cu^O y show  the  same  X-ray  diffraction  pattern, 
that  was  indexed39  with  a = 23.73(1),  b = 13.242(6),  c = 4.081(1)  A.  By  a combina- 
tion of  electron  diffraction  and  single  crystal  and  powder  X-ray  diffraction,  the 
phase  of  composition  221  has  been  more  recently  found^  to  have  a commensurate  lat- 
tice with  monoclinic  symmetry,  S.G.  C2/m  or  Cm,  a = 24.473(2),  b = 5.4223(5), 
c = 21.959(2)  A and  3=  105.40(1)°.  In  short,  it  appears  that  the  superconducting 
oxide  thought  at  the  beginning  as  having  the  composition  221,  is  a solid  solution 
with  a range  of  Sr  deficiency;  and  that  stoichiometric  221  is  not  a superconductor. 
Hence,  the  structural  data  shown  in  Table  II  correspond  to  the  Sr-deficient  solid 
solution,  and  stoichiometric  221  is  monoclinic,  with  the  X-ray  diffraction  data39  in- 
dicated. These  two  phases  will  be  labelled  here  as  A and  K respectively. 


At  least  five  additional  oxides  with  various  Bi:Sr:Cu  molar  ratios  have  been  des- 
cribed. Two  of  them,  2:7:2  and  4:9:1,  are  apparently  stabilized  by  the  presence  of 


Li2CC>3,  but  do  not  form  without  it 


39 


Table  III  includes  X-ray  diffraction  data 


for  these  oxides.  The  cubic  oxide  which  appeared  with  some  impurities  from  nominal 
molar  ratios  2:4:1  showed  ^ the  reflexions  of  a perovskite  with  1:1  order  at  the 
B-cation  sublattice.  The  authors  found  later  that  for  Bi:Sr  ratios  1:2  and  1:3  a 
very  similar  perovskite  is  formed  without  copper.  This  result  led  them  to  explore 
the  Sr-rich  region  of  the  phase  diagram  B^Og-SrO.  On  the  other  hand,  the  authors 
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Table  III.  Unit-cell  constants  for  oxides  with  various 
Bi:Sr:Cu  ratios 


Bi 

: Sr : 

: Cu 

Symmetry 

a/ A 

.6  .0 

b/A  c/A 

Ref  s . 

2 

3 

2 

0 

4.888 

5.396  24.804 

26 

4 

8 

5 

0 

5.389 

24.050  34.035 

26 

4 

8 

5 

0 

5.373(2) 

23.966(4)  33.907(6) 

41 

2 

4 

1 

C 

8.480(1) 

- 

42 

2 

7 

2 

0 

8.769(2) 

8.340(2)  7.983(3) 

39 

4 

9 

1 

T 

1 1.694(3) 

9.466(4) 

39 

C: 

cubic  0 

: orthorhombic  T:  tetragonal 

nary  results  of  these  experiments  are  included 


found  that  not  too  long  treatments 
of  mixtures  with  nominal  compo- 
sition 221  at  780-790  °C  gave  A 
and  small  amounts  of  Bi  2 8^05; 
that  K was  obtained  with  loss  of 
mass  after  long  treatments  at 
900  °C;  and  that  K,  when  exposed 
to  the  air,  becomes  A j , a phase 
whose  X-ray  diffraction  pattern 
looks  very  similar  to  that  of  A. 
These  results  led  them  to  grow 
crystals  of  A,  K and  Aj  in  dif- 
ferent conditions.  The  prelimi- 
in  this  paper. 


2.  EXPERIMENTAL 


Six  polycrystalline  samples  of  the  compositions  indicated  in  Table  IV  were  prepared 
by  solid-state  reactions  from  mixtures  of  analytical  grade  Bi203  and  SrC03,  which 
were  ground  and  succesively  heated  in  air  at  800,  900  and  950  °C  in  alumina 
crucibles.  After  each  thermal  treatment,  which  lasted  five  hours,  the  samples  were 
weighed,  reground  and  characterized  by  X-ray  diffraction  using  a SIEMENS  Kristallo- 
flex  D500. 


The  crystals  were  grown  from  mixtures  of 
99.9  % Bi2  03  , Sr (OH) 2 • 8H20  and  CuO  at  the 
molar  ratios  and  conditions  shown  in  Ta- 
ble V.  Dense-a lumina  crucibles  were  used. 
Revolving  crucibles  (60  r.p.m.)  with  the 

direction  of  rotation  changing  every  10 
seconds  in  a furnace  QUASTAR  89  were  em- 
ployed for  sample  nos.  9-12.  Except  indi- 
cated otherwise  (sample  nos.  1,  9-11)  the 
samples  were  preheated  at  850  °C  for  12 
hours,  quenched,  ground,  led  to  the  tem- 
perature T (°C),  maintained  at  this  tem- 
perature for  t hours  as  a melt,  cooled  to 
750  °C  at  2°Ch~*,  and  quenched.  A portion 
of  the  crystals  as  grown  was  pulverized  and  characterized  by  X-ray  diffraction. 
The  d-spacings  and  relative  intensities  were  measured  as  indicated  elsewhere^  . The 
morphological  study  of  the  crystals  was  performed  using  a JE0L  scanning  microscope 
JSM  35-C.  For  high  resolution  electron  microscopy  and  electron  diffraction, 
a microscope  JE0L  JEM-2000  FX  was  employed.  The  resistivity  measurements  were  made 
using  a standard  four-probe  method. 

3.  RESULTS  AND  DISCUSSION 

Table  IV  includes  the  phases  identified  in  six  polycrystalline  samples  of  composi- 
tions Bi 2 _2x  Srx°3-2x  (0. 75^  x < 0.86) : Bi2Sr306  and  BiSr305.5  . The  oxide  with  Bi:Sr  = 
2:3  molar  ratio  shows  the  following  d spacings  (A)  with  the  relative  intensities  in 
parentheses:  4.68(10);  4.38(8);  4.23(7);  4.01(10);  3.75(6);  3.14(90);  3.04(100); 

2.18(50);  1.81(20);  and  1.79(30).  The  oxygen  content  for  BiSr305<5 has  been  adjusted 
assuming  Bi  (V),  because  the  mass  changes  were  followed  by  weighing  before  and  af- 
ter each  operation  and  showed  that  almost  the  whole  Bi  (III)  oxidized  in  the  course 
of  the  thermal  treatments.  The  X-ray  powder  diffraction  pattern  for  Bi Sr3 05# 5 shows 


Table  IV. 

Phases 

identif i 

Led  in 

six  poly 

crysta- 

lline  san 

pies  of 

composit 

Tons  1 

Bi.  „ Sr 
2-2x  x 

0,  9 
3-2x 

No. 

BI 

: Sr 

X 

Phases 

1 

2.0 

3 

0.75 

J+E  ( 

is) 

2 

3.0 

5 

0.77 

J + E 

3 

4.0 

7 

0.78 

E+J 

4 

1.0 

2 

0.80 

E+J  ( 

is) 

5 

1.1 

3 

0.85 

E+J  ( 

it) 

6 

1.0 

3 

0.86 

E 

J 

Bi2Sr3 

;°6 

E 

BiS^Og 

.5 

s 

small 

amounts 

t 

traces 
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Table  V.  Phases  identified  in  crystals  grown  from 
fixtures  of  various  BiiSrtCu  molar  ratios 


No. 

Bi:  Sr:  Cu 

l/°C 

t/h 

Phases 

1 

2.0  2.0  1 

890a 

6 

A + A i ( s ) 

2 

2.0  2.0  1 

930 

6 

A 

3 

2.2  1.8  1 

930 

6 

A ] + A ( t ) 

4 

1.8  2.0  1 

1000 

6 

K 

5 

1.5  2.0  1 

1000 

6 

K 

6 

1.8  2.2  1 

930 

6 

K+G(s) 

7 

1.0  1.5  1 

1000 

6 

Ai+G 

8 

0.7  1.0  1 

1000 

6 

G 

9* 

2.0  2.0  1 

940b,c 

1 

K 

10* 

2.0  2.0  1 

940d,c 

1 

K 

11* 

2.0  2.0  1 

940c 

1 

Al 

12* 

2.0  2.0  1 

940 

1 

A+K+A i 

* re  v 

solving  crucible 

3 cooled 

to  R.T. 

b crystal lized  at  15 

°Ch_1  c no  pretreatment  at  850°C 

d crystal lized  at  5 

°Ch_1  (s)  small  amounts  (t)  traces 

A, 

p Raveau  phase; 

, new  phase; 

K,  221  oxide; 

G, 

, Bi^Sr8Cu50lg 

— 

the  reflexions  of  a cubic  perovskite, 
a - 2aQ  = 8.493(7)  X,  with  1:1  order 
at  the  B-cations  sublattice:  Sr[ Sr0>5 
Bio .5]  °2.75  • This  oxide>  which  appears 
as  not  too  crystal  1 ine  , appears  to 
substitute  some  Cu  for  Bi  giving  rise 
to  materials  like  Sr [ Sr  g. 5 Bi q.3  Cu q, 2] 
O2  45,  which  was  prepared  from  stoi- 
chiometric mixtures  of  B3.2O3,  Sr(0H)2 
8H2 0 and  CuO  heated  as  indicated  for 
the  basic  compound.  The  unit— cell 
parameter  of  the  Cu— containing  mate- 
rial is  slightly  smaller,  a — 8.465 
(14)  X.  This  could  be  expected  from 
the  different  sizes44  of  both  ca- 
tions, 0.76  X for  Bi  (V)  and  0.73  A 
for  Cu  (II),  as  well  as  from  the 
smaller  oxygen  content  of  the  Cu- 
containing  oxide.  This  is  the  phase 
wich  appeared42  with  some  impurities 
from  nominal  2:4:1.  Apart  from  this, 
all  the  attempts  to  reproduce  the 
X-ray  diffraction  pattern  reported26 
for  BiSr 30z  were  unsuccessful. 


All  the  experiments  on  crystal  growth 


Fig.  1.  Comparison  of  X-ray  diffraction  patterns 
of  and  A. 


led  to  abundant  masses  of  crystals  in  which 
the  phases  included  in  Table  V (A,  Ai  , K 
and  G)  were  identified.  Three  of  these,  A, 

K and  G,  are  relatively  well  known:  A, 
that  was  present  in  sample  nos.  1,  2 and 
12,  is  the  Raveau  phase  with  the  unit-cell 
parameters  included  in  Table  II;  K is  mo- 
noclinic40 221,  which  appears  as  major  pro- 
duct after  crystallising  sample  nos.  4,  5, 
6,  9 and  10;  and  G (samples  6-8)  is  ortho- 

rhombic26, 41  Bi4  Sr8  Cu5  019  . Crystals  of  Aj, 
a new  phase  closely  related  to  A,  are  ob- 
tained from  sample  nos  3,  7,  and  11.  The 

relation  between  the  X-ray  diffraction 
patterns  of  both  phases  is  shown  in  Fig.  1- 
The  morphologies  of  A and  Aj  can  only  be 
distinguished  by  the  way  of  their  faces 
being  developed.  Crystals  of  A have  planar 
faces,  ordinarily  well  developed,  some  of 
them  with  edges  up  to  5 mm  long,  but  for- 
ming irregular  triangles  as  Fig.  2 shows. 
The  A i phase  shows  a similar  morphology 
and  strong  tendencies  to  be  delaminated 
and  to  grow  by  steps.  Consequently,  volu- 
minous crystals  of  Ai  cannot  easily  be 
grown.  When  static  crucibles  are  employed, 
nominal  mixtures  with  Bi:Sr  ratio  larger 
than  1 (sample  no.  3)  lead  to  Ai  as  the 
major  product,  whereas  stoichiometric  221 
gives  phase  A (sample  nos.  1 and  2).  The 
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presence  ot  traces  of  A]  in  sample  no.  1 
can  be  related  with  the  removal  of  some 
oxygen  during  the  15  days  required  for 
lowering  from  750  °C  to  room  temperature. 

Crystals  of  phase  K are  obtained  using 
static  crucibles  from  nominal  mixtures 
with  Bi:Sr  ratios  smaller  than  1 (sample 
nos.  4,  5).  For  still  smaller  Bi:Sr  ra- 
tios, the  oxide  Bi4SrgCu50|g  is  progressi- 
vely stabilized  (sample  nos.  6-8).  Crys- 
tals of  the  K oxide  show  an  elongated 
development  and  form  needle-shaped  or  fi- 
brous masses  including  many  crystals  (Fig. 
3). 


-fmm  The  results  obtained  in  the  experiments 

with  rotating  crucibles  (sample  nos.  9-12) 
also  suggest  that  the  oxygen  content  in- 
Fig.  2.  Optical  photomicrograph  of  the  A phase.  creases  in  the  order  K < A1  < A.  The  rapi- 

der  crystallization  of  sample  nos.  9 and 
10  leads  to  crystals  of  K,  which  is  the  phase  with  the  smaller  oxygen  content.  For 
a slower  crystallization  (sample  no.  11),  crystals  of  result.  In  the  case  of 
pretreated  sample  no.  12,  with  smaller  oxygen  content,  the  three  phases  appear  at 
different  heigths  of  the  crucible:  A,  at  the  bottom;  A \ , at  the  top;  and  K between 
A and  A1#  This  suggests  that  A has  incorporated  all  the  oxygen  of  the  melt  at  the 
expense  of  K,  and  that  the  external  portion  of  K has  oxidized  in  contact  with  air. 

Although  K crystals  obtained 
in  static  crucibles  (sample 
nos.  4,5)  are  grown  from  mix- 
tures with  Bi : Sr  ratios  smal- 
ler than  1,  and  polycrystal- 
line K is  prepared  from  stoi- 
chiometric 221  after  long 
thermal  treatments  at  900  °C 
in  which  some  Bi  can  be  lost, 
K crystals  are  grown  in  ro- 
tating crucibles  at  high 
crystallization  rates  from 
stoichiometric  221  mixtures 
(sample  nos.  9-10).  This 
suggests  that  this  composi- 
tion, 221,  is  also  included 
in  the  stability  region  of 
the  K phase. 


Fig.  3.  SEM  micrograph  showing  needle-like  crystals  of  K up  to  In  the  selected-area  diffrac- 
10  mm  long.  tion  pattern  from  a crystal 

of  A\  (sample  no.  3),  satel- 
lites along  the  b axis  were  observed.  Although  the  (001)  planes  of  Ai  ordinarily 
present  a large  number  of  deformations,  modulations  of  2.7  nm  can  be  seen  in  Fig.  4, 
that  represents  the  high-resolution  (HR)  lattice  image  taken  with  the  incidence 
[001  ].  The  wavy  aspect  of  the  (001)  planes  can  also  be  observed.  The  high-resolution 
lattice  image  of  Fig.  5,  taken  with  the  incidence  [100]  from  another  crystal  of  Ai 
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Fig.  5.  HR  lattice  image  of  A]_  from  sample  no.  3, 
taken  with  the  incidence  [ 100  ]. 


(sample  no.  3),  contains  modulations 
of  1.2  nm  along  the  c axis.  And  Fig. 
6,  with  the  high-resolution  lattice 
image  of  a different  Aj  specimen 
(sample  no.  1)  taken  with  the  inci- 
dence [ 100  ],  displays  modulations  of 
11  and  9.5  nm  along  b and  c axes  res- 
pectively, the  last  of  which  compa- 
rable to  those  of  4x2.4  = 9.6  nm 
observed  in  the  A phase  by  depth  pro- 
file Auger  analysis^.  In  short,  mo- 
dulations along  b and  c axes  obser- 
ved in  the  A phase  are  also  evident 
for  A]. 

Figs.  7 and  8 show  the  se  lected— area 
diffraction  pattern  taken  with  the 
incidence  [ 010  ] from  a crystal  of 
the  K phase  (sample  no.  4)  and  the 
high-resolution  lattice  image  of 
the  same  crystal  showing  modula- 
tions of  2.4  nm  along  the  c axis. 


Fig.  6.  HR  lattice  image  of  Aj  from  sample  no.  1, 
taken  with  the  incidence  [100]. 
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Abstract 

The  recently  observed  variations  of  the  transition  temperature  Tc  with 
oxygen  content  in  the  Bi-based  (2212)  and  (2223)  superconductors  are  analyzed 
in  terms  of  p+,  the  hole  concentration  per  Q1O2  sheet.  This  analysis  shows  that 
in  this  systems  Tc  increases  with  p+  initially,  reaching  maxima  at  p+=  0.2  ~ 0.3, 

followed  by  monotonic  decrease  of  Tc  with  p+.  The  forms  of  these  variations 
are  similar  to  those  observed  in  the  La2-xSrxCu04  and  YBa2Cu30y  systems, 

suggesting  that  p+  may  be  an  important  variable  governing  superconductivity 
in  the  cuprate  superconductors. 


Among  the  cuprate  high-Tc  superconductors,  La2-xSrxCu04_5  is  a 
prototype  since  the  unit  cell  of  this  system  contains  only  a single  Cu02  sheet 
[1].  The  hole  concentration  or  excess  valence  p+  on  the  CuC>2  sheet  in  an  ionic 

charge  lattice  represented  by  La2-\Srx+(Cu°2)'2+p+02.’s  is  given  by  p+  = x - 28, 

meaning  that  p+  can  be  varied  by  varying  either  x or  8 [2,3].  With  8 = 0,  Tc 
increases  from  0 to  38  K as  x increases  from  0.06  to  0.15,  Tc  starts  to  decrease  for 
x > 0.15  and  superconductivity  disappears  for  x > 0.27  [2,3].  This  result  indicates 
the  existence  of  two  superconducting  states:  a hole  (carrier)-deficient  state 
and  hole  (carrier)-excess  state.  For  the  hole-deficient  state,  Tc  increases  with 
holes  concentration  whereas  for  the  hole-excess  state,  Tc  decreases  as  the  hole 
concentration  increases. 

For  the  (123)  family  of  superconductors  represented  by  YBa2Cu30y  [4], 
superconductivity  vanishes  for  stoichiometric  composition  y = 6.5  and  for  y > 
6.5,  Tc  increases  with  y,  reaching  93  K for  y - 7.0.  In  this  system,  each  unit 
cell  contains  two  Cu02  sheets  and  a CuO  chain.  The  question  of  where  the 
excess  holes  resides  leading  to  superconductivity  has  been  studied  by  Tokura  et 
al  [5],  According  to  their  analysis,  the  excess  holes  p given  by  p = (2y  - Q - 6)/3 
is  distributed  as  psh  = (y  - 6.5)/2,  and  pch  = (y  - 6.5)  with  p = (2psh  + pch)/3.  In 
the  above,  Q is  the  total  cationic  charge  (excluding  Cu),  and  psh  and  pch 
respectively  represent  the  excess  holes  in  the  CuC>2  sheets  and  CuO  chain.  They 
further  suggested  that  holes  associated  with  chains,  pch,  are  localized  and 
merely  provide  an  insulating  reservoir  of  charge  whereas  psh  is  the  principal 
variable  governing  superconductivity.  If  p+  represents  hole  concentration 

per  Cu02  sheet,  then  p+  = psh/2  for  the  (123)  system.  By  doping  with  La  and  Ca, 
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Tokura  et  al.  showed  that  Tc  initially  increases  with  p+  for  p+  > 0,  reaches 
maximum  of  Tc~  85  K at  around  p+  = 0.2  and  for  p"*”  > 0.2,  a decrease  of  Tc  is  seen. 

The  idealized  structure  of  the  Bi2Sr2CaiCu20s+5  (2212)  superconductor  is 
quite  similar  to  that  of  the  (123)  compound  with  Ca,  SrO  and  double  BiO  layers 
replacing  Y,  BaO  and  CuO  chain  layers  respectively.  Bi2Sr2Ca2Cu30  io+5  (2223) 
phase  can  be  formed  by  inserting  one  more  (Cu02  + Ca)  slab  into  the  (2212) 
phase.  From  the  structure  similarities,  one  may  expect  that  excess  oxygen 
atoms  are  residing  in  the  double  BiO  layer,  playing  the  same  role  as  the  excess 
oxygen  in  the  CuO  chains  for  the  (123)  superconductor.  However,  the  situation 

for  the  Bi  (2212)  phase  is  complicated.  First  of  all,  the  exact  location  of  the 
excess  oxygen  atoms  in  the  compound  is  still  unclear.  Secondly,  there  are 
numerous  deviations  from  the  idealized  structure  and  composition  in  the  Bi 
and  T1  superconductor  systems,  especially  in  the  double  Bi(Tl)0  layers  and  the 
Sr(Ba)0  layers.  Deviations  such  as  strontium  deficiency  [6]  (Sr:Ca  < 2:1  for  the 
(2212)  phase)  also  creates  holes  on  the  CuC>2  sheets.  Attemp  to  vary  the  oxygen 
content  will  inevitably  alter  the  structure  to  some  extent.  Thirdly,  on 

synthesizing  the  high  Tc  (2223)  phase,  intergrowth  with  a low  Tc  phase  often 
occurs  in  this  system  which  makes  quantitative  study  on  a single  phase 
difficult. 

A number  of  studies  [7-11]  have  shown  that  Tc  in  the  Bi  superconductors  is 
sensitive  to  oxygen  stoichiometry.  For  example,  Morris  et  al  [9]  observed 
increase  in  Tc  with  the  decrease  of  oxygen  content  for  the  (2212)  phase.  They 
varied  oxygen  content  by  annealing  the  samples  at  different  oxygen  pressures 

[9],  We  used  a TGA  (Thermogravimetric  Analysis)  apparatus  to  heat  a 
Bi2Sr2CaiCu208+5  (2212)  sample  to  < 850°C  and  subsequently  quench  the 
samples  in  Ar  gas  [10].  This  method  is  relatively  simple.  Since  the  sample 
treatment  was  carried  out  at  atmosphere  pressure,  it  is  less  destructive  than 

other  methods  and  the  weight  variation  can  be  monitored  in-situ  with  1 pg 
sensitivity.  By  varying  the  quenching  temperature,  we  were  able  to  affect  the 
oxygen  content  by  different  levels  and  we  observed  an  increase  of  Tc  of  25  K as 
a result  of  loss  of  0.09  oxygens  per  formula  unit.  By  the  same  technique,  we 
studied  a Pb-doped  Bi  superconductor  consisting  of  the  (2223)  phase  with  an 
admixture  of  the  (2212)  phase  [11].  Here  we  observed  that  with  loss  of  oxygen, 
Tc  of  the  (2212)  phase  increased  from  70  K to  90  K,  whereas  that  of  the  (2223) 
phase  decreased  from  107  to  90  K.  These  results  suggested  that  the  as-prepared 
Bi  (2212)  phase  is  in  the  hole-excess  state  whereas  the  Bi  (2223)  phase  is  in  the 
hole-deficient  state.  For  an  as-prepared  T1  (2223)  phase  sample,  Tc  has  been 
observed  to  decrease  with  decrease  of  oxygen  content  [12,13]  whereas  for  an 
as-prepared  T1  (2201)  phase  sample  [14],  Tc  increases  with  decrease  of  oxygen 

content. 

At  first  glance,  the  above  findings  on  the  variation  of  Tc  with  hole 
concentration  in  the  (2212)  and  (2223)  phases  of  the  Bi  superconductors  do  not 
fit  into  a consistent  picture.  Furthermore,  the  Tc's  of  the  Bi  (2201),  (2212), 
(2223)  and  (2234)  phases  are  quite  different  viz.  10,  85,  110  and  90  K 
respectively  and  these  results  need  to  be  understood.  Here  we  show  that  when 
the  observed  findings  of  the  variation  of  Tc  with  oxygen  content  in  the  Bi 
superconductor  are  analyzed  in  terms  of  p+,  the  hole  concentration  per  Cu02 
sheet,  a consistent  picture  emerges.  In  addition,  the  variation  of  Tc  with  p+  in 
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Bi  and  possibly  in  T1  superconductors  is  quite  similar  to  that  shown  in  the  La2- 
xSrxCu04-8  and  the  YBa2Cu30y  superconductors,  providing  a consistent  picture 
for  the  four  families  of  the  cuprate  superconductors. 

The  Bi  (2223)+(2212)  phase  sample  we  prepared  is  not  a simple  mixture 
of  two  compounds.  As  mentioned  in  the  previous  paragraph,  during  the 
formation  of"  the  (2223)  phase,  in, e, growth  of  the  (2212)  phase  occur. 

Therefore  the  double  Bi-0  layers  are  often  shared  by  the  < 22 12)  th®  (2B7J} 
phases  If  we  assume  that  excess  oxygen  atoms  are  residing  in  the  double  BiU 
layers,  the  amount  of  the  holes  provided  by  the  excess  oxygen  at, 'vill  be 
shared  by  two  Cu02  sheets  in  the  (2212)  phase  case  and  by  three  Cu02  sheets  in 
the  (2223)  phase  case.  According  to  literature  [15,16],  5 m Bi2Sr2CaCu2  8+5 
varies  from  0.15  to  0.6  for  the  as-prepared  (2212)  phase  sample.  With  the 
consideration  of  the  holes  created  by  strontium  deficency  [6],  we  assume  there 
is  O holes  per  formula  unit.  Then  in  average,  the  hole  concentration  per 
sheet,  p+,  is  given  by  p+  = 0.8/n.  This  gives  p+  = 0.4  and  0.27  for  the  (2212)  and 
(2223)  phases  respectively.  Using  these  two  values  for  the  as-prepared 
samples,  the  variations  of  Tc  with  p+  for  the  (2212)  and  (2223)  phases  based  on 
our  data  [10,11]  are  shown  in  Fig.  1.  A different  choice  of  8 shifts  p at  which 
the  maximum  Tc  is  observed.  However  general  shape  of  the  curve  remains  t 
same  Fig.  1 shows  that  the  as-prepared  Bi  (2223)  is  in  a carrier-deficient  state 
whereas  the  as-prepared  Bi  (2212)  phase  is  in  a carrier-excess  : date.  This 
explains  the  opposite  directions  of  the  Tc  variation  observed  in  the  (2223)  and 
(2212)  phases  as  a result  of  loss  of  oxygen  [7-11].  According  to  lea  ove 
scheme,  one  may  explain  that  Tc  for  the  (2234)  phase  with  four  Cu02  sheets  is 

lower  (90  K)  than  that  for  the  (2223)  phase  because  of  the  smaller  p value  and 
the  low  Tc  (~  10  K)  for  the  (2201)  phase  with  one  Cu02  sheet  because  of  the 

larger  p+  value.  In  addition,  the  as-prepared  Bi  (2234)  and  (2201)  phase 
samples  are  expected  to  belong  to  carrier-deficient  and  carreir-excess  states 
respectively  if  the  structure  of  the  double  BiO  layer  and  the  SrO  layers  remai 
the?  same  as  that  for  the  (2212)  and  (2223)  phases.  We  note  that  Urland  and 
Tietz  [15]  have  reported  the  variation  of  Tc  with  p+  for  the  Bi  (2212)  phase.  Tc 
variation  was  achieved  by  varying  Sr:Ca  ratio  and  oxygen  content.  They 
showed  that  as  p+  increases  from  0.1  to  0.6,  Tc  first  increases  from  73  to  80  K, 
remaining  at  80  K for  p+  = 0.2  ~ 0.4,  then  falling  for  p+  > 0.4.  Their  results 
suggest  that  for  a single  Bi  or  T1  phase,  the  variation  of  Tc  with  p may  follow 
the  same  shape  as  that  in  Fig.  1.  Recently,  similar  results  have  been  reported 
by  Yoshizaki  et  al  [17]  and  Torrance  et  al  [18]  respectively  m Y doped,  and  Na 
and  K doped  Bi  (2212)  samples.  Maximum  Tc’s  were  found  at  p+  = 0.15  ~ 0 25.  In 
the  case  of  La  doped  (2201)  Bi2Sr2.xLaxCu06+5  compound  [19],  Groen  et  al 
showed  that  the  as-prepared  (2201)  phase  is  in  a carrier-excess  state. 

Maximum  Tc  = 28  K was  observed  at  p+  = 0.3  and  for  p+  < 0.21,  the  sample  became 
non -superconductor. 

In  the  above,  we  have  shown  that  the  variation  of  Tc  with  p+  for  the  Bi 
(2212)  and  (2223)  phases  may  be  represented  by  Fig.  1.  Moreover  the  shape so 
the  curve  in  Fig.  1 is  similar  to  that  for  the  (123)  [5]  and  La2.xSrxCu04+8  [2,3] 

superconductors  although  the  magnitude  of  p+  corresponding  to  the  maximum 
Tc  is  somewhat  different  for  different  families  of  superconductors.  According 
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to  previous  experimental  results  [12,13,14],  it  is  likely  that  the  variation  of  Tc 
with  p+  for  the  Tl-based  superconducting  phases  may  follow  a pattern  similar 
to  that  in  Fig.  1 with  maximum  Tc  = 125  K.  These  results  suggest  that  p+  (excess 
valence  per  CuC>2  sheet)  may  be  an  important  variable  for  the  cuprate 
superconductors  and  these  results  should  form  the  major  test  for  any 
successful  theory  of  superconductivity. 

It  is  interesting  to  note  that  without  the  hole  reservoir,  Tc  for 
La2-xSrxCu04-5  is  below  40  K.  With  CuO  chain,  double  BiO  layers  and  double  TIO 
layers  as  hole  reservoirs,  Tc  increases  to  93  K,  110  K and  125  K respectively.  It 
appears  that  the  key  to  the  differences  in  Tc  is  the  interaction  between  the 
hole  reservoir  part  and  the  CuC>2  sheets.  Bishop  et  al  [20]  argued  that  although 
superconductivity  itself  takes  place  on  the  Cu02  sheets,  the  attractive  pairing 
mechanism  is  not  two-dimensional  but  may  require  dynamic  coupling  of  these 
sheets  to  the  surrounding  polarizable  environment  in  order  to  understand  the 
difference  in  the  Tc's  of  the  four  families  of  superconductors. 

Acknowledgements:  This  research  was  supported  in  part  by  a grant  from 

the  Energy  Research  Center  of  West  Virginia  University. 


REFERENCES 

1.  J.  G.  Bednorz  and  K.  A.  Muller,  Z.  Phys.  BH,  189  (1986). 

2.  J.  B.  Torrance,  Y.  Tokura,  A.  1.  Nazzal,  A.  Bezinge,  T.  C.  Huang,  and  S.  S.  P. 

Parkin,  Phys.  Rev.  Lett.  &1>  1127  (1988). 

3.  H.  Takagi,  T.  Ido,  S.  Ishibashi,  M.  Uota,  S.  Uchida,  and  Y.  Tokura,  Phys.  Rev. 
B4Q,  2254  (1989). 

4.  M.  K.  Wu,  J.  R.  Ashbum,  C.  J.  Tomg,  P.  R.  Hor,  R.  L.  Meng,  L.  Gao,  Z.  J. 

Huang,  Y.  Q.  Wang,  and  C.  W.  Chu,  Phys.  Rev.  Lett.,  1&,  908  (1987). 

5.  Y.  Tokura,  J.  B.  Torrance,  T.  C.  Huang,  and  A.  I.  Nazzal,  Phys.  Rev.  BIS.,  7156 

(1988)  . 

6.  P.  Lee,  Y.  Gao,  H.  S.  Sheu,  V.  Petricek,  R.  Restori,  P.  Coppens,  A. 

Darovskikh,  J.  C.  Phillips,  A.  W.  Sleight,  and  M.  A.  Subramanian,  Science 
244.  62  (1989). 

7.  J.  L.  Tallon,  R.  G.  Buckley,  P.  W.  Gilberd,  and  M.  R.  Presland,  Physica  C 158, 
247  (1989). 

8.  T.  Ishida,  Jpn.  J.  Appl.  Phys.  21,  L197  (1989). 

9.  D.  E.  Morris,  C.  T.  Hultgren,  A.  M.  Markelz,  J.  Y.  T.  Wei,  N.  G.  Asmar,  and  J 
H.  Nickel,  Phys.  Rev.  B2£,  6612  (1989). 

10.  J.  Zhao  and  M.  S.  Seehra,  Physica  C 159.  639  (1989). 

11.  J.  Zhao,  M.  Wu,  W.  Abdul-Razzaq,  and  M.  S.  Seehra,  Physica  C 165.  135 

(1990). 

12.  A.  Schilling,  H.  R.  Ott,  and  F.  Hulliger,  Physica  C 157.  144  (1989). 

13.  M.  R.  Presland,  R.  G.  Buckley,  J.  R.  Tallon,  R.  S.  Liu  and  N.  E.  Flower, 

preprint,  to  appear  on  Physica  C. 

14.  Y.  Shimakawa,  Y.  Kubo,  T.  Manako,  T.  Satoh,  S.  Iijima,  T.  Ichihashi  and  H 
Igarashi,  Physica  C H7,  279  (1989) 

15.  W.  Urland  and  F.  Tietz,  Solid  State  Commun.  §1,  995  (1989). 


58 


16.  J.  -M.  Tarascon,  Y.  LePage,  P.  Barboux,  B.  G.  Bagley,  L.  H.  Greene,  M.  R. 
McKinnon,  G.  W.  Hull,  M.  Giroud,  and  D.  M.  Hwang,  Phys.  Rev.  B22,  9382 

( 1989) 

17.  R.  Yoshizaki,  H.  Ikeda,  Y.  Saito  and  Y.  Abe,  Physica  C 162.-1M.  67  (1989). 

18.  J.  B.  Torrance,  A.  Bezinge,  A.  I.  Nazzal,  and  S.  S.  P.  Parkin,  Physica  C 162.- 
164.  291  (1989). 

19.  W.  A.  Groen,  D.  M.  de  Leeuw,  and  G.  P.  J.  Geelen,  Physica  C 165,  305  (1990) 

20.  A.  R.  Bishop,  R.  L.  Martin,  K.  A.  Muller,  and  Z.  Tesanovic,  Z.  Phys.  B2£,  17 

(1989). 


Fig.  1. 


59 


N92-21 613 

SPIN  GLASS  FREEZING  AND  SUPERCONDUCTIVITY  IN  YBa2 (Cu, . „ Fex ) 3 07  ALLOYS 

I Mlrebeau,  M.  Hennion  - Laboracoire  L6on  BrilLouin  (CEA-CNRS) 
CEN-Saclay,  91191  Gif-sur-Yvetce  Cedex,  France 

J.  Dianoux,  Ins ti tut  Laue  Langevin 
156X  Centre  de  Tri , 2&0U2  Grenoble  Cedex , France 

V.  Caignaert,  Laboratoire  CRISMAT  I.S.M., 

University  de  Caen,  1U022  Caen,  France 

T.E.  Phillips,  K.  Moorjani,  Applied  Physics  Laboratory , 

The  John  Hopkins  University,  Laurel,  Maryland  20707 , USA 


We  have  studied  the  dynamics  of  the  iron  spins  in  superconducting 
YBa  (Cun  0, Fen  nA),0,  by  neutron  time-of-flight  measurements.  Two  samples  were 
investigated  with  slightly  different  characteristics,  as  shown  by  resistivity 
and  neutron  diffraction  measurements.  The  same  dynamical  anomalies  are  observed 
by  neutrons  in  both  samples.  Differences  appear  qualitative  but  not 
Quantitative.  In  the  whole  temperature  range,  the  q-dependence  of  the  magnetic 
intensity  mainly  reflects  the  magnetic  form  factor  of  iron  which  shows  that  the 
Son  “pins  are  almost  uncorrelated.  The  elastic  and  quasielastic  intensities 
strongly  vary  with  temperature.  A spin  glass  like  freezing  is  revea  e a ow 
temperature  by  a sharp  decrease  of  the  quasielastic  intensity  an  increase  of 
the  "elastic"  or  resolution  limited  intensity  and  a minimum  in  the  quasielastic 
wldch  £ freezing  re.per.tur.  (T,  - 18  K,  corresponds  Co  chat  already 
determined  by  a magnetic  splitting  in  Mdssbauer  experiments.  Above  T,,  the 

relaxation  of  the  iron  spins  in  the  paramagnetic  state  is auasielastic 
occurence  of  superconductivity.  We  observe  an  increase  of  the  quasielastic 
intensity  and  of  the  quasielastic  width  at  the  superconducting  transition. 


In  the  superconducting  ceramics  YBa2 ( Cut . x Fex ) 3 07  the  substitution  of 
iron  for  copper  leads  to  a rather  slow  decrease  of  the  superconducting 
temperature  ” ' . Electron  microscopy  1 . neutron  diffraction*  and  Hos.bauer 

experiments  3 show  that  the  Fe  atoms  mainly  substitute  on  the  Cu,  sites  in 
agreement  with  energy  considerations  for  the  thermal  equ^rium  state^ 

Moreover  Mossbauer  experiments  show  the  occurence  of  a Zeeman  splitting  in  t 
spectra! 'indicating  a freezing  process  of  the  Fe  spins  below  some  temperature  I 
(fig.l).  Interestingly  enough,  the  spin  freezing  does  not  suppress  the 
superconductivity . The  nature  of  the  correlations  between  the  Fe  atoms  below  T, 
(ferromagnetic,  antiferromagnetic  or  uncorrelated)  has  been  controvers 
to  the  strong  difficulties  in  analysing  the  Mdssbauer  spectra.  Therefore, 
system  provfdes  a very  interesting  opportunity  to  investigate  the  interplay 
between  magnetism  and  superconductivity  by  neutron  scattering  measurements. 

We  have  performed  inelastic  neutron  scattering  measurements  in  order  to 
study  (i)  the  relaxation  of  the  iron  spin-above  Tf  (is  it  modified  by 
occurence  of  the  superconducting  state  ?)  (ii)  the  characteristics  of  the 
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freezing  itself,  with  a typical  time 
window  (~  10  1 1 s)comparable  to  that  of 
the  Mossbauer  probe.  The  concentration 
x - 0.06  is  particularly  suitable  for 
this  study  since  Tc  and  Tf  are  rather  far 
from  each  other  (Tc  ~ 65  to  80  K,  see 
Fig.l),  Tf  ~ 18  K . The  time  of  flight 
measurements,  performed  with  an  excellent 
resolution,  yield  new  and  original 
informations.  At  low  temperature,  a 
spin-glass  like  freezing  is  clearly 
evidenced,  which  has  all  the 

characteristics  previously  observed  in 
usual  metallic  spin  glasses.  At  higher 
temperature , the  enhancement  of  the 
quasielastic  intensity  and  of  the 
quasielastic  width  which  occurs  near  the 
superconducting  transition  strongly 
suggests  a coupling  between  the  iron  and 
the  copper  spin  dynamics.  These 
experiments  extend  those  previously 

reported4  where  only  the  spin  glass 
freezing  was  clearly  apparent.  A short 
report  of  the  present  ones  has  been  given 

in  reference  5 . 


1.  SAMPLE  PREPARATION  AND  CHARACTERIZATION 

We  compare  here  two  samples  of  the  same  nominal  concentration  but  with 
s lghtly  different  characteristics.  These  two  samples  of  YBa2 (Cu1  x Fex ) ,0  with 
x - 0.06,  y ~ 7,  called  samples  a and  b,  were  prepared  respectivelyXatXB . Raveau 
laboratory  (Caen,  France)  and  at  Johns  Hopkins  Applied  Phys.  Lab.  (Laurel  MD,  USA) 
The  procedure  of  preparation  was  basically  the  same  in  both  cases.  Appropriate 
amounts  of  Y2Oj , BaCOj , CuO  and  Fe203  in  fine  mesh  powders  were  ground,  pressed 
and  heated  at  950*C  for  50  hours  and  then  cooled  over  15  hours  in  a constant  0, 
flux.  This  procedure  was  repeated  several  times.  After  the  final  firing  the 
samples  were  stored  in  a dry  atmosphere.  The  samples  used  for  neutron 
measurements  were  shaped  in  cylinders  of  12mm  diameter  and  5cm  length. 

As  shown  in  Fig. 2,  the  neutron  diffraction  patterns  correspond  to  a mean 
tetragonal  phase,  but  small  orthorhombic  domains  might  be  present  as  shown 
previously  by  electron  microscopy2.  The  lattice  constants,  determined  from  the 
peak  positions  by  a Rietveldt  refinement  are  the  same  in  the  two  samples.  Small 
differences  in  the  peak  intensities  can  be  related  either  to  slightly  different 
occupancies  at  the  oxygen  and  Fe  sites  or  to  preferential  grain  orientations  In 
sample  a,  all  the  observable  Bragg  peaks  belong  to  the  structure  whereas  in 
sample  b small  peaks  of  Impurities  (BaCu02  mainly)  are  clearly  visible  between 
the  main  Bragg  peaks . 

Resistivity  measurement  (Fig. 3)  shows  for  sample  a an  onset  of  the 
superconducting  transition  at  Tc  - 78  K.  In  sample  b.  the  resistivity  clearly 
shows  a slight  maximum  versus  temperature,  then  a decrease  below  63  K.  This 
maximum  in  the  resistivity  curve  is  enhanced  in  the  more  concentrated  samples 
and  suggests  that  this  second  sample  is  rather  close  to  a semiconducting 
behavior.  Most  probably,  in  sample  a,  all  the  Fe  atoms  occupy  the  Cu1  sites 
(Cu-0  chains)  while  in  sample  b,  a small  fraction  of  iron  might  occupy  the  Cu1 1 


Eli • i ■ Typical  superconducting  tempe 
ratures  Tc  (x)  and  freezing  tempera  - 
cures  T/  in  the  YBa2 (Cu, . xFex)z07  as 

measured  from  various  authors1 * 3 . T , 
is  determined  from  MOssbauer  (o)  or 
NQR  (A)  measurements . (m)  Tc  values 

of  our  own  samples. 
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obtain6^  Extended^neutron^and^X- ray  ^"^measurements  on  our  two  samples  are  being 

performed  in  order  to  clear  this  Poi^,  diamaenetic  volume  of  about  36% 

Maenetization  measurements  indicated  a aiamagneuj.<.  v«j. 
at  low  temperature  and  a superconducting  transition  in  rather  good  aggrement 
with  the  previous  determinations  (Tc  ~ 74  K in  sample  a). 


Fig. 2.  Neutron  diffraction  patterns  in  _ 
the  two  YBaz  (Cu0  9AFe0  0(>)3O7  samples  at 
300  K.  In  2b  the  arrows  indicate 
impurity  peaks  (of  BaCu02  mainly). 
Rietveldt  refinements  are  also  plotted. 


Fie. 3 . Relative  resistance  as  a 
function  of  temperature  in  the  two 
x-0.06  samples. 


2.  TIME  OF  FLIGHT  NEUTRON  MEASUREMENTS 

on  th«  “e * Fi‘f:£<Ts  c=r:r£  K2n: 

lzzzi 

«,i.  w*re  zzz 

in  each  of  the  336  counters  which  were  positioned  at  selected 

the  Bragg  peak  positions.  The  range  of  the  scattering  vector  q (q  - x where 

, « nicn<9lA.'1  a ranee  which  roughly 

c«rIspo^  to  a typical  tl.o  winOow  of  10-  a.  Th.  t.op.t.tut.  »aa  varied  fro„ 
300  K to  1.8  K using  a helium  cryostat. 
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In 

angle  29, 
equivalently 
sample  . 


hyPCa  T0F  spectrum,  measured  for  a given  value  of  the  scattering 
the  neutron  intensity  is  plotted  as  a function  of  time  or 
as  a function  of  the  energy  transfer  W between  the  neutrons  and  the 


In  pure  YBa2Cuj07  , a TOF  spectrum  consists  of  an  elastic  signal  of 
nuclear  origin  and  of  an  inelastic  one  due  to  the  phonons.  When  the  temperature 
decreases.  the  elastic  intensity  slightly  increases  due  to  the  Debye  SaUer 
thf  ^h6reaS  the  Phonon  contribution  decreases.  In  the  substituted^amples 

'ddition3  ^ lnCe^Slty  raay  hfve  also  a magnetic  contribution  and  we  observe  in 
addition  a quasielastic  signal  due  to  the  relaxation  of  the  iron  spins.  Focusing 

on  the  quasielastic  region,  we  report  in  Fig. 4 a typical  TOF  spectrum  for  thf 

' “ 0,06  ple  as  measured  at  the  temperature  of  10  K for  a q value  of  0.7  A' 1 . 


^ • Typical  time  of  flight  spectrum 
measured  at  10  K for  a q- value  of  0.7  A' 1 
in  the  sample  a . The  domain  of  energy 
integration  corresponding  to  the 
intensities  I-j  and  I ^ (see  text)  are 
shown  hy  dashed  areas . The  solid  lines 
are  fits  to  the  data  according  to 
equation  (1) 


I 


1 

to 


In 
and  I 


fig. 5a,  we  have  plotted  the  temperature  dependence  of  the  intensities 
2,  measured  at  q - 0.7  A'1  and  corrected  for  background.  I,  corresponds 

range Yo^  v ^ ^ SpeCtrum  within  the  ^tic  window,  in  the  energy 

range  (-0_  2,  0.2)  meV,  and  possesses  an  elastic  and  a quasielastic  contribution 

2 / .^e  intensity  integrated  just  aside  the  elastic  signal,  in  a purely 

inelastic  energy  range  (-1.4,  -0.6)  meV  P y 

where  the  phonon  contribution  is 
small. We  notice  that  both  I,  and  I2 
present  anomalies  at  the  freezing  and  at 
the  superconducting  transitions.  A very 
similar  behavior  is  observed  for  the 
other  sample  b (Fig. 5b).  However,  in  the 
second  sample  which  is  clearly  less 
homogeneous , as  shown  by  the  neutron 
diffraction  and  resistivity  measurements, 
we  note  that  although  the  freezing  tran- 
sition is  still  very  well  defined,  the 
anomalies  which  occured  in  the  Tc  region 
are  much  more  smeared. 


Fig-5 . Intensities  I,  and  I2  versus 

temperature  measured  at  q ~ 0 . 7 A' 1 
for  the  two  samples  a and  h . The 
solid  lines  are  a guide  to  the  eye. 
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The  corrected  spectra  were  fitted  by  the  sum  of  a delta  function  of  norm 
c (q)  and  of  a quasielastic  scattering  function  S(q,W)  convoluted  with 
experimental  resolution.  Assuming  a lorentzian  shape  for  the  relaxation  process, 
and  a Bose  statistics  for  the  magnetic  excitations,  it  may  be  written  . 


S(q,w) 


fico/kT  r 1 

c x x — 

2 -1  r2+(tiu))2  11 


(1) 


where  c2  and  T are  respectively  the  norm  and  the  width  of  the  quasielastic 
signal.  c,  is  equal  to  kT  f2(q)  X(q)  where  f(q)  is  the  magnetic  form  factor  of 
iron  and  x(q)  the  static  suceptibility . The  fits  were  performed  in  an  e^®rp 
range  (-1.5,  2)  meV  where  the  phonon  contribution  was  small  and  could  be 
adjusted  at  each  temperature  as  an  energy- independent  background. 


aj  QjJiependence  of  the  Intensities 


variation 
the  Fe  spins  are 
positions  suggest 
width  r remains 
q-dependence  of  C2 


Fie. 6.  Quasi-elastic  intensity  c2(q) 
measured  at  20  K in  sample  a.  The  dashed 
line  is  proportional  to  the  magnetic 
iron  form  factor  f2  (q) . The  solid  lines 
are  a guide  Co  Che  eye.  The  arrows 
indicate  Che  Bragg  peak  positions. 


in  all  the  measured  temperature  range . 


As  shown  in  Fig.  6 , the  quasielastic  intensity  c2 (q)  mainly  reflects  the 

of  f2  (q)  (f (q)  — e'0'06  q in  the  measured  q - range ) , which  shows  that 
almost  uncorrelated.  Slight  enhancements  around  the  Bragg  peak 
some  short  range  ferromagnetic  correlations.  The  quasielastic 
q- independent  up  to  q - 1 . 5 A*  1 and  increases  beyond.  The 
and  r remains  the  same 


The  elastic  intensity  c, (q)  is  shown  in  Fig. 7 for  the  sample  a at 
several  temperatures.  In  this  very  clean  sample  we  clearly  observe  a large 
modulation  of  the  intensity  between  the  Bragg  peaks  which  correspond  to  short 
range  ordering  effects.  In  order  to  analyse  these  effects  quantitatively, 
experiments  on  a single  crystal  would  be  necessary.  We  note  that  this  modulation 
is  unlikely  due  to  some  ordering  between  the  iron  atoms  since  the  rather  smalL 
difference  between  the  coherent  scattering  lengths  of  the  Cu  and  Fe  atoms 
induces  a very  low  contrast.  Most  probably  it  reflects  the  existence  of  short 
range  ordering  effects  between  the  oxygens  which  could  be  either  intrinsic  or 
induced  by  the  iron  substitution.  In  the  other  sample  b,  the  presence  of  many 
small  peaks  of  impurities  prevents  the  observation  of  modulations  of  the 
elastic  intensity. 
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Fig. ? • Elastic  intensity  c1  (q)  measured 
in  sample  a at  several  temperatures . The 
solid  lines  are  a guide  to  the  eye . 


Scatttring  vector  q ( A'f ) 


b_.  Temperature  Dependence  of  the  Intensities 


The  parameters  c1  , c2  and  T are  plotted  versus  temperature  in  Fig.  8 for 
the  sample  a.  We  consider  successively  the  high  temperature  regime  (around  and 
above  Tc ) , and  the  low  temperature  one  (around  Tf ) . 

In  the  first  regime,  which  corresponds  to  a paramagnetic  state,  the 
elastic  intensity  c^  smoothly  increases  with  decreasing  temperature,  showing  no 
anomaly  at  Tc . This  increase  probably  reflects  the  decrease  of  the  Debye  Waller 
factor,  being  similar  to  the  behavior  observed  in  YBa2 Cu3 07 . The  quasielastic 
intensity  c2  is  almost  temperature  independent  at  high  temperature,  which  shows 
that  the  susceptibility  follows  a Curie  Law  (x  « 1/T)  ; it  increases  slightly 
when  approaching  Tc  from  above  and  shows  a stronger  increase  below  T . This 


anomaly  at  Tc  was  more  apparent  i 
integration.  The  quasielastic  width  T si 
It  decreases  between  300  K and  200 
change  of  slope  at  Tc . 


Fig. 8.  Elastic  intensity  c1 , quasi- 
elastic intensity  c2  and  quasi- 
elastic width  T (meV)  measured  at 
q ~ 0.7  A in  the  sample  (a),  versus 
temperature . 


t the  intensities  I,  and  I2  obtained  by 
tows  an  intricate  temperature  dependence. 
K then  further  increases  and  exhibits  a 


FLz,9 . Quasielastic  width  T (meV) 
measured  in  sample  b versus 
temperature . 
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In  Che  low  temperature  regime,  we  observe  the  usual  characteristics  of  a 
spin  glass  freezing,  as  previously  reported  in  metallic  spin  glasses7  and  m a 
x=0  12  sample4  , namely  a sharp  increase  of  the  elastic  intensity  c,  , and  a 
decrease  of  the  quasielastic  intensity  c2 . Moreover,  we  can  ascertain  that 
around  Tf  , the  linewidth  T exhibits  a minimum,  as  previously  suggested  from 

measurements  at  x-0.12.4  The  existence  of  this  minimum  was  already  suggested  in 
archetypal  spin  glasses  AuFe  and  CuMn7 . It  has  been  recently  confirmed  by  us  in 
another  metallic  spin  glass  a-FeMn  . All  the  features  observed  at  low 
temperature  can  be  understood  on  the  basis  of  spin  clusters.  The  freezing  of 
clusters  of  coupled  spins  yields  a progressive  transfer  from  the  quasielastic 
signal  to  the  resolution  limited  "elastic"  one.  The  decrease  of  r when  the 
temperature  approaches  Tf  from  above  corresponds  to  an  increase  of  the  typical 
relaxation  time  within  the  clusters  (T  ~ 1/t) . Its  further  increase  is  more 
surprising  : it  reveals  a change  in  the  distribution  of  the  relaxation  times 
which  could  be  understood  within  the  fractal  cluster  model  of  Malozemov  and 
Barbara8  as  suggested  in  reference  4. 

The  above  results  represent  a considerable  improvement  of  our  first 
measurements,  due  to  the  very  high  statistics  which  could  be  achieved  in  the  ILL 
reactor.  The  spin  glass  freezing  which  occurs  at  low  temperature  is  now  clearly 
ascertained.  The  occurence  of  a spin  glass  state  with  almost  uncorrelated  spins 
does  not  destroy  the  superconductivity.  The  new  result  is  that  the  neutron  probe 
provides  evidence  for  a change  in  the  relaxation  of  iron  spins  at  the 
superconducting  transition.  It  appears  in  the  quasielastic  signal  but  not  in  the 
elastic  one.  This  last  event  was  first  suspected  from  our  preliminary 
measurements4  but  it  is  clearly  ruled  out  in  these  more  complete  and  accurate 
data . 

The  most  surprising  result  remains  the  temperature  dependence  of  T above 
and  around  the  superconducting  temperature  Tc  . As  shown  in  Fig. 9,  this 
interesting  behavior  is  also  observed  in  the  second  sample  b which  contains  some 
impurities  and  has  a lower  Tc  value.  In  an  attempt  to  analyse  T(T) , above  and 
around  Tc , we  recall  that  in  a metal,  the  spin  relaxation  time  t,  (T  ~ 1/t)  is 
mainly  controlled  by  the  electron  density  of  states  at  the  Fermi  level.  In 
superconducting  metals,  for  non-interacting  spins  one  could  expect  that  I would 
decrease  linearly  with  T at  high  temperature,  following  a Kornnga  process 
(r  oe  T) , and  would  show  a much  stronger  decrease  below  Tc , corresponding  to  the 
disappearance  of  possible  relaxation  processes  (those  involving  an  energy 
transfer  smaller  than  the  superconducting  gap).  Just  below  Tc .where  the  gap  is 
small  compared  to  the  energy  transfers  between  the  spins  and  the  electrons,  one 
could  expect  a small  bump  in  T,  revealing  the  singularity  of  the  electron 
density  of  states  which  diverges  at  the  gap  edge  in  BCS  theory  . 

Actually,  as  shown  by  NMR  experiments10  mainly,  the  relaxation  time  of 
the  Cu  nuclear  spins  is  very  different  from  that  expected  in  a usual 
superconductor.  First  of  all,  it  never  follows  a Korringa  process  above  Tc , 
which  seems  to  characterize  the  so  called  "normal"  state  of  these  new 
superconductors.  Secondly,  the  small  bump  of  T expected  just  below  Tc  is 

observed  in  some  NMR  experiments  on  the  oxygen  and  on  the  Cu1  sites  but  not  on 
the  Cu1 1 sites  of  YBa2Cuj07.  However,  the  strong  expected  decrease  of  r below  Tc 
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is  observed  by  NMR  on  Che  Cu1 1 sices  as  well,  and  was  also  observed  by  neucrons 
in  recent  studies  of  excicacion  becween  cryscalline  field  levels11.  In  our  case, 
che  relaxacion  of  che  iron  spins  which  subsCiCute  for  the  copper  is  very  different 
and  calls  for  another  explanation. 
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THERMAL  RESPONSE  OF  LARGE  AREA  HIGH  TEMPERATURE  SUPERCONDUCTING 
YBaCuO  INFRA  RED  BOLOMETERS 
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Abstract : 


Thermal  analysis  of  large  area  high  temperature 

infra  red  detector  operating  in  the  equilibrium  mode  (bolomete  ) 
is  performed.  The  spatial  spread  of  the  heat  pulse  as  a result 
of  the  initial  thermal  excitations  due  to  the  incident  radiation 
is  modeled  using  heat  conduction.  An  expression  for  the 
temperature  coefficient  0-l/R( dR/dT ) in  terms  of  the  thermal 
conductance  of  the  insulating  substrate  and  the  t^rmjj;  time 
constant  of  the  detector  were  derived.  In  addition,  the  thermal 
responsivity  and  the  thermal  cross  talk  between  different 
elements  of  the  array  as  a function  of  the  angular  frequency  and 
the  spatial  modulation  frequency  of  the  incident  radiation  were 
examined.  The  results  of  this  theoretical  modeling  were  compared 
with  recent  measurements  on  YBaCuO  thin  film  using  YAG  laser  with 
clear  excellent  agreement  between  theory  and  experiment.  This 
analysis  can  be  critical  for  future  design  and  applications  of 
large  area  focal  plane  arrays  as  broad  band  optical  detectors 
made  of  granular  thin  films  high  temperature  superconductors 

YBaCuO . 


* Paper  to  be  submitted  to  Applied  Physics  Letters  and  NASA 
workshop  on  HTC  applications. 
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INTRODUCTION 


Recent  reports  of  optical  interactions  of  high  temperature 
superconducting  < HTS ) thin  film  YBaCuO  have  demonstrated 
equilibrium  (bolometric)  and  non-equilibrium^  (quasi  particle 
excitations)  responses.  These  results  have  very  promising 
applications  for  broad  band  optical  detectors  from  ultraviolet  to 
near  infrared.  A thin  film  high  temperature  superconducting 
transition  edge  bolometer  can  potentially  have  much  better 
sensitivity  for  wavelengths  greater  than  20//m.  in  addition, 
utilizing  high  temperature  superconducting  thin  film  technology 
can  lead  to  the  state  of  the  art  thermal  detectors  operating  at 
the  theoretical  noise  limit.  A proper  choice  of  the  detector 
backing  can  result  in  a flat  spectral  response  at  near  perfect 
effeciency  for  wavelengths  out  to  250  urn.  At  these  longer 
wavelengths  where  detector  operations  are  mostly  needed  the 
bolometer  area  required  for  efficient  coupling  to  an  optical 
signal  increases  with  the  wave  length.  In  addition,  the 
bolometer  thickness  must  also  increase  with  wavelength  for  good 
optical  efficiency.  In  general  a careful  design  can  provide  a 
control  over  the  thermal  conductance  between  the  thin  film  and 
the  insulating  substrate.  A wide  spectrum  of  values  ranging  from 
0.005  //W/K  to  1000  //W/K  can  be  achieved  in  order  to  suit  the 
background  noise  and  or  the  detector  speed  requirements3,  while 
the  film  thickness  can  be  adjusted  to  provide  absorption  over  a 
wide  range  of  wavelengths. 


A superconducting  transition  edge  bolometer  is  a thermistor 
consisting  of  a thin  film  superconducting  YBaCuO  evaporated  into 
a suitable  thermally  isolated  substrate.  The  operating 
temperature  of  the  bolometer  is  maintained  close  to  the  midpoint 
of  the  superconducting  transition  region  where  the  resistance  R 
has  a maximum  dynamic  range.  Measurements  on  the  electrical 
response  of  YBaCuO  thin  films  to  a fast  optical  laser  pulses  (100 
Ps  long)  was  recently  reported  . It  was  found  that  although  the 
magnitude  of  the  signal  corresponds  to  radiation  heating, 
nonequilibrium  energy  transport  have  played  a part  in 
distributing  the  heat  through  the  thickness  of  the  film.  Several 
models  have  been  proposed  to  explain  the  experimental 
observations  on  optical  excitations  of  the  oxide  superconductors 
however,  complete  understanding  of  this  phenomena  remains  far 
from  being  clear  . 


In  this  article  the  performance  of  a thermal  imaging  system 
utilizing  HTS  thin  film  detector  arrays  and  using  the  heat 
transport  mechanism  is  examined.  One  of  the  key  aspects  of  the 
performance  of  such  system  is  the  thermal  response  of  the  array 
to  the  incident  radiation.  These  calculations  require  solving 
the  heat  conduction  equation  in  the  high  temperature 
superconducting  material  (HTS)  subject  to  the  appropriate 
boundary  conditions.  An  important  feature  of  the  thermal 
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resoonse  is  the  lateral  heat  conduction  which  may  tend  to  degrade 
thePperformance  of  the  material  by  introducing  cross  coupling 
decreasing  the  signal  to  noise  ratio.  This  problem  may  be 
particularly  severe  in  a spread  sheet  configuration.  However,  a 
System  of  'linear  arrays  with  discrete  detector  e « s and 
separate  readout  for  each  element  will  tend  to  eleviate  th 
thermal  spreading  problem. 


In  order  to  simplify  the  modeling  and  numerical  cal 
is  useful  to  consider  the  case  of  a uniform 
(heating)  of  the  detector  material.  An  array 
without  adequate  thermal  isolation  between  differ 
will  experience  severe  thermal  spreading.  These  e 
accounted  for  using  heat  diffusion  modeling  in  the  1 
this  article.  The  analysis  does  not  include  non 
behavior  of  the  superconductor  and  only  operati 
equilibrium  conditions  where  thermal  phonons 
decoupled  from  the  charged  particle  carriers  are  mode 


culations  it 
illumination 
of  detectors 
ent  elements 
ects  will  be 
ater  part  of 
-equilibrium 
ons  at  the 
are  totally 
led. 


Consider  a thin  film  YBaCuO  superconducting  bolometer  o th 

geometry  defined  in  Fig.l  with  volume  specific  heat  ^thermal 

conductivity  K,  mass  density  y , a”d  .thJckn®SSh^: t g*nk  (thermal 
ambient  temperature  T(r,t)  coupled  to  a heat  sink  (thermal 

insulator)  of  thickness  c and  temperature  T.  through  ^thermal 
conductance  G.  The  thermal  equilibrium  of  thS  r®! 5y  "f [ „t 

film  + substrate)  can  be  derived  on  the  basis  of 
principles.  In  the  normal  mode  of  operation  energy  15  *dd*d 
the  system  by  incident  photon  flux  of  power  density  P.  and  scene 
temoerature  T (r)  causing  the  system  temperature  to  rise  by  an 
amount  AT  a§ove  the  ambient.  When  thermal  equilibrium  is 
established  the  thermal  response  will  depend  °n  the  tempe 
aradient  AT/c  across  the  insulator  layer.  This  p 

gradient  win  cause  heat  flow  per  unit  area  of  the  thin  him 
surface  to  the  insulating  substrate  at  a rate  -h  Yr  lator 

In  the  steady  state  the  amount  of  heat  escaping  to  the  1 
is  balanced  by  the  rate  of  heat  conduction  through  the  film,  the 
SdiliiS;  inSSt  flux,  and  the  rate  of  energy  loss  per  uni  area 
out  of  the  insulator  to  the  surrounding,  in  this  case  the  ene  gy 
rate  equation  can  be  written  as, 


-ATK/c*byC  SAT/S t+F  q-P  ^b 


(1) 


F is  the  heat  conduction  loss  through  the  insulator,  we  assume  a 
bJackbody  radiation  model  where  this  quantity  is  given  by 
(4e<jTrt°)AT.  a is  the  Boltzman's  constant  and  e is  the  emissivity 
if  S insulating  layer.  Equation  (1)  describes 

response  to  the  initial  external  perturbation  with  a thermal 
constant  t.  and  a temperature  rise  AT  given  by. 
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th=,bCY/(  4effTo  +K/c) 

AT=  (Pith/Cr) ( 1-exP(-t/th) ) 


AT  is  the  increase  in 
due  to  a uniform  ill 
This  temperature  rise 

Pith/Cr  at  the 
superconducting  thin 

state.  For  normal 
resistive  element  of 
midpoint  of  the  trans 
is  maximum) . In 
l/R(dR/dT)  in  convent 
the  inverse  of  the 
transition  and, 


i the  detector  temperature  above  the  ambient 
umination  with  a source  of  power  density  P. 
will  saturate  reaching  a terminal  valie 
complete  phase  transition  where  the 
film  is  totally  switched  to  the  normal 
bolometer  operation  the  superconducting 
the  thermometer  is  always  operated  at  the 
ition  region  for  maximum  dynamic  gain  (dR/dT 
this  case  the  temperature  coefficient  3* 
ional  bolometer  theory  can  be  identified  as 
— width  AT  of  the  superconducting 


3=  ( Gy/Pi ) ( l-exp( -t/th ) ) 


where  G«C/t.  is  the  thermal  conductance  between  the  film  and  the 
insulating  layer.  A superior  bolometer  performance  requires  6 to 
wit-hfn  It*9*  aS  .P°ssible.-  These  criteria  can  only  be  satisfied 


Within  the  dynamic  operating  regime  of  the  bolometer  defined  by 
equation  (4).  On  a very  short  time  scale  immediately  following 
the  initial  thermal  disturbance  and  for  small  values  of  t<<t  the 
temperature  coefficient  of  the  detector  3 is  proportional  to  1/t 
and  consequently  has  a very  large  value  (see  Fig. 2)  which 


corresponds  to  optimum  operating  conditions  of  a thermal 
bolometer.  However,  for  later  times  t>>t.  , 3 is  inversly 

proportional  to  the  detector  substrate  thickness  b and  within 
his  dynamic  range  a thiner  detector  substrate  is  preferable  to 
h%-  debec5or  responsivity.  These  conclusions  were 
con1firmed  wbere  measurement  on  3 for  thin  film  HTS 

supe^du^or^.  M9heC  than  th°Se  °£  lo"  t°”P«»ture 


Another  important  factor  affecting 
the  thermal  coupling  and  the  h 
insulating  substrate,  in  the  specia 
the  thermal  time  constant  t.  is 
maximum  value  of  3 will  Be  re 
possible.  Since,  the  ratio  (rC/K)  i 
superconducting  film  material  the  p 
and  bhe  design  of  a large  area  ar 
the  detector  thickness  b and  the 
small  for  optimum  thermal  response. 


the  detector  performance  is 
eat  dissipation  through  the 
1 case  when  T c < < K/4e <j , 
proportional  to  bc(yC/K),  a 


ached  when  t.  is  as  small  as 
s fixed  by  the  choice  of  the 
product  (be)  should  be  minimal 
ray  requires  in  principle  that 
substrate  thickness  c to  be 
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In  order  to  check  the  validity  of  our  analysis  a comparison 
between  the  theoretical  predictions  of  equation  (3)  and  recent 
experimental  measurement  reported  in  Ref. 3 was  performed.  In  the 
experiment  described  above  a Nd:YAG  laser  was  used  as  infrared 
source  with  pulses  of  1.06  pm  wavelength  and  =150psec  long  to 
illuminate  a superconducting  YBaCuO  granular  film  of  thickness 
0.1pm.  The  authors  observed  that  the  voltage  rise  following 
laser  excitation  of  the  thin  film  was  consistent  with  a 
bolometric  (thermal)  response.  This  was  evident  from  the 
dependence  of  the  voltage  rise  on  the  laser  fluence.  We  have 
calculated  that  dependence  using  equation  (3)  together  with  R 
aganist  T data  provided  in  ref3.  We  have  also  used  other 
parameters  provided  by  the  same  reference  for  the  film  thickness, 
pulse  duration, thermal  conductivity,  density  and  bias  current  of 
the  thin  film.  Results  of  these  calculations  together  with  the 
measurements  of  reference3  are  shown  in  fig. 5 where  clear 
agreement  are  evident. 


In  the  above  analysis  an  expression  for  the  temperature 
coefficient  of  HTS  bolometer  when  its  dynamical  behavior  is 
governed  by  thermal  balance  of  the  system  was  derived.  It  was 
found  that  the  temperature  coefficient  strongly  depends  on  the 
geometry  of  the  film  and  the  insulating  substrate.  In  addition, 
due  to  the  rapid  transition  from  superconducting  to  the  normal 
state  of  the  material  very  large  values  of  (3  can  be  achieved  when 
the  thermal  time  constant  is  adjusted  to  acquire  small  values. 


Thermal  Responsivity 


A thermal  imaging  system  utilizing  discrete  HTS  thin  film 
detector  arrays  with  solid  state  readout  (CCD  or  CID)  can  be 
constructed.  An  accurate  prediction  of  the  performance  of  the 
detector  array  requires  full  thermal  diffusion  analysis  with 
appropriate  boundary  conditions.  Consider  one  element  in  the 
detector  array  with  the  configuration  shown  in  Fig  (1)  and 
assuming  the  cross  section  area  A of  the  thin  film  is  normal  to 
the  Z-axis.  In  the  case  of  a uniform  illumination  of  the 
detector  surface  the  diffusion  equation  can  be  written  as, 


l/k4T-&T/St-0  (5) 


A stands  for  three-dimensional  Laplacians  operator 
with  the  boundary  conditions, 


KST/SZ-  -IiT 

Z-0 

(6) 

K5T/SZ-  IT 

Z— b 

(7) 
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I.  and  I are  the  radiative  heat  flow  at  the  front  and  back 
electrode  Boundaries,  k-K/Cy  is  the  thermal  diffusity  of  the 
substrate.  Integrating  the  Fourier  transform  of  equation  (5) 
over  the  Z-axis  and  applying  the  appropriate  boundary  conditions 
(6)  and  (7)  we  have, 


q T ( S, 2)-l/Kb{I  T( S, 2,-b)+I . T( S,2,0) } 

a O 1 


and 


2 2 2 
q -s  +s  +i 2/K 
M x y 


i-(-l) 


1/2 


(8) 


T is  the  mean  temperature  change  inside  the  film  and  is  given  by 

cl 

Ta-l/b  ^T(x,y,z,t)dz 

-v 

the  thermal  responsivity  function  of  the  detector  is  defined  as 
Rt-Ta(s,2)/I.T(s,2,0) 

-l/q2Kb[l+  IoT(s,2,-b)/I.T(s,2,0) ] (9) 


for  a very  thin  detector  of  few  microns  thick  the  diffusion 
length  of  the  heat  pulse  in  the  Z-direction  is  much  larger  than 
the  wafer  thickness  and  | qb | < < 1 , T( s , 2 , -b ) =T( s , 2 , 0 ) , in  this  case 
equation  (9)  reduces  to, 

| Rfc | -{ l+e0/ei )/Kb( l+22/s2K2 ) ( 10 ) 

e.  and  e are  the  respective  emissivities  at  the  front  and  back 
surfaces  8f  the  film.  Equation  (lOKis  plotted  in  fig  (3) 
as  a function  of  the  variable  (s/2i//z)  where  s is  the  spatial 
modulation  frequency  and  2 is  the  angular  frequency  of  the 
incoming  radiation.  Two  graphs  were  plotted  for  two  different 
values  of  the  thermal  diffusivity  k.  Inspection  of  this  figure 
reveals  that  for  the  superconducting  material  with  its 
characteristic  diffusivity  value,  higher  chopping  frequency 
results  in  higher  spatial  frequency  to  produce  the  same  thermal 
response  while  quadrupling  the  chopping  frequency  will  require 
doubling' the  spatial  frequency. 


The  response  of  the  HTS  detector  will  ultimately  be  determined  by 
trading  off  the  electrical-thermal  gain  bandwidth  and  the  noise 
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bandwidth . The  bandwidth  limits 

,i“..!S*V>S  Snd  the  rLb  tine  °£thee  film91  and' the6  insula  tor 

by  the  therma?  coupling  between  the  film  and^the^i  ^ ^ 

respond* 'to*  temperature  variations  which  Produces  » resistive 
load  in  the  superconducting  element.  The  different  types 

chopper  modulation  of  a stationary  -“-e^ca^be^stablished . ^In 
outer  space  aPPllcatJi°"s  ' £ielJ  o£  vlew  is  to  be  covered  by 

:es»::.  h-^r^e^iic^ns 

variation  of  the  covered  see  . material  (P  is  large) 

thermal  ““ 

detector  response  by  decreasing  the  signal 

To  address  the  problem  of  the  thermal  cross  talk  between 

as.” 

of  two  detector  elements  to  be  given  by. 


«s-lRl/R2l 


ID 


proportional  to  the  voltage  response  of  an  element 
thermal  excitations,  this  function  is  defined  as, 


and 


r -l(/2n)2 ^d2kTa(k,Q)Si(k) 


12) 


S.(k)-(sinkxa/kxa)  (sinkya/kya)  exp( ikxxQ+ikyy0 ) 


the  spatial  transform  function  of  a detector  element  i 
centered  aftx^  the  element  electrode  is  defined  to  have  a 


s i ( k ) 


is 


sV*o"  ~ 71”  ahp  electrode  area  and  zero  outside 

uniform  thermal  response  in  the  electrode  a (11)  was 

this  area.  The  thermal  spread  ,fu  ct  the  elements.  The 

calculated  for  different  spacing  function  of  the  parameter 

alS/k)*/^6  "^hese  ‘curved * reveal9  tha^the  thermal  c?o..  talk 

decreases  rapidly  with  increasing  tha  aPa“nqd£££””vity6”of  the 
the  arrav  while  decreasing  the  thermal  dittusivrcy 

material  Ly  improve  the  t^»“h>"”i;.nKU«“3S;ctio“  is 

employed1 then  C has  to9  be  multiplied  by  cosine  the  phase 
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difference  between  the  signals  from  two  adjacent  elements 


In  this  article  a theoretical  model  was  developed  to  describe 
thermal  excitations  of  large  area  high  temperate 
superconducting  thin  film  bolometers.  As  a result  of  this 

r2nlyS£S  Wk-  f°!?nd  that  large  values  of  0 (temperature  coef.) 
_a"  rronH  for  optimum  array  performance  a 

superconducting  thin  film  is  preferable  in  constructing  array 

configurations  to  thick  films.  Although  the  results  of  the 

to  2nwP3ft  °f  th?  analysis  are  generic  in  nature  and  applicable 
£ i5°Cal  Plane  array  configuration  it  shows  that  thermal 
cross  talk  can  be  minimized  by  increasing  the  element  spacing  in 
the  array  or  increasing  the  spatial  chopping  frequency  of  the 
incoming  radiation.  The  results  of  these  calculations  together 
ro=2  re£®nt  measurements  on  laser  excitations  of  thin  film  agree 
reasonably  well.  This  modeling  can  be  utilized  in  future  design 
of  hypr id  focal  plane  array  IR  detectors  using  HTC  technology. 
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Figure  1:  Detector-insulator  configuration. 
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Figure 
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Figure  3:  Thermal  responsivity  as  a function  of  S/2 i//2  and 

different  values  of  thermal  conductivities. 
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Figure  5:  Comparison  between  experimental  measurements  of  Ref. 

and  theoretical  calculations  of  our  model.  Different 
parameters  were  taken  from  Ref. 3. 
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Abstract  Electron  Paramagnetic  Resonance  (EPR)  has 
been  found  to  be  a quick  and  easily  ,^cc®ss^e 
measuring  the  London  penetration  depth.  A,  for  the  high  Tc 

superconductors.  The  method  utilizes  the  broadening  of 
the  EPR  signal  of  a spin-probe  compound  adsorbed  to  the 
surface  of  the  superconductor.  The  broadening  of  the  EP 
siqnal  is  due  to  the  formation  of  the  magnetic  flux 
lattice  below  Tc  and  is  measured  as  the  second 

moment,  <AH2>.  <AH2>  is  fitted  to  the  Brandt  equation 

for  a simple  triangular  lattice:  <AH  > 

0.00371Ao[l-(T/Tc)V1/2.  This  method  yields  Aq  - 2700  - 

100  k with  a Tc  of  84  K for  Bi^CaCu^  and  2520  ± 100 

k with  a Tc  of C 119  K for  T1  ^Ca^u^.  The  precision  of 

±100  k or  better  compares  well  with  those  of  the  more 
traditional  techniques  of  d SR,  neutron  diffraction,  a 
magnetic  susceptibility. 


introduction 

Currently  several  methods  are  in  use  for  ^the 
measurement  of  A,  such  as  muon  spin  resonance  (d  SR)  ^ ’ , 

d.c.  susceptibility3’4,  neutron  scattering5,  and  NMR6 ’ ^ ^ 
However,  each  of  these  methods  has  some  shortcomings 
For  example,  muon  spin  resonance  measures  A via  line 
broadening  as  a result  of  the  flux  penetration.  However, 
one  must  estimate  the  contribution  from  relaxation 
broadening,  which  appears  hard  to  do  . Neutron 
scattering  needs  access  to  a high  (neutron)  flux  reactor 
and  studies  the  bulk  properties  of  a sample  . 
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Susceptibility  measurements  require  an  estimation  of  the 
lower  critical  field  H , since  A is  measured  via  H = 

23,48  c 1 . cl 

V<v  ' * * However,  Hcj  is  hard  to  measure  for  these 
materials9 . 

To  our  knowledge,  there  is  only  one,  rather  recent 
report1 °on  the  use  of  EPR  spectroscopy  for  the  measurement 
of  A.  However,  the  measurements  were  only  made  on 
YBa2Cu307x,  and  over  a small  temperature  range  (~  15°) 
below  Tc  while  measurements  at  lower  temperatures  were 
particularly  desirable10.  The  present  work  has  improved 
the  methodology  by  making  more  detailed  measurements  over 
a wider  range  of  temperatures,  analyzing  the  data  with  a 
more  accurate  theoretical  model11,  and  applying  it  to  two 
new  lattices. 

PRINCIPLE  OF  THE  EPR  METHODOLOGY  FOR  MEASURING  A 

The  principle  of  the  EPR  methodology  is  similar  to 
that  proposed  by  Pincus  et  al . 7 in  1964  for  NMR  for  the 
Type- I I superconductors.  The  linewidth  of  the  NMR  signal 
is  increased  by  the  inhomogeneous  magnetic  fields  created 
by  the  emergence  of  a magnetic  flux  lattice  below  T , when 
the  external  field  H satisfies  the  condition  H < H < 

0 cl  o 

Hc2.  The  same  type  of  inhomogeneous  broadening  is  expected 
to  influence  the  EPR  line  since  the  flux  lattice  should  be 
field  independent  within  the  magnetic  field  range 
described.  Thus  the  EPR  method  is  based  on  the 
measurement  of  the  linewidths  or  second  moment  of  the  EPR 
line  of  a paramagnetic  probe  adsorbed  on  the  surface  of  a 
Type- I I superconductor.  In  the  absence  of  detailed 
knowledge  of  the  flux  lattice  in  these  high-T 
superconductors,  we  shall  assume  a simple  model  of  a 
perfect  triangular  lattice  for  a Type-II  superconductor1 1 . 

Brandt11  recently  reported  for  Type-II 
superconductors  the  formula  for  the  second  moment  data  in 
the  case  of  a perfect  triangular  lattice  as: 
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<AH2>  = 0.00371$2/A4  (1) 

A = ”°  T~T/2  (2) 

[1-(T/Tc)  ] 

$ is  the  flux  quantum  and  X xs  the  penetration 
depth  at  T = 0.  The  temperature  dependence  of  A is 

assumed  to  be  described  with  the  standard  two-fluid 
form1 2 (eq.  2 ) . 


EXPERIMENTAL 

The  paramagnetic  probe  used  for  the  measurements  was 

the  stable  free  radical  Diphenylpicrylhydrazyl  (DPPH) . 

_ 2 

The  DPPH  was  dissolved  in  acetone  to  ~ 10  M 

concentration.  A few  milligram  sample  of  the 

-2 

superconductor  was  then  immersed  in  the  (~  10  M)  DPPH 
solution  and  then  dried  in  air.  The  EPR  measurements  were 
made  using  a Bruker  ER  200D  EPR  spectrometer,  operating  in 
th  X-band  (9.5  GHz).  The  temperature  was  controlled  to 
±0.1  K using  an  Oxford  Instrument  model  DRC1  temperature 
controller.  All  measurements  were  performed  with  magnetic 
field  modulation  amplitudes  in  the  range  of  0.8  - 4 Oe  at 
a frequency  of  100  kHz.  The  microwave  power  was  kept  low 
(~lmW)  to  minimize  power  saturation  and  broadening  of  the 
DPPH  EPR  signal.  The  superconductors,  Tl2Ba2Ca2Cu3Ox  and 
Bi  Sr  CaCu  0 were  studied. 

2 2 2 x 

RESULTS 


Typical  EPR  spectra  for  the  DPPH  radical13’14 
adsorbed  on  both  the  T1  Ba  Ca  Cu  O (T  = 119K)  and  the 

2 & c <j  x c 

Bi  Sr  CaCu  O (T  = 82K)  superconductors  are  shown  in 

2 2 2 x c 

Figure  1.  As  can  be  seen,  the  signal  broadens  rapidly  for 
temperatures  less  than  T for  each  sample.  The  spectra 
showed  no  significant  broadening  above  T^.  The  second 
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Figure  1.  The  EPR  signals  of  DPPH  adsorbed  on  (a) 
Bi  Sr  CaCu  O and  (b)  T1  Ba  Ca  Cu  0 at  the  indicated 

c.  2 2 x 2 2 2 3 x 

temperatures . 


moments  of  the  EPR  signals  were  calculated  using  the 
equations  described  by  Poole14.  The  second  moment  values 
from  the  experimental  results  are  shown  as  symbols  in 
Figure  2a  and  2b  for  Bi  Sr  CaCu  0 and 

2 2 2 x 

Tl2Ba2Ca2Cu3Ox  respectively. 

The  best  fitting  curves  that  were  obtained  are  with 
the  parameters  A = 2520  X and  T = 119  K for 

0 c 

TIBa  CaCuO  and  A^  = 2700  X and  T = 84  K for 
Bi2Sr2CaCu2Ox  as  can  be  seen  by  the  solid  lines  in  Figure 
2.  The  dashed  lines  in  the  figures  indicate  plots  for  Aq 
differing  by  ± 100  X demonstrating  the  precision  of  the 
fitting  procedure.  It  can  be  seen  that  all  of  the 
experimental  data  points  lie  within  these  lines  indicating 
that  this  method  can  yield  Ao  well  within  an  precision  of 

±100  X. 
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T (K) 


Figure  2 The  second  moment,  <AH  >,  vs.  temperature  for 

DPPH  adsorbed  on  (a)  Bi2Sr2CaCu20x  and  (b)  T12Ba2Ca2Cu3°x- 
The  curves  are  fits  to  equations  (1)  and  (2)  in  the 
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Accurate  measurements  of  Aq  for  these  samples  by  the 
established  methods  of  /j+SR  and  polarized  neutron 
scattering  are  not  available.  However,  the  Bi  Sr  CaCu  0 

2 2 2 x 

result  of  = 2700  A is  in  the  range  of  values  of  1585  A 
and  3650  A determined  from  critical  field  measurements  for 
the  related  compound  Bi  Ca  Sr  Cu  O 8.  There  are  to  this 
point  no  literature  values  for  the  T1  Ba  Ca  Cu  O . 

2 2 2 3 x 
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Abstract 

The  next  stage  in  the  evolution  of  experimental  research  on  the  high 
temperature  superconductors  will  require  high  quality  single  crystals  and 
epitaxially  grown  crystalline  films.  However,  inhomogeneities  and  other 
defects  are  not  uncommon  in  single  crystals  of  cuprate  oxide 
superconductors,  so  a corollary  requirement  will  be  reliable  methods  for 
judging  the  quality  of  these  materials.  The  application  of  magnetically 
modulated  resistance  methods  in  this  task  will  be  briefly  described  and 
illustrated  in  this  paper. 


Significant  and,  equally  important,  reproducible  experimental  results  on  single 
crystalline  samples  of  the  cuprate  oxide  superconductors  are  now  being  reported.  Less 
progress  has  been  made  on  methods  for  assessing  the  quality  of  these  samples.  Ideally, 
such  methods  must  be  capable  of  probing  the  entire  sample,  a difficult  requirement  given 
that  the  optical  opacity  of  these  materials  rules  out  most  spectroscopic  approaches.  The 
methods  that  do  satisfy  this  requirement  have  various  drawbacks,  as,  for  example.  X-ray 
and  neutron  diffraction  methods  are  tedious  and  lack  the  sensitivity  required  to  detect  small 
regions  of  inhomogeneity,  while  specific  heat  and  other  thermodynamic  measurements  are 
hard  to  interpret  because  of  the  limited  theoretical  understanding  of  the  cuprate  oxide 
superconductors. 

Given  the  foregoing  difficulties,  the  magnetically  modulated  resistance  (MMR) 
methods,  developed  by  us  over  the  past  three  years  and  found  to  be  ideal  tools  for  detection 
of  intrinsic  and  weak  link  superconductivity  in  both  conventional  and  high-Tc 
superconductors,  should  play  an  important  role  in  assessing  the  quality  of  crystalline 
superconductors.  The  details  of  the  experimental  implementation  of  the  methods  as  well  as 
results  on  powders,  bulk  sintered  samples,  thin  films  and  single  crystals  have  been 
described  in  detail  in  previous  publications^1'9)  and  here  we  will  only  briefly  discuss  the 
advantages  of  the  MMR  technique  in  revealing  inhomogeneities  in  single  crystals  and  thin 
films  of  high  temperature  superconductors.  These  inhomogeneities  can  arise  from 
structural  and  chemical  disorder  in  samples  either  due  to  inhomogeneous  doping  (e.g., 
replacement  of  La  by  Sr  in  La-Sr-Cu-0  single  crystals)  or  incomplete  oxygenation  (e.g.,  in 
Y-Ba-Cu-0  single  crystals)  and/or  the  presence  of  defects,  grain  boundaries  etc.  (e.g.,  in 
thin  film  samples).  The  effect  of  these  inhomogeneities  is  revealed  in  the  MMR  data  as  the 
presence  of  multiple  superconducting  phases  and/or  weak  links  where  Josephson 
tunnelling,  flux  trapping  or  both  can  occur.  As  such,  MMR  methods  are  excellent  tools  for 
judging  the  quality  of  superconducting  samples. 

The  basis  of  the  MMR  techniques  lies  in  the  magnetic  field  dependence  of  the 
superconducting  transition  as  seen  in  the  resistance  measurements  either  at  zero  or  any 
convenient  frequency,  co.  Consequently,  with  a small  dc  magnetic  field  Hq,  is  applied 
along  with  a modulation  field,  Hm  sin  comt  (Hm  < Hq),  varying  at  frequency  £0m,  the 
resistance  R(TJI)  can  be  written  as. 
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R(T,H)  = R(T3o)  + I^Hmsin  ©mt, 
oH 


and  a measured  response  is  detected  at  the  modulation  frequency,  ©m»  only  if  R is  magnetic 
field  dependent.  Unlike  superconducting  transitions,  most  resistance-changing  phase 
transitions  are  virtually  independent  of  magnetic  field  so  the  former  are  unequivocally 
detected  by  this  method.  In  the  vicinity  of  the  transition  temperature,  Tc,  where  the 
resistance  drops  precipitously,  the  response  is  then  proportional  to  (oR/oH)tc  - 
(dR/3T)Tc(3Tc/9H)  so  that  for  a superconducting  transition  (8Tc/8H  * 0)  one  obtains  a 
peak  located  at  Tc  and  approximately  proportional  to  (8R/3T).  Such  a peak  response  has 
been  observed  in  every  superconducting  sample  of  low  and  high  Tc  material  examined  to 
date(10)  in  the  magnetically  modulated  electrical  resistance  (MAMER)  configuration 
implemented  at  © = 0 and  the  magnetically  modulated  microwave  absorption  (MAMMA) 
carried  out  at  microwave  frequencies  (©  = 9.3  GHz).  An  example  of  MAMER  in  this  film 
of  the  conventional  superconductor  niobium  nitride  is  shown  in  Fig.  1. 


12  14  16  18 

Temperature  (K) 


Fig.  1:  The  dc  resistance  (top)  and  the  magnetically  modulated  electrical  resistance 

(bottom)  of  NbN  film  as  a function  of  temperature.  The  lines  in  the  bottom 
figure  are  a guide  to  the  eye. 

Similarly,  an  example  of  MAMMA  in  a . “lt-processed,  melt  growth  sample  of 
YBa2Cu3(>7  is  shown  in  Fig.  2. 
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Fig.  2:  Microwave  absorption  (top)  and  magnetically 

8 absorption  (bottom)  of  a melt-processed,  melt-growth  YBa2Cu3<>7  sample. 

The  MMR  methods  become  particularly  useful  for 
superconducting  samples  containing  inhomogeneities  in  the 

superconducting  phases  and/or  weak  links,  that  is,  su^rconducung  regionssep«atedby 

non-superconducting  phases.  As  shown  elsewhere^1 » the  and  MAMER 

responses  due  to  these  weak  links  appear  at  temperatures  below  Tc  and  often  can  be 
distinguished  from  the  intrinsic  responses  which  indicate  the  superconducting  transitio 
itself  SI  the  basis  of  dependence  on  magnetic  field,  sample  current,  etc.  In  o*er  cases  Ae 
intrinsic  £d  weak  link  responses  can  be  distingukhed  by  fte  ftct  d^onty 

the  intrinsic  response  is  appropriately  proportional  to  (<®/dT),  which^antity  can  w 
calculated  from  the  R vs.  T curves  for  companson  with  the  MAMMA  or  mam 
response.  Multiple  superconducting  phases  withTcs  1 less  than  2 KaP^^ 
resolved  as  seen  in  Fig.  3 for  a single  crystal  ofYB^Cjjr  Q _ „ . j how 
the  same  sample  do  not  resolve  these  two  phases  located  at  88  K and  86.5  ^ but  only  s 

a diamagnetic  susceptibility-  that  drops  over  a temperature  spread  • relf  ted  to 

is  onlv  88  K the  existence  of  two  superconducting  phases  is  likely  to  be  re 
incomplete  oxygenation  or  the  presence  of  impurities.  Pure  fully  oxygenated  samples  of 

a single  sharp  peak  located  near  93  K as  is  the  case  for  the  sample 

shown  in  Fig.  2. 
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Fig.  3: 


Microwave  absorption  (top)  and  magnetically  modulated 
absorption  (bottom)  vs.  temperature  in  a twinned  single 
YBa2Cu3<>7. 


microwave 
crystal  of 


• c-  ^”other  example  of  inhomogeneity  and  multiple  super-conducting  phases  is  shown 
4 u Sinf  e CIYstal  of  Lai.88Sro.i2Cu04.  One  piece  of  this  crystal  reported  on 
elsewhere  showed  a sharp  drop  in  dc  resistivity  at  33  K and  a broadened  Meissner 

transitions  ) As  shown  in  Fig.  4a,  however,  dc  resistance  measurements  on  the  piece 
indica^  a relatively  sharp  superconducting  transition  centered  at  a lower 
temperature  (Tc  - 29.5  K).  Although  there  is  little  or  no  indication  of  multiple  phases  in 
the  dc  resistance  measurement,  the  multiphasic  character  of  the  sample  is  clearly  revealed 
V * fi£reSei?Cei?f  se7eraJ  ctosely  spaced  peaks  in  the  corresponding  MAMER  response, 
also  shown  tn  Fig.  3a.  The  microwave  resistance  vs  temperature,  shown  in  Fig.  4b 
xS  Txl™  considerably  broader  superconducting  transition  centered  at  27.9  K,  while  the 
MAMMA  response  shown  in  Fig.  4b  clearly  shows  the  presence  of  several  different  phases 
whose  superconducting  transition  temperatures  are  spread  over  about  5 K. 

_„ctol  there  316  sig?ificant  differences  between  these  two  pieces  of  the  same 

crystal  of  the  same  nominal  composition.  It  remains  to  be  determined  whether  the 
diffCTence  is  due  to  inhomogeneities  in  Sr  doping  or  loss  of  oxygen  in  that  part  of  the 
CTystai  with  the  lower  Tc.  In  the  latter  case  the  difference  in  oxygen  content  could  have 
teen  produced  during  growth  and/or  annealing  of  the  crystal  or,  alternatively,  it  could  have 
taken  place  during  the  time  that  elapsed  between  the  growth  of  the  crystal  and  our 
examination  of  it.  In  any  event  this  result  highlights  the  need  for  examination  of  individual 
pieces  of  crystalline  samples  at  the  time  they  are  used. 
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Fig  4-  (a)  Electrical  resistance  (top)  and  magnetically 

g‘  ‘ (bottom)  vs.  temperature  in  a (Lao.94Sro.6)2CuC>4  single  crystal. 

(b)  Microwave  absorption  (top)  and  magnetically  modulated  microwave 
absorption  (bottom)  vs.  temperature  in  the  same  sample. 

Sle,  and  Stus  should,  and  does,  yield  the  —st ^^"pmS^aSS 

St  all  regions  of  the  sample  penetrated  by  the ; * SSave  Suen^s  is 

sample  this  is  primarily  the  surface  regions  t CJ^  superconducting  properties 

to  fae  used  in 

experiments  involving  the  crystal  surface. 
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THE  COLOR  OF  POLARIZATION  IN  CUPRATE  SUPERCONDUCTORS 
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A technique  for  the  identification  of  individual  anisotropic  grains  in  a heterogeneous  and  opaque  material 
involves  the  observation  of  grain  color  in  reflected  light  through  crossed  polarizers  (color  of  polarization). 
Such  colors  are  generally  characteristic  of  particular  phases.  When  grains  of  many  members  of  the  class 
of  hole-carrier  cuprate  superconductors  are  so  viewed  at  room  temperature  with  a daylight  source,  a 
characteristic  color  of  polarization  is  observed.  We  have  studied  this  color  in  many  of  these  cuprate 
superconductors  and  found  a strong  correlation  between  color  and  the  existence  of  superconductivity.  We 
have  also  examined  two  members  of  the  electron  cuprate  superconductors  and  found  that  they  possess  the 
same  color  of  polarization  as  the  hole-carrier  cuprate  superconductors  so  far  examined.  The  commonality 
of  the  characteristic  color  regardless  of  charge  carrier  indicates  that  the  presence  of  this  color  is 
independent  of  carrier  type.  The  correlation  of  this  color  with  the  existence  of  superconductivity  in  the 
cuprate  superconductors  suggests  that  the  origin  of  the  color  relates  to  the  origin  of  superconductivity. 

Using  photometric  techniques,  we  have  quantified  the  color  of  polarization  in  the  superconductors 
ErBa2Cu307  and  Bi2Sr2CaCu20g.  Reflectivity  measurements  have  been  made  with  a tungsten-halogen 
light  source  (3400  K color  temperature)  on  a series  of  ErBa2Cu307.x  samples,  where  0.1  < x < 0.7,  so  as 
to  include  both  tetragonal  insulators  and  orthorhombic  superconductors.  Using  a simple  model,  the  data 
have  been  iteratively  fitted  with  smooth  curves  to  represent  the  spectra  for  visible  wavelengths.  From 
these  curves,  we  have  calculated  the  coordinates  on  a chromaticity  diagram.  The  colors  compare  well  with 
those  observed  visually.  The  fits  are  consistent  with  ellipsometry  and  transmissivity  results  and  are 
compared  with  the  absorption  characteristics  of  Cu2+  and  Cu3+.  We  have  shown  that  the  structure 
observed  by  ellipsometry  at  ~2. 1 eV  is  apparently  a combination  of  an  absorption  band  in  the  CuC>2  planes 
and  an  extension  of  the  free-carrier  distribution  into  the  visible.  A second  absorption  band,  also  in  these 
planes,  appears  to  shift  to  higher  energy  with  increasing  oxygen  concentration  in  ErBa2Cu306-7  and  is 
present  in  Bi2Sr2CaCu20g.  This  band  subtracts  blue  from  the  white  light  reflected,  thereby  contributing 
the  yellow  component  of  the  characteristic  golden  color  of  the  cuprate  superconductors.  Both  absorption 

bands  are  apparently  of  3d  x2-y2  type. 


1 . INTRODUCTION 

The  processing  of  single  crystals,  polycrystalline  bulk,  or  thin  films  to  produce  electronic  devices  quickly 
and  efficiendy  out  of  the  copper  oxide,  high-transition  temperature  (Tc)  superconductors  can  be  assisted  by 
microscopic  examination.  The  differentiation  at  room  temperature  of  the  YBa2Cu3C>7-type  superconduc- 
ting phase  on  a crystal-by-crystal  basis  can  benefit  from  the  optical  observation  of  twinning  in  the 
orthorhombic  superconductors  (1).  But  the  presence  of  untwinned  grains  or  areas  of  grains  and  the 
production  of  untwinned  (1)  or  detwinned  material  (2)  makes  phase  identification  more  difficult.  Optical 
examination  of  both  hole-carrier  (3)  and  electron  (4,5)  cuprate  superconductors  has  led  to  the  discovery 
that,  generally,  these  materials  have  the  same  characteristic  color  when  viewed  through  crossed  polarizers 
(polarization  color). 

Many  opaque,  anisotropic  materials,  with  unique  structures  and  compositions,  have  their  own  characteris- 
tic polarization  color  (6).  However,  if  the  structure  or  composition  is  changed,  the  polarization  color 
generally  changes  or  disappears.  For  the  various  cuprate  superconductors,  from,  c.g., 
Nd i .g5Ce0. 1 5Cu04.x  (Tc  ~ 23  K)  to  Tl2Ba2Ca2Cu30io  (Tc  ~ 125  K),  regardless  of  changes  in  structure  or 
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composition,  as  long  as  the  material  contains  C11O2  planes  and  is  superconducting,  the  same  brownish 
yellow  (golden)  polarization  color  is  observed. 

If  the  concentration  of  free-carriers  (produced  by  doping  the  precursors)  is  reduced  to  produce  an  insulator 
either  by  changing  the  copper,  oxygen  or  cation  dopant  concentration,  the  golden  color  also  disappears 
(3).  The  change  in  color  from  golden  to  colorless  (precursor)  occurs  for  YBa2Cu30y-type  materials  (3) 
and  for  other  cuprate  superconductors  (3,7). 

With  the  sequence  of  polarization  colors  well  studied  and  applicable  to  hole-carrier  cuprate 
superconductors,  and  perhaps  to  negative  carrier  type,  it  is  important  to  determine  the  likely  band  shifts 
taking  place  throughout  the  visible  energy  range  in  the  Cu2+  3d  x2-y2  orbitals  that  combine  with  the 
oxygen  2p  to  construct  the  CuC>2  planes.  We  present  here  a more  in  depth  examination  of  reflectivity  data 
taken  on  representative  individual  grains  of  ErBa2Cu30y  and  Bi2Sr2CaCu2C>8  and  propose  a simple  model 
in  an  effort  to  understand  the  color  changes  that  correlate  with  superconductivity. 

2 , MODEL 

In  order  to  consider  correlating  the  characteristic  golden  polarization  color  to  absorption  bands  or  reflection 
due  to  free  carriers,  it  is  necessary  to  show  directly  or  by  process  of  elimination  that  only  such  phenomena 
can  account  for  the  color.  Table  1 contains  a list  of  phenomena  including  structural  ones  that  have  been 
eliminated  as  possible  origins  for  the  golden  color  or  its  coupling  with  superconductivity.  (The  structural 
effect,  or  lack,  of  buckling  of  the  CuC>2  planes  has  not  been  considered.)  Generally,  from  Table  1 by 
process  of  elimination,  only  a combination  of  phenomena  in  a relatively  specific  arrangement  is  likely  to 
result  in  both  superconductivity  and  the  golden  color.  Structurally  then,  the  color  originates  from  the  two- 
dimensional  CuC>2  planes  by  absorption  and/or  reflectance  only.  Apparently,  the  varying  indices  of 
refraction  play  no  part  in  the  production  of  color. 

Because  the  superconductor  to  insulator  sequence  of  polarization  colors  is,  so  far,  reproducible  for  doping 
by  alkaline  earth  cation,  oxygen,  or  replacement  of  Cu,  determining  the  various  copper-oxygen  colors  and 
possible  copper-oxygen  absorption  bands  that  may  produce  these  colors  can  be  aided  by  noting  the  colors 
of  similar  Cu  oxide  materials.  Table  2 contains  a list  of  impurity  phases  observed  in  various  cuprate 
systems  which  contain  superconductors. 

The  colors  observed  for  various  copper  oxide  containing  phases  (Table  2)  suggests  that  absorption  bands 
may  exist  in  the  visible.  Note  that  the  color  of  polarization  of  Bi2CuC>4  is  red.  Absorption  bands  in  the 
blue  and  green  (or  a large  band  across  both)  could  produce  this  color.  CuO  is  blue  which  may  be  due  to 
absorption  bands  in  the  red-green.  The  R^BaCuOs  (2-1-1)  phase  has  a green  color  which  may  be  due  to 
the  presence  of  both  an  absorption  band  in  the  red  and  one  in  the  blue.  For  those  phases  with  Cu2+ 
present,  absorption  bands  in  the  blue,  green  and  red  in  various  combinations  would  account  for  the  colors 
and  indicate  that  Cu2+  can  disperse  throughout  the  visible.  A variety  of  colors,  changing  probably  with 
orientation,  for  a given  phase  may  have  an  origin  in  both  birefringence  and  differential  absorption. 

As  the  origin  of  the  characteristic  color  is  a two  dimensional  structure  within  the  various  cuprate 
superconductors,  spectroscopic  data  on  various  two-dimensional  Cu2+  and  perhaps  Cu3+  complexes  in 
aqueous  solution  are  expected  to  indicate  likely  absorption  bands  contributing  to  the  color  and  the  color 
changes  from  precursor  to  superconductor.  Table  3 contains  absorption  band  parameters  for  Cu2+  and 
Cu3+  in  the  visible  (700-400  nm,  1.77-3.10  eV,  14300-25000  cm**)  to  near  visible  range.  To  produce  a 
yellow  color  by  absorption,  there  need  only  be  an  absorption  band  in  the  blue  range  (white  minus  blue 
produces  yellow).  The  golden  color  is  in  part  due  to  yellow  (4).  The  absorption  bands  included  in  Table 
3 from  Cu3+  are  in  the  violet,  which  suggests  that  the  presence  of  the  yellow  component  may  be  due  to 
charge  transfer.  For  absorption  bands  to  account  for  the  color  in  Bi2CuC>4  (red),  either  a large  band 
extending  across  the  blue-green  range  or  two  bands,  one  in  the  blue  and  one  in  the  green,  are  needed.  The 
necessity  of  a blue  absorption  band  contributing  to  produce  the  green  color  of  the  2-1- 1 phase  has  also 
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Table  1 Origin  of  the  Copper  Oxide  Superconductor  Color  of  Polarization 


Possibility 


Comment 


Water  contamination 
(surface  contamination) 


Instrument  characteristics 


Grain  size  effect 
Depth  of  penetration 


Three  dimensional  structure 


color  seen  in  unpolished  thin  films  of  RBa2Cu307,  freshly 
broken  single  crystals,  and  in  Bi2Sr2CaCu20g  which  is  not 
readily  affected  by  water.  Auger  electron  spectroscopy  of 
such  surfaces  has  shown  only  slight  carbon  contamination. 
Freshly  fractured  and  ion  milled  surfaces  show  the  color. 

color  seen  in  reflection  with  other  types  of  polarizing  micro- 
scopes, as  long  as  a ’daylight’  source  is  used  and  polarizers 
are  crossed. 

color  seen  in  thin  films  (~l|im)  to  crystals  3 mm  x 1 mm. 

reflectivity  measurements  on  progressively  thicker  films  of 
RBa2Cu307  have  shown  the  light  penetration  depth  to  be  on 
the  order  of  several  hundred  nanometers.  Even  if  the  first 
few  atomic  layers  are  not  superconducting,  much  of  the 
reflected  light  seen  is  coming  from  greater  depth. 

color  not  seen  in  ordinary  illumination  (bright  field)  nor  in 
total  reflectance  measurements. 


Presence  of  copper  oxide  alone 
Perovskite  structure 
Copper  oxide  chains 

Cu(>2  planes 
Orthorhombic  structure 

Presence  of  rare  earth 
Presence  of  an  alkaline  earth 

Apical  oxygen 
Electron  holes 
Cu,+  state 
Cu2+  state 
Cu3+  state 


CuO  (tenorite)  has  a blue  color  of  polarization. 

color  not  seen  in  BaTi03  or  in  RBa2Cu306- 

color  seen  in  Bi2Sr2CaCu20g  and  Tl2Ba2Ca2Cu30  io  which 
have  no  long  range  chains. 

color  not  seen  in  RBa2Cu306,  which  has  Cu02  planes. 

color  seen  in  tetragonal  Tl2Ba2Ca2Cu30io  and  not  in 
La2CuC>4  which  is  orthorhombic  and  blue(purple). 

Bi2Sr2CaCu208  and  Tl2Ba2Ca2Cu30io  do  not  contain  them. 

RBa2Cu3(>6  contains  an  alkali  earth  and  is  not  a supercon- 
ductor. Ndi.85Ceo.i5Cu04  does  not  contain  an  alkaline 
earth. 

absent  in  Ndi.85Ceo.i5CuC>4. 

Ndi.85Ceo.i5Cu04  is  an  electron  superconductor. 

CU2O,  when  a distorted  cubic  due  to  impurities,  is  red. 
Bi2CuC>4  is  red,  E^BaCuOs  is  green  and  CuO  is  blue, 
unlikely  in  Ndi.85Ceo.i5Cu04  or  Pri.85Ceo.i5Cu04. 
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Table  2 Colors  Through  Crossed  Polarizers  of  Impurity  Phases  in  Superconductor  Materials 


Material 

Color 

Cu20 

red 

CuO 

blue 

B12O3 

orange-yellow 

Pb304 

orange 

Ba  cuprate 

remains  dark  as 
stage  is  rotated 

B12CUO4 

red 

R2BaCuC>5 

green 

Sr2CuC>3 

white-purple- 
aqua  blue 

(Sr,Ca)2Cu(>3 

white-purple- 
aqua  blue 

Ca2Cu03 

pale  yellow-white 

(Ca,Sr)2Cu03 

pale  yellow- white 

Bi-Sr-Ca-0 

colorless 

been  suggested.  The  presence  of  an  absorption  band  in  the  blue  range  may  occur  for  Cu2+. 

Table  3 Near  Visible  Absorption  Band  Parameters  for  Cu2+  and  Cu3+  in  Complexes  (8,9) 


Complex 

(N03>2 

Geometry 

square 

planar 

Extinction 
Coefficient  M' 1 cm- 1 
12.85 

Peak 

Centroid  cm-1 
12630 

Half  Width 
Half  Maximum  cm'1 
1979 

(NO3XNH3) 

square 

planar 

93.00 

15670 

2271 

(NH3)4 

square 

planar 

54.00 

16900 

2542 

(HI06)2 

square 

planar 

90.28 

23750 

2878  (Cu3+) 

(H2Te06)2 

square 

planar 

73.68 

24880 

4101  (Cu3+) 

For  any  phase  that  is  semiconducting  or  metallic,  an  increase  in  overall  reflectivity  may  occur  due  to  the 
presence  of  free  carriers.  But  the  presence  of  free  carriers  alone  is  not  responsible  for  the  golden  color  or 
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superconductivity.  The  metallic  La^SrCu^Ois  material  is  anisotropic,  white  (3)  and  not  superconducting. 
A relatively  uniform  distribution  of  free  carriers  throughout  the  visible  can  reflect  white. 

We  have  found  by  optical  inspection  of  tetragonal  ErBa2Cu3C>6  (colorless)  single  crystals  (~0.5  mm  x 
~0.5  mm)  and  very  thin,  on  the  order  of  -1  pm,  that  in  ordinary  reflected  light  the  crystals  are  opaque. 
When  viewed  through  crossed  polarizers  at  maximum  brightness,  they  are  sufficiently  transparent  to  allow 
the  surface  beneath  to  be  seen.  Apparently,  as  the  ErBa2Cu3C>6  phase  is  undoped,  either  the  production  of 
absorption  bands  or  the  presence  of  free  carriers  limits  the  depth  of  penetration  of  polarized  light.  From 
previous  reflectivity  (10)  and  ellipsometry  (1 1),  the  free  carrier  distribution  is  limited  primarily  to  the 
infrared,  with  some  extension  into  the  visible.  For  reflectivity  measurements  on  YBa2Cu307-type 
superconductors  and  other  cuprate  superconductors,  a continuously  increasing  reflectivity  from 
approximately  the  yellow  (~2. 1 eV,  -580  nm)  into  the  infrared  is  expected. 

The  spectroscopic  measurements  made  on  various  copper  complexes  are  obtained  in  transmission.  Since 
the  optical  density  measurements  (transmissivity)  on  YBa2Cu3(>7-type  superconductors  (10)  have  the 
same  structural  features  as  obtained  in  reflectivity  measurements  (4,10),  it  is  reasonable  to  assume  that  at 
least  across  the  visible  range  structures  in  reflected  spectra  (through  crossed  polarizers)  are  the  same, 
except  for  intensity,  as  those  in  transmitted  spectra  (through  crossed  polarizers).  The  reflectivity  (R), 
then,  can  be  described  in  the  same  way  as  optical  density  with  R = I/Iq: 


R~3 * * * * * * 10  > (1) 

where  c is  the  molar  concentration  of  the  two-dimensional  (or  less)  color  producing  structure  and  £ is  the 
extinction  coefficient.  The  reflectance  (I)  through  crossed  polarizers  for  each  grain  measured  is  normalized 
to  the  white  reflectance  (IQ)  spectrum  of  a powdered  Si  oxide  standard  (4). 

In  general  any  absorption  band  can  be  approximated  with  a gaussian  function.  The  gaussian  expression 
we  have  chosen  to  use  is  as  follows: 


E 


^ Max  ® 


2 2 
-<v-vMax>  /0 


(2) 


where  £m3x  is  the  extinction  coefficient,  VMax  is  the  centroid  position  and  0 is  the  half  width  at  half 
maximum  in  wavenumbers  for  a particular  absorption  band.  In  all  the  colors  exhibited  by  the  various 
cuprates  (Table  2),  a minimum  of  two  absorption  bands  are  needed,  generally.  In  addition,  the  presence 
of  free-carriers  is  expected  to  increase  reflectivity.  If  each  of  these  components  occurs,  the  complete 
expression  for  the  extinction  coefficient  is  as  follows: 


(3) 


Since  the  individual  EMaxi  are  not  known,  a combined  factor  of  £Maxic  is  obtained  and  referred  to  as  an 

extinction/reflection  coefficient.  Iterative  fitting  is  accomplished  by  applying  first  a single  gaussian 

function,  then  two  and  finally  three,  if  required,  to  conform  to  the  structures  apparent  in  the  data. 


3.  EXPERIMENTAL 


The  preparation  of  ErBa2Cu306+x  and  ErBa2Cu3(>7_x,  examined  by  reflectivity  (4),  the  Bi2Sr>CaCu?08 

(BiSCCO,  Tc  - 85  K,  R0  - 75  K),  rn2Ba2Ca2Cu301o  (Tc  - 120  K)  and  Ndi.85Ce0 .l.sCu04-x  (Tc  - 23  K) 

samples  has  been  described  (3,4).  The  same  microscope-monochromator  arrangement  for  the  reflectivity 
measurements  (4)  has  been  used  to  measure  reflectivity  on  BiSCCO,  Tl2Ba2Ca2Cu30io  (Tc  - 120  K)  and 
Ndi.85Ceo.i5Cu04-x  (Tc  - 23  K).  Preliminary  reflectivity  data  have  been  taken  on  a few  representative 
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grains  per  sample.  Representative  spectra  are  plotted  and  iteratively  fitted  with  smooth  curves.  The 
reflectivity  data  are  considered  as  preliminary  because  the  light  levels  involved  are  close  to  the  lower 
detection  limit  which  may  increase  error. 


4.  RESULTS 

Representative  reflectivity  spectra  for  BiSCCO  and  for  ErBa2Cu306.7  versus  oxygen  concentration  are 
shown  in  Figure  1. 


Figure  1 Reflectivity  spectra  for  ErBa2Cu3C>6,3,  ErBa2Cu3C>6.4,  ErBa2Cu306.5,  ErBa2Cu306.6> 
ErBa2Cu3C>6.65  and  ErBa2Cu306.9  (identical  spectra,  only  one  plotted),  and  Bi2Sr2CaCu20s.  The 
smooth  curves  plotted  through  the  data  have  been  iteratively  fitted. 

The  preliminary  reflectivity  data  from  Tl2Ba2Ca2Cu30io  and  Nd i ,85Ce<)  1 5Cu04_x  show  structures  similar 
to  those  in  Figure  1,  but  some  portion  of  the  spectra  may  be  due  to  impurities  because  the  aperture  size  is 
much  larger  than  that  of  the  individual  grains  in  these  samples. 

Each  data  set  has  been  fit  successively  and  alternately  with  one,  two  or  three  gaussian  functions  to  confirm 
that  only  the  use  of  three  gaussians  can  conform  to  the  structures  apparent  in  the  spectra.  The  resulting 
parameters  are  listed  in  Table  4.  The  chromaticity  coordinates  have  been  calculated  for  each  spectrum 
using  the  smooth  curves  of  the  iterative  fits.  These  have  been  plotted  on  a chromaticity  diagram  in  which 
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the  color  (hue)  fields  are  delineated.  In  general,  the  resulting  colors  agree  well  with  those  observed 
visually  and  recorded  on  film  (3).  Only  the  data  obtained  on  the  ErBa2Cu3C>6.5  grains  is  on  the  border 
between  the  orange-red  (brown)  field  and  the  yellow-orange  (golden)  field  suggesting  the  presence  of  both 
orthorhombic  and  tetragonal  material  within  the  grains. 

Table  4 Fitting  Parameters  for  Reflectivity  on  Cuprate  Phases 


Phase 

Absorb  (-) 
Reflect  (+1 

Extinction/ 

Reflection 

Coefficient 

Peak 

Centroid  cm'1 

Half  Width 
Half  Maximum  cm' 

1 *t 
-Lc 

ErBa2Cu306.3 

+ 

0.27 

14400 

1100 

— 

(Blue/Purple) 

- 

0.19 

17200 

1400 

(940°C) 

- 

0.205 

20650 

1900 

ErBa2Cu3C>6.4 

+ 

0.35 

14500 

1500 

— 

(Brown) 

- 

0.165 

16800 

3600 

(800°C) 

- 

0.14 

21200 

1500 

ErBa2Cu3()(-,5 

+ 

240 

0 

5600 

~50  K 

(Golden) 

- 

0.12 

17200 

800 

(710°C) 

- 

0.16 

20400 

2200 

ErBa2Cu306.6 

+ 

15.7 

0 

7600 

~63  K 

(Golden) 

- 

0.095 

16800 

1000 

(610°C) 

- 

0.14 

22200 

1100 

ErBa2Cu306.65 

+ 

12.8 

0 

7800 

~85  K 

(Golden) 

- 

0.072 

16700 

1100 

(500°C) 

- 

0.15 

22300 

3000 

ErBa2Cu3C>6.9 

+ 

12.8 

0 

7800 

~95  K 

(Golden) 

- 

0.072 

16700 

1100 

(25°C) 

- 

0.15 

22300 

3000 

Bi2Sr2CaCu2C>8 

+ 

5.7 

0 

8600 

~85  K 

(Golden) 

- 

0.15 

17100 

1100 

- 

0.10 

22300 

3000 

5.  DISCUSSION 

The  estimated  percent  error  based  on  reproducibility  for  reflectivity  is  approximately  5 % overall,  with  a 
lower  value  for  reflectivity  above  9 %.  The  increased  error  below  R = 0.09  is  assumed  to  be  due  to  light 
levels  at  or  just  above  the  lower  limit  for  the  detector.  Generally,  for  so  few  points  (eight)  per  spectrum 
only  a single  gaussian  (three  variables)  would  be  warranted.  However,  for  the  most  part,  there  has  been 
structural  reproducibility  between  grains  of  the  same  sample  and  between  samples  which  suggests  that  the 
fluctuations  across  the  spectra  are  not  random.  A two-gaussian  function  (one  for  absorption  at  high 
energies  and  one  for  reflection  at  low  energies)  cannot  account  for  the  structure  at  ~590  nm  (~2.1  eV) 
between  them.  At  the  high-energy  end  (violet  range)  for  the  superconductors  ErBa2Cu306.9  and 
Bi2Sr2CaCu208,  the  absorption  band  may  extend  further  into  the  ultraviolet.  See  Figure  1. 

Figure  2 is  a plot  of  the  centroid  shifts  relative  to  the  centroid  of  the  two  end-point  superconductors 
ErBa2Cu306.9  and  Bi2Sr2CaCu20s  for  the  absorption  band  at  the  high-energy  end  of  the  visible  range. 
Although  there  appears  to  be  a systematic  shift  in  this  band  with  increasing  oxygen  content  which 
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compares  with  a similar  shift  observed  by  ellipsometry  (12),  the  measurement  on  ErBa2Cu306.5  is  an 
exception.  If  the  shift  is  confirmed  by  forthcoming  measurements  using  a more  sensitive  photomultiplier 
(detector)  and  a xenon  'daylight'  source  on  homogeneous  materials,  then  the  likely  position  of  the  band  for 
ErBa2Cu306.o  is  at  -19000  cm-1  (-520  nm,  -2.4  eV).  This  amounts  to  a shift  of  0.4  eV  from  -2.4  eV  to 
-2.8  eV,  whereas  ellipsometric  results  found  a shift  from  -2.6  eV  to  -2.8  eV  (12),  with  increasing 
oxygen.  This  band  also  appears  to  widen  with  increasing  oxygen,  see  Table  4.  The  shift  of  the  band  to 
higher  energy,  near  those  of  Cu3+  (see  Table  3)  suggests  a charge-transfer  band,  although  the  apparent 
location  in  the  blue  range,  instead  of  violet,  may  indicate  a Cu2+  band  that  is  only  partially  of  a charge- 
transfer  nature.  The  presence  of  this  3d  x2-y2  band  in  the  reflectivity  and  its  necessity  for  the  production 
of  the  golden  color  of  the  electron  superconductors  tends  to  preclude  it  being  solely  a Cu2+  to  Cu3+ 
charge-transfer  band.  The  band  is  independent  of  the  type  of  charge  transferred  and  apparently  energy 
symmetric  (Cu1+<-+Cu2+<-*'Cu3+). 


6.0  6.2  6.4  6.6  6.8  7.0 

Oxygen  Content  per  Atomic  Formula  Unit 

Figure  2 Plot  of  the  centroid  shifts  for  the  absorption  band  at  the  high-energy  end  obtained  from  the 
iterative  fits  to  the  reflectivity  data  on  the  ErBa2Cu3C>6_7  samples.  The  position  of  the  centroid  for  the  two 
end-point  superconductors  ErBa2Cu306.9  and  Bi2Sr2CaCu20g  is  taken  as  zero. 

Previous  reflectivity  (10)  and  ellipsometry  (1 1,12)  have  reported  a structure  at  -2.1  eV  that  appears  to  vary 
with  oxygen  concentration  in  ErBa2Cu307.x  and  may  be  affected  by  out-of-plane  oxygen  (11)-  It  also 
occurs  in  BiSCCO,  see  Figure  1.  From  the  parameters  listed  in  Table  4,  there  is  an  absorption  band 
centered  at  -2. 1 eV  (170001200  cm*1,  with  half  width  at  half  maximum  of  25001900  cm'1),  which  does 
not  shift  with  changes  in  the  oxygen  concentration,  but  decreases  in  apparent  intensity  (decrease  in 
extinction/reflection  coefficient)  as  the  free  carrier  concentration  increases.  The  location  and  width  of  this 
band  corresponds  with  a band  observed  for  the  molecular  complex  Cu(NH3)4,  (H20)22+  (8),  see  Table  3, 
in  the  plane  between  Cu2+  and  NH31-.  As  it  is  a Cu2+  3d  x2-y2  band  in  Cu(NH3)4,  (H20)22+,  it  is 
presumed  to  be  so  in  the  cuprate  CuC>2  planes  between  Cu2+  and  oxygen.  Variations  in  the  structure  may 
be  due  in  part  to  the  extension  of  the  firee-carrier  distribution  into  the  visible  and  to  the  systematic  intensity 
decrease  (decreased  extinction/reflection  coefficient,  see  Table  4)  of  the  band  with  increasing  oxygen 
content. 
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With  regards  to  the  three  structures  observed  across  the  visible,  we  note  that  ellipsometiy  measwements 
(rthe  superconducting  and  normal  state)  at  7 K and  300  K (12)  show  no  s.gntficant  shifts  m any  of  the 
three  structures  indicating  that  the  golden  color  remains  below  Tc. 

6.  CONCLUSIONS 

Using  a simple  model  based  on  gaussian  functions  to  represent  absorption  bands  and  reflectivitybyfree 
carriers  preferentially  distributed  primarily  in  the  infrared,  we  have  iteratively  fitted  reflectivity  data  for 
ErBa2Cu306  9 and  Bi2Sr2CaCu208  superconductors.  By  comparing  these  fits  to  those  obtamed  frwn 
ErBa?QnOf;  7 and  to  known  bands  for  Cu2+  and  Cu3+,  we  have  shown  that  the  structure  observed  wit 
elliosometrsfat  ~2.1  eV  is  apparently  due  to  an  absorption  band  in  the  Cu02  planes  which  decreases  in 
intensity  with  increasing  oxygen  concentration,  and  the  extension  of  the  free-carrier  distribution  into  the 
visible  A second  abso^lion  band,  also  in  these  planes,  uppers  to  shift  to 

oxygen  concentration  in  ErBa2Cu306-7  and  is  present  in  Bi2Sr2  a u2  8-  . characteristic  of 

the  white  light  reflected,  thereby  contributing  the  yellow  component  of  the  golden  color  charactensticot 

both  electron  and  hole-carrier  cuprate  superconductors.  Both  bands  ^ 

colors  calculated  from  the  iterative  fits  to  the  reflectivity  data  generally  correspond  with  the  colors  observed 
visually  and  recorded  on  film  using  a 'daylight'  source. 
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Abstract 

The  results  of  the  effect  of  doping  on  the  superconducting  transition  in  the  Bi-Sr-Ca-Cu-O  system 
are  reported.  Samples  were  prepared  under  identical  conditions  with  varying  types  (Pb,  Sb,  Sn,  Nb)  and 
amounts  of  dopants.  All  samples  consisted  of  multiple  phases,  and  showed  stable  and  reproducible 
superconducting  transitions.  Stabilization  of  the  well  known  110  K phase  depends  on  both  the  type  and 
amount  of  dopant  No  trace  of  superconducting  phase  of  150  K and  above  was  observed. 

I.  Introduction 

Superconductivity  in  the  Bi-Sr-Ca-Cu-O  system  was  originally  reported  by  Michel  et  al.  [1]  and 
later  by  Maeda  et  al.  [2]  and  Chu  et  al.  [3].  There  exists  three  distinct  superconducting  phases  [1-7]  in  this 
system,  the  orthorhombic  unit  cell  structures  of  which  differ  [8]  in  the  number  of  Cu-O  planes  (n).  The 
nominal  compositions  of  these  phases  are:  (i)  B^S^CuO^  (n=l,  Tc  < 20K;  2201  phase),  (ii) 

B^S^CaQ^Oy  (n=2,  T£  = 85K;  2212  phase)  and  (iii)  B ^S ^C^CusOy  (n=3,  Tc  =110K;  2223  phase). 

It  has  been  quite  difficult  to  synthesize  the  1 10K  phase,  the  formation  of  which  has  been  reported  to  be 
enhanced  by  Pb  doping  [9-16]. 

Recently,  Hongbao  et  al.  [17-19]  reported  even  higher  transition  temperatures  (as  high  as  164K)  in 
the  Bi-Pb-Sb-Sr-Ca-Cu-O  system.  They,  however,  reported  significant  instability  of  the  high-temperature 
superconducting  phase.  Their  data  show  large  drops  in  TQ  values  after  the  samples  are  circled  from  liquid 

nitrogen  to  room  temperature  in  air.  This  prompted  us  to  do  a systematic  study  of  the  effect  of  doping  on 
superconductivity  in  these  systems,  and  the  results  are  communicated  in  this  paper.  Since  our  objective 
was  to  investigate  the  effect  of  doping,  all  the  samples  in  this  study  were  prepared  under  the  same 
processing  condition.  The  effect  of  variation  in  processing  conditions  is  under  investigation  and  will  be 
reported  in  a future  communication. 

II.  Experimental 

The  samples  were  prepared  by  the  standard  solid  state  reaction  route  by  mixing  B^O^,  PbO, 
^2^3  (Sb2S3  for  sample  #12),  SnO  (for  #13),  Nb2C>5  (for  #14),  SrCO^,  CaCO^,  and  CuO  in 

stoichiometric  ratios.  All  of  the  starting  materials  were  dried  in  oven  at  160  °C  for  an  hour  and  stored  in 
desicator  prior  to  weighing.  This  is  clearly  preferable  to  weighing  the  raw  materials  "as  is"  since  a recent 
report  (20)  indicates  that  many  oxides  contain  variable  amount  of  hydroxides  which  may  affect  the 
composition  of  the  final  product.  The  mixtures  were  calcined  at  820  °C  for  12  hrs.  After  grinding  and 
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pressing  into  disk-shaped  pellets,  the  samples  were  then  sintered  in  air  at  860  °C  for  60  hrs.  followed  by  a 
fast  cool  (10  °C/min.).  The  nominal  compositions  of  the  samples  prepared  are  given  in  Table  I. 

Table  I:  Summary  of  properties  of  the  samples  investigated 


No. 

Composition* 

Processing  Conditions 

T (K) 

c,zerov  * 

1 

2-0-0-0-0-2-2-3-y-0 

calcined  at  820  °C  for  12  hrs. 
and  sintered  at  860  °C  for  60  hrs. 

80 

2 

1 .7-.25-.05-0-0-2-2-3-y-0 

ft 

94 

3 

1.7-.2-.l-0-0-2-2-3-y-0 

ft 

107 

4 

1.7-.15-.15-0-0-2-2-3-y-0 

H 

100 

5 

1.6-,3-,1-0-0-2-2-3-y-O 

it 

106 

6 

1 ,7-,2- . 1 -0-0-2-2-3 .4-y-0 

" 

95 

7 

1 ,6-.2-.2-0-0-2-2-3-y-0 

H 

82 

8 

1.7-.2-.l-0-0-2-2-2.6-y-0 

tl 

<70 

9 

1.5-.4-.l-0-0-2-2-3-y-0 

ft 

99 

10 

1.5-.5-0-0-0-2-2-3-y-0 

ft 

90 

11 

1.7-.3  -0-0-0-2-2-3-y-0 

It 

<70 

12 

1.7-.2-.l-0-0-2-2-3-y-z 

tl 

81 

13 

1 .7-0- . 1 -0-  ,2-2-2-3 .6-y-0 

•t 

72 

14 

1.5-.2-.l-.2-0-2-2-3-y-0 

H 
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♦Numbers  represent  p,  q,  r,  s,  u,  v,  w and  x in  BipPbqSbrNbsSnuSrvCawCuxOySz 


Resistance  vs.  temperature  measurements  were  performed  by  the  standard  four-probe  ac  method 
with  a PAR  lock-in  amplifier.  The  X-ray  powder  diffraction  (XRD)  patterns  were  taken  on  a Philips 
diffractometer  at  room  temperature.  The  microstructural  pictures  were  taken  on  an  ISI-SX-40  scanning 
electron  microscope  (SEM).  The  ac  magnetic  susceptibility  measurements  were  performed  using  a recently 
developed  system  by  Xenikos  et  al.  (21).  This  system  detects  the  variation  in  the  inductance  of  a coil 
which  is  induced  when  the  sample  changes  its  magnetic  behavior.  This  variation  causes  change  in  the 
resonant  frequency  of  the  coil  which  corresponds  to  a change  in  the  output  voltage.  The  data  is  therefore 
conveniently  represented  in  terms  of  detector  output  voltage  as  a function  of  temperature. 

III.  Results  and  Discussions 

Most  of  our  samples,  with  the  exception  of  a few,  exhibited  superconductivity.  The  pure  2223- 
sample  (#1)  showed  a very  broad  transition  (Fig. la)  with  a low  Tc  (-80  K).  The  doped  samples,  on  the 

other  hand,  showed  sharp  transition  with  higher  Tc -107  K (a  plot  is  shown  in  Fig. lb  for  sample  #3). 
The  Tc  values  reported  in  this  paper  represent  the  temperatures  at  which  the  resistance  of  the  samples 
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goes  to  zero.  It  is  interesting  to  note  that  none  of  our  samples  showed  significant  hysteresis  in  R vs.  T 
behavior  with  temperature  cycles  as  reported  by  Hongbao  et  al.  [18,19].  This  indicates  that  we  were  able 
to  make  rather  stable  and  reproducible  samples.  We  were,  however,  unable  to  make  any  sample  showing 

T values  as  high  as  reported  by  Hongbao  et  al.  We  prepared  one  sample  (#12)  with  similar  nominal 
c 


Fig.  1 Resistance  vs.  temperature  of  Fig.2  Resistance  vs.  temperature  of  sample  #3  (a) 

sample  #1  (a)  and  sample  #3  (b).  and  sample  #1 2 (b) 

composition  as  that  of  sample  #2,  but  with  different  oxygen  stoichiometry  (Sb2S3  was  used  instead  of 
Sb203).  And  our  data  (Fig.2a;  #3  and  Fig.2b;  #12)  indicates  that  the  use  of  sulfide  dopants  instead  of 
oxides  is  dedimental  to  superconductivity  in  this  system.  Also  a Sn-doped  sample  shows  a lower  Tc  than 
a corresponding  Pb-doped  sample  (Fig.3).  On  the  other  hand,  both  Nb  and  Pb  doping  seem  to  stabilize  the 
well  known  1 10  K phase  (Fig.4).  The  superconducting  transitions  in  our  samples  were  also  confirmed  by 
the  ac  magnetic  susceptibility  measurements.  Figure  5 shows  susceptibility  data  for  samples  #l(a)  and 
#3(b). 


Fig  3 Resistance  vs.  temperature  of  Fig-4  Resistance  vs.  temperature  of  a Pb  and  Nb- 

” ' sample  #3  (a)  and  sample  #1 3 (b).  doped  sample  (#14) 
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Fig.5  The  ac  magnetic  susceptibility  data  of  samples  #1  (a)  and  #3  (b). 
The  zero  of  the  voltage  scale  is  arbitrary. 


The  X-ray  diffraction  data  of  samples  #1,  2,  3 and  4 are  shown  in  Fig.6,  which  compare 
^ we^  with  those  reported  in  the  literature.  It  is  quite  evident  that  our  samples  constituted  mostly  of 
2223  and  2212  phases  and  some  2201  phase.lt  is  also  interesting  to  note  that  as  the  amount  ofSb 


Fig.6  X-ray  diffraction  of  samples  #1  (a), 
#2  (b),  #3  (c)  and  #4  (d). 

□ 2201,  A 2212  and  O 2223. 


Fig. 7 X-ray  diffraction  of  samples  #13 
(a)  and  #14  (b). 
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increases  from  sample  #1  to  #2  to  #3  to  #4,  two  diffraction  peaks  around  30°  become  more  and  more 
dominant.  The  XRD  patterns  of  the  Sn  and  Nb-doped  samples  (Fig.7)  indicate  that  they  are  also 
multiphase,  consisting  of  mostly  2223  and  2212  peaks. 

Figure  8 shows  SEM  micrographs  of  sample  #3  (a:  as  prepared  surface,  b:  fractured  surface) 
revealing  plate-like  grains,  a characteristic  of  all  the  samples  including  the  Sn  and  Nb-doped  samples. 
None  of  the  micrographs  of  our  samples  showed  any  indication  of  thin  filaments  which  were  claimed  to  be 
responsible  for  superconductivity  above  150K  in  the  work  of  Hongbao  et  al.  [19]. 


A B 

Fig.8  SEM  micrograph  of  sample  #3  (a:  as  prepared  surface,  b:  fractured  surface). 


This  study  was  not  able  to  reproduce  any  of  the  superconducting  phase  above  150  K as  reported 
by  Hongbao  et  al.  [19]  in  the  Bi-Pb-Sb-Sr-Ca-Cu-O  system.  In  the  composition  range  of  Pb  and  Sb 
doping  we  studied,  the  optimum  nominal  composition  for  the  well  known  110  K phase  is  that  of  sample 
#3.  Doping  the  material  with  both  Pb  and  Nb  seem  to  stabilize  the  1 10  K phase.  Based  on  the  XRD  and 
SEM  data,  it  is  not  possible  to  highlight  any  particularly  distinguishing  features  of  the  Sn  and  Nb-doped 
samples  from  their  Pb-doped  counterpart. 
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ABSTRACT 

It  has  widely  been  ascertained  that  doping  of  lead  in  Bi:Sr:Ca:Cu:0  systems 
promotes  the  growth  of  high  Tc  (110  K)  phase,  improves  critical  current 
density,  and  lowers  processing  temperature.  A systematic  investigation  is 
undertaken  in  the  present  study  to  determine  optimum  lead  content  and  pro- 
cessing  conditions  to  achieve  these. 

A large  number  of  samples  with  cationic  compositions  of  Bi2_xPbxSr2Ca2Cu3 
(X=0 . 2 to  2.0)  were  prepared  by  conventional  solid-state  reaction  technique. 
Samples  of  all  compositions  were  annealed  together  at  a temperature  and 
characterized  through  resistance-temperature  (R-T)  measurements  and  X-ray 
diffraction  (XRD)  to  determine  the  zero  resistance  temperature,  Tc(0)  and 
to  identify  presence  of  phases,  respectively.  The  annealing  temperature 
was  varied  between  790 *C  and  880 ‘C  to  optimize  processing  parameters. 

For  x value  between  0.3  to  0.8,  Tc(0)  above  110  K is  obtained  when  the  samples 
were  annealed  at  a temperature  in  the  range  of  855-c  to  870-C  for  40  hours. 

The  best  samples  showed  Tc(0)=113  K and  critical  current  density  of  about 
200A/cm2.  An  optimum  process  yielded  a large  volume  fraction  of  high  Tc  phase 
as  determined  from  intensity  peaks  in  XRD  spectra.  These  results  were  sup- 
ported through  magnetic  susceptibility  measurements  on  samples  having  high 
Tc ( 0)  values.  The  samples  showed  no  change  in  R-T  characteristics  on 
repeated  thermal  cycling  between  77  K and  300  K,  even  after  a few  weeks  of 
their  preparation. 
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In  brief,  we  report  an  optimum  process  and  composition  of  leaded  bismuth 
cuprate  superconductor  which  yields  nearly  a high  Tc  single  phase  with 
highly  stable  superconducting  properties. 
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ABSTRACT 


A variety  of  new  oxide  superconductors  that  can  be  represented  by  the  for- 
mula, t (Ln1_xLn*x (Bal-ySry )l/3Cel/6 l8Cu6°z  (Ln/  Ln*  = lanthanide 
elements),  have  been  prepared.  The  crystallographic  structures  of  the 
oxides  were  all  tetragonal  and  of  the  (Ln+ , Ce) 4 (Ln+ , Ba )4Cu0Oz  (Ln+  = 

Nd,  Sm  or  Eu)  type  which  had  been  previously  discovered  by  Akimitsu  et  al. 

As  the  Sr  content,  y,  increased  when  Ln=Ln*=Nd,  the  oxygen  content,  z, 

monotonically  increased  and  the  superconducting  transition  temperature, 

Tc,  varied  exhibiting  a maximum.  When  z was  controlled  directly  by  means 
of  high  oxygen  pressure  sintering  techniques,  Tc  was  changed  accordingly. 

Tc 1 s of  samples  with  different  combinations  of  Ln  and  Ln*  and  different 
values  of  x and  y were  found  to  depend  on  the  magnitude  of  the  bond  valence 

sum  for  a Cu  atom  located  in  the  bottom  plane  of  the  Cu-0^  pyramid. 

Transport  and  magnetization  measurements  were  carried  out  to  investigate 
the  magnetic  field  dependence  of  superconducting  properties  and  to  deter- 
mine the  phenomenological  parameters.  The  Hall  coefficients  were  positive 
below  room  temperature  and  varied  yielding  a maximum  with  respect  to 
temperature . 
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COMPATIBILITIES  OF  YBa2Cu309_<  TYPE  PHASE 
IN  QUINTENARY  SYSTEMS  Y—Ba—Cu—O—X  (IMPURITY) 

P.  Karen,  O.  Braaten,  H.  FjeUvag  anrl  A.  Kjekshus 
Department  of  Chemistry,  University  of  Oslo,  Blindern,  N— 0315  Oslo  3,  Norway 

Isothermal  phase  diagrams  at  various  oxygen  pressures  are  investigated  by  powder  diffraction  and 
chemical  analytical  methods.  The  components,  Y,  Ba,  Cu,  and  O,  (specifically  02,  O2  and  O2  ) 
are  treated,  together  with  C (specifically  0O2  and  CO2-),  alkaline  metals,  Mg,  alkaline  earths, 

Sc,  3-d  and  4-f  elements.  Effects  of  the  substitutions  at.  the  structural  sites  of  YBa2Cu309-i  on 
Tc  are  discussed  with  respect,  to  changes  in  crystallochemical  characteristics  of  the  substituted 
ph  ase  and  to  the  nature  of  the  substituents. 

1.  INTRODUCTION 

Electrical  transport  properties  of  the  oxidic  high  Tc  superconductors  are  significantly  affected  by 
the  presence  of  minor  amounts  of  various  elements  added  inadvertently  as  impurities,  e.g.,  from 
the  chemical  environment  during  manufacturing.  YBa2Cu309_6  tends  to  lose  its  superconductivity 
upon  (partial)  substitution  of  any  of  the  four  elemental  components.  Most,  of  the  substituents,  and 
particularly  Pr  (for  Y)  1 , La  (for  Ba)  2,s,  Fe,  Co,  Ni  and  Zn  (for  Cu)  \ alter  some  of  the  prerequisites 
of  superconductivity,  such  as  mixed  valency  state  in  the  Cu — O network  or  a structural  distortion 
of  the  network  5,6 . 

Although  various  pseudo-ternary  equilibrium  chemical  phase  diagrams  of  the  (O)  Ba(O) 
Cu(O)  system  have  been  proposed  7-11 , no  consensus  has  been  reached  to  date,  partly  due  to 
inconsistent  equilibrium  conditions.  Even  less  information  is  available  12,13  about  the  phase  com- 
patibilities in  the  appropriate  quaternary  phase  diagram  (including  oxygen  and  implying  redox 
relations).  Virtually  no  information  exists  about  any  quintenary  phase  diagrams  (including  one 
additional  element).  Due  to  the  complexity  of  such  systems,  also  this  presentation  is  limited  to 
more  or  less  close  surroundings  of  the  YBa2Cu309_£  type  phase  (123)  in  the  appropriate  pseudo- 
quaternary  or  pseudo-pseudo-ternary  diagrams. 

2.  EXPERIMENTAL 

Samples  were  prepared  by  liquid  mixing  in  citrate  gels  using  basic  copper  carbonate,  barium  carbonate  and 
yttrium  oxide.  Additional  metal  oxides  were  introduced  into  the  gels  in  a water  soluble  (complexed)  form. 
The  incinerated  gels  were  fired  repeatedly  in  purified  oxygen,  with  intermittent  rehomogenizations  followed 
by  a 16  h equilibration  at  340  °C.  Low  02  pressures  above  the  samples  were  maintained  (when  neccessary) 
by  means  of  Cu20/Cu0,  Cu/CujO  or  Ni/NiO  getters  in  closed  systems  at  variable  temperatures.  The 
degree  of  (de)oxidation  was  determined  iodometrically.  Gravimetrical  analyses  by  reduction  in  pure  H2 
at  1000  "C  were  also  performed.  The  carbon  was  determined  coulometrically  as  C02  released  from  the 
sample  at  1100  "C  in  oxygen.  The  equilibria  of  the  reactions  with  02  and  C02  were  investigated  by  a 
thermogravimetric  analysis  (TGA).  Powder  X-ray  diffraction  data  (PXD)  were  collected  using  Guinier- 
Hagg  cameras.  Powder  neutron  diffraction  data  (PND)  were  collected  with  a two-axis  diffractometer  at 
8-300  K.  Structural  parameters  were  refined  according  to  the  Rietveld  method.  Magnetic  susceptibility 
was  measured  using  a SQUID  magnetometer  at  4-300  K in  a 10-30  G magnetic  field.  Tc  is  evaluated  as 
the  point  with  0.5  % of  the  remaining  Meissner  effect  upon  increasing  temperature  conditions. 

3.  THE  PHASE  SYSTEMS 
3.1.  The  System  Y-Ba-Cu-O 

Due  to  the  variable  valency  of  copper,  a true  quaternary  system  should  be  considered,  including  also 
redox  interphase  relations.  Although  the  redox  reactions  (decompositions)  of  the  particular  phases 
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occur  at  generally  different  partial  pressures  of  oxygen,  for  practical  reasons  only  some  isobaric 
phase  diagrams  are  reported  here.  As  another  experiment-related  constraint,  the  corner  adjacent 
to  the  highly  reactive  BaO  is  omitted  from  consideration  in  the  phase  diagrams. 

At  high  oxygen  partial  pressures , Cum  (formally)  compounds  may  be  stabilized.  YC11O3  and 
BaCu02.5,  are  formed  under  ~ 300  atm  02  pressure  and  reported  15,16  to  be  stable  up  to  some 
600  °C.  At  higher  temperatures,  the  highest  attainable  copper  valency  decreases.  At  910  °C,  the 
ambient  pressure  phases,  viz.,  Y2Cu2C>5  and  BaCu02+lM  together  with  Y2BaCu05  (211),  are  appar- 
ently stable  even  at  high  oxygen  pressures.  In  principle,  the  123  phase  is  preserved  as  well  1017  18. 
At  such  conditions,  though,  in  some  reports  19>2°,  it  is  proposed  to  accommodate  additional  oxy- 
gen as  peroxygroups.  Two  other  phases  occur,  which  are  closely  structurally  related  to  123,  viz., 
Y2Ba4Cu70^i5  (247),  stable  between  7 and  20  atm  02  at  910  °C,  and  YBa2Cu40_8  (124),  stable 
above  ^20  atm  02  at  910  °C  21 . 

For  1 atm  02  pressure , the  phase  diagram  at  910  °C  is  shown  in  Fig.  1A.  A portion  of  the 
diagram  is  already  above  the  solidus  line,  and  YBa2Cu309_5  melts  incongruently  at  ~ 960  °C  22 . 
Below  830  °C,  the  124  phase  is  stable  also  at  the  1 atm  oxygen  pressure,  see  Fig.  IB.  This  is 
connected  apparently  with  the  increased  stability  of  Cu17  at  lower  temperatures,  which  preserves 
the  double-square  structural  chains  of  copper  and  oxygen  atoms.  At  800  °C,  no  formation  of  123  is 
observed  upon  prolonged  annealing  of  124  (>200  h,  and  rehomogenizations).  Neither  the  parallel 
extended  annealing  of  123  provides  indices  for  decomposition  of  123  into  the  neighbouring  phases, 
viz.,  124,  211  and  BaCu02+„. 
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Figure  1.  Equilibrium  phase  diagram  Y — Ba — Cu — O,  projected  onto  the  plane  of  metallic  components 
for  1 atm  oxygen  partial  pressure  at  910  °C  (A)  and  800  °C  (B).  BaO-rich  phases  omitted. 

Low  oxygen  partial  pressures  at  high  temperatures  lead  to  decomposition  of  the  copper-rich, 
Cu11  containing  phases,  particularly  those  which  cannot  accommodate  substantial  amounts  of  Cu1 
in  their  structures,  like  124  or  BaCu02+l/.  The  124  phase  becomes  unstable  even  at  temperatures 
below  830  °C,  and  its  rapid  decomposition  into  CuO  and  123  is  observed  at,  e.g.,  800  °C  for 
~ 1.3  • 10”3  atm  02 , above  Cu20/CuO.  In  addition,  some  of  the  Ba-rich  quaternary  oxides  become 
less  stable  at  these  conditions,  e.g.,  YBa4Cu30^s  (143)  decomposes  into  BaCu02+^,  Y2BaCu05 
and  a more  Ba-rich  quaternary  oxide.  The  123  phase  decomposes  into  the  Cu7/  containing,  however, 
Cu-poor  and  very  stable  phase  Y2BaCu05,  and  into  BaCu202  and  a Ba-rich  quaternary  oxide, 
e.g.,  at  850  °C  and  4 * 10~4  atm  02  12 . 

At  even  lower  oxygen  pressures,  the  Y2Cu2C>5  phase  is  also  reduced,  viz.,  into  YCu02.  If  the 
oxygen  pressure  is  further  lowered,  e.g.,  to  2.4  ■ 10”14  atm,  above  the  Ni/NiO  system  at  820  °C,  all 
the  Cu  containing  phases  decompose  into  metallic  Cu  and  oxides  from  the  pseudo-binary  section 
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Y — Ba — O,  see  Fig.  2. 


Cu(O)  Cu(O) 


Figure  2.  Equilibrium  phase  diagram  Y — Ba — Cu— O,  projected  onto  the  plane  of  metallic  components 
at  820  °C  for  low  oxygen  partial  pressures,  viz.,  2.5  - 10"9  atm  above  Cu/Cu30  (A)  and  2.4  • 10~14  atm 
above  Ni/NiO  (B).  BaO-rich  phases  omitted. 

3*2.  The  Y — Ba — Cu — O— □ System 

With  an  exception  of  the  Y2BaCu05  phase,  all  the  other  quaternary  phases  contain  mixed-valent 
Cu.  This  is  related  to  the  presence  of  oxygen  vacancies  in  their  structures,  and  the  phases  therefore 
have  a homogeneity  range  with  respect  to  the  oxygen  content,  see  Table  I. 


Table  I.  Oxygen  content,  unit  cell  parameters  and  volume  for  some  oxidized  and  reduced  (the  latter  above 
Cu/CujO  or  CujO/CuO),  mixed-valent  Y — Ba — Cu— O phases. 


formula 

t(°C) 

POj  (atm) 

X 

a (A) 

6(A) 

c (A) 

V (A3) 

YBajCmO* 

340 

1.0 

7.99(2) 

3.8427(10) 

3.8704(6) 

27.250(5) 

405.3(1) 

YBa2Cu3Ox 

340 

1.0 

6.96(2) 

3.8187(3) 

3.8859(3) 

11.6795(11) 

173.32(2) 

800 

> 10"3 

6.18(3) 

3.8599(2) 

— 

11.8061(9) 

175.90(2) 

800 

> icr9 

6.00(5) 

3.8583(1) 

— 

11.8253(8) 

176.03(2) 

BaCuO, 

340 

1.0 

2.09(1) 

18.303(6) 

— 

— 

6132(6) 

800 

> 10~3 

2.00(2) 

18.293(4) 

— 

— 

6121(4) 

800 

> 10~9 

1.98(2) 

18.288(4) 

— 

— 

6116(4) 

YBa4Cu3  0* 

340 

1.0 

9.21(2) 

8.102(2) 

— 

— 

531.8(4) 

Formally,  the  deoxidation  process  may  be 
treated  as  a pseudochemical  equilibrium  between 
the  gas  phase  and  the  vacancies  in  the  solid.  Un- 
like the  true  chemical  equilibrium,  the  composi- 
tion of  the  individual  solid  phase  also  varies,  and 
the  equilibrium  should  be  expressed  in  a three 
dimensional  space.  In  Fig  3,  such  equilibrium  is 
exemplified  14  by  YBa2Cu309_5. 


Figure  3.  Pseudochemical  equilibrium  diagram  be- 
tween YBa2Cu3  09_a  and  oxygen  as  a function  of  par- 
tial pressure  (po2),  temperature  (T,  t)  and  composi- 
tion (9  — 6)  as  obtained  by  TGA. 


( 1/T)'104  (K-1)  10 
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3.3.  The  Y — Ba— Cu — O — C System 

This  system  is  of  considerable  importance,  since  carbon  (particularly  C02)  is  a component  of  various 
chemical  environments  and  specifically,  some  common  oxide-preparation  routes  involve  carbon 
compounds  which  ultimately  become  carbonates.  Specifically,  the  Y(0)—  Ba(O)— Cu(O)—  C'02 
system  and  a high  temperature  reaction  of  C02  with  YBa2  Ou3Og  are  shown  here  as  important 

examples.  , , 

Ba  forms  an  extremely  stable  carbonate,  due  to  its  high  electropositivity  and  the  relatively  large 

ionic  size.  It  is,  therefore,  not  surprising  that  carbonate  anions  maybe  stabilized  as  oxidecarbonates 
in  the  Ba  rich  regions  of  the  oxidic  phase  systems.  Considering  the  Y(0)—Ba(0)—Cu(0)—C02 
system , the  oxidecarbonate  stability  may  prove  to  be  particularly  significant  if  barium  carbonate 
appears  as  a starting  material  or  as  a reaction  intermediate.  Examples  of  such  phase  diagrams  are 
shown  in  Fig.  4. 

Cu(O)  Cu(O) 


Figure  4.  Phase  diagrams  of  the  Y(O)— Ba(O)— Cu(O)— C02  system  at  various  temperatures  as  seen 
after  equilibrium  firing  of  carbonate-containing  starting  materials  in  1 atm  02  (<  5 ppm  C02).  Metastable 
phases  are  marked  by  dashed  lines.  An  above-solidus  region  is  marked  by  dotted  lines  for  ~ 950  °C. 

Oxidic  materials  may  be  obtained  from  carbonate  precursors  in  02  at  relatively  low  tempera- 
tures say  above  750  °C,  if  a liquid-mixing  technique  is  used  and  the  composition  of  the  oxide  phase 
is  not  too  rich  in  BaO.  Thus,  between  ~ 750  and  830  °C,  the  123  phase  is  still  formed,  however, 
with  unusual  structural  characteristics.  Its  crystal  structure  is  tetragonal  with  a = 3.8738(3)  A and 
c = 11.612(4)  A,  but  the  diffraction  pattern  shows  apparent  signs  of  structural  disorder.  The  en- 
hanced unit  cell  parameter  a and  the  contracted  parameter  c may  indicate  substitution  by  carbonate 
or  peroxyanions  into  the  Cu— O chains.  The  carbon  analyses  and  the  H2-reduction  gravimetrical 
analyses  of  independent  samples  indicate  a presence  of  0.1  to  0.2  C02  per  formula  unit,  while  no 
enhanced  oxygen  content  is  indicated  by  iodometry.  The  possibility  of  a corresponding  presence  of 
up  to  ~ 7 wt.%  of  BaC03  in  the  samples  is  not  substantiated  by  PXD.  For  parallel  samples  of  124, 
less  than  0.02(1)  C02  (per  124)  is  found.  The  oxidecarbonate  stabilization  up  to  an  approximate 
formula  YBa2Cu306 .8(C03)o  2 is  therefore  feasible.  It  is  remarkable  that  an  extended  ability  of 
the  Ba-site  to  accommodate  smaller  substituents  is  shown  by  this  phase.  Actually,  up  to  approx- 
imately 1/3  of  Ba  may  be  statistically  replaced  by  Y.  During  repeated  firings,  this  substituted 
phase  decomposes  much  faster  than  the  parent  (oxidecarbonate)  phase,  indicating  that  the  random 
Y /Ba  distribution  is  a remnant  of  the  atomic-level  mixing  in  the  citrate  precursor,  rather  than 
representing  any  real  thermodynamic  stability. 

More  defined  oxidecarbonates  are  formed  in  the  region  closer  to  the  Ba  corner.  In  the  lit- 
erature, they  are  often  misinterpreted  as  true  oxides.  Up  to  950  °C,  a 184  phase  is  formed, 
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Yj,  Ba8Cu4+z(C03)201o+^,  having  both  cationic  and  anionic  vacant,  perovskite  based  structure, 
the  rough  features  of  which  are  outlined  in  23’24.  Its  range  of  homogeneity  with  respect  to  the  metal 
content  extends  to  x = 0.3  or  z = 0.5.  The  content  of  the  anionic  component  may  be  varied  in  a 
similar  way  as  with  the  123  compound,  i.e.,  in  a gas-vacancy  equilibrium.  The  oxygen  saturated 
184  phase  has  tj  = 2.08(2).  Deoxidation  at  800  °C  above  the  Cu/Cu20  system  leads  to  r?  = 1.05(2). 
If  the  additional  metal  atoms  (a:  > 0,  z > 0)  are  introduced  into  the  vacant  cationic  sites,  r?  increases 
proportionally.  None  of  the  purely  oxidic  phases  reported  by  De  Leeuw  et  al.  in  the  vicinity  of 
the  184  composition  are  formed  in  oxygen  (<  5 ppm  C02)  from  carbonaceous  starting  materia  s 
below  950  °C.  Of  these  phases,  143  and  152  are  readily  formed  at  1000  °C,  whereas  formation  of 
the  other  two  reported  phases,  385  and  Ba2Cu03,  was  not  observed  after  4 times  firing  in  oxygen 
for  20  h.  In  the  subsolidus  region  (<  1000°C),  the  184  phase  starts  to  decompose  slowly  and 
incompletely  above  950  °C,  under  formation  of  phases  having  distorted  and  disordered,  143  and 
152-related  structures,  besides  yet  unidentified  intermediates. 

Another  oxidecarbonate  is  formed  in  the  Y — Ba — O pseudo-binary  section.  The  phase  ear  er 
named  Y2Ba205,  which  always  was  found  in  multi-phase  mixtures,  was  shown  to  be  an  oxide- 
carbonate.  Its  actual  composition  is  Y2Ba3O0-  - 0.6CO2,  and  it  has  a tetragonal  crystal  structure 
(currently  being  solved  from  PXD  and  PND  data)  with  a = 4.3861(5)  A and  c = 23.719(4)  A which 
is  reminiscent  of  that  of  Sr3Ti207  26  • The  oxidecarbonate  decomposes  abruptly  at  980  °C  m pure 
oxygen  (<5  ppm  C02).  Another  apparent  analogue  of  the  Sr,  Ti  oxides  is  Y3Ba407  G02  which 
is  formed  above  1000  °C  25 . Obviously,  an  array  of  oxidecarbonates  exists  here  with  increasing 
BaO  content  and  increasing  decomposition  temperature. 

If  the  C02  content  in  the  atmosphere  during 
firing  is  increased,  both  the  oxidecarbonates  and 
the  pure  oxides  axe  subject  to  a more  complete  re- 
action with  C02.  This  carbonatization  transfers 
all  the  present  barium  into  BaC03.  The  other 
reaction  products  may  be  variable,  as  exempli- 
fied by  the  reaction  of  15a2  Ctt3  08_$  with  C02 
in  Fig.  5.  Namely,  below  730  °C,  only  binary  ox- 
ides occur  in  the  reaction  products  besides  bar- 
ium carbonate,  whereas  Y2Cu20$  is  formed  14  at 
higher  temperatures. 

Figure  5.  YBajCu309-*  stability  with  respect  to 
carbonatization  in  Oa/COj  atmospheres  at  ambient 
pressure.  The  equilibrium  state  is  tentatively  indi- 
cated by  the  solid  line  and  the  shaded  strip.  Thinner 
lines  depict  calculated  data  for  alkaline  earths. 

The  equilibrium  in  Fig.  5 illustrates  that  the  average  basicity  of  the  123  oxide  at  high  tem- 
peratures may  be  compared  with  that  of  SrO.  For  any  judgement  about  the  stability  of  123  in  a 
reaction  atmosphere,  it  may  be  of  importance  that  the  reaction  of  123  with  a dry,  C02 -containing 
gas  is  not  effectively  stopped  by  the  kinetics  until  a temperature  below  400  °C  is  reached. 


t(°c) 


4-i04(K-’) 


3.4.  The  Systems  RE— Y— Ba— Cu— O,  RE  = Rare  Earth  Element 

Introduction  of  another  RE  into  the  Y— Ba— Cu— O system  leads  in  many  cases  to  formation 
of  a solid  solution  due  to  the  chemical  similarity  of  the  rare  earths.  Ce,  Tb  and  pairs  of  the 
dimensionally  very  different  RE’s  are  examples  of  breaking  this  rule.  Though  some  of  these  phases 
have  very  interesting  superconducting  properties,  they  fall  outside  the  titled  scope  of  this  paper. 

Many  of  the  RE  elements  may,  at  least  partially,  be  accommodated  at  the  Y-site  and  some 
even  at  the  Ba-site  of  YBa2Cu308_*  as  well  as  of  neighbouring  phases  in  the  phase  diagram.  In 
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YBa2Cii309-<5,  yttrium  may  be  fully  replaced  by  the  rare  earths  Yb-to-Dy  and  Gd,  Eu  and  Sm. 
According  to  equilibrium  samples  fired  at  910  °C,  and  oxygen  saturated  at  340  °C,  Lu  and  Tb 
replace  Y up  to  1/3.  For  Nd,  Pr  and  La,  an  occupational  equilibrium  between  the  Y and  Ba  sites 
exists,  which  means  that  the  Ba  site  may  accommodate  large  rare  earths.  For  the  smallest  of  these, 
Nd,  the  equilibrium  favours  occupation  of  the  Y-site,  whereas  the  Ba-site  is  preferred  in  the  case  of 
La.  No  substitution  solely  for  Y may  be  reached  using  Nd  and  larger  rare  earths,  neither  may  any 
substitution  solely  for  Ba  be  obtained  for  Pr  and  smaller  rare  earths.  If  the  former  is  attempted, 
the  BaCu02-f-t,  impurity  phase  binds  the  simultaneously  replaced  Ba.  If  the  latter  is  attempted,  an 
Y2BaCu05-type  phase  binds  the  simultaneously  replaced  Y and  emerges  together  with  CuO.  Only 
La  is  large  enough  not  to  attack  the  Y-site  unless  it  is  present  at  the  Ba-site  in  a concentration 
higher  than  35%.  In  which  case,  Y is  substituted  by  La  as  well  and  emerges  as  Y2Cu205.  In  Fig.  6., 
these  situations  are  shown  in  tetrahedral  diagrams.  Cerium  does  neither  substitute  Y nor  Ba  by 
more  than  a few  %.  The  excess  Ce  is  bound  into  both  BaCe03  and  (Ba,Ce,Y)2Cu04  (T*-type  27) 
phases,  emerging  together  with  BaCu02  as  impurities  to  123. 


Figure  0.  Pseudo-quaternary  tetrahedral  phase  diagrams  of  RE — Y — Ba — Cu — O system  for  RE  = Nd 
and  La,  for  samples  fired  at  910°C  and  oxygen  saturated  at  340°C.  Floors  at  25  and  50  pseudoatom-% 
Cu  are  drawn  as  nontransparent  and  marked  by  broken  line.  The  ( Y,RE)(Ba,RE)2Cu309_(5  solid  solution 
regions  in  the  pseudo-pseudo-ternary  cut  are  dotted.  BaO-rich  phases  omitted  (dashed  region). 

As  may  be  apparent  in  Fig.  6,  the  Y2BaCu05  phase  has  a higher  accommodative  ability  for 
smaller  RE’s  than  does  the  123  phase.  On  the  other  hand,  already  for  Nd  and  larger  RE’s,  another 
structure  type  is  adopted  for  the  211  phase.  Extended  regions  of  solid  solubility  are  found  in  the 
pseudo-binary  systems  between  phases  Y2BaCu05  and  Nd2BaCu05  type  e.g.,  the  mutual  solid 
solubility  Nd/Y  is  respectively  85  and  5 mole-%.  The  corresponding  values  for  the  La/Y  pair  are 
respectively  ~30  and  ~10  mole-%.  The  Nd2BaCuOs  type  structure  may  moreover  accommodate 
some  Ba  at  the  RE-sites,  viz.,  0-15  % for  RE  = Nd  and  4-65  % for  RE  = Nd  and  La. 

A substitution  of  Ba  by  the  larger  RE’s  (Nd  to  La)  in  the  BaCu02+1/  phase  is  obviously  possible 
as  indicated  by  a decrease  in  its  unit  cell  volume  in  some  investigated  systems.  However,  no  exact 
data  are  available  and  the  solid  solutions  are  not  shown  in  Fig.  6. 

Specifically  for  La,  a close  neighbouring  phase  occurs  to  the  (Y,La)(Ba,La)2Cu309_)5  frontipr 
of  the  solid  solution  area  in  the  phase  diagram.  This  phase,  (La,Ba)3Cu2Oa.,  has  a region  of 
homogeneity  around  the  La/Ba  ratio  1/1.  Probably,  the  phase  has  also  a small  solid  solubility 
region  towards  Y. 

3.5.  The  Systems  Ca/Sr — Y — Ba — Cu— O 

Due  to  considerable  differences  in  size  between  the  Ca,  Sr  and  Ba  ions,  different  structures  are 
frequently  adopted  with  the  same  nominal  cu..4  ^<dtion.  For  the  same  reason,  only  limited  regions 
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of  solid  Sr/Ba  miscibility  are  observed  in  the  particular  phases  here  under  consideration.  No 
indications  were  found  for  any  Ca/Ba  miscibility  and  the  Sr/Y  substitution  limit  is  close  to  zero. 
On  the  other  hand,  by  size  considerations,  the  aliovalent  Ca/Y  substitution  is  feasible.  However, 
the  process  only  occurs  in  oxygen-defect  phases,  like  YBa2Cu3Og_« , where  Ca  may  substitute 
for  Y up  to  25  %.  The  Sr  substitution  in  YBa2Cu3Og_,5  is  exemplified  here  more  particularly. 
Replacement  up  to  35  % is  reached.  Above  this 
limit,  Y2BaCu05  and  Sr14Cu2404i  29  emerge  as 
impurity  phases.  If  substitution  of  Sr  for  Y is 
attempted,  virtually  no  replacement,  (4  ± 4)%,  is 
achieved;  a portion  of  Ba  is  substituted  instead, 
and  BaCu02  appears  as  impurity.  This  situation 
is  shown  in  Fig.  7. 

Figure  7.  Pseudo-quaternary  tetrahedral  phase  dia- 
gram of  the  Sr— Y—  Ba— Cu— O system,  for  samples 
fired  at  910°C  and  oxygen  saturated  at  340°C.  A non- 
transparent floor  at  50  pseudoatom— % Cu  is  marked 
by  a broken  line.  BaO-rich  phases  omitted  (dashed 
region). 

3.6.  Substitution  for  Ba  and  Y in  YBa2Cu3Og_5  by  Alkali  Metals 

Contrary  to  some  reports,  a rather  limited  substitution  by  alkali  metals  into  YBa2Cu309_6  is  found, 
although  various  precautions  were  taken  to  prevent  evaporation  of  the  alkali  metal  peroxides  which 
are  readily  formed  in  the  system,  viz.  by  using  closed  system,  reducing  atmosphere  or  vapour 
saturation  from  additional  peroxide.  At  850  °C,  no  more  than  ~ 8 % of  Ba  is  replaced  by  Na,  with 
possibly  up  to  4 % of  Y being  replaced  simultaneously.  No  substitution  of  Ba  with  elements  similar 
in  size,  K-to-Cs,  was  accomplished  for  levels  above  10  %. 

3.7.  Substitution  for  Cu  in  YBa2Cu3Og-,5  by  Li,  Mg  and  3— d Elements 

The  affinity  of  these  substituents  for  the  Cu-sites  follows  the  common  trends  of  chemical  similarity, 
as  defined  by,  e.g.,  electronic  configuration,  coordination  and  ionic  size.  The  substitutions  preserve 
the  formal  high  oxidation  state  of  Cu,  and  the  substituents  themselves  adopt  high  valency  states, 
e.g.,  Fe111 , Com , Ni>J/,  which  in  turn  is  reflected  in  the  oxygen  content  per  formula  unit,  9 - 6. 
The  compositional  limits,  obtained  by  mass-balances  from  PXD  quantitative  analyses,  are  listed 
in  Table  II,  together  with  (identified)  phases  in  equilibrium  at  the  substitution  limit  . 


Table  II.  Qualitative  phase  composition  at  the  limits  of  solid  solubility  for  Li,  Mg  and  first  row  transition 
metal  (M)  substitution  in  YBa2(Cui-JM1)309-«  for  firings  at  910  °C  and  oxidation  at  340  °C.  


M 

YjBaCuOs 

BaCu02  + i/ 

other  observed  phases 

Zmax . 

(9 

Li 

+ 

+ 

BaC03,  Li2C03 

0.04(1) 

6.90 

Mg 

-F 

-F 

MgO 

0.04(1) 

6.88 

Sc 

-F 

_ 

BaSc204 

0.01(1) 

6.96 

Ti 

-F 

a barium  titanates 

0.00(2) 

6.96 

V 

+ 



Baa  V208 

0.00(4) 

6.96 

Cr 

+ 

_ 

Ba0rO4 

0.02(1) 

6.96 

Mn 

+ 

— 

Ba3  Mn2  08 

0.00(3) 

6.96 

Fe 

+fc 

c BaFeOa  + ? 

0.22(1) 

7.17 

Co 



? 

0.30(5) 

7.23 

Ni 

+a 

+d 

NiO 

0.08(1) 

6.98 

Zn 

+■* 

- 

0.09(1) 

6.90 

“ Ba2Ti03,  BaThOs,  BaTi4C>9.  k Fe/Cu  substitution  occurs;  Ba(Cut/3Fe2/3)02  + „,  from  a — 1842.4(4)  pm  by 
molar  volume  difference,  Vp*or  — VcuOri  c a = 408.4(3)  pm.  d Ni/Cu,  Zn/Cu  substitution. 


Sr(O) 
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4.  SUPERCONDUCTING  PROPERTIES  OF  SUBSTITUTED  YBa2Cu309_a 

4.1.  Y-substituted  YBa2Cu309_j 

Substitutions  for  Y which  rln  not  change  the  charge  balance  in  the  compound,  r|o  not.  affect  the 
superconducting  properties.  This  is  valid  particularly  for  substitutions  by  trivalent  rare  earths  30  of 
the  type  (Yj-xM^BauCusOg^.  However,  a decrease  in  Tc,  (dTc/dx)x^0  = -200  K,  is  observed  if 
Pr  is  partially  introduced  into  the  Y-site  (and  necessarily  into  a small  portion  of  Ba  simultaneously, 
see  34.).  This  may  be  explained  by  an  electron  injection  of  the  Cu— O net  from  the  mixed  valent 
Pf>  which  generally  may  act  as  a sort  of  charge  buffer  during  the  pairing  process.  Remarkably, 
Tb,  if  substituted  for  Y,  behaves  in  conformity  with  the  valency  III  and  no  decrease  in  Tc  is 
observed.  If  a lower  valent  element  is  substituted  for  Y,  like  Ca,  the  oxygen  content  is  decreased 
and  a decrease  in  Tc  is  observed,  with  derivative  [dTc/dx)  = —50  K. 

4.2.  Ba-substituted  YBa2Cu309 _6 

Of  the  few  elements  which  may  substitute  solely 
according  to  the  Y(Ba, _yMy )2Cu309_;;  formula, 
i.e.,  without  simultaneously  entering  the  Y-site, 
both  La  and  Sr  cause  a decrease  in  Tc,  with 
( ATc/Aj/)y_o  0.2  zz  —250  K for  M = La  (non- 
linear) and  (dTc/dy)y60,o.3  = -20(2)  K for  M = 

Sr,  in  oxygen  saturated  samples  6'29'30.  The  re- 
sults for  La  substituted  samples  3 are  shown  in 
Fig8. 


Figure  8.  Tc  (in  K)  for  Y(Ba, _yLav),Cu309.i  as 
a function  of  oxygen  content  9 - 6 and  of  the  La  for 
Ba  substitution  in  at-%. 
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Tc  of  Y(Ba1_vLay)2Cu3Oe-«  increases  with  increasing  oxygen  content  up  to  the  lower  limit. 
°f  *>  where  the  Cu  valency  reaches  ~2.30.  This  happens  irrespectively  whether  or  not  the  oxygen 
content  exceeds  9 — 6 = 7.  Tc  decreases  nonlinearly  with  increasing  La/Ba  substitution.  The 
nonlinearity  is  assumed  6 to  be  a consequence  of  a redistribution  of  oxygens  in  the  Cu — O chains, 
leading  to  a transition  from  the  orthorhombic  to  tetragonal  crystal  structure.  As  a consequence  of 
both  Sr  and  La  substitutions,  an  anisotropic  compression  of  the  structure  takes  place  along  the  c 
axis.  The  degree  of  compression  correlates  with  the  decrease  of  Tc,  as  long  as  the  Cu  valency  is 
kept  constant  (i.e.,  the  formal  average  concentration  of  hole  carriers  is  constant). 

4.3.  Cu-substituted  YBa2Cu309_j 

Generally,  upon  any  substitution  for  Cu  in  YBa2(CUl_2M2)309_6,  a decrease  in  Tc  is  observed. 

Phenomenologically,  the  substituents  may  be  divided  into  three  groups  according  to  their  effect,  on 

Tc: 

(.4)  Substituents  causing  an  initially  rapid  decrease  of  Tc.  Zn  and  Mg  may  serve  here  as  examples 
with  (dTc/dz)2=0  005  = -1200  K. 

(B)  Substituents  causing  a tilde-shaped  (~)  decrease  of  Tc,  with  an  induction  period  and  an 
intermediate  value  of  the  substitutional  derivative  at  the  maximal  decrease.  Fe  and  Co  with 
maximum  (<9T Jdz)  2 -800  K at  the  inflexion  point  (z  =5  0.05)  exemplify  this  case. 

(C)  Substituents  with  an  almost  linear  decrease  of  Tc  and  with  low  substitutional  derivative.  As 
examples,  Ni  with  (dTc/dz)z=0  005  = -400  K and  Li  with  (drTc/dz).-0  03  = -200  K. 
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4.4.  Correlation  of  Tc  with  Structural  Characteristics 

Any  correlation  between  the  observed  differences  in  behaviour  of  the  substituted  phases  and  the 
fundamental  properties  of  the  solid  are  of  obvious  interest  m order  ‘o  abstract  the 
of  the  high-Tc  superconductivity  and  to  test  the  theoretical  hypotheses.  Generally  Tc  should  be 
correlated  to  variables  in  terms  of  electronic  wave  functions  represented  m the  band  structure  o 
the  solid.  However,  since  these  primary  variables  are  not  accessible  for  comparison,  ^orre  a^o 
is  sought  to  the  derived  properties,  e.g„  crystallochemical  variables hke > Cu J co°rd^  lonj  ^ 
bond  distances  short  range  order  of  the  oxygen  vacancies,  and  roughly  also  to  the  unit  cell  m • 
Naturally,  the  important  transport  properties,  like  the  concentration  of  charge  carriers,  shou  e 

considered^well  of  ^ in  connection  with  structural  changes,  two  principal  structural 

distortions  may  be  introduced,  which  both  have  been  used  in  formulating  phenomenolog.cal  rules 
on  occurence  of  superconductivity  in  the  123  phase. 

(1)  The  orthorhombic  distortion,  Db/a  = ( b/a ) - 1,  which  to  some  extent  may  serve  as  a gauge 

the  continuity  of  the  Cu — O chains;  , , 

. , f , • fo r I *\( n _l  1 which  narrows  the  band  at  the  Fermi 

(2)  The  tetragonal  deformation , Dc/ab  - [2c/S{a  + i,  wmcn  nm 

level  or  in  a ligand  field  model,  forms  a more  solitary,  partially  filled  orbital. 

An  overview  showing  Tc  and  the  tetragonal  deformation  for  the  particular  substituents 

YBa2Cu309_6  is  given  in  Fig.  9. 


Figure  9.  Tc  of  substituted,  oxygen-saturated  YBa3Cu309_4  (substitution  5 in  %)  and  the  tetragonal 
deformation  Dc(ab  = [2c/3(a  + b)}  — 1. 

No  change  in  Tc  is  observed  upon  varying  the  effective  size  of  an  equivalent  atom  at  the  Y- 
site  (substitution  by  RE),  which  separates  the  Cu-0  slabs  in  the  structure.  A contraction  of 
he  Cu-0  ri»b”  upon  ititution  of  the  large  B,  by  the  smaller  S,  atom  is  accompanied  by  a 
mild  suppression  of  Tc,  whereas  the  La/Ba  substitution  decreases  Tc  more  strongly.  A significant 
decrease  hi  Tc  is  observed  with  substitutions  for  Cu.  Of  these,  the  most  effective  suppressors  of 
T viz  Zn  and  Mg  do  not  decrease  the  orthorhombic  distortion  of  the  structure.  The  e an 
mbsluu'ents,  which  rapidly  induce  the  tetragonal  structure  (by  PXD),  are  rather  mi 
Of  Tc  and  superconductivity  is  maintained  in  the  tetragonal  phase  over  a wide  substitution^ 
range.  However,  a possible  effect  of  the  short  range  vacancy  ordering  in 

nanodomains  31  may  be  considered,  which  would  preserve  a certain  length  of  the  Cu  O 
even  within  the  apparent  tetragonal  symmetry.  The  substitution  by  L,  appears  to  suppress  Tc  the 
least,  though  a significant  decrease  in  the  orthorhombic  distortion  is  observed. 

On  the  other  hand,  a decrease  in  the  tetragonal  deformation  is  always  accompanied  by 
decrease  of  Tc  for  all  substitutions,  see  Fig.  9.  If  the  substituents  are  correlated  to  Tc  accor^6j° 
the  extent  of  the  tetragonal  deformation,  Sr,  La  and  Li  emerge  in  one  group  with  Fe  and  Co  (which 
substitute  for  Cu  in  the  chains)  in  another  group.  The  strongest  suppression  of  Tc  is  provided  by 
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Ni,  Mg  and  Zn,  which  replace  the  Cu  atoms  having  square-pyramidal  coordination.  Zn  acts  most 
effectively,  possibly  by  introducing  a portion  of  the  d10  state  at  the  Cu-site,  thereby  decreasing  the 
hole  concentration. 

The  experiments  on  substitution  seem  to  support  the  view  that  the  Cu— O pyramidal  sheets 
are  crucial  for  the  superconductivity  in  cuprates,  where  they  apparently  serve  as  pairing  centres  As 
such,  they  are  very  sensitive  to  any  alteration  of  the  local  electronic  structure  and  to  deformations 
which  would  degenerate  the  Cu  (3<f,a_vO-0  (2 px,y)  orbitals  participating  in  the  band  at  the 
ernu  level.  The  Cu  O chains,  serving  then  as  charge  reservoirs,  are  less  capable  of  destroying 
superconductivity.  A rather  massive  alteration  of  the  local  electronic  structure,  a large  charge 
deficit  or  a considerable  structural  disorder  must  be  introduced  in  the  chains  in  order  to  suppress 
the  superconductivity. 
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abstract 

The  bismuth-based  high-Tc  superconductors  can  be  processed  via  an 
amorphous  Bi-Pb-Sr-Ca-Cu  oxide.  The  amorphous  ox.des  were 
melting  the  constituent  powders  in  an  alumina  crucible  at  1 
by  pouring  the  liquid  onto  an  aluminum  plate,  and  rapidly  pressing  with  a second 
pLr""  the  amorphous  state,  no  crystalline  phase  was  identified  m the  powder 
X-ray  diffraction  pattern  of  the  quenched  materials.  After  heat  treatment  at  hig 
temfLture  the  amorphous  materials  crystallized  into  a 
a large  fraction  of  the  Bi9Sr2Ca2Cu30x  phase  (T q )•  P 

method,  crystallization,  and  resuhs  of  dc  electrical  resistmty  and  ac  magnetic 

susceptibility  measurements  are  discussed. 


1.  INTRODUCTION 

The  Bi-based  system  of  high  Tr  superconductors  can  be  prepared  by  forming  an  amorphous 
oxid^XSLtment't.-^  The  amo^ 

claves  are  defined  bv  an  amorphous  x-ray  diffraction  pattern  (Figure  1). • P *=> 

f T^onductms  ustag  the  glass  technology  has  many  technological  advantages  such  as 
homogeneity  fine-grained  microstructure,  reduced  segregation,  and  extended  solid  solubility 
STSSTS  be  molded  into  various  shapes,  or  used  as  a thick  film  coating.  To  exploit  these 
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advantages,  it  is  important  to  provide  an  understanding  of  the  microstructure  and  phase  formation 
in  the  complicated  processing  of  these  superconductors.  A particular  goal  is  to  maximize  the 
formation  of  the  high-temperature  (Tc  > 100K)  phase. 

rr^Th^Startiof ' Tdr:  1}  “l-^-SSrj^Ca^TSCujO,  (Gl),  2)  Bi2PbSr2Ca2Cu4Ox 
enu  ^ Bll-84Pb0.34Sri.9iCa2.03Cu3.06°x  (G3>  were  studied.  The  compositions  with  addition 
of  Pb  were  selected  to  promote  the  formation  of  the  Bi2Sr2Ca2Cu3Ox  phase  [7-9].  The  formation 
ot  the  crystalline  phases  depends  on  the  temperature,  atmosphere  and  length  of  the  heat  treatment 
fsm  WC  haVC  30  extensive  heat  treatment  study  to  identify  those  crystalline  phases 

[o,9].  It  is  found  that  the  phase  formation  is  very  complicated  and  very  sensitive  to  the  starting 
composition.  & 

In  this  paper,  we  show  that  a Bi-based  high  Tc  superconductor  can  be  processed  from  a 
amorphous  state.  Both  superconducting  and  non-superconducting  oxide  phases  are  crystallized 
through  subsequent  heat  treatments.  After  heat-treatment,  the  superconductor  contains  a large 
fraction  of  the  Bi2Sr2Ca2Cu3Ox  phase.  6 


2.  EXPERIMENTAL 

Amorphous  oxides  were  prepared  from  as-received  analytical  grade  powders  of  Bi203 , PbO, 
SrC03,  CaC03,  and  CuO.  The  stoichiometric  oxide  powders  were  well  mixed  with  mortar  and 

mnmo1?einPOTder  WaS  fi^calcined  at  800°C  for  20  hours.  The  calcined  powder  was  heated 
k in  aumin,a  crucibles  t0  form  a liquid.  The  viscous  liquid  was  held  at  1200°C  for 

about  10  minutes  and  stirred  occasionally.  The  liquid  was  quenched  to  room  temperature  onto 

one  aluminum  plate  and  rapidly  pressed  with  another  plate  to  in  order  to  preserve  the  amorphous 

StHtC. 


1 Differential  thermal  analysis  (DTA)  was  carried  out  on  the  amorphous  oxides  in  order  to 
determine  the  temperatures  at  which  crystallization  would  occur.  The  DTA  traces  were  obtained 
using  a commercial  system  equipped  with  a computer  [9].  Powdered  samples  were  placed  in  an 
alumina  sample  holder  and  measured  in  air. 


The  heat  treatment  of  the  samples  was  guided  by  DTA,  DSC,  and  on-line  resistivity 
measurements.  The  heat-treatment  temperature  varied  from  400°C  to  900°C.  The  length  of  heat 
treatment  ranged  from  30  minutes  to  15  days.  The  heat  treatments  were  carried  out  in  air,  as 
well  as  in  controlled  atmospheres  of  nitrogen,  an  oxygen-nitrogen  mixture,  and  oxygen  [8,9]. 
The  electrical  resistivity  of  the  oxide  was  used  to  monitor  the  change  of  the  electrical  properties 
of  the  oxide  (Figure  2).  In  this  experiment,  the  resistivity  of  a sample  with  four-leads  attached 
was  measured  at  room  temperature  after  annealing  at  fixed  temperature  for  one  hour.  The 
measurement  was  repeated  from  room  temperature  to  850°C  using  the  same  sample 


X-ray  powder  diffraction  patterns  were  used  to  identify  the  crystalline  oxide  phases  formed 
after  a heat  treatment.  The  pattern  was  measured  on  powdered  samples  at  room  temperature  with 
CuKaj  radiation.  Sample  preparation  followed  the  methods  described  by  McMurdie  [10]. 
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Electrical  resistivity  and  ac  magnetic  susceptibility  were  measured  as  a function  of 
temperature  from  295K  to  20K.  Alternating-current  magnetic  susceptibility  was  measured  using 
a computerized  ac  magnetometer  with  applied  ac  voltage  at  1.68  kHz  and  ac  field  at  0.5  gauss. 
The  electrical  resistivity  was  measured  using  a standard  four-probe  dc  technique.  Bar-like 
samples  of  1.5mm  x 1.5mm  x 8mm  were  used.  Currents  from  0.01/iA  to  10  mA  were  used  for 
the  resistivity  measurements. 


3.  RESULTS  AND  DISCUSSION 


a.  Amorphous  State  of  Bi-Pb-Sr-Ca-Cu  Oxide: 

The  amorphous  state  is  characterized  by  an  amorphous  x-ray  diffraction  pattern  as  shown  in 
Figure  1.  The  pattern  has  two  broad  scattering  bands  (20=29°)  and  no  sharp  crystalline  peaks 
above  the  amorphous  curve.  In  Figure  1,  the  small  peak  at  20  = 44°  is  a residual  crystalline 
oxide.  The  material  remained  amorphous  as  long  as  die  temperature  never  rose  above  the  glass 
transition  temperature,  Tg,  where  the  material  changes  from  an  amorphous  to  a crystalline  state 
(Figure  2).  The  T_  of  the  glasses  determined  from  the  data  of  DTA  and  DSC  data  is  in  the 
range  from  400 °C  to  450°C. 


Figure  1.  The  x-ray  powder  patterns  of  the  as-quenched  Bi-Pb-Sr-Ca-Cu-O  oxide  (G3). 
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The  microanalysis  of  the  amorphous  oxide  with  a scanning  electron  microscopy  showed  that 
the  composition  of  the  sample  was  uniform.  The  compositional  analysis  was  done  across  the 
thickness,  approximately  400  urn,  of  an  as-quenched  amorphous  oxide,  using  a 6 um  diameter 
beam.  Further  analysis  of  the  SEM  data  with  a crushed  sample  having  particles  less  than 
» 0.1  jim  indicated  that  the  amorphous  sample  is  locally  heterogeneous. 

The  amorphous  oxide  showed  no  evidence  of  superconductivity  based  on  electrical  resistivity 
and  ac  susceptibility  measurements  from  room  temperature  to  20K. 


b.  Crystallization  Processes: 

Crystallization  occurs  when  the  amorphous  Bi-Pb-Sr-Ca-Cu  oxides  are  heated  above  the  glass 
transition  temperature.  Details  of  the  x-ray  characterization  of  the  crystallization  process  are 
reported  elsewhere.  [8,9] 

The  crystallization  process  for  the  three  compositions  can  be  divided  into  two  temperature 
ranges  based  on  the  thermal  analysis  data.  The  DTA  curve  for  the  glass  G2  is  illustrated  in 
Figure  2.  In  the  temperature  range  from  400°C  to  700°C,  DTA  traces  of  the  glasses  reveal 
many  exothermal  peaks.  These  peaks  are  associated  with  the  thermal  energy  released  while 
forming  crystalline  phases  of  CaO,  Cu20,  CaPb03.x,  Ca^uO-j,  SrC03,  Ca2Pb04,  and 
(Bi,Pb)2  2+ySr!  g.yCu!  +yOx.  These  oxides  are  not  desirable  high  Tc  superconducting  phases. 


Figure  2.  The  room  temperature  resistivity  as  a function  of  annealing  temperature,  and  DSC 

trace  of  as  the  Bi-Pb-Sr-Ca-Cu  oxide,  G2. 
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In  the  temperature  range  from  700°C  to  900°C,  several  melting  peaks  (endothermic  peaks) 
were  observed  in  DTA  traces.  The  crystalline  phases  found  in  this  temperature  range 
are(Bi,Pb)2  2+ySr1  8.yCu1+yOx,  Ca2PbC>4,  and  CuO,  Bi2Sr2CaCu2Ox,  and  Bi2Sr2Ca2Cu3Ox. 
The  last  two  oxides  are  the  superconducting  phases  whose  critical  temperatures  are  80K  and 
1 10K,  respectively.  The  endothermic  peaks  associated  with  forming  these  phases  suggest  that 
the  formation  of  die  superconducting  phases  is  probably  a product  of  a chemical  reaction. 

To  obtain  a superconducting  phase,  the  heat  treatment  temperature  for  the  amorphous  Bi-Pb- 
Sr-Ca-Cu  oxide  are  listed  in  Table  1.  Note  that  starting  with  compositions  G1  and  G2,  the  major 
phase  is  Bi2Sr2CaCu2Ox.  After  prolonged  annealing  at  850°C,  the  composition  develops  a 
nominal  amount  (less  than  10%)  of  the  Bi2Sr2Ca2Cu3Ox  phase.  However,  starting  from  the 
composition  G3,  both  Bi2Sr2CaCu2Ox  and  Bi2Sr2Ca2Cu3Ox  can  be  obtained.  The  fraction  of 
the  Bi2Sr2Ca2Cu3Ox  phase  increased  with  annealing  time. 


c.  Electrical  and  Magnetic  Properties: 

The  room  temperature  electrical  resistivities  of  the  amorphous  oxides  are  very  high,  and  vary 
according  to  the  quench  conditions. 


TABLE  I 

Temperature  Range  for  Forming  Superconducting  Phases 


Material 


Resulting  Phases 


Bi2Sr2CaCu2Ox  Bi2Sr2Ca2Cu3Ox 

(TC=80K)  (TC=110K) 


Bh.5P^0.5^r1.25<-'a1.75^u2^)x 


750°C-850°C 


Bi2PbSr2Ca2Cu4Ox  750°C-850°C 

B*1.84P^0.34^r1.91^a2.03^u3.06^x  500°C-860°C  840  C-850  C 
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Figure  2 shows  the  decrease  of  the  room  temperature  resistivity  as  a function  of  the  heat 
treating  temperature.  A DTA  curve  was  superimposed  on  the  figure  for  comparison.  In  the 
vicinity  of  410°C,  a glass  transition  was  observed  electrically.  Two  step-like  decreases  of  the 
electrical  resistivity  were  observed  at  550°C  and  700°C  which  can  be  correlated  to  the  DTA 
peaks  and  phase  formation  at  same  temperature  range.  Each  phase  formation  or  transition 
appears  to  result  in  the  decrease  of  resistivity  over  one  order  in  magnitude.  After  heat  treatment 
at  850°C,  the  total  decrease  of  the  room  temperature  resistivity  is  nearly  8 orders  of  magnitude. 
The  resistivity  of  the  sample  is  at  minimum  at  750°C-780°C.  But  neither  the  sample  with  the 
minimum  resistivity  nor  the  sample  after  a on-line  heating  run  show  any  superconductivity  when 
measured  down  to  40K  electrically. 

Both  DTA  and  the  electrical  monitoring  studies  reveal  that  the  crystallization  of  the  high  Tc 
superconducting  phases  from  the  amorphous  phase  require  proper  temperature  control  and  long 
annealing  time.  For  single  step  processing  in  air,  the  most  suitable  conditions  to  form  the 
Bi2Sr2Ca2Cu3Ox  phase  is  72  hours  at  850°C. 

The  x-ray  diffraction  patterns  of  the  samples  annealed  for  72  hours  at  850 °C  are  shown  in 
Figure  3 and  4.  The  detailed  identification  of  these  patterns  were  reported  previously  [8,9].  As 
far  as  high  Tc  superconducting  phase  is  concern,  the  sample  G1  and  G2  are  very  similar. 
However,  the  peaks  associated  with  the  Bi2Sr2Ca2Cu3Ox  phase  (29=4.8°  and  29=24°)  are 
significantly  larger  for  the  sample  G3. 

Figure  5 shows  the  electrical  resistivity  as  function  of  temperature  for  the  sample  G1  after 
annealing  at  850 °C  for  120  hour  in  air.  The  solid  line  in  Figure  5 is  the  first  derivative  of  the 
resistivity  against  temperature  (dR/dT).  A peak  in  the  dR/dT  reflects  the  sharp  decrease  of 
resistivity  which  can  be  interpreted  as  a phase  transition  if  part  of  the  sample  is  superconducting. 
A large  peak  at  80K  agrees  with  the  large  superconducting  phase  and  a small  peak  at  1 10K  is 
consistent  with  the  small  amount  (less  the  5%)  of  non-continuous  Bi2Sr2Ca2Cu3Ox  phase. 

Figure  6 shows  the  electrical  resistivity  as  function  of  temperature  for  the  annealed  sample 
G3  whose  x-ray  pattern  is  shown  in  Figure  4.  The  zero  resistivity  near  100K  indicates  that 
Bi2Sr2Ca2Cu3Ox  is  continuous  throughout  the  sample.  The  ac  susceptibility  of  the  annealed  G3, 
shown  in  Figure  7,  indicates  that  the  fraction  of  the  sample  that  is  superconducting  at  1 10K  is 
about  50%,  i.e.  50%  of  the  annealed  material  is  the  Bi2Sr2Ca2Cu3Ox  phase. 

In  conclusion,  we  processed  the  Bi -based  high  Tc  superconductors  from  the  amorphous  state. 
The  glasses  transform  into  polycrystalline  ceramics  upon  heat  treatment  at  high  temperatures. 
Heat  treatments  below  700°C  produces  various  non-superconducting  oxides.  Heat  treatments 
between  750°C  and  850°C  produce  the  superconducting  Bi2Sr2CaCu2Ox  and  Bi2Sr2Ca2Cu3Ox 
phases.  The  former  phase  formed  easily  from  all  three  composition  with  short  heat  treatment 
times.  The  latter  phase  can  be  formed  only  in  the  composition  G3  and  after  prolonged  heat 
treatment. 
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Figure  3. 


X-ray  powder  diffraction  pattern  of  the  Bi-Pb-Sr-Ca-Cu  oxide,  G2,  after  annealing 
at  850°C  for  71  hours  in  air. 


Figure  4.  X-ray  powder  diffraction  pattern  of  the  Bi-Pb-Sr-Ca-Cu  oxide,  G3,  after  annealing 
at  850 °C  for  76  hours  in  air. 
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Figure  5.  The  resistivity  of  the  Bi-Pb-Sr-Ca-Cu  oxide,  Gl,  as  a function  of  temperature 
(heat  treated  at  850°C  for  120  hours  in  air).  The  solid  curve  is  the  dR/dT  to 
show  the  transition  temperature. 


Figure  6 The  resistivity  of  the  Bi-Pb-Sr-Ca-Cu  oxide,  G3,  as  a function  of  temperature 
(heat  treated  at  850°C  for  76  hours  in  air).  The  dashed  curve  is  the  dR/dT  to 
show  the  transition  temperature. 
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Figure  7.  The  ac  susceptibility  of  the  Bi-Pb-Sr-Ca-Cu  oxide,  G3,  as  a function  of 
temperature  (heat  treated  at  850°C  for  76  hours  in  air). 
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ABSTRACT 

Long  lengths  of  metal-superconductor  composites  have  been  prepared  by  passing  a copper  wire 
through  the  bismuth-based  molten  oxide  system  at  a constant  speed.  The  key  to  successful  composite 
preparation  is  the  high  pulling  speed  involved,  which  permits  minimization  of  the  severe  interaction 
between  the  unbuffered  metal  surface  and  the  oxide  melt.  Depending  on  the  temperature  of  the  melt 
and  the  pulling  speed,  a coating  with  different  thickness  and  microstructure  appeared.  The 
nonannealed  thick  coatings  contained  a Bi2(Sr,Ca)2Cu,06  phase  as  a major  component.  After 
relatively  short  time  annealing  at  800*C,  both  resistivity  and  initial  magnetization-versus-tempera- 
ture  measurements  show  superconducting  transitions  beginning  in  the  1 10- 1 1 5 K region.  The  effects 
of  annealing  and  composition  on  obtained  results  are  discussed. 

INTRODUCTION 

Bi-Sr-Ca-Cu  oxide  is  one  of  the  most  promising  high-T,  superconductors  currently  under  investiga- 
tion. Both  stoichiometry  and  dopant  impurities  affect  the  electrical  and  magnetic  properties  to  the 
point  that  Bi-Sr-Ca-Cu-0  system  can  be  either  a near-insulator  or  a superconductor,  whose  transition 
temperature  is  well  above  77  K.  Partial  substitution  of  Pb  for  Bi  has  been  reported  to  be  effective  in 
obtaining  zero-resistance  temperatures,  Tcoff,  up  to  112  K (1).  A potential,  low-cost  alternative  to 
classical  Y-Ba-Cu  oxide,  Bi-Pb-Sr-Ca-Cu-0  has  many  advantages-among  them,  a lower  melting 
temperature.  The  latter  is  very  important  from  a practical  point  of  view. 

The  introduction  of  bismuth-oxide-based  compounds  into  the  superconducting  industry  requires  the 
fabrication  of  the  brittle  materials  into  wires  and  tapes.  Several  groups  have  been  able  to  obtain  very 
good  quality  Pb-free  Bi-Sr-Ca-Cu-0  fibers  with  resistive  transition  comparable  to  those  of 
Bi2Sr2CajCu2Og  bulk  samples  and  with  high  critical  current  densities.  The  chosen  preparation 
techniques  having  included  a laser-heated  pedestal  growth  method  (2)  and  a micro-Czochralski 
method  (3).  However,  it  is  highly  desirable  to  be  able  to  incorporate  these  oxides  into  the  existent 
technology  of  metal-superconductor  composites.  The  main  obstacle  to  overcome  in  order  to  attain 
this  goal  is  the  choice  of  the  proper  metal  for  high-Tccomposite  fabrication.  A number  of  studies  have 
recently  been  made  on  the  preparation  of  Bi-Pb-Sr-Ca-Cu-0  superconducting  composite  wires  and 
tapes  by  a standard  sheathing  method  (4, 5).  This  processing  technique  involves  a long  annealing  step 
(more  than  8 hours)  at  high  temperatures  (typically  reaching  850*C),  which  makes  the  sheathing 
method  incompatible  with  most  low-cost  metals  and  alloys,  and  up  until  now,  required  for  its 
utilization  only  high-cost,  noble  metals— usually  silver. 

Our  basic  aim  was  to  produce  long  high-Tc  superconducting  composite  wires  with  low-cost 
components  in  as  simple  a way  as  possible  to  facilitate  useful  applications  in  the  future,  which 
explains  our  choice  of  depositing  Bi-Pb-Sr-Ca-Cu-0  layers  directly  on  copper  wires  by  passing  the 
wires  through  a bismuth-based  molten  oxide  system.  This  deposition  procedure  is  similar  in  a way 
to  a tinning  technique  employed  for  the  fabrication  of  metallic  superconducting  wires  such  as  Nb3Sn 
(6).  Copper  is  a relatively  inexpensive  metal  and  is  commonly  used  as  a ductile  matrix  in  various 


137 


composites.  We  report  encouraging  results  (7)  on  Pb-free  Bi^Ca^O,  wires  with  unbuffered 
copper  core  (Tcoff=40-50  K).  However,  copper  has  proven  to  be  an  intractible  core  material  due  to  the 
inevitable  dissolution  and  diffusion  of  Cu  into  the  envelope  during  the  coating  and  annealing 
procedures.  On  the  other  hand,  the  communication  about  superconducting  Pb-doped  Bi-Sr-Ca-Cu- 

0 glass  ceramics  (Tcorr=100  K)  (8)  having  Cu  content  of  higher-than-ideal  composition  (9,  see  also 
10)  gave  some  hope  that  Cu  wires  could  be  used  in  the  case  when  the  source  of  melt  has  a 
stoichiometrical  chemical  formula  of  (Bi,Pb)2Sr2Ca2Cu3Ox. 

EXPERIMENTAL  PROCEDI JRF. 

Commercial  powders  of  Bi203,  PbO,  SrC03,  CaC03  and  CuO  were  mixed  at  the  nominal  cation  ratio 
Bi:Pb:Sr:Ca:Cu=1.5:0.5:2:2:3,  then  ground  and  calcined  at  800‘C  for  24  hours.  The  product  was 
reground  and  then  cold-pressed  under  8 kBar  into  a rod  (8  mm  diameter,  1 6 mm  long).  After  sintering 
at  860’C  for  150  hours  in  air,  the  rod  was  held  at  800'C  for  24  hours  and  subsequently  air  cooled  to 
room  temperature.  The  zero-resistivity  transition  temperature  of  the  ceramic  rod  was  around  70  K. 
Available  polycrystalline  copper  wires  with  diameters  from  100  to  400  pm  and  lengths  from  0.5  to 

1 m were  used  for  preparing  metal-superconductor  composites  in  this  study. 

The  ceramic  rod  was  vertically  suspended  and  was  heated  above 900’C  in  order  to  form  a small  molten 
zone  (<  1 00  mm3)  at  the  bottom  part.  A copper  wire,  moving  at  a constant  speed,  was  passed  through 
the  narrow  molten  zone.  The  copper  wire  was  not  intentionally  heated.  In  a molten  state,  the  Bi-based 
oxide  system  is  a viscous  liquid  and  it  has  a strongly  pronounced  ability  to  spread  on  copper  wire 
surfaces.  LeBeau  et  al.  (1 1)  reported  that  the  Bi-Sr-Ca-Cu-O  melt  showed  a favourable  viscosity- 
temperature  profile  for  practical  shaping  during  solidification.  Although  in  our  case,  the  melt 
temperature  was  not  directly  measured,  it  is  believed  to  be  above  900C  and  below  1 000'C.  Moreover, 
the  real  melt  temperature  was  found  to  vary  with  the  diameter  of  the  copper  wire  and  the  speed  of 
its  pass.  The  pass  speed  of  the  copper  wire  has  been  chosen  as  a compromise  between  an  adhesion 
of  the  melt  and  a short  residence  time  of  the  wire  in  the  liquid  zone.  The  residence  time  was  estimated 
by  dividing  the  measured  width  of  the  molten  zone  by  the  value  of  pulling  speed  (~5-15  cm/s). 
Residence  times  thus  calculated  were  less  than  0. 1 s.  Because  of  a very  short  time  during  which  the 
wire  surface  and  the  melt  are  in  direct  contact,  they  seem  to  contact  without  disastrous  effects  in  the 
coating  composition  due  to  copper  dissolution  and  diffusion-at  least  for  thick  coatings.  The 
realization  of  the  given  method  of  high-rate  tinning  using  a simple  laboratory-manufactured 
technique  allowed  us  to  make  the  long,  cylindrical  composite  wires  consisting  of  the  copper  in  a 
dense  envelope  with  uniform  (to  the  unaided  eye)  thickness.  Solidified  coating  thicknesses  (h)  were 
typically  from  5 to  50  pm. 

The  microstructures  of  the  coatings  were  examined  by  optical  and  scanning  electron  microscopes. 
Most  of  the  electrical  and  magnetic  measurements  have  been  performed  with  wires  having  textured 
coatings  (see  below).  Resistance- versus-temperature  curves  of  the  composite  wires  were  measured 
using  a standard  DC  four-terminal  method.  Voltage  and  current  probes  were  attached  to  the  coating 
surface  with  silver  paste.  The  sample  was  20  mm  long  and  the  distance  between  voltage  contacts  was 
about  5 mm.  Comparison  of  2-  and  4-probe  resistivities  demonstrated  ~10  Q contact  resistances. 
Magnetization  measurements  were  performed  using  a SQUID  magnetometer. 

RESULTS  AND  DISCUSSION 

The  morphology  and  electrical  properties  of  the  envelopes  appear  to  be  highly  dependent  upon 
thickness  and  the  parameters  of  the  coating  procedure  (molten  zone  temperature,  pulling  speed, 
copper  wire  diameter),  perhaps  resulting  from  different  solidification  rates.  The  composite  wires 
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with  thin  cores  obtained  at  the  highest  possible  pulling  speeds  have  a smooth  coating  surface 
characteristic  for  amorphous  materials  (Figure  1)  and  good  flexibility.  For  example,  composite  wire 
with  h=10|im  (h/d=0.05)  sustained  bending  on  a 30-mm-diameter  bobbin  (Figure  2)  without 
breaking.  The  thicker  coatings  are  composed  of  densely  connected  crystallites  that  are  very  often 
overlapping  each  other.  Figure  3 shows  a scanning  electron  micrograph  (SEM)  of  a surface  of  the 
coating  with  a 25-jim  thickness  and  an  average  crystallite  size  of  several  tens  of  microns.  The 
majority  of  crystallites  are  oriented  with  their  basal  planes  almost  parallel  to  the  core  axis.  It  was 
observed  that  the  size  and  degree  of  alignment  of  the  crystallites  decreases  with  pulling  speed  and 
distance  from  the  outer  coating  surface. 

As  a rule,  the  thicker  the  coating,  the  smaller  its  resistivity.  However,  all  of  the  coatings  possessed 
nonmetallic  properties.  According  to  X-ray  diffraction  (XRD)  studies,  the  nonannealed  coatings 
contained  a Bi2(Sr,Ca)2Cu,06  phase,*  as  a major  component,  and  exhibited  0-1-1  texture.  Some  of 
the  X-ray  peaks  belong  to  CuO  and  Cu20.  The  average  composition  of  the  coatings  was  found  to 
deviate  from  the  starting  nominal  composition,  becoming  Cu-rich  and  (Bi,Pb)-deficient.  Neverthe- 
less, sometimes  only  several  minutes  in  a post-annealing  treatment  were  necessary  to  obtain  a coating 
with  metallic  resistivity. 

The  pieces  of  composite  wire  about  50  mm  long  were  annealed  in  a tube  furnace  in  air  at  temperatures 
from  500'C  to  800’C.  The  furnace  was  heated  to  the  annealing  temperature  and  wires  were  inserted 
into  the  furnace.  After  the  desired  annealing  time,  the  wires  were  quenched  to  room  temperature  by 
removing  them  from  the  furnace  as  fast  as  possible.  Sufficiently  high  annealing  temperature  was 
found  to  be  a decisive  factor  in  obtaining  superconductivity;  the  wires  annealed  at  temperatures 
below  750'C  remained  semiconducting. 

Figure  4 shows  the  temperature  dependencies  of  resistance  and  its  derivative,  dR/dT,  for  the 
composite  wire  annealed  at  800‘C  for  40  minutes.  The  outer  wire  diameter  and  the  thickness  of  the 
coating  were  about  450  and  30  |xm,  respectively.  The  midpoint  of  the  transition  is  designated  as 
T mid  and  in  present  work,  corresponds  to  the  point  where  the  curve  dR/dT  versus  T has  a maximum. 
Offset  (Tcofl)  and  onset  (Tc°")  of  the  transition  are  defined  as  the  temperatures  corresponding  to  the 
achievement  of  zero  resistance,  R(I=  10  jll  A)=0,  and  to  the  deviation  from  linear  of  the  dR/dT  - T plot. 
In  the  case  of  the  sample  that  was  annealed  for  40  minutes,  Tc°",  Tcmd  and  T°ff  are  1 10.0,  75.5,  and 
69.5  K,  respectively. 

Figure  5 shows  changes  in  T off,  Tcmid  and  T™  with  annealing  time,  t,  for  composite  wires  annealed 
at  800 *C.  One  can  see  that  relatively  high  critical  temperatures  can  be  easily  attained  for  short 
annealing  times  (less  than  40  minutes).  The  value  of  T^  (t=10  minutes)=62.5  K,  which  is  higher  than 
we  have  previously  reported  (7).  T“ff  = 45  K for  annealing  at  800*C  for  10  minutes,  using  Pb-free 
Bi-Sr-Ca-Cu-0  composite  wire  with  copper  core,  indicating  that  Pb  doping  strongly  contributes  to 
increasing  the  volume  fraction  of  the  superconducting  phase,  even  for  a relatively  rapid  thermal 
annealing.  The  critical  temperatures  are  observed  to  gradually  increase  with  time  (Figure  5), 
however,  when  the  duration  of  annealing  is  beyond  60  minutes,  Tcoff  begins  to  quickly  decrease  (not 
shown  here),  making  the  superconducting  transitions  broader  due  to  the  diffusional  effects.  Besides 


* Sometimes  the  X-ray  peaks  of  the  thick  coatings  may  be  assigned  as  a mixture  of  two  tetragonal 
crystalline  lattices  with  a=5.36  A,  c=24.40  A;  and  a=5.60  A,  c=25.86  A,  where  the  former  lattice 
corresponds  to  the  "pure"  Bi2Sr2CUj06  phase.  We  think  that  both  phases  are  crystallized  together  due 
to  a stacking  disorder  caused  by  a compositional  fluctuation  in  the  melt  around  the  moving  copper 
wire. 
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that,  during  long  annealing,  microcracks  are  introduced  in  the  coating.  These  results  indicate  that 
there  may  be  a clearly  optimum  annealing  time. 

Magnetization-versus-temperature  curves  of  the  composite  wire  annealed  at  800*C  for  20  minutes 
are  shown  in  Figure  6.  Both  the  zero-field-cooled  (ZFC)  and  field-cooled  (FC)  magnetizations  were 
obtained  with  the  magnetic  field  parallel  to  the  core  axi  s.  Because  of  the  small  coating  volume,  a fairly 
large  magnetic  field  (H=65  G)  was  required  to  obtain  a good  signal-to-noise  ratio.  The  ZFC  data 
revealed  diamagnetization  below  1 10  K.  This  result  is  consistent  with  that  of  resistance  measure- 
ments (Figure  5). 

Magnetization  measurements  and  studies  on  the  annealing  process  by  X-ray  diffraction  analyses 
indicate  that  the  Bi2(Sr,Ca)2Cu106  phase  formed  during  coating  solidification  is  converted  to  the 
Bi2Sr2Ca1Cu208  phase  (a=5.4  A,  c=  30.6  A)  during  the  annealing  at  800*C.  After  40  minutes,  no  peaks 
corresponding  to  the  Bi2(Sr,Ca)2Cu,06  phase  were  observed  in  the  X-ray  diffraction  scans,  although 
the  coating  did  contain  large  amounts  of  CuO  and  (Bi,Pb)-free  (Sr,Ca)-Cu-0  compounds.  At  the 
same  time,  the  broad  tail  in  ZFC  magnetization  above  85  K suggests  the  presence  of  the 
Bi2Sr2Ca2Cu3O10  phase  as  well.  Note  that  since  the  annealing  was  carried  out  at  800^,  only  a very 
small  amount  of  Bi2Sr2Ca2Cu3O10  phase  can  be  formed  (12). 

The  surface  of  800*C-annealed  coatings  (Figure  7)  is  covered  with  granular  particles  of  several 
microns  of  average  diameter,  and  the  original  crystallite  surfaces  became  roughened.  It  seems  that 
after  rapid  cooling  from  the  melt,  (Sr-Ca)-Cu-O  was  in  the  glassy  state,  and  that  it  became  crystalline 
when  the  sample  was  annealed.  The  SEM  observations,  however,  clarified  within  their  degree  of 
resolution  that  no  apparent  change  occurred  in  the  bulk  part  of  the  coatings  by  annealing  at  800*C. 
Further  details  are  under  investigation. 


CONCLUSION 

In  summary,  we  have  shown  that  composite  wires  with  ductile  cores  can  be  obtained  by  passing  a 
copper  wire  through  the  molten  Bi-Pb-Sr-Ca-Cu-O  system  at  a high  speed.  Depending  on  the  pulling 
speed  and  the  viscosity  of  the  melt,  a different  coating  microstructure  with  different  crystallite  sizes 
appeared.  After  isothermal  annealing  at  80010  in  air  for 20-40 minutes,  composite  wires  with  textured 
coatings  exhibited  superconductivity  onsets  above  100  K and  zero  resistance  in  the  range  of  65-70 
K.  We  expect  that  some  improvements  in  superconductivity  properties  may  be  possible  by 
optimizing  the  annealing  conditions  in  air,  or  by  conducting  the  heat  treatment  in  a vacuum-sealed 
system  or  under  low  oxygen  pressures,  where  the  melting  temperature  is  lowered  and,  respectively, 
superconducting  phase  formation  is  enhanced  (13, 14).  This  appears  to  be  especially  important  for 
the  composites. 

According  to  preliminary  energy-dispersive  X-ray  analyses,  the  coating  composition  shifts  from  the 
starting  nominal  composition,  becoming  Cu-rich  and  (Bi,Pb)-deficient.  Considering  the  origin  of 
core  materials  and  the  high  evaporation  rates  of  Bi  and  Pb  from  the  molten  zone  during  coating 
procedures,  these  results  are  reasonable.  Taking  the  latter  into  account  (i.e.,  the  reduction  of  the  Bi 
and  Pb  contents  in  the  solid-state  coating),  the  pieces  of  as-prepared  composite  were  coated  thickly 
with  molten  binary  alloy  (Bi:Pb=l. 5:0.5),  and  later  annealed  with  the  same  heat  treatment  used  for 
the  wires  as  described  above.  For  composite  w*.  - '■oated  with  Bi-Pb  alloy,  the  values  of  T°n  were 
gathered  in  the  region  of  77  K (Figure  8 presents  one  ot  u.e  resistance  measurements),  which  is  almost 
10  K higher  than  the  maximum  T on  for  the  (Bi,Pb)-poor  coatings  (Figure  4).  Therefore,  though  the 
conditions  for  the  coating  and  annealing  processes  have  not  been  optimized  yet,  one  may  assume  that 
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Figure  2.  Bi-Pb-Sr-Ca-Cu-O  composite  wire  of 
the  type  illustrated  in  Figure  1 bent  on  a 30-mm 
diameter  bobbin. 


Figure  1.  Scanning  electron  micrograph  of  the 
200-pm-diameter  metal  wire  after  it  had  been 
rapidly  coated  with  the  molten  Bi-Pb-Sr-Ca- 
Cu-O  oxide.  It  can  be  seen  that  the  thin  coating 
is  dense  and  has  a fairly  smooth  surface.  The 
bar  represents  100  pm. 


Figure  3.  Scanning  electron  micrograph  showing 
surface  of  as-prepared  Bi-Pb-Sr-Ca-Cu-0  com- 
posite wire  with  25-  pm  coating  thickness  and 
400-pm  core  diameter.  The  bar  represents 
200  pm. 
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Figure  4.  Temperature  dependences  of  the 
relative  resistivity,  R(T)/R  (150),  and  deriva- 
tive of  the  resistance,  dR/dT,  for  composite 
wire  annealed  at  800*C  for  40  minutes. 


Temperature  (K) 


Figure  6.  The  dc  magnetization  as  a function 
of  the  temperature  for  the  composite  wire 
annealed  at  800*C  for  20  minutes  in  air. 


Figure  5.  Changes  in  T.off,  Tcmid,  and  T^with 
annealing  time  for  composite  wires  annealed 
at  800*C. 
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Figure  7.  Scanning  electron  micrograph  of  the 
composite  wire  annealed  at  800*C  for  30  min- 
utes. The  bar  represents  200  |im. 
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Figure  8.  Superconducting  transition  curve  of 
a Bi-Pb-Sr-Ca-Cu-O  composite  wire  heat-treated 
with  coated  Bi-Pb  alloy. 


for  the  fabrication  of  composite  wires  with 
improved  superconducting  properties  (espe- 
cially to  obtain  the  Bi2Sr^Ca2Cu3O)0  phase  in 
appreciable  proportion),  it  is  necessary  to  use 
starting  material  with  a nonstoichiometric  com- 
position having  an  excess  of  Bi  and  Pb,  a lack 
of  Cu,  and  probably,  the  addition  of  Ca. 
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LOW  FREQUENCY  ELECTRICAL  NOISE  ACROSS  CONTACTS  BETWEEN  A 
NORMAL  CONDUCTOR  AND  SUPERCONDUCTING  BULK  YBa2Cu307 

J.  Hall  and  T.M.  Chen 

Noise  and  Reliability  Research  Lab,  Electrical  Engineering  Department 
University  of  South  Florida,  Tampa,  Florida  33620 


Abstract-  Virtually  every  practical  device  that  makes  use  of  the  new  ceramic  superconductors  will  need  normal 
conductor  to  superconductor  contacts.  The  current- voltage  and  electrical  noise  characteristics  of  these  contacts  could 
become  important  design  considerations.  This  paper  presents  I-V  and  low  frequency  electrical  noise  measurements  on 
contacts  between  a normal  conductor  and  superconducting  polycrystalline  YBa2Cu307.  For  small  current  densi  les 
current  through  the  contacts  was  found  to  be  proportional  to  V1  7.  The  voltage  spectral  density,  v(/),  very  c °se 
followed  an  empirical  relationship  given  by,  Sv(f)  = C(VcRc)2/f,  where  Ve  is  the  DC  voltage  across  the  contact,^ 
is  the  contact  resistance,  / is  frequency,  and  C is  a constant  found  to  be  2 x 10  /Cl  at  78  K.  This  relati  P 
was  found  to  be  independent  of  contact  area,  contact  geometry,  sample  fabrication  technique,  and  sample  densi  y. 


INTRODUCTION 

In  the  past  few  years  the  discovery  of  new  high- 
transition  temperature  (high-Tc)  superconductors  has 
led  to  an  abundance  of  research  on  the  fundamental 
properties  of  these  materials.  For  practical  devices  to  be 
constructed  from  these  materials  the  electrical  contacts 
to  the  superconductor  need  to  be  investigated.  Several 
researchers  have  investigated  the  theoretical [1,2]  and  ex- 
perimental [3 ,4 ,5]  characteristics  of  normal  metal  to  low- 
temperature  superconductors.  The  normal  metal  to  bulk 
superconducting  YBa2Cu307  contact  is  of  particular  im- 
portance because  the  material  is  not  a traditional  metal. 
One  method  of  investigation  is  the  current-voltage  (/- 
V)  characteristics  of  the  contact.  This  information  is 
needed  for  device  work  if  the  contact  resistance  is  not  a 
constant.  Another  important  tool  in  investigating  ma- 
terials and  junctions  is  noise  measurement.  Noise  mea- 
surements can  be  used  to  define  the  minimum  sensitiv- 
ity of  a device  as  well  as  illuminate  physical  processes 
occurring  in  a material  or  junction.  The  Noise  and  Re- 
liability Research  Laboratory  at  the  University  of  South 
Florida  has  been  investigating  the  noise  characteristics  in 
YBa2Cu307  superconductors  since  these  materials  were 
discovered. 

In  this  paper,  we  investigate  the  current-voltage  and 
noise  characteristics  of  the  normal-superconductor  (N- 
S)  contacts  at  liquid  nitrogen  (LN2)  temperatures  for 
several  contacts  of  different  geometries  and  contact  re- 
sistances. The  noise  experiments  lead  to  an  important 
empirical  formula  for  predicting  the  noise  voltage  in  an 
N-S  contact. 


NORMAL  METAL 
CONTACT 


Figure  1:  Typical  sample  contact  configuration  for  nor- 
mal metal  (Ag)  to  superconductor  (bulk  YBa2Cu307) 
junction. 

EXPERIMENTAL  METHODS 

For  this  experiment,  the  YBa2Cu307  bulk  samples 
used  were  of  three  different  densities  (4.44,  4.46,  and 
5.02  g/cm3)  and  two  different  fabrication  techniques:  ox- 
alate precipitation  (OP)  and  solid-state  reaction  (SSR). 
All  the  samples  had  transition  temperatures  around  90K 
and  were  verified  to  be  deep  within  the  superconducting 
region  at  the  experimental  temperatures  (78K). 

Each  sample  consisted  of  at  least  four  contacts  with 
a typical  contact  configuration  show  in  figure  1.  The 
contacts  made  to  these  samples  were  made  in  the  follow- 
ing manner.  The  bulk  YBa2Cu307  surface  was  sanded 
with  very  fine  grain  sandpaper  to  remove  any  of  the  ex- 
posed surface  which  may  have  oxidized.  It  was  then 
ultrasonically  cleaned  for  two  minutes  in  a 100%  ethyl 
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Table  1:  Parameters  for  the  5 different  contacts  used  in 
this  investigation. 


Samp 

no. 

Samp 

name 

Dens^ 

g/cm 

Are$ 

mm 

Con- 

tact 

shape 

Con- 

tact 

no. 

Max 

Res 

(«) 

1 

TVak 

4.46 

15 

Rect 

1 

1.1 

2 

Trak 

4.46 

15 

Rect 

2 

0.65 

3 

TVak 

4.46 

15 

Rect 

4 

2.5 

4 

Fsu25 

5.07 

12 

Semicr 

1 

0.91 

5 

Fsu26 

4.44 

7 

Circ 

2 

1.6 

alcohol  bath.  The  contact  mask  was  then  fastened  to  the 
sample  and  it  was  then  sputtered  with  a 300  nm  layer 
of  gold-palladium  (AuPd).  The  AuPd  pads  were  then 
covered  with  silver  epoxy  and  silver  coated  wires  were 
pressed  into  the  epoxy.  The  epoxy  was  cured  at  180°C 
for  1 hour.  These  contacts  usually  yielded  a contact  re- 
sistance between  0.5-2.50  for  a 0.25  cm2  area  contact. 
Table  1 shows  the  various  parameters  for  the  sample  con- 
tacts used. 


The  samples  were  then  wired  and  connected  to  the 
measurement  equipment.  Each  sample  was  suspended 
about  1 inch  above  the  LN2  level  in  a 3-liter  MVE  dewar. 
The  temperature  at  this  level  was  78K  and  was  found  to 
remain  constant  for  at  least  12  hours.  The  sample  was 
first  connected  to  verify  superconductivity  in  the  region 
to  be  measured.  Refering  to  figure  1,  the  current  was 
passed  from  1 through  4 and  the  voltage  was  checked 
across  contacts  2 and  3 for  zero  resistance.  After  super- 
conductivity was  verified,  the  current  is  passed  from  2 to 
4 and  the  voltage  is  measured  across  contacts  2 and  3. 
Since  the  bulk  material  in  that  region  was  already  found 
to  have  no  resistance  or  noise,  any  resistance  or  noise 
generated  must  come  from  the  junction  between  the  nor- 
mal metal  at  contact  2 (now  current  carrying)  and  the 
superconducting  YBa2Cu307.  The  sample  contact  was 
then  subjected  to  I—V  measurements.  The  contacts  were 
connected  to  a Keithley  Constant  Current  Source  with  a 
Keithley  Nanovoltmeter  for  reading  the  contact  voltage 
(Kj)«  The  measurement  equipment  was  controlled  by  a 
PC-compatible  computer  with  software  written  for  this 
experiment.  The  noise  measurement  system  was  con- 
structed as  shown  in  figure  2.  The  system  consisted  of 
a DC  biasing  circuit  consisting  of  2-12V  gel  cells  con- 
nected in  parallel  and  various  wirewound  resistors  for 
selecting  different  bias  currents  through  the  sample  con- 
tact. The  current  flowing  in  the  system  was  measured  by 
reading  the  voltage  across  Vs  and  dividing  by  ^control- 
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Figure  2:  Experimental  apparatus  for  contact  noise  mea- 
surements. 


The  Rbias  resistor  was  used  to  adjust  the  biasing  current 
in  the  system.  The  current  was  passed  through  contact 
2 to  contact  4.  The  blocking  capacitor,  Cb,  was  used 
to  block  DC  current  from  magnetizing  PAR- 1900  trans- 
former. The  PAR- 1900  transformer  was  connected  from 
the  10:1000  turns  ratio  giving  a gain  of  100  through  the 
transformer.  It  was  connected  to  a PAR-113  Low-noise 
Amplifier  with  the  gain  set  at  100.  This  combination 
of  the  transformer  and  amplifier  gave  an  overall  gain  of 
10  000.  The  HP  3561  Spectrum  Analyzer  was  used  to 
collect  the  noise  traces.  The  traces  were  collected  in  the 
low-frequency  region  of  1-51  Hz  with  25  averages  per 
trace  to  yield  more  than  sufficient  resolution. 


Excess  noise  checks  were  made  at  various  stages  of 
the  experiment  to  assure  that  the  noise  measured  was 
coming  from  the  N-S  contact  and  not  an  element  of  the 
measurement  system.  Also  the  silver  epoxy  was  tested 
and  showed  no  excess  noise. 


RESULTS  AND  DISCUSSION 

I.  Current -volt age  experiments 

The  results  obtained  for  the  I-V  relationship  of  these 
contacts  were  a little  surprising.  These  contacts  showed 
a decreasing  resistance  as  the  voltage  across  the  contact 
increased.  This  same  effect  was  observed  by  Van  Schevi- 
coven  and  De  Waele  [6]  for  bulk  point  contacts  between 
a normal  metal  and  high-Tc  superconductor.  Moreland, 
et  al[7],  also  found  similar  results  in  break  junctions  in 
a bulk  YBa2Cua07  sample.  Figure  3 shows  a typical  I- 
V curve  for  the  bulk  contacts  used  in  this  investigation. 
The  figure  shows  the  parabolic  nature  of  the  curve  as 
well  as  the  symmetry  in  both  the  positive  and  negative 
voltage  regimes.  The  parabolic  shape  of  the  curve  was 
common  for  all  the  contacts  investigated  and  led  to  an 
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Table  2:  Experimental  results  of  current-voltage  mea- 
surements. 


Sample 

number 

A 

A 

Zero-bias 
Res.  (fi) 

i 

9.57 

1.68 

1.1 

2 

13.8 

1.76 

0.65 

3 

3.47 

1.66 

2.5 

5 

3.34 

1.57 

1.6 

Figure  3:  Typical  electrical  characteristics  of  a nor- 

mal metal-superconducting  YE^CuaO?  contact;  (a) 
Current-Voltage  graph;  (b)  Resistance- Volt  age  graph. 


empirical  formula 

I = AVCX  (1) 

where  I is  the  current  flowing  through  the  contact,  Vc 
is  the  voltage  across  the  contact,  A is  a constant  related 
to  the  resistance  of  the  sample,  and  A is  a power  factor 
which  is  around  1.7  for  the  samples  tested.  Table  2 gives 
the  A and  A values  for  the  various  contacts  used  in  this 
investigation.  Van  Schevicoven  and  De  Waele  attribute 
this  parabolic  behavior  to  normal  electron  tunneling  be- 
tween the  normal  metal  contact  to  high-Tc  superconduc- 
tor. 


Table  3:  Contact  noise  measurement  results  for  the  equa- 
tion Sv(f)  = CV0R7/f. 


Sample 

number 

Zero-bias 
Res  (ft) 

C 

d/«2) 

P 

for  Vfi 

i 

1.1 

E2BEBU 

1.90 

i 2 

0.65 

Msmm 

2.06 

3 

2.5 

EUSQjBiil 

1.98 

4 

0.91 

KHHiBII 

1.90 

5 

1.6 

UiniiMti 

1.98 

Empirical 

formula 

— 

2.0  x 10~10 

noise  traces  were  dumped  from  the  HP  3561  into  a lab 
computer  where  they  were  analyzed  using  a least-squares 
line  fitting  method  to  determine  the  slope  as  a func- 
tion of  frequency.  All  the  noise  traces  were  “1//  noise” 
where  “1//  noise”  is  defined  as  noise  proportional  to 
1 ff<*  where  a ranges  between  0.8  and  1.2.  After  this 
data  was  analyzed,  the  value  of  each  trace  at  10  Hz  was 
recorded  and  compared  to  the  bias  voltage,  current,  re- 
sistance, and  other  parameters.  All  the  experimental 
noise  current  spectral  densities  were  found  to  follow  an 
empirical  formula.  Figure  4 shows  the  plot  of  the  noise 
current  spectral  density  (£/(/)  or  Sv(f)/ Rc)  vs.  the 
contact  voltage  (Vc)  for  the  five  sample  contacts  used. 
The  log  S/(/)  vs  log  Vc  forms  a straight  line  for  which 
all  the  data  collected  lies  in  close  proximity.  The  empir- 
ical formulas  for  the  noise  voltage  spectral  density  and 
the  noise  current  spectral  density,  respectively,  are 


Sv(f)  - 


C(VcRc )2 

/ 


(2) 


Sdf)  = (3) 

where  C is  an  empirical  constant  found  to  be  approx- 
imately 2 x 10~lo/fi2,  Ve  is  the  contact  voltage,  Rc  is 
the  contact  resistance,  and  / is  the  frequency.  Table 
3 shows  the  experimental  values  of  C for  the  various 
contacts.  The  noise  which  was  measured  in  the  con- 
tacts was  very  different  from  the  results  found  in  bulk 
YBa2Cu307  which  has  been  reported  by  several  experi- 
menters^,9, 10].  The  implications  of  this  empirical  equa- 
tion are  that  the  noise  voltage  spectral  density  can  be 
predicted  by  measuring  the  contact  resistance  which  may 
be  of  great  advantage  when  practical  devices  are  to  be 
fabricated  from  high-Tc  materials. 


II,  Noise  experiments 

The  noise  measurements  were  taken  over  a 0.1  to  30 
mV  bias  voltage  range  for  the  five  contact  samples.  The 
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Figure  4:  Graph  of  noise  current  spectral  density 

( Si(f ) or  Sv(f)/R 2)  for  normal  metal-superconducting 
YBa2Cu307  contacts.  The  dotted  line  shows  the  empir- 
ical formula  obtained  from  the  data. 

Five  normal  metal-superconducting  YBa2Cu307 
sample  contacts  were  thoroughly  studied  for  their 
current-voltage  and  noise  characteristics.  The  I-V  mea- 
surements led  to  an  empirical  formula,  I = AVX , to  de- 
scribe the  parabolic  relationship  between  I and  V.  The 
noise  measurements  yielded  an  empirical  equation  of  the 
form,  Sy(f)  = C(VcRc)2 / / , which  describes  the  noise 
voltage  spectral  density  for  a contact  with  resistance, 
RCf  and  voltage,  Vc. 

The  N-S  contact  characteristics  are  very  important 
and  need  to  be  thoroughly  understood  for  any  practical 
device  made  from  superconducting  YBa2Cu307.  The 
noise  limits  the  sensitivity  of  any  device  and  since  the 
superconductor  itself  yields  no  measurable  noise  in  the 
superconducting  region,  the  normal  metal  contact  noise 
would  most  likely  be  the  source  of  excess  noise  in  such  a 
device. 
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We  have  synthesized  a new  high-Tc  2-2-3  superconductor  Y2Ba2Cu3Og+§  by 
a special  preparation  technique  and  characterized  it  by  ac-susceptibility  measure- 
ments. Diamagnetism  and  Meissner  effect  sets  in  at  low  fields  and  supercon- 
ducting transition  onsets  at  90  K.  The  systematic  investigation  of  the  real  and 
imaginary  components  of  ac-susceptibility  as  a function  of  temperature  an 
applied  ac  magnetic  field  reveals  that  the  magnetic  behaviour  is  that  of  granular- 
type  superconductor. 


INTRODUCTION 

In  general,  in  the  high-Tc  granular  bulk  superconductors  it  is  necessary  to 
distinguish  between  the  superconducting  properties  of  unconnected  grains  and 
the  "bulk"  of  grains  connected  through  Josephson  junctions.  AC  susceptibi  lty 
measurements  as  a function  of  temperature  and  magnetic  field  allow  observation 
of  this  double  behaviour. 

No  attempt  has  been  made  to  synthesize  and  observe  superconductivity  in 
2-2-3  type  systems  except  for  our  most  recent  communication  ( 1)  of  superconduc 
tivity  in  a new  2-2-3  type  system  Y2Ba15Ca05Cu3O8+s  by  ac-susceptibility  and 
resistivity  measurements.  In  this  paper,  we  report  the  synthesis  and  the  charac- 
terization of  another  new  2-2-3  superconductor  Y2Ba2Cu308+s.  Superconductivity 
in  Y Ba  Cu  O (2-2-3)  was  identified  by  the  systematic  measurements  ot  the  real 
and2imaginary  flossy)  components  of  ac-susceptibility  as  a function  of  temperature 
and  applied  ac  field. 


EXPERIMENTAL 

Samples  of  nominal  composition  Y2Ba2Cu3Oa„  were  prepared  from .the 
appropriate  amounts  of  the  finely  ground  mixed  Y203.  BaCOs  and  CuO  (all  99.9  A 
Duritv)  The  mixed  powders  were  pressed  into  pellets  of  l*cm  diameter  and  .2  c 
thickness  under  a pressure  of  25  KPSi.  We  have  devised  a special  technique  of 
sample  preparation  known  as  rapid  thermal  processing  (RTP)  treatment  which  is 
described  in  detail  elsewhere  (2).  According  to  this  technique  2-2-3  pellets  were 
introduced  in  a preheated  furnace  at  950’C  and  fired  for  two  hours  m closed 
condition.  Then  the  top  of  the  furnace  was  opened  to  air  for  half  an  hour  at  950  C 
and  the  samples  were  rapidly  cooled  to  room  temperature.  The  cooled  samples  were 
recycled  once  more  as  above.  Thus,  2-2-3  samples  require  two-step  processing. 

X-ray  diffraction  data  were  obtained  at  room  temperature  using  a Philips  pW1820 
powder  diffractometer  with  FeKa  radiation.  X-ray  diffraction  (Fig.  2)  showed  single 
phase  for  2-2-3  samples.  The  real  (Xj  and  imaginary  (X'j  components  of  the  ac- 
susceptibility  of  a sintered  Y2Ba2Cu30  were  measured  as  a function  of  tempera^ 
ture  (4.2Kto  128K)  for  different  ac  field  amplitudes  (24A/m  to  2400A/m  or  0.3  Oe 
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to  30  Oe)  at  a frequency  of  100Hz.  In  these  measurements  the  samples  were  first 
zero-field  cooled  to  liquid  helium  temperature  and  then  measured  in  applied  ac 
fields  during  the  warming  run. 

RESULTS  AND  DISCUSSION 

All  observed  X-ray  powder  diffraction  peaks  of  Y,Ba_Cu„0  , can  be  ac- 
counted for  bv  an  orthorhombic  unit  cell  of  a=4.0314  (1 1)  A,  B=3.7202  (8)  A and 
c= 13.338  (5)  A ciystallographically.  The  observed  X-ray  diffraction  pattern  of  this 
new  superconducting  compound  is  compared  with  the  corresponding  computer  X- 
ray  diffraction  spectra  obtained  employing  the  refined  unit  cell  constants  and  the 
atomic  fractional  coordinates  assuming  space  group  symmetry  Pmmm.  A very 
good  agreement  is  found  between  the  observed  and  computed  X-ray  spectra 
confirming  that  the  atomic  arrangement  is  of  a simple  perovskite-type  belonging 
to  the  orthorhombic  Pmmm  space  group.  From  a comparison  of  lattice  parameters 
of  1-2-3  (3.4)  with  the  present  2-2-3,  it  is  evident  that  a and  c parameters  have 
respectively  increased  by  0.21  A and  1.68  A.  Moreover,  the  unit  cell  volume  of  1- 
2-3  is  173.7  A3  (3.4)  and  that  of  2-2-3  is  200.2  A3.  These  observations  indicate  that 
the  excess  Y in  2-2-3  is  responsible  for  the  expansion  of  the  unit  cell  and  possibly 
additional  "Y”  is  located  along  the  c axis.  The  temperature  dependence  of  both  the 
real  (X')  and  imaginary  (X")  of  the  ac-susceptibility  data  measured  at  100Hz  and 
in  applied  ac  fields  0.3  Oe,  3.0  Oe  and  30.0  Oe  is  shown  in  Fig.  2.  As  observed  from 

Xrr  .daAa  lnJi,g:  ^e  samPIe  Y2Ba2Cu308+8  exhibits  diamagnetism  and  Meissner 

elrect  at  low  field  0.3  Oe,  and  the  onset  of  superconducting  transition  starts  at  90K. 
For  a perfect  superconducting  state,  at  the  lowest  applied  field  and  at  low 
temperatures,  X and  X should  attain  values  of -1  and  0,  respectively,  implying 
complete  diamagnetic  shielding  and  the  absence  of  any  losses  due  to  the  trapped 


In  the  present  case,  at  0.3  Oe  (low  field)  and  at  4.2K  (low  temperature),  X'  and 
X achieve  values  of  -0.92  and  0.007,  respectively,  implying  92%  diamagnetic 
shielding  and  slight  imperfect  diamagnetism  below  Tc.  With  increasing  tempera- 
ture at  0.3  Oe,  X changes  from  -0.92  below  Tc  to  a small  positive  value  above  Tc 
while  the  imaginary  part,  X" , peaks  at  Tc  and  is  practically  zero  above  and  below 
Tc.  Both  X'  (T)  and  X"  (T)  are  sensitive  to  the  ac-applied  fields  and  thus  can  give 
significant  insight  into  the  role  of  microstructure  on  the  superconducting  proper- 
ties of  these  new  high-Tc  oxide  sintered  materials. 

It  is  evident  from  Fig.  1 that  as  the  ac-applied  field  is  increased  to  240  A/m 
(eOe),  X'  reduces  to  85%  diamagnetic  shielding,  while  the  X"  exhibits  a slight  peak 
at  Tc  in  addition  to  a major  broadened  peak  at  about  40K.  These  features  indicate 
two  contributions  to  the  susceptibility  of  the  material;  one  very  sensitive  to 
measuring  field  and  the  other,  relatively  insensitive  to  field  (5,6).  On  the  other 
hand,  for  moderate  fields  like  0.3  Oe  (Fig.  1),  the  two  contributions  to  the 
susceptibility  are  not  separable  or  it  is  sufficient  to  supress  one  of  the  contributions 
near  Tc  at  this  field.  These  observations  suggest  that  the  investigation  of  the 
magnetic  field  dependence  of  ac  susceptibility  is  a particularly  useful  method  for 
separating  the  two  contributions.  Further  increase  in  ac-applied  field  to  2400  A/ 
m (30  Oe) , X reduces  to  45%  diamagnetic  shielding  and  X"  again  shows  a peak  near 
Tc  along  with  very  broad  indication  of  peak.  Also  note  that  the  lossy  component  X" 
which  should  ideally  be  zero  for  the  superconducting  state  is  rather  large  and 
positive  at  liquid  helium  temperature  at  fields  above  3 Oe.  This  is  unusual  if  the 
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material  was  indeed  a bulk  superconductor.  These  observations  indicate  that  a sig- 
nificant  amount  of  flux  indeed  penetrates  through  fhe  ewn  ^low  fldfe 

and  that  in  fields  above  30  Oe,  one  essentially  is  looking  at  the  mtra-granular 
superconducting  properties.  The  "two-stage"  ac-susceptibility  behaviour  can  be 
explained  as  arising  from  two  contributions  to  the  susceptibility;  one  of  whic  1 
intrinsic  to  the  superconducting  grains,  and  the  other  originating  from  the  network 
that  links  the  grains  weakly. 

In  conclusion,  we  have  prepared  and  identified  a new  h^-Tc! 
tor  Y BaXu  O (2-2-3)  by  ac-susceptibility  measurements.  The  systemati 
investigation3  of+ the  real  and  imaginary  components  of  ac-susceptibility  as  a 
functor,  of  temperature,  applied  field  and  frequency  reveals  that -*e 
behaviour  is  that  of  a granular- type  superconductor  in  which  strongly  supercon 
ducting  grains  are  coupled  via  weak  superconducting  links. 
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Figure  2.  Temperature  dependence  of  the  real  (X')  and  imaginary  (X") 
components  of  the  ac-susceptibility  of  Y2Ba2Ca3Oa+5  at  24  A/m 
( □);  240  A/m  (O);  and  2400  A/m  (X). 
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ABSTRACT 

We  have  studied  the  electrical  properties  of  unquenched  and  rapidly  quenched 

granular  Bi  Ca  Sr  Cu  O system.  Electrical  resistivity  measurements  show  the  superconduct  g 

transition  temperature  (R=0)  at  72  K,  80  K,  and  90.5  K.  X-ray  crystallographic  studies  showed 

that  most  of  the  samples  were  of  single  phase. 

1 INTRODUCTION 


High-temperature  superconductivity  in  the  Bi-Ca-Sr-Cu-O  syst, “ 

attracted  considerable  attention  in  the  year  1988  (Maeda  et  al.,  1988;  Rao,  1988,  Haze ' et  al., 
1988-  Tarascon  et  al , 1988;  and  Rao  et  al.,  1988).  Furthermore,  the  X-ray  diffraction  stud 
iave  alXn  ctLek  out  by  many  researchers  (Bordet  et  al.,  1988;  Takayama  et  al  1988  and 
Syono  et  al.,  1988)  with  the  objective  of  identifying  and  characterizing  the  supercon  uc  ing 

phase. 

The  80  K superconductivity  phase  has  been  identified  to  have  a composition  of  A 

while  110  K Phase  as 

S5  S^^d"  - a“l  pTysica.  parties  measuied  depend  greatly 
^ Xn  "he  elemental  coition,  but  also  on  the  details  of  die 

work  reports  the  preparation  of  two  batches  of  superconducting  samples  (quenched  and  un 
I«X»d  dlf— men.  of  their  elecbical  resistivity  and  X-ray  diffraction  ,0  understand 

the  effect  of  oxygen  stoichiometry  on  T of  the  Bi-Ca-Sr-Cu-O  system. 

2.  EXPERIMENT 

Bulk  samples  with  the  2;  1:2:2  composition  have  been  prepared  by  solid-state  reaction  of  BjA- 
CuO  SrCO  and  CaCO,  powders.  The  method  of  synthesis  consisted  of  reacting  together  Bi  03 
’ 3 . f pnCr  Cn  O The  matrix  was  first  made  by  thoroughly  mixing  appropnat 

and  a an  alumina  Lt  at  8<X)-C  to  900C  with  inter- 

SiSSpowt  was  cooled,  ground  well  and  made  into  pellets,  and  was 
heated  for  a couple  of  hours. 

One  batch  of  pellets  was  slowly  removed  from  the  furnace  and  cooled  to  room  temperature 
(unquenched)P  while  another  batch  was  pulled  out  of  the  furnace  and  imnwdiately  quenched  by 
immerrion  in  liquid  nitrogen.  Pellets  were  cut  in  the  shape  of  a parallelepiped  for  .he  deem* 
resistivity  measurements.  Contacts  were  made  with  the  help  of  silver  paste  to  the  su  ac 
sample.  Resistivity  temperature  and  current-voltage  data  were  measured  by  a conventiona 
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four-probe  method.  The  experimental  parametric  details  of  the  measuring  techniques  have 
already  been  reported  in  our  previous  work  (Naqvi  et  al.,  1989a,  1989b) 

3.  RESULTS  AND  DISCUSSION 

Resistivity- versus-temperature  curves  for  typical  unquenched  and  rapidly  quenched  specimens 
are  shown  in  Figures  A and  B.  The  resistivity  of  the  unquenched  sample,  curve  C-I  from  Batch  1 
shows  metallic  temperature  behavior  down  to  the  superconducting  onset  which  begins  at  90  K 
w i e zero  resistance  Tc  is  observed  at  72  K.  It  is  worthwhile  to  mention  here  that  from  Batch  1 
most  of  the  unquenched  samples  showed  a zero  resistance  around  72-75  K.  Shown  in  curve  C-I  ’ 
ol  FlgUre  A is  the  typical  behavior  of  one  of  the  representative  samples  belonging  to  Batch  1 

theeTomfTUremeitS;r  ^ d°ne  31  3 CUITem  dCnSity  °f  15  mA/mm2  • 11  was  observed  that 
f h u S37  dld  n0t  degrade  at  a11  Wlth  the  increase  of  current  density.  This  is  indicative 
of  the  fact  that  the  sample  can  endure  current  density  variations.  The  transition  width  in  the 
sample  is  found  to  be  around  1 8 K 

The  resistivity  of  the  rapidly  quenched  sampl^Watch  2,  shown  in  Figure  B,  curve  II 
s owe  improved  metallic  behaviour  above  tl^Hprconducting  onset  around  105  K while  zero 
resistance  wns  found  at  905  K.  None  of  the  sables  showed  any  evidence  of  a second  onset T 
105-110  K as  reported  in  the  literature  (Shi  et  al.,  1988)  for  samples  deviating  from  the  2-1  *2*2 
composition.  Some  of  our  rapidly  quenched  samples  were  found  to  slowly  relax  to  the  behaviour 
of  unquenched  material  over  a penod  of  some  days  if  exposed  to  the  atmosphere  at  ambient  tem- 
peratures. The  resistivity  curve  for  a sample  similar  to  curve  II  but  exposed  to  the  atmosphere  for 
15  days  is  shown  in  curve  III.  It  has  been  suggested  that  the  improved  behaviour  of  quenched 

ZTtt'S  71  r * M °7gen  defidenCy  (TaU°n  Ct  al"  1988>  and  this  decay  could  then  result 
from  the  uptake  of  atmosphenc  oxygen.  This  behaviour  is  in  fine  agreement  with  the  work 

[hk°d  ^ by77  Ct  5”  1989‘  ThlS  behaviour  is  not  clear  but  the  technological  implications  of 
decay  clearly  indicate  the  need  for  a detailed  study  of  the  quenching  mechanism.  The  speci- 
mens of  samples  of  Batches  1 and  2 were  examined  by  an  X-ray  diffractometer  after  crushing 
he  crystal  structure  was  found  to  be  orthorhombic  (Bordet  et  al.,  1988).  X-ray  crystallographic 
studies  showed  that  most  of  the  samples  were  of  single  phase. 

4.  CONCLUSIONS 

Dhase' talhf ' R?raaVnr  Si n®  * matriX  ”?h0?  “ is  possible  to  PrePare  thc  P»«  s..perconductivi.y 
p se  in  the  Bi-Ca-Si-Cu-0  system  starting  from  stoichiometric  ratios  (2122)  of  the  constituent 

oxides.  Besides  this,  superconducting  phase  (2122)  can  also  be  prepared  from  quenching  and 
slow  cooling  (unquenched).  ms  ai,u 
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Figure  B.  The  temperature-dependent  resistivity  of  the  quenched  sample;  curve  II  showing  the 
T = 90.5  K. 
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NOVEL  SUPERCONDUCTING  PHASES  OF  TL-BASED 

COMPOUNDS 

I.Z.Kostadinov,  M.Mateev,  M.Michov,  V.Skumriev  and  E.Tsakin 
Faculty  of  Physics,  Sofia  University,  1126  Sofia,  BULGARIA 
1.  Introduction 

The  interest  in  novel  superconducting  compounds  has  been  attracted,  recen- 
tlv,  by  the  Pb-containing  High  Temperature  Superconductors  (HTS)  Ml-  The 
larger  part  of  work  has  been  done  on  Bi-Pb  type  HTS  [6,71.  The  Tl-based  HTS, 
howeever,  are  also  of  considerable  importance  because  of  their  highest  critical 
parameters  (T„  He)  [8, ,9).  Due  to  the  dangerous  properties  of  T1  the  research 
in  this  area  is  progressing  more  slowly.  The  list  of  the  stable  phases  of  Tl-Ba- 
Ca-Cu-0  HTS  is  still  incomplete.  The  Tl-Pb  HTS  were  studied  mostly  in  the 
compound  Tl-Pb-Sr-Ca-Cu-0  (10)  and  less  in  the  family  Tl-Pb-Sb-Ca-Ba-Cu-0 
[II]  The  substitution  of  T1  with  Pb  is  intended  to  stabilise  some  phases  with 
high  TV  We  found  phases  with  T,  = 82,  90,  102  and  121  K.  Here  we  report 
the  measurements  of  the  /„(T)  of  the  102  K phase.  We  also  discuss  briefly  the 
influence  of  the  composition  on  the  lattice  parameters  and  the  a.c.  susceptibility 
relation  to  the  grain  size  and  microstructure. 

2.  Experimental  _ B 

The  nitrates  solution  of  the  metals  Tl,  Pb,  Sb,  Ba,  Ca,  Cu  of  s mg 
composition  Tk^Ph.^Sb^Ca^BazCu*  was  dried  and  decomposed  at  780*C. 
Pellets  were  prepared  under  1-2  kbars  pressure  and  annealed  at  different 
temperatures  from  820°C  to  915°C.  The  highest  critical  temperature  phase  was 
found  to  be  the  121 K.  It  was  prepared  by  a 3 min  annealing  at  891*C  in  oxigen 
atmosphere.  The  lattice  parameters  of  this  tetragonal  phase  are  a = b = 3.84 
A and  c = 31.96  A.  The  average  composition  of  the  pellets  of  this  type  found 
by  SEM  analysis  was  (Tl,  P6)i  - Ca2  - Ba*. i - Otis.e  - O,  the  Tl-Pb  ratio 
being  4.4.  We  should  mention  here  that  a slight  change  in  the  composition 
lead  to  different  c-parameter  of  the  tetragonal  elementary  cell.  For  example 
the  composition  (Tl  + P6)i  - Ca2.g  - BaiA  - Cu*A  - 0 with  the  ratio  Tl:Pb 
equal  to  3.17  has  a cell  length  of  32  A.  The  X-ray  powder  diffraction  pattern  is 
practically  the  same  as  the  one  of  the  first  mentioned  compound  but  the  peak  at 
low  angles  being  quite  well  pronounced  is  slightly  displaced.  We  mention  here 
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this  observation  in  order  to  illustrate  the  similarity  of  the  Tl-Pb  system  to  solid 
solutions  compounds. 

We  turn  next  to  another  phase  with  lower  Tc  = 102  K but  the  same 
starting  composition  prepared  by  annealing  first  at  820°C  for  3 min  in  oxigen 
atmosphere.  After  quenching  and  grinding  the  pellet  was  annealed  for  6 min  at 
915°C.  The  result  was  an  remarkably  homogeneous  sample  with  sharp  transition 

~ K.  This  phase  was  studied  by  SEM  and  in  the  pm  range  it  has  the 
microstructure  shown  on  Fig.  1. 


Fig.  1. 

SEM  microstructure  of  the  102  K ceramic  sample.  Large  voids  are  seen  and 

crystals  are  absent 


This  crystals  free  structure  is  closely  related  to  the  a.c.  susceptibility  of  the 
sample  measured  at  different  magnetic  fields. 

3.  A.C.Susceptibility 

The  real  x*  and  imaginary  x"  parts  of  the  magnetic  susceptibility  were 
measured  simultaneously  at  different  temperatures  upon  warming  The  a.c. 
held  amplitude  was  between  24  A/m  and  800  A/m,  the  frequency  being  10  Hs. 
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The  sample  was  in  the  form  of  a prism  (2  x 4 x 10  mm).  In  order  to  minimize 
the  demagnetization  effect,  the  a.c.  field  was  chosen  to  be  parallel  to  the  length 
of  the  sample.  Corrections  for  the  demagnetization  were  performed  [12].  On 
Fig.  2a  and  Fig.  2b  the  temperature  dependence  of  the  susceptibility  x#  and 
X*  are  presented. 


Fig.  2a. 

Temperature  dependence  of  x1  measured  at  fields  24  A/m  - curve  a;  240  A/m  - 
curve  6;  2400  A/m  - curve  c and  8000  A/m  - curve  d 


The  complete  diamagnetic  shielding  is  demonstrated  by  the  value  -1  of  x' 
(or  xw  = 0)  below  60  K at  low  magnetic  fields.  At  higher  fields,  however,  the 
situation  is  entirely  different. 

The  x'(T)  curves  are  well  above  the  low  field  one  with  complete  absence  of 
common  part.  Two  stage  behaviour  in  is  not  seen  also,  in  contrast  with  the 
typical  ceramic  HTS  like  YBaGuO. 
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Fig.  2b. 

Temperature  dependence  of  xN  measured  at  the  same  fields  as  x'  (Fig.  2a) 

The  second  peak  in  xM  is  also  absent  in  agreement  with  the  x'(T)  depe- 
ndence. The  maximum  value  of  (in  fields  between  about  24  A/m  and  about 
2400  A/m),  at  which  the  magnetic  field  penetrates  completely  the  coupling  ma- 
trix is  in  agreement  with  the  larger  part  of  the  data  reported  for  ceramic  samples 
[13).  It  is  worth  mentioning  that  strong  field  dependence  of  the  maximum 
suggesting  usually  Josephson  type  grains  coupling  was  not  observed,  at  least 
in  the  fields  range  of  measurement.  In  principle,  the  observed  behaviour  can 
happen  in  the  case  when  the  contributions  to  the  susceptibility  of  the  grains 
and  the  coupling  matrix  are  not  well  temperature-separated.  To  our  knowledge 
this  situation  is  not  valid  in  our  case. 

The  a.c.  susceptibility  data  were  used  recently  by  several  authors  to  estimate 
the  transport  critical  current.  Based  on  Kim’s  critical  state  model  a method  for 
determining  the  temperature  dependence  of  the  intergranular  critical  current 
has  been  developped  by  Chen  et  al.[!2].  Using  this  method  and  neglecting 
the  volume  fraction  of  the  grains  the  temperature  dependence  of  the  transport 
critical  current  Ie{T)  has  been  reconstructed  of  Fig.  3 from  the  measured 
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susceptibilities. 


Fig.  3. 

Critical  current  temperature  dependence  of  the  102  K phase. 

4.  Results 

In  conclusion  we  briefly  enumerate  the  results  reported  here.  First  we 
mention  the  observed  variety  of  phases  of  the  superconducting  compound 
Tl-Pb-Sb—Ca-Ba-Cv-O.  Among  them  we  concentrated  our  affention  here 
on  the  102  K phase,  which  being  homogeneous  appears  to  have  monocrystalline- 
like microstructure,  complete  diamagnetic  shielding  and  specific  behaviour  of 
the  complex  susceptibility  (Fig.  2 a,b).  Finaly,  we  mention  the  reconstruction 
of  the  critical  current  temperature  dependence  Ie(T)  shown  on  Fig.  3 from  the 
measured  susceptibilities. 
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ABSTRACT 


A procedure  for  synthesizing  Y1Ba2Cu3Oxby  solid-state  reactions  has  been  developed.  The  method 
is  based  on  the  use  of  barium  compounds,  previously  synthesized,  as  mtermediate  phases 
process.  The  reaction  kinetics  of  this  procedure  have  been  established  between  860  C and  920  C. 
crystal  structure  and  the  presence  of  second  phases  have  been  studied  by  means  of  XRD  The 
sintering  behaviour  and  ceramic  parameters  were  also  determined  The  orthorhombic  typ 
structure  has  been  obtained  on  the  synthesized  powder  and  on  the  sintered  bodies  after  a cooling  cycle 
in  air  atmosphere.  Superconducting  transition  took  place  at91  K.  Sintering  densities  higher  t an  o 
D were  attained  at  temperatures  below  940’C. 

th 

1.  INTRODUCTION 

Since  the  discovery  of  High-T  Superconductivity  in  the  90  K range  in  Y,Ba2Cu30  comP™nd 1 (1)’ 
considerable  efforts  have  been  invested  toward  improving  the  synthesis  process.  This  represents  a 
important  problem,  because  of  the  great  complexity  of  the  Y203-BaO-CuO  ternary  system  (-5). 
Several  routes  have  been  proposed  for  the  consecution  of  reproducible  and  reliable  synthesis 
processes,  which  lead  to  single-phase  superconducting  powder  and  ceramic  materials.  Most  o ese 

routes  have  two  features  in  common:  a)  the  formation  begins  from  a mixture  of  three  distinct 
precursors  or  raw  materials;  and  b)  for  some  of  the  several  steps,  barium  carbonate  is  present  as  a raw 
material  or  as  an  intermediate  product  from  some  precursor  (6-8).  In  a previous  work  (9),  a procedure 
for  synthesizing  Y Ba  CmO  via  solid-state  reaction  from  intermediate  phases  was  given.  In  these 
intermediate  phases,  the  barium  cation  is  fully  combined  with  CuO  and/or  Y203  in  adequate  amounts^ 
By  this  procedure,  BaC03,  which  plays  a retarding  role  in  the  synthesis  process,  is  not  present  through 
the  reaction  pathway.  Ruckenstein  et  al.  (10)  have  studied  another  of  these  possible  reactions. 


Y2Cu205  + 4BaCu02 


- 2Y1Ba2Cu3Ox 


[1] 


but  the  slow  formation  reaction  rate  of  Y2Cu205  (4)  and  the  high  temperatures  in  which  the  reaction 
[eq  1]  takes  place  are  major  problems  that  hinder  their  practical  application.  Better  results  were 
c^ainedfbr  Halasz  et  al.  (11)  by  means  of  the  use  of  Ba2Cu3Os  as  the  intermediate  synthesized  phase, 
which  reacts  with  Y203  to  give  Y1Ba2Cu3Ox  according  to  the  reaction  sequence. 


2Ba2Cu305  + Y203 


->2Y1Ba2Cu3Oi 


[2] 


The  reaction  [eq.  2]  was  systematically  studied  by  the  present  authors  in  previous  work,  along  wrth 
two  other  possible  pathways,  based  on  the  use  of  the  oxycarbonates,  Y2BaA-^°*a“ 
Y Ba  C),.yCO  . The  results  of  the  three  processes  were  promising,  but  the  presence  of  CO 
oxycarbonates2  was  a limiting  factor  in  the  reaction  kinetics.  The  third  pathway,  Ba2Cu305+  1/2Y203, 
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led  to  the  formation  of  single-phase  Y1Ba2Cu3Ox  at  920*C  in  relatively  short  times-1  to  2 hours. 
Nevertheless,  the  nature  of  the  Ba2Cu305  synthesis  product,  which  is  a mixture  of  BaCuO  plus 
uncombined  CuO,  gives  rise  to  the  formation  of  intermediate  Y2Cu  O,  from  free  Y.O  , which  was 
a retarding  compound  for  the  reaction.  2 3 

In  the  present  work,  two  new  reaction  pathways  have  been  analyzed  for  their  possible  usefulness  as 
adequate  synthesis  methods  for  obtaining  YjBa^UjO^,  without  the  presence  of  barium  carbonates 
or  oxycarbonates  through  the  process.  Both  of  them  start  from  stable  yttrium-barium  phases  which 

react  with  homogeneous  blends  of  BaCuCX,  + CuO,  obtained  by  calcining  adequate  amounts  of 
BaC03  and  CuO. 


2.  EXPERIMENTAL  METHOD 

BaC03  (Merck),  CuO  (Merck)  and  Y203  (Johnson  and  Mathey),  all  of  analytical  grade,  were  used 
as  raw  materials.  Two  barium-yttrium  compounds  were  synthesized  from  stoichiometric  mixtures. 
BaY204  was  obtained  from  the  calcining  of  the  corresponding  stoichiometric  mixture  of  BaCO  and 
Y203  at  1350'C  for  2 hours,  and  then  quenching  to  room  temperature.  Ba3Y409  was  obtained  by 
calcining  at  1300  C for  8 hours  with  subsequent  quenching.  The  calcination  temperatures  were 
chosen  according  to  the  phase  diagram  developed  by  Kwestroo  et  al.  ( 1 2).  The  BaCO  + 2CuO  blend 
was  heat-treated  at  920*C  for  16  hours,  and  quenched  to  room  temperature. 

The  synthesized  compound  was  identified  by  X-Ray  Diffraction  (XRD).  The  powders  were  ball- 
milled  with  isopropanol  for  3 hours  in  a zirconia  vibratory  mill,  and  then  attrition-milled  for  2 hours 
with  alumina  balls.  Adequate  amounts  of  these  compounds  were  weighted,  mixed  and  homogeneized 
by  wet  milling.^Isopressed  pellets  of  the  blends  were  heat-treated  for  different  temperatures  between 
860  C and  920  C,  at  times  from  1 to  8 hours.  The  heating  rate  was  10*C/min„  and  the  cooling  rate 
was  5 C/  min.,  in  an  air  atmosphere.  The  pellets  were  ground  and  the  phase  evolution  was  followed 
by  means  of  powder  XRD. 

The  sintering  behaviour  was  studied  on  isopressed  samples  prepared  from  Y(Ba  Cu  O powder, 
synthesized  at  the  optimum  temperature  and  time,  as  determined  in  the  kinetic2  study.  Density 
measurements,  XRD  patterns,  and  reflexion  optical  microscopy  (ROM)  with  polarized  light  were 
obtained  on  sintered  bodies.  The  sintering  process  was  developed  in  the  920-940*C  temperature 
range,  with  times  varying  between  1 and  8 hours.  The  heating  rate  was  3*C/min.,  and  the  cooling  rate 
was  1*C/  min.  The  cooling  cycle  was  carried  out  in  air  atmosphere.  Oxygen  annealing  of  sintered 
samples  was  not  performed  in  any  case. 

Transition  temperature,  Tc,  was  determined  on  the  synthesized  powders  by  magnetic  susceptibility 
measurements  performed  on  a force  magnetometer. 

3.  RESULTS 

The  XRD  patterns  of  the  barium-yttrium  compounds  showed  the  formation  of  the  pure  compounds 
BaY2°4  ^ Ba3Y4°9’  respectively.  No  trace  of  BaC03  was  observed.  The  XRD  of  the  barium-copper 
blend  showed  the  formation  of  BaCu02,  which  coexists  with  uncombined  CuO,  in  a very  homoge- 
neous mixture.  Only  small  amounts  of  liquid  were  observed  in  these  oxide  mixtures.  BaCu  O was 
the  nominal  composition  of  the  barium-copper-oxide  combination. 
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The  studied  reaction  sequences  were  as  follows: 


BaY204  + 3BaCu203 ► 2Y1Ba2Cu3Ox  (Route  1)  [3] 

Ba3Y409  + 5BaCu203  + 2CuO ► 4Y1Ba2Cu3Oi  (Route  2).  [4] 

Figure  1 shows  the  XRD  patterns  of  the  samples  synthesized  according  to  Route  1 for  different 
temperatures  and  times.  It  can  be  already  seen  at  880'C,  that  the  synthesis  reaction  is  very  advanced 
for  relatively  short  treatment  times-2  to  4 hours.  Some  amount  of  Y2BaCu05  compound,  the  green 
phase,  2-1-1,"  was  observed  for  the  2-hour  treatment,  along  with  small  amounts  of  unreacted 
BaCuO  and  CuO.  The  yttrium-barium  phase  was  not  detected  for  this  time.  Higher  times  led  to  the 
progressive  disappearance  of  these  phases,  and  for  16  hours,  the  only  observed  compound  was  the 

1-2-3  phase. 

At  900X3  for  2 hours,  the  reaction  was  almost  complete;  only  very  small  amounts  of  BaCu02  could 
be  detected.  Beyond  this  time,  traces  of  second  phases  were  not  observed  from  the  XRD  patterns. 
Upon  raising  the  temperature,  the  results  were  somewhat  different.  At  920*C  for  2 hours,  the  final 
product  was  pure  Y Ba2Cu3Ox  compound,  but  the  heat  treatment  lengthening  led  to  liquid-phase 
formation,  and  to  the  reappearance  of  small  amounts  of  the  green  phase.  For  times  of  8 hours  or  more, 
the  XRD  patterns  showed  a reinforcement  of  the  0-0- 1 peaks,  probably  due  to  the  preferential  growt 
of  crystals,  nucleated  from  the  liquid  phase.  As  can  be  seen  from  the  XRD  patterns,  the  synthesized 
Y Ba  Cu  O crystallized  with  an  orthorhombic  symmetry,  type  I.  Table  I shows  the  lattice  parameters 
for  the  three  temperatures  studied  at  the  2-hour  point.  According  to  the  calculated  values  of  lattice 
parameters,  the  02  content  can  be  evaluated  as  6.95.  The  onset  temperature  was  91  K for  the  powder 
synthesized  at  900 “C  for  2 hours,  and  slightly  varies  with  temperature  and  time. 

TABLE  I 


T attice  parameters  tin  A1  and  onset  temperature  (in  K)  of  po\vdgr$  ftwt  R<?UtS-l 


Reaction  synthesis 

a 

0 

b 

o 

c 

o 

a* 

Onset  temperature 

880*C  2h 

3.8314 

3.8897 

11.657 

1.51 

90 

900°C  2h 

3.8261 

3.8957 

11.688 

1.80 

91 

920‘C  2h 

3.8297 

3.8949 

11.688 

1.69 

90 

b -a 

*a=2x — — xlOO  (orthorhombicity  parameter) 


Figure  2 shows  the  phase  evolution  during  the  heat  treatment  of  the  powders  corresponding  to  Route 
2.  A different  behaviour  as  compared  with  Route  1 can  be  observed.  The  green  phase,  which  is  formed 
in  the  first  state  of  the  synthesis  reaction  does  not  disappear  totally  through  the  whole  heat  treatment 
study.  Along  with  this  phase,  CuO  and  BaCuO.traces  are  also  present.  Nevertheless,  no  appreciable 
amount  of  the  green  phase  for  the  higher  temperatures  and  times  was  observed.  Preferential  growth 
of  the  synthesized  powders  is  also  seen  in  the  samples  heated  at  920 °C  for  4 and  8 hours.  The 
Y Ba  Cu,0  synthesized  by  Route  2 also  shows  an  orthorhombic  symmetry,  type  I,  with  the  lattice 
parameters  given  in  Table  II.  The  onset  temperature  was  89  K for  the  powder  obtained  at  900  C,  2h. 
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Figure  1.  XRD  patterns  of  Route  1,  samples 
heated  for  different  temperatures  and  times, 
o YjBa^;  □Y2BaCuO  ; • BaCuO,;  and 
■ CuO. 
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Figure  2.  XRD  patterns  of  Route  2 samples  heated  for 
different  temperatures  and  times.  ■ CuO;  o YBa  Cu  O • 
0 Y2BaCuOs;  and  • BaCuO..  2 3 *’ 
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TABLE  II 


Reaction  synthesis  ao  bo  co  o Onset  temperature 


880*C  2 h 3.8261  3.8956  11.689  1.80  89 

900*C  2 h 3.8265  3.8977  11.691  1.84  89 

920*0  2 h 3.8245  3.8953  11.691  1.83 88 

According  to  these  results,  the  90(70, 2-hour  schedule  was  chosen  as  the  better  one  to  obtain  synthesis 
powders  for  a sintering  study.  The  powders  were  ball-  and  attrition-milled,  isopressed,  and  then 
sintered  at  different  temperatures  and  times  between  920  and  940*C  for  1 to  8 hours. 

Figure  3 shows  the  densification  curves  against  temperatures  and  times  for  the  two  synthesis 
powders.  It  can  be  seen  that  the  powder  obtained  by  Route  2 has  the  best  sintering  behaviour.  It 
attained  a density  value  of  6.0 1 gr/cm3  for  930*0,  at  2 hours.  By  raising  the  temperature  and/or  time, 
somewhat  lower  density  values  were  attained,  but  the  variation  is  very  smooth.  On  the  other  hand, 
the  higher  density  value  for  powder  synthesized  by  Route  1 was  attained  at  940  C for  2 hours,  and 
the  value  was  5.95  gr/cm3;  smaller  than  that  corresponding  to  powder  2. 

Another  important  difference  between  the  two  materials  was  the  final  microstructure  and  crystal 
structure.  Figure  4 shows  ROM  micrographs  of  polished  and  optically  etched,  sintered  samples.  The 
etching  was  performed  by  means  of  polarized  light  and  crossing  nichols.  The  sample  surfaces  were 
not  etched  by  thermal  or  chemical  methods.  It  can  be  seen  that  whereas  sample  1 has  developed  a 
rather  large-grained  microstructure  with  extensive  porosity  and  heavily  twinned  grains,  sample  2 has 
developed  a fine-grained  microstructure  with  scarce  porosity  and  no  twinned  grains. 

The  crystal  structure  of  the  sintered  samples  of  Route  1 is  orthorhombic,  with  lattice  parameters 
which  are  in  good  accordance  with  type  I,  as  are  the  synthesis  powders.  On  the  other  hand,  the  crystal 
structure  of  the  sintered  samples  of  Route  2 showed  tetragonal  symmetry,  with  lattice  parameters 
which  indicated  an  oxygen  content  only  a little  higher  than  6. 


920  930  940  2 4 6 8 

Temperature  (°c  ) Time  (hours) 


Figure  3.  Densification  versus  sintering  temperature  and  time,  o Route  1;  □ Route  2. 
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Figure  4.  Micrographs  of  sintered  samples:  A)  Route  1 (940X3);  B)  Route  2 (930X3)-- both  for  2 hours. 


4.  DISCUSSION 


BaCO  has  been  used  as  the  most  reliable  source  of  barium  in  the  forming  of  Y1Ba2Cu3Ox  compound 
when  the  solid-state  reaction  procedure  is  followed,  but  as  was  pointed  out  above,  the  sluggish 
decomposition  of  the  carbonate  constitutes  a limiting  factor  in  the  Y,Ba2Cu3Ox  formation.  The 
previous  reaction  of  BaC03  with  Y203  and/or  CuO  can  avoid  this  limitation. 

The  reaction  between  Y2Ba04  and  BaCu03  is  very  fast  and  it  is  possible  to  obtain  pure  Y,Ba2Cu3Ox 
at  900’C  for  short  times;  < 2 hours.  The  low  temperature  for  which  the  reaction  is  accomplished 
can  be  attributed  to  the  presence  of  the  free  CuO  which  is  intimately  mixed  with  BaCu02.  The 
reaction  sequence  is  likely  to  occur  according  to  the  following  scheme: 


3BaCu03+  Y2Ba04  — - 2Y1Ba2CuJOx 


[5]  as  major  reaction 


CuO  + Y2Ba04  — Y2BaCuOs 

Y2BaCuOs  + 3BaCu02+  2CuO  — 2Y]Ba2Cu3Ox 


as  secondary  reactions 


In  this  case,  the  consumption  of  the  green  phase  is  very  fast,  contrary  to  the  results  of  Ruckenstein 
et  al.  (10),  when  they  studied  the  reaction  shown  in  eq.  7.  The  reaction  between  Y4Ba309,  BaCu?03 
and  CuO  is  also  very  fast,  probably  for  the  same  reasons  as  those  in  the  first  case.  The  reaction 
sequence  is  likely  the  following: 


Y4Ba30„  + 5BaCu203  + 2CuO  — 4Y1Ba,Cu3Ox 


[8]  as  major  reaction 


Y4Ba309  + 3CuO  — 2Y2BaCu05  + BaCu02 

Y2BaCu05  + 3BaCu02  + 2CuO  — - 2Y,Ba2Cu3Ox 

170 


as  secondary  reactions 


The  lack  of  reaction  completeness  in  the  route  could  be  attribute  to  the  “s‘ab“^ 
handling. 

ZlrathM  foms  an  oxycarbonate  which  lowers  the  liquid  formation  temperature.  The 

;t"eS 

to  room  temperature. 

4.  CONCLUSIONS 

Two  procedures  have  been  studied  for  overcoming  the  presence 

reaction  of  oxides  to  obtain  Y2Ba  Cu ,0,  The  proems  a“°*J^°^yse  temperatures 

rrd,herefo^ 

“d  to  maintain  a narrow  particle  size  distribution  in  the  synthes, zed  powders. 

The  effectiveness  of  the  procedures  strongly  depends  on  the  sBbility  and  rehabtlity  of  the 
The  eltectiveness  oi ^ P comnound  fulfills  these  conditions.  On  the  other  hand,  Y4Ba309 
intermediate  phases.  The  Y2Ba09  co  p ate  handling  care  is  not  taken. 

Ne^mh"* *£££££*  founds  have  led  us  to  obtain  superconducting 
p^  tough  a single  cooling  cycle  in  air  beyond  the  synthes, s temperature. 

The  sintering  of  these  powders  gtves  density  values  near ror  higher  *an95%  D,  of 

treatment. 
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ABSTRACT 

observed  to  be  stable  in  water  and  in  most  of  the  salt  systems.  Salt  processing  COT  can  orm 
a small  quantity  of  anisotropic  particles  of  Y,BaCuO,  This  mater, al  can  form  the  123  phase 
To  tape  cast  and  sintered  in  the  presence  of  the  required  levels  of  Ba  and  Cu. 

INTRODUCTION 

electric  systems3  . 

show  that  the  stability  o the  VB*^,  I phase  ^ g ^ ^ ^ vigorously  at 

small  anion  and  large  cation  S1  • 2 Qf  decomposition 

fait—  J salts,  while  in 
case  of  the  green  phase  the  salts  can  be  removed  by  washing  with  water. 

The  two  stage  approach  to  the  formation  of  YBasCusO,-,  by  utili sing ‘he  ^ 

YsBaCuOs,  formed  by  molten  salt  synthesis  as  seed  crystals  is  reported  here, 
our  tape  casting  experiments  are  also  reported  here. 
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EXPERIMENTAL  PROCEDURES 

Y2BaCu05-Salt  Equilibrium 

The  first  experiment  tested  the  stability  of  preformed  211  in  vaious  salts  to  determine  the 
best  salts  for  forming  the  211  powders.  In  the  first  method  precursor  materials  BaC03,  Y203 
and  CuO  were  taken  in  stoichiometric  proportions  of  Y2BaCu06  and  ball  milled  in  ethanol  for 
12  hours  with  YTZ  ceramic  balls.  After  drying,  the  batch  was  calcined  at  960°C  for  12  hours 
and  annealed  at  530°C  for  6 hours  in  flowing  oxygen  atmosphere.  X-ray  diffraction  studies 
confirmed  the  phase  purity  of  the  sample.  The  preformed  211  powders  was  then  mixed  with 
various  salt  systems  and  heat  treated  in  closed  magnesia  crucibles  at  temperatures  above  the 

melting  point  of  the  salt  systems10  used.  Table  1 gives  all  the  details  of  all  salt  systems  used 
and  the  resultant  phases  after  heat  treatment. 


Ratio 

Salt:211 

Salt 

Systems 

Temp 

°C 

Time 

Hrs. 

Resulting 

Oxides 

Phases 
Other  Phases 

1:1 

NaCl 

825 

3 

211 

NaCl 

1:1 

KC1 

825 

3 

211 

KC1 

1:1 

LiCl 

825 

3 

Cu2Y206,  y2o3 

LiCl 

1:1 

NaCl-KCl-LiCl 

825 

3 

Cu2Y2Ob,  y2o3 

NaCl,  KC1 

1:1 

Li2S04 

975 

3 

Cu2Y206, 

BaS04 

1:1 

Na2S04 

975 

3 

211 

Na2S04 

1:1 

Li2S04-Na2S04-K2S04 

975 

3 

211,  Cu2Y205, 

BaS04 

1:1 

Na2S04 

1050 

4 

211 

Na2S04 

1:1 

k2so4 

1050 

4 

211 

k2so4 

1:1 

Li2S04-Na2S04-K2S04 

1050 

4 

y2o3 

k2so4 

1:1 

Na2S04 

1100 

4 

211,  Y203 

Na2S04 

1:1 

k2so4 

1100 

4 

211,  Y203 

k2so4 

1:1 

NaCl-KCl 

900 

2 

211 

NaCl-KCl 

2:1 

NaCl-KCl 

900 

2 

211 

NaCl-KCl 

3:1 

NaCl-KCl 

900 

2 

211 

NaCl-KCl 

Table  1:  Stability  of  Preformed  211  Phase  in  Molten  Salt  systems 

The  salts  promising  the  best  stability  of  211  phase  were  then  studied  as  fluxes  in  produc- 
ing 211  powders  from  raw  materials.  In  this  method  precursor  materials  BaC03,  Y203  and 
CuO  in  the  stoichiometric  proportions  of  Y2BaCu05  were  mixed  with  various  salt  systems 
and  ball  milled  in  ethanol  for  12  hours.  The  dried  batch  was  then  heat  treated  in  closed 
magnesia  crucibles.  Table  2 gives  details  of  the  salt  systems  used,  the  temperature  and  time 
of  the  heat  treatment  and  the  resultant  phases. 
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Ratio 

Salt:211 

1:1 

1:1 

1:1 

1:1 

3:1 

3:1 

3:1 


Salt 

Systems 


NaCl-KCl 

NaCl 

NaF 

KI 

K2S04 

Na2S04 

NaCl-KCl 


Temp 

850 

850 

1000 

825 

1050 

1050 

1000 


Time 

Resulting  Phases 

Hrs. 

Oxides 

Other  Phases 

4 

Cu2Y205,  y2o3 

BaC03,  NaCl,  KC1 

3 

211 

NaCl 

4 

Y203,  Cu2Y205 

NaF,  BaC03 

4 

211 

KI 

4 

211,  Y203 

K2S04,  BaC03 

4 

211,  Y203 

Na2S04,  BaC03 

4 

211,  Y203 

BaC03,  NaCl,  KC1 

Table  2:  Stability  of  211  Phase  in  Precursor-Salt  Systems 

The  high  stability  of  Y2BaCu05  in  water  enabled  easy  removal  of  the  salts  by  *ePeat^ly 
waslng  with  water  X-ray  diffraction  studies  were  used  to  confirm  the  removal  of  the  rafts. 
The  washed  samples  were  then  observed  under  the  scanning  electron  mrcroscope. 

To  test  the  proof  of  concept  that  the  green  phase,  YrBaCuOs  can  be  used  as  seed  c^tafs 

^B^ 

Y2BaCu05  + 3BaC03  + 5CuO  — > 2YBa2Cu307_*  + 3C°2  (1) 

, , . . . a Qfin°r  for  12  hours  and  annealed  at  530°C  for  6 hours  in  oxygen 

atmosph^ ™ positive  and  the  123  material  was  then  formed  by  tape  casting 

proceedure. 


Tape  Casting 

To  test  the  total  concept,  123 

!or\TZL  toTure  homogeneity,  dried  and  sired  to  325  mesh  to  ensnre  uniform  small 
particle  size. 

Commercially  available  binder  (Metoramic  Sciences,  Inc.,  Clandan  Product  No.  B73210) 
was  used  in  order  to  supply  the  necessary  rh^opcj  j 

A hla rle  The  blade  height  was  consistently  set  at  0.25  mm. 

dissolved  at  a 1.5  weight  percent  ratio  with  1,1,1  trichloroethane  was  used  as  a releasmg  agent. 

The  green  tapes  were  cut  into  one  inch  square  pieces  and  laminated  in  a one .inch ^square 
me  green  P was  b ht  to  a stable  temperature  near  the  glass 
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vaned  from  2 to  3 minutes.  The  resulting  monolith  showed  no  evidence  of  individual  layers 
The  monoliths  were  then  trimmed  on  all  edges  and  diced  into  individual  compacts.  The 
rate  of  heating  for  the  binder  burnout,  as  determined  from  TGA  analysis  of  the  green  tape 
was  regulated  at  20°C  per  hour  upto  500°C  and  held  there  for  1 hour.  The  compacts  werJ 
then  taken  to  the  calcination  temperature  of  960°C  at  a rate  of  100°C/hr  and  held  there 
for  12  hours  and  then  annealed  at  530°C  for  12  hours  in  flowing  oxygen  atmosphere.  X-ray 
diffraction  analysis  revealed  the  presence  of  a nearly  single  phase  YBa,Cu307_r. 


RESULTS  AND  DISCUSSION 


Tables  1 and 12  show  the  stability  of  Y2BaCu05  in  most  of  the  salt  systems.  This  green  phase 
was  observed  to  degrade  mostly  in  those  salt  systems  that  contained  lithium  salts.  It  was 
a so  observed  that  batches  heat  treated  in  uncovered  crucibles  showed  appreciable  weight  loss, 
near  y ai*  °rder  of  magnitude  higher  than  those  runs  conducted  with  covered  crucibles.  The 

“ :C°r  bC  C?lly  removed  rePeated  washing  of  the  heat  treated  batch  with  water.  The 
SEM  micrographs  shown  in  figures  1-3  are  of  the  samples  heat  treated  at  1000°C  at  times  of 
4,  12  and  32  hours  respectively.  From  the  micrographs  it  can  be  seen  that  there  is  a small 
presence  of  anisotropic  particles  at  4 hours  which  increases  by  a great  amount  at  12  hours 
w i e for  still  longer  times  they  tend  to  be  more  rounded  or  equiaxed. 


The  process  of  combining  the  211  powders  from  the  salt  synthesis  with  BaCO,  and  CuO 
and  calcining  revealed  a phase  pnre  YBa3Cu307_,  with  no  or  very  little  of  Y.BaCuO,  phase. 

Tape  cast  mixture,  of  211  with  BaC03  and  CnO  also  revealed  a nearly  phase  pnre 

, . a*  U3  lgure  4 shows  the  XRD  pattern  of  a calcined  tape  cast  sample.  From 

this  X-ray  diffraction  plot  it  can  be  seen  that  peaks  belonging  to  the  001  lines  have  increased 
intensity  compared  to  a calculated  pattern.  This  gives  an  idea  of  the  degree  of  orientation 
and  the  Lotgermg  s factor"  calculated  for  this  pattern  gives  a factor  of  0.27  which  actually 
m"leral'  **"*.<>*  orientation.  The  density  of  the  calcined  tapes  was  about 
- 5%  of  the  theoretical  density.  Resistivity  measurements  using  a four  point  probe  method 
performed  on  the  tape  cast  samples  show  a T.  at  86  K for  zero  resistivity.  The  plot  of  resis- 
tivity against  temperature  is  shown  in  figure  5.  Figure  6 reveals  the  microstructnre  of  a tape 
cas  sample  seen  through  a surface  pore.  The  pore  is  surrounded  by  large  grains  with  some 
platy  morphology  and  appears  consistent  with  a Lotgering  orientation  factor  of  0.27. 


CONCLUSIONS 

The  Y2BaCuC>5  phase  showed  good  stability  in  the  salts  and  its  stability  in  water  facilitated 
in  easy  removal  of  the  salts.  Anisotropy  depends  on  the  growth  kinetics  as  evident  in  times 
upto  12  hours.  Longer  soak  times  tended  to  produce  more  equiaxed  particles.  It  was  seen 
that  the  crucibles  need  to  be  covered  during  to  minimize  the  weight  loss  of  the  batch  on 
heat  treatment.  It  has  been  shown  here  that  Y2BaCu06  can  be  used  as  seed  crystals  in 
the  formation  of  YBa2Cu307_x  superconductor.  As  further  proof  of  concept  we  have  shown 


176 


MlX^gri'  rf?rLe17or„“^^  ZTk^Z^u^L  show 

a Tc  of  86  K for  these  tapes. 
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Figure  3-  SEM  micrograph  of  sample  containing  precursor  (211)  materials  and 
NaCl-KCl  salt  system  heat  treated  at  1000"C  for  32  hours 


Figure  4:  XRD  pattern  for  YBa2CusO^,  formed  from  calcination  of  tapes  of 
Y2BaCu05  with  BaC03  and  CuO 
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Figure  5:  Plot  of  resistivity  versus  temperature  of  a tape  cast  sample 
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Figure  6:  SEM  Micrographs  of  a tape  cast  sample  as  seen  through  a surface  p 
for  ceramic  sintered  at  960°C  for  12  hours  8 P 
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ABSTRACT 

The  inverse  levitation  of  a high  temperature  superconductor-polymer 
composite  consisting  of  powdered  quench-melt-growth  Ba2YCu307  6 and 
cyanoacrylate  is  reported.  Magnetic  hysteresis  loop  measurements  for  the 
composite  are  compared  to  those  measured  for  the  bulk  material  prior  to 
powdering.  Differences  in  the  flux  pining  capibility  between  the  two  material 
forms  are  small  but  significant. 


INTRODUCTION 

The  recently  developed  polycrystalline  Ba2YCu307^  high  temperature  superconductor  made 
by  the  quench-melt-growth  technique  (QMG)  possesses  very  effective  mechanisms  for  pinning 
magnetic  flux  lines.1,2  This  material  requires  no  external  additive  such  as  silver,  and  st 
posseses  a very  large  critical  current  and  displays  a sizeable  levitation  effect.  The  source  of  flux 
pinning  is  attributed  to  the  small  non-superconducting  Ba2YCuOs  phase  which  is  gapped  in  si 
die  QMG  superconductor.  The  present  investigation  was  initiated  to  study  sample  size  effects 
on  macroscopic  properties  and  to  determine  the  effectiveness  of  the  QMG  superconductor  as  a 
component  in  a superconductor-polymer  composite. 


EXPERIMENTS 

A polycrystalline  Ba?YCu307.5  (5  ~ 0)  sample  was  prepared  by  the  quench-melt-growth 
technique.1, ^ A large  grain,  5 mm  x 3 mm  x 1 mm,  was  chosen  from  the  sample  and  used  for 
this  study  The  grain  was  split  into  two  parts  of  equal  weight.  One  part  was  set  aside  or 
comparison  (hereffter  referred  to  as  the  bulk  sample).  The  other  part  was  ground  into  powder 
using  a mortar  and  pestle.  The  particle  size  of  the  powder  was  distributed  from  1 css  than  M 
to  as  large  as  500  urn.  The  average  size  of  the  particles  was  estimated  to  be  70  m . 
powder  was  made  into  superconductor-polymer  composite  by  infiltrating  the . I^der 
superconductor  (80  weight  percent)  with  an  insulating  liquid  cyanoacrylate  (20  weight  perce  ). 
Thtf composite  was  curred  at  abient  temperature,  (hereafter  referred  to  as  the  composite  samp  e). 
The  volume  of  the  composite  sample  was  slightly  larger  than  the  bulk  sample. 


181 


Low  alternating  field  (ac)  susceptibility  measurements  were  performed  on  both  samples  using 
a Hartskom-type  bridge  operated  at  0.5  Oe  rms  and  at  1.68  kHz.  Electrical  resistivity  of  the 
bulk  sample  was  measured  using  a standard  four-probe  dc  technique.  Magnetic  hysteresis 
measurements  were  done  at  77  K using  a vibrating  sample  magnetometer  after  cooling  the 
samples  in  zero  applied  field. 


RESULTS  AND  DISCUSSION 

Figure  1 shows  the  temperature  dependence  for  the  electrical  resistivity  and  the  ac 
susceptibility  of  the  bulk  QMG  B^YCujO^  sample.  The  data  suggest  that  the  bulk  sample  is 
of  high  quality.  The  ac  susceptibility  data  indicates  a large  decrease  in  magnetic  susceptibility 
on  decreasing  temperature  at  92  K.  This  is  consistent  with  the  observed  decrease  in  electrical 
resistivity  . Both  results  indicate  a transition  width  about  1 K.  The  ac  susceptibility  data  also 
indicate  the  fraction  of  superconductor  was  near  100%  for  the  bulk  sample  at  77K.  (there  are 
small  fractions  of  non-superconducting  Ba2YCuOs  and  CuO.) 

Two  experiments  were  performed  using  the  bulk  and  the  composite  samples.  First  a 
permanent  magnet  was  used  to  test  both  the  levitation  and  inverse  levitation  phenomena.3 
Figure  2 shows  a photograph  of  the  composite  suspended  below  a small  magnet.  There  appeared 
to  be  no  qualitative  difference  in  either  the  levitation  or  inverse  levitation  properties  between  the 
bulk  and  the  composite  samples. 


Figure  la  Magnetic  susceptibility  of  the  bulk  QMG  BajYC^O^  as  a function  of  temperature. 
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RESISTIVITY  (mohm-cm) 


Figure  lb  Electrical  resistivity  of  the  bulk  QMG  I^YC^O-^  as  a function  of  temperature. 

ORIGINAL  PAGE 
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Figure  2 Inverse  levitation  of  a QMG  Ba^C^O^  superconductor/polymer  composite. 
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Figure  3 shows  a comparison  of  the  magnetic  hystersis  loops  for  the  bulk  QMG  Ba2YCu307. 
5 and  the  composite  sample.  A loop  for  a typical  sintered  Ba2YCu307_5  sample  is  also  included 
for  comparison.  The  loop  for  the  bulk  and  the  composite  are  similar,  both  possesing  a large 
remanent  magnetization  and  a large  amount  of  enclosed  area.  This  indicates  a significant  amount 
of  magnetic  flux  pinning.  It  also  indicates  that  powdering  the  bulk  QMG  Ba2YCu307_5  sample 
and  isolating  each  particle  in  the  polymer  does  not  destroy  the  inherent  flux  pinning  capibility 
of  the  superconductor.  The  small  differences  which  are  apparent  in  the  hysteresis  loops  for  these 
two  forms  of  samples,  are  likely  caused  by  differences  in  sample  shape,  size  and  texture.  These 
parameters  were  not  controlled  in  the  present  study.  However,  both  of  these  hysteresis  loops  are 
significantly  different  from  that  typical  of  a sintered  sample,  which  has  little  flux  pinning 
capibility. 


Figure  3 Comparison  of  the  magnetic  hystersis  loops  for  the  bulk  QMG  Ba2YCu307_i5, 
the  composite  and  a sintered  sample. 


In  the  case  of  the  inverse  levitation  effect,  the  balance  of  forces  can  be  written  as3 

M(H)[dH/dz].Zo  = g <1> 

where  M(H)  is  magnetization  per  unit  volume.  dH/dz  is  the  field  gradient  where  the  sample  is 
located  and  g is  the  acceleration  of  gravity.  hq..  *'on  < 1 > requires  positive  non-zero  value 
for  M(H)  in  the  first  quadrant  of  the  hysteresis  loop  for  the  inverse  levitation  to  be  possible. 
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Figure  3 shows  that  the  powdering  of  a bulk  sample  only  has  a limited  effect  on  reducing  M(H) 
in  this  quadrant.  The  particle  size  effect  on  M(H)  may  be  estiinated  from  the  field  dependence 
of  the  magnetization  of  a superconductor.  From  Bean’s  model  we  have 

Jc  = Km/a  <2> 


or  equivalently,  ... 

m=Jca/K  <3> 

where  m is  the  vertical  width  of  the  hysteresis  loop,  Jc  is  the  critical  current  for  the 
superconductor,  a is  the  particle  diameter  and  K is  a constant  depending  on  the  geometry  o 
sample.  For  a given  material  the  Jc  is  fixed  for  the  tempeature  of  measurement,  and  m wil 
depend  on  the  size  of  sample  through  the  parameters  a anf  K.  If  we  take  a cubic  bulk  sample 
of  magnitization  mu  cut  into  n3  equal  cubic  particles,  the  magnetization  of  eac  partic  e wi  e 
on  the  order  of  mn  = mb/n.  The  total  magnetization  per  unit  volume  achievable  by  the  n 
particles  is  thus  reduced  by  a factor  of  n,  whereas  the  volume  of  each  particle  has  been  reduced 
by  a factor  of  n3.  This  simple  analysis  suggests  that  the  reduction  of  the  magnetic  moment  is 
much  slower  than  the  reduction  of  the  volume  of  particles.  For  the  simple  study  here,  the 
change  of  total  magnetic  moment  from  the  bulk  sample  to  the  composite  sample  is  much  smaller 
than  the  factor  1/n,  suggesting  that  that  either  the  bulk  sample  meight  be  somewhat  granular  in 
nature  or  the  geometric  factor  K is  not  the  same  for  the  bulk  sample  and  the  composite  samp  e, 
or  a combination  of  both.  Obviously,  the  use  of  composites  for  levitation  must  be  weighed 
against  many  other  factors,  such  as  sample  size,  synthesis  method  and  engineering  designs. 

It  is  also  noted  that  the  particle  size  effect  is  reflected  in  the  shape  of  the  hysteresis  loop. 
The  loop  for  the  composite  sample  is  not  identical  to  that  of  the  bulk.  The  composite  loop 
appears  to  reach  a saturation  at  a lower  field  that  of  bulk.  While  the  penetration  of  the  field 
occurs  at  a higher  field  for  the  bulk  sample.  Consequently,  upon  the  application  of  field,  the 
composite  which  is  composed  of  smaller  superconducting  particles  will  begin  to  lose  its 
superconductivity  before  the  bulk  Ba2YCu30M  does.  However,  for  some  practical  application 
involving  levitation  using  superconducting  materials,  this  reduced  performance  at  high  fields  may 
not  be  a critical  factor. 
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ABSTRACT 

ItmPtiBP 

Svaton  energies  (E.  20  meV  at  4.2  K for  H=10  kOe  applied  parallel  to  the  c-ax,s). 

1.  INTRODUCTION 

A great  deal  of  effort  has  p^^^sses!^^ciate^vdth)  tl^the^matly 

requiring  high  magnetic  fields. 

wm^wiSS 

superconductors  has  not  been  clarified. 

Much  experimental  evidence  of  large  dissipative  effects  has 

ductors  by  different  measurement  techniques  such  as  DC  resistivity  ( ),  P J] J,j 

time  dependence  of  magnetization  (9).  and  fmdwcd woteWOO.  1 > ^^XmpcsZ) 

singte  crystal  Th^s^jdia^bee^pe^  current  density  and 

the  time  decay  of  the  magnetization  as  functions  of  temperature. 
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2.  RESULTS  AND  DISCUSSION 

2-1  Sample  charaotpr^t^ 

A single  crystal  (platelet  of  dimensions  2.2x1. 7x0.3  mm3)  qrown  bv  a flux  teehninnp  /i  hoe 

p^ence  TH-he ana.^®is °f  th® X^^d^ffrat^ion p^t^rn^dt(^tedthe 

221  ? Phase  only.  This  result  has  been  further  supported  by  the  maanetic 

crki  nrS0™,  at  v 200  Hz)  and  by  DC  magnetization  measurements  (commercial  9hf 
SQUIDjnagnetometer),  with  the  magnetic  field  applied  both  parallel  and  perpendicular  to  thp 
rs  f ,h®°^s,al'  Both  ,he  AC  (fig- 1 ) and  the  DC  curves  show  only ore  E ion  m as  k 
hiSVa  nh»f  ®?h  b!e  droP  at  1 ’ ° K.  thus  confirming  the  absence  of  any  contriSn  from  ?he 
ran  inn  ^5  Ph  9S9  lower  critical  fields  at  4.2  K have  been  deduced  by  analysis  of  the  low  field 

he9Mvs  H De|o7T^2^/0|  ffih8  livJValues’  estimaled  bV  'he 

factorMfalues  of  H 40  09  (corr9c,ed  ,or tha  demagnetization 
u * ..  . ’’ci  reported  in  the  literature  commonly  range  from  10  Oe  to  1000  Op- 

^^fnnenhthe  l0WGSt  values  shou,d  actuallV  flu*  penetration through non Uuoercon- 

mareriti iteetr  mt9r9row,hs  w"hm  ,he  2212  Phase,  and  are  not  an  intrinsic  feature  of  the 
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Figure  1.  AC  susceptibility  curves. 


190 


2 2 £rili£ai  omenl  measurements 

Maqnetization  cycles  up  to  5 T have  been  performed  at  different  temperatures  (fig.  2).  The  cycle 
amplitude  connected  to  J in  the  Bean  critical  state  model  (13),  decreases  rapidly  with 
increasing  temperature.  This  results  in  an  irreversible  regime  restricted  only  to  low  'eWs,  thus 
indicating  a strong  field  dependence  of  Jc  even  at  temperatures  well  below  T This  effect  is  also 
shown  in  fig.  3,  where  the  magnetization  at  2 kOe  is  reported  as  a function  of  temperature  .The 
lower  branch  corresponds  to  the  magnetization  measured  after  increasing  the  field  up  to  2 kOe, 
while  the  upper  one  corresponds  to  the  magnetization  measured  after  a cycle 
0->20  kOe->2  kOe.  At  2 kOe  there  is  no  longer  irreversibility  above  20  K. 

The  Bean  model  approach,  which  assumes  that  the  flux  gradient  is  normal  to  the  sample 
surface  and  has  a magnitude  of  4nJc,  allowed  us  to  determine  the  cntical  current  density  Jc  from 
the  "fume  magnetization.  For  the  H//c  case,  J is  isotropic  in  the  CuO  plane,  ajjjmfl u to 
appproximate  our  sample  as  an  isotropic  cylinder  of  radius  R=0. 1cm.  For  trh®n^^fnsne’ ^ 
sample  cross  section  can  be  considered  as  a rectangle;  this  results  in  a current  fl°w£9  b° 
parallel  as  well  as  perpendicular  to  the  planes  and  therefore  not  isotropic.  Following  Biggs  et 
al  (1 4)  the  sample  has  been  approximated  as  an  infinite  slab  (thickness  D=0.2  cm  in  ourcase). 
J ' in  zeraffeld  was  measured  by  two  different  procedures.  In  the  first  case,  the  remanent 
magnetization  was  measured  at  4.2  K after  a cycle  up  to  5 T and  then  warming  up  to  T in  the 
second  case,  after  zero  field  cooling,  a cycle  has  been  performed  at  each  temperature  and 
magnetization  measured.  The  same  behaviour  was  observed  in  both  cases,  thus  reflecting  that 
the  temperature  effect  is  much  more  important  than  the  time  effect.  Jc  decreases  very  rapi  y 
with  increasing  temperature,  revealing  a high  degree  of  thermal  activation  forflux  motion  across 

the  energy  barriers. 

The  temperature  dependence  of  Jc  is  well  decribed  by  the  phenomenological  law: 


J(T)  = Jc(0)  [1 


T/T  l8 


(1) 


as  reported  for  YBaCuO  (9).  Actually,  with  increasing  temperature,  the  applicability  of  the  Bean 
model  becomes  questionable  as  the  flux  creep  rate  should  be  higher  than  the > rate ^of  field 
variation.  Anyway,  the  phenomenological  relation  (1)  gives  an  estimate  of  the 
temperature  decrease  of  Jc  with  respect  to  conventional  supercondudors  wher re  1 the  exponent 
has  been  found  to  lie  in  the  range  of  1-2.5.  The  low  temperature  behaviour  of  T has  been 
analyzed  in  the  framework  of  the  thermally  activated  flux  creep  model  (1 5).  Thermal  activation 
increases  the  flux  creep  rate  thereby  reducing  the  observed  cntical  current  density,  whic 

given  by  (15): 


j(T)  = Jc0[1-(kT/U0)1n(t/t0)] 


(2) 
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M(emu) 


Figure  3.  M(H=2  kOe)  vs.  T (see  text). 
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where  J is  the  value  of  Jc  in  the  absence  of  thermal  activation  of  flux  lines,  U0  is  the  depth  of 
the  pinning  potential,  t is  a characteristic  time  for  the  expenment,  and  t0  is  a constantwhc 
depends  on  parameters  such  as  the  fluxon  oscillation  frequency,  the  average  hopping  distance 
of  the  fluxons  etc.  (1 5).  As  a consequence  of  equation  (2),  the  temperature  dependence  is 
much  stronger  than  the  time  dependence  and  therefore,  to  a first  approximation  Jc  is  time 
independent  and  linear  in  T at  low  temperatures.  From  the  intercept  04A/ 

K the  followinq  values  of  J have  been  deduced:  J (//c)  =1.1-10  A/cm  and  J (i.c)  . 

cm'  Vrom Theobserved  slope,  a. M 0-  s and  assuming , .1 0»  s <1 4),  the  aclivabon  energy  has 
been  determined  for  both  orientations:  U„(//c)  - 36meV  and  U0(Xc)  ' „ . js 

anisotropy  in  U would  suggest  that  the  flux  motion  perpendicular  to  the  Cu-0  plane 
negligible!  fluxons  essentially  move  along  the  Cu-0  planes  even  when  the  held  is  applied 

perpendicular  to  the  c-axis  (1 4). 

However  it  should  be  noted  that  equation  (2)  was  deduced  assuming  a linear  current 
dependence  of  U ; this  approximation  is  correct  only  for  the  case  of  a square-shaped  flu 
potential,  which  could  not  reflect  the  physics  of  the  actual  pinning  mechanism. 

2.3  Relaxation  measurements 

The  relaxation  properties  of  the  Bi-Sr-Ca-Cu-0  crystal  have  been  investigated  by  me^surmg 
the  time  decay  of  the  zero  field  cooled  magnetization  (Mzfc)  and  of  the  remanent  m^9netizat  o 
fM ) In  the  former  procedure,  the  sample  has  been  first  cooled  in  zero  field  from  above  Tc  and 

of  the  magnetization  is  48%),  which  is  consistent  with  the  vanishing  of  Jc  in  low  fields  well  below 


The  relaxation  data  have  been  analyzed  in  two  ways,  both  within  a thermally  activated  motion 
Dicture  In  the  first  one  the  classical  flux  creep  model,  which  assumes  the  existence  of  energy 
barriers  of  the  Tame8 heig ht , has  been  applied.  We  substituted  equation  (2)  into  the  Bean 

equations  (which  assume  Jc  independent  of  H)  (13);  for kT/uX"^ 
approximation  and  ignoring  Hc1,  the  relaxation  rate  is  given  at  the  lowest  order  in  kT/U0  by  ( ). 

d (4T1M)  / dint  = - (H2  /H*)  [1-2/3(H/H‘)]kT/U0 


H<H* 

H>H* 


(3a) 

(3b) 


d (4IIM)  / dint  = - (H*/3)kT/U0 

where  H*  = 4nJ  R/1 0 is  the  field  at  which  flux  first  penetrates  entirely  through  the  sa™Pj®: 
ourcase  the  applied  field  (1 0 kOe)  is  much  larger  (afterthe  correction  forthe  demagnetization 
S2SSJ equation  (3b),  a value  of  U0=  1 0 meV  a.  4.2  K has  been  deduced  Yeshumn 
pt  al  ("\6)  have  developed  a more  realistic  model,  which  takes  into  accoun 
dependenceof  J and  the  onset  of  irreversibility  at  Hc,.  In  particular  they  developed  a formula 
forthe  maonetization  of  a slab  in  a field  lying  in  the  slab  plane,  with  Jt  taking  theformJ-JHV 
h)"  for  hX  where  JC1  is  the  maximum  critical  current  at  a given  temperature,  h ,s  the  local  field 
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Figure  4.  Time  dependence  of  the  ZFC  magnetization  for  H=10  kOe//c. 


at  a distance, x,  from  the  slab  edge,  and  n,  a phenomenological  power.  They  found  n=1  for 
YBCuO  (with  an  U0  value  differing  only  by  a factor  of  two  from  that  deduced  from  the  original 
Bean  model)  and  n=0  (thus  recovering  the  original  Bean  equations)  for  Bi-Sr-Ca-Cu-0  single 
crystals  (3).  Moreover,  the  temperature  dependence  of  the  relaxation  rate,  going  through  a 
maximum,  is  only  partially  reproduced  by  the  model. 

On  the  other  hand,  assuming  the  existence  of  a distribution  of  activation  energies  as  in  the 
Hagen-Griessen  model  (17),  the  temperature  dependence  of  the  relaxation  rate  can  be  well 
descnbed  in  the  whole  temperature  range.  According  to  this  model,  the  relaxation  rate  (S)  has 
the  form:  ' ' 

S = |dM/(Mdlnt)|t0  = - [Eo(T)/kT  - ln(t0/x)] 1 (4) 

where  t0  is  the  starting  time  for  the  decay  recording,  t is  a characteristic  relaxation  time  which 
is  presumably  in  the  range  of  1 0 12  s-1 0 6 s (this  uncertainty  does  not  affect  the  deduced  E (T) 
values  by  more  than  1 0%),  and  Eo(T)  is  an  effective  temperature-dependent  activation  energy; 
i.e.,  a weighted  average  of  the  local  activation  energies.  The  deduced  values  of  E (T)  at  T=4  2 
K are  the  following:  Eo(//c)=  (18±2)  meV  and  Eo(±c)=  (37+2)  meV  from  the  relaxation  of  M ’ ; 
E?(//c)-(20±2)  meV  and  Eo(_Lc)=(56±2)  meV  from  the  relaxation  of  Mr.  Our  data  are  consistent 
with  a distribution  of  activation  energies  peaked  at  E=40  meV,  as  found  by  Hagen  and  Griessen 
in  their  analysis  of  Yeshurun's  relaxation  data  (3,17).  Furthermore,  our  results  confirm  the 
absence  of  significant  anisotropy  in  the  observed  Eo  which  is  found  to  increase  with  temperature 
(E«3  eV  at  20  K),  as  implied  in  the  Hagen-Griessen  model.  The  activation  energy  of  a single 
pinning  center  should  decrease  with  temperature  and  therefore,  the  observed  increase  of  E (T) 
must  be  related  to  the  existence  of  a distribution  of  activation  energies.  ° 
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must  be  related  to  the  existence  of  a distribution  of  activation  energies. 

qnmp  orocesses  occur  on  a time  scale  shorter  than  the  typical  SQUID  measuring  time  and,  at 

-'axation  is  essentially  that  associated  with  the  high- 

energy  characteristic  tail  of  the  predicted  distribution. 

Another  explanation  of  the  observed  increase  in  E(T)  a^n°f'h^m^r,^ra7nX^ 
in  Qrn  has  been  attempted  by  Larkin  and  Geshkenbein  (L.G.  mode ) ( ) 9 ® . . 

AndrSon? creep  model.  This  generalization  is  based  on  the  assumption  that  there  e^ 
Two  kiAds  of S centers:  many  weak  centers  with  rather  low  activation  energy  and  few 
strona  centers  with  high  activation  energy.  At  low  temperatures,  weak  centers  give  t e ™a'n 
contribution  to  the  pinning  and  creep  and  S(T)  monotonically  increases  with  temperature.  At 
h^h^emperatures ^the  weak  centers  are  excluded  and  the  critical  current  is  determined  by 
strona  centers  for  which  creep  is  much  slower.  This  results  in  a decrease  of  S(T)  and  in  the 
observed  increase  of  the  effective  activation  energy  E0(T),  which  is  in  turn,  related  to  the 

existence  of  high  barriers  between  equilibrium  states  of ,he  ™*ex f"J,C®s  noTclarified  ' 
model,  the  kind  of  centers  for  which  the  pinning  energy  is  high  or  low,  is  not  clarified. 

Wp  would  finally  remark  that  the  Anderson-Kim  model  and  its  extensions  do  not  take  into 
^count  possible  collectwe  effects  of  the  vortex  lines,  i.e. , the  existence  of  interact, ons  between 

In  fact,  in  the  flux  creep  picture,  flux  lines  are  considered  as  point 
Darticles " In  a bulk  superconductor,  vortex  lines  are  of  course,  one-dimensional  objects  but  due 

to  the  presence  of  defects,  they  experience  different  pinning  r °®^e 
collective  effects  of  the  flux  lines,  novel  flux  states  have  been  predicted  (19,20),  whc 
different  from  the  conventional  Abrikosov  flux  lattice.  Recently , experimental  evidence  n i favour 
""of  a "vortex  glass"  phase,  implying  both  college  eff«rts 
fl  random  DOtential  has  been  reported  for  epitaxial  films  of  YBaCuO  (21 ).  Althougn  tnese  new 
concepts  certainly  require  a more  complex  analysis  of  expenmental  data,  their  app  ica  iv 
implications  are  an  intriguing  object  of  debate. 

3.  CONCLUSIONS 

Almost  completely  reversible  magnetization  cycles  except  for  low  fields  above  30Kand  ave^ry 
strona  relaxation  of  the  magnetization  have  been  observed  in  a B^SrgCa^Uj  8 9 H/ 

These  “compared  with  those  reported  for  YBaCuO  single  cry* ■ J 

Ri  hased  compounds  the  dissipative  effects  are  much  stronger  and  that  they  take  p ace 
much  lower  temperatures  well  below  T . While  a significant  difference  between  the  values  of 
tr  crS  cu3  atT2  K is  not  generally  observed,  the  temperature  dependence ,n  he 
presence  of  magnetic  fields  is  very  different,  thus  revealing  a much  faster  thermally  abated 

flux  motion  in  the  Bi-based  compounds.  The  difference  in  the ^‘te^wfth  the  different 
BiSrCaCuO  and  YBaCuO  compounds  could  be,  in  pnnciple 
defect  structures.  In  BiSrCaCuO,  the  pinning  centers  are  S“PP^ £ be 
distributed  point  defects  (e.g.,  cross  substitutions,  . ntergrowths,  a 

pxtended  d©f©cts  such  as  twin  planes  are  present  in  YBa2Cu307.  P , 

series  of  YBaCuO  single  crystals  with  different  twin  boundary  densities  have  s own 
maanetically  deduced  J at  4.2  K is  not  significantly  affected  by  the  presence  of  twin  b°undanes 
f22?  However  a smalle^  irreversibility  regime  was  found  in  the  region  nearTc  for  an  untwinned 
mst^°Uiusfm^^  energies.  At  such  high  temperatures,  the  lattice  defects  with 

lowSptnningS energy  become  less  active  and  the  twin  boundaries  can  play  an  effective  role. 
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The  great  difference  in  the  electronic  anisoptropy  (a  value  of  3.1 03  for  the  superconducting 
effective  mass  anisotropy  has  been  reported  for  BSCCO  (23))  could  be  the  main  reason  forthe 
~t  pinning  energies  and  therefore,  for  the  different  dissipative  behaviour  shown  by 
BSCCO  and  YBCO.  A large  electronic  anisotropy  can  indeed  result  in  a reduction  of  the 
correlation  length  along  the  flux  lines  (Lc),  implying  a decrease  in  correlation  between  vortices 
in  adjacent  planes.While  in  YBCO  the  coherence  length  is  comparable  to  the  interplanar 
spacing,  in  BSCCO  it  is  four  times  smaller,  thus  implying  a more  two-dimensional  character. 

A shorter  correlation  length  along  the  vortices  results  in  a smaller  flux  bundle  volume  and, 
consequently,  in  smaller  activation  energies:  U0  = Jc%Bd2cLcr pt  where  dc  is  the  correlation  length 
of  the  vortices  in  the  planes  and  rp  is  the  spatial  range  of  the  pinning  potential  (24).  Large 
dissipative  effects  are  thus  favored  by  small  values  of  Lc,  an  intrinsic  feature  of  anisotropic 
compounds  and  thin  films,  and  by  a short  coherence  length  which  holds  for  large  K supercon- 
ductors, including  high-Tc  materials. 


Acknowledgements— We  wish  to  thank  Mr.  P.  Filaci  for  his  technical  assistance. 


REFERENCES 

1.  Palstra,  T.M.,  B.  Batlogg,  L.F.  Schneemeyer,  J.V.  Waszczak,  1988,  Phys.  Rev.  Lett.,  61,  p.  1662. 

2.  Zeldov,  E.,  N.M.  Amer,  G.  Diren,  A.  Gupta,  R.J.  Gambino.and  M.W.  McElfresh,  1989,  Phys  Rev  Lett  62  d 

3043.  >y- 

3.  Yeshurun,  Y.,  A.P.  Malozemoff , T.K.  Worthington,  R.  Dinger,  R.M.  Yandrofki,  L.  Krusin-Elbaum,  F.H.  Holtzberg, 
and  G.V.  Chandrasekhar,  1989,  Cryogenics,  29,  p.  258. 

4.  Tanaka,  S.,  and  H.  Itozaki,  1988,  Jpn.  J.  Appl.  Phys.,  27,  p.  L-622. 

5.  Tinkham,  M„  1988,  Phys.  Rev.  Lett.,  60,  p.  1658. 

6.  Palstra,  T.M.,  B.  Batlogg,  R.  Van  Dover,  L.  Schneemeyer,  and  J.  Waszczak,  1989,  Appl.  Phys.  Lett.,  54,  p.  763. 

7.  Hettinger,  J.,  A.  Swanson,  W.  Skocpol,  J.  Brooks,  J.  Graybeal,  P.  Mankiewich,  R.  Howard, 

B.  Straughn,  and  E.  Burkhardt,  1989,  Phys.  Rev.  Lett.,  62,  p.  2044. 

8.  Sun,  J.,  K.  Char,  M.  Hahn,  T.  Geballe,  and  A.  Kapitulnik,  1989,  Appl.  Phys.  Lett.,  54,  p.  663. 

9.  Yeshurun,  Y.,  A.P.  Malozemoff,  F.  Holtzberg,  and  T.R.  Dinger,  1988,  Phys.  Rev.,  B38,  p.  1 1828. 

10.  Gammel,  L.  Schneemeyer,  J.  Waszczak,  and  D.J.  Bishop,  1989,  Phys.  Rev.  Lett.,  61,  p.  1666. 

11.  Gregory,  S.,  C.  Rogers,  T.  Venkatesan,  X.  Wu,  A.  Inam,  and  B.  Dutta,  1989,  Phys.  Rev.  Lett.,  62,  p.  1548. 

12.  Balestrino,  G.,  U.  Gambardella,  Y.  Liu,  M.  Marinelli,  A.  Paoletti,  P.  Paroll,  andG.  Paterno,  1988  J of  Crystal 
Growth,  92,  p.  678. 

13.  Bean,  C.P.,  1962,  Phys.  Rev.  Lett.,  8,  p.  250. 

196 


14.  Biggs,  B.D.,  M.N.  Kunchur,  J.J.  Lin,  S.J.  Poon,  T.R.  Askew,  R.B.  Flippen,  M.A.  Subramanian,  J.  Gopalakrish- 
nan,  and  A.W.  Sleight,  1989,  Phys.  Rev.,  B39,  p.  7309. 

15.  Campbell,  A.M.,  and  J.E.  Evetts,  1972,  Adv.  Phys.,  21,  p.  199. 

16.  Yeshurun,  Y.,  A.P.  Malozemoff,  F.  Holtzberg,  and  T.R.  Dinger,  1988,  Phys.  Rev.,  B38,  p.  11828. 

17.  Hagen,  C.W.,  and  R.  Griessen,  1989,  Phys.  Rev.  Lett.,  62,  p.  2857. 

18.  Larkin,  A.,  and  V.B.  Geshkenbein,  preprint. 

19.  Nelson,  D.,  1988,  Phys.  Rev.  Lett.,  60,  p.  1973. 

20.  Fisher,  M.P.A.,  1989,  Phys.  Rev.  Lett.,  62,  p.  1415. 

21.  Koch.  R.H.,  V.  Foglietti,  W.J.  Gallagher,  G.  Koren,  A.  Gupta,  and  M.P.A.  Fisher,  1989,  Phys.  Rev.  Lett.,  63, 
p.  1511. 

22  Dinger, T.R. , G.J.  Dolan,  D.  Keane, T.R.  McGuire, Y. Yeshurun,  T.K.  Worthington,  and  R.M. Yandrotski,  1 989, 
in  Prnreftri’inns  of  the  Annual  Meetinn  ot  TMS-AIME.  Las  Veoas,  (February  27-March  3,  1989). 

23.  Farrell.  D.E.,  S.  Bonkham,  J.  Foster,  Y.C.  Chang,  P.Z.  Jiang,  K.G.  Vandervoort,  D.J.  Lam,  and  V.G.  Kogan, 
1989,  Phys.  Rev.  Lett.,  63,  p.  782. 

24.  Palstra,  T.T.M.,  B.  Batlogg,  R.B.  Van  Dover,  L.F.  Schneemeyer,  and  J.V.  Waszczak,  1989,  Phys.  Rev.  B,  in 
press. 


197 


N 9 2 - 2 1 632 

ELLIPTICAL  FLUX  VORTICES  IN  YBa2Cu307 
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Abstract-  The  most  energetically  favorable  vortex  in  YBa2Cu307  forms  perpendicular  to  an  anisotropic  plane.  This 
vortex  is  elliptical  in  shape  and  is  distinguished  by  an  effective  interchange  of  London  penetration  depths  from  one 
axis  of  the  ellipse  to  the  other.  By  generalizing  qualitatively  from  the  isotropic  to  the  anisotropic  case,  we  suggest 
that  the  flux  flow  resistivity  for  a vortex  that  forms  perpendicular  to  an  anisotropic  plane  should  have  a pr 
direction.  SimUar  reasoning  indicates  that  the  Kosterlitz-Thouless  transition  temperature  for  a vortex  mediated 
transition  should  be  lower  if  the  vortex  is  elliptical  in  shape. 


Introduction 


The  free  energy  per  unit  length  of  an  isolated  Abrikosov 
vortex  in  a type  II  superconductor  is  given  by  [1] 

Hci*o 

where  Hc  1 represents  the  lower  critical  field  and  $o  rep- 
resents a single  flux  quantum.  Single  crystal  YBa2Cu307 
can  be  viewed  as  a type  II  superconductor  that  con- 
tains one  plane  in  which  the  superconducting  properties 
are  isotropic  ( ab  plane)  and  two  planes  in  which  the  su- 
perconducting properties  are  equivalently  anisotropic  (ac 
and  be).  If  ef*  represents  the  free  energy  associated  with 
a vortex  that  forms  perpendicular  to  the  isotropic  plane, 
and  = e*c  represents  the  free  energy  associated  with  a 
vortex  that  forms  perpendicular  to  an  anisotropic  plane, 
then  for  YBa2Cu307  [2] 


cf  gff  _ 0-05T  = t 

ef  H^l  0.5T 


(2) 


Equation  (2)  indicates  that  the  formation  of  a vortex  per- 
pendicular to  the  anisotropic  plane  requires  only  1/10  of 
the  energy  required  by  the  formation  of  a vortex  perpen- 
dicular to  the  isotropic  plane. 

But  in  order  for  a vortex  to  form  perpendicular  to  an 
anisotropic  plane,  the  anisotropic  plane  has  to  be  inci- 
dent on  a non-superconducting  region.  This  is  certainly 
the  case  in  an  a (or  6)  axis  oriented  thin  film,  where  al- 
most the  entire  surface  is  an  anisotropic  plane.  Further, 
for  bulk  YBa2Cu307,  studies  indicate  that  as  many  as  75 
% of  the  grain  boundaries  in  a “shake  and  bake”  sample 
contain  ab  planes  [3],  while,  depending  on  the  density, 
18  to  35  % of  the  bulk  sample  consists  of  empty  pock- 
ets or  voids  [4].  If  many  of  the  isotropic  ab  planes  are 
incident  on  other  grains,  then  many  of  the  anisotropic 
ac  and  be  planes  should  be  incident  on  the  voids.  Ev- 
idently there  is  ample  opportunity  for  the  formation  of 


vortices  perpendicular  to  anisotropic  planes,  even  inside 
bulk  YBa2Cu307. 


Discussion 

The  London  theory  solution  for  the  magnetic  flux  density 
around  a vortex  that  forms  perpendicular  to  an  isotropic 
plane  indicates  that  [5] 

B oc  K0  (j)  , (3) 

where  r is  the  cylindrical  coordinate,  A is  the  London 
penetration  depth,  and  K0  is  a modified  Bessel  function 
of  the  second  kind.  The  London  theory  solution  for  the 
magnetic  flux  density  around  a vortex  that  forms  per- 
pendicular to  an  anisotropic  plane  indicates  that  [6,7] 


where  B is  z-directed  and  Ayy , A**  are  the  London  pen- 
etration depths  in  the  y and  x directions. 

Apart  from  the  fact  that  the  contour  lines  are  ellipti- 
cal in  shape,  the  most  interesting  aspect  of  equation  (4) 
is  that  it  predicts  an  effective  interchange  of  penetration 
depths  around  the  vortex.  In  YBa2Cu307  for  exam- 
ple, measurements  by  Worthington  et  al.  reveal  that  the 
longest  penetration  depth  is  in  the  c direction  while  the 
longest  coherence  length  is  in  the  a (or  6)  direction  [2], 
These  data  should  lead  to  a “cat’s  eye”  vortex  model  as 
shown  in  Figure  la.  (Here  x is  identified  with  the  c direc- 
tion while  y could  be  either  the  a or  the  6 direction.)  The 
orientation  of  penetration  depths  ought  to  demand  that 
B(0,Ayy)  = B(A„,0).  Instead  as  shown  in  Figure  lb, 
equation  (4)  predicts  that  B(0,  Arr)  = B(Ayy,0).  This 
remarkable  shift  has  actually  been  observed  by  Dolan 
et  at.,  who  report  oval  vortices  with  penetration  depths 
that  are  shortest  in  the  c direction  [8]. 

The  fact  that  the  most  energetically  favorable  vortex  in 
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(a)  (b) 

Figure  1 An  Abrikosov  Vortex  in  the  Anisotropic  Plane  of  YBa2Cu307 
(a)  Anticipated  Structure  Based  on  Measurements  of  Rci 
(b)  Actual  Structure  Based  on  London  Theory  and  Observation 


YBa2Cu307  forms  perpendicular  to  an  anisotropic  plane 
and  is  elliptical  in  shape,  ought  to  have  important  phys- 
ical consequences.  By  way  of  suggesting  directions  for 
future  study,  we  now  examine  two  expressions  that  were 
derived  from  isotropic  considerations,  and,  in  lieu  of  pre- 
senting a rigorous  anisotropic  treatment,  we  will  quali- 
tatively extend  these  equations  to  the  anisotropic  case. 

Working  from  the  Bardeen-Stephen  model,  Tinkham 
gives  the  following  expression  for  flux  flow  resistivity  in 
an  isotropic  superconductor  [9] 

* “ (£)  • <5> 
where  pn  is  the  normal  state  resistivity,  B is  the  space 
averaged  magnetic  flux,  and  Hc 2 is  the  upper  critical 
field.  For  YBa2Cu307,  pn  along  c is  large  compared 
to  pn  along  a (or  b)  [10],  while  Hc2  along  c is  small 
compared  to  Hc2  along  a (or  b ) [2].  Applied  to  (5),  these 
differences  lead  to 


Ph  > pja  =Pfb  • (6) 

Equation  (6)  indicates  that  the  flux  flow  resistivity  in 
the  a (or  6)  direction  is  less  than  the  flux  flow  resistivity 
in  the  c direction.  Equation  (4)  indicates  that  the  vortex 
is  elongated  in  the  a (or  b)  direction.  Evidently,  ”^er 
the  influence  of  a driving  force,  the  vortex  will  move  most 
easily  in  the  direction  of  its  own  elongation.  This  pre- 


diction appears  compatible  with  an  argument  given  by 
Clem,  in  which  the  entropy  flow  from  the  trailing  to  the 
leading  edge  of  a moving  vortex  results  in  dissipation 
[11].  An  elliptical  vortex  should  create  the  least  amount 
of  entropy  flow  (and  hence  the  least  dissipation)  when  it 
moves  in  the  direction  of  its  own  elongation. 

The  phase  transition  of  an  ultra  thin  superconducting 
film  is  another  phenomenon  that  might  be  affected  by  the 
formation  of  elliptical  vortices.  For  an  isotropic  thin  film, 
the  Koeterlitz-Thouless  transition  temperature,  Tkt,  is 
given  by  [12] 

*bT*t  = 3^’  (7) 

where  d is  the  film  thickness,  and  A is  the  bulk  penetra- 
tion depth.  In  a c-axis  oriented  thin  film,  A = Aa  = A&. 
For  an  a (or  6)  axis  oriented  film,  it  seems  appropriate 
to  replace  1/A2  by  an  effective  value.  For  example, 


effective 


1 

2 


Since  Xe  > Xa,  one  concludes  that 


(8) 


( Tkt ) 


a axis  oriented 


< 


{Tkt) 


c axis  oriented  * 


If  a vortex  mediated  KT  transition  does  in  fact  take  place 
in  high  Tc  superconducting  thin  films,  then  the  above 
argument  suggests  that  the  transition  region  in  an  a-axis 
oriented  thin  film  would  be  wider  than  the  transition 
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region  in  a c-axis  oriented  thin  film. 

Conclusion 

The  fact  that  the  most  energetically  favorable  vortex 
in  YBa2Cu307  is  elliptical  in  shape  should  have  impor- 
tant physical  consequences.  By  qualitatively  generaliz- 
ing from  the  isotropic  to  the  anisotropic  case,  we  note 
for  example,  that  both  the  Kosterlitz-Thouless  transi- 
tion temperature  and  the  flux  flow  resistivity  could  be 
affected  by  vortex  shape. 
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ABSTRACT 

. . ^ ^prmoactivated  vortex  mobility  in  YjBazC^Oj  are 

The  basic  characteristics  of  the  monetization  in  two  time  regimes, 

determined  by  measurement  of  t e me  1CS  ^ equilibrium  results  in  the 

The  analysis  of  the  kinetics  of  the  approach  of  th!^qUJ“^reep  rate  allows 

activation  energy,  while  th®  shown  that  the  movement  of  vortices 

determination  of  the  activated  moment.  It  is  snown 

can  be  regarded  as  the  diffusion  process. 

INTRODUCTION 

The  problem  of  vortex  pinning  is 

l~"  -- 

in  t erac t ioi^  hew.™  the  ™rt\c.V  in  many  practical  important  cases. 

T a nr>0  «irh  the  effects  of  vortex-vortex  interactions  on  pinning 

In  accordance  with  the  erieccs  o corresponds  to  strong 

two  different  cases  can  be  cons  ®*e  . reer  than  the  distance  between  vortices . 
pinning  centers  with  the  *pac  J ca„  be  considered  an  equilibrium  phase 

In  this  case  the  system  interaction  of  this  phase  with  randomly 

(crystal,  glass  or  melt) , an  analvzed  A classic  example  of  such  an 

distributed  pinning  obstacles  can  be  analy  • elastic  vortex  lattice.1 

approach  is  the  Labusch  theory  o > P ? tends  t0  the  explanation  of 

Another  example  is  Nelson  s melt  t y,  reversibility  temperature.  Note 

the  very  weak  pinning  at  temperatu  _ dislocations  must  be  formed  in  the  vortex 

that  before  melting,  a great  num  f tb  vortex  medium  in  this  case 

crystal,  and  the  real  problem  of  the  dyMmics  ™ vor£.x  lattice. 

s oterrr 

“ VZ  Lucies  vlth  spacing  larger 

than  a distance  between  vortices. 

However,  the  problem  of  intrinsic  vortices^re^inned  by 

closer  to  reality  in  the  other  case^w^ere^  obstacles  is  comparable  with  the 

the  obstacles,  and  the  dlsta  . effects  Qf  the  vortex -vortex  interactions 

distance  between  vortices  . Col  that  they  manifest  themselves 

are  important  in  this  case  also,  but  we  can  expect  that  of  the 

mobility3 from  the' st^f  thl  tagne'tlzarlon  of  zero-fleld  cooled  samples. 
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theoretical  consideration 

‘isUslmund"Ct°rhdUI,lne  ltS  "aenetiz,tl„n 
and  is  described  by  the  generalised  ^ fl°" 


9B/at  - V(Deff  VB), 


(1) 


indue  t^on^'vB^'is  the^rad^/nt  Cof  ett^^ductiond0and0vBisCtheCflux  t^locity0*^ 

or  annihilationl<of  vomceTi^df  the" ? U,  ~ multiplication 

within  a superconductor.  The  flux  velocity^./ the  rt.  th<ire  n°  Weak  links 
a vortex  through  an  array  of  pinning  obstacles  c™  °f 

V - v0exp(-U/kT)sinh(oVB/kT) . ^ 

which  has  been  overcome  f o^XXXdisplacXX 100  ?at  th®  energy  barrier  AF, 
force  (VB),  and  it  is  an  analytical  futt“ V^ES?1. ^ d^* 


AF^VB)  - AF(0)  T qVB , AF(0) 


. ’ (3) 

where  + corresponds  to  displacements  with  VB  i-n 

is  the  activation  energy,  and  q is  the  activated6  ^ °Pposite  direction,  U 
m is  the  magnetic  moment  of  the  vortex  or  vort*  moment . a-m^ , m-^  ni2,  where 
flux  of  one  vortex,  n is  the  nX  „f  J Bundle'  *>“2-7x10'7  Gem*  is  the 
displacement  of  the  bundle  or  vortex  at  an  th®  bundle>  £i  is  the 

length  of  a displaced  section  of  the  bundle  V®  °n  event>  £2  is  the  effective 

tha'Tr  ?'  “ar*St  plnnlng  along  the  vorTax  (Fi.^oT117  ?“  dl=tiln“ 

the  limiting  velocity  which  equals  Uv  where  v i*Th  S g'  2)  * V°  in  E*-(2'>  is 
id  a :iolV1’  ~ *« 

movement  of  \he  XXx^is^ovXbXrXr  .^The  ^tX^*1  f°rCe’  VB>VBcr-U/a,  the 
Eq.  (2)  because  it  is  controlled  not  bv  th  € movement  is  not  described  by 
events  but  by  the  rate  of  the  dissipation o/lT™*  °f  fluctuatio"  depinning 
v“(1/7)^B,  where  y is  the  viscosity  7>®  6 vortex  energy.  In  this  case 

WVB>?  IretgivIn1inlt«gV<™,kerd  a«  th«eSP°nfn8  dlf£usl°"  ^efficient, 
of  Eg.  (1)  can  be  obtained  analytically  6 "hlCh  the  elution 

VBPVB^m,"'.  “the  “gnetic  induction  with 

on  VB.  lea  Uux  flo“  «Slon  when  0.fI-D,-B/7  ls  independent 

and  ai^(oVBCATd  ^7^“^  thia" 'region  ^ “VB/kI>>1' 

superconductor , or  its  average  induction.  £"^££1 
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time:4,6 


M(t)  . P l„t,  P - dM/dlnt  - kTR/(84F/3VB)  - (kTR/n(R»  , 


(4) 


where  R Is  Che  radius  o£  Che  sample,  o(R)  Is  the  accivaced  momenc  ac  les  surface, 
“here  the  Induction  B(R)  is  closed  to  Che  equilibrium  one,  B0. 


again: 


The  third  region  corresponds  to  the  constant  Deff=D  at  the  small  VB 


(B0av0/kT)  exp  ( -U/kT)  - D0exp(-U/kT)  , D0  = B0av0/kT 


(5) 


This  regime  of  ordinary  diffusion  flow  was  named  the  thermally  assisted  flux  flow 
(TAFF) .8 

It  is  important  to  note,  that  all  of  these  regim « c^«f ^foled 
measuring  the  magnetization  as  a l^en^after  applying  the  magnetic  field,  VB 
superconductor  sample.  the  critlcal  value . Unfortunately , this  stage  is 

is  great  and  is  larger  than  th  ff  while  the  field  is  turned 

difficult  to  study  because  of  nonstationary  e linear  behaviour 

on.  The  sample  Chen  goes  through  the  near  critical  state , "here^li  ^ ^ fln>l 

of  magnetization  vs.  logarithm  o c me  as  ” £ saturation,  M„<or  B0) , at 

M(t)  - Mo  + M'exp( - t/r ) , 
where  M-  is  a constant.  The  relaxation 

Thus  the  study  of  the  kinetics  of  ^ 3“"^  £ 
gives  the  opportunity  to  find  the  basic  chara  distribution  of  the 

LS-’wSSS.  ^r^.uu^h^^  Study  are  represented 

below, 

SAMPLES  AND  EXPERIMENTAL  METHOD 

Three  different  Y^a.Cu.O,  samples  with  shar^  transitions  « TC-93K  --under 
investigation:  a s1"®1*  arterial » The  QKG  sample  is  a bar  of  0.9x0. 9x5.8 

irtrstgil 

‘^t^^^actiofof  normal  phase’.  So  the  single  crystal  as 
well  as  sintered  samples  were  not  good  for  quantative  estimates. 

The  samples  were  cooled  in  zero  magnetic 

applied,  and  the  magnetization  The  magnetic  field  was 

jSSXWr lingie  crystal  sample  and  perpendicularly  to  c axes 
of  the  QMG  sample. 
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experimental  results 


«~*tio„ 

“ l::\X“y  (:fp  Illicit  MIu^T 

magnetization.  M(t)  data  for  all  thp  c i UP  ^ aPProachlng  the  equilibrium 
curves  (.,  of  Fibres  a'V  a„d  6 forTe  <*■«  "LT  2 ^ »>•««>  *» 

samples,  respectively  M vs  loe  timp  Hat-  ^ ’ i ln®^e  crystal  and  sintered 

obtained  for  the  othJr  temperaturl  InH  pl°tted  in  CUrves  <b>  • Curves 

these  Figures:  for  all  the  curves  there  a^e  lotXi*  Same  Shape  aS  in 

much  longer  times,  t>t,*  there  are  stapes  of  fh  ^ depe^dences  M(t),  and  at 
magnetization,  M,,.  In  these  stapes  t-h  f .e  apProacb  to  the  equilibrium 

behaviour:  g the  maSnetization  shows  the  exponential 


in[M(t)/M0 


in^'/No; 


- u/r  , 


where  ln(M'/M0)  are  constants.  In  curves  (c)  of  pi.,  /.  c . , 
calculated  data  of  Inf M(t)/M  -11  vs  e ,,  Fig. 4, 5 and  6,  where  the 

be  seen  that  at  t>t*therea“re  1 a “"pUs  «.  plotted,  it  can 

result  of  the  determination  of  r dener.de  PV  en?es  of  lntM( tJ/M^-l]  on  time.  The 
a special  asymptotic  "* 

the  QMG  sample  we  obtained  the  values  of  M-.T«7  . / ^ Values  of  H».  For 

Mo“*2,5  (emu^gr)  at  70K  and  4 kOe.  ^ (emu/gr)  at  70K  and  2 kOe,  and 


linear  portion  of  the  curves ^c^aruT the’  diff^f6  °hta}^Bd  as  a slope  of  the 
R is  the  effective  radius  of  the’s^nl^  diffusion  coefficients,  D-R2/r , where 

70K  we  obtained  0-6.7x10-  cm’/s  for  2 kCet^nd^ . ^/Tfor^  *££U  * 


Activated  Moment , r>  Activatpr!  t onnfK  o . _ 

logarithmic  creep  rate  P-dM/dlnt  for^the  DMr  T.ntervortex  Spacing,  a,  The 

in  the  temperature  interval  6-80K  10  The  ^ slnterec*  samples  was  measured 

Fig.  7 ,b , respectively For  tte  T ln  Fig'  7’a  and  in 

activated  moment,  a (using  the  relatlnn  itTpW%  Calculated  tba  values  of  the 

where  *c  is  the  flux  of  one  vortex  for  thl  OMG^  Derllved  values  of 

8.  vorcex,  tor  the  QMG  sample  are  plotted  in  Fig. 

Values  of  the  average  activated  length  &-(a/<b  \V2  „„„  ,.  , , . 

!bt  6etH  fr  With  ValU6S  °f  the  distance  be^een  vertices  a-lllsV*  'r 
obtained  from  measuring  the  equilibrium  magnetization,  *,.£?£«.  ' ° “* 

Activation  Enerev.  IT  and  Pre-exponenMal  Factor  n m>t- ,<  4 

kinetics  of  the  magnetization  77  <c  ~ -ui  Fl  D°‘  0btainin6  * and  a from  the 

*f  th‘  ^ermoactivi^^^/r^^r-t 

U/kT  - ln(D/D0)  - ln(rv0B0a/kTR2)  . ^ 

70K  and  2 kOe.  For  70K  and  4 k0e  U-0°  2 ^ dI-4z1o“  ^ ”"Ple  “ 
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DISCUSSION 


The  exponential  approach  to  equilibrium  is  evidence  of  the  linear  dependence 
between  the  vortex  velocity  and  the  driving  force  and  supports  the  assumption  of 
Eq  .(3).  Taking  into  account  the  relation  between  Deff  and  resistance,  p : p — 
D/c2,  where  c is  the  velocity  of  light,  we  have  to  admit  that  at  70  and  80K  and 
H-2  and  4 kOe  the  QMG  sample  of  YBa2Cu307  manifests  small  but  finite 
resistivity.  From  the  point  of  view  of  vortex  mobility  in  this  stage,  the  vortex 
medium  is  rather  "melt"  than  "glass"  (in  terms  of  M. Fisher's  theory13)  or 
crystal"  with  collective  pinning.1*  For  both  these  models  AF  must  be  the 
divergent  function  of  VB  at  V-»0:  AF-l/VB*,  0>O  for  the  vortex  glass  state,  or 
-InVB  for  the  collective  pinning  model. 

By  "vortex  melt",  we  imply  that  the  effects  of  correlations  between  the 
individual  thermoactivated  depinning  events  are  small.15  To  prove  this  suggestion 
it  is  necessary  to  consider  the  pre- exponential  factor,  Dc,  in  Eq.  (5)  in  more 
detail,  rewriting  it  through  the  activated  length,  i,  and  the  intervortex 
distance,  a , as 

°o  ” (^o2AT)  (i2/a2)vc  - LvQ(^2/a2) . (9) 

The  term,  $02/kT“L,  has  the  dimension  of  length  (e.g.  L“4  cm  at  70K)  . From  Fig. 
10  it  is  clear  that  up  to  70K  at  2 kOe  and  60K  at  4 kOe,  £<a,  i.e.  a bundle 
consists  of  only  one  vortex,  and  £ is  the  weak  function  of  temperature.  Then  £ 
rises  rapidly , i.e.  the  number  of  vortices  in  the  bundle  increases . For  n-1 , 

, that  is,  i is  close  to  an  average  distance  between  pinning  points. 

At  70K  and  higher  temperatures,  all  the  pinning  centers  are  occupied  by 
vortices,  and  the  pinning -depinning  movements  of  vortices  with  the  driving  force 
VB  can  be  interpreted  as  back-directed  diffusion  of  pinning  points  in  vortex 
medium.  Indeed,  the  velocity  of  the  point  flow  is  determined  by  the  Einstein 
diffusion  relation: 


vp  - ( Dp/kT ) V/i  * (Dp/kT)  (aVB/a)  , 


(10) 


where  Dp-a  yexp(-U/kT)  is  the  point  diffusion  coefficent,  and  Vp  is  the  gradient 
of  chemical  potential  of  the  pinning  points  in  the  magnetic  field.  The  point 
velocity,  vp  is  equal  numerically  to  the  vortex  velocity,  v: 

-vp  - v - DVB/B  (11) 

(the  relation  between  D and  v arises  from  the  definition  of  Deff  in  Eq.  (1)).  If 
we  take  into  account  that  at/-v0,  it  follows  from  Eqs.  (10)  and  (11)  that  the 
vortex  diffusion  coefficient,  D,  is  determined  by  Eq.  (5).  At  £=*a, 

Do“Lvo“l°6cni2/s : that  is  in  accordance  with  the  experimental  determination  of  D* 
through  measuring  a and  B0.  0 


It  is  clear  that  the  penetration  of  the  flux  flow  into  a sample  during 
magnetization  can  be  considered  in  terms  of  the  diffusion  theory  for  polycrystal 
samples  with  weak  grain  boundaries  too.  For  this  case  it  would  be  necessary  to 
bring  into  consideration  the  vortex  diffusion  along  the  grain  boundaries  as  well 
as  the  bulk  grain  diffusion.  Of  course  the  diffusion  description  may  be  not 
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complete  if  the  nucleation  of  vortices  is  possible  inside  "bad"  samples. 
CONCLUSION 

1.  It  is  shown  that  approach  to  equilibrium  magnetization  with  time  of  the  zero- 
field  cooled  QMG,  single  crystal  and  sintered  samples  of  YBa2Cu307  proceeds 
according  to  the  exponential  law.  The  equilibrium  values  of  the  induction, 
relaxation  time  and  vortex  diffusion  coefficient  are  determined  for  the  QMG 
sample  at  70  and  80K  and  2 and  4 kOe . 

2.  Log-creep  rate  was  measured  at  2 and  4 kOe  for  a set  of  temperatures  between 
6 and  80K.  From  these  data  the  activated  moment  a was  found.  The  analysis  of  a 
shows  that  an  activated  vortex  bundle  contains  only  one  vortex  at  the 
temperatures  and  fields  under  consideration.  An  activation  length,  i - (a/4>0)  > 
is  almost  constant  up  to  70  or  80  K.  Beyond  these  temperatures  the  distance 
between  vortices  becomes  smaller  than  i.  Up  to  these  temperatures  l is  likely  the 
average  distance  between  effective  pinning  points.  At  temperatures  higher  than 
7 OK  at  field  2 kOe  and  temperatures  ~75K  at  4 kOe  the  number  of  vortices  in  a 
bundle  grows , as  does  i . 

3.  Using  B0  and  D,  which  are  obtained  from  the  approach  to  the  equilibrium  , and 
a from  the  log-creep  stage,  the  activation  energy,  U,  has  been  determined  for  the 

QMG  sample. 

4.  The  character  of  vortex  movement  during  magnetization  with  time  at  70  and  80K 
and  2 and  4 kOe  is  In  good  agreement  with  the  diffusion  picture,  which  does  not 
take  into  account  the  effects  due  to  the  correlation  between  individual 
thermoactivation  events. 
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(a)  (b) 


Fig.  1.  Kinetics  of  magnetization  of  a zero-field  cooled  sample. 

a.  Equilibrium  magnetization  dependence  on  magnetic  field. 

b.  Time  dependence  of  magnetization. 

c.  Distribution  of  magnetic  induction. 

0 - the  initial  diamagnetic  state,  1-2-  the  near  critical  state  (VB<VBcr)  , 
3 - the  near  equilibrium  state,  4 - the  equilibrium  state  (VB-0,  B-B0)  . 


Fig.  2.  Thermoactivated  movement  of  a vortex,  a.  A vortex  section,  i2>  pinned 
by  obstacles,  b.  Energy  as  function  of  a vortex  displacement. 

Fig,  3.  Vortex  velocity,  v,  and  vortex  diffusion  coefficient,  Deff. 
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Fig.  4.  Kinetics  of  magnetization 
of  the  QMG  sample,  M0—_3.87(emu/gr) . 

Fig.  5.  Kinetics  of  magnetization  of  the 
single  crystal  sample,  M,,— 36.25  temu/cc] 
Fig.  6.  Kinetics  of  magnetization  of 
the  sintered  sample.  Mo— -0.68  (emu/gr). 
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Many  of  the  potential  applications  of  the  high-temperature  superconductors  require  a 
pinning  mechanism  for  flux  lattice  stabilization  in  the  mixed  state  in  order  to  provide  high 
critical  currents  and  high  levitation  forces.  Three  aspects  of  flux  pinning  are  reviewed 
here: 

(i)  The  magnetic  properties  of  single  crystals  of  YBCO,  including  such  topics  as 
anisotropy  in  the  flux  pinning  and  in  the  critical  current  density,  and  the  effects  of  twins 
on  the  flux  pinning  and  on  the  lower  critical  field. 

(ii)  A critical  field  for  depinning,  Hcp,  can  be  defined  as  that  field  at  which  the 
hysteresis  loop  changes  from  irreversible  to  reversible.  Measuring  BSSCO  as  a function 
of  temperature,  Hcp  can  be  described  by  a power  law  with  an  exponent  of  1.5. 

( Hi ) When  the  applied  field  is  changed  rapidly,  the  time  dependence  of  flux  change  can 
be  divided  into  three  regions,  an  initial  region  which  occurs  very  rapidly,  a second  region 
in  which  the  magnetization  has  a ln(t)  behavior,  and  a saturation  region  at  very  long 
times. 


INTRODUCTION 

When  a magnetic  field,  H,  is  applied  to  a type  II  superconductor  which  has  been  cooled 
below  its  critical  temperature  in  zero  magnetic  field,  all  magnetic  flux  is  excluded  from  the 
specimen  for  H<Hcl,  where  Hcl  is  the  lower  critical  field.  For  H>Hcl,  magnetic  flux 
penetrates  the  specimen,  and  a vortex  state  of  mixed  normal  and  superconducting  regions  exists 
up  to  the  upper  critical  field,  Hc2  [1].  In  this  mixed  state,  superconducting  currents  circulate  in 
planes  perpendicular  to  the  magnetic  flux  lines  and  form  vortices  threading  the  specimen.  These 
vortices  can  be  anchored  by  defects  in  the  material  called  pinning  centers.  This  pinning  inhibits 
movement  of  vortices  into  or  out  of  the  specimen.  Thermal  activation  of  the  vortices  over  the 
pinning  centers  results  in  flux  creep.  The  flux  gradient  that  occurs  due  to  the  presence  of 
pinning  forces  gives  rise  to  hysteresis  in  the  magnetization  vs  applied  field  curve.  At  any  given 
applied  field,  the  width  of  this  hysteresis  loop  is  proportional  to  the  "magnetic  critical  current", 
Jc.  At  high  fields  (but  still  with  H<Hc2),  the  forces  on  the  vortices  can  exceed  the  pinning 
forces.  The  width  of  the  hysteresis  loop  then  shrinks  to  zero  and  Jc  vanishes,  and  in  the  sense 
that  transport  current  will  not  flow  without  resistance,  the  material  is  no  longer 
"superconducting".  Finally,  for  H>Hc2,  the  density  of  vortices  becomes  so  large  that  the 
individual  vortices  overlap,  resulting  in  complete  penetration  of  the  field  and  a loss  of 
superconductivity . 
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Because  high-temperature  superconductors,  including  YBa2Cu306+x  (YBCO)  and  Bi-Sr- 
Ca-Cu-O  (BSCCO),  are  type  II  superconductors  with  relatively  low  Hcl  values  and  high  Hc2 
values,  they  will  be  in  a "critical  state"  for  many  of  their  applications.  In  the  critical  state,  with 
the  effective  field  between  Hcl  and  Hc2,  flux  lines  have  penetrated  the  material  and  are  pinned 
by  structural  defects,  chemical  inhomogeneities,  and  impurities.  A detailed  knowledge  of  how 
flux  penetrates  the  materials  and  its  behavior  under  the  influence  of  applied  fields  and  current 
flow,  and  the  effect  of  material  processing  on  these  properties,  is  required  in  order  to  apply,  and 
to  improve,  the  properties  of  these  superconductors. 


SINGLE  CRYSTAL  YBCO 

YBCO  single  crystals  have  been  grown  from  the  melt  using  a technique  described  by 
Kaiser  et  al.  [2],  The  plate-like  morphology 
of  some  of  these  crystals  can  be  seen  in 
Figure  1 . Magnetization  studies  have 
established  that  flux  pinning  in  YBCO  single 
crystals  is  highly  anisotropic  [3-8].  When  a 
magnetic  field  is  applied  parallel  to  the  c-axis, 
the  flux  lines  are  strongly  pinned,  contributing 
to  high  critical  currents  within  the  Cu-0 
planes.  In  contrast,  weak  pinning  between 
the  Cu-O  planes  contributes  to  low  critical 
currents  for  applied  fields  perpendicular  to  the 
c-axis.  This  difference  in  pinning  manifests 
itself  in  a large  anisotropy  in  the  hysteresis 
loops  when  a magnetic  field  is  applied  parallel 

to  and  perpendicular  to  the  c-axis  of  the  Figure  , Scanning  electron  micrograph  of 
crystal,  as  is  evident  in  Figure  2 [9],  These  single  crysta|s  of  YBC0  „ from  th<_ 

loops  were  measured  on  a nearly  cubic  single  meit  ni 
crystal  (120x135x120  /*m3).  The  cubic 
morphology  of  the  crystal  has  allowed  a clear 

determination  of  the  anisotropy  of  the  critical  current  density  without  the  complication  of  large, 
and  differing,  demagnetization  factors.  Our  measured  anisotropy,  (Jc//c)/(Jc±c),  is  62  at  10K 
in  an  applied  field  of  10  Oe,  which  is  higher  than  that  reported  previously  for  comparable 
conditions. 

The  observed  anisotropy  in  flux  pinning  suggests  directionality  in  the  distribution  or 
strength  of  pinning  centers.  One  proposed  anisotropic  pinning  center  in  single  crystals  is  twin 
boundaries  [4,10]  which  form  in  the  material  during  cooling  through  the  tetragonal  to 
orthorhombic  transition.  The  (1 10)  and  (110)  twin  planes  lie  parallel  to  the  c-axis,  with  typical 
spacing  between  planes  of  20  to  2000  nm  [2].  A difference  in  the  interaction  energy  of  flux  lines 
and  twin  boundaries  would  be  expected  for  flux  lines  threading  through  the  crystal  parallel  and 
perpendicular  to  the  twin  planes. 

Several  high-resolution  Bitter-pattern  studies  [11,  12]  have  shown  that  twin  boundaries 
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Figure  2.  Hysteresis  loops  at  10K  for  a YBCO  single  crystal  for  fields  applied  parallel 
to  and  perpendicular  to  the  c-axis.  The  large  difference  in  the  widths  of  the  two  loops 
is  due  to  anisotropy  of  the  critical  current. 


H 1 


do  indeed  pin  flux  lines,  resulting  in  vortex  lattices  which  are  clearly  correlated  with  the  twin 
boundary  orientation.  However,  well-developed  vortex  lattices  have  also  been  observed  in  twin- 
free  regions  [12],  indicating  that  other  intrinsic  crystalline  defects  such  as  oxygen  vacancies  act 
as  pinning  centers.  Gyorgy  et  al.  [13]  recently  determined  that  there  was  not  a significant 
difference  between  the  critical  current  densities  for  flow  within  the  Cu-0  planes  with  an  applied 
field  parallel  and  perpendicular  to  the  c-axis  of  a twinned  crystal,  leading  them  to  conclude  that 
twin  boundaries  are  not  the  dominant  pinning  centers. 

To  study  the  effect  of  the  twins  on  the 
flux  pinning,  the  magnetic  properties  of  the 
YBCO  crystal  whose  hysteresis  loops  are  shown 
in  Figure  2 was  investigated  [9].  This  crystal  had 
predominantly  one  variant  of  twin  boundary.  Its 
geometry  is  sketched  in  Figure  3.  Small 
differences  in  magnetic  behavior  were  observed 
when  the  field  was  applied  perpendicular  to  the  c- 
axis  and  either  parallel  or  perpendicular  to  the 
predominant  twin  boundary  orientation,  showing 
that  twins  have  a direct  measurable  (but  small) 
effect  on  flux  pinning.  An  example  is  shown  in 
Figure  4,  where  the  shielding  behavior  of  the 
crystal  in  the  HI  direction  (//  to  the  c axis)  is 
different  than  for  the  magnetic  field  Ito  the  c 
axis,  for  either  the  H2  ( 1 to  the  twin  planes)  or 


Twins 


Figure  3.  Geometry  used  to  study  the  effect 
of  twin  boundaries  on  flux  pinning.  HI  is  a 
field  //  to  both  the  c axis  and  the  twin 
boundaries;  H2  is  1 to  both  c and  the 
twins;  H3  is  1 to  c and  //  to  the  twins. 
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(O)  wj> 


Temperature  (K) 

Figure  4.  Shielding  measurements  for  the  same  crystal  taken  upon  heating  in  a field 
of  10  Oe,  after  cooling  in  zero  field.  HI,  H2,  and  H3  are  magnetic  field 
directions  defined  in  Figure  3. 


Applied  Field  (Oe) 

Figure  5.  Magnetization  curves  after  ~°ro  field  cooling  for  the  same  crystal,  with 
HI , H2,  H3  as  defined  in  Figure  ' H2  and  H3  differ  due  to  a difference 
in  flux  pinning  for  vortices  1 and  //  to  the  twin  boundaries. 
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the  H3  direction  (//  to  the  twin 
planes).  A second  example  is 
shown  in  the  magnetization  curves 
depicted  in  Figure  5,  where  a 
magnetic  field  is  applied  to  the  2 
zero-field-cooled  sample  for  the  s 
three  directions.  Again  the  largest 
difference  is  due  to  crystalline  * 

anisotropy,  whereas  the  behavior 
with  respect  to  the  twins  is  small, 
but  real.  The  flux-vortex  pinning 
is  greater  when  the  applied 
magnetic  field  is  perpendicular  to 
the  twin  boundaries  at  10K. 

However  this  effect  is  temperature  FiSure  6.  Magnetization  vs  applied  field  for  two 

dependent  and  reverses  at  * 80K  orientations  of  the  same  crystal.  The  applied  field  has  been 
[14],  as  is  illustrated  in  Figure  6.  corrected  for  demagnetization  (D=3). 

The  pinning  mechanisms 

responsible  for  the  high  critical  currents,  Jc,  seen  in  single  crystals  is  of  considerable  interest. 
Although  some  of  the  highest  Jc’s  for  YBCO  at  77K  reported  to  date  have  been  in  single  crystals, 
not  all  crystals  have  the  same  Jc.  (We  refer  here  to  fully  oxygenated  single  crystals,  since  Jc  at 
77K  is  lowered  when  the  oxygen  content  is  decreased  enough  to  lower  Tc  below  90K.)  A case 
in  point  is  displayed  in  Figure  7,  which  shows  a 77K  hysteresis  loop  for  a different  YBCO  single 
crystal  than  that  shown  in  Figures  2-6.  This  crystal  had  dimensions  of  200x178x75  /xm3,  and 
has  a higher  Tc  (93K)  than  the  "cube"  (Tc = 89K)  because  of  its  lower  concentration  of  impurities 
(trace  amounts  of  Al,  Si,  Ca).  The  narrowness  and  characteristic  shape  of  this  loop  shows  that 
this  crystal  must  have  only  a small  amount  of  pinning.  From  this  loop  and  the  sample  geometry 
with  H//c,  it  can  be  estimated  that  this  crystal  has  a magnetic  Jc  of  5xl03A/cm2  for  H=0.  This 
value  is  less  than  that  reported  for  many  single  crystals  and  for  quench  and  melt  growth  samples. 
It  is  larger  than  obtained  in  sintered  samples  (which  show  Jc’s  at  77K  on  the  order  of  100- 

1000 A/cm2) 


Figure  7.  Hysteresis  loop  of  a different  single  crystal  of 
YBCO  taken  with  the  field  applied  parallel  to  the  c axis. 


Although  no  firm 
conclusions  can  be  drawn  at 
present,  our  experience  indicates 
that  the  more  perfect  (geometry, 
purity,  etc.)single  crystals  tend  to 
have  much  lower  Jc’s,  whether  or 
not  they  contain  twins.  Further 
examples  are  given  elsewhere  in 
this  conference,  where  the  lower 
critical  field  was  measured  with 
high  precision,  and  the 
temperature  dependence  of  the 
Ginzburg-Landau  parameter 
derived  [15]. 
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FLUX  DEPINNING  IN  Bi  SUPERCONDUCTORS 


The  occurrence  of  flux  depinning,  at  a critical  magnetic  field  which  varies  with 
temperature,  has  been  observed  in  hysteresis  loops  of  the  high-Tc  superconductors.  The  critical 
field  for  depinning  is  relatively  low  for  the  bismuth  superconductors,  with  implications  for  both 
scientific  understanding  and  technological  applications.  We  report  here  on  the  results  of  magnetic 
measurements  on  a bismuth-based  superconductor  which  displays  three  distinct  phases. 

The  BSCCO  superconducting  oxides  [16,17]  have  certain  advantages  over  the  1-2-3 
materials  of  which  YBa2Cu307  is  the  prototype.  Among  these  advantages  are  a phase  with  a 
higher  superconducting  transition  temperature  (Tc),  the  lower  cost  of  bismuth  as  compared  to 
yttrium,  ease  of  processing  particularly  with  respect  to  annealing  and  in  forming  thin  films,  and 
indications  of  a higher  stability  with  respect  to  air  and  moisture.  Along  with  these  advantages 
is  the  inherent  disadvantage  associated  with  the  observed  magnetic  field  dependence  of  their 
superconducting  properties. 

Many  applications  of  the  high  Tc  superconductors  require  the  capability  of  carrying  large 
currents.  The  critical  current  density  arises  from  the  equilibrium  between  the  Lorentz  force 
exerted  by  the  transport  current  and  the  pinning  forces  operating  on  the  magnetic  flux  lines.  The 
flux  lines  often  form  a flux  lattice  so  that  a small  number  of  pinning  centers  can  pin  many  flux 
lines.  The  observation  of  a hysteresis  loop  conforming  to  the  Bean  critical-state  model  suggests 
the  presence  of  strong  flux  pinning  in  YBa2Cu307  [18].  In  this  model,  the  magnetic  critical 
current  is  derivable  from  the  loop  parameters.  In  particular,  the  width  of  the  hystresis  loop  at 
a given  magnetic  field  can  be  used  to  calculate  a critical  current  (generally  referred  to  as  the 
"magnetic  critical  current"). 

In  conventional  superconductors,  the  movement  of  flux  lines  occurs  by  flux  "creep"  when 
pinning  is  strong  [19]  and  by  flux  "diffusion"  when  the  transport  current  is  large  enough  to 
overcome  the  pinning  forces  [20].  Both  of  these  dissipative  phenomena  were  observed  [18]  in 
the  same  sample  of  the  high-T^  superconductor,  YBa2Cu307.  In  addition  to  these  dynamic 
effects,  a novel  behavior  is  observed  in  the  high  Tc  superconductors,  namely  a reversible- 
irreversible  transition  which  was  first  found  by  Muller,  Takashige,  and  Bednorz  [21]  during 
temperature  sweeps  in  La2Cu04_y.  At  a given  temperature,  flux  is  depinned  for  fields  higher 
than  a critical  field.  A de  Almeida-Thouless-like  behavior  was  found  to  describe  [22]  the 
separation  between  reversible  and  irreversible  behavior  in  the  susceptibility.  Similar  flux 
depinning  was  also  measured  by  a number  of  different  kind  of  experiments  in  Y-Ba-Cu-0  [23,24] 
and  in  Bi-Sr-Ca-Cu-0  [24-28]  high  temperature  superconductors. 

One  sample  of  a Bi-Pb-Sr-Ca-Cu-0  high-Tc  superconductor,  with  starting  composition 
Bij  7Pb0  25Sb0  1Ca2Sr2Cu2Ox,  is  particularly  interesting  in  that  it  displays  three  distinct 
superconducting  phases.  The  critical  field  for  flux  depinning  found  in  this  sample  was  low 
enough  to  permit  its  determination  over  a wide  temperature  range.  We  find  that  the  temperature 
dependence  of  the  critical  field  for  flux  depinning  can  be  described  by  a 3/2  power  law  for  all 
three  phases. 

The  real  and  imaginary  parts  of  the  ac  susceptibility  were  measured  in  a Hartshorn-type 
bridge  with  an  applied  ac  field  of  about  40A/m  (O.50e)  at  a frequency  of  1.68kHz.  The 
hysteresis  loops  were  obtained  in  a vibrating  sample  magnetometer.  The  real  part  of  the  ac 
susceptibility  reveals  three  distinct  temperature  ranges  associated  with  three  superconducting 
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Figure  8. 


AC  susceptibility  of  a Bi-oxide  superconductor.  The  double  traces  are  up 
and  down  temperature  sweeps.  The  real  part,  x\  shows  three  distinct 
regions  of  superconductivity.  The  imaginary  part,  x’ 
peaks. 


has  less  obvious 


ohases-  (i)  a fairly  sharp  diamagnetic  transition  starting  above  110K,  a second  transition  starting 
80K,  and  Abroad  transition  Mow  60K  (see  ^ »£ 

ac  susceptibility  shows  a weak  peak  at  about  the  center  of  the  10%/90%  range  ot  tne  nuiv 
transition  and  a stronger  peak  associated  with  the  60K  transition.  These  observations  indicate 
that  the  sample  was  prtdo^ately  three  phase,  but  with  a distribution  of  transition  temperatures, 

most  likelv  due  to  compositional  variations  within  each  phase. 

Figure  9 shows  ahysteresis  loop  at  105K  for  the  same  material  used  for  the  measurements 

in  Figure!  This  loop  is  narrow,  indicating  the  presence  of  only  a small  amount  of  flux  Pinmng 
In  addition,  the  loop  is  constricted  in  the  center,  indicating  the  probable  existence  of  dynam 
effects  similar  to  those  found  [18]  in  YBa2Cu307.  The  hysteresis  disappears i in  this  loop  for 
applied  fields  above  - 70Oe.  This  effect  was  observed  previously  (at  somewhat  different  fields) 
fn^he  hysteresis  loops  of  Bi-Ca-Sr-Cu-0  samples  prepared  by  other  techniques  t27-2^- 

Examination  of  the  plots  shown  in  Figures  9 and  10  suggests  the  existence  of  a cnt  c 
depinning  field,  Hc_,  above  which  flux  pinning  vanishes.  The  exact  definition  o sue  a cn  i 
fie!  in  our  experiment  has  some  uncertainty  since  the  transition  is  gradual.  We  define  the 
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Magnetization,  EMU/g 


critical  field,  H , as  the  field  at  which  the  separation  between  the  magnetization  for  increasing 
and  decreasing  fields  is  less  than  one-twentieth  the  peak  magnetization  (see  Figures  9 and  10). 
For  a single  phase  sample  (with  a single  value  of  T^,  a log-log  plot  of  the  critical  field  versus 
the  temperature  interval  below  the  critical  temperature  should  be  a straight  line,  i.e., 

Hcp^cp^-TITf  (1) 


where  the  prefactor  Hcpo,  the  value  of  Hcp  at  T=0,  is  a measure  of  the  pinning  strength  for  that 
superconducting  phase.  The  appearance  of  a straight  line  when  plotting  l (H^  versus  l n(l-T/Tc) 
is  very  sensitive  to  the  value  of  Tc  chosen.  The  experimental  data  for  our  three-phase  sample 
do  not  form  a straight  line,  no  matter  what  Tc  is  chosen. 

We  can,  however,  interpret  the  results  as  made  up  of  three  straight  lines,  the  first 
obtained  by  plotting  against  f(l-T/115),  the  second  obtained  by  using  f (l-T/91),  and  the  third 
using  ( (l-T/52).  An  example  is  shown  in  Figure  1 1 , for  the  data  in  the  temperature  range  35K 
to  85K.  It  is  seen  that  the  data  between  50K  and  80K  fall  on. a straight  line.  All  of  the  observed 
data,  and  the  three  fits,  are  displayed  in  Figure  12.  Note  that  the  straight  line  of  Figure  1 1 
appears  as  a curved  line  in  Figure  12,  since  the  abscissa  is  different. 

The  three  numbers,  115K,  91K,  and  52K,  were  chosen  to  give  the  three  best  linear  fits 
for  which  the  slope  (exponent)  is  1.5.  When  these  temperatures  are  overlayed  on  the  real  part 
of  the  ac  susceptibility  results  of  Figure  8,  Figure  13  is  obtained.  It  then  appears  to  be 
reasonable  to  consider  these  numbers  as  the  real  "onset"  temperatures  for  the  three 
superconducting  phases.  They  have  somewhat  higher  values  than  what  might  have  have  been 

It  is  interesting  to  compare  these 
results  with  earlier  work  [26]  on 
magnetic  measurements  of  the 
superconducting  properties  of  a 
crystalline  chunk,  consisting  of  many 
small  crystals,  prepared  by  casting  from 
the  oxide  melt  with  a starting 
composition  of  Bi3Ca2Sr2Cu30x.  AC 
susceptibility  revealed  an  onset 
temperature  of  82  K and  a transition 
width  of  * 10  K.  Hysteresis  loops  at  70 
K showed  a very  small  hysteresis, 
indicating  a low  density  of  effective  flux 
pinning  sites  at  this  temperature,  similar 
to  the  behavior  observed  for  some 
superconducting  samples  of  the  Bi-Ca- 
Sr-Cu-O  system  prepared  by  other 
Figure  11.  Log-log  plot  of  critical  field  for  flux  techniques.  However,  the  magnetization 
depinning  versus  reduced  temperature,  assuming  a at  10  K showed  no  hysteresis  for  fields 
critical  temperature  of  9 IK.  The  solid  line  is  a linear  greater  than  *3.5  kOe,  a much  smaller 
fit  for  temperatures  from  50  to  80K.  value  than  observed  in  the  Bi  sample 

reported  on  above.  This  critical  field  for 


chosen  directly  from  the  data  of  Figure  8. 


Ln (1 -T/91) 
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flux  depinning,  Hcp,  appeared  to  vary  with  temperature  as  Hcp  = 4980(l-T/82)2,5.  The 
exponent  is  very  similar  to  what  Lundy  et  al  observed  [27]  in  a different  sample,  but  the 
prefactor  is  considerably  different  in  the  two  samples.  If,  however,  as  discussed  in  [26],  it  is 
assumed  that  each  sample  consists  of  more  than  one  phase,  with  more  than  one  Tc,  another 
interpretation  of  the  data  is  posssible.  Instead  of  fitting  the  data  to  one  line,  the  Hcp  values  could 
be  subdivided  into  several  lines,  each  with  a smaller  slope  than  the  average  value.  It  thus 
appears  that  these  data  are  also  consistent  with  an  exponent  of  1.5. 


Ln(l-T/I15) 

Figure  12.  Log-log  graph  of  critical  field  for  flux  depinning  versus 
reduced  temperature.  The  three  solid  lines  are  linear  (see 
text)  least  square  fits  to  the  data  points  in  their  range. 


Figure  13.  Real  part  of  the  ac  magnetic  susceptibility  of  the  present 
sample.  The  three  vertical  lines  are  obtained  as  described 
in  the  text. 
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IV.  FLUX  DYNAMICS  IN  HIGHLY-PINNED  YBCO 

One  of  the  important  technological  requirements  of  a superconductor  is  stability  of  the 
flux  lattice.  When  the  applied  magnetic  field  is  changed  suddenly,  a transient  behavior  is 
observed  whereby  the  magnetization  which  is  initially  induced  in  the  superconductor  decays 
exponentially.  This  "flux  flow"  was  observed  to  occur  in  YBCO  [18]  in  the  first  10  seconds  or 
so  the  actual  time  depending  on  the  pinning,  the  field  and  the  temperature.  Following  this 
dynamic  transient  diamagnetic  effect,  the  magnetization  decays  with  a ln(t)  behavior  as  predicted 
by  the  Anderson-Kim  [19,20]  thermally  activated  flux  creep  model.  Theoretical  consideration 
of  the  thermoactivated  movement  of  vortices  which  occur  upon  application  of  a magnetic  field 
to  a zero-field-cooled  high-Tc  superconducting  sample  predicts  a further  stage  in  the  kinetics  of 
magnetiLition:  following  the  logarithmic  decay  with  time,  (after  ~l<?s),  equilibrium  is 

approached  exponentially  [29].  (It  is  possible  that  there  are  two  different  logarithmic  decays 
asssociated  with  flux  creep  in  grains  and  grain  boundaries.  This  is  now  under  investigation.) 

Studies  of  the  kinetics  of  the  magnetization  allows  the  pinning  characteristics  to  be 
determined.  From  the  logarithmic  stage  of  the  magnetization  vs  time  curve,  it  is  possiWe  to 
obtain  an  activation  moment,  a = kTR/P,  where  k is  the  Boltzmann  “nstint  T i he 
temperature,  R is  the  effective  radius  of  the  sample,  and  P is  the  log-creep  rate  (P-dM/dln(t)) 
Since  the  magnitude  of  P also  depends  linearly  on  R,  a will  not  depend  on  the  size  of  the  samp  e 
and  hence  is  an  intensive  characteristic  of  the  material.  From  the  exponential  stage,  it  is  possible 
to  obtain  the  equilibrium  magnetization,  M0  (or  induction,  BQ),  the  time  of  relaxation,  r and 
a vortex  diffusion  coefficient,  D = R2/r.  Knowing  these  parameters  allows  an  estimation  of  the 
activation  energy  for  the  thermoactivated  vortex,  or  vortex  bundle,  movement,  U kT 
(T  V0  B0  a/kT),  where  VQ  is  the  limiting  vortex  bundle  velocity.  VQ  is  close  to  the  sound 

veloci ty^[3^3 1 ^ were  found  by  measuring  the  magnetization  as  a function  of  time  at 

different  temperatures  and  applied  fields  for  three  samples  of  YBa2Cu307  prepared  by  differen 
processes  including  a single  crystal,  a sintered  powder,  and  one  prepared  by  the  quench,  mel 
and  growth  (QMG)  method  [29,32].  All  three  samples  displayed  the  same  superconducting  onset 

temperature,^  -93K.^  ^ & ^ 09x09x5  1 mm3>  with  the  c direction  generally  in  the  plane 

perpendicular  to  its  long  axis,  cut  from  a single  grain  of  a polycrystal  produced  by  the  QMG 
by  K.  Sawano  of  the  Nippon  Steel  Co.  The  sample  can  be  considered  as  a bulk 
superconductor  without  weak  links  [32].  The  second  sample  was  a bar  2. 3x1. 7x^8  mm 
produced  by  solid  state  sintering  by  J.  Blendell  of  NIST.  The  sample  had  a uniform  g am 
structure  with  a grain  size  less  than  5 Mm.  The  third  sample  was  a single  crystal  plate 

0.9x0.8x0.06  mnr  prepared  at  NIST.  . . . 

Of  the  three  samples  studied,  only  the  QMG  sample  allowed  a determination  of  t 
effective  radius,  R,  and  thus  a quantitative  estimation  of  the  pinning  parameters:  activation 
moment,  a,  vortex  diffusion  coefficient,  D,  and  activation  energy,  U.  For  a more  detailed 
discussion,  see  [30].  For  the  sintered  sample,  the  weak  links  associated  wjththegrain 
boundaries  causes  the  effective  radius  to  be  a function  of  magnetic  field  [33].  The  effective 
radius  associated  with  the  single  crystal  is  undetermined  because  only  a portion  of  it  was 

superconducting  ^ cooled  to  the  measuring  temperature  in  zero  magnetic  field  The 
magnetic  field  was  then  applied  and  the  magnetization,  M(t),  measured  as  a function  of  time 
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70K,  4000  oe 

H //  c 


using  a vibrating  sample 
magnetometer  (VSM)  for  the 
shorter  times,  and  a commercial 
SQUID  magnetometer  for  longer 
times.  To  approach  the 
equilibrium  magnetization,  high 
temperatures  (70  and  80K)  and 
long-times  (about  four  days)  were 


5 7 9 11  13  O 40  80  120  200  280  340 


Figure  14.  (a)  Magnetization,  M,  vs  time,  (b)  M vs 
logarithm  of  time,  and  (c)  logarithm  of  (M/Mo-1)  vs  time. 
The  time  t*  marks  the  beginning  of  the  approach-to- 
equilibrium  stage.  The  dashed  lines  are  linear  best  fits. 


necessary.  The  magnetic  fields 
were  applied  parallel  to  the  long 
axis  of  the  bar  samples,  and 
perpendicular  to  the  single  crystal 
plate.  Magnetization  vs 

time  data  for  the  single  crystal  at 
70K  and  4kOe,  for  the  sintered 
sample  at  80K  and  2kOe,  and  for 
the  QMG  sample  at  80K  and  2kOe 
are  plotted  in  Figures  14a,  15a  and 
16a,  respectively.  Curves 


obtained  for  other  temperatures 
and  applied  magnetic  fields  have  approximately  the  same  shape  as  in  these  Figures:  for  all  the 
curves  there  are  log-time  dependencies  in  M(t),  and  for  much  longer  times  (t>t*),  there  are 
exponential  approaches  to  the  equilibrium  magnetization,  MQ.  The  magnetization  vs  logarithm 
of  time  curves  are  displayed  in  Figures  14b,  15b,  and  16b.  It  is  seen,  that  after  about  700 
seconds,  there  are  two  stages  of  M(t):  (i)  a log-time  dependence,  and  (ii)  at  longer  times  (after 
t*)  a deviation  from  the  log-time  dependence  during  which  the  approach  to  the  value  of  the 
equilibrium  magnetization  is  obtained  [29].  In  this  time  regime,  the  magnetization  M(t)  as 
illustrated  by  Figures  14c,  15c, 


and  16c,  obeys  an  exponential  law 
M(t)  = M0  + M’exp(-t/r),  (or 
ln[M/Mo-l]  oc  -t h),  where  M’  is  a 
constant  and  r is  the  relaxation 
time,  for  all  the  samples.  The 
values  of  the  relaxation  time,  r, 
are  obtained  as  the  slope  of  the 
linear  portion  of  the  curves  in  (c). 

Measurements  in  the 
logarithmic  stage  give  the  log- 
creep  rate,  P.  The  temperature 
dependences  of  P are  plotted  at  a 
number  of  magnetic  fields  for  the 
QMG  and  the  sintered  sample  in 
Figure  17.  These  curves  are 
similar  to  those  shown  earlier  in 
conventional  [34]  and  high- 
temperature  single  crystal  [23]  and 
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Figure  15.  (a)  Magnetization,  M,  vs  time,  (b)  M vs 
logarithm  of  time,  and  (c)  logarithm  of  (M/Mo-1)  vs  time. 
The  time  t*  marks  the  beginning  of  the  approach-to- 
equilibrium  stage.  The  dashed  lines  are  linear  best  fits. 
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Figure  16.  (a)  Magnetization,  M,  vs  Time,  (b)  M vs 
logarithm  of  time,  and  (c)  logarithm  of  (M/Mo-1)  vs  time. 
The  time  t*  marks  the  beginning  of  the  approach-to- 
equilibrium  stage.  The  dashed  lines  are  linear  best  fits. 


thin  film  [35]  superconductors. 
For  the  QMG  sample  with  its 
effective  radius,  R*  0.045  cm,  a 
can  be  derived.  Values  of  the 
activation  moment  a,  normalized 
to  4>Q  (the  magnetic  flux  of  one 
vortex  =2.07xl0'7  Gem2)  are 
plotted  in  Figure  18.  It  is  seen 
that,  for  large  enough  fields  (2  and 
4 kOe),  a is  almost  independent  of 
temperature  for  temperatures 
below  where  the  maximum  in  P 
occurs.  Taking  into  account  that 
a/<f>0=ntlt2,  where  n is  the 
number  of  vortices  in  a bundle,  £ 1 
is  the  displacement  of  the  vortex 
or  bundle  at  an  activation  event, 
and  £2  is  the  effective  length  of  a 
displaced  section  of  the  bundle,  it 
is  possible  to  estimate  the 
parameters  of  an  activation  event. 


For  the  QMG  sample  at  4kOe,  for  example,  assuming  that  n = 1 , we  can  conclude  that 
£1  — £2  — ^xlO^cm.  The  growth  of  a at  higher  temperatures  is  likely  due  to  the  increase  in  the 


number  of  vortices  in  the  bundle. 


Temperature,  K Temperature,  K 


Figure  17.  Log-creep  rate,  P,  for  the  QMG  (quench  and 

melt  growth)  and  sintered  YBCO  samples. 
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Figure  18.  Temperature  dependence  of  a /<t>0  at  a number  of  magnetic 
fields  for  the  QMG  sample. 


V.  SUMMARY 

There  is  still  much  to  be  learned  concerning  the  flux  flow  and  flux  dynamics  in  high- 
temperature  superconductors.  We  have  described  herein  some  recent  studies  on  YBCO  single 
crystals  which  show  that  twin  planes  have  a small,  but  measureable,  effect  on  flux  pinning. 
Single  crystals  with  a high  degree  of  perfection  appear  to  have  considerably  reduced  pinning  at 
higher  temperatures. 

In  samples  of  Bi-Sr-Ca-Cu,  we  found  that  there  was  a critical  field  for  flux  depinning 
which  was  sample  dependent  and  which  could  be  described  by  a power  law  in  the  reduced 
temperature  using  an  exponent  of  1.5. 

Samples  of  YBa2Cu306+x  prepared  by  three  different  techniques  were  found  to  display 
a universal  magnetization  vs  time  behavior:  after  an  initial  transient  at  small  enough  times  there 
is  a log-time  stage.  At  much  longer  times,  M(t)  approaches  equilibrium  exponentially  [29],  The 
log-rate  of  magnetization  P = dM/dln(t) , can  be  used  to  determine  the  "activation  moment" , if  the 
effective  radius  of  a sample  is  known  [29] . By  analysis  of  kinetics  of  both  the  log-stage  and  the 
approach  to  equilibrium  it  is  possible  to  determine  an  activation  energy  for  the  vortex  movement. 
Details  are  given  in  [30,31]. 
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Abstract:  The  motionless  and  very  stable  levitation  of  high- Tc  superconductors  above 
a not  rotationally  symmetric  magnet,  and  of  a magnet  above  a flat  superconduc- 
tor, demonstrates  that  pinning  and  forced  depinning  of  the  magnetic  flux  lines  (the 
Abrikosov  vortices)  in  these  type-II  superconductors  plays  a decisive  role  here.  Flux 
pinning  causes  a hysteresis  of  the  magnetization  curves,  and  thus  hysteretic  force- 
displacement  curves  when  the  superconductor  is  moved  in  an  inhomogeneous  magnetic 
field.  This  hysteresis  stabilizes  the  levitation  of  type-II  superconductors  and  strongly 
damps  its  vibration,  rotation,  and  orbiting  in  fields  of  low  symmetry.  In  perfectly  ro- 
tationally symmetric  magnetic  fields,  however,  any  superconductor  can  rotate  without 
such  friction;  this  allows  the  construction  of  superconducting  bearings. 

At  temperatures  sufficiently  close  to  the  transition  temperature  Tc,  flux  creep  caused 
by  thermally  activated  depinning  may  decrease  the  levitation  force.  A sharp  transition 
to  an  effectively  pin- free  reversible  state  is  observed  above  a (frequency  and  geometry 
dependent)  depinning  line  in  the  induction-temperature  plane.  This  onset  of  thermally 
assisted  flux  flow  (TAFF),  with  the  flux-line  lattice  obeying  a linear  diffusion  equation, 
has  been  erroneously  interpreted  as  “melting”  of  the  flux-line  lattice.  It  is  not  clear  at 
present  whether  an  ideally  pin- free  and  strongly  fluctuating  vortex  lattice  would  melt, 
what  this  melting  really  means  (flux  lines  can  cut  and  reconnect),  and  how  it  could  be 
detected. 


1.  SUPERCONDUCTOR  LEVITATING  ABOVE  A MAGNET 

Since  the  discovery  of  high- Tc  superconductors  which  stay  superconducting  above  the  tempera- 
ture of  liquid  nitrogene  [l],  the  free  levitation  of  a superconducting  disk  above  a permanent  magnet 
is  one  of  the  most  impressive  demonstration  experiments  [2-15].  A ceramic  disk  of  YBa2Cu307 
may  be  cooled  in  liquid  nitrogene  and  put  above  an  appropriately  shaped  magnet  where  it  floats 
motionless  (or  rotates,  orbits,  or  vibrates)  for  several  seconds  until  it  warms  up  to  its  transition 
temperature  Tc  « 92K  and  then  drops  on  the  magnet  (Figure  1).  This  experiment  demonstrates 
superconductivity  directly  on  a table,  not  behind  the  windows  of  a helium  cryostat. 

By  permanently  cooling  the  superconductor  in  a stream  of  evaporating  nitrogene  gas,  the  levi- 
tation continues  as  long  as  desired.  Alternatively,  a magnet  at  room  temperature  may  be  levitated 
above  a large  flat  superconductor  which  may  sit  in  a closed  vessel  with  liquid  nitrogene  [2,  15]. 
Apart  from  cooling,  superconducting  levitation  requires  no  energy  input.  Applications  of  super- 
conducting levitation  for  frictionless  bearings  or  contact-free  positioning  of  samples  will  be  dealt 
with  in  other  contributions  to  this  conference.  Levitation  of  tiny  superconducting  crystallites  may 
be  used  to  separate  these  or  to  measure  their  magnetization  [14]. 
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Perhaps  the  most  fascinating  feature  of  levitating  high-Tc  superconductors  is  that,  above  mag- 
nets with  strong  transverse  field  gradients  and  without  rotational  symmetry,  the  floatation  is  com- 
pletely motionless.  One  may  push  the  levitated  disk  to  a wide  range  of  positions  and  orientations 
where  it  will  continue  to  levitate  rigidly  [3].  This  levitation  is  thus  very  stable.  A superconductor 
levitating  above  a low-symmetry  magnet  [4],  and  also  a magnet  levitating  above  a ceramic  super- 
conductor [2],  feels  an  invisible  friction  as  if  it  were  embedded  in  sand.  The  levitating  body  digs 
its  own  potential  well”  wherever  it  sits  (self  trapping).  The  friction  is  so  strong  that  the  force  may 
become  attractive.  A superconductor  may  thus  be  suspended  below  a magnet  [6—10]  or  a magnet 
below  a superconductor  [12-13].  Various  types  of  levitation  and  suspension  with  superconductors 

are  visualized  in  Figure  2. 

In  general,  a levitating  superconductor  will  not  rotate  frictionless  even  if  it  is  perfectly  round 
[9-10].  On  the  other  hand,  a levitating  round  magnet  will  rotate  frictionless  above  a flat  or  ar  l- 
trarily  shaped  superconductor.  Rotation  of  a levitated  superconductor  (round  or  of  any  shape)  is 
frictionless  only  when  it  levitates  in  a position  where  the  magnetic  field  exhibits  rotational  sym- 
metry. A residual,  velocity-independent  friction  is  then  caused  only  by  deviations  from  perfect 
rotational  symmetry  of  the  magnetic  field.  A further  weak  friction  proportional  to  the  velocity,  in 
principle  may  originate  from  eddy  currents  which  are  induced  in  the  surrounding  conductors  by 
the  magnetic  field  of  a not  perfectly  symmetric  rotating  superconductor  or  magnet. 

In  this  paper  I will  show  that  the  strong  velocity-independent  frictional  force  on  a levitating 
superconductor,  and  on  any  type-II  superconductor  moving  in  an  inhomogeneous  magnetic  field  is 
caused  by  pinning  and  depinning  of  the  magnetic  flux  lines  in  its  interior.  Levitation  may  thus  be 
used  to  investigate  the  pinning  properties  of  a superconductor,  and  friction  in  a superconducting 
bearing  may  be  minimized  by  choosing  appropriate  materials  and  geometries. 


Fig.l.  Disks  of  the  high-Tc  superconductor  YBa2Cu307  (12  mm  diameter)  levitating 
above  four  strong  2 X 2 cm  magnets  sitting  with  north  pole  up  on  an  iron  plate  above 
a bowl  with  liquid  nitrogene.  A screw  in  the  middle  is  the  south  pole.  Above  such 
a magnet  with  no  rotational  symmetry  the  disks  can  float  motionless  in  a continuous 
range  of  positions  and  inclinations  as  if  they  were  stuck  in  sand. 
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2.  FLUX  FLOW 


All  high-Tc  superconductors,  even  as  most  superconducting  alloys  and  superconducting  com- 
pounds, are  type- II  superconductors.  In  magnetic  fields  exceeding  the  lower  critical  field  of  the  ma- 
terial Bci  ss  0.02T,  magnetic  flux  penetrates  a type-II  superconductor  in  form  of  magnetic  flux  lines. 
These  are  tiny  current  vortices  which  repel  each  other  and  tend  to  arrange  into  a more  or  less  perfect 
triangular  lattice.  Each  vortex  carries  a quantum  of  magnetic  flux  $0  = h/2e  = 2.07  x 10-15Tm2. 
The  radius  of  the  (usually  strongly  overlapping)  flux  tubes  is  A « 2 x 10-7m  (the  penetration  depth 
for  weak  magnetic  fields)  and  the  radius  of  the  vortex  core  is  ss  £ = ($0/2tt Bc2)1/2  « 1 x 10"9m  in 
the  oxide  superconductors,  where  both  A and  £ are  highly  anisotropic  (by  factors  of  ss  5 or  more). 

When  the  external  field  is  increased,  e.g.,  by  pushing  the  superconductor  closer  to  the  magnet, 
more  flux  lines  penetrate.  In  high-Tc  superconductors,  due  to  their  very  large  Ginzburg- Landau 
parameter  k = A/£  « 200,  the  internal  magnetic  field  Brev  in  equilibrium  practically  equals  the 
applied  field  Ba  as  soon  as  Ba  moderately  exceeds  Bc\.  Ideal  (pin-free,  reversible)  superconductors 
at  Ba  > 2BC\  exhibit  a reversible  magnetization 

- fi0Mrev{Ba)  = (Ba  - Brev)/(1  - N)  « 0.3  (1  — Ba/Bc2)  Bc\  (1) 

where  Bc2  ~ (2k  / In  k)Bc\  is  the  upper  critical  field  of  the  material  and  N is  the  demagnetization 
factor  of  the  specimen  {N  = 0 for  cylinders  or  slabs  in  longitudinal  field,  N - 1/3  for  a sphere, 
N = 1/2  for  cylinders  in  transversal  field,  and  1 - N < 1 for  flat  disks  in  transversal  field)! 
B = |B(r)|  is  the  magnetic  field  inside  the  superconductor  averaged  over  several  flux-line  spacings 
and  assumed  to  be  spatially  constant  in  (1). 


Fig.2.  Top  left:  A type-I  superconductor  and  a type-II  superconductor  levitating 
above  a magnet;  a type-II  superconductor  with  positive  magnetization  (trapped  flux) 
suspended  below  a magnet.  The  solid  lines  indicate  magnetic  field  lines  and  the  dashed 
lines  flux  lines.  Bottom  left:  Magnets  levitating  above  a bowl  of  a type-I  superconduc- 
tor and  above  a flat  type-II  superconductor.  Right:  The  field  of  an  axially  magnetized 
ring  magnet  has  two  isolated  zeros.  In  thv_  ^ eld  minima  superconductors  in  the  Meiss- 
ner state  (black  dots)  can  levitate  freely  even  t^’">w  the  ring.  This  type  of  suspension 
thus  does  not  demonstrate  attractive  forces  on  a superconductor. 
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If  B(r)  is  not  constant  (due  to  flux  pinning,  Section  3),  or  if  an  electric  current  with  local 
density  J(r)  ^’’Vx  B(r)  is  applied,  a Lorentz  force  P = J X B acts  on  the  flux  lines  and  causes 
them  to  drift  with  velocity  v = P /r)FF-  The  viscosity  t)ff  is  related  to  the  flux-flow  resistivity 
pFF  « pnB/Bc2  by  7)  = B2/Pff  « B Bc2/pn  where  pn  is  the  normal  conductivity  at  the  same 
temperature  T [16].  This  flux  drift  generates  an  electric  field  E — B x v.  Thus, 

E = Bxv  = B x P/tjff  = B x (J  x B)/ijff  = pff^x  (2) 


is  proportional  to,  and  directed  along,  the  current- density  component  Jj.  perpendicular  to  the  flux 
lines.  This  means,  the  presence  of  mobile  flux  lines  destroys  the  ideal  conductivity.  The  resulting 
flux-flow  resistivity  is  anisotropic:  only  currents  perpendicular  to  the  applied  field  cause  a voltage 
drop  and  a dissipation  JE , but  currents  parallel  to  the  flux  lines  are  loss  free. 

A more  careful  analysis  reveals  that,  in  ideal  superconductors,  a longitudinal  current  density 
Jii  = B(JB)  (B  = B j B)  may  cause  the  flux  lines  to  distort  spontaneously  into  helices  which  blow 
up  until  they  cut  each  other  or  the  surface  of  the  specimen  [17-19].  This  helical  instability  induces 
flux-line  motion  and  thus  dissipation.  However,  even  as  in  the  usual  flux  flow,  because  of  flux 
pinning  this  dissipation  occurs  only  when  the  current  density  exceeds  a (longitudinal)  critical 
current  density.  For  a recent  contribution  and  a compilation  of  references  on  longitudinal  currents 


in  superconductors  see  [20]. 

The  dissipation  caused  by  flux  motion  in  type-II  superconductors  in  general  is  due  to  eddy 
currents,  which  form  a dipolar  pattern  around  isolated  vortices  when  k > 1.  Part  of  the  dissipation 
originates  since  the  induced  current  flows  also  through  the  normal  conducting  core  [21] . A further 
contribution,  approximately  of  the  same  size,  originates  from  the  relaxation  of  the  superconducting 
order  parameter  A:  When  the  flux-line  core  passes  a fixed  position  in  the  material  A goes  to  zero 
for  a short  time  « f/v  [22].  Both  dissipation  effects  are  incorporated  in  the  solution  of  the  time- 
dependent  Ginzburg-Landau  theory  for  a moving  vortex  [23]  or  vortex  lattice  [24].  For  a review  on 
moving  vortices  see  [25]. 

There  has  been  some  discussion  recently  whether  dissipation  in  the  highly  anisotropic  high- Tc 
superconductors  is  always  caused  by  flux  flow.  Several  experiments  (e.g.  [26])  seemed  to  »n<bca  e 
that  the  flux-flow  concept  cannot  explain  the  measured  resistivity,  which  was  independent  of  he 
angle  between  B and  J,  both  chosen  in  the  a-b  plane  of  the  crystal.  However,  as  shown  by  Kes  e 
al.  [27],  a small  perpendicular  (to  the  a-b  plane)  field  component,  which  should  always  be  present 
in  imperfect  crystals,  can  explain  these  observations  by  the  usual  flux-flow  dissipation  (Section  ). 


3.  FLUX  PINNING 

In  all  real  superconductors  the  flux  lines  cannot  move  completely  freely  because  they  interact 
with  material  inhomogeneities,  e.g.,  precipitates,  interstitials,  vacancies,  dislocations  grain  bound- 
aries and  in  YBa2Cu307  with  twin  boundaries,  oxygen  vacancies,  and,  due  to  the  extremely  small 
vortex  core,  even  with  the  atomic  lattice  cell  and  the  Cu02  planes.  This  means,  their  energy 
depends  on  the  position  of  the  vortex  core.  Therefore,  when  the  driving  force  density  P is  less 
than  a critical  value  BJC,  or  the  current  density  less  than  a critical  value  Jc,  the  vortices  will 
pinned  and  do  not  move  [28-30].  There  is  thus  no  voltage  drop  and  no  dissipation  for  J < Jc  {to 
simplicity  I shall  now  write  J for  JL).  This  result  wifi  be  modified  at  finite  temperatures  m high-  c 
superconductors,  where  thermally  activated  depinmng  occurs  (Section  8). 

The  summation  of  elementary  pinning  forces  (which  often  are  estimated  from  the  Ginzbmg- 
Landau  theory)  is  a complicated  statistical  problem  [28-30].  A soft  flux-hne  lattice  is  more  effec- 
tively pinned  since  the  flux  hues  can  adjust  better  to  the  pins.  Jc  thus  depends  crucially  on  the 
elastic  properties  of  the  vortex  lattice  [28-31]. 

When  J exceeds  Jc  the  flux  lines  are  depinned  and  move  as  discussed  above,  but  with  a nonlinear 
resistivity,  E * Pff(J2  ~ J?Y/2-  The  dissipation  EJ  is  still  caused  by  the  viscous  motion  of  the 
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vortices,  but  now  the  vortex  velocity  is  not  constant.  Near  some  pins,  the  flux  hues  are  “plucked” 
i.e.,  uring  epimung  they  jump  with  a much  higher  than  the  average  velocity  v = E/B  In 
particular,  immediate  y above  Jc,  E and  thus  u are  small,  whereas  the  jumping  velocity  u ' is 

on  jFJxc/EB'  W d6PendS  °n  the  daStiC  reStOTing  fOTCe  aCtin®  durin8  the  J^pabut 


4.  EFFECTS  OF  FLUX  PINNING  ON  THE  LEVITATION 

d„r£re  “g  rPS  ?rCed  hy  sufficiently  large  flux  gradients  or  currents  inside  supercon- 
ductors cause  the  observed  frictional  damping  of  levitating  superconductors  or  magnet3P  As  a 

ofTheT^tai^ the  levital hon  is  stable  in  a finite  range  of  heights,  lateral  positions,  and  orientations 
of  the  levitating  body.  This  behavior  in  principle  can  be  calculated  from  the  hysteretic  magneti- 
zation curve  M(Ba)  of  the  superconductor.  The  general  expression  for  the  force  F exerted  by  a 

an?  vmtefcmfent^  is  ^ ^ SUPerconductor  (surfa<*  Welding  currents 

F = fv  J(r)  X B(r)d3r'  (3) 

mir«Ppr2maM32)  ty’  ^ ^ V °f ““  0„e 

F = (mV)  Ba(r)  = V[mBa(r)]  « AfVVBa(r)  (4) 

where  m « MV  is  the  magnetic  moment  of  the  superconductor  with  magnetization  M = -(Ba-B) 

}),  M ~ |M|'  second  identity  in  (3)  follows  from  VBa  = 0,  and  the  third  one 

holds  when  M is  nearly  parallel  to  Ba. 

According  to  Eq.  (1)  the  magnetization  Mrev  of  an  ideal  type-II  superconductor  is  always 
negative.  For  real  materials,  however,  M(Ba)  is  a non-unique  function  due  to  flux  pinning  and  may 
also  be  positive  One  has  -M  > -Mrev  when  Ba  is  increased  (since  flux  penetration  is  impeded 
y pinning),  and  M < -Afre„  when  Ba  is  decreased  (since  the  flux  does  not  want  to  move  out), 
his  hysteresis  of  M(£a)  causes  a hysteresis  of  the  force  (3)  as  a function  of  Ba(z)  or  of  the  height 

z a ove  e magnet.  There  exists,  therefore,  a continuous  range  of  equilibrium  positions  for  a 
levitating  superconductor. 

In  general,  whenever  the  specimen  is  moved  vertically  or  horizontally  in  a field  gradient  flux 
is  forced  to  enter  or  exit.  This  causes  depinning  and  thus  a friction  which  holds  a levitating  su- 
perconductor in  place.  An  even  stronger  friction  occurs  when  a magnet  levitates  above  a flat 
superconductor.  One  may  say  that  the  magnetic  field  fines  are  “anchored”  inside  a type-II  super- 
conductor since  they  are  materialized  by  pinned  flux  fines. 


5.  LEVITATION  OF  TYPE-I  SUPERCONDUCTORS 

A pinning-caused  friction  does  not  occur  in  type-I  superconductors  (e.g.,  lead  or  tin)  since 
these  do  not  contain  flux  fines.  Type-I  superconductors  expell  the  magnetic  flux  completely  when 
Ba  < (1  N)BC  where  Bc  is  the  thermodynamic  critical  field.  In  the  field  interval  (1  - N)BC  < 
B°  ty?e~l  8UPerconductors  with  demagnetization  factor  N > 0 are  in  the  intermediate 

state  [16,  30J  containing  superconducting  lamellae  or  tubes  (with  5 = 0)  surrounded  by  normal 
conducting  regions  (with  B = Bc),  or  normal  tubes  or  lamellae  in  a superconducting  matrix 
These  tubes,  with  diameters  of  many  A,  can  move  and  be  pinned  similarly  as  flux  fines  in  type- 
II  superconductors,  but  the  pinning  force  is  much  weaker.  The  magnetization  curves  of  type-I 
superconductors  are,  therefore,  reversible  and  a levitated  type-I  superconductor  has  only  one  (or 
several  discrete)  positions  of  stable  levitation  but  not  a continuous  range. 
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Tn  the  classical  demonstration  of  superconducting  levitation  a magnet  levitates  over  a concave 
howu  Ldr  ^in  a Mum  cryostat  Levitation  of  a magnet  over  a flat  type- 1 superconductor  . 
11“  rrgnetic  Reid  Les  are  expehed  from  the  type-!  -P-ond“d  the  magnet 
“roUs”  on  its  compressed  field  lines  over  the  edges  of  the  superconductor  (Figure  ). 

6.  SUSPENSION  OF  A SUPERCONDUCTOR  BELOW  A MAGNET 

When  the  Jjp^^hen  the^p^ctmdtoor'iT rrwved^owards^he^ole 

freely  suspended  below  a magnet  [6  7,  ]•  ^ density  .g  somewhat  smaller  than 

:,f ^eTt^r^r  , removed  Rotoho  P^etoerto  Reid  initially 
stays  constant  due  to  R^  pinning;Jhe  *«**«^^*  ' *>^  She  suspension^! 

tree,  of  levitation  [9|:  Aerodynamic  lev.  atron  m a tod  jet,  "L,  station  by 

waves;  radiometnc  lemtatum by  heat  ( P wd8.  magnetic  levitation  of  diamagnets 

rJ2 n of  soil’d  or  hquid  metaU  in  appropriately 

shaped  coils. 


7.  SUSPENSION  BY  A RING  MAGNET 

The  levitation  of  a superconductor  by  an  axially  magnetized  ring  m^et  isan  spedM 

case  (Figure  2).  The  magnetic  Reid  of  “gnetic  Reid 

of  « 0.4  hole  diameters i ftom . * 4* ■ coor<Unate,.  Quite  generally,  electric  and 

SSSwiS  L=spie  ilo.  have  isolated  maxima  hu,  only  minima  since  *(*>  > » - 
^ Any  dianmgnetic  material  is  attracted  to 

there  when  the  magnetic  force  exceeds  t 0 gray,  a ^.<m  a po,itive  magnetization. 

— ^ulr  "IL-El:  "7, re.  1 superconductor,  can  levitate  above,  hes.de, 
or  below  a strong  ring  magnet. 

8.  THERMALLY  ACTIVATED  DEPINNING 

D to  Ruxprnnm,  a 

that  the  internal  Reid  BW  ^ f specimen^’,  28,  33,. 

a critical  value;  one  has  |V  X B|  ~ |V|B  I S Mo  c 1 „ . . „ the  flux-Une  lattice  such 

At  temperatures  T > 0 the  thermal  motion  o ux  notential  f34l  The  flux- density 

that  some  of  the 

C^ig  Tto  ptoiomenon  of  /JSm,  (e.R.  a slow  decrease  of  trapped  tot 

?SX6[35],  is  Observed  d-  in  In  kiglk 

but  only  close  to  their  transition  temperature  Tc,  where  tne  pinm  g p 
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CreeP- iS  °bserved  in  a larger  temPerature  interval  below  Tc  because  (a)  T 
is  higher  and  (b)  the  pinning  energy  U » 52£3//k)  is  much  smaller  due  to  the  very  short  coherence 

2 WgTer  (“  b’  ? “ I000A)  [36'40)'  The  « «P(-V/*flr>  is  Z 

Recording  to  Anderson’s  idea  [34],  the  net  jump  rate  i/  of  flux  lines  or  flux-line  bundels  is  the 
erence  of  the  jump  rates  along  and  against  the  driving  force  density  JxB, 

V = i/0exp[-(17  - SU)/kBT]  - i/0 exp [-(£/"  + 8U)/kBT).  (5) 

In  (5)  ,0  is  an  attempt  frequency,  which  I interpret  as  the  typical  frequency  of  the  thermal  fluctu- 
ahons  of  the  ideal  vortex  lattice *,2*1*  = T,  = B2/p0\'2v  = pFF /^A'2  « Pnb(  1 - b)/p0 A2  where 

bv  » 5^c2-  and  Af  A /f1  ~bl  (411*  U 18  an  activation  energy;  = 75F1  is  the  work  done 
y a jumping  vortex  bundle  with  volume  V and  jump  width  l.  The  interpretation  of  U V and 
/ is  not  clear  at  present.  Recent  scaling  theories  [42]  yield  a current  dependent  U(J)  diverging 
as  J 0 and  thus  predict  zero  resistivity  at  J = 0.  These  extensions  of  the  successful  theory  of 
collective  pinning  [29]  assume  purely  elastic  deformation  of  the  flux-line  lattice  and  thus  disregard 
l 8 P astic  deformation.  Experiments  yield  constant  resistivity  over  several  decades  of  J at  small  J 
in  YBa2Cu307  single  crystals  [39],  A spectrum  of  activation  energies  is  considered  in  [40], 

^Introducing  heuristic  parameters  Jc  = U/BVl  (critical  current  density)  and  pc  (resistivity  at 
J - Jc)  one  gets  for  the  drift  velocity  v = vl  and  electric  field  E = Bv  from  (5) 

E{J)  = 2 PcJc  exp(-U/kBT ) sinh(JU/JckBT).  (6) 

Tim  result  means  that  at  J * JC,  E(J)  increases  exponentially  with  J (flux  creep)  but  for 
J <C  JCKB1/U,  E(J)  is  linear.  Tlus  regime  of  thermally  asisstedflux  flow  (TAFF)  [381  is  a new  phe- 
nomenon observed  in  the  high-Tc  superconductors  at  low  current  densities,  e.g.,  when  the  smeared 
transihon  p(T)  is  measured  with  B as  parameter  [38-39],  From(6)  and  the  flux  flow  approximation 
at  j — u (section  3)  one  gets  the  general  picture  for  voltage-current  curves  (Figure  3): 


E 

E 
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(2JpcU/kBT)exp(-U/kBT)  = J ptaff  for  J < Jc  (TAFF) 

Jpcexp[(J/Jc-l)U/kBT]  for  J rs  Jc  (flux  creep) 

Pff{J 2 - « J pFF  for  J > Jc  (flux  flow). 


(7) 

(8) 
(9) 


/m  J f J,c  (6)  (even  M for  J » 7<=)  the  flu*  density  obeys  a diffusion  equation 

dB/dt  - DV  B [38]  provided  a term  a V x Jy  (Section  2)  may  be  disregarded  [43].  The  diffusion 
constant  is  given  by  the  TAFF  resistivity,  D = pTAFF/p«.  This  flux  diffusion  is  discussed  by 
Kes  [38J  and  m a forthcoming  paper  [43],  As  one  consequence,  the  relaxation  time  r0  = L2/tt2D 
for  flux-density  gradients  and  current  densities,  and  also  the  frequency  ( 2irr0 )~'  where  maximum 
dissipaton  occurs  in  ac  experiments,  depend  on  the  geometry  and  size  (L)  of  the  specimen.  These 
are  thus  not  mere  material  parameters  as  is  often  assumed. 


9.  DOES  THE  FLUX-LINE  LATTICE  MELT  ? 

thermal  fluctuation  (u2)  of  the  flux  lines  (u  = displacement  of  vortex  cores)  is  given  by 
,tU*\eS  the  traCC  °f  the  reciProcal  elastic  matrix  $a/3(k)  of  the  vortex  lattice  integrated  over 
(kx,  ky)  m the  Brillouin  zone  and  over  |fc*|  < f"1:  (u2)  = kBT  J + $~J)d3k/8ir3  [41,  44-46], 

In  high-Tc  superconductors  (u2)  is  much  larger  than  in  classical  superconductors  since 

(a)  T can  be  high; 

(b)  the  shear  modulus  c66  of  the  vortex  lattice  is  small,  c6e  « BBC/ 4v/2/cm0  ( B < Bc2); 

(c)  the  elasticity  is  highly  nonlocal,  i.e.,  the  tilt  modulus  of  the  flux-line  lattice  c44(k)  « ( B2 /Mo)/(l+ 
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k2X2)  depends  on  the  wavelength  2t r/k  of  the  tilt  strain,  and  little  energy  is  required  to  tilt  the 
vortex  lattice  locally  [31,  45]; 

(d)  the  pronounced  anisotropy  of  these  oxides  reduces  c^k)  even  more  (not  at  k ~ 0 as  argued  by 
[44]  but  at  k > 1/A'  [45-46])  and  thus  increases  (u2); 

(e)  the  small  pinning  energy  cannot  reduce  the  short- wavelength  thermal  fluctuations. 

It  has  been  argued  [44]  that  the  vortex  lattice  might  melt  when  (u2)1^2  reaches  « 0.1  times  the 
vortex  spacing  a = l.O75($o/-0)1/f2«  Prom  this  Lindemann  criterion,  and  from  other  melting  criteria 
(fluctuating  vortex  distance  and  shear  strain)  [41,  45]  one  may  derive  a “melting  temperature” 
Tm(5),  which  decreases  when  the  flux  density  B increases.  It  is  sometimes  assumed  that  a “melted 
flux  lattice”  cannot  be  pinned  since  it  can  flow  between  the  pins  [47].  This  would  be  true  if  there 
were  much  less  pins  than  flux  lines.  However,  in  real  materials  and  in  three  dimensions  there 
are  many  pins  per  flux  line,  and  a soft  flux-line  lattice  is  even  stronger  pinned  since  it  can  adjust 
better  to  the  pins  [28-30,  48].  The  vibrator  experiments  [47],  therefore,  did  not  measure  a “melting 
line”  Tm(B)  but  rather  the  usual  “irreversibility  line”  or  “depinning  line”  above  which  thermally 
activated  depinning  makes  the  pins  ineffective  (Section  8).  As  shown  by  Esquinazi  [48],  the  data 
of  [47]  coincide  with  the  depinning  lines  obtained  for  the  same  materials  by  measurements  of 
resistivity,  magnetization,  and  damping  and  frequency  enhancement  of  superconducting  vibrating 
reeds  [48-49], 


CURRENT 

Fig.3.  Voltage-versus-current  curves  due  to  flux-line  drift  at  various  temperatures  T 
and  inductions  2?,  Eqs.  (7)-(9),  in  reduced  units  E/pffJcO  versus  J/Jco  with  Jco  = Jc 
at  T = 0.  Larger  T and  B yield  smoother  curves.  The  dashed  line  shows  E = PffJ  * 
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Due  to  the  always  present  pinning- caused  disorder  it  is  not  clear  how  one  should  observe  “flux 
melting”  and  separate  it  from  thermal  depinning.  It  is  even  not  clear  what  melting  of  a line  lattice 
really  means.  In  the  melting  theory  [4]  a simple  stiff-vortex  interaction  has  been  assumed  rather 
than  the  correct  tliree- dimensional  interaction  between  line  elements  [30-31],  If  melting  is  defined 
by  the  vanishing  of  a shear  modulus,  one  should  consider  that  the  shear  stiffness  of  a vortex  lattice 
containing  defects  depends  on  both  time  and  length  scale  of  the  deformation  since  screw  dislocations 
in  the  vortex  lattice  can  move  freely  (they  see  no  Peierls  potential).  An  important  difference  to 
the  atomic  lattice  is  that  some  topological  defects  can  easily  vanish  by  cutting  and  reconnection  of 
flux  lines.  More  work  has  to  be  done  in  order  to  clarify  this  melting  concept.  Probably  there  is  no 
sharp  melting  transition  but  a gradual  increase  of  thermal  disorder. 

The  thermally  activated  flux  motion  and  the  melting  speculation  concern  monocrystals  or  single 
grains  of  ceramic  superconductors.  The  influence  of  the  granular  structure  [50]  on  the  magnetic 
and  levitation  properties  has  not  been  dealt  with  in  this  contribution  due  to  limited  space,  but  the 
levitation  behavior  of  ceramic  superconductors  in  principle  can  be  explained  from  the  measurements 
of  intergrain  critical  currents  [51]  and  irreversible  magnetization  curves  [52]. 
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ABSTRACT  It  is  possible  to  distribute  fine  Y BaCuO^  inclusions  into 
YBa  Cu  O crystals  by  a melt  process  utilizing  a peritectic  reaction:  YBaCuO 
+ L2  3 72YBa  Cu  O . We  prepared  Y~Ba-Cu-0  crystals  with  and  without 
Y BaCuO  (211)^  inc¥usions  and  compared  critical  currents  and  flux  creep.  It 
was  found  that  the  crystal  with  fine  211  inclusions  exhibit  much  higher  Jc 
values  and  lower  flux  creep  rate  than  the  crystal  without  211  inclusions. 
This  result  indicates  that  fine  dispersion  of  211  inclusions  can  contribute  to 
flux  pinning  as  in  the  case  of  conventional  superconductors. 


1.  INTRODUCTION 

In  type  II  superconductors,  the  introduction  of  effective  pinning  centers  is 
required  in  order  to  obtain  high  critical  current  density(Jc).  However,  in  the 
case  of  high  Tc  oxide  superconductors,  it  is  not  yet  clear  whether  the 
conventional  pinning  theory  can  explain  their  critical  current  characteristics 
or  not.  It  is  also  believed  that  extremely  small  coherence  length  and  high 
anisotropic  nature  in  electric  conduction  may  play  a dominant  role  in  flux 
pinning.  However,  it  has  been  reported^t^at  the  introduction  of  j^nning 
centers  either  through  neutron  irradiation  ' or  metallurgical  process  can 
help  increase  critical  current  density. 

We  have  recently  found  a novel  melt  processing  technique  which  enables  us  to 
fabricate  large  Y-Ba-Cu-0  crystals  with  various  volume  fractions  of  Y^BaCuC^ 
inclusions4  . It  is  known  that  non-superconducting  incisions  can  work  as 
effective  pinning  centers  in  conventional  superconductors  . They  are  also 
expected  to  contribute  to  flux  pinning  in  oxide  superconductors. 

In  this  study,  we  prepared  two  kinds  of  Y-Ba-Cu-0  crystals  with  and  without 
Y BaCuO  inclusions  by  the  Melt-Powder-Melt-Growth  (MPMG)  process.  Then  we 
compared  critical  currents  and  flux  creep  between  them  in  order  to  clarify  if 
fine  dispersion  of  211  inclusions  is  beneficial  to  flux  pinning. 


2.  EXPERIMENTAL 

4) 

2.1.  Sample  preparation  ^ MPMG  process 

Y-Ba-Cu-0  powders  with  nominal  compositions  of  YBa^Cu^O^  and  Y 4§a2 . 2CU3 . 2°y 
were  prepared  by  mixing  Y 0 , anc*  Cu<3  an<3  calcining  at  950  C lor  Sh. 

Then  they  were  subjected  to  the  MPMG  process  schematically  illustrated  in 
Fig.  1.  The  powders  were  heated  to  temperatures  above  1300  C and  held  until 
the  powders  reacted  and  melted  completely  in  platinum  crucibles.  The  melt  was 
cooled  rapidly  by  quenching  using  cold  copper  plates.  The  quenched  plates 
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Fig.  1.  Schematic  illustration  for  Melt-Powder-Melt-Growth  (MPMG)  process. 
Y-Ba-Cu-0  calcined  powders  are  heated  to  temperatures  above  1300  C where  Y O 
and  liquid  are  stable.  The  melt  is  cooled  down  to  room  temperature  then 
ground  and  mixed  well  in  order  to  refine  and  homogenize  the  distribution  of 
Y 0 . The  melt  powders  are  pressed  into  various  shapes  such  as  pellets  and 

tfien  reheated  to  around  1100°C  where  Y BaCuO  ( 211 ) and  liquid  are  stable.  At 
this  stage  211  nucleates  from  Y 0^  as  fine  whiskers.  The  sample  is  cooled 
down  to  1000°C  followed  by  slow  cooling.  During  the  slow  cooling  below 
1000°C , YBa  Cu  0 phase  nucleates  and  grows  continuously.  When  we  start  with 
the  compositions  off  the  stoichiometry  toward  211  rich  region,  fine  dispersion 
of  211  phase  is  possible  in  the  123  matrix.  After  the  process,  the  sample  is 
annealed  at  600(3  for  Ih  and  furnace  cooled  in  flowing  oxygen  to  incorporate 
oxygen  into  the  sample. 
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Fig # 2.  Transmission  electron  micrographs  for  microstructures  of  (a) 

YBa2Cu307  crystal  and  (b)  Y1  4Ba2  2^3m20y  crystals. 


were  then  ground  to  powders  about  1 jj,  m in  diameter  and  mixed  well  and  pressed 
into  pellets  2 cm  in  diameter  and  5 mm  in  thickness.  The  pellets  were  again 
heated  to  1100°C  for  20  min  and  cooled  down  to  1000  C at  a rate  of  100  C/h 
followed  by  slow  cooling  at  a rate  of  1 C/h  down  to  950  C and  furnace  cool. 
The  whole  process  was  done  in  air.  Finally  the  pellets  were  annealed  at  600  C 
for  lh  and  slow  cooled  in  flowing  oxygen  to  incorporate  oxygen  into  the 
samples.  Fig.  2 shows  transmission  electron  micrographs  for  the  Y-Ba-Cu-0 
crystals  with  1:2:3  and  1.4: 2. 2: 3.2  compositions.  It  is  noticeable  that  the 
former  does  not  contain  211  inclusions,  while  the  latter  contain  about  20% 
volume  fraction  of  fine  211  inclusions. 

2 , 2 Physical  properties 

Critical  current  degs^ies  were  obtained  from  magnetization  loops  by  using  tne 
following  relations  9 : 

4 7T  (M+~M  ) = (47T/10)  J (d/2)  (1) 

c 

where  M+  and  M are  magnetization  in  the  increasing  and  ^decreasing  field 
processes  in  emu/cm  , Jc  is  critical  current  density  in  A/cm  and  d is  sample 
thickness  in  cm.  The  samples  were  cut  from  MPMG  processed  pellets  into  thin 
plate  of  2 x 2 x 0.4  mm3  so  that  the  c axis  was  perpendicular  to  the  surface 
plane.  Magnetic  field  was  applied  parallel  to  the  surface  plane  and  therefore 
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perpendicular  to  the  c axis. 


Flux  creep  measurements  were  conducted  with  monitoring  time  decay  of 

magnetization . The  pinning  energy  U was  obtained  according  to  the  followinq 
relation  • ^ 


dM( t )/Mq  = -(kT/U)  dint  (2) 

where  MQ  is  the  initial  magnetization,  t is  time,  k is  Boltzmann  constant  and 
T is  temperature. 


3.  EXPERIMENTAL  RESULTS 
3_*_  Magnetization  measurements 


Fig.  3 shows  magnetization  loops  for  Y-Ba-Cu-O  crystals  with  and  without  211 
inclusions.  It  is  clear  that  the  crystal  with  211  inclusions  exhibits  much 
larger  magnetic  hysteresis  and  therefore  larger  J values.  Fig.  4 shows 

magnetic  field  dependence  of  J for  these  twoC  crystals  obtained  from 
magnetization  results. 


3.2.  Flux  creep  measurements 


Fig.  5 shows  time  decay  of  magnetization  for  the  Y-Ba-Cu-0  crystals  under 
magnetic  fields  of  IkOe  and  5k0e  at  77K.  The  relaxation  takes  place 
logarithmically  with  time  as  shown  in  the  figure.  It  is  also  clear  that  the 
crystal  with  211  inclusions  with  higher  critical  current  shows  lower  flux 
creep  rate  or  higher  pinning  energy.  Fig.  6 shows  magnetic  field  dependence 
of  the  pinning  energy  U for  the  crystals  at  77K  obtained  using  the  relation 
(2).  The  pinning  energy  scales  with  B in  the  both  samples.  These  results 

support  that  the  fine  dispersion  of  211  inclusions  into  the  123  matrix  can 
contribute  to  flux  pinning. 


4.  DISCUSSION 

4.1.  Theoretical  estimation  of 

It  is  known  that  non-superconducting  phase  can  work  as  a strong  pinning 
center  m conventional  superconductors.  When  the  size  of  pinning  center  is  d 
the  elementary  pinning  energy  U is  obtained  as  ' *"  ' 

P 

Up  = (Hc2/8  n)n  ^ (3) 

where  Hc  is  the  thermodynamical  critical  magnetic  field,  £ is  Ginzburg-Landau 
coherence  length.  Then  the  elementary  pinning  force  f is  given  by 

fp  = V2*  = (Hc2/16)£  d (4) 

In  order  to  obtain  bulk  pinning  force  F per  unit  volume,  we  need  to  sum  up  f 
considering  the  contribution  of  variousPpinning  centers.  In  the  case  of  non^ 

superconducting  inclusions  with  density  N and  d in  size.  F is  obtained  as 

P p 
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Fig.  3.  Magnetization  loops  for  the  Y-Ba-Cu-O  crystals  with  and  without  211 
inclusions.  Note  that  the  crystal  with  211  inclusions  exhibits  larger 
hysteresis . 


Fig.  4.  Magnetic  field  dependence  of  J for  the  Y-Ba-Cu-O  crystals  with  and 
without  211  inclusions.  Note  that  theCcrystal  with  211  inclusions  exhibits 
much  higher  J values. 


1/2 

where  a is  the  flux  lattice  spacing  and  given  by  /B)  . On  the  other 
hand,  Jc  is  obtained  from  the  relation  Fp=J  B/10  and  therefore  a Jc  value 
expected  from  the  contribution  of  211  inclusions  is  obtained  as 

J = 10F  /B  = (ION  d2/a  ) ( H 2£/16B)  (6) 
c p p f c 

In  the  case  of  the  crystal  with  211  inclusions  studied  in  this  paper,  the 
volume  fraction  of  211  inclusions  is  about  0.2  and  the  average  211  particle 
diameter  is  about  2.5  Mm.  For  the  estimation  of  Jc  we  used  He  value  of 
30000e  and  the  coherence  length  of  20  A at  77K.  Then  we  obtain  a Jc  value  of 
35000  A/cm2  at  77K  and  lOkOe,  which  is  in  good  agreement  with  the  experimental 
results . 

The  fact  that  the  crystal  without  211  inclusion  exhibit  a Jc  value  of  order 
10  A/cm2  indicates  that  other  defects  such  as  twin  planes  and  dislocations 
can  also  contribute  to  flux  pinning,  although  the  effect  is  much  smaller  than 
the  contribution  of  211  inclusions. 


4.2.  Flux  pinning  and  creep 

12  ) 

According  to  the  thermally  activated  flux  creep  model  , flux  creep  rate  v is 
given  by 


v = Vq  exp  ( -E/kT) 


(7) 


where  v is  the  flux  creep  rate  when  no  pinning  barrier  exists  and  E is  an 
effective  pinning  barrier  and  given  as  E=U-JBVx.  U is  the  pinning  energy,  V 
is  the  activation  volume  of  flux  bundle  which  hops  collectively  and  x is  the 
distance  for  the  bundle  to  move.  Jc  or  magnetization  M is  considered  to  decay 
with  time  because  of  flux  creep.  Time  relaxation  of  M(t)  is  given  by 
relation  (2).  Experimental  data  seem  to  follow  logarithmic  time  dependence. 
In  the  critical  state,  the  effective  barrier  becomes  zero,  and  therefore  the 
pinning  energy  U is  obtained  as 


U = J BVx  (8) 

c 

V and  x are  closely  related  to  the  stiffje^s  of  flux  line  lattice  and  depend 
on  B.  According  to  Matsushita* s analysis 

U = const.  J 1/2B  (9) 

c 

This  relation  indicates  that  the  pinning  energy  can  be  increased  with 
increasing  Jc,  which  is  consistent  with  the  present  results. 

-1/2 

It  is  also  found  from  Fig.  4 that  J scales  with  B in  MPMG  processed 

crystals.  From  this  dependence  and  relation(9)  it  is  found  that  U sej^s 
with  B . As  already  presented  in  Fig.  6,  U scal^^  empirically  with  B , 
which  is  also  compatible  with  Matsushita's  analysis 

Consequently,  we  can  conclude  that  flux  creep  is  strongly  affected  by  flux 
pinning  and  therefore  microstructure.  It  is  also  clear  that  flux  creep  rate 
can  be  reduced  by  the  introduction  of  effective  pinning  centers. 
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5.  CONCLUSIONS 


Through  the  comparison  of  critical  currents  and  flux  creep  between  the  Y-Ba- 

Cu-0  crystals  with  and  without  211  inclusions,  it  can  be  concluded  that  the 

fine  dispersion  of  211  inclusions  can  help  increase  J in  the  Y-Ba-Cu-0 

c 

system.  We  believe  that  non-superconducting  phase  can  work  as  pinning  centers 
even  in  high  Tc  oxide  superconductors,  although  other  defects  can  also 
contribute  to  flux  pinning.  It  is  also  concluded  that  large  flux  creep  rate 
is  not  inherent  to  Y-Ba-Cu-0  superconductors  even  at  77K  since  the  flux  creep 
rate  can  be  decreased  by  increasing  flux  pinning  force  through  the 
microstructural  control. 

Acknowledgment  We  would  like  to  thank  Mr.  K.  Yamaguchi  of  Superconductivity 
Research  Laboratory  and  Mr.  M.  Saga  of  Nippon  Steel  Corporation  for 

transmission  electron  microscopic  observation.  We  are  also  grateful  to  Mr. 
T.  Oyama  and  Dr.  Y.  Shiohara  of  Superconductivity  Research  Laboratory  for 
their  help  in  sample  preparation. 


REFERENCES 

1)  H.  Kupfer,  I.  Apfelstedt,  R.  Flukiger,  C.  Keller,  R.  Meiner-Hirmer , B. 
Runtsch,  A.  Turowiski , U.  Wiech  and  T.  Wolf Intragrain  junctions  in 
YBa  Cu^O^^  ceramics  and  single  crystals"  Cryogenics  29  (1989)  268. 

2)  R.  B.  van  Dover,  E.  M.  Gyorgy,  L.  F.  Schneemeyer,  J.  W.  Mitchell,  K.  V. 
Rao,  R.  Puzniak  and  J.  V.  Waszczak:  Nature  342  p.  55  (1989). 

3)  M.  Murakami,  M.  Morita,  K.  Doi  and  K.  Miyamoto:  "A  New  Process  with  the 
Promise  of  High  J in  Oxide  Superconductors",  Jpn.  J.  Appl . Phys.  _28 

pp.  1189-1194  ( 19§9 ) . 

4)  H.  Fujimoto,  M.  Murakami,  S.  Gotoh,  T.  Oyama,  N.  Koshizuka,  Y.  Shiohara, 
and  S.  Tanaka:  "Melt  Processing  of  YBaCuO  Superconductors",  Proc.  IS S 89 

(Spr inger-Verlag , 1990)  to  be  published. 

5)  R.  I Coote,  J.  E.  Evetts  and  A.  M.  Campbell : "Flux  Line  Pinning  by  Large 
Normal  Particles  in  Type-II  Superconductors",  Canad.  J.  Phys.  5C)  pp.  421-427 
(1972). 

6)  C.  P.  Bean : "Magnetization  of  Hard  Superconductors",  Phys.  Rev.  Lett.  8 
pp.  250-253  (1962). 

7)  M.  Murakami,  M.  Morita  and  N.  Koyama : "Magnetization  of  a YBa^Cu^O^ 

Crystal  Prepared  by  the  Quench  and  Melt  Growth  Process",  Jpn.  J.  Appl.  Phys. 
28  pp.  L1125-L1127  (1989). 

8)  A.  M.  Campbell  and  J.  E.  Evetts:  "Flux  Vortices  and  Transport  Currents  in 
Type  II  Superconductors",  Adv.  Phys.  2\  pp.  199-427  (1972). 

9)  M.  Murakami,  M.  Morita  and  N.  Koyama:  "Flux  Creep  in  High  J YBa  Cu  O 

Crystals",  Jpn.  J.  Appl.  Phys.  _28  pp.  L1754-1756  (1989).  C ’ ' ' 

10)  M.  Murakami,  S.  Gotoh,  N.  Koshizuka,  S.  Tanaka,  T.  Matsushita,  S.  Kambe 
and  K.  Kitazawa: "Critical  Currents  and  Flux  Creep  in  Melt  Processed  High  Tc 
Oxide  Superconductors",  Cryogenics  (1990)  to  be  published. 

11)  T.  Matsushita:  Jpn.  J.  Appl.  Phys.  20  p.  1955  (1981). 

12)  P.  W.  Anderson : "Theory  of  Flux  Creep  in  Hard  Superconductors",  Phys.  Rev. 
Lett.  9 pp.  309-311  (1962). 

13)  T.  Matsushita : "Flux  Pinning  Mechanism  and  Critical  Current  Density  in 
High-Temperature  Superconductors",  Proc.  ISS  89  ( Springer-Verlag, 1990 ) to  be 
published. 


248 


N92-21 637 

LOWER  CRITICAL  FIELD  MEASUREMENTS  IN 
YBa2Cu306+x  SINGLE  CRYSTALS 
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Gaithersburg,  MD  20899 

The  temperature  dependence  of  the  lower  critical  field  in^ 

YBa9Cu.Ofi+„  single  crystals  has  been  determined  by  magnetization 
measurements  with  the  applied  field  parallel  and  perpendicular  to  the 
c-axis.  Results  were  compared  with  data  from  the  literature  an 
fitted  to  Ginzberg- Landau  equations  by  assuming  a linear  dependence 
of  the  parameter  k on  temperature.  A value  of  7 ± 2 kOe  was 
estimated  for  the  thermodynamic  critical  field  at  T = 0 by  comparison 
of  calculated  Hc 2 values  with  experimental  data  from  the  literature. 


INTRODUCTION 

The  lower  critical  field  (Hc x ) of  the 
high  temperature  superconductor 
YBa2Cu3 06  + x (YBCO)  is  an  intrinsic 
material  property  which  depends  upon 
temperature  and  crystallographic 
orientation.  Accurate  measurement  of  Hc ^ 
is  complicated  by  flux  pinning  and  edge 
effects  (as  illustrated  in  Fig.  1)  and  by 
uncertainty  in  the  demagnetizing  factor. 
Consequently,  early  reported  Hcl  values 
in  single  crystals1"5  were  up  to  an 
order  of  magnitude  larger  than  later 
values . 6 ' 1 2 

In  this  study,  Hcl  measurements  were  made 
on  twinned  and  detwinned  crystals  and 
the  data  were  compared  with  results  of 
previous  investigations  for  orientations 
with  the  applied  field  parallel  and 
perpendicular  to  the  c-axis  of  the 
crystal.  The  experimental  data  were 
fitted  to  Ginzberg -Landau  equations  for 
the  dependence  of  Hc  r on  temperature  and 
upper  critical  field  (Hc2)  values  were 
calculated  for  the  two  orientations  of 
interest . 

EXPERIMENTAL  PROCEDURE 

The  YBCO  crystals  used  in  the  present 
study  (Fig.  2)  were  grown  from  Y-Ba-Cu-0 


melts13  and  subsequently  annealed  in 
oxygen  gas  at  420 °C  for  80  h to  obtain 
superconducting  transition  temperatures 
Tc  > 90  K.  (Thus,  the  oxygen  content 
6+x  > 6 . 851 4 ) . Two  crystals  were 
selected  for  measurement.  The  first 
crystal  (AN3-5)  exhibited  characteristic 
{110}  twin  planes  and  was  nearly  cubic 
with  dimensions  120  x 133  x 120  /im3  (c- 
dimension  = 120  /im)  . Due  to  the  cubic 
morphology,  the  demagnetizing  factors 
were  nearly  identical  in  all  three 
dimensions.  The  second  crystal  (AN9-5) 
was  fully  detwinned  via  a thermo - 
mechanical  process  developed  in  our 
laboratory15  and  had  dimensions  a x b x 
c = 200  x 250  x 100  /xm3  . 

Magnetic  measurements  were  made  using  a 
superconducting  quantum  interference 
device  (SQUID)  magnetometer,  with  the  c- 
axis  of  the  crystal  aligned  either 
perpendicular  or  parallel  to  the  applied 
field  H.  The  crystal  was  first  cooled 
in  zero  field  to  a predetermined 
temperature  and  the  magnetization  was 
then  measured  as  the  applied  field  was 
increased  to  a value  in  excess  of  Ecl. 
For  temperatures  greater  than  about  60 
K,  sharp  breaks  from  linearity  in  the  M 
vs . H curves  were  observed  for  both 
crystals,  making  the  estimation  of  Hc ^ 
relatively  precise.  Below  60  K,  the 
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yf'  — Hypothetical  magnetization  curves  after  cooling  in  zero  field  for  a sample: 
(a)  at  equilibrium  (i.e.,  an  ellipsoid  with  no  flux  pinning);  (b)  with  some  pinning 
an  e ge  effects;  (c)  with  strong  pinning;  and  (d)  with  perfect  diamagnetic  character 
(i.e.,  magnetization  is  proportional  to  the  applied  field  after  correction  for  the 
emagnetizing  factor,  D) . For  the  equilibrium  case  (a),  there  is  a well-defined, 
sharp  break  at  Hc 1 , which  allows  for  an  accurate  determination  of  H Pinning  and 

edge  effects  (b  and  c)  make  it  difficult  to  estimate  the  true  H . . C In  case  (b)  the 
observed  onset  occurs  at  applied  fields  below  Hcl  due  to  flux  penetration  at  the 
sharp  edges  and  corners  of  the  crystal.  In  case  (c) , pinning  causes  a gradual 
departure  from  linearity,  making  the  estimate  of  Hc 1 less  accurate. 


Fig.  2.  Scanning  electron 
micrograph  of  as -grown  YBCO 
single  crystals.  The  smallest 
dimension  of  a crystal  generally 
lies  along  the  c-axis  of  the 
unit  cell. 
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departure  from  linearity  was  more 
gradual  and  Hc 1 was  estimated  from  the 
initial  point  of  departure  from 
linearity. 

RESULTS  AND  DISCUSSION 

Temperature -dependent  Hc 1 data  from  the 
present  study  and  previous  investiga- 
tions4 * 6 ' 8 - 1 0 " 1 2 for  H ||  c and  H 1 c are 
presented  in  Fig.  3.  The  earliest 
reported  Hc 1 values1'3 » 5 were 
erroneously  high  due  to  difficulties  in 
defining  Hc x and  are  not  included  in  the 
two  plots.  The  curves  shown  in  each  plot 
were  obtained  by  fitting  all  displayed 
data  points  using  the  Ginzberg- Landau 
equation1 6 

Hcl  = Hc  ( In  k + 0.08)/72  /c,  (1) 

where  Hc  is  the  thermodynamic  critical 
field  at  temperature  T as  given  by 

Hc  - Hc0  (1  - t2).  (2) 

Here  Hc0  is  Hc  at  T = 0 , t is  the  reduced 
temperature  T/Tc  and  k is  the  Ginzberg- 
Landau  parameter  (the  ratio  of  the 
penetration  depth  A to  the  coherence 
length  £).  Data  for  both  H ||  c and  H l c 
can  be  well- fitted  by  assuming  that  k, 
varies  linearly  with  temperature: 

k = a + bt.  (3) 

Good  fits  of  Eq . (1)  may  be  obtained  for 
a wide  range  of  Hc 0 values,  leading  to  a 
wide  range  of  values  for  the  parameters  a 
and  b in  Eq.  (3).  The  range  of 
permissible  Hc0  values  is  limited 
considerably  by  requiring  that  Hc2  values 
calculated  from  a second  Ginzberg -Landau 
equation 

Hc 2 = J2  K Hc  (4) 

be  in  reasonable  agreement  with 
experimental  Hc 2 data  from  the  litera- 
ture. This  comparative  analysis  yields  a 
value  of  7 kOe  for  Hc0 , k ~ 100  + 85t  for 
H 1 c and  k - 22  + 22t  for  H ||  c . The 


calculated  curves  and  data  for  Hc2  are 
compared  in  Fig.  4.  Considering  the 
large  uncertainties  in  the  experimental 
Hc2  data  and  the  obvious  differences  in 
Tc  for  samples  from  different  studies, 
agreement  of  the  calculated  curves  with 
the  data  is  a matter  of  judgement.  The 
maxima  seen  in  the  calculated  Hc2  curves 
are  unphysical,  indicating  that  the 
linear  form  used  for  k should  be 
modified,  e.g.,  by  the  addition  of  a 
quadratic  term  in  t.  However,  the  large 
uncertainty  in  the  Hc0  value  used  here 
(7  ± 2 kOe)  does  not  justify  such  an 
additional  term.  Considering  the  large 
variations  in  the  experimental  Hc2  data, 
our  Hc0  value  is  in  reasonable  agreement 
with  the  value  of  10  kOe  estimated  by 
Worthington  et  al . 6 The  resulting 
uncertainties  in  k values  calculated 
from  our  equations  are  also  of  order 
±30%. 

Our  Hc 1 data  for  the  detwinned  crystal 
AN9-5  shown  in  Fig.  3a  (H  ||  c)  are  in 
good  agreement  with  the  data  of  Krusin- 
Elbaum  et  al.10  for  twinned  crystals. 
This  result  indicates  that  twin  bounda- 
ries have  only  a small  effect  on  Hc 1 , as 
noted  in  our  earlier  investigation.17 
Our  Hc 1 data  for  the  twinned  crystal 
AN3-5  shown  in  Fig.  3b  (H  l c)  are  in 
reasonable  agreement  with  the  data  from 
previous  investigations .4»6~8'10"12 
Anisotropy  in  Hc  x (Hc  1 ||  c/Hcl  i c)  as 
calculated  from  the  two  curves  in  Fig.  3 
was  3.1  ± 0.1  for  10  K < T < 80  K. 

The  calculated  Hc2  values  for  H ||  c 
(Fig.  4a)  are  in  reasonable  agreement 
with  the  data  of  Welp  et  al.18  near  the 
superconducting  transition  and  follow 
the  general  trend  of  the  data  of  lye  et 
al.19  and  Worthington  et  al.2.  For  Hlc 
(Fig.  4b)  the  calculated  values  at  high 
temperature  show  good  agreement  with  the 
experimental  data  of  Gallagher  et  al.3 
and  Welp  et  al.18  Anisotropy  in  Hc2 
(Hc2  1 c/Hc2  ||  c)  as  calculated  from  the 
two  curves  in  Fig.  4 was  4.3  ± 0.2  for 
10  K < T < 80  K. 
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Fig.  3.  Temperature -dependent  Hc  x data  for  (a)  H ||  c (strong  pinning)  and  (b)  H 1 c 
(weak  pinning).  Our  data  are  for  (a)  the  detwinned  crystal  AN9-5  and  (b)  the  twinned 
crystal  AN3-5.  The  curves  were  generated  by  fitting  the  data  to  the  Ginzberg- Landau 
equation  for  Hc 1 and  temperature -dependent  k equations  given  by  (a)  k = 22  + 22t,  and 
(b)  k = 100  + 85t  (t  = T/Tr ) . 


Temperature  (K) 


Fig.  4.  Temperature -dependent  Hc2  curve  (solid  line)  calculated  from  T*® ® 

Landau  equation  for  Hc2  and  the  temperature -dependent  k equation  for  (a)  | 

(b)  Hie.  Experimental  Hc2  data  from  the  literature  are  shown  for  comparison.  The 
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(b)  H 1 c.  Experimental  bc2  data  rrom  tne  Yi  • ^ ^ 

extrapolations  to  lower  temperatures  (T  < 60  K)  are  unreliable  and  the  maxima  in  the 

curves  probably  do  not  exist. 


CONCLUSIONS 

Temperature -dependent  Hc 1 results  were 
determined  from  magnetization  measure- 
ments on  de twinned  and  twinned  single 
crystals  of  YBCO  for  H ||  c and  H l c. 

The  results  from  the  present  study  and 
previous  investigations  for  each 
orientation  were  fitted  to  Ginzberg- 
Landau  equations  assuming  a linear 
temperature  dependence  for  the  parameter 

k . Hc2  values  calculated  from  the 
Ginzberg- Landau  equation  and  the 
temperature -dependent  k relations  were  in 
reasonable  agreement  with  experimental 
Hc2  data  from  the  literature  near  the 
superconducting  transition  temperature. 
Values  of  Hc0  = 7 ± 2 kOe , k = 100  + 85t 
for  H 1 c,  and  k = 22  + 22t  for  H ||  c 
were  estimated  from  the  analysis. 
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One  of  the  current  most  serious  problems  for  the  oxide 

» perpendicular  to  the  Cu02  plane.  This  seems fo  /reatrn, 
most  of  the  difficulties  in  the  device  fabrication  and  in  th 

performance^under^the^magnetic^f ielcK^  ^ ^ properties  ^nder 

rufvriVSi^-s-tii  s:  ^ 

accepted  criterion  on  the  Meissner  fraction  to  represent  the 
quality  of  the  specimen  is  baseless  unless  very  spe£** 
precautions  are  taken.  The  Meissner  fraction  has  been 
P measured  under  various  intensities  of  the  magnetic 

various  morphologies  of  the  samples,  including 
and  single-crystals  of  different  superconducting 
strongly  dependent  on  the  field  intensity  and  the 
the  specimen.  A model  will  be  presented  based  on  the 
strengthening  of  the  pinning  force  with  decrease 


systematically 
field  and  for 
powder,  poly- 
oxides. It  is 
size  of 
gradual 


temperature  and  the  weak  coupling  at  the  grain  boundaries. 

Secondly,  the  broadening  of  the  superconducting  transi  10 
under  the  magnetic  field  is  discussed.  This  is  observe 

significantly  only  when  the  field  is  applied  to  the 

basal  plane  and  the  relative  orientation  of  the  c^rent  to  the 
field  is  insignificant  in  determining  the  extei}t  of  t 
broadening  Besides,  the  change  in  the  strength  of  the  pinning 
force  does  not  affect  the  width  of  the  broadening.  From  these 
oSeratfons discussions  will  be  made  on  a model  based  on  the 
"qiant  fluctuation".  Based  on  this  model,  it  is  predicted  that 
the  coherence  length  along  the  c-axis  will  be  the  single  most 
important  material  parameter  to  determine  the  ^ 

superconductor  under  a strong  magnetic  ie  • f as  the 

is  superior  in  this  regard  to  Bi-  or  Tl-systems  as  far  as  the 
performance  at  77K  is  considered,  although  a™ther  materia  with 
the  coherence  length  slightly  longer  along  the  c-axis  is  stil 
highly  desired. 
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ABSTRACT 

We  report  on  the  values  of  the  microwave  conductivity  in  the  normal  (a^)  and 
superconducting  (<7*=ai-jff2)  states  of  two  laser  ablated  YBa2Cu307_5  thin  films  at 
35  GHz,  in  the  temperature  range  from  20  to  300  K.  The  films  (0.7  and  0.4  /im) 
were  deposited  on  LaA103  by  laser  ablation.  The  conductivity  was  obtained  from 
the  microwave  power  transmitted  through  the  films  and  assuming  a two  fluid  model. 
Values  of  <tn~2.3  X 105  S/m  at  room  temperature  for  both  films,  and  of  (Ji~6.3  X 
105  and  4.6  X 105  S/m  at  temperatures  around  80  K were  obtained  for  the  0.7  and 
0.4  urn  films  respectively.  For  a2  values  of  4.9  X 10”  and  5.4  X 10  S/m  were 
obtained  for  the  0.7  and  0.4  fim  films  at  80  K.  The  expected  conductor  losses  and 
Q-factor  of  a superconducting  ring  resonator  were  calculated  using  these 
conductivity  values.  The  theoretical  values  were  then  compared  with  the 
experimental  results  obtained  for  a resonator  fabricated  from  one  of  these  films. 


The  discovery  of  high  transition  temperature  (Tc)  superconductors  has  raised 
the  possibility  of  a new  class  of  microwave  and  millimeter  wave  devices  operating 
at  temperatures  considerably  higher  than  liquid  helium  temperatures.  Therefore, 
materials  properties  such  as  microwave  conductivity  (<r) , critical  current  density 
(Jc),  microwave  surface  resistance  (Rs),  transport  anisotropies,  thermal 
expansion,  and  others  have  to  be  well  characterized  and  understood.  To  date, 
measurements  of  Rs  at  microwave  and  millimeter  wave  frequencies  and  of  Jc  of 
YBa2Cu307.fi  superconducting  oxides  have  been  very  abundant. l'i  Nevertheless, 
reports  on  the  microwave  conductivity  of  these  new  oxides  have  been  rare.  1 The 
need  for  more  data  on  the  microwave  conductivity  of  these  oxides  arises  from  the 
fact  that  knowledge  of  this  parameter  provides  a way  to  calculate  other  relevant 
properties  such  as  the  normal  skin  depth  (5n)  and  the  magnetic  penetration  depth 
in  the  superconducting  state  (Xs).  From  the  practical  application  point  of  view, 
it  provides  valuable  aid  for  the  design  of  microwave  devices  and  circuits,  based 
on  superconducting  microstrip  lines.  ,7 

In  this  paper  we  report  on  the  microwave  conductivity  of  laser  ablated 
YBa2Cu307_s  superconducting  thin  films  at  35  GHz  in  the  temperature  range  from  20 
to  300  K.  The  values  of  the  conductivities  were  obtained  from  the  microwave  power 
transmitted  through  the  film,  assuming  a two-fluid  model.  The  expected  conductor 
losses  and  Q-factor  of  a superconducting  ring  resonator  were  calculated  using 
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these  conductivity  values.  The  theoretical  values  were  then  compared  with  the 
experimental  results  obtained  for  a resonator  fabricated  from  one  of  these  films. 

The  pulsed  laser  ablation  technique  is  similar  to  that  reported  by  other 
researchers.8,9  The  deposition  was  performed  at  a substrate  temperature  of  750° 
C at  an  ambient  oxygen  pressure  of  170  mtorr.  The  laser  wavelength  was  248  nm, 
the  pulse  length  and  rate  were  20  to  30  ns  and  4 pps  respectively.  During  this 
process  the  distance  between  the  target  and  the  sample  was  kept  at  7.5  cm  and 
the  laser  fluence  on  the  target  was  maintained  at  2.0  J/cm2  per  pulse.  The  laser 
beam  was  continually  scanned  1 cm  across  the  target  using  an  external  lens  on 
a translator.  When  the  deposition  was  finished,  the  oxygen  pressure  was  raised 
to  1 atm  and  the  temperature  was  lowered  to  450°  C at  a rate  of  2°  C/min.  The 
temperature  was  held  at  450°  C for  two  hrs  before  it  was  lowered  to  250°  C at  the 
same  rate  already  mentioned.  Finally,  the  heater  power  was  turned  off  and  the 
sample  was  allowed  to  cool  to  40°  C or  less  before  it  was  removed  from  the 
chamber.  This  deposition  process  is  explained  in  more  detail  in  reference  10. 

Two  YBa2Cu307_a  superconducting  thin  films,  deposited  by  laser  ablation  on 
LaA103,  have  been  considered  in  this  study.  The  films'  thicknesses  were  0.7  and 
0.4  pm  respectively.  LaA103  is  a convenient  substrate  because  of  its  perovskite 
crystal  structure  and  its  lattice  constant  of  a=5.357  A which  match  very  well 
with  the  lattice  constant  of  the  YBa2Cuj07_a  superconducting  oxide.  Also,  its  low 
dielectric  constant  (~22)  makes  it  suitable  for  microwave  device  applications. 
The  films  were  analyzed  by  X-ray  diffraction,  dc  resistance  versus  temperature 
measurements  and  scanning  electron  microscope  (SEM).  Transitions  temperatures 
(Tc  , R=0)  of  89.7  and  86.0  K were  measured  for  the  0.7  and  0.4  pm  thin  films 
respectively.  The  dc  resistance  versus  temperature  curves  are  shown  in  fig.l. 
The  X-ray  diffraction  pattern  revealed  that  both  films  are  single  phased  with 
a strong  c-axis  orientation.  Both  films  exhibit  a very  smooth  surface  as  observed 
from  scanning  electron  micrographs.  A grain  size  of  /tm  was  observed  for  both 
films. 


FIGURE  1.  Dc  resistance  versus  temperature  of  0.7  fM  (+)  and  0.4  im  (A)  laser  ablated  YBa2Cu307_fi 
thin  films  on  LaA103 . 
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The  power  transmission  measurements  were  performed  using  an  HP-8510  network 
analyzer  connected  to  a helium  gas  closed  cycle  refrigerator  by  Ka-band  (26.5 
to  40.0  GHz)  waveguides.  All  the  measurements  were  taken  under  vacuum  (<10‘^ 
torr)  in  a custom  designed  vacuum  chamber.  Inside  the  vacuum  chamber  the  sample 
was  clamped  between  two  waveguide  flanges  mounted  on  top  of  the  cold  finger  of 
the  refrigerator.  The  waveguides  were  made  of  stainless  steel  to  minimize  heat 
conduction  from  the  external  waveguide  arrangement  and  their  inner  surfaces  were 
gold-plated  to  reduce  microwave  energy  losses.  Vacuum  was  maintained  at  the 
waveguide  feedthroughs  by  means  of  '0'  rings  and  mica  sealing  windows.  The 
temperature  of  the  sample  was  monitored  using  silicon  diode  sensors  mounted  on 
the  waveguide  flanges  supporting  the  sample.  All  the  measurements  were  taken 
during  sample  cooling. 

The  measured  temperature  dependence  of  the  transmitted  power  through  the 
sample  for  both  films  under  consideration  is  shown  in  fig. 2 . Note  that  for  the 
0.7  n m film  both,  the  onset  temperature  for  the  transition  from  the  normal  to 
the  superconducting  state  (~91  K)  and  the  transition  temperature  Tc  ( 89.7  K) , 
are  clearly  observed  in  this  measurement.  For  the  thinner  film  a sharp  drop  in 
transmitted  power  is  observed  below  the  onset  temperature,  with  an  attenuation 
of  approximately  20  dB  at  temperatures  around  80  K.  The  most  relevant  feature 
of  the  power  versus  temperature  curve  for  this  film  is  the  sudden  increase  in 
transmitted  power  at  temperatures  below  80  K.  This  feature  is  an  indication  of 
the  formation  of  a leakage  source  (micro-crack  or  pinhole)  which  broadens  as  the 
temperature  decreases  allowing  more  power  to  leak  through  the  film.  At 
temperatures  below  50  K the  amount  of  power  leaking  through  the  film  reaches  a 
constant  value  suggesting  no  significant  variation  of  the  leakage  sources  as  a 
function  of  temperature  in  this  temperature  region. 
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FIGURE  2.  Transmitted  power  versus  temperature  of  0.7  /in  (+)  and  a 0.4  ysa  (A)  laser  ablated 
YBa2Cu307_5  thin  films  on  LaA103  at  35  GHz. 
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The  normal  state  microwave  conductivity,  was  obtained  from  the  power 
transmitted  through  the  sample  in  the  normal  state,  PN,  according  to  the 
expression5 


aN=(-RPN  + [(RPM)2-4GPN(HPN-8n2)]*)/2GPHdZc  (1) 

where 

G=(n2+l)+(n2-l)cos(2k£)  (l.a) 

R=2(3n2+l)+2(n  -l)cos(2k£)  (l.b) 

H=n4+6n2+l-(n2-l)2cos(2k£)  (l.c) 


with  Zc  the  characteristic  impedance  of  the  waveguide,  d the  film  thickness,  d 
and  n the  substrate  thickness  and  the  index  of  refraction  respectively,  and  k 
the  wave  number.  At  temperatures  below  the  beginning  of  the  transition,  the 
microwave  conductivity  takes  the  form  <7*=ai-ja2.  have  calculated  o\  by  using 
ai=aN(T/Tc)4,  as  defined  under  the  two-fluid  model  approximation.  Values  of  o 2 
were  obtained  using  the  relation5 


a2/oc=  -p! (2ffcdZc)  + {[(/?/2)2-7]/(acdZc)2  -aai/a2dZc  -(a i/ac)2  +. . . 

...  (Pc/Ps)[l+a/acdZc  + 7/MZc)2}^ 


(2) 


with  Ps  the  power  transmitted  through  the  film  for  T<TC,  ac  and  Pc  are  the 
conductivity  and  transmitted  power  respectively  at  T=TC,  a=R/G,  7=H/G  and  /?=[- 
2n(n2-l)sin(2k£.)]/G. 

Figure  3 shows  the  temperature  dependence  of  ar  (<jr=crN  for  T>T,-  and  ar=0\  for 
T<TC)  for  the  samples  under  study.  The  conductivities  (~2.3  X 105  S/m)  at  room 
temperature  are  in  close  agreement  for  the  two  films  considered.  These  values 
also  compare  favorably  with  reported  values  for  the  dc  conductivity  in  this  type 
of  film.11  Hence,  using  the  value  of  aN  we  found  a typical  resistivity,  p,  of 
about  435  pQ-cm  at  room  temperature  and  of  133  and  160  pSl-cm  at  temperatures 
around  100  K,  for  the  0.7  and  0.4  pm  films  respectively.  These  resistivity  values 
are  on  average  a factor  of  1.5  greater  than  the  values  for  p (/>~ 290  /*fl-cm  at  300 
K and  ^~95  pil-c m at  100  K)  obtained  from  surface  resistance  (Rs)  measurements 
in  strongly  c-axis  oriented  YBa2Cu307_5  thin  films  on  SrTi03  as  reported  by  Klein, 
et  al.  The  normal  conductivity  of  both  films  exhibit  a metallic  behavior  with 
decreasing  temperature,  reaching  values  of  ~7.7  X 105  S/m  for  the  thicker  film 
and  of  ~6.3  X 105  S/m  for  the  thinner  one,  at  the  onset  temperature.  Below  Tc, 
the  values  of  o\  were  obtained  using  the  value  of  the  conductivity  at  the  onset 
temperature  in  the  expression  <7i=an(T/Tc)4.  Values  for  o\  of  ~6.3  X 105  and  4.6 
X 105  S/m  were  obtained  at  85  K for  the  0.7  pm  and  0.4  pm  films  respectively.  At 
temperatures  around  50  K and  below  the  values  for  <?i  for  the  0.7  pm  film  has 
decreased  by  one  order  of  magnitude.  Because  the  0.4  pm  film  exhibited  leakage 
of  microwave  power  below  80  K,  no  data  are  shown  below  this  temperature. 

Figure  4 shows  the  imaginary  part  of  a*  for  both  films.  For  the  0.7  pm  film, 
values  for  a2  of  ~4.9  X 106  and  7.0  X 106  S/m  were  obtained  at  temperatures 
around  80  and  50  K respectively.  These  values  are  greater  than  those  obtained 
for  YBa2Cu307_5  laser  ablated  films  deposited  on  MgO  and  Zr02.5  Due  to  the  leakage 
sources  formed  in  the  0.4  pm  film,  we  were  unable  to  obtain  values  of  <r2  at 
temperatures  below  80  K.  A value  of  3.5  X 106  S/m  was  obtained  just  below  the 
onset  temperature  (~92  K)  and  of  5.4  X 106  S/m  at  85  K.  Note  that  the  increase 
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of  02  with  decreasing  temperature  corresponds  to  an  increase  in  electron  pairs 
which  implies  a reduction  of  the  normal  carrier  density. 
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FIGURE  3.  Real  part  of  the  conductivity,  a , versus  temperature  for  0.7  pm  (□)  and  0.4  pu  (A)  laser 
ablated  YBa9Cu.07  * thin  films  on  LaA103  at  35  GHz;  ar“aN  for  T>TC  and  ^rmax  for  T<TC.  Open  symbols 
represent  values  of  the  conductivity  calculated  directly  from  power  transmission  measurements  and 
filled  symbols  represent  values  of  the  conductivity  calculated  using  the  two-fluid  model. 


0 


i — r - r — *j 


i r r 


a 


a 


a 


a 


a 


k 


a 


k 


Ok 

a 

k 


x — 


-i  — L — i 


50 


TEMPERATURE 


1 — 1_ 

<K) 


FIGURE  4.  Imaginary  part  of  the  conductivity,  a2,  versus  temperature  for  0.7  tM  (□)  and  0.4  fjn  (A) 
laser  ablated  YBa2Cu307.5  thin  films  on  LaAl03  at  35  GHz. 
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The  values  of  o\  and  02  have  been  used  to  estimate  values  for  the  magnetic 
penetration  depth  X and  the  surface  resistance  Rs.13  Values  of  Xo=0 - 67  fim  and 
Rs~9m/Xat  77  K were  obtained.  These  values  are  in  close  agreement  with  those 
obtained  by  other  researchers.12 

The  conductivity  values  have  been  used  to  calculate  the  Q-factor  of  a ring 
resonator,  which  has  a superconducting  strip  and  a normal  conducting  ground 
plane.  This  resonator  is  shown  in  figure  5 and  consists  of  a microstrip  ring 
with  a circumference  that  is  three  wavelengths  in  length  at  the  design  frequency 
of  35  GHz.  Straight  lengths  of  superconducting  strip  provide  input  to  the  ring 
with  coupling  achieved  by  small  capacitive  gaps.  The  substrate  is  10  mi  Hi  inch 
thick  lanthanum  aluminate;  and  the  characteristic  impedance  of  the  line  is  45 
ohms. 


FIGURE  5.  35  GHz  ring  resonator  microstrip  transmission  line  circuit. 


The  "Q"  of  the  ring  is  determined  by  two  major  loss  mechanisms,  1)  dielectric 
loss  in  the  substrate  and  2)  resistive  losses  in  the  conductors.  Radiation  loss 
is  assumed  to  be  negligible  in  this  case  since  the  resonator,  when  being  measured 
experimentally,  is  shielded  by  a section  of  waveguide  below  cutoff  which  acts 
to  suppress  radiation  by  the  circuit.  Dielectric  losses  can  be  calculated  using: 


ad  = 3.15  (q*e/eeff)  (tan  5/Xg)  Nepers/m  (3) 

where  ad14  is  the  attenuation  constant  due  to  dielectric  loss,  1 q ' is  a 
geometrical  'filling  factor',  e and  eeff  are  the  static  and  effective  dielectric 
constants,  tan  5 is  the  dielectric  loss  tangent  and  Xg  is  the  transmission  line 
wavelength.  In  these  calculations  we  have  used  a value  of  5.8  x 10'4  for  tan  <515 
but  it  should  be  noted  that  authoritative  values  for  the  loss  tangent  have  not 
been  established. 
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The  conductor  losses  were  calculated  by  the  Phenomenological  Loss  Equivalence 
Method  (PEM),  an  analytical  solution  for  loss  in  microstrip  lines  that  accounts 
for  thin  conductors.  The  attenuation  due  to  the  loss  in  the  conductors  is  given 

y ac  = Zrj / (2*ZC)  Nepers/m  (4) 

where  Zri  is  the  real  part  of  the  internal  impedance  of  the  strip  and  ground 
plane  and  Zc  is  the  characteristic  impedance  of  the  line.  The  internal  impedance 
(Z-j)  is  obtained  through  the  PEM  where: 

Zix  = Zsx  * Gx  * coth(Zsx  * ax  * Gx  * A)  (5) 

Gx  is  a geometrical  factor,  A the  cross  sectional  area  of  the  strip,  Zsx  is  the 
surface  impedance  and  <7X  the  conductivity  of  the  conductor  material  of  the  strip 
or  ground  plane  (x  denotes  different  values  for  strip  and  ground  plane).  The 
a values  are  obtained  from  the  transmission  data  and  the  surface  impedance  is 
calculated  from  them.  The  "Q"  of  the  ring  is  calculated  as: 

1 = 2 (ac  + ad)  (6) 

Q P 

where  p is  the  propagation  constant  of  the  line. 

Using  values  of  the  conductivity  obtained  form  the  .7p  film  and  the  tan  5 as 
noted  above,  the  "Q"  values  were  calculated  and  compared  to  results  obtained  from 
a resonator  made  from  a film  fabricated  under  similar  conditions  (figure  7). 
Also  shown  are  the  measured  "Q"  values  for  a resonator  with  a normal  metal 
(gold)  strip  and  ground  plane.  While  the  superconducting  strip  performs  better 
than  the  normal  metal,  the  measured  "Q"  values  do  not  follow  those  predicted  by 
the  calculations  using  the  transmission  conductivity  values. 


FIGURE  6.  Measured  and  calculated  values  of  unloaded  Q for  superconducting  and  normal  resonators. 
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In  summary,  we  have  obtained  the  microwave  conductivity  at  35  GHz  of  laser 
ablated  YBa2Cu307.5  thin  films  in  the  temperature  range  from  20  to  300  K.  The 
conductivity  values  at  room  temperature  are  in  close  agreement  with  dc  values 
reported  for  the  same  type  of  material.  Comparing  the  values  for  o\  and  a2  for 
both  films  with  those  previously  reported  for  laser  ablated  YBa2Cu307_5  thin  films 
on  MgO  and  Zr02  suggest  that  LaA103  is  a superior  substrate  for  microwave 
applications.  From  these  conductivity  values,  values  for  the  zero-temperature 
magnetic  penetration  depth  X0  and  the  surface  resistance  Rs,  fundamental  in  the 
design  of  microwave  devices  and  circuits,  have  been  obtained.  We  have  used  the 
conductivity  values  to  obtain  conductor  losses  and  Q-factors  of  a microwave 
transmission  line.  However,  predicted  and  experimentally  observed  values  are  not 
in  good  agreement.  Further  work  is  needed  in  developing  an  accurate  correlation 
between  measured  conductivity  values  and  microstrip  performance. 
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ABSTRACT 

During  the  past  two  years,  one  of  the  most  exciting  research  fields  in  science  has  been 
the  study  of  the  newly  discovered  high-Tc  metal  oxide  superconductors.  Although  many 
theoretical  models  were  proposed,  there  has  been  no  general  agreement  on  any  theory 
to  expain  these  materials.  One  of  the  “peculiar”  features  of  these  high-Tc  materials  is 
the  noninteger  number  of  oxygen  atoms.  The  oxygen  content  is  extremely  critical  to  the 
superconductive  properties.  Our  results  from  mass  spectroscopy  of  laser  desorbed  species 
indicate  that  significant  quantities  of  oxygen  molecules  are  trapped  in  the  bulk  of  these 
superconductors.  It  appears  that  these  trapped  oxygen  molecules  may  play  key  roles  in 
superconductive  properties. 


INTRODUCTION 

In  1986,  Bendorz  and  Muller1  discovered  that  metallic  oxide  with  a perovskite  structure  in 
the  La-Ba-Cu-0  system  exhibited  superconductivity  at  20°K.  In  early  1987,  Chu  and  his  co- 
workers^  made  a YBa2Cu307_ x compound  which  had  a Tc  higher  than  the  temperature 
of  liquid  nitrogen.  Since  these  discoveries,  the  research  and  development  of  high-Tc 
superconductors  has  aroused  unpecedented  attention,  not  only  from  the  scientific  community, 
but  also  from  various  industries  and  governments.  As  these  new  superconducting  materials 
are  in  general  very  “brittle”  and  difficult  to  machine,  it  is  extremely  difficult  to  fabricate 
them  into  thin  wires.  In  addition,  practical  use  of  new  high-Tc  superconductors  will  require 
materials  with  very  high  critical  current  density.  Thus  thin  film  preparation  is  particularly 
important  for  many  applications  of  superconductors,  such  as  electronics  for  the  computer 
industry.  Films  with  high  superconducting  transition  temperatures  have  been  prepared 
by  electron  beam  evaporation,  organometallic  chemical  vapor  deposition,  DC  sputtering, 
molecular  beam  epitaxy,  and  laser  evaporation  and  deposition  processes.  For  example,  Rice  et 
al.3  used  electron  beam  and  thermal  evaporation  to  produce  Ca-Sr-Bi-Cu-0  superconducting 
films  from  CaF2,  SrF2,  Bi,  and  Cu  targets.  Berry  et  al.A  produced  a superconductive  film 
by  organometallic  chemical  vapor  deposition.  Heilman  et  al.5  used  molecular  beam  epitaxy 
to  produce  a DyBa2Cu307_x  film  on  a SrTiO;j  substrate.  Lynds  et  al.5  used  a Nd-YAG 
laser  beam  to  do  laser  evaporation  and  deposition  to  prepare  a YBa2Cu307_x  thin  film 
from  targets  of  Y203,  Ba2C03,  and  CuO.  Kwok  et  al.7  applied  a homogeneous  excimer 
laser  to  obtain  a film  with  the  right  stoichiometry  of  YBa2Cus07-x.  However,  most  of  the 
films  in  the  works  cited  above  need  to  be  annealed  in  an  oxygen  environment  in  order  to 
produce  superconductivity.  Recently,  several  research  groups  obtained  superconductive  films 
of  YBa2Cu307_x  by  raising  the  temperature  of  the  substrate  and  introducing  oxygen  into 
the  chamber  during  the  thin  film  preparation  process.8  However,  no  superconductive  films 
of  the  Bi-Sr-Ca-Cu-0  or  Tl-Sr-Ba-Cu-0  systems  were  obtained  without  oxygen  annealing. 
Nevertheless,  the  right  ratio  of  various  metal  elements  is  one  of  the  key  factors  in  achieving 
superconductivity.  Superconductive  films  are  usually  obtained  based  on  repeated  trials 
and  adjustments.  Venkatesan  et  al.9  observed  two  distinct  components  during  pulsed  laser 
deposition  of  high-Tc  superconductive  film.  It  was  pointed  out  that  the  quality  of  the 
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superconductive  film  depends  on  controlling  the  film  stoichiometry.  The  role  of  introducing 
oxygen  into  the  thin  film  preparation  chamber  has  never  been  fully  understood.  Thus,  the 
need  for  a real-time  monitor  for  high-Tc  thin  film  preparation  is  quite  critical. 

In  general,  the  preparation  of  a superconductive  thin  film  involves  the  vaporization  of  various 
chemicals.  The  species  deposited  on  substrates  include  neutral  atoms  or  molecules  in  ground 
states,  atoms  and  molecules  in  excited  states,  ions  in  ground  states  and  ions  in  excited 
states.  An  instrument  which  has  the  capability  of  the  quantitative  determination  of  atoms, 
molecules,  and  ions  in  various  electronic  states  should  provide  very  detailed  information 
on  the  mechanism  of  formation  of  superconductive  films.  A position  sensitive  monitor  of 
various  oxide  compounds  relative  to  the  flow  and  pressure  of  oxygen  should  reveal  the  role  of 
oxygen  in  superconductive  film  preparation.  An  ideal  method  of  monitoring  the  deposition 
process  is  to  continuously  track  the  deposition  in  situ  and  automatically  maintain  optimum 
film  growth.  With  this  goal  in  mind,  we  have  investigated  several  diagnostic  methods. 
In  this  work,  fluorescence  spectra  are  presented  which  indicate  suitability  for  monitoring 
excited  atoms,  molecules,  and  ions;  mass  analysis  of  laser  desorbed  ions  is  described;  and  the 
application  of  resonance  ionization  spectroscopy  (RIS)  to  monitor  desorbed  neutral  atoms 
and  molecules  is  discussed. 

One  of  the  “peculiar”  features  of  these  high-Tc  materials  is  the  noninteger  number  of  oxygen 
atoms.  The  oxygen  content  is  extremely  critical  to  the  superconductive  properties.  All  of 
the  bulk  metal  oxide  superconductors  need  to  be  annealed  in  an  oxygen  environment  for 
an  extensive  period  of  time  in  order  to  achieve  superconductivity.  The  oxygen  content  is 
equally  critical  to  bulk  and  thin  film  superconductors.  Take  YBa2Cu307_x  as  an  example. 
Its  superconductive  properties  disappear  whenever  x is  larger  than  0.5.  The  samples  not 
only  need  to  be  sintered  in  the  oxygen  environment,  but  also  need  to  be  cooled  down  slowly 
to  take  up  oxygen.10 

Batlogg  et  al}1  and  Leary  et  a/.12  observed  a very  small  isotopic  effect  by  replacing  160 
with  180  for  the  YBa2Cu307_x  system  and  concluded  that  weak  electron-phonon  coupling 
cannot  be  used  to  explain  this  observation.  The  crystal  structures  of  YBa2Cu3C>7_x  have 
been  studied  very  extensively  by  X-ray  diffraction  and  neutron  diffraction.13  It  was  confirmed 
as  orthorhombic  for  x = 0 in  YBa2Cu307_x.  However,  the  crystal  structure  becomes 
tetragonal  when  x > 0.5.  It  was  widely  speculated  that  the  change  in  crystal  structure 
was  responsible  for  the  loss  of  superconductivity.  However,  experimental  results  by  Xiao  et 
al.14  indicate  that  the  crystal  structure  is  not  the  key  for  superconductivity.  It  was  pointed 
out  that  the  Tc  of  YBa2Cu307_x  is  determined  mostly  by  the  actual  oxygen  content  rather 
than  its  configuration  and  that  the  oxygen- vacancy  order  was  found  to  be  insignificant  for 
high-Tc  superconductors.  From  the  viewpoint  of  valence  numbers  for  the  YBa2Cu307_x 
compound,  the  number  of  oxygen  atoms  should  be  6.5  (i.e.,  YBa2Cu306.5).  Unfortunately, 
it  has  been  proven  experimentally  that  a single  crystal  of  YBa2Cu3()6.5  does  not  demonstrate 
superconductivity.  The  number  of  0 atoms  needs  to  be  higher  than  6.5  for  YBa2Cus07_x 
to  achieve  superconductivity.  A similar  situation  is  true  for  all  other  high-Tc  metal  oxide 
superconductors.  Thus  the  existence  of  Cu+3  in  these  high-Tc  superconductors  was  suggested 
in  order  to  account  for  the  chemical  structure.  However,  Sarma  and  Rao15,  as  well  as 
Horn  et  al.16  used  X-ray  photoelectron  spectroscopy  (XPS)  and  Auger  electron  spectroscopy 
(AES)  to  investigate  the  chemical  state  of  the  copper  ion.  They  found  that  Cu+3  was  not 
present  in  these  superconductors.  Instead,  Cu+  was  observed.  It  is  well  known  that  high- 
Tc  superconductors  in  an  oxygen-free  atmosphere  will  lose  oxygen.  It  has  been  assumed 
that  the  oxide  anion  (0~2)  in  the  CuO  plain.  in  equilibrium  with  oxygen  molecules  in 
the  gas  phase  at  the  same  temperature  and  a fiAod  partial  pressure.  It  is  known  that 
these  metal  oxide  superconductors  are,  in  general,  very  porous  and  that  there  are  many 


272 


deficit  sites  in  the  crystal.  However,  the  possible  existence  of  trapped  02  molecules  in 
the  bulk  or  thin  film  materials  has  been  ignored.  During  the  development  of  the  present 
monitor  for  superconductive  films  preparation,  we  observed  the  existence  of  trapped  U2 
superconductors.17  The  trapped  02  gas  can  possibly  have  significant  implications  for  the 
nature  of  the  superconductivity  of  these  high-Tc  materials. 

EXPERIMENTAL  RESULTS  AND  DISCUSSION 

A schematic  of  the  experimental  apparatus  is  shown  in  Fig.  1.  A Nd:YAG  laser  beam 
was  used  to  do  laser  ablation  of  samples.  A quadrupole  mass  spectrometer  was  used 
monitor  the  desorbed  ions  directly.  The  desorbed  neutral  atoms  or  molecules  were  ionized 
by  electron  impact  or  by  a laser  resonance  ionization  method.  Fluorescence  spectra 
obtained  from  excited  atoms  and  molecules.18  Different  samples  of  superconductors . were 
used  in  this  work.  One  was  produced  from  an  aqueous  solution  containing  Y , ba  and  L-u 
salts  and  oxalic  acid  via  a homogeneous  coprecipitation  technique  using  “^-Others  were 
made  by  a standard  solid-state  chemistry  approach.  Transition  temperatures  of  samples 
Y - Ba  - Cu  - 0 and  Bi  - Sr  - Ca  - Cu  - 0 were  measured  as  ~ 92°I<  and  ~ 125  K, 
respectively.  Most  fluorescence  data  were  taken  using  laser  ablation  of  the  superconduc  or 
sample  by  the  fundamental  of  a Nd:YAG  laser  beam.  Most  secondary  ion  spectra  were 
obtained  using  the  second  harmonic  of  the  Nd:YAG  laser  beam  However,  the  data  obtai  i 
with  different  harmonics  show  very  little  dependence  on  the  frequency  of  the  laser  beam^. 
The  laser  beam  power  density  on  the  superconductor  target  was  varied  from  5 x 1U  W / cm 
to  1 xlO9  W/cm2.  In  general,  breakdown  occurs  when  the  laser  power  density  is  higher  than 
1 x 107  W/cm2.  Insufficient  photons  could  be  detected  to  monitor  fluorescence  in  the  absence 
of  laser-induced  breakdown.  However,  the  fluorescence  spectra  remain  constant  as  long  as 
laser-induced  breakdown  occurs.  The  laser  energy  per  pulse  was  measured  by  a bcientech 
calorimeter.  The  laser  beam  pulse  duration  was  5-7  ns  which  was  measured  by  a fast  response 
photodiode.  A Pellin-Broca  prism  was  used  to  separate  different  harmonics  of  the  laser 
beams.  Since  this  laser  utilized  an  unstable  resonator,  the  typical  laser  beam  distribution 
was  a doughnut  shape.  Fluorescence  spectra  were  obtained  by  using  a GCA  Mcl  herson 
spectrometer  which  can  be  scanned  automatically.  The  resolution  of  the  monochroma  or 
was  fixed  at  4 cm-1.  A photomultiplier  (RCA  31034)  which  has  an  almost  flat  response  for 
visible  and  near-infrared  (IR)  photons  was  used  to  detect  the  wavelength- resolved  photons. 
Since  the  laser  beam  was  pulsed,  the  fluorescent  light  detected  by  the  photomultiplier  was 
gated  for  20  us  so  that  the  background  from  room  light  or  dark  current  of  the  phototube 
could  be  neglected.  The  output  of  the  phototube  went  through  a charge-sensitive  preamplifier 
followed  by  a pulse-shaping  amplifier.  It  then  went  to  a sample  and  hold  circuit  which  drove 

a recorder. 

The  entire  fluorescence  spectra  in  the  visible  and  near-IR  region  for  YBa2Cu3(>_x  Tl- 
Ba-Ca-Cu-0  are  shown  in  Fig.  2 and  Fig.  3.  The  fluorescence  spectra  of  CuO,  Y2U3, 
CaO,  and  BaC03  were  also  obtained  as  an  aid  in  the  identification  of  the  peaks  in  the 
fluorescence  spectra  of  these  two  superconductors.  The  emission  due  to  different  metal 
elements  was  identified  from  atomic  spectra.  Many  different  transitions  for  Y,  Ba,  and  ^a 
were  observed.  However,  no  definite  indication  of  transitions  due  to  copper  atoms,  which 
had  been  suggested  as  the  key  element  for  superconductive  properties,  was  observed.  No 
clear  spectra  corresponding  to  CuO  transitions  were  identified.  The  complete  fluorescence 
spectra  of  high-Tc  superconductors  are  quite  complicated.  However,  the  sharp  transition 
lines,  especially  in  the  red  and  near-IR  spectral  regions,  should  be  convenient  for  use  in 
monitoring  the  concentration  of  most  metal  elements,  since  the  broad  continuum  emission 
due  to  the  plasma  can  be  neglected  in  this  region.  The  fluorescence  band  for  YO  was  a so 
observed  in  the  Y-Ba-Cu-0  system.  Absolute  fluorescence  quantum  yields  can  be  obtained 


273 


by  using  the  fluorescence  of  a dye  solution  excited  by  the  frequency  doubled  Nd:YAG  laser 
beam.19 

Elements  which  provide  low  emission  intensity  such  as  Cu  and  T1  can  be  monitored  by 
desorbed  ion  spectra.  Ion  spectra  of  laser-ablated  Y-Ba-Cu-0  and  Tl-Ca-Ba-Cu-0  are  shown 
in  Fig.  4(b)  and  Fig.  4(c)  with  a laser  power  density  of  2 xlO7  W/cm2.  YO+  signals  were 
observed  to  be  much  stronger  than  the  signal  of  BaO+  for  the  Y-Ba-Cu-0  system  for  a 
modest  ablation  laser  energy.  No  CuO+  signals  were  observed  for  the  Y-Ba-Cu-0  or  Tl-Ca- 
Ba-Cu-0  systems.  The  crystal  structure  of  Y-Ba-Cu-0  has  been  extensively  studied  by  X-ray 
diffraction  and  neutron  scattering  methods.20  There  were  no  oxide  atoms  on  the  Y plane. 
Thus  the  formation  of  YO'*’  was  thought  to  be  either  from  peroxide  or  from  trapped  oxygen 
molecules.  For  the  Tl-Ca-Ba-Cu-0  system,  CaO"1”  was  observed,  although  X-ray  diffraction 
data  indicate  that  there  are  no  oxides  on  the  Ca  plane.  The  formation  of  Y0+  and  CaO+ 
can  possibly  come  from  the  chemical  reaction  between  Ca  or  Y atoms  with  oxygen  in  the 
plume  just  above  the  surface.  Secondary  ion  spectra  obtained  in  this  work  are  much  simpler 
than  the  results  from  atom  probe  experiments. 

The  major  species  detected  following  laser  ablation  of  superconductors  are  neutral  atoms 
and  molecules  in  the  ground  state.  However,  it  is  difficult  to  detect  most  of  these  desorbed 
species  by  a conventional  mass  spectrometer  with  an  electron  impact  ionizer  due  to  the  low 
density  of  the  desorbed  neutral  molecules.  However,  RIS  has  been  demonstrated  to  have  the 
capability  of  detecting  a single  neutral  metal  atom.21  Recently,  the  detection  of  Bi  atoms 
from  the  Bi-Sr-Ca-Cu-0  system  was  demonstrated.  Different  laser  excitation  schemes  for 
various  metal  elements  are  given  in  Table  1.  It  shows  that  commercially  available  lasers  can 
be  used  to  detect  all  desorbed  neutral  atoms  and  molecules.  With  an  arrangement  of  multiple 
laser  beams  to  do  resonant  excitation  and  ionization,  several  metal  elements  can  be  probed 
at  the  same  time.  Then,  a real-time  monitor  for  a superconductive  thin  film  preparation  can 
be  achieved. 


Table  1 

Resonance  ionization  schemes  for  various  metal  elements 
in  metal  oxide  superconductors 


Ba  (6s2) 

T1  (6s2  6p) 

Pb  (6s2  6p2) 

Bi  (6p3) 

Ca  (4s2) 

Y (4d  5s2) 

Cu  (3d10  4s)  — 

Sr  (5s2) 


Ba  (6s  7p)  — v~* 

T1  (6s2  7s) 

Pb  (6s2  6p  7s)  — 

Bi  (6p2  7s) 

Ca  (4s  5p) 

Y (4d  5s  5p) 

Cu  (3d10  4p) 

Sr  (5s  6p)  Sr+ 


A 

Ba+  324.5  nm 

T1+  377.6  nm 

Pb+  283.3  nm 

Bi+  306.8  nm 

Ca+  273.6  nm 

Y+  359.4  nm 

Cu+  324.8  nm 

295.2  nm 
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It  was  observed  that  a large  amount  of  O2  was  desorbed  during  the  laser  ablation  process, 
the  amount  of  desorbed  02  was  estimated  as  ~ 1010  molecules  per  pulse  from  laser  ablation 
of  a YBa2Cu307_x  target  at  22°K  with  a very  modest  laser  power  density  of  1 xlO6  W/cm  . 
With  this  laser  power  level,  there  should  be  no  significant  destruction  of  any  chemical  bonds. 
No  significant  numbers  of  atoms,  molecules,  or  ions  other  than  02  were  observed,  as  shown  in 
Fig.  4(a).  This  process  of  desorption  should  be  due  to  a heating  effect.  Since  the  desorption 
of  02  was  observed  for  laser  ablation  by  the  fundamental  Nd:YAG  laser  beam  at  1064  nm,  it 
is  very  unlikely  the  desorption  was  due  to  bond  breaking  of  a metal  oxide  by  the  one-photon 
absorption  process.  The  bond  strength  of  Cu-0  and  Cu-0  were  estimated  by  Sawyer 
to  be  2.8  and  3.1  eV,  respectively.  Thus,  the  present  results  indicated  that  02  molecules 
were  loosely  trapped  in  these  superconducting  materials.  Even  a mild  heating  process  is 
enough  to  drive  out  significant  quantities  of  oxygen  molecules  trapped  in  these  materials. 
The  average  velocity  of  desorbed  02  was  estimated  as  ~ 7 x 10  cm/sec  which  indicated  that 
the  surface  temperature  was  less  than  300°  C.  There  was  a concern  that  the  observed  neutral 
02  molecules  could  be  due  to  the  adsorption  of  02  on  the  surface  of  the  superconductoi 
sample.  To  minimize  this  concern,  a power  density  of  1 xlO9  W/cm2  was  used  to  vaporize 
the  top  layers  of  material  for  several  minutes  before  making  measurements  of  desorbed  02. 
We  also  carefully  checked  to  see  that  there  was  no  H20,  N2,  or  CO  desorbed  from  the  target 
to  assure  that  the  laser  was  probing  below  the  original  surface  layer.  These  procedures  rule 
out  the  possiblity  of  02  being  adsorbed  just  on  the  surface.  Therefore,  the  fact  that  oxygen 
molecules  are  trapped  in  YBa2Cu307_ x and  Tl-Ca-Ba-Cu-0  superconductors  is  confirmed. 

It  has  been  known  for  two  decades  that  02  can  be  trapped  in  an  alkali-halide  crystal. 
Consequently,  it  should  be  much  more  likely  that  02  can  be  trapped  in  loosely  packed  and 
very  porous  superconductor  materials,  which  were  produced  and  sintered  either  in  air  or  in  a 
pure  oxygen  environment.  From  our  results,  the  existence  of  trapped  02  in  the  bulk  of  these 
superconductive  materials  is  confirmed.  The  implication  of  trapped  02  inside  of  the  bulk 
of  superconductors  can  be  quite  significant.  It  has  long  been  considered  that  the  existence 
of  Cu+3  accounts  for  the  excess  of  oxygen  in  YBa2Cu307_x.  The  nominal  composition 
suggests  that  33%  of  the  copper  is  in  the  +3  state.  However,  no  Cu+3  ions  were  observed 
by  X-ray  photoelectron  spectroscopy.  With  the  trapped  molecular  oxygen,  there  is  no  need 
to  have  Cu+3  account  for  the  number  of  oxygen  atoms  to  be  higher  than  6.5.  This  should 
have  an  important  effect  on  the  calculation  of  the  electronic  structure  of  these  crystals. 
Since  a very  small  isotope  effect  was  observed  for  YBa2Cu307_x,  conventional  BCS  theory 
regarding  electron- phonon  coupling  can  not  be  used  to  account  for  this  observation.  However, 
if  the  trapped  02  molecule  plays  an  important  role  in  superconductivity,  the  isotopic  effect 
can  be  expected  to  be  much  smaller  if  trapped  02  has  only  weak  coupling  to  the  crystal 
lattice.  If  the  trapped  02  is  critical  for  the  superconductivity,  the  conservation  of  02  in 
superconductive  film  becomes  very  critical  for  any  practical  application  for  these  newly 
invented  superconductors. 


ACKNOWLEDGEMENTS 

This  research  was  sponsored  by  the  Office  of  Health  and  Environmental  Research,  U.S. 
Department  of  Energy,  under  contract  number  DE-AC05-840R21400  with  Martin  Marietta 
Energy  Systems,  Inc.  M.  P.  McCann,  present  address:  Southern  Arkansas  University, 
Magnolia,  Arkansas  71753. 


275 


Ch&nneltron 


Fig.  1.  Experimental  schematic  for  fluorescence 
spectra,  desorbed  ion  spectra,  and  resonance  ion- 
ization spectra  for  laser  ablation  of  the  supercon- 
ductors. 


Fig.  2.  Emission  spectrum  of  laser  ablation 
of  YBa2Cu3  O7  _r . 


Fig.  3.  Emission  spectrum  of  laser  ablation  of 
Tl-Ba-Ca-Cu-O  superconductors. 
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Fig.  4.  Desorbed  mass  spectra  from  a laser  ab- 
lation process  of  superconductor  targets,  (a)  rep- 
resents mass  spectrum  from  YBa2Cu307_r  target 
with  laser  density  at  2 x 106  W/cm2,  the  desorbed 
neutral  02  molecules  were  ionized  by  electron  impact 
ionization.  No  other  desorbed  ions  or  molecules  were 
observed,  (b)  and  (c)  represent  desorbed  ion  spectra 
from  YBa2Cu307_x  and  TI-Ca-Ba-Cu-O  targets,  re- 
spectively. The  ablation  laser  power  density  was  2 x 
107  W /cm2 . Filament  was  off. 
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ABSTRACT 

The  major  challenges  in  making  HTSC  electronics  viable  are  predominantly  materials 
problems.  Unlike  their  predecessors,  the  metal  oxide-based  superconductors  are  integratable 
with  other  advanced  technologies  such  as  opto-  and  micro-electronics.  The  materials 
problems  to  be  addressed  relate  to  the  epitaxial  growth  of  high-quality  films,  highly  oriented 
films  on  non-lattice-matched  substrates,  heterostructures  with  atomically  sharp  interfaces  for 
junctions  and  other  novel  devices,  and  the  processing  of  these  films  with  negligible 
deterioration  of  the  superconducting  properties. 

I illustrate  these  issues  with  results  based  on  films  prepared  in  situ  by  a pulsed  laser  deposition 
process.  Films  with  zero- transition  temperatures  of  90  K and  critical  current  densities  of 
5*  10E6  A/cm2  at  77  K have  been  prepared  by  this  technique.  Ultra-thin  films— less  than  100 
A-show  Tc>  80  K,  supporting  the  idea  of  two-dimensional  transport  in  these  materials.  By 
the  use  of  appropriate  buffer  layers,  films  with  T,  of  87  K and  Jc  of  6*10E4  A/cm2  have  been 
fabricated  on  silicon  substrates.  Submicron  structures  with  Jc>2*10E7  at  10  K have  been 
fabricated. 

Results  on  nonlinear  switching  elements,  IR  detectors  and  microwave  studies  will  be  briefly 
summarized. 
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ABSTRACT  Characteristics  of  the  electron-doped-type  Nd2_xCexCuO,  system  and 
substituted  Bi-system  have  been  studied  using  the  high  quality  thin-film 
samples  grown  by  rf-magnetron  sputtering  and/or  subsequent  heat-treatment . 
The  Ndp_  Ce  CuO,  samples  with  excellent  superconducting  properties  were 
obtained  in  thinTilms  and  their  optical  and  X-ray  photoelectron  spectroscopy 
(XPS)  studies  were  performed  in  regard  to  the  Ce  content  and  reducing 
treatment.  Substituted  Bi-Sr-Ln-Cu-0  thin  films  have  also  been  prepared  and 
growth  conditions  for  Bi-system  with  2-2-1 -2  and  2-2-2-2  phases  were  found. 
Moreover,  new  2-2-1 -2  phase  in  the  simple  Bi-Sr-Cu-0  system  was  fabricated  by 
thin-film  processing  and  80-K  superconductivity  was  obtained. 


1.  INTRODUCTION 

A great  deal  of  interests  have  been  focused  to  the  thin  films  processing 
of  high-Tc  superconductors  for  not  only  the  viewpoint  of  device  applications 
but  the  scientific  research.  Thin-film  processing  has  an  ability  to  create  a 
metastable  phase  which  cannot  be  made  by  solid  state  reaction  technics,  i.e. 
ceramics  method.  For  instance,  1-2-4  phase  (YBa2Cu,0y)  or  2-2-3-4  phase 
(BipSrpCaoCu/0  ) was  firstly  prepared  in  the  thin  film  samples  [1,2].  In 
addition  "to  4the  fabrication  of  new  phases,  thin  film  processing  enable  the 
preparation  of  superconducting  samples  with  excellent  quality.  High  Jc 
(critical  current  density)  samples  were  realized  in  the  single-crystalline 
thin  films  epitaxially  grown  on  adequate  single  crystal  substrates  [ 3 1 • For 
electron-doped  (Nd,Ce)2CuO,  system,  excellent  superconducting  properties  were 
easily  obtained  in  thin  films  rather  than  in  bulk  ceramic  samples,  which  may 
be  responsible  for  the  facility  of  reducing  treatment  in  the  films  [4l-  Thus, 
in  some  cases,  thin  films  and  thin-film  processing  are  very  useful  for  the 
research  on  the  nature  of  high-Tc  superconductors. 

In  this  paper,  we  describe  the  thin  films  of  two  systems;  one  is 
electron-doped  (Nd,Ce)2CuO,  system  with  a variety  of  Ce  content  and  the  other 
is  the  lanthanoid  (Ln)  substituted  bismuth-system,  Bi-Sr-Ln-Cu-0.  . Their 
preparation  methods,  electric  properties,  x-ray  photoemission  were  studied. 


2.  FILM  PREPARATION 

Thin  films  were  prepared  by  the  rf-planar  magnetron  sputtering  and 
subsequent  annealing.  Targets  were  complex  oxides  of  constituents,  which  were 
made  by  calcining  the  adequate  mixture  of  each  oxides.  The  diameter  of  the 
target  was  100  mm.  Substrates  used  were  (100)  plane  of  MgO  or  (100)  plane  of 
SrTiOo  single  crystals  and  heated  at  400— 700°C  during  deposition.  Sputtering 
was  carried  out  in  the  argon  and  oxygen  mixed  atmosphere  with  an  input  power 
of  about  150  W and  gas  pressure  of  0.5  Pa*  The  appeared  phases  in  the  films 
were  controlled  during  the  deposition  or  the  post-annealing  procedures. 
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One  of  the  compounds  we  intended  to  prepare  is  (NdjCe^CuO^  system  which 
was  found  to  be  the  "n-type"  material  with  electrons  as  the  charge  carriers 
[5].  Since  excellent  superconductivity  is  easily  obtained  in  film  samples  of 
this  system,  (NdjCeJ^CuO^  thin  films  are  suitable  for  a basic  research.  The 
other  compounds  are  Bi-based  materials  with  lanthanoid  substitution,  Bi-Sr-Ln- 
Cu-0.  The  interesting  viewpoint  is  the  feasibility  of  nn-typef!  in  the  Bi- 
system. From  the  similar  consideration  to  the  (Nd^e^CuO,  system,  we  dealt 
with  Bi-Sr-(Nd, Ce)-Cu-0  thin  films.  Appearance  of  crystal  phases  in  thin 
films  of  this  system  was  studied.  Moreover  in  the  course  of  the  experiments, 
construction  of  metastable  structure  in  Bi-based  thin  films  with  no  lanthanoid 
elements,  i.e.  simple  Bi-Sr-Cu-0  system,  was  investigated. 


3.  (Nd,Ce)2Cu04  THIN  FIIMS 
3.1  SUPERCONDUCTING  PROPERTIES 

The  Nd2_xCexCuC>4  thin  films  with 
various  Ce  content,  x,  have  been 
prepared.  (100)  plane  of  perovskite 
SrTiO^  were  selected  as  a substrate 
and  heated  at  around  500°C  during 
deposition.  The  crystallinity  of  the 
as-deposited  films  showed  the 
polycrystalline  structure  of  the  T’ 
phase  (NdoCuO^  structure)  with  weakly 
preferred  c-axis  orientation.  In 
order  to  improve  crystallinity,  the 
films  were  post-annealed  at  1100°C  for 
2 hours  in  air,  followed  by  quenching. 

The  films  showed  a highly  oriented 
structure  with  the  c-axis  normal  to 
the  substrate  after  the  annealing,  as 
shown  in  Fig.1  for  the  x=0.15  film. 

As  x increased  from  0 to  0.18,  the  c- 
axis  lattice  constant  decreased  from 
1.215  nm  to  1.203  nm.  The  electric 
properties  of  the  films  showed 
semiconductor-like  behavior. 

Superconductivity  was  induced  by  the 
subsequent  reducing  treatment.  This 
treatment  was  done  by  annealing  the 
films  in  a vacuum  (10”'  -10”^  Pa). 

Figure  2 shows  the  temperature  dependence  of  the  resistivity  for  the 
films  with  various  Ce  content  x (0<x<0.23)  after  reduction.  Metallic  behavior 
was  observed  for  x>0.10.  Superconductivity  was  observed  for  0.14<x<0.18. 
With  increasing  x from  0.1 4 to  0.18,  Tc  tended  to  lower,  similarly  to  bulk 
samples  [6].  The  Hall  coefficient  was  negative  in  the  normal  state, 
indicating  that  the  charge  carriers  are  electrons. 

The  diamagnetism  (shielding  effect)  of  the  films  were  measured  by  an  rf 
SQUID  magnetometer  under  a magnetic  field  of  10  Oe.  Figure  3 shows  the 
temperature  dependence  of  the  diamagnetization  for  the  films  with  various  x 
after  the  reduction.  For  the  x=0.15  film,  the  diamagnetization  rapidly 
decreased  at  around  20  K with  increasing  the  temperature  and  was  observed  up 
to  25  K.  According  to  Beanfs  formula,  the  diamagnetization  at  4*2  K for  the 


Fig.1.  X-ray  diffraction  pattern  of 
the  Nd-j  g ^CeQ  ^CiaO^  film. 
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Fig. 2.  Temperature  dependence  of 
the  resistivity  for  Nd2_xCexCuO^ 
films  after  reduction. 


Fig. 3.  Temperature  dependence  of 
the  diamagnetization  for  Nd2_x 
Ce^CuO,  films. 

X 4 


c 2 

x=0.15  film  corresponds  to  a critical  current  density  of  7x10  A/cm  , which  is 
consistent  with  the  result  of  electrical  measurement.  The  diamagnetization 
is  highly  dependent  on  x.  The  value  at  4*2  K remarkably  decreased  as  x 
deviates  from  0.15* 


3.2  OPTICAL  PROPERTIES 

To  investigate  the  change  of  the  electronic  state  by  the  Ce  doping, 
optical  properties  such  as  reflectivity  and  absorption  spectra  were  measured 
from  0.4  to  2.5  pm  [7].  The  polarization  of  the  incident  light  was  normal  to 
the  c-axis.  There  was  no  appreciable  change  in  spectra  before  and  after 
reduction  except  for  the  xfO  film. 

Figure  4 shows  the  reflectivity  spectra.  For  the  Nd2CuO^  film  (x=0) , some 
features  were  observed,  but  no  sign  of  plasma  reflection.  With  increasing  the 
Ce  content  x up  to  0.12,  a Drude-like  plasma  reflection  appeared.  At  higher  x 
of  0.14<x<0.l6,  the  reflection  became  much  clearer  with  a plasma  edge  at 
around  l"".0_pm.  The  solid  lines  in  this  figure  are  the  Drude  fits.  The  plasma 
frequency  w was  estimated  to  be  1.1  eV,  and  was  almost  constant  over  the 
range  of  ofl4<x<0.18.  The  w value  is  about  0.2  eV  larger  than  that  of 
( La , Sr ) 2CuO , system  [8],  but  its  constant  behavior  against  dopant 
concentration  is  common. 

Figure  5 shows  the  absorption  spectra.  A solid  line  for  x=0  shows  the 
absorption  spectrum  of  the  NdgCuO,  film  before  reduction.  The  intense 
absorption  below  1 pm  seems  to  originate  from  the  interband  transition  with  an 
energy  gap  of  1.3eV.  According  to  the  Mott-Hubbard  energy  scheme,  it  may  be 
interpreted  as  a charge  transfer  excitation  between  the  0 2p  states  (valence 
band)  and  the  upper  Hubbard  band  (conduction  band).  Suzuki  [8]  reported  an 
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Fig. 4.  Optical  reflectivity  spectra  Fig. 5*  Optical  absorption  spectra 
for  the  Ncl2_xCexCuO^  thin  films.  for  the  Nd2_xCexCuO^  thin  films. 


energy  gap  of  2.0  eV  for  L^CuO^  single  crystal  film,  and  Tajima  et  al.  [9] 
observed  charge  transfer  excitation  at  2.0  and  1.5  eV  for  Fa2CuO,  and  Nd2CuO/ 
single  crystals,  respectively.  These  gap  energies  may  be  inherent  in 
different  Cu-0  configurations,  octahedra  for  I^CuO,  and  squares  with  no 
apical  oxygen  for  NdgCuO^. 

As  x increases  from  0 to  0.12,  the  interband  absorption  decreased  and  a 
broad  absorption  appeared  in  the  near-infrared  region.  In  the  superconducting 
compositional  region,  0. 14^x_<0. 1 8,  the  spectra  were  dominated  by  the  near- 
infrared  absorption  and  the  interband  absorption  was  completely  suppressed  at 
x-0. 1 8. 

These  features  reflect  the  change  of  the  electronic  state  by  the  electron 
doping  into  the  conduction  band,  which  evolves  from  the  semiconducting  state 
to  the  metallic  state.  The  integrated  oscillator  strength  in  this  spectral 
region  was  enhanced  in  the  superconducting  compositional  region.  This  may 
suggest  the  development  of  density  states  and  its  correlation  with  Tc. 


3.3  X-RAY  PHOTOQflSSION  STUDY 

X-ray  photoemission  spectra  were  measured  with  a hemispherical  electron 
spectrometer  in  a vacuum  pressure  less  than  3x10”^Pa.  The  measurement  of  the 
spectra  was  carried  out  after  in-situ  scrape  of  the  film  surface  with  a 
diamond  file  until  no  further  change  in  the  photoemission  spectra  was 
observed.  The  Cu  2p^/2  electron  spectra  for  the  Nd2_xCexCuO,  films  where  x is 
0,  0.15  and  0.23  were  collected  after  the  reducing  treatment.  Figure  6 (a), 
(b),  and  (c)  shows  the  results  for  x=0,  0.15,  and  0.23  thin  films, 
respectively.  From  the  observed  binding  energies  and  line  widths  of  peaks,  it 
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was  revealed  that  electron  doping 
from  the  semiconducting  Nd2CuO^ 
(x=0),  where  Cu  valence  is  +2,  gave 
rise  to  Cu^+  ion  formation  [10]* 
The  valence  for  Cu  of  the 
Nd1  85Ce0  1 5Cu04  superconducting 
film  is  +1.  However,  further  doping 
of  Ce  seemed  to  result  in  the 
recreation  of  as  shown  in  the 

x=0.23  film  because  the  satellite 
peak  is  observed. 

Then,  the  effect  of  reducing 
treatment  was  studied  by  the  XPS 
using  Nd1  ^Ceg^CuCb  thin  films  of 
before  and  after  the  reduction. 
Before  the  reducing  treatment,  there 
existed  Cu^+  species  although  Cu 
valence  was  entirely  +1  after  the 
treatment.  It  was  found  that  the 
reduction  eliminates  the  remaining 
+2  species.  It  is  important  to 
distinguish  superconductivity- 
correlated  behavior  from  simple 
doping  dependence  and  oxygen 
stoichiometry  dependence. 


930  935  940  945 
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Fig. 6.  The  Cu  2p^/2  spectra  of  the 
Ndo  Ce  CuO , thin  films. 
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4.  Bi-BASED  THIN  FILMS 

4.1  LANTHANOID  SUBSTITUTED  Bi-Sr-Ln-Cu-0  THIN  FIIHS 


For  the  lanthanoid  element,  we 
chose  a series  of  (Nd,Ce)  similar  to 
the  electron-doped  (NdjCe^CuO, 
system.  The  construction  of  crystal 
phases  in  Bi-Sr- (Nd, Ce ) -Cu-0  films  on 
MgO  (100)  substrates  was  investigated. 
Ordinarily,  2-2-1 -2  phase  was  easily 
obtained  in  this  system  when  the 
deposition  was  carried  out  at  the 
substrate  temperature  of  600-700°C,  or 
amorphous  films  deposited  at  400  C 
were  annealed  at  a temperature  of  800— 
900°C.  In  this  2-2-1-2  phase, 
lanthanoid  elements  are  supposed  to 
occupy  the  intermediate  site  between 
two  CuO 2 planes.  When  the  annealing 
procedure  of  amorphous  film  was 
carried  out  at  higher  temperature 
(1100°C),  other  phase  was  created. 
This  crystal  structure  was  found  to  be 
2-2-2-2  phase  recently  discovered  by 
Tokura  et  al.  [11],  where  two  CuOg 
planes  are  separated  by  two  lanthanoid 
layers  and  a oxygen  layer.  Figure  7 


Fig. 7.  X-ray  diffraction  patterns 
for  the  Bi-Sr- (Nd,Ce) -Cu-0  thin 
films. 
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shows  the  X-ray  diffraction  patterns  of  Bi-Sr-(Nd,Ce)-Cu-0  thin  films  with  (a) 
2-2-1-2  phase  and  (b)  2-2-2-2  phase.  c-axis  orientation  normal  to  the 
substrates  was  confirmed  in  both  films,  and  lattice  constant  c was  estimated 
to  bi  3-02  nm  for  2-2-1-2  phase  and  1.77  nm  for  2-2-2-2  phase.  Although  we 
also  tried  to  prepare  Bi-Sr-Ln-Cu-0  system  with  three  Cu02  planes,  it  seems  to 
be  very  difficult  when  lanthanoid  elements  were  doped  in  the  Bi-system. 

Detailed  experiments  were  done  on  the  2-2-1 -2  phase  of  Bi-Sr-(Nd,Ce)-Cu-0 
system.  Figure  8 shows  the  relation  between  Ce  content  x and  lattice  constant 
c of  the  films.  The  lattice  constant  c lengthens  with  the  increase  of  content 
x,  i.e.  substitution  of  Ce  for  Nd.  In  the  case  of  Nd 2 - xC e xCu0 / 
superconducting  system,  where  the  valence  of  Ce  is  +4,  the  lattice  constant  c 
shrinks  with  Ce  content  x [6].  The  results  shown  in  Fig. 8 is  opposite  to  the 
case  for  the  electron  carrier  type  superconductor  of  Nd2_xCexCuO,  system. 
From  the  consideration  of  ion  radius,  where  Ce^+<Nd^+<Ce^+ , the  valence  of  Ce 
in  the  2-2-1-2  phase  of  Bi-Sr- ( Nd , Ce ) -Cu-0  is  supposed  to  be  +3.  This 
speculation  agreed  with  the  result  of  XPS  study.  The  valence  of  the  site 
between  two  CuOp  planes  seems  not  to  exceed  +3- 

Figure  9 snows  the  room-temperature  resistivity  of  the  Bi-Sr- (Nd,Ce) -Cu-0 
films  at  various  x.  The  resistivity  decreases  with  the  Ce  content  x,  which 
may  indicate  that  the  carrier  is  supplied  by  doping  of  Ce  to  insulating 
B^S^NdCu^Oy  structure.  Post-treatment  study  showed  that  the  reducing 
treatment  did  not  change  or  somewhat  increase  the  resistivity,  on  the  other 
hand  the  oxidizing  treatment  decreased  resistivities  of  the  films  for  every  Ce 
content  x remaining  the  same  tendency.  Since  the  valence  of  Ce  in  the 
Bi2Sr2(Nd,Ce)Cu20  system  was  found  to  be  same  as  Nd,  +3»  it  is  unlike  to 
supply  charge  carrier  by  Ce  doping.  More  detailed  research  such  as  oxygen 
stoichiometry  is  desired  to  elucidate  the  decrease  of  the  resistivity  with  Ce 
content. 


Fig. 8.  The  relation  between  Ce  Fig. 9.  The  relation  between  Ce 

content  x and  lattice  constant  c content  x and  the  resistivity  for 

for  the  Bi2Sr2Nd1_xCexCu20y  films.  the  B^S^Nd-,  _xCexCu20y  films. 
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4.2  Bi-Sr-Cu-0  THIN  FILMS 


The  another  advantage  of  the  thin-film  samples  is  construction  of 
metastable  state  since  novel  crystal  structures  of  unequilibrium  state  are 
sometimes  created  in  thin  films.  In  the  course  of  the  experiment  of  the  Bi- 
Sr-Ln-Cu-0  system,  we  dealt  with  no  lanthanoid  composition.  The  Bi-Sr-Cu-0 
system  is  known  as  the  10  K superconductor  in  the  B^Sr^CuO  (2-2-0-1)  phase 
[12,13]-  New  superconducting  phases  were  investigated  in  this  simple  Bi-Sr- 
Cu-0  system. 

Thin  films  were  prepared  onto  MgO  ( 1 00)  substrates.  When  the  substrate 
temperature  was  elevated  at  around  600-650°C,  new  crystal  structure  having  a 
long  c-axis  was  created  in  addition  to  the  ordinary  2-2-0-1  phase.  By 
adjusting  the  film  composition  and  the  substrate  temperature,  almost  single 
phase  of  the  new  structure  was  obtained  at  the  substrate  temperature  of  630°C 
[14].  The  chemical  composition  of  the  films  was  found  to  be  nearly 
Bi:Sr:Cu=2:3:2.5*  Figure  10  shows  the  X-ray  diffraction  pattern  of  the  film. 
Bismuth-oxide  layered  structure  with  c-axis  orientation  normal  was  confirmed. 
The  lattice  constant  c was  estimated  to  be  3-12  nm,  which  was  fairly  larger 
than  2-2-0-1  phase  (2.46  nm)  and  suggested  the  creation  of  2-2-1 -2  phase  in 
the  simple  Bi-Sr-Cu-0  system.  By  the  present  sputtering  method,  the 
metastable  phase  such  as  the  2-2-1 -2  structure  in  the  Bi-Sr-Cu-0  system  was 
successfully  formed. 

The  as-deposited  films  exhibited  a semiconductor-like  temperature 
dependence  of  the  resistivity.  In  order  to  improve  the  electric  properties, 
films  were  heat-treated  at  750°C  for  30  min  in  oxygen.  Figures  11  shows  the 
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Fig. 10.  X-ray  diffraction  pattern 
for  the  Bi-Sr-Cu-0  thin  film  with 
2-2-1 -2  phase. 
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Fig.11.  Temperature  dependence  of 
the  resistivity  for  the  Bi-Sr-Cu-0 
thin  film  with  2-2-1 -2  phase. 
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temperature  dependence  of  the  resistivity.  The  film  of  the  new  phase 
exhibited  superconductivity  with  an  onset  temperature  as  high  as  80  K. 
However,  the  transition  width  is  not  so  sharp,  and  the  zero-resistance  state 
was  achieved  below  29  K. 

Transmission  electron  microscopy  (TEM)  analyses  operated  at  350  kv  were 
carried  out.  Figure  12  shows  the  lattice  image  of  the  film  including  c axis. 
The  major  length  between  Bi202  layers  is  1.5  nm,  which  is  consistent  with  the 
X-ray  diffraction  pattern.  Intergrowths  of  the  other  units  were  also  observed 
in  the  figure  (1.2  nm  and  1.9  nm).  The  1.2-nm  phase  is  the  conventional 
BioSroCu0„  which  has  a single  Cu02  plane  between  Bi202  layers.  The  phases 
with  x-he  Inits  of  1.5  nm  and  1.9  nm  are  similarly  considered  to  have  double 
and  triple  Cu02  planes  between  Bi202  layers  in  the  Bi-Sr-Cu-0  system, 
respectively.  lie  broad  superconducting  transition  may  be  due  to  the  random 
intergrowth  of  multiphases  with  different  Cu02  planes.  Figure  13  shows ^the 
electron  diffraction  pattern  taken  with  incidence  [001]  showing  the  a -b 
reciprocal  lattice  of  the  subcell  with  a=b=0.54  nm . The  long  period 
modulation  of  2.6  nm  which  corresponds  to  4*8b  is  observed  along  b as 
commonly  observed  in  the  Bi2Sr2CuO  or  Bi2Sr2CaCu20  system.  ... 

In  this  experiment,  there ^remain  several  subjects;  for  instance, 
occupancy  of  oxygen  in  the  intermediate  Sr  layer,  optimization  of  annealing, 
or  formation  of  the  structure  with  more  than  three  Cu02  planes.  Further 
investigation  is  expected  to  discuss  the  superconductivity  in  this  simple  Bi- 
Sr-Cu-0  system. 


Fig. 12.  Lattice  image  of  the  Bi-Sr- 
Cu-0  thin  film  including  c-axis. 


Fig. 13.  Electron  diffraction 
pattern  of  the  Bi-Sr-Cu-0  film  with 
2-2-1 -2  phase. 
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5.  SUMMARY 


Bv  taking  advantage  of  thin  film  samples,  several  experiments  have  been 
carried  out.  Thin  films  of  electron-doped-type  (Nd,Ce)2CuO^  were  prepared 
with  excellent  quality  and  their  superconducting,  optical,  and  XPS  properties 
were  revealed.  Lanthanoid  substituted  Bi-system  of  Bi-Sr-(Nd,Ce)  Cu  0 fil 
were  firstly  prepared  and  conditions  of  phase  creation  such  as  2“2_1  2 an  . 
2-2-2  phases  were  found.  Moreover,  metastable  2-2-1 -2  phase  were  obtained  in 
simple  Bi-Sr-Cu-0  system  by  the  thin-film  processing  and 
superconductivity  was  confirmed.  The  present  thin-fi  m processing  wi  ^ 

of  the  most  useful  methods  to  prepare  new  superconducting  phases,  which 
give  much  information  on  the  nature  of  cuprate  superconductors. 


ACKNOWLEDGMENTS 


The  authors  would  like  to  thank  Dr.  T.Nitta  for  his  support.  We 
thank  Drs.  S.Hatta,  S.Adachi,  K.Hirochi,  T. Matsushima  and  C.C.Almasan 
useful  discussions,  and  M.Onoda  for  TEM  analyses. 


also 

for 


REFERENCES 

[1]  A. F. Marshall , R.W.Barton,  K.Char,  A.Kapitulnik,  B.Oh,  R.H.Hammond,  and 
S.S.Laderman,  "Ordered-def ect  structure  in  epitaxial  YBa2Cu307_x  thin 

films",  Phys.  Rev.  B 37,  9353  (1988). 

[2]  H.Adachi,  S.Kohiki,  K.Setsune,  T.Mitsuyu,  and  K.Wasa,  "Formation  of 
superconducting  Bi-Sr-Ca-Cu-0  thin  films  with  controlled  c-axis  lattice 
spacings  by  multitarget  sputtering",  Jpn.  J.  Appl.  Phys.  27,  LI 883 

( 1 QRft ) 

[3]  Y.Enomoto,  T. Murakami,  M.Suzuki,  and  K.Moriwaki,  "Largely  anisotropic 
superconducting  critical  current  in  epitaxially  grown  Ba2YCu307_y  thin 
film",  Jpn.  J.  Appl.  Phys.  26,  L1248  (1987). 

[4]  H.Adachi,  S.Hayashi,  K.Setsune,  S.Hatta,  T.Mitsuyu,  and  K.Wasa, 
"Superconducting  (Nd,Ce)2CuO,  thin  films  grown  by  rf  magne  ron 

sputtering",  Appl.  Phys.  Lett.  54,  2713  (1989)* 

[5]  Y.Tokura,  H.Takagi,  and  S.Uchida,  "A  superconducting  copper  oxide 
compound  with  electrons  as  the  charge  carriers  , Nature  337,  345  (9 

[6]  H.Takagi,  S.Uchida,  and  Y.Tokura,  "Superconductivity  produced  ^electron 
doping  in  Cu09-layered  compounds",  Phys.  Rev.  Lett.  158,  1197  (19  9). 

[7]  K.Hirochi,  S.Hayashi,  H.Adachi,  T.Mitsuyu,  T.Hirao,  K.Setsune,  and 

K.Wasa,  "Optical  properties  of  Nd2-xCexCu04  thin  fllms  » Phys  ’ 

273  (1989).  , . . f Tq  qt.  r„n 

r8l  M.Suzuki,  "Hall  coefficients  and  optical  properties  of  La2_xfarxbuU4 
single-crystal  thin  films",  Phys.  Rev.  B 39,  2312  (1989). 

[93  s.Taiima,  H.Ishii,  T.Nakahashi,  S.Uchida,  M.Seki,  S.Suga,  Y.Hidaka, 

S.SSS:  T. Murakami,  K.Oka,  and  H.Unoki,  "Extensive  study  of  the  optical 
spectra  for  high-temperature  superconducting  oxides  and  their  related 
materials  from  the  infrared  to  the  vacuum-ultraviolet  energy  region  , J. 

Opt.  Soc.  Am.  B 6,  475  (1989).  . 

[10]  S.Kohiki,  S.Hayashi,  H.Adachi,  S.Hatta,  K.Setsune,  and  K.Wasa, 

spectroscopy  of  Nd2_xCexCuO,  (x=0,  0.15,  and  0.23)  m i m , 

Phys.  Soc.  Jpn.  58,  4139  (1989). 


289 


[11]  Y.Tokura,  T.Arima,  H.Takagi,  S.Uchida,  T.Ishigaki,  H.Asano,  R. Beyers, 

A.  I .Nazzal,  P.Lacorre,  and  J.B. Torrance,  "New  double— sheet  copper  oxide 
compounds  with  BiO  or  T10  bilayers",  Nature  342,  890  (1989). 

[12]  C. Michel,  M.Hervieu,  M.M.Borel,  A.Grandin,  F.Deslandes,  J. Provost,  and 

B. Raveau,  "Superconductivity  in  the  Bi-Sr-Cu-0  system",  Z.  Phys.  B 68, 

421  (1987). 

[13]  J . Akimitsu,  A.Yamazaki,  H.Sawa,  and  H.Fujiki,  "Superconductivity  in  the 
Bi-Sr-Cu-0  system",  Jpn.  J.  Appl.  Phys.  26,  L2080  (1987). 

[14]  H.Adachi,  Y. Ichikawa,  K.Hirochi,  T. Matsushima,  K.Setsune,  and  K.Wasa,  "80 
K superconductivity  in  Bi-Sr-Cu-0  thin  films",  Jpn.  J.  Appl.  Phys.  29, 

L81  (1990). 


290 


N92-21 643 


HIGH-Tc  SQUID  APPLICATION  IN  MEDICINE  AND  GEOPHYSICS 


V . N . POLUSHKIN , S.V.UCHAIKIN  B.V.VASILIEV 

JINR,  Laboratory  of  Neutron  Physics,  Dubna, 
101000, Head  Post  Office,  P.O.  Box  79,  Moscow,  USSR 


In  our  Laboratory  a high-T  one-hole  squid  was  built  from 

V 

YlBa2Cu3°7-x  ceramics  obtained  by  a standard  procedure  of  solid  state 
reaction  [1].  The  ceramics  with  critical  current  density  Jc>l00  A/cm2 
was  selected. 

In  the  middle  of  10x  lOx  2mm  ceramics  pellet  a 0.8mm  hole  was 
drilled  in  which  superconducting  loop  of  the  squid  was  located. 
Between  the  hole  and  the  edge  of  the  pellet  a cut  was  mechanically 
filed  out  with  a bridge  inside  it  connecting  the  superconducting 
ring.  The  bridge  with  characteristic  size  of  10pm  must  have  the 
cr"itical  current  I^lOpA  for  the  squid  hysteretic  parameter 

P=2»LsIc/to  to  be  less  than  (54-10).  Here  - Lg  - quantum  loop 

inductance,  <j>Q  - magnetic  flux  quantum.  The  squid  is  depicted  in 

fig.l.  In  order  to  provide  the  mecanical  stability  Y1Ba2Cu30}£ 

dielectric  phase  was  used. 


Fig.i.  junction 
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In  fig. 2 a scheme  of  the  magnetometer  is  presented.  The  squid  - 
1 was  pumped,  as  usual,  at  high  frequency  (fp=20MHz)  by  the 

rf — generator  — 2 and  was  tested  by  the  tank  circuit  L^,C,p  - 3 , 

inductively  coupled  with  it  which  was  tuned  on  resonant  frequency  - 
to  . In  order  to  obtain  the  maximum  response  the  coefficient  of 
p o 

coupling  is  chosen  by  the  relation  K Q=w/2,  where  Q is  the  quality 
factor  of  the  circuit.  The  circuit  voltage  is  amplified  by  a 
low-noise  rf-amplifier  - 4 and  is  detected  by  an  amplitude  detector  - 
5.  The  detected  signal  is  transformed  by  low  frequency  units  - 6,7, 

which  provide  flux-locked  regime  to  the  magnetometer.  All  these  units 
are  completely  identical  to  electronic  units  of  low-temperature 
squids. 


Pig -2. 


Main  characteristics  of  the  magnetometer 

The  squid  inductance  can  be  measured  experimentally,  by  the 
method  described  before.  The  resonant  frequency  shift  of  the  tank 
circuit,  which  arise  influenced  by  the  squid,  the  connection  of  the 
squid  with  this  circuit  and  the  squid  inductance  are  evaluated: 

LS-IoCT//<^o^“  pl-<°  p2^  ' 

current  value  through  the  L,p,  changing  the  squid  flux  on 
tank  circuit  capacity; 

tank  circuit  resonant  frequency  measured  at  a low  pumping 

level  when  the  contact  remains  superconductive  and 
dissipative  processes  in  the  squid  are  not  observed; 
tank  circuit  resonant  frequency  measured  at  a high  pumping 

level  when  Josephson  contact  is  not  superconducting. 


where  I - 
o 

V 

CT 


&> 


Pi 


to 


P2 
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The  measurements 
diameter  of  0.8mm  IQ 

f =(17.7+0.  l)MHz,  f 2 
P1  -10„  F 

L =(2.5±0.1)x  10  H. 

U 


have  shown 
= (0.8±0.1)pA, 


that  at  superconducting  ring 
(0. 15±0.01)  , CT=(220+10)pF, 


=(17. 35+ 0.1) MHz  and  squid  self 


inductance 


Spectral  noise  density  dependence  on  magnetic  flux 
=!4.5*10"4  *0/VHz.  The  calculations  give  us  energy  resolution  in  the 

white  noise  region  £=^>^/2Lg=9x  10  J/Hz. 


easily  obtain  the  estimate 
sensitivity:  <BN>=<^N>BQ/tf>0. 


of 


the 


squid 


the 

can 

field 


field  of  the 
one-hole  squid  is  shown 

white  noise  region  self 

even  today  the  high— T^, 

squids  are  inferior  only  to  the  best  low-temperature  squids  at 


In  fig. 3 the  spectral  noise  density  on  magnetic 
magnetometer  based  on  the  high-Tc  (T-77K)  one-hole  . 

(lower  curve) . It  is  evident  that  in  the 

field  sensitivity  is  '10  13T/Hz1//  . Thus, 


T=4.2K.  For  comparison  spectral 
magnetometers  is  given  in  fig. 3 


noise 


■ IUW  w.  1 

density  of  the  traditional 
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..  .In  fig‘3  the  ambient  noise  spectrum  is  depicted  (upper  curved 
which  was  read  at  night  at  a distance  of  20m  from  the  nearest 
Laboratory  building  in  Dubna.  it  is  clearly  seen,  that  the  ambiSn£ 
noise  is  considerably  higher  than  the  squid  self-noise.  Thus  wecan 

investigations  _ SUCh  a “9netometer  can  be  used  for  geophysical 

magnetometer  app!ic^n  is^blom^et^^^partLui^ty,  X'tuLl 
heart  magnetocardiogram  measuring.  The  low-temperature  squids  for  a 
long  time  have  been  used  in  this  area  and  to  the  presen?  ^ent  Lv 
interesting  and  important  scientific  results  have  been  obtained.  Y 

the  3 m?9n^tOCardiograin  is  shown  , which  was  recorded  by 

the  above  described  magnetometer  in  a bandwidth  of  60Hz 

(upper  curve) .The  magnetocardiogram  was  taken  in  an  aluminium  box 
( 5 mm  wall)  within  50m  from  the  nearest  Laboratory  building 


Time  (s) 
Fig. 4. 
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As  a sensitive  element,  as  mentioned  before,  one-hole  squid  was 
operating.  The  squid  inside  the  sealed  copper  thinwall  container  was 
placed  on  the  bottom  of  the  biomagnetic  nitrogen  cryostat.  The  squi 
was  placed  ~25mm  above  the  human  chest. 


The  observations  have  shown  that  the  main  noise  contribution  was 
not  due  to  the  squid  but  to  the  Earth's  magnetic 
variations,  industrial  inductions  and  mainly  to  the  vibrations  caused 
by  liquid  nitrogen  boiling  and  by  vibrations  of  the  box.  Further 
attempts  in  our  work  are  needed  in  view  to  reduce  the  magnetic  noise 
inductions.  Nevertheless,  the  estimations  promise  us  the  maximum 
signal/noise  relation  of  the  high-Tc  squ id-magnetocard lometer  to  be 


(at  the  MCG  amplitude  - 20pT)  not  less  than  10:1  in  a bandwidth  of 
60Hz.  Apparently,  such  resolution  would  be  enough  not  only  for  stea  y 
cardiogram  reading  but  even  for  thin  structure  investigation  at 

average  technique  application.  , 

When  this  paper  was  ready  a new  magnetocardiogram  was  measured 
with  two  high-temperature  one-hole  squids.  In  fig. 4 (middle  curve)  a 
MCG  in  a real  scale  of  time  in  a bandwidth  of  60  Hz,  and  the  same 
magnetocardiogram  after  four  period  average  (lower  curve)  are  given. 


295 


N92-21 644 


— 

r>m  diFisica  Sez  INFN  e Sez.  INFM,  II  University  di  Roma  "Tor  Vergata”, 
Dip.  di  Fisica,  bez.  w ^ Camevale>  oo173  Roma,  Italia 

‘istituto  Superiore  di  Sanilii,  Via  Regina  Margherita  00193  Roma.  Italia 
+iccc  rMC  via  rineto  Romano  42, 00156  Roma,  Italia 


1.  INTRODUCTION 

High  Tc  Superconducting  thin  films  can  be  prepared  either  by  an  ex-si, u or  an  in-situ 
piss  Although  the  latter  route  is  mom  appropriate  in  applications  tha,  require  samples  of 
ZTls  (or  preparation  of  super.attices)  the  former  still  mantain  a ceriain  appeal  for  those 
applications  in  which  a single  layer  of  films  of  large  area  are  needed  *+£%£? 
radiofrequency  cavities.  Moreover  the  use  of  BaF2  in  the  preparalion  of  the  precursor  ’ 
used  in  the  ex-si, u preparation  process,  makes  these  films  much  more  mo,sture-re  is,  nt. 

Here  we  describe  in  all  ihe  details  the  preparation  procedure  used  to  oblll,  S"1“ 

1 films  by  R F.  magnetron  sputtering  of  a single  mosaic  targe,  composed  by  <Y-Er  , BaF2 
1 d ”e  have  been  several  reports"’  on  the  production  of  high  Tc  superconducting 
1 films  obtained  from  precursor  films  composed  by  Y,  BaF2,  and  Cu,  bu,  to  our 

knowledge  this  is  the  firs,  case  in  which  such  films  are  obtained  simply  by  means  of 

12  13 

sputtering  of  a single  mosaic  target 

2.  SPUTTERING  CONDITIONS  AND  PRECURSOR  FILMS 

The  R F magnetron  target  has  been  made  by  sticking  small  pieces  of  Yttrium-Erbium  and 
rim  Flu  rid  on  a Copper  disk  whose  diameter  is  200  mm.  Standard  R.F.  discharge 
din  are-  5 x iff*  Tort,  400  Wan,  puie  Argon  gas.  The  precursor  films  obtained  have 
le  e pec, ed  1-2:3  composition  on  a diameter  of  about  .00  mm.  Typical  X-ray  spectra  of  the 
" r films  are  shown  in  fig.  1.  Oxygen  passivation  is  needed  in  order  to  obtain  films 

with  a smooth  surface.  The  X-ray  spectra  of  a precursor  film  with  a smooth 

I,  show  only  the  111  line  characteristic  of  the  BaF2  cubic  stmcture.  X-ray  specna 
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PRECEDING  PAGE  BLANK  NOT  FILMED 


Rg.  1 - X-ray  spectra  of  precursor  films:  A - passivated  sample.  B - unpassiva.ed 
sample,  C - unpassivated  sample  after  two  month. 


unpassivated  samples  evidence  a much  less  intense  1 1 1 BaF2  line  and  bumps  characteristic 
of  the  Cu  f.c.c.  structure  indicating  a panial  copper  segregation. 


Temperature  (°C) 


3.  ANNEALING  PROCEDURE 


A typical  annealing  profile  is  shown  in  fig.  2:  note  the  use  of  water  tn  order  to  remove  he 
Fluorine  from  the  sample.  The  pictures  of  fig.  3 show  how  the  temperature  of  the  htgher 
plateau  affects  the  formation  of  the  crystallites  in  the  ca*  of  a sample  7500  A thtck.In  fig.  3a 


Fig.  2 - Typical  annealing  profile. 


we  observe  a certain  amount  of  crystallites  that,  we  believe,  enucleate  etther  from  the  surface 
of  the  substrate  and  from  the  bulk  of  the  film;  the  black  spots  also  vtstb.e  are 
superconducting  areas  from  which  the  formation  of  the  crystallites  develops 
Fig  s 3b  and  3c  correspond  to  ,oP-Pla,eau  temperatures  of  830  and  850  °C  respectively  tn 
the  latter  we  observe  fully  developed  crystallites.  They  are  randomly  oriented  and  from  them 
size  we  can  deduce  that  the  growth  rate  in  the  direction  of  the  a-b  plane  ts  at  east  a factor 
higher  than  in  the  c dtrection.  In  correspondence  with  the  increasing  degree  of  crystallinity 
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Fig • 3 SEM  pictures  of  samples  , all  having  the  same  thickness  (7500  A)  but  that  have 

«“£ 830 «I««-  Of  the  top  plttt.au  (see  fig.  2): 
820  C,  b 830  C,  c 850  C Note  the  different  scale  used  for  sample  b. 
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the  film  we  observed  in  the  x-ray  spectra,  as  expected,  a decrease  down  to  zero  of  the 
intensity  of  the  1 1 1 BaF2  line. 

4.  EFFECT  OF  SAMPLE  THICKNESS 

In  fig.  4 we  show  SEM  pictures  of  samples  having  different  thicknesses,  but  submitted  to 
the  same  annealing  conditions  (fig.  2).  The  corresponding  X-ray  data  are  reported  in  fig 
5.  Sample  a is  clearly  composed  by  random  crystallites.  To  a first  glance  the  X-ray  spectra 
corresponding  to  samples  b and  c suggest  the  presence  of  a c-texture.  However  the  SEM- 
picture  of  sample  b clearly  shows  a cross-linked  structure  typical  of  crystallites  having  the  c- 
axis  lying  along  the  plane  of  the  substrate  and  the  a-axis  perpendicular  to  it;  their 
dimensions  confirms  the  slower  growth  rate  along  the  c-axis  of  factor  between  5 and 


Fig.  6 - Three-gaussian  fit  to  the  x-ray  line-shape  for  the  sample  in  fig.4b,  the  two 
peaks  around  20  = 47°  and  26  = 47.5°  are  the  (200)  and  (006)  lines  respectively. 

The  third  peak,  around  26  = 46.7°,  barely  visible  on  the  scale  of  the  plot,  is  the  (200) 

line  from  the  substrate. 

20. 16,17  An  accurate  analysis  of  the  line-shape  observed  around  26  = 47°  (see  fig.  6),  shows 
indeed  the  existence  of  both  textures.  In  sample  c a-textured  crystallites  that  nucleate 
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directly  from  the  substrate  are  rare  although  not  completely  absent,  and  the  sample  results  to 
be  almost  fully  c-textured.  The  fact  that  in  the  thinner  sample  we  observe  basically  only  c- 
oriented  crystallites  leads  us  to  suggest  that  sample  b is  constituted  by  a c-textured  layer 
grown  epitaxially  on  the  substrate  and  by  an  a-textured  layer  heteroepitaxially  grown  on  the 
top  of  the  c-textured  one.  The  onset  temperature  of  the  resistive  transition  for  these  three 
samples  are  86.8  K,  86  K,  and  80.5  K respectively.  The  sharpness  of  the  resistive  transition 
as  well  as  the  onset  temperature  are,  basically,  correlated  with  the  quality  of  the  surface  layer 
(i.e.  that  visible  in  the  SEM  pictures)  but  not  necessarly  with  the  X-ray  spectra.  Indeed  we 
observed  also  cases  in  which  the  X-ray  spectra  show  sharp  OOn  peaks,  in  contrast  with  the 
SEM  picture  showing  a random  surface  with  poorly  formed  crystallites;  furthermore,  the 
offset  temperatures  in  such  cases  are  lower  than  77  K. 

5.  CONCLUSIONS 


We  have  shown  that  a combination  of  several  techniques  is  necessary  to  characterize 
properly  each  step  of  the  preparation  of  the  high  Tc  superconducting  thin  films.  C-textured 

films  are  easily  obtained  in  the  thickness  range  1000  - 2000  A while  thicker  films  are 
constituted  by  a heteroepitaxial  a-textured  layer  grown  on  the  top  of  a c-textured  one.  This  is 
an  extremely  important  observation  because  it  might  explain  several  discrepancies  reported  in 
the  measurements  of  physical  quantities  obtained  from  nominally  (but  not  fully 
characterized)  c-  or  a-textured  samples.  For  thicknesses  higher  than  4000  - 5000  A the 
samples  are  randomly  oriented. 
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Abstract 


Recent  progress  at  the  Johns  Hopkins  Universit;, ' 

development  of  optical  and  microwave  detectors  u g A arrornnlished  including:  deposition  of 

be  described.  Several  objectives  of  this  work -have  been 

Bi-Sr-Ca-Cu-0  thin  films  by  laser  abatf"P^  measurements  of  bolometric  and 

including  in-situ  masking,  wet  chemical  etching [and  i P ™g’  dl  nd  microwave  sources, 

iaWcSSefetapmlms  Kta  the  measurement  of  the  bolometric  and  non-bolome.nc 
response. 

Introduction 

The  development  of  high  temperature  breakthroughs 

radio-frequency  sensors  is  probably  one  of  *e  ^ hkdyi we  have  considered  at  APL 
in  the  field  of  superconductivity  f Among  the : ma  y p radiation  ^ favored.  We  are  investigating 

passive  thin-film  devices  such as  \ ^rato^  instrumentation  for  microwave  and  infrared 

near-term  application  of  HTSC  detectors  to  y , microseconds,  depending  on  the 

sssssssssis^s^^^^s^S 

band,  limited  ultimately  by  the  very  high  photons  cm‘2  sec*  in  a i 

meV).  Ideal  sensitivity  should  also  be  good  for  these  typ ' 2),  but  it  will  be 

kHz  bandwidth  for  a 10"  cm  detector  area,  as  cacu  y f h temperature  ratio 

may,  be  competitive  as  detectors,  as  suggested  by  Wolf  . 

HTSC  bolometers  have  been  proposed  4 because  they  a virtual 

that  incident  radiation  of  virtually  any  wavelength  will L induce a substrate  must  be 
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incident  radiation  in  the  shortest  possible  response  time.  Thus  there  is  a tradeoff  between  response  time 

de5Ct°]rs’  which  limits  ^eir  Performance  relative  to  ideal  quantum 
detectors.  By  making  the  HTSC  bolometnc  element  very  small  and  impedance  matching  it  to  an  efficient 

antenna  structure,  better  performance  should  be  obtained.  Calculated  ideal  sensitivity  4 (measured  bv 
noise  equivalent  power  (NEP))  is  in  the  range  of  1-20  x 10’12  W Hz'1/2.  y y 

We  report  here  results  of  our  invesbgationsof  the  bolometric  and  non-bolometric  modes  of  detection  in 
Sr  Ca-Cu-0  thin  films.  We  find  that  both  detection  modes  appear  in  the  same  sample  under  mutually 
^xclusive  conditions  (bolometnc  with  light  and  nonbolometric  with  microwaves).  Konopka,  Jung  et  al 
have  measured  the  microwave  response  of  Y-Ba-Cu-O  and  Bi-Sr-Ca-Cu-O  films  and  clearlv 

u Y-Bf-Cu-°  0ur  measurements  indicate  that  the  non-bolomefric  Se 
of  detection  obviates  the  thermal  response-time  tradeoff  of  the  bolometric  mode,  a result  which  offers 
promise  for  application  to  laboratory  instrumentation.  Recent  progress  will  be  described,  including: 
eposition  of  Bi-Sr-Ca-Cu-0  thin  films  by  laser  ablation  processing  8-9;  development  of  several  thin  film 
patterning  techniques,  including  in-situ  masking,  wet  chemical  etching,  and  laser  patterning-  and 
measurements  of  bolometnc  and  non-bolometric  signatures  in  patterned  Bi-Sr-Ca-Cu-0  thin  filimusing 
ri^3  fid  microwave  sources.  Possible  mechanisms  for  the  non-bolometric  detection  mode  are 
reviewed  and  future  measurements  to  determine  performance  limits  are  discussed. 

Deposition  and  Patterning  Techniques 

h! ah/ilf  Several  laser  beam  processing  techniques  developed  at  APL,  the  deposition  of  thin  films  bv 
aser  ablation  processing  (LAP)  was  the  first  and  most  important.  In  that  method  (Fig.  1)  a pulsed  beam 
from  an  excimer  laser  is  focused  onto  a pressed  pellet  of  superconducting  oxide  that  is  mounted  iH 
m rhp  nr?  I’  Thd  ab  ated  n?atenal  1S  collected  on  a substrate  a few  centimeters  away  tilted  at  ~ 30°  relative 

f?nn.n?8  f e Tm?  op,erates  at  193  nm’ ifl  the  ultraviolet  region  of  the  spectrum,  with  a pulse 
frequency  of  nominally  10  Hz  and  an  energy  of  approximately  150  mJ  per  pulse.  During  the  deposition, 

the  target  is  translated  stepwise  so  that  the  beam  focal  spot  of  approximately  0.5  mm2  resides  at  anv 

iTIhh  H?  ?.?  °n  ?e  targCt  TTal  for  3°-100  seconds’  which  improves  the  stochiometry  of  the  film 
addition,  the  substrate  can  be  heated,  and  new  samples  or  new  targets  introduced  without  breaking 

improve  &££  Sg.  SamP'C  SUPP°n'  SUbS,ra,eS  Ca"  a'S° 


Excimer  laser 
(193  nm) 


Fused  Silica 
Window 


Parent  bulk 
specimen 

Sputtered 

material 

Mask 

carousel 

Substrate 

carousel 


Film  substrate 


Fig.  1: 


pump  I 

Laser  ablation  processing  cell  used  to  deposit  superconducting  thin  films. 
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The  laser  ablation  processing  technique  has  been  used  to  deposit  thin  films  of  La-Sr-Cu-O,  Y-Ba-Cu-O, 
and  Bi-Sr-Ca-Cu-0  on  a variety  of  substrates  that  include  fused  quartz,  zirconia  buffered  quartz, 
crystalline  silicon,  sapphire  and  oriented  crystals  of  strontium  titanate,  zirconium  oxide  (Zr02),  and 
magnesium  oxide  (MgO)  9’10.  The  quality  of  the  film  depends  on  the  substrate  as  well  as  deposition 
parameters,  such  as  substrate  temperature  during  deposition,  and  the  post-deposition  annealing 
temperature. 

For  the  optical  and  microwave  results  reported  here  the  Bi-Sr-Ca-Cu-0  films  were  deposited  on  MgO 
and  Zr02.  An  example  of  one  of  our  early  Bi-Sr-Ca-Cu-O  films  on  Zr02  is  shown  in  Fig.  2,  showing 

the  texture  and  granularity  of  these  films.  Film  thickness  was  1-2  pm  and  average  grain  size  was 

estimated  at  3-5  pm.  A "slow"  annealing  schedule  was  established  to  achieve  better  film  properties,  as 
measured  by  resistivity.  The  annealing  schedule  consisted  of  a 25°  to  810  C°  ramp-up  for  1 hour,  a soak 
at  810  C°  for  10  minutes,  followed  by  a 810’  to  25’  C ramp-down  for  3 hours.  Earlier  measurements  of 
the  resistive  transition  curve  and  the  magnetically  modulated  microwave  absorption  (MAMMA)  response 
reveal  a transition  temperature  (Tc)  of  ~ 77  K.  From  this  earlier  work  9-10  the  benefit  of  heating  the 
substrate  during  deposition  was  clearly  established.  Heating  the  substrate  makes  the  resistive  transition 
narrower  and  helps  to  achieve  smoother  and  more  oriented  films. 


Fig.  2: 


Optical  microscope  photograph  of  a Bi-Sr-Ca-Cu-O  thin  film  under  2500X  magnification 
showing  grain  sizes  on  the  order  of  3-5  pm.  This  sample  was  used  for  subsequent  testing. 


Several  patterning  techniques  have  been  tried,  including  in-situ  deposition  masking,  wet  chemical 
etching,  and  laser  patterning.  These  tools  are  available  individually  or  in  combination  to  pattern  complex 
planar  structures,  such  as  meanderlines  and  microstrip.  In-situ  masking  was  our  earliest  attempt  at 

patterning,  and  it  was  used  to  achieve  625  pm  linewidths,  which  are  sufficient  to  make  simple  detector 
elements  and  striplines.  A 50  pm  thick  Kovar  mask  was  used.  The  limitations  of  using  a shadow  mask 

are  that  line-widths  are  limited  to  50  pm  or  more,  and  complex  patterns  cannot  be  made.  Thus 
procedures  for  wet-chemical  etching  of  Bi-Sr-Ca-Cu-O  films  were  developed.  These  procedures 
incorporated  a Shipley  21822  photoresist  and  a selection  of  acid  etches.  Choice  of  the  acid  etch  depends 
on  film  type  (Y-Ba-Cu-0  or  Bi-Sr-Ca-Cu-O)  and  whether  the  film  had  been  previously  annealed.  Then 

linewidths  of  1 pm  can  be  achieved.  An  example  of  wet  chemical  etching  is  shown  in  Fig.  3,  illustrating 
a prototype  meanderline  element  to  be  used  as  a bolometer. 
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Fig.  3: 


Bi-Sr-Cu-Ca-O  meanderline  bolometer  element  patterned  by  wet-chemical  etching.  Linewidth 
and  thickness  are  200  pm  and  0.7  pm,  respectively. 


To  achieve  finely  controlled,  complex  patterns  on  very  small  substrates  (~1  mm  x 1 mm)  a laser 
patterning  system  was  developed  as  shown  in  Fig.  4 11.  Similar  efforts  by  other  groups  have  been 
applied  to  Y-Ba-Cu-O  films  12*13.  Rothschild,  et  al 12  and  Liberts,  et  al 13  show  that  by  using  an  oxygen 
atmosphere  while  exposed  to  a laser  beam  the  film  can  be  locally  heated  and  consequently  annealed.  By 
using  a reducing  atmosphere  (including  nitrogen)  an  initially  superconducting  film  can  be  driven  back 
into  the  normal  phase.  For  our  initial  testing  we  increased  the  laser  power  to  a relatively  low  threshold 
level  so  that  the  film  could  actually  be  etched  in  ambient  air.  Thus  finely  sketched  (computer  controlled) 
patterns  can  be  produced  on  substrates  too  small  to  be  patterned  by  conventional  wet  chemical  etch 

procedures.  This  approach  employs  an  Argon  ion  laser  operated  at  514.5  nm  with  a < 10  pm  spot  size 
and  7 x 105  W/cm  2 maximum  irradiance  on  the  substrate.  Laser  modulation  is  enabled 
electro- mechanically  (or  acousto-optically).  Substrate  positioning  is  achieved  with  a computer-controlled 

x-y  translation  stage,  which  has  a 0.1  pm  stepping  resolution.  A vacuum  cell  with  multi-axis  optical 
access  is  used  to  house  the  film.  Partial  pressure  of  oxygen  and/or  nitrogen  from  ~ 100  mTorr  to  one 
atmosphere  can  also  be  maintained  during  operation,  in  order  to  explore  local  annealing  of 
Bi-Sr-Ca-Cu-O  films.  The  sample  is  monitored  under  reflected  ambient  light  using  a charge  coupled 
device  (CCD)  camera  and  telephoto/zoom  lens  combination,  and  the  transmitted  power  is  measured  with 
a photodetector. 


Fig.  4:  Laser  patterning  system  developed  for  sketching  and  locally  annealing  patterns  on  very  small 

substrates. 
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In  a new  on-going  effort n,  a meanderline  HTSC  bolometer  was  developed  using  the  LAP  cell  and  wet 
chemical  etching  as  shown  in  Fig.  3.  A computer  program  for  calculating  bolometer  response  was 
developed  to  support  the  design  of  the  bolometer,  which  included  a noise  budget.  The  particular  design 
pictured  in  Fig.  3 (5  x 5 mm)  is  not  the  smallest  that  can  be  achieved  and  will  be  reduced  by  a factor  of  5 
to  achieve  our  desired  performance  goal.  The  requirement  to  reduce  substrate  size  in  order  to  reduce  heat 
capacity  will  dictate  the  use  of  our  laser  patterning  system.  Our  goal  is  that  the  HTSC  detector  should  be 
at  least  as  sensitive  as  the  pyroelectric  detector  (deuterated  triglycerine  sulfide  (DTGS))  and  cover  a 
broader  spectral  range,  extending  beyond  the  DTGS  range  of  0.25-500  pm.  This  design  will  be  isolated 
thermally  to  achieve  a desired  response  time  (x  = 10  msec)  and  intefaced  to  a low  temperature  JFET 
preamp  to  achieve  low  noise  (NEP  = 10' 111  W Hz"1^). 

To  demonstrate  the  use  of  the  laser  patterning  system,  a simple  meanderline  pattern  was  sketched  on  a 
Y-Ba-Cu-0  thin  film,  as  shown  in  Fig.  5.  The  laser  was  guided  by  computer  between  the  two  closest 

contacts  (spaced  apart  by  -1600  pm).  The  linewidth  of  the  meanderline  was  400  pm,  and  the  furrows 
created  by  the  laser  beam  were  - 10  pm  wide.  This  sample  and  another  were  tested  and  results  indicate 
that  they  have  good  electrical  isolation,  increased  resistance  over  the  unpattemed  sample  (by  one  to  two 
orders  of  magnitude),  and  a bolometric  response. 


Fig.  5:  Simple  meanderline  element  sketched  on  Y-Ba-Cu-O  on  MgO  using  Argon  ion  laser  beam. 


Optical  and  Microwave  Detection  Measurement  Results 


Many  investigators14'19  are  interested  in  developing  a practical  high  temperature  superconducting 
detector.  APL  is  interested  in  detectors  that  can  be  used  in  lieu  of  a conventional  bolometer  in  a 
laboratory  Fourier  transform  spectrometer  (FTS).  Testing  and  design  work  are  underway  to  ultimately 
integrate  a very  small  meanderline  element,  similar  to  the  prototype  shown  in  Fig.  3 with  a 
low-temperature  JFET  amplifier  (and  other  electronics),  which  will  yield  signal  levels  compatible  with 
the  A/D  converters  on  our  FTS.  We  are  also  interested  in  developing  detectors  for  similar  microwave 
instrumentation.  In  a preliminary  effort  described  below  we  have  measured  the  optical  and  microwave 
response  of  simpler  patterned  Bi-Sr-Ca-Cu-0  films  using  a standard  four-point  probe  configuration. 

Two  of  the  samples  tested  in  these  preliminary  measurements  consisted  of  a small  section  of  a patterned 
Bi-Sr-Ca-Cu-0  film  deposited  in  the  LAP  cell  on  a single  crystal  MgO  substrate  at  300  °C  and  on  single 

crystal  Zr02  at  room  temperature.  Film  thicknesses  were  2 pm  and  1.3  pm,  and  film  areas  were  2000  by 

600  pm  and  1500  by  370  pm,  respectively.  These  samples  were  shadow-masked  during  deposition  and 
annealed  as  previously  described.  Silver  epoxy  contacts  were  placed  on  the  sample  and  annealed-in 
during  film  annealing,  a procedure  that  almost  always  eliminates  contact  resistance  problems.  Typical 


CRlCiMAL 
BLACK  AND  V-MilTt 


PAGE 

p H 0 i OAR  AP  H 


311 


contact  resistances  varied  from  a few  ohms  at  room  temperature  to  approximately  0.1  ohm  at  13  K.  In 
addition,  we  find  that  the  samples  can  be  thermally  recycled  many  times  with  little  degradation  of  the 
contacts  or  the  intrinsic  film  properties,  and  they  can  be  re-used  after  a long  (~  6 month)  shelf-life. 

For  optical  detection,  a 4 mW,  633  nm  helium-neon  laser  was  chopped  at  26  Hz  and  focused  onto  the 
center  of  the  sample.  For  microwave  detection,  a 9 GHz  microwave  signal  was  generated  with  a 
microwave  oscillator  and  square  wave  modulated  at  40  Hz  with  a PIN  diode  modulator.  The  signal  was 
then  amplified  and  fed  into  an  X-band  horn  positioned  directly  in  front  of  the  sample.  In  both  cases  the 
induced  output  voltage  from  the  sample  was  synchronously  detected  with  a lockin  amplifier  See  Fig's 
6(a)  and  6(b)  for  details. 


Fig. 6.  (a)  Bolometric  response  measurement  set-up  and  (b)  microwave  response  measurement 

set-up,  shown  adjacent  to  cold  head  and  post  detection  electronics. 

Results  for  the  optical  detection  experiment  shown  in  Fig.  7 indicate  a response  peak  located  at  the  center 
of  the  transition  region.  From  standard  bolometric  theory,  it  is  known  that  the  bolometric  response  is 
proportional  to  the  derivative  of  the  resistance  curve.  Calculated  derivatives  of  the  resistance  curves 
correlate  well  with  the  measurements,  as  shown.  In  addition,  measurements  of  the  lockin  response 
versus  chopper  frequency  shown  in  Fig.  8 indicate  response  times  ( ~ 5.7  and  11.5  msec)  consistent 
with  a thermal  response  mechanism  dominated  by  substrate  characteristics. 


Temperature  (K) 

7.  Optical  response,  resistance,  and  dR/dT  versus  temperature  of  Bi-Sr-Ca-Cu-0  sample  Bias 
current  was  set  to  a relatively  high  value  (1 .04  mA). 
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or  tne  resibuvc  tan  wv  c • that  the  microwave  response  is  non-bolometnc. 

As^p^^^the^dlh^f  th^resistive  mil  *^creas^^l^i|^^^fn^^^seeto^crowavestloes*not 

»w5  as  did  the  optical  response,  implying  the  microwave 

response  mechanism  is  not  thermal. 


Fig.  8:  Optical  bolometric  response  versus  chopper  frequency  for  two  Bi-Sr-Ca-Cu-0  samples. 


Fig.  9: 


Microwave  response  of  Bi-Sr-Ca-Cu-0  sample  versus  temperature  for  different  microwave 
powers.  The  inset  is  a plot  of  the  peak  response  vs  microwave  power. 


Noise  voltage  measurements  were  also  taken  with  the  1 tockin  “ere  observe/hy 

Kd  bikfe8t  aTinV  Ba'&o' fite’  Fo”  ”m™  surements,  the  equivalent  noise  bandwidth  was  set  to 
fnTand  the  chopping  frequency'  was  set  ,0  40  H,  EvenwUh  ^“k'escSot  o?*Z 
response,  and  it  is  in  the  resistive  tail  region  a , hiahpr  than  the  RMS  noise  voltage  levels. 

te^ls  ^ “sSia.^1  with  flux  mot, on  and  dissipation  induced  by  burs  cutren,  flow. 
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Models  of  Response  Mechanism 

.oTux^oTwS  awl^yTu^  could^  “scribed 

.his  vortex -antivortex  disjiatj  nJLism 

the  presence  of  a res,  stive  tail  below  the  superconducting  transition™,  which  we  Xme  to  addrion  M 
evidence  for  tins  type  of  response  in  granular  Y-Ba-Cn-0  films  noteri  by  CufertsomTal  W Mdov  » 
<il  have  observed  a non-bolometric  response  in  enitaxi^l  y Ro  p„  o , , ’ 

sssHISp = 

If  fhI  C CK  i°  Zr°2  WCre  obtained  for  a ch°PPer  frequency  of  20  Hz.  In  contrast,  the  responsivitv 
(Bi^Sr-C^Cu  ometrM 7)°de  USin§  a X'band  (9  GHz)  horn  was  calculated  to  be  20- 1^20  V/W 

35£SsS 

ihe  tale  of  passage  of  fhLns  acmss  ihe  mS  VS 

corresponding  voltage  drop  across  the  sample  is  V = nt^f.  where  „ is  an  integer  and  *„®  fte  fiux 
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Summary 


Deposition  and  patterning  techniques  have^dev^ped  based  on  the  utte 2 
eftetive  and  flexible  in  developing  pracnctti  HTSC : dun .film  deteaoR.  we  are  com  g troscopy. 

techniques  to  taplemenn £§«£,“ ^SS^ea"  “n^of'  optica,  bJlometnc  and 
mtaZ“„toloniemc  responds  in  the  same 

faster,  more  sensitive  mechanism  than  the  fc  actual 

these  preliminary  results,  but  further  design  re  microwave  frequency  and  static  applied 

relative  performance.  Measurements  will  be  ^ ^ issues  Regarding  the  response 

» ^rmfne  the  uitimate 

bandwidth. 
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IN-SITU  INTEGRATED  PROCESSING  AND  CHARACTERIZATION  OF 
THIN  FILMS  OF  HIGH  TEMPERATURE  SUPERCONDUCTORS, 
DIELECTRICS  AND  SEMICONDUCTORS  BY  MOCVD 


R.  Singh,  S.  Sinha,  N.J.  Hsu,  R.P.S.  Thakur,  P.  Chou,  and  A.  Kumar,  School  of 
Electrical  Engineering  and  Computer  Science,  University  of  Oklahoma,  Norman,  OK,  73019 
and  J.  Narayan,  Materials  Science  and  Engineering  Department,  North  Carolina  State 
University,  Raleigh,  NC  27695-7916 

Low  temperature  deposition,  high  throughput,  sharp  interfaces,  selective  deposition 
with  direct  ion,  electron,  and  photon  beam  controlled  techniques,  and  deposition  in  con- 
ventional as  well  as  atomic  layer  epitaxy  mode  are  some  of  the  attractive  features  of 
MOCVD.  In  addition  to  the  well  established  role  in  semiconductor  and  optoelectronics 
industry,  MOCVD  is  expected  to  play  a significant  role  in  high  temperature  supercon- 
ductor industry.  High  temperature  superconducting  thin  films  as  well  as  semiconductors 
and/or  dielectrics  are  essentially  required  for  the  fabrication  of  superconductor  and  hy- 
brid superconductor/semiconductor  devices.  From  materials  compatibility  point  of  view, 
the  interface  between  two  disimilar  materials  (e.g.superconductor/dielectric,  semiconduc- 
tor/dielectric, etc.)  should  have  chemical,  physical,  and  thermal  integrity  during  and  after 
the  processing  of  materials.  In  our  strategity  of  depositing  the  basic  building  blocks  of  su- 
perconductors, semiconductors,  and  dielectric  having  common  elements,  we  have  deposited 
superconducting  films  of  Y-Ba-Cu-O,  semiconductor  films  of  Cu20,  and  dielectric  films 
of  BaF2  and  Y203  by  MOCVD.  By  switching  source  materials  entering  the  chamber,  and 
by  using  direct  writting  capability  complex  device  structure  like  three  terminal  hybrid 
semiconductors/superconductors  transistors  can  be  fabricated.  The  Y-Ba-Cu-0  super- 
conducting thin  films  on  BaF2j YSZ  substrates  show  a Tc  of  80K  and  are  textured  with 
most  of  the  grains  having  their  c - axis  or  a-  axis  perpendicular  to  the  substrate.  In 
this  paper,  we  will  report  electrical  characteristics  as  well  as  structural  characteristics  of 
superconductors  and  related  materials  obtained  by  X-ray  deffraction,  SEM,  TEM,  and 
energy  dispersive  X-ray  analysis. 

This  work  was  supported  by  Defense  Advanced  Research  Agency  (DARPA)  contract 
number  MDA972-88-D-0004 
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magnetic  relaxation  in  the  ho. \™™C°NDVC™G  PHASE  " Bi'Sr'C“C”'° 


Atsushi  Tanaka,  Jason  Crain,  Nobuo.  Kamehara  and  Koichi  Niwa 
FUJITSU  LABORATORIES  LTD. 


10-1,  Morinosato-Wakamiya,  Atsugi,  243-01,  Japan 


Abstract 

We  have  investigated  the  time  dependence  of  remnant  moment  decay  in  a highly 
oriented  nearly  single  high  Tc  phase  Bi-Sr-Ca-Cu-O  thin  film.  A strictly  logarithmic 
time  dependence  was  observed  over  a 20  K temperature  range  for  ob^ivauon  mterv^s 
of  2000  seconds.  The  normalized  decay  rate  exhibits  a peak  around  14  K and  has  a 
relatively  weak  magnetic  field  dependence.  These  data  are  then  compared  with  existing 
data  on  the  YBCO  and  Eu  - based  superconductors. 

In‘r0d“unlai,  Large  thermally  activated  flax  creep  in  a single  crystal  of  YBa2C30,  (YBCO)>  as  well  as  a 
renorted  peak  in  the  lemperature  dependence  of  the  normalized  relaxation  rate2  has  prompted  investigation  into  It 

(Pb)-Sr-Ca-Cu-0  (BSCCO). 

Samp1*  fabrication  rf  magnetron  sputtering  onto  single  crystal  MgO.  A composite  target 

X-ray  diffraction. 

Procedure  ^ measurements  Were  performed  by  weak-field  (approximately  2 Oe)  cooling  ^mpk  fr om 

and  1 kOe. 

w^terved  to  obey  a strictly  logaridimic  time  dependence  dnring  obtervation  intervals  of  2000 
seconds  XS, ’nSlized  d«ay  rate  R and  aventge  pinning  potenda,  Uo  were  calcnlated  from 

the  Anderson-Kim  model^  using  the  relations: 


M(t)  = M0{l  -^ln(i)} 


and 


-n  i 3M(t)  _kbT 

Mo8(ln(t))  U0 


(Eqn.  1) 


(Eqn.  2) 


p^ameter^tr^ic^mtfe  ^^rateobt^ied^ro.^WIeT^l  kOps  shown  in  Fig^f 

A sharp  StWWTAd  drop  is  a qualitative  feaune  of  bod.  sets  of  data.  fhts  phenomena  ha  been 
Unfit  polycrysLs  of  YBCO2  after  field  cooling  in  0.5  kOe.  A weak  field  d le^d«i« *l£ 
also  observed  The  temperature  at  which  the  maximum  normalized  rate  occurs  shifts  from  14K  to  K ^ the 
ScSlom  5 STto  1 kOe.  There  are  notable  differences  between  these  results  and  those  reported  for  YBCO 
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material.  The  peak  is  much  more  broad  in  the  YBCO  material  than  in  the  Bi-film  and  the  temperature  at  which  the 
field°rma  iZed  fate  °CCUrS  IS  r0Ughly  15  K Iower  in  the  Bi  fi,m  than  in  the  YBCO  sample  for  the  same 


Log  t (sec.) 

V ^,imc  dependence  of  the  remnant  magnetic  moment  after  a ten-minute  application  of  a 1 
kOe  field  parallel  to  the  film's  c-axis.  The  lines  represent  a least  squares  fit 


Temperature  (K) 

Fig.  2.  Temperature  dependence  of  the  normalized  relaxation  rate  of  a highly  c-axis  oriented 
BSCCO  thin  film.  The  plus  signs  and  filled  circles  indicate  relaxation  measured  from  applied 
fields  of  1 kOe  and  .5  kOe  respectively. 


320 


respectively. 

The  Kr^[ljaulry<l^Jcn<^1gej^ H^regattitess  of  thVftefdfrorn  wtoh^axM?on^^n^asur(^neThe 

E.ta  - *-  *•  “ °f  uo' 

questionable alwveTpeak^  ^ ^ ^ prop(>sed  h t explain  the  origin  of  the in _the 

temperature  dependence  of  the  normalized  rate.  In  one  arch  °ff£tive radius  of  pinning 

'ZSX23E&  CSa’Sg^S’Se  expression  turned  a,  for  the  temperature  dependence  of 
the  normalized  rate  is  n(Bc) 


R = const.  X [1  - 


-]~2  [i  +0f 


2 -2 
r)l 


where  Be  is  tire  externa!  dux  density  and  n(Be)  can 

SKSE  t of 

suggestive  of  certain  underlying  similarities  in  the  p g become  increasingly  less  effective  until 

oriy^very^h^ergy1  pfnidngcoitCTS  w®^butd)S0wed  magnetic  field  dependence  of  the  peak 

position?^ however,  is  not  explicitly  included  in  the  energy  distribution  model. 
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Summary  and  Conclusions 

We  have  observed  logarithmic  decay  of  remnant  magnetization  in  thin  films  of  the  high  Tc  phase  in  the  Bi 

ofEo^S!HSLTm^ld  we.report  th®  first  observation  in  this  material  of  a peak  in  the  temperature  dependence 
of  the  normalized  rate.  The  peak  occurred  at  a lower  temperature  and  was  sharper  than  that  of  YBCO  for  relaxation 
measur  rom  the  same  field.  The  average  pinning  potential  of  the  sample  was  the  same  as  that  calculated  for  Eu- 
based  superconducting  films.  Of  the  present  theoretical  attempts  to  explain  the  origin  of  the  peak  and  the  relevant 
energy  scales  for  pinning,  we  find  the  model  of  a distribution  of  activation  energies  most  satisfactory. 
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In-Situ  Deposition  of  YBCO  High-Tc  Superconducting  Thin  Films 

by  MOCVD  and  PE-MOCVD 

J.  Zhao,  D.W.  Noh*.  C.  Chern”,  Y.Q.  LT,  P E.  Norris,  B Kear"  B Gallois' 

EMCORE  Corporation,  35  Elizabeth  Ave. .Somerset,  N.J.  08873 
‘Stevens  Institute  of  Technology,  Hoboken,  NJ  07030 
“Rutgers,  The  State  University,  New  Brunswick,  NJ  08854 

The  development  of  a successful  low  temperature,  in-situ  process  for  the  formation  of 
hioh  temDerature  superconducting  (HTSC)  thin  films  is  crucial  for  the  early  application  of 

Such  a process  should  permit  ‘fig S 

hioh  density  HTSC  films  which  have  smooth  sufaces,  on  a variety  of  substrates.  Meta 
Oraanic  Chemical  Vapor  Deposition  (MOCVD)  process  technology  offers  the  advantages  of  a h|gh 
2SZ o.  ^sitional  control,  adaptability  tor  large ; scale  product^  and 
temDerature  fabrication.  The  capability  of  operating  at  high  oxygen  partial  pressure  is 
mX^sSSS  for  in-situ  formation  of  HTSC  films.  Use  of  a plasma-enhanced  (PE) 
nrocess  substitutes  electron  kinetic  energy  for  conventional  thermal  energy  and  enhances 
co^OTundformahon  by  introducing  activated  oxygen  generated  Irom  dissociation  of  oxidizer 
mnsWuents  Thte  permits  the  use  of  lower  temperature  deposition  conditions.  In  addition  the 
CVD  process  otters  the  advantage  ol  easy  transter  from  R&D  applications  to  low  cost,  large  sea 
fabrication. 

Our  preliminary  results  demonstrate  that  high  density,  mirror  smooth  low  carbon 
YBCO  films  can  be  formed  in-situ  at  reduced  substrate  temperatures,  as  low  as  570  C-  further 
reductions  in  deposition  temperature  by  increasing  microwave  plasma  power  3re.exPected^  Jur 
rts£ indicates That  this  method  is  a promising  process  for  superconducting  dev.ee  technology. 

Our  aDDroach  involves  the  use  of  Metalorganic  Chemical  Vapor  Deposition  (MOCVD), 
which  has  beeS  succeSremployed  in  the  production  of  lll-V  compound  semiconductor 
devices.  A novel  variation  on  MOCVD,  is  the  use  of  a microwave  plasma  ^e  mOCVD) 

rate  at  low  substrate  temperatures.  In  addition,  such  a plasma-enhanced  MOC  ( ) 

process  produces  excited  oxidizer  species  which,  being  more  react.ve  than  02.  result  in  a 

higher  degree  of  oxidation  at  low  growth  temperatures. 

Comparisons  of  Deposition  Techniques:  PVD  and  CVD  tpmnprature  without 

To  date,  efforts  to  fabricate  high  Tc  superconducting  films  at  low  temperature  wit  o 
post  annealing  have  primarily  involved  activated  physical  vapor  deposition  (PVD)  processes  in 
which  excited  species  were  present  such  as  plasma-assisted  laser  deposition,  activated 
reactive  evaporation,*  rf  planar  magnetron  sputtering.3  and  electron  cyclotron  resonance  with 
nxvoen  Dlasma-assisted  evaporation.4  These  methods  all  have  the  drawbacks  of  requiring  high 
vacuum P being  limited  to  line-of-sight  deposition,  having  low  deposition  rates,  and  having 
limited  adaptability  to  flexible,  large-scale  production  processes.  Chemical  Vapor  Depositron 
(CVD)  in  principle,  overcomes  the  above  limitations.  In  addition,  CVD 
comDo'sitional  control,  through  controlling  the  mass  transport  of  individual  precursors,  and 
the  fabrication  of  abrupt  interfaces,  due  to  the  ability  to  rapidly  change  gas  phase  composition, 
which  leads  to  the  potential  for  creating  metastable  structures. 

At  the  beginning  of  1988,  a few  groups  (including  EMCORE)^  independently  suc^ 

in  the  preparation  of  high  Tc  oxide  films  by  MOCVD.  In  less  than  a year,  - - .... 

been  prepared  with  Tc  higher  than  90K  and  Jc  = I.SxlO®  A/cm*  at  77K.6  which  is 
comparable  to  that  obtained  by  PVD.  Today,  more  than  twenty  research  groups  have ; joined  this 
promising  field  which  is  currently  dominated  by  the  Japanese  scientific  community,  with  at 
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teast  ten  laboratories  active  in  the  growth  of  HTSC  thin-films  using  MOCVD.  However  unlike 
’ on^SIValed  CVD  method  has  been  fully  developed,  hence,  a deposition  temperature  of  more 
than  800  C is  still  required  to  obtain  high  quality,  in-situ  HTSC  films  using  MOCVD.  However 
YBCO  films  can  be  formed  at  temperatures  around  600<>C  using  activated  PVD.1-2  Due  to  the 
tnn°h^nhhfmiCal  reac,ivity  of  HTSC  materials,  a deposition  temperature  around  600°C  is  still 
hi0h,y%ac,rsr,rarsdri  ,hin  "lmS  °n  SOme  lechnolo9ical1!'  ‘"’P"'3"'.  but  more 

MOCVD,  which  has  the  capability  of  operating  at  hiah  oxvaen  Dartial  nrPSQnro  ic 
particularly  suitable  for  in-situ  formation  of  HTSC  films.9  Rg  1 shows  a pi?, o, oxygen  partial 
pressure  vs.  temperature  indicating  the  location  of  the  phase  transitions  of  YBa2Cu30v  together 
wth  experimental  data  points  from  the  literature7  for  several  reports  of  successful  in-situ 
growth.  The  critical  phase  stability  boundary  is  at  y = 6.0.  Below  y=6  0 YBCO  is  unstable 
and  disproportionates  into  Y2BaCu05.  BaCu02  and  Cu20.  At  an  oxygen  content  of  6.5  a phase 
transition  from  tetragonal  to  a orthorhombic  structure  occurs,  with  a Tc  of  about  50K.  At  y = 

Kw9’th?ernUHer^0?dU2in9  transition  temperature  increases  to  about  90K.  As  indicated  in  Fiq  1 
by  the  filled  circle,  the  proposed  low  temperature  deposition  process  (PE-MOCVD)  is  the  first 

fi°rm  the  or(thorhombic  superconducting  phase  in  the  as-deposited  state. 
The  filled  circle  in  Fig.l  represents  our  present  growth  conditions.  By  further  decreasina  the 
£■£?"  temperature,  the  in-situ  formation  of  YBCO  superconducting  films  with  y =6.9  will 
p ssible  and  an  in-situ,  low  temperature  MOCVD  growth  process  for  Tc  > 90K  HTSC  thin 
films  should  result. 

PE-MOCVD  of  YBCO  using  Nitrous  Oxide 

atom  atnmPtn'M?CVD’  ,he  Presence  of  a Plasma  changes  the  chemistry  of  film  formation  from 

fo°mahon  it  ha^holT  °h  ,on''f>n/  .whjch  is  much  more  energetically  favorable  for  compound 
formation.  It  has  been  shown  that  high  quality  films  of  a variety  materials  such  as  diamond  and 

bic  can  be  deposited  at  significantly  reduced  temperatures  using  PE-MOCVD  8,9,1 0 The 

application  of  PE-MOCVD  process  to  HTSC  thin  films  should  emerge  as  an  exciting  method  to 

temperatures6  YBaoC^O ’ ,h,n  f'lmS  w?  deSired  ProPerties  at  much  reduced  deposition 
temperatures.  YBa2Cu307-x  films  prepared  by  PE-MOCVD  at  deposition  temperatures  as  low 

as  580  C by  and  having  Tc  = 82K  and  Jc  = 105A/cm2  at  about  50K  have  recently  been 

reported  by  Hitachi  using  oxygen  as  a reactant  gas.1 1 Nitrous  oxide  (N20)  is  known  to  be 

relatively  inert  to  metalorganic  precursors  yet  highly  reactive  when  dissociated  to  atomic  and 

ionic  oxygen.  - Superconducting  YBa2Cu307-x  films  formed  at  650°C  by  MOCVD  using 

N20  as  reactant  gas  have  been  reported  recently.14  Hence,  by  combining  plasma  activation  and 

N20,  we  are  seeking  to  develop  a novel  PE-MOCVD  deposition  technique  for  in-situ  formation  of 

superconductmg  high  Tc  oxide  films  at  significantly  reduced  deposition  temperatures  By 

employing  higher  microwave  power  levels  (up  to  500  W)  and  N20  reactant  gas,  deposition 

wTSf?  aS  4°°°C  ™3y  be  achieved-  This  technique  will  permit  the  deposition  of 

h^IlqaUf-  y f^TSF- f'  mS  °n  3 vanety  of  substrate  materials  such  as  Si  and  sapphire  which  will 
have  a significant  impact  on  the  early  device  applications  of  HTSC  thin  films. 

vno  r°UA  preliminary  w°rk  bas  demonstrated  the  feasibility  of  the  proposed  process 
YBa2Cu307-x  superconducting  films  have  been  deposited,  in-situ,  at  a substrate  temperature 

of  570  C by  PE-MOCVD  using  remote  microwave  (100W)  plasma-activated  nitrons  nvirte  as  a 

surface  9The  dpnn^r  °f  t rem°,e  P'aSma  avoids  the  direct-  intense  ion  bombardment  of  the  film 
substratesTh  d P '°n  temPera,ure  was  measured  by  a thermocouple  in  contact  with  the 
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PE-MOCVD  System  Development 

A prototype  EMCORE  System  5000  MOCVD15  with  a remote  plasma  coupling  system  was 
developecf  for  the  deposition  of  HTSC  films.  The  system  incorporated  ares'stanoeheated  high 
speed  % - 2000  rpm)  rotating-disk  in  a vertical,  cylindrical  cold  wall  growth  chamber . The 
internal  components  of  the  reactor  were  chosen  for  their  resistance  to  high  tempe 
oxidation.  The  5 inch  diameter  wafer  carrier  was  configured  to  allow  % 

multiple  substrates  including  (100)  MgO,  (1102)  Sapphire,  (100)  Sr  3, 

wafers. 

A N20  plasma  was  generated  by  a 2.45  GHz  microwave  cavity  mounted  above  the  growth 
chamber  with  a special  designed  quartz  injector  tube  which  uniformly  distributes  the  activated 
species  The  cavity  was  powered  by  a modified  microwave  source  with  a variable  power  output 
O 10-100  Watts.  Oxygen  was  uniformly  introduced  through  the  top  of  Jhe  chamber  a t 2 ■ -6 
slm  The  three  precursors  were  transported  by  N2  carrier  gas,  to  individual  dividing  flow 
manifolds  finiectors)  mounted  120°  apart.  The  separate  injector  arrangement  for  each  source 
was  chosen  to  minimize  the  possibility  of  gas  phase  reactions  and  to  give  additional  degrees  of 
freedom  for  optimizing  compositional  uniformity16.  The  vapor  phase  precursors  were 
injected  with  a velocity  of  over  3 m/s.  This  high  velocity  significant  y reduces  the  possibility 
of  prereaction,  resulting  in  a significant  improvement  in  deposition  efficiency. 

Among  the  possible  volatile  organometallic  precursors  for  high  Tc  M°CVD,  metal  B- 

diketonates  are  attractive  since  they  are  easily  synthesized  ^ ^ f JJ*  ex(£ 

order  to  form  superconducting  films  in  the  as-deposited  state,  B-diketonate  complexes 
Y(dpm)3  Ba(dpm)2,  and  Cu(dpm)2  (dpm  = dipivaloymethanate),  were  used  as  yttrium, 
barium  and  copper  precursors,  respectively.  The  bubblers  for  the  copper  and  yttrmm  sources 
were  specially  designed  to  yield  a constant  mass  transport  rate  since  they  are  solid  at  these 
temperatures'  Ba(dpm)2  is  the  only  known  non-fluorocarbon-based  B-diketonate  complex 
which  has  significant  volatility.  However,  Ba(dpm)2  partially  decomposes  during  the 
evaporation  process  which  causes  its  partial  pressure  to  drop  as  a function  of  time  at  a constant 
Se  SSre  An  apparatus  for  adding  DPM  ligand  vapor  to  the  source  earner  gas  was 
developed  to  stabilize  the  evaporation  rate  of  [Ba(dpm)2]2>  thereby  ensuring  a is  v p 
pressure  remained  constant.17  Also  THF  (tetrahydrofuran)  was  added  to  the  Ba(dpm)2  along 
with  N2  carrier  gas  to  increase  the  volatility  of  Ba(dpm)2.  THF,  which  has  a low  boiling  point 
and  high  volatility  can  attach  to  a conventional-diketone  metal  complex.  All  transport  lines 
and  valves  were  maintained  at  =10°C  above  the  bubbler  temperature  to  avoid  decomposition  or 
condensation  of  the  precursors  in  the  gas  transport  system. 

Deposition  was  carried  out  at  a system  pressure  of  10  - 76  Torr  and  substrate 
temDerature  of  550°C  - 850°C  with  a rotation  speed  of  1100  rpm.  After  deposition,  the  fil ms 
were  slowly  cooled  to  100°C  under  one  atmosphere  of  oxygen.  Plasma  power  wasJ°°^f^ 
1.5  slm  flow  of  N20  gas.  Film  deposition  rate  was  controlled  at  0.5  - 1 pm/hour  and  the  films 

were  usually  0.5  - 1pm  thick. 

YBa2Cu307-x  superconducting  thin  films  with  Tc  above  90  K and  Jc  above  104A/cm2 

were  reproducibly  deposited  in-situ  on  YSZ  substrate  at  850<>C  * 1 °ur ft^^shoSTat  thte  film 
a variable  temperature  resistance  measurement  of  an  as-deposited  film.  It  shows  that  tms  turn 
has  a metallic  resistance  behavior  with  extrapolation  of  the  normal  state  resistance  curve  to 
zero  resistance.  This  film  has  the  onset  of  the  superconducting  transition  at  about  94K  and 
attainment  of  zero  resistance  by  92K  with  a sharp  transition  width  of  2K. 


325 


PE-MOCVD  PROCESS 

Carbon  is  a common  impurity  in  films  prepared  by  MOCVD  processes,  especially  for 
films  deposited  at  low  temperatures.  Fig.  3 is  the  Auger  electron  spectrum  of  the 
superconducting  film  formed  at  610°C  by  PE-MOCVD  with  activated  N2O.  With  an  instrumental 
sensitivity  of  0.5  atomic  percent,  the  barely  detected  carbon  peak  indicates  that  carbon  content 
in  the  film  is  significantly  less  than  one  atomic  percent.  This  result  indicates  great  promise  for 
this  low  temperature  deposition  technique.  A smoothly  dense  film  structure  which  is  free  of 
voids  was  obtained  by  the  PE-MOCVD  process,  an  important  result  for  device  technology.  As 
shown  in  Fig.  4,  the  films  show  a sharp  resistance  transition,  with  a transition  width  of  about 
5K.  However,  the  zero  transition  temperature  of  the  initial  films  prepared  by  PE-MOCVD  is 
72K,  which  may  be  due  to  slight  deviations  in  the  film  stoichiometry  or  to  an  oxygen  deficiency 
in  the  film  resulting  from  improper  cooling. 
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Using  the  piasmon  exchange  fa. Mg 

with  an  inerease  in  the  nun^^f  CuC^  y P calcilation  also  suggests  that  the  sample 

SKEE?  — effect'  “• thatT‘ 

cannot  be  raised  indefinitely  by  increasing  the  number  of  CuO  layers. 
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ABSTRACT 


predictions  compared  with  experimental  data. 
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N92-21 651 

THE  SUPERCONDUCTING  STATE  OF  THE  HIGH-TRANSITION  TEMPERATURE 
SUPERCONDUCTORS:  EXPERIMENTAL  BASIS 

W.  A.  Little 
Physics  Department 

Stanford  University,  Stanford  CA  94305 

Abstract 

Experiments  on  the  high-Tc  cuprate  superconductors  continue  to  narrow  the  possible 
theoretical  explanations  of  the  phenomenon.  Experimental  evidence  to  date  points  to  a 
BCS-like  state,  with  pairs  in  singlet  s-states,  the  familiar  gap  in  the  excitation  spectrum.  Type 
II  behavior  in  a magnetic  field  and  a normal  state  with  fermi  liquid  origins.  Several  other 
features  of  the  superconducting  state  in  the  cuprates,  however,  appear  to  differ  from  those  of 
conventional  alloy  superconductors  - these  relate  to  the  detailed  structure  of  the  gap  and  to 
the  nature  of  the  coupling  mechanism.  Recent  experiments  have  helped  clarify  what  these 
differences  are,  and  together  with  the  earlier  experiments,  they  now  impose  still  stronger 
constraints  on  theories  of  these  superconductors.  These  and  other  developments  will  be 

reviewed. 


337 


PRECEDING  PAGE  BLANK  NOT  FILMED 


N92-21 652 


PHENOMENOLOGICAL  THEORY  OF  THE  NORMAL  AND  SUPERCONDUCTIVE 
STATES  OF  Cu-0  AND  Bi-0  METALS 


C.M.  Varma 

AT&T  Bell  Laboratories 
Murray  Hill,  New  Jersey  07974 


ABSTRACT 

The  universal  normal  state  anomalies  in  the  Cu-0  metals  follow  from  a 
marginal  Fermi-liquid  hypothesis:  there  exists  a contribution  to  the 

polarizability  over  most  of  momentum  space  proportional  to  G3/T  for  GJ/T 
« 1 and  constant  thereafter  up  to  a cutoff  GJc*  Using  the  same  excitation 
spectrum,  the  properties  of  the  superconductive  state  have  been  calcu- 
lated. We  can  obtain  the  right  order  of  Tc,  the  zero-temperature 
gap,  2 A (o)/Tc  and  the  nuclear  relaxation  rate  near  Tc. 

I will  discuss  the  possible  microscopic  physics  leading  to  the  marginal 
Fermi-liquid  hypothesis. 
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CHARGE  TRANSFER  POLARISATION  WAVE  IN  HIGH  Tc  OXIDES 
AND  SUPERCONDUCTIVE  PAIRING 


N92-21 653 

B.K.  Chakraverty  - CNRS  - LEPES  - 
25  avenue  de  Martyrs  - BP  166  - 38042  Grenoble  Cedex 


ABSTRACT 

A general  formalism  of  quantised  charge  transfer  polarisation  waves  has  been  developed.  The 
nature  of  possible  superconductive  pairing  between  oxygen  holes  is  discussed.  Unlike  optical 
phonons  these  polarisation  fields  will  give  rise  to  dielectric  bipolarons  or  bipolaron  bubbles.  In  the 
weak  coupling  limit  a new  class  of  superconductivity  is  to  be  expected. 

INTRODUCTION 

The  relevance  of  charge  transfer  excitation  to  superconductivity  was  first  pointed  out  by 
Varma  0)  et  al.  The  idea  of  such  a local  short  range  interaction  has  since  been  extended  to  a variety  of 
charge  transfer  excitations  <2>  in  the  high  Tc  oxides.  This  paper  has  its  inspiration  in  the  idea  of 
polarisation  waves  that  goes  back  to  Hopfield  0)  and  revived  recendy  by  Aschcroft  <4>  with  respect  to 
the  high  Tc  oxides.  The  basic  notion  of  long  range  dipole-dipole  interaction  giving  nse  to  a collective 
and  quantised  charge  transfer  wave  is  the  key  ingredient.  Some  of  the  detailed  calculations  are 

presented  elsewhere  (5) . 


A - POLARISATION  WAVE  FORMALISM 

We  want  to  make  essential  points  clear.  In  the  Hartree-Fock  approximation,  the  state  of  an 
Unit  Cell  of  C11O2  square  is  a Slater  determinant  of  the  occupied  lowest  energy  orbital  states. 

Consider  an  excitation  a corresponding  to  moving  one  electron  from  a ground  state  to  an  excited  state 

orbital  costing  an  energy  a.  Figure  1 gives  the  relevant  energy  levels  ; figure  la  shows  the  charge 
transfer  insulator  gap  energy  Eg  for  zero-doping,  while  the  arrows  in  figure  lb  indicate  the  charge 

transfer  excitation  energy  o)g  to  the  Fermi  level  on  p-type  doping  0 signifying  a ligand  hole  or  2p5 
configuration). 
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Figure  la.  Energy  band-updoped  material 
Figure  lb.  Energy  band-doped  material 


342 


We  define  by  ba  the  operator  to  describe  this  excitation,  which  can  be  written  in  terms  of  the 


operator  an  of  the  electronic  state 
+ 


b<x  “ am  a" 


(1) 


Wc  approximate  Hamiltonian  of  a single  cell  by 
H = Eg  + £ coababa 

a 


(2) 


Eg : ground  state  energy 

Define  a dipole  matrix  element 

li(a)  = 

Where  the  two  orbitals  <J>n  and  <(>m  differ  by  one  unit  of  angular  momentum.  Introduce  the 
polarisation  operator  in  the  vector  direction  x for  the  unit  cell  by 

Px  = e]Tpx(a)  (ba  + b*)  (4) 

a 


/ 


d r <J>m(r)  x <(»n(r) 


(3) 


This  operator  has  the  units  of  polarisation,  which  is  charge  times  length  - analogous  to  the 

I ft  \ 2 

displacement  operator  for  a harmonic  oscillator,  which  has  the  unit  of  length  ~ .We  use  the 

\2  mco/ 

symbol  GXy  (ico)  to  denote  the  denote  the  retarded  correlation  function  of  the  P operator  with  itself  by 
Gjy  (i  £0)  = - f ® ‘ T <Tt  Px  (t)  Py  (0))  d x (5) 


It  is  easily  evaluated  for  the  non  interacting  Hamiltonian  (2). 


G xy  (i  <»)  = 


2 2 


« (iCO)  - C0a 

The  quantity  - G°  (i  co)  is  actually  the  polarisability 
Assuming  isotropy 


(6) 

a0  (i  co)  of  the  unit  cell. 


343 


(7) 


a (i  (o)  = 2 e2 


I 


2 

H (a)©a 


2 2 
(0a  - (i  co) 


So  far  our  discussion  has  been  confined  to  the  properties  of  a single  unit  cell  CuC>2.  However 
when  one  excites  dipoles  in  a cell  i,  it  has  long-range  dipole-dipole  interaction  with  dipoles  of 
the  cell  j,  given  by 


H'  * Xs  . <fr(Ri  - Rj)  • Xj 


(8) 


Where : 


* (R)  = hi  - Ihh 

y R3  R3 


Defining  a Fourier  transform 


(8a) 


Txy (k)  = X<0xy  (R|)  cxpik  . R,  (8b) 

4 K j 

We  get  the  resultant  Hamiltonian  in  the  k-space  as 
H = Eg+  X(0abakbak  + j £ Vap00  ba,k  + ba,-k][bP.-k+bp,k]  (9) 


a,k 


k,ap 


where : 


4 2 

Vap(k)  = -g“*  XM«) Txy(k)|ly(P)  (9b) 

0 xy 

Thus  the  Dyson  equation  for  the  correlation  function  is  the  matrix  equation 
Gxy  (k,  i co)  = Gxy  (k,  i co)  + £G|!x.(k,ico)Txy(k)Gyy.(k,ico)  (10) 

0 x’y' 

Solution  of  this  equation  will  give  us  the  collective  excitation  wave,  that  we  have  called  charge 
transfer  polarisation  waves.  In  a cubic  symmetry,  it  is  solved  to  give 


Gxy  = 


_a 

4 tea 

3H^ 


8Hv  - 


4jca 


1 + 


8 rca 


kxkv 


(ID 
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The  quantity-Gxy  is  the  static  polarisability  of  the  solid,  just  as  - G^y  is  the  static 

polarisability  of  the  unit  cell.  This  gives  us  the  dielectric  function  at  long  wave-length  which  has  the 
Loren  tz- Loren  tz  form 


e (to)  = 


1 + 35;  ° ft'0*1 

1 - ^ a(M» 


(12) 


The  pole  and  zero  of  the  dielectric  function  gives  us  the  transverse  and  longitudinal  charge 
transfer  polarisation  waves  respectively. 


to. 


2 

°g 


C0_  + t ft 


2 


(13) 


B - THE  GAP  EQUATION 

Interaction  between  two  carriers  due  to  the  longitudinal  charge  transfer  waves  is  given  by 
4 rc  e2 


V (q,co)  = 


q2  e(q,ca) 


(14) 


Where  e(q,co)  is  the  dielectric  constant  as  shown  in  fig  (2),  for  a finite  value  of  cot- 
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Wc  see  immediately  that  excitations  up  to  to  = ©t  has  repulsive  interactions  between 

two  carriers  and  is  attractive  between  cot  and  coi.  A B.C.S.  like  gap  nonetheless  appears  at  the 
Fermi  Surface.  The  gap  equation  is  given  by 

tanh 

We  can  mimic  the  repulsive  interaction  at  frequencies  0 < 0)  < ©t  and  an  attractive  interaction 
between  0)t  < co  < toi,  by  two  piecewise  constant  Kernels 

k(W)  = Xi  0 < $£  < co i 

= - A.2  «1  < VV  < 0)2  (16) 


We  also  assume  two  energy  gaps 
A (t  = Ai  0 < $ < coi 

= A2  ©1  < ^ < 0)2 

The  gap  equation  is  easily  solved  to  give  these  two  gaps  Ai  and  A2. 

We  have  kTc  = 1.14  0)1  exp  - 

X 


where  i , hill 


(17) 

(17a) 


For  — = 6,  Xi  = 0.5,  — = 0.76  and  ho)]  = 0.5  eV,  we  obtain  aTc  ~ 300°  k. 

0)1  X\ 

The  same  formalism  will  apply  for  optical  phonons.  Using  'hcoi  =0.1  eV, 
— = 2.25  (corresponding  to  — = 5),  A.i  = 0.3,  X.2  = 0.7  gives  a X = 0.6  and  a zero  temperature  gap 

0)1  £00 

Ai  = 36  m eV.  We  thus  see  that  a dipole  lattice  or  a Lorentz  lattice  in  general  can  give  rise  to  a 
B.C.S.  kind  of  pairing  and  an  energy  gap  at  the  Fermi  surface,  inspite  of  a net  repulsive  interaction  in 
the  small  frequency  range,  and  the  most  general  solution  admits  at  least  more  than  one  energy  gap  (A2 
>Ai). 
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c - DIELETRIC  POLARONS  AND  BIPOLARONS 


The  interaction  of  the  carriers  with  the  longitudianl  polarisation  field  gives  rise  to  polarons 

constant  ratios  <&  ~ 10  ■ 20)  we  may  be  able  to  have  a dielectric  bipolaron.  More  recent  path  »> 

600  . • • . un,ot  u rprfain  (10)  is  that  if  the  carrier  behaves  like  a 

l^dSSS^'Si  uSSdi  with  polarisation  f,e.d  is  recoil  less),  the  phonon-mediated 

interaction  will  at  best  reduce  the  coulomb  repulsion  between  the  two  charges  form  ^ f 10  £q  r but 

does  no,  lead  ,0  any  attraction.  We  can  see  from  figure  lb.  that  as  the  p-.ype  doping 

there  is  an  increasing  component  of  low  energy  excitation  dig  <tng  going  down  w„h  £f)  such  that  we 

expect  O),  ->  0,  at  some  critical  doping  value  xc,  given  by  equation  03).  With  the  longitudinal 

frequency  to,  ->  Qp  and  because  of  the  collapse  of  the  Ixtremz  lattice,  we  can  have  the  whole 

frequency  range  up  to  to,  where  the  dielectric  constant  is  negative.  This  low  frequency 

gi^ro^  of  1-particle  S“KS)' 

We  can  model  the  effective  Hamiltonian  by 


Heff  = Xek  Ck  Ck  ‘ V Ct'o'  Ck'°'  Ck0 


(18) 


This  Hamiltonian  is  strikingly  different  form  the  B.C.S  Hamiltonian  in  not  having  the  co-cut 
off  and  to  general  behavior  pattern  has  been  indicated  OD.  In  the  usual  weak-couphng  approximat  on 
and  when  the  dielectric  bipolaron  interaction  energy  V « eF,  the  superconductivity  gap  equanon  has 
been  solved  l5)  to  give 


A = 8 £f  exp 


£F 

Ec 


(19) 


Where  £c  is  an  energy  cut-off. 

It  is  necessary  to  recall  the  essential  ingredients  leading  to  the  equation  (18)  signifying 
an  instantaneous  attractive  interaction  V between  two  carriers. 

We  can  define  two  key  dimensionless  parameters  in  the  pairing  scenarios. 


- The  dimensionless  coupling  constant 

_ V (20a) 

^'Ef 

- Antiadiabaticity  parameter 

tico  (20b) 
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Signifying  ratio  of  boson  frequency  to  the  Fermi  energy. 

There  are  several  interesting  differences  of  the  electronic  properties  in  the  normal  state 
between  the  adiabatic  (y  « 1)  and  the  antiadiabatic  (y»  1)  regime.  These  differences^2)  are 
shown  schematically  in  figure  (3a)  and  (3  b),  as  well  as  in  fig.  (4a)  and  (4b). 

m * 

(a)  The  effective  mass  ratio  — is  exponentially  large  (Holstein  factor)  around 
y = 1 (k  < 1)  but  is  completely  unre normalised  in  the  antiadiabatic  limit  (5)  (fig.  3a). 

(b)  The  electron  life  time  T at  the  Fermi  surface  is  quite  different  in  the  two  regimes.  In  the 
adiabatic  regime  ^ « kT  ~ ^ which  gives  the  usual  metallic  conductivity.  In  the 

antiadiabatic  regime  ^-»  kT  (fig.  3b)  and  is  conjectured  to  be  ~ T,  if  it  behaves  as  a marginal 
Fermi  liquid  (12). 


(c)  In  the  adiabatic  regime,  the  usual  electron-phonon  interaction  (fig.  4a)  gives  the 
retarded  non  local  attraction  between  electron-pairs.  In  the  antiadiabatic  regime  the  attraction 
is  expected  to  be  instantaneous  and  local  (fig.  4b),  forming  a real-space  electron-pair  or  a 
dielectric  blpolaron  bubble.  The  resulting  normal  and  superconducting  properties  are 
bound  to  be  different  from  the  classical  B.C.S.  behavior. 

In  the  B.C.S.  behavior 

kTc  1 

t#  = Y "P  ' I (21a) 

In  the  other  limit,  y » 1 

kTc  1 

EF  " CXp  * x (21b) 

In  summary,  we  can  say  that  presence  of  high  frequency  bosons  (thco  > EP)  will  lead  to 

quasiparticules  which  are  dielectric  polarons  with  properties  in  the  normal  and  superconducting 
states  quite  different  from  usual  metals. 
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Fig.  (3a)  - Effective  mass  of  carriers  as  function  of  $ - W or  antiadiabaticity. 

eF 
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ABSTRACT 

We  present  a unified  approach  based  on  the  Fermi  liquid  picture  which 
allows  us  to  describe  the  normal  as  well  as  the  superconducting  properties 
of  the  doped  cuprates. 

1 . Introduction 

The  theory  presented  in  this  paper  is  for  the  doped  compounds  which  are 
metallic.  One  can  distinguish  two  interrelated,  but  nevertheless,  different 
directions  in  the  physics  of  high  Tc  D*21,  one  involving  the  problem  of  carrier 
doping  and  the  transition  to  the  metallic  state  and  the  second  being  the  des- 
cription of  the  metallic  state.  It  is  important  that  this  metallic  phase  under- 
goes the  transition  into  the  superconducting  state;  as  a result,  our  analysis  is 
directly  related  to  the  origin  of  high  Tc.  We  are  using  a quasi-2D  Fermi 
liquid  model  to  estimate  the  fundamental  parameters  of  these  very  interesting 
materials.  We  find  that  this  description  is  able  to  describe  these  materials  and 
also  that  phonons  and  plasmons  play  a major  role  in  the  mechanism  of  high 
Tc. 

2.  Normal  Properties 

The  most  efficient  way  to  analyze  the  anisotropy  and  to  evaluate  the  nor- 
mal parameters  is  to  describe  the  system  in  momentum  (reciprocal)  space; 
our  method  is  based  on  the  use  of  Fermiology.  The  anisotropy  of  the  system 
is  reflected  in  the  topology  of  the  Fermi  surface  (FS):  e(p)-eF* 

Our  approach  D]  is  based  on  Fermi  liquid  theory.  According  to  the  Fermi 
liquid  theory  which  has  been  developed  by  Landau  and  describes  strongly 
correlated  Fermi  systems,  the  low  lying  excitation  of  the  system  can  be  class- 
ified in  the  same  way  as  a Fermi  gas.  It  means  that  such  concepts  as  disper- 
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sion  relation,  Fermi  surface  and  Fermi  velocity  have  a direct  meaning.  We 
certainly  followed  this  approach  in  our  previous  paper  PI.  Recent  experi- 
mental photoemission  data  on  1:2:3  shows  the  presence  of  a sharp  Fermi 
edge.  These  data  present  direct  experimental  support  for  an  approach 
based  on  these  concepts. 

The  usual  methods  for  studying  the  Fermi  surface  require  the  sample  to 
be  normal  at  low  temperatures,  otherwise  the  intensive  thermal  motion 
smears  out  the  relevant  signals.  An  unconventional  and  explosive  technique 
to  produce  very  large  magnetic  fields  (megagous)  has  been  successfully 
utilized  to  demon-strate  De  Haas- Van  Alphen  oscillations  in  grain-aligned 
crystals  of  Y-Ba-Cu-0  [F.  Mueller  et  al.  1990]  PI.  This  result  unambiguously 
demonstrates  the  exis-tence  of  a Fermi  surface  in  this  material. 

The  La-Sr-Cu-0  system  has  a layered  structure,  so  that  the  interlayer  dis- 
tance dc»da,d5.  The  dispersion  relation  e(p)  is  highly  anisotropic,  where 

P={k,  Pz)  is  a quasi-momentum  (k  is  a 2D  momentum);  the  Z axis  has  been 
chosen  to  be  perpendicular  to  the  layers.  As  a first  approximation,  one  can 
assume  the  Fermi  surface  to  be  cylindrically  shaped  which  corresponds  to 
neglecting  the  interlayer  transitions.  Of  course  the  interlayer  transitions 
lead  to  small  deviations  from  the  cylindrical  shape.  It  is  important  that  we 
are  not  assuming  the  Fermi  curve  (the  Fermi  curve  is  defined  as  the  cross- 
section  of  the  FS  by  the  plane  pz  = constant)  to  be  a circle.  It  is  appears  that 
one  can  estimate  the  values  of  the  Fermi  energy  eF  and  the  effective  mass 
m*(its  defin-ition  see  below,  Eq.(2))  without  specifying  the  shape  of  the 
Fermi  curve.  In  the  case  of  cylindrically  shaped  FS  the  dispersion  relation  is 
e(k)  and  does  not  de-pend  on  pz.  A large  anisotropy  of  the  normal  conduc- 
tivity justifies  such  an  approximation.  One  should  note  that  this  approach  is 
applicable  to  hole  as  well  as  to  electron  carrier  types  of  materials.  For 
example,  the  hole  surfaces  at  the  corners  of  the  first  zone  can  be  viewed  in 
the  quasi-2D  case  as  a cylinder  as  can  be  seen  from  a simple  translation  in 
momentum  space.  One  can  derive  the  following  relations  Dl. 

m*  = 3 (h2/rc)  kfi'2  dc  y (1) 

eF  = (n2  kB2/3)  n/y 
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(2) 


Here  n is  the  carrier  concentration,  and  y is  the  Sommerfeld  constant. 

Equations  (1)  and  (2)  express  m*  and  eF  in  terms  of  the  experimentally 
measured  quantities  dc,  n,  and  y.  These  values  of  m*  and  eF  do  not  depend 
on  any  assumption  about  the  shape  of  the  Fermi  curve.  On  the  contrary, 
these  values  should  be  taken  into  account  when  reconstructing  the  Fermi 

surfsico 

The  values  of  y and  n can  be  determined  from  heat  capacity  data  (see  e.g 
the  review  6)  and  Hall  effect  measurements.  The  comparison  of  the 
evaluated  major  normal  parameters  of  the  high  Tc  material  and  the  usual 
normal  metal  can  be  seen  in  Table  I. 

TABLE  I.  Comparison  of  normal-state  properties  of  conventional  metals 
with  Lai .8Sro.2^u04. 


Quantity 

Conventional 

Metals 

Lai_8Sro.2^-u'^4 

m* 

(1-15)  me 

5me 

kp  (cm-1) 

108 

3.5  x 107 

VF  (cm  sec  S 

(1-2)  x 108 

8 x 106 

eF  (eV) 

5-10 

0.1 

think  that  small  values 

of  eF  and  vf  along  with 

the  anisotropy  are  key 

physical  properties  of  the  new  high  Tc  oxides. 

The  cuprates  are  characterized  also  by  unusual  spectra  of  the  collective 
excitation.  Speaking  of  phonon  spectrum,  one  should  stress  the  existence  of 
low  frequency  optical  nodes  and  the  presence  of  strong  anharmonicily.  As  a 
result  one  could  expect  the  strong  electron-phonon  coupling  (see  below).  In 
addition  they  contain  the  quasi-2D  low-lying  acoustic  plasmon  branch  which 
has  a slope  of  the  same  order  of  magnitude  as  the  Fermi  velocity  (see  e.g.. 
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Ref.  l7J).  This  small  slope  of  the  "electronic  sound"  makes  the  branch  similar 
to  the  usual  phonon  acoustic  branch. 

3.  Superconducting  Parameters 

According  to  our  analysis,  the  Fermi  velocity  vF  is  small  relative  to  the 
values  in  conventional  metals.  For  La-Sr-Cu-0  (see  Table  I)  vF  = 8xl06cm 
sec1.  One  can  see  that  a such  small  value  along  with  a large  value  of  Tc 
leads  to  a short  coherence  length.  Indeed,  if  we  use  the  expression  £c=0.18 
hvF/kBTc  we  obtain  = 25 A. 

A small  value  of  the  Fermi  energy  eF  has  also  had  a strong  impact  on  the 
superconducting  properties.  The  ratio  A(0)/ef  in  conventional 
superconductors  is  small  (~10'4),  whereas  in  the  high  Tc  oxides  eF  and  A are 
comparable  (A(0)/eF  £ 10- »).  A small  value  of  the  ratio  A(0)/ef  means  that 
only  a small  number  of  states  near  the  FS  are  involved  in  pairing.  The 
picture  is  different  in  the  oxides.  A large  value  of  the  ratio  corresponds  to  a 
situation  when  a significant  fraction  of  the  carriers  are  paired.  This  of 
course  means  a short  coherence  length  is  directly  related  to  the  quasi-2D 
structure  of  the  cuprates.  Indeed,  in  conventional  superconductors  (A/ef<<1) 
pairing  can  occur  only  near  the  Fermi  surface.  (Cooper  theorem).  The  states 
on  the  Fermi  surface  form  a quasi  2D  system  in  momentum  space.  This  is  an 
important  factor  because  in  the  2D  case,  any  attraction  leads  to  the  forma- 
tion of  bound  states  (see  e.g.  Ref.  t8l).  The  presence  of  the  layered  structure 
makes  pairing  possible  even  for  states  which  are  distant  from  the  Fermi 
surface;  this  corresponds  to  the  picture  in  the  cuprates. 

A large  value  of  A(0)/eF  leads  to  an  unusual  critical  behavior  near  Tc. 

This  has  been  predicted  in  Ref.  1^1  and  observed  experimentally  in  Ref.  DO], 

In  addition  the  observation  of  a shift  in  the  positron-annihilation  lifetime  in 
the  high  Tc  oxides,  such  as  La-Sr-Cu-O,  Y-Ba-Cu-0  or  Tl-Ba-Ca-Cu-0  UU  is 
directly  related  to  the  small  value  of  their  Fermi  energy.  The  shift  Ax/x  is 
equal  to  t12l. 


it  = r(i)2taa  (3) 

where  y = x ; in  addition  y ~ m*.  Therefore  the  sign  of  the  shift  is  directly 
related  to  the  sign  of  the  carriers.  For  conventional  superconductors 


356 


(A/eF  )2  = 10*8,  whereas  for  La-Sr-Cu-0  A/eF  = 101  and  this  leads  to  the 
possibility  of  observing  the  shift. 

4.  Strength  of  the  Coupling 

Using  heat  capacity  and  neutron  spectroscopy  data,  one  can  evaluate  the 
strength  of  the  electron  phonon  coupling:  X = [y(0)/y(Xc)~  1 1 - 

1.  Using  the  data  t5l,  we  obtain  Xe_Ph  = 2.5  and  this  means  the  presence  of 
strong  coupling.  Nevertheless,  based  on  the  expression  1 ^1 

T =JL25_G_ 

(4) 

one  can  conclude  that  there  is  a need  for  an  additional  mechanism.  We 
think  that  the  additional  attraction  is  mediated  by  a peculiar  acoustic 
plasmon  branch  l12l  with  weak  additional  coupling  Xpj.  A small  value  of  Xpl 
does  not  mean  that  the  contribution  to  Tc  is  also  small.  In  fact,  it  depends 
not  only  on  the  strength  of  the  coupling  but  to  its  corresponding  energy 
scale.  A noticeable  contribution  of  plasmons  to  Tc  arises  from  the  large  scale 
of  the  plasmon  energy  relative  to  the  phonon  energy.  This  can  be  seen 
directly  from  the  equation  71 


where  o = Xpl  (Xph  + Xpl).  Here  TcPh  is  described  by  eq.  (12)  and  Xpl  is  the 
electron-plasmon  coupling  constant  and  copl  =»  <t»>pi. 

Therefore,  a high  Tc  is  due  to  a generalized  phonon  mechanism,  that  is 
caused  by  a strong  interaction  with  phonons  and  low  lying  phonon-like 
plasmon  mode  ("electronic-sound"). 
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5.  Multigap  Structure 

A multigap  structure  is  caused  by  the  presence  of  overlapping  energy 
bands;  each  band  is  characterized  by  its  own  energy  gap.  Differences  in 
densities  of  states,  pairing  interactions,  etc.  lead  to  distinct  values  of  the 
gaps.  It  should  be  noted  that  the  overlap  of  the  energy  bands  is  a typical 
situations  for  conventional  metals  including  superconductors.  Nevertheless, 
the  properties  of  conventional  superconductors  have  been  described 
accurately  by  a one-gap  model.  This  is  due  to  their  large  coherence  length 

5o;  namely,  the  inequality  1«  (1  is  a mean  free  path)  which  holds  for  most 

conventional  superconductors  leads  to  averaging  H7J,  because  of  interband 

scattering  and  as  a result  to  the  applicability  of  a one-band  model.  One 

exception  is  Nb  doped  SrTi03,  for  which  a two  gap  structure  was  observed 
[18]^ 

The  situation  in  the  high  Tc  oxides  is  entirely  different.  The  coherence 
length  is  small  and  the  criterion  1 > £o  can  be  easily  met.  As  a result  there  is 

an  unique  opportunity  to  observe  the  effects  due  to  multigap  structure. 

One  should  note  that  La-Sr-Cu-0  has  a relatively  simple  band  structure 
and  as  a result,  its  properties  can  be  adequately  described  by  the  one  band 
model.  The  situation  is  different  for  Y-Ba-Cu-0  and  Bi-S-Ca-Cu-O.  Note  also 
that  the  effect  of  the  multigap  structure  is  similar  to  the  effect  of  an  energy 
gap  anisotropy.  In  both  cases  we  are  dealing  with  a deviation  of  the  Fermi 
surface  from  a spherical  shape.  The  multiband  structure  implies  the 
existence  of  several  sections  of  the  Fermi  surface  even  for  a fixed  direction 
in  momentum  space.  This  effect  is  stronger  than  the  usual  anisotropy  and 
leads  to  a larger  spread  of  the  values  of  the  energy  gaps. 

Let  us  consider  two  overlapping  energy  bands.  The  pairing  is  described 
by  the  order  parameters  A^p,^  and  A2(p,  coj,  where  p is  a quasi- 
momentum, and  con  = (2n  + 1)  tcT.  They  are  solutions  of  the  following 
equations  in  an  analytical  form: 


Ai(p,  <■>„)  Zi  = TX  I Jdp'ril(p,W„;-p,.Mnlp',(U.,- 

<V  1 = 1,  2 

i=  {L2}. 


-P.-GV) 


A (p , OV ) 


V co2'  + 


V + A (p.ov) 
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If  we  study  the  usual  phonon  mechanisms,  then  rn  - XUD,  where 
D = fl2(q)  [£22(q)  + (o)n-<on)2] ; q = P ' - P and  £1  is  the  phonon  frequency;  we 
assume  a summation  over  all  phonon  branches.  As  a result,  we  obtain  the 
Eliashberg  equation  generalized  for  the  case  of  several  gaps  Tc  is  described 

by  the  expression: 

-1/  (6) 
where  Tc=  114  £2  exP(  /y) 

2 1/ 

\ = I{X11+>.22+[(X22-X11)  +4Al2X21l/2>  (7) 

2 

Note  also  that  usually  Pfi  * Pf2  » anc*  as  a resu^»  one  can  ne8^ect  interband 
pairing. 

6.  The  Ratios  ei(0)/Tc 

Let  us  now  evaluate  the  ratio  ei(0)/Tc  and  e2(0)/Tc  in  a two-gap  model. 
This  problem  is  of  definite  interest,  because  these  ratios  can  be  determined 
experimentally.  As  is  well  known,  the  ratio  e(0)/Tc  in  a one-gap  theory 
allows  one  to  determine  the  strength  of  the  coupling. 

In  the  two-band  case  we  have  three  independent  coupling  constants  (Xn, 
^22,  Xi2;X2i  = >-12  Vi/v2).  That’s  why  the  correspondence  between  £i(0)/Tc 
and  is  not  simple  and  must  be  treated  carefully  one  can  formulate  the 
following  theorem:  one  of  the  gaps  in  a two-gap  system  is  always  smaller 
than  the  BCS  value  (A(0)  =1.76  Tc),  whereas  the  other  gap  is  larger.  Note  that 

— = — • as  has  already  been  shown  t16h 

A2  ITc  A2(0) 

Assume  for  concreteness  that  t < 1 (bi  > £2)-  Then 

(2e{/Tc)  > aBcs'>  (2e2/Tc)<  aBCs  (8) 
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Note  that  the  value  2ei/Tc  exceeds  ajjcs>  but  such  behavior  does  not  mean 
strong  coupling,  as  in  the  one-band  case  (see  Eq.  (8».  This  deviation  from 
the  BCS  value  is  caused  by  the  presence  of  a multigap  structure. 

Consider  the  following  example:  Xn»Xn,  X21;  X22  = 0.  This  means  that  the 
superconducting  state  of  the  second  band  is  due  to  the  interband  transitions 
only.  This  model  is  realistic  for  cuprates  (see  below).  In  this  case  we  obtain: 

t = ^2iAii«1  (9) 

Therefore,  the  ratio  A2/A1  is  small;.  This  means  (see  Eq.  (14))  that  the 
values  of  the  energy  gaps  may  noticeably  differ  from  each  other. 

In  the  strong  coupling  limit 

e2(0)  X21(l  + Xn) 


In  a weak  coupling  approximation  Xn  « 1 and  we  obtain  the  expression 
(9). 

The  presence  of  strong  coupling  leads  to  the  factor  1 + Xn.  This  factor  is 
important  if  we  are  interested  in  the  relative  value  of  the  energy  gaps.  For 
example,  if  Xu  = 1.5  and  X21  = 0.3,  then  the  weak  coupling  approximation 
(see  Eq.  (17))  leads  to  the  value  t = 0.2,  whereas  the  correct  value  obtained 
with  consideration  of  the  strong  coupling  effects  (see  Eq.  (10))  is  x = 0.5.  The 
strong  coupling  tends  to  decrease  the  relative  difference  in  the  values  of  the 
energy  gaps  in  order  to  observe  the  multigap  structure  one  should  meet  the 

criterion  1>£0.  The  cuprates  are  characterized  by  short  coherence  length  and 
as  a result  it  is  perfectly  realistic  to  observe  a multigap  structure  in  the  high 
Tc  oxides.  Of  course,  this  possibility  implies  the  overlap  of  different  energy 
bands.  Such  a situation  is  realized  in  Y-Ba-Cu-0  system  and  probably  in  the 
Bi-S-Ca-Cu-O.  As  for  the  La-Sr-Cu-0  compound  it  is  characterized  by  a 
relatively  simple  band  structure  (see  e.g.  the  review  1 1 ^3 ),  and  its  properties 
can  be  described  by  a one-  gap  model.  The  weak  temperature  dependence 
of  the  Hall  coefficient  (see  RefJ20])  is  a manifestation  of  such  a structure.  A 
detailed  description  of  this  system  is  given  in  our  paper  HI. 


360 


The  situation  with  Y-Ba-Cu-0  is  entirely  different  and  it  is  connected  with 
presence  of  the  chain  structure.  As  a result,  we  have  two  different  energy 
bands;  they  have  a quasi-2D  and  a quasi- ID  nature.  The  presence  of  such  a 
two-band  picture  is  manifested  in  a strong  temperature  dependence  of  the 
Hall  effect  and  it  is  supported  by  the  band  structure  calculations  1191  The 
Fermi  surface  in  this  system  consists  of  a cylindrical  piece  and  two  planar 
pieces  as  we  have  described  previously  Dl. 

As  a result,  one  should  observe  two  energy  gaps  in  the  Y-Ba-Cu-0  super- 
conductor. There  were  several  experimental  papers  indicating  the  presence 
of  the  two-gap  structure.  The  most  convincing  evidence  comes  from  NMR 
experiments  120’  211. 

A more  recent  detailed  investigation  carried  out  in  1211  and  describing  the 
temperature  dependence  of  the  Knight  shift  clearly  demonstrated  the 
presence  of  two  energy  gaps.  Therefore,  the  Y-Ba-Cu-0  compound  is 
characterized  by  two  superconducting  subsystems,  two  different  bands  with 
different  energy  gaps.  The  authors  t21l  can  definitely  distinguish  the 
presence  of  two  gaps;  as  for  their  numerical  values,  there  are  some 
experimental  uncertainties.  For  the  smaller  gap  Ach/Tc  is  of  the  order  of 
3.5.  The  value  of  Api,  according  to  1211  lies  between  4 Tc  and  6 Tc. 

7.  The  Parameters  of  YiBa2Cu307 

In  our  papers  l3*  4lwe  evaluated  the  major  normal  and  superconducting 
parameters  of  the  La-Sr-Cu-0  system.  Based  on  the  two  band  model,  one 
can  estimate  the  parameters  of  Y-Ba-Cu-O. 

According  to  heat  capacity  data  the  Sommerfeld  constant  for  Y-Ba-Cu-0  is 
equal  to  Tf=  16  mJ/mole  K2.  In  the  presence  of  two  bands  Y = Ypi  + Ych.  The 
Fermi  surface  for  Y-Ba-Cu-0  compound  consists  of  two  parts:  a cylindrical 

part  and  a set  of  planes.  The  cylindrical  part,  which  corresponds  to  the 
quasi-2D  band  (planes)  is  similar  to  the  quasi-2D  band  of  La-Sr-Cu-O.  Based 
on  the  relation  PI  : y =(  it/3  h2)  ke2  m^dc'1  and  assuming  that  the  value  of 
the  effective  mass  m*  of  the  carriers  in  the  planes  is  the  same  as  for  La-Sr- 
Cu-0  (m*  = 5 me)  we  obtain  Ypi  = 0.04  mJ/cm3  K2  Correspondingly  Ych  = 0.15 
mJ/cm3  K2.  Assuming  also  that  the  hole  concentration  is  similar  to  that  in 
the  Lai.85Sr0.i5Cu04  compound  (nh  = 3 x 1021cm3)  we  obtain  kp;pi  = (2tc 
ndc)l/2  =4.7  x 107  cm-1  and  vf;pi  s 107cm/s'1.  The  Fermi  energy  appears  to 
be  equal  to  Ep  = 0.2  eV  in  accordance  with  a previous  calculation  by  G. 
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Deutscher  and  the  present  authors  using  a different  method^.  It  is 
remarkable  that  the  photoemission  data  HI  also  gives  the  same  value  for  the 
Fermi  energy. 

A small  value  of  the  Fermi  energy  is  a very  important  feature  of  the 
cuprates  D*  2U. 

Using  the  values  of  the  parameters  obtained  above,  one  can  estimate  the 
value  of  the  in-plane  coherence  length  £pi  = hvp/rc  A(0),  and  we  obtain 

£pl  = 10  A. 

Let  us  consider  the  carriers  in  the  quasi- ID  band  (chains).  Using  the 
value  of  y obtained  above,  one  can  evaluate  the  Fermi  velocity  (see  Dl)  and 
we  obtain  vp;ch  = 5 xlO^  cm  s*A  This  leads  to  a very  small  value  of  the 
coherence  length  £ch  = lk.  The  carrier  concentration,  nch,  is  unknown.  In 
the  presence  of  two  bands  the  Hall  effect  depends  strongly  on  temperature 
and  it  cannot  be  used  to  determine  n directly.  It  is  probable  that 
m*ch»  m*pi;  e g-  if  nch  = npi  = 3 x 1021,  we  obtain  m*ch  = 25  me. 

The  nature  of  the  carriers  on  the  chains  is  a very  interesting  question. 
This  question  can  be  answered  by  analyzing  the  positron  annihilation  data. 
According  to  DU  the  shift  in  the  positron  annihilation  lifetime  8x  _ m*- 
Therefore  the  sign  of  the  shift  is  directly  related  to  the  sign  of  m*.  For 
La-Sr-Cu-0  the  positron  comes  to  rest  near  the  planes  and  in  Y-Ba-Cu-0  the 
positron  comes  to  rest  near  the  chains  DU.  The  shifts  in  the  lifetime  have 
opposite  signs  DU  and  we  know  that  the  carriers  in  the  Cu-0  planes  in 
La-Sr-Cu-0  are  holes  therefore,  we  are  dealing  with  n-type  of  conductivity 
in  the  chain  structure. 

8.  Conclusion. 

We  described  the  unified  approach  in  the  theory  of  high  Tc  based  on 
strong  correlation  of  normal  and  superconducting  properties.  The  main 
results  can  be  summarized  as  follows: 

1.  Small  values  of  eF  and  vF  along  with  high  anisotropy  are  key 
properties  of  the  oxides. 

2.  The  calculated  value  of  the  coherence  length  (Sec.  III. 2)  appears  to  be 
small.  A small  value  of  eF  leads  to  a peculiar  picture  of  the  pairing  when  a 

significant  part  of  the  carriers  are  paired.  The  quasi-2D  nature  of  the 
system  is  favorable  for  the  pairing. 
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3.  The  small  value  of  leads  to  a unique  opportunity  to  observe  the 

mtigaPThe"ls  are  characterized  by  strong  electron-phonon  coupling 
HowevJ  he  coupling  is  no.  strong  enough  to  provide  such  a htgh  T,  There 

frie'ed  for  an^ddHion  - n J*  are  hey 

We  think  that  small  values  of  eF  ana  VF  dlu‘  s oh.rj.rter 

W „ . , • l T oxides  The  cuprates  are  character 

physical  P»P«tool  sl  the  c0CUective  excitation.  Speaking  of  phonon 

Ue  3 S°  one  should  stress  the  existence  of  low  frequency  optical  modes 

SPd  r0  esence  of  stTng  anharmonicity.  As  a result,  one  should  expect 

and  the  presence  ot  stro  g addition,  these 

the  strong  elec-ron-phonon , c ouplmg  ^ ^ ^ ^ , 

materials  contain  a quas,^2  y velocity  (see.  e.g..  Refs7). 

slope  of  the  same  order  of  magnitude  as  similar  t0  the 

This  small  slope  of  the  "electronic-sound  makes  the 

usual  phonon  acoustic  branch. 
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Abstract 


Predictions  of  local  density  functional  (LDF)  calculations  of  the  electronic 
structure  and  transport  properties  of  high  Tc  superconductors  are  pre- 
sented. As  evidenced  by  the  excellent  agreement  with  both  photoemission 
and  positron  annihilation  experiments,  a Fermi  liquid  nature  of  the  ‘nor- 
mal’ state  of  the  high  Tc  superconductors  become  clear  for  the  metallic 
phase  of  these  oxides.  In  addition,  LDF  predictions  on  the  normal  state 
transport  properties  are  qualitatively  in  agreement  with  expenments  on 
single  crystals.  It  is  emphasized  that  the  signs  of  the  Hall  coefficients  for 
the  high  Tc  superconductors  are  not  consistent  with  the  types  of  dopants 
(e.g.,  electron-doped  or  hole-doped)  but  are  determined  by  the  topology  of 
the  Fermi  surfaces  obtained  from  the  LDF  calculations. 


INTRODUCTION 


The  most  exciting  issues  in  the  microscopic  theory  of 
high  Tc  superconductivity  are  embodied  in  the  ques- 
tions: “What  are  the  mechanisms  of  high  Tc  ?”  and 
“What  is  the  nature  of  the  normal  state  of  the  Cu-oxide 
superconductors  ?”  A major  issue  is  the  understanding 
of  the  normal  state  of  these  systems,  and,  in  particular, 
how  well  a Fermi  liquid  picture  —in  which  for  instance 
the  quasiparticle  energy  band  structure  is  approximated 
by  the  eigenvalues  obtained  within  the  local  density  ap- 
proximation (LDA) — works  in  describing  their  normal 
state  properties. 

For  years,  there  has  been  controversy  and  con- 
fusion among  theorists  as  well  as  experimentalists  on 
whether  the  ‘normal’  state  of  the  Cu-oxide  super- 
conductors is  a Fermi  liquid  or  some  other  exotic 
ground  state.  Recently,  however,  some  experimental- 
ists (including  Arko  ei  o/.[l])  are  clarifying  the  na- 
ture of  the  normal  state  of  the  high  Tc  superconduc- 
tors, surmounting  the  experimental  difficulties  in  pro- 
ducing clean,  well  characterized  surfaces  so  as  to  ob- 


tain meaningful  high-resolution  angle-resolved  photoe- 
mission data.  Their  results  agree  with  earlier  positron- 
annihilation  experiments[2].  Hence  it  has  become  ap- 
parent that,  while  the  antiferromagnetic  properties  of 
the  parent  insulating  compounds  are  not  accounted  for 
by  present  implementations  of  the  local  spin  density 
approximation^],  the  properties  of  these  materials  in 
the  metallic  region  are  well  described  by  LDA  band  the- 
ory — as  evidenced  by  the  agreement  between  predic- 
tions of  theory  with  both  photoemission  and  positron 
annihilation  experiments. 

Recently,  for  Nd2-xCexCu04  systems,  we  obtained 
a positive  Hall  coefficient  for  the  magnetic  field  ori- 
ented perpendicular  to  the  Cu-0  planes.  This  is  to 
be  compared  with  a negative  experimental  value  found 
for  x < 0.18  and  recent  experiments  which  show  a 
change  of  sign  of  this  Hall  coefficient  (from  negative 
to  positive  with  increasing  x)  for  x = 0.18.  More- 
over, the  measured  Hall  coefficient  for  the  non-Cu  based 
Bai-lxKxBiC>3  system  was  found  to  be  negative,  which 
agrees  with  our  energy  band  results[4].  In  addition, 
LDA  predictions  on  the  normal  state  transport  prop- 
erties for  La2_xSrxCu04  and  YBa2Cu307  by  Allen 
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et  al  [5]  These  results  on  Hall  coefficients  indicate  a 
trend  (previously  found  for  La2_xSrxCu04)  toward  a 
regime  where  the  conventional  band  theoretical  descrip- 
tion come  into  better  agreement  with  experiment. 

In  this  paper,  we  present  the  results  of  the  local 
density  functional  calculations  of  the  electronic  struc- 
ture and  transport  properties  of  high  Tc  superconduc- 
tors and  compare  them  with  recent  experiments.  A 
Fermi  liquid  picture  of  the  ‘normal'  metallic  state  of  the 
high  Tc  superconductors  is  established  through  a de- 
tailed comparison  of  high-resolution  angle-resolved  pho- 
toemission spectra  with  our  predictions  of  energy  band 
dispersions  and  Fermi  surfaces.  In  addition,  we  report  a 
band  theory  based  calculation  of  the  Hall  coefficients  for 
cubic perovskite  Ba!_xKxBa03  and  for  Nd2_xCexCu04 
following  those  of  Allen  et  al. [5]  for  the  transport  prop- 
erties of  La2-xSrxCu04  and  YBa2Cu307.  The  LDA 
predictions  of  the  normal  state  transport  properties  are 
qualitatively  in  agreement  with  experiments  on  single 
crystals.  Particularly  it  is  emphasized  that  the  signs 
of  the  Hall  coefficients  for  the  high  Tc  superconduc- 
tors are  not  consistent  with  the  types  of  dopants  (e.g., 
electron-doped  or  hole-doped)  but  are  determined  by 
the  topology  of  the  Fermi  surfaces. 


LDA  BAND  STRUCTURE 


For  the  electronic  structure  calculations,  we  used  the 
highly  precise  full-potential  linearized  augmented  plane 
wave  (FLAPW)  method  [6]  within  the  local  density 
approximation  (LDA)  and  the  Hedin-Lundqvist  form 
for  the  exchange-correlation  potential.  In  the  FLAPW 
approach  no  shape  approximations  are  made  to  either 
the  charge  density  or  the  potential.  Results  obtained 
on  the  high  Tc  Cu-oxides  we  studied  — La2Cu04, 
YBajjCuaOr-*,  Bi2Sr2CaCu20g,  Tl2Ba2CaCu208  and 
Tl2Ba2Ca2Cu30io  — indicate  a number  of  common 
chemical  and  physical  features,  especially  the  role  of 
intercalated  layers  such  as  the  CuO  chains,  Bi202  and 
T1202  rock-salt  type  layers.  In  the  following,  we  provide 
a brief  summary  of  the  results  on  the  electronic  struc- 
ture ofYBa2Cu307  as  an  illustrative  example,  compare 
them  with  experiments,  and  discuss  its  implication  on 
the  nature  of  the  normal  ground  state  of  the  high  Tc 
Cu-oxides. 

The  calculated  band  structure[7,  8]  of  stoichiomet- 
ric YBa2Cu307  along  high  symmetry  directions  in  the 
bottom  ( kz  = 0)  plane  of  the  orthorhombic  Brillouin 
zone  is  shown  in  Fig.  1.  As  seen,  a remarkably  sim- 
ple band  structure  near  Ep  emerges  from  this  complex 
set  of  36  Cu-0  hybrid  bands.  Four  bands  — two  each 


Figure  1:  Band  Structure  of  YBa2Cu307  along  sym- 
metry directions  in  the  = 0 plane  of  the  orthorhom- 
bic Brillouin  zone 


consisting  of  Cu(2)  d - 0(2)  p - 0(3)  p orbitals  and 
Cu(l)  d - 0(1)  p - 0(4)  p orbitals  — cross  Ep.  Two 
strongly  dispersed  bands  labelled  C (S  v and  S 4 in 
Fig.  1;  the  labels  are  given  by  their  character  at  S) 
consist  of  Cu(2)  dz?_v,  - 0(2)  Pl  - 0(3)  p„  combina- 
tions and  have  the  2D  character,  which  is  also  common 
in  other  high  Tc  Cu-oxide  systems.  Significantly,  the 
Cii(l)  - 0(1)  py  - 0(4)  p , anti-bonding  band 

labelled  A (S  1 in  Fig.  1)  shows  the  (large)  ID  disper- 
sion expected  from  the  Cu(l)-0(1)-Cu(l)  linear  chains 
but  is  almost  entirely  unoccupied.  This  band  is  in  sharp 
contrast  to  the  x anti-bonding  band  labelled  B (formed 
form  the  Cu(l)  d,v  - 0(1)  p,  - 0(4)  Py  orbitals)  which 
is  almost  entirely  occupied  in  the  stoichiometric  (6  = 0) 
compound. 

In  Fig.  2,  our  predicted  Fermi  surfaces  (FS) 
of  YBa2Cu307  determined  from  our  band  structure 
are  compared  with  experimental  Fermi  surfaces  deter- 
mined by  high- resolution  angle-resolved  photoemission 
(ARPES)  experiments  by  Campuzano  et  a/.[9j.  Filled 
circles  indicate  the  points  at  which  bands  are  found  to 
cross  the  Fermi  level.  The  open  circles  are  the  points  in 
the  Brillouin  zone  at  which  bands  crossing  Ep  are  not 
detected.  (The  size  of  the  circles  represents  the  exper- 
imental uncertainty  in  momentum.)  The  dashed  lines 
are  the  predicted  FS  in  Ref.  [8],  Two  2D  Cu-0  dpo 
bands  yield  two  rounded  square  FS’s  centered  around 
S.  It  is  remarkable  that  these  2D  FS’s  have  strong  nest- 
ing features  along  the  (100)  and  (010)  directions,  which 
are  commonly  found  in  other  high  Tc  Cu-oxides  except 
for  the  case  of  La-Sr-Cu-O.  In  addition,  the  ID  elec- 
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Figure  2:  Comparison  of  the  calculated  Fermi  surfaces 
with  the  experimentally  determined  Fermi  surfaces  of 
YBa2Cu307.  See  the  text  for  details.  (This  figure  is 
taken  from  the  paper  by  Campuzano  ei  of  [9]) 


tronic  structure  also  gives  a ID  FS  with  again  strong 
nesting  features  along  the  (010)  direction.  There  are 
additional  hole  pockets  around  S(R)  which  come  from 
the  flat  dp*  bands  ( band  B)  at  £>•  In  general,  there  is 
a remarkable  agreement  between  the  ARPES  measure- 
ment of  FS  and  our  theoretical  predictions  on  the  FS  of 
YBa2Cu307.  All  of  the  predicted  FS  are  observed  in  the 
experiment.  Furthermore,  there  is  also  good  agreement 
between  the  FS  measured  in  the  ARPES  experiment 
and  the  FS  obtained  by  positron  annihilation  experi- 
ment by  Smedskjaer  ei  of.  [2].  These  results  demonstrate 
that  the  observed  Fermi  surfaces  in  YBa2Cu307  are  in 
agreement  with  LDA  band  calculations  and  consistent 
with  the  Luttinger  theorem,  where  the  large  FS  volume, 
which  should  be  unaffected  by  the  interaction,  indicates 
the  Fermi  liquid  nature  of  the  normal  ground  state  of 
these  high  Tc  superconductors.  It  is  important  to  note 
that  the  confirmation  of  the  FS  results  has  significant 
impact  on  several  theories,  which  deny  the  Fermi  liq- 
uid nature  of  the  normal  ground  state  in  the  Cu-oxide 
superconductors. 

Another  detailed  ARPES  study  has  been  carried 
out  on  the  Bi2Sr2CaCu208  system  by  Olson  ei  a/.[10] 
and  leads  to  a good  agreement  with  the  LDA  calculated 
band  dispersions  and  Fermi  surfaces.  Fig.  3 shows  a 
comparison  of  the  calculated  energy  bands  with  the  ob- 
served bands  by  Olson  ei  al.  [10]  . (Filled  circles  in  Fig  3 
represent  the  observed  band  dispersions.)  The  agree- 


Figure 3:  Comparison  of  the  calculated  energy  bands 
with  the  measured  bands  in  the  ARPES  experiments 
for  Bi2Sr2CaCu2Os- 


ment  on  the  FS  dimension  between  the  experiment  and 
the  LDA  band  calculations  is  good,  as  also  expected 
from  the  case  of  YBa2Cu307.  The  observed  band  dis- 
persions along  major  symmetry  lines  are  large  and  indi- 
cate an  enhanced  effective  mass,  which  may  come  from 
the  renormalization  effects  due  to  electron-phonon  in- 
teractions or  Coulomb  correlations. 

The  existence  of  Fermi  surfaces  and  the  large 
band  dispersions  observed  in  YBa2Cu307  and  Bi2Sr2- 
CaCu208  together  with  such  good  agreement  between 
LDA  band  theory  and  experiment  strongly  supports  a 
Fermi  liquid  description  of  these  high  Tc  superconduc- 
tors. 


NORMAL  STATE  TRANSPORT 
PROPERTIES 


Normal  state  transport  properties  are  of  course  an  im- 
portant test  of  the  band  theory  of  high  Tc  supercon- 
ductors. The  calculations  based  on  the  band  theory 
have  previously  been  performed  for  La2_xMKCu04  and 
YBa2Cu307  by  Allen  ei  a/.[5],  and  gave  important  re- 
sults; these  included  a prediction  of  a change  of  sign  in 
the  current  carriers  at  x « 0.24  for  La-M-Cu-O,  and 
the  positive  and  negative  signs  for  the  Hall  coefficients 
in  YBa2Cu307  when  the  magnetic  field  is  aligned  par- 
allel and  perpendicular  to  the  c-axis,  respectively.  The 
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latter  prediction  has  been  confirmed  by  single  crystal 
experiments[22],  while  the  actual  x value  at  which  Rff 
changes  sign  is  larger  ( x & 0.3)  in  experiments^  1]  on 
La-M-Cu-O. 

An  interesting  test  system  for  theory  is  the  Ba- 
lt-Bi-0  system,  for  which  it  is  a matter  of  discussion 
whether  the  conventional  electron-phonon  mechanism 
produces  superconductivity,  or  if  a different  mechanism, 
possibly  common  to  the  cuprates,  is  necessary.  In  any 
event,  if  the  K substitution  into  the  insulating  parent 
compound  BaBiOa  were  regarded  as  hole-doping  (i.e.,  if 
Bai_xKxBi03  were  a hole-doped  superconductor),  one 
would  expect  a positive  Hall  coefficient  for  the  positive 
current  carriers  in  Bai_xKxBa03.  Instead,  the  mea- 
sured Hall  coefficient  ( RH ) for  the  Bai_xKxBa03  sys- 
tem was  found  to  be  negative[12,  13],  which  is  in  agree- 
ment with  the  calculated  electron-like  Fermi  surface  of 
this  system[14]  as  shown  in  Fig.  4. 

Another  system  obtained  by  electron  doping  of 
the  parent  compound,  Nd2Cu04,  is  the  recently  dis- 
covered Nd-Ce-Cu-0  superconductor[15] . In  contrast 
to  the  case  of  Bai_xKxBi03,  if  the  Ce  substitu- 
tion into  the  insulating  compound  Nd2Cu04  were  re- 
garded as  electron-doping,  one  would  expect  a nega- 
tive Hall  coefficient  for  the  negative  current  carriers  in 
Nd2_xCexCu04.  There  are,  however,  only  few  uncer- 
tain experiments  available  to  date. 

We  present  results  in  Tables  1 and  2 of  a band  the- 
ory based  calculation  of  the  Hall  coefficients  for  cubic 
perovskite  Bai_xKxBa03  and  for  Nd2_xCexCu04  to- 
gether with  those  of  Allen  et  «/.[5]  for  La2_xSrxCu04 
and  YBa2Cu3C>7.  Our  approach  is  based  on  the  Bloch- 
Boltzmann  theory,  and  rests  on  the  Midgal  approxima- 
tion, where  the  sign  of  the  Hall  coefficients  is  mainly 
determined  by  the  curvature  of  FS,  i.e.,  the  FS  topol- 
ogy. Thus,  one  expects  to  have  a positive  RH  from  the 
hole-like  FS  and  a negative  RH  from  the  electron-like 
FS,  while  the  open  FS  can  give  rise  to  either  positive  or 
negative  Rff  depending  on  details  of  the  FS  geometry. 

The  Hall  coefficient  of  the  Bai_xKxBa03  system  in 
its  cubic  perovskite  structure,  as  a function  of  K con- 
centration, was  calculated[4]  within  a rigid-band  model 
(which  was  shown  to  be  a good  approximation  for  this 
system  by  a supercell  calculation[16]).  Our  results  are 
expected  to  reflect  the  experimental  situation  only  in 
the  region  x > 0.25,  since,  as  is  well  known,  pure 
BaBiOa  is  an  insulator  and  its  structure  has  a mon- 
oclinic distortion.  In  the  metallic  region,  the  Hall  co- 
efficient is  seen  to  be  negative,  and  varies  substantially 
with  x.  A negative  sign  of  the  Hall  coefficient  for  x > 0 
is,  of  course,  expected  from  the  electron-like  Fermi  sur- 


Figure  4:  Fermi  surface  of  Bai_xKxBi03  (x  = 0.29) 
within  a rigid  band  model. 

face  of  this  system[14],  as  shown  in  Fig.  4. 

Experimentally,  Sato  et  al  [12]  measured  a nega- 
tive Hall  coefficient  in  a single  crystal,  for  x ^ 0.39  The 
measured  RH  value  ranges  around  -4  x 10“4cm3C“1 
and  with  a weak  temperature  dependence.  The  sign 
of  the  measured  Rff  is  in  perfect  agreement  with  our 
calculated  electron-like  FS,  although  the  magnitude  of 
the  calculated  Rff  is  larger  than  the  measured  Rff  by 
a factor  of  ^ 2.  Note,  however,  that  this  kind  of  dis- 
agreement in  the  magnitude  of  Rff  between  theory  and 
experiment  is  not  new.  For  instance,  the  calculations 
of  Beau  lac  and  Allen[17]  showed  that  a factor  of  ~ 2 
between  theory  and  experiment  exists  for  pure  Pd  if 
an  isotropic  scattering  assumption  is  used,  and  that  by 
contrast  the  inclusion  of  a moderate  anisotropy  gives 
good  agreement  with  experiment. 

The  first  thing  to  be  pointed  out  for 
Nd2_xCexCu04  is  the  highly  anisotropic  nature  of  its 
transport  properties.  This  is  made  apparent  by  compar- 
ison of  the  Fermi  surface  (FS)  cuts  on  the  basal  and  top 
planes  of  the  Brillouin  zone[18],  plotted  in  Fig.  5 for  x = 
0.15.  The  mid-plane  FS  (not  shown  in  Fig.  5 for  clarity) 
lies  in  between  those  plotted.  The  striking  closeness  of 
these  two  curves  illustrates  the  nearly  vanishing  disper- 
sion along  kz  of  the  Cu-0  dps  band  near  £>.  This  fea- 
ture is  also  common[19]  to  the  Tl2Ba2CaCu208  system, 
for  which  a partial  confirmation  exists  from  preliminary 
positron  annihilation  measurements  of  the  FS[20].  No 
such  feature  is  found  in  La2-xSrxCu04[21]. 

The  calculated  Hall  coefficients  for  Nd2_xCexCu04 
as  a function  of  £ (in  a rigid  band  scheme)  over  a 
range  including  the  superconducting  region  show,  due 
to  tetragonal  symmetry,  two  independent  components, 
v = Ry ^ Rxyz » Rxy*  has  a positive  sign,  as 
expected  from  the  hole-like  two-dimensional  projection 
of  the  Fermi  surface  (cf.  Fig.  5).  On  the  other  hand, 
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this  hole-like  FS  exists  in  La2_xMxCu04  only  for  a re- 
stricted range  of  x < 0.24[5,  21).  This  difference  rela- 
tive to  the  "hole- analog”  compound,  La-M-Cu-0,  is  not 
surprising,  since  its  Fermi  surface[21]  is  quite  differen 
from  that  of  Nd2_xCexCu04,  and  in  particular  shows 
a change  of  topology  with  compositions  corresponding 
to  the  presence  of  a saddle  point  singularity  in  its  band 
structure.  The  dependence  of  Rxyl  on  Ce  concentration 
is  rather  weak. 


The  two  other  components  (RzXy  — Ryzx)  f°r 
Nd2_xCexCu04  are  negative,  and  their  magnitudes  are 
comparable  to  that  of  Rxyz.  A negative  sign  for  these 
Hall  coefficients,  which  correspond  to  the  case  of  an  m- 
plane  magnetic  field,  is  common  to  all  the  cuprate  su- 
perconductors for  which  such  calculations®  have  been 
performed,  and  was  experimentally  verified  on  single 
crystals  of  YBa2Cu307  by  Tozer  ti  al.[ 22).  In  fact,  the 
magnetic  field  applied  parallel  to  the  Cu-0  plane  corre- 
sponds to  the  open  topology  of  the  across  section  of 
the  Fermi  surface. 


Only  a few  experiments  are  available  to  date  for 
the  Nd-Ce-Cu-0  system.  In  the  semiconducting  region 
(x  = 0.12),  single  crystal  measurements[23]  showed  a 
negative  Hall  coefficient,  with  a value  consistent  with 
the  Ce  concentration.  Measurements  on  polycrystalhne 
samples  by  Takagi  el  al. [24]  showed  that  the  charge  car- 
riers are  electrons  over  a wide  range  of  x values,  but  a 
departure  from  the  RH  « l/n  behavior  was  apparent. 


On  the  other  hand,  in  the  metallic  (or  superconduct- 
ing) region  (x  > 0.14),  recent  measurements  on  sin- 
gle crystals  showed  interesting  behavior  of  the  Hal  co- 
efficients. The  measurements  by  Takagi  el  «J[24]  on 
polycrystalline  samples  and  single  crystals  (with  the 
magnetic  field  oriented  parallel  to  the  c-axis)  showed 
a negative  Hall  coefficient  but  a change  of  sign  (from 
negative  to  positive)  for  x * 0.18.  Furthermore  the 
Hall  coefficients  measured  by  Ong  el  a/.[25]  are  foun 
to  be  positive  for  many  superconducting  samples  ot 

_ . « /\  / ft  ICl 


Actually,  this  transition  from  the  insulating  (x  <~ 
0.14)  region,  characterized  by  a negative  Hall  coeffi- 
cient, to  the  metallic  region,  in  which  band  structure 
effects  should  (according  to  our  calculation)  produce  a 
positive  Rxyl  value,  needs  to  be  clarified  from  the  the- 
oretical point  of  view.  The  fact  that  experimentally  a 
negative  sign  persists  over  the  insulating  and  supercon- 
ducting range  might  be  due  to  an  inhomogeneous  Ce 
distribution  over  the  sample,  resulting  in  a clear  de- 
parture of  Rxy,  from  l/n  behaviour  but  still  keeping  a 
negative  value.  Further  experimental  work  might  clar- 
ify the  situation. 

A brief  summary  of  both  theoretical  and  experi- 
mental results  on  the  Hall  coefficients  is  given  in  a 
ble  1 and  2.  Note  that  the  “doped-insulator”  picture  of 
high  Tc  superconductors  is  in  disagreement  with  the  ex- 
perimental observations.  On  the  other  hand,  the  LDA 
band  theory  gives  correct  predictions  on  the  signs  of  the 
Hall  coefficients  as  determined  by  the  FS  topologies. 
For  example,  although  the  Bai_xKxBi03  is  regarded 
as  “hole-doped” , the  Hall  coefficient  is  not  positive,  but 
negative  in  agreement  with  the  LDA  calculations.  Com- 
paring the  results  of  Hall  coefficient  measurements  with 
the  (p-typeor  n-type)  “doped-insulator”  picture,  we  are 
led  to  the  conclusion  that  a separation  of  carriers  into 
positive  and  negative  in  the  spirit  of  the  effective  mass 
approximation  is  not  possible  for  these  copper  oxides. 


CONCLUSIONS 


The  energy  band  dispersions  and  Fermi  surfaces  ob- 
served in  ARPES  experiments  are  in  good  agreement 
with  the  predictions  of  LDA  band  theory.  Further,  the 
LDA  predictions  of  the  normal  state  transport  prop- 
erties are  qualitatively  in  agreement  with  experiments 
on  single  crystals.  In  particular,  it  is  emphasized  tha 
the  signs  of  the  Hall  coefficients  for  the  high  Tc  super- 
conductors are  not  consistent  with  the  types  of  dopan  s 
(e.g.,  electron-doped  or  hole-doped)  but  are  determine 
by  the  local  density  functional  calculations  of  the  topol- 
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Table  1:  Hall  coefficients  with  H ||  c 


“doped”  carrier 

Fermi  surface  topology 

band  theory 

experiment 

Bai_xKx  BiOs 

hole 

electron 

a 

Nd2_xCexCu04 

Laa-.xSrxCu04 

electron 

hole 

hole 

hole  — ► electron 

+ ° 

+ -►  - * 

+(?) 

-1 — ► _ 

YBajCuaC^ 

hole 

hole 

+ * 

T r 

+ 

° Ref.  [4] 
* Ref.  [5] 


Table  2:  Hall  coefficients  with  H X c 


“doped”  carrier 

Fermi  surface  topology 

band  theory 

experiment 

Bax_xKxBi03 

hole 

electron 

— 4 

Ndj_ xCexCu04 

electron 

open 

a 

m 

La2_xSrxCu04 

hole 

open 

_ 6 

v* ) 

YBa2Cu307 

hole 

open 

_ b 

- 

a Ref.  [4] 
* Ref.  [5] 


ogy  of  the  Fermi  surface. 

The  existence  of  Fermi  surfaces  and  large  band  dis- 
persions observed  in  YBa2Cu307  and  Bi3SraC&Cu30r 
together  with  such  good  agreement  between  LDA  band 
theory  and  experiment  strongly  supports  a Fermi  liq- 
uid description  of  these  high  Tc  superconductors.  As 
a Fermi  liquid  (metallic)  nature  of  the  ‘normal’  state 
of  the  high  Tc  superconductors  becomes  clear,  these 
experimental  observations  have  served  to  confirm  the 
predictions  of  our  local  density  functional  calculations 
and  hence  the  energy  band  approach  as  a valid  natural 
starting  point  for  further  studies  of  their  superconduc- 
tivity. 
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INCOHERENT  VS.  COHERENT  BEHAVIOR  IN  THE 
NORMAL  STATE  OF  COPPER  OXIDE  SUPERCONDUCTORS  + 

Zlatko  Tesanovic 
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Baltimore,  Maryland  21218 

The  self-consistent  quantum  fluctuations  around  the  mean-field  Hartree-Fock 
state  of  the  Hubbard  model  provide  a very  good  description  of  the  ground  state  and 
low-temperature  properties  of  a two-dimensional  itinerant  antiferrogmagnet. 1,2,3 
Very  good  agreement  with  numerical  calculations  and  experimental  data  is  ob- 
tained by  including  the  one-and  two-loop  spin  wave  corrections  to  various  physical 
quantities.  In  particular,  the  destruction  of  the  long-range  order  above  the  Neel 
temperature  can  be  understood  as  a spontaneous  generation  of  a length-scale  e 
(T),  which  should  be  identified  as  the  spin  correlation  length.4  For  finite  doping, 
the  question  of  the  Hartree-Fock  starting  point  becomes  a more  complex  one  since 
an  extra  hole  tends  to  self-trap  in  antiferromagnetic  background.  Such  quantum 
defects  in  an  underlying  antiferromagnetic  state  can  be  spin-bags5  or  virtex-like 
sturctures6  and  tend  to  suppress  the  long-range  order.  If  motion  of  the  holes  occurs 
on  a time-scale  shorter  than  the  one  associated  with  the  motion  of  these  quantum 
defects  of  a spin  background,  one  obtains  several  important  empirical  features  of 
the  normal  state  of  CuO  superconductors  like  linear  T-dependence  of  resistivity, 
the  cusp  in  the  tunneling  density  of  states,  etc.4  As  opposed  to  a familiar  Fermi- 
liquid  behavior  the  phenomenology  of  the  above  system  is  dominated  by  a large 
incoherent  piece  of  a single  hole  propagator,  resulting  in  many  unusual  normal 
state  properties. 

The  work  reported  here  was  done  in  collaboration  with  A.  Singh.  The  author 
acknowledges  support  of  the  David  and  Lucile  Packard  Fellowship. 
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A realistic  many-body  Hamiltonian  for  the  cnprate  superconductors  should  include  bod.  copper  d and . oxygen 
p states,  hc^^g^M^^me^  ^'rrf^aju^ramewrsab'ir^io from^ ainsnained occupation 

developed  a novel  computational  scheme  for  de  g ,1o,:L  nf  nnnmnriate  Wannier  functions  for  the  copper 

for  tnrCuO,.  These  parameters  are  generally  consistent  wid. 

other  estimates,  and  with  the  observed  superexchange  energy, 
hopping  given  by  the  ab  initio  calculations. 
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ABSTRACT 

The  hiqh- temperature  superconductivity  is  explained  widely  by  the  layered 
structure . The  one-  and  two-diueneion,!  subsystun* 
interaction  are  investigated  in  this  work.  It  is  assumed  that  the  high  Tc 
Conductivity  takes^lace  in  the  two-dimensional  sutsyste.  [1]  an  the 
increase  of  the  phase  transition  temperature  from  60  K up  to  90  K is  tne 
STs^ence  of  turning  on  the  influence  of  „„.-di»ension,l  chains  T*e 
interaction  between  the  two  subsystems  is  transferred  along  the  c axe  by 
the6 phonons  of  breathing  mode,  what  causes  the  hybridization  of  the  elec- 
tronic bonds  between  these  subsystems  [2], 

The  experimental  works  indicate  that  the  existence  of  both  the  chains 
Cu( l)-0  [3]  and  their  interaction  with  the  superconducti  g p 
S 2 4 modify  the  fnnpnrature  of  the  treneition  ~ ^-^“'Hhe 
state  It  is  seen  from  the  neutron  scattering  data  that  the  rates 
interatomic  distance  dependencies  on  temperature  are  changed  around  240 
41  The  "zig-zag"  order  in  Cu(l)-0  chains  has  been  postulated 

[4],  but,  on  the  other  hand,  the  vibrations  with  a large  amplitude  only 
were  reported  [5]. 

The  bi-stabilized  situation  of  the  oxygen  ions  can 

of  distance  between  these  ions  and  the  Ba  ions  [4].  It  leads  to  tne 
a pe^ce  of  a two-well  potential  [6].  Its  parameters  depend  on  tempera- 
ture and  the  determine  the  dynamics  of  the  oxygen  ions*  movement V ^ 
induce  the  antipolar  order,  which  can  be,  however,  more  or  less  chaotic. 

The  investigation  of  the  ferroelastic  properties  of  Y-Ba-Cu-0  i 

to  the  conclusion  that  they  are  related  to  jumps  of  ions  inside  given 

chain  and  not  to  a diffusion  between  different  sites  in  the  ab  Plane 

We  deduce  thus  that  the  fluctuating  oxygen  ions  from  these  chains  c 
We  deduce  tnus  ^ be  described  with  the  pseudo-spin  formal- 

ist/ _ pauli  matrices/.  The  system  can  be  described  with  Ising  model: 


H 


J £ 

xj 


.J 


O'-r 


(1) 


JL  .J 

The  pseudo- spins  interact  with  phonons  and  influence  the  superconductivity 
in  the  second  subsystem: 
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The  Ising  model  in  the  molecular  field  approximation  / though  fully  correct 
orde^parameter?810*131  C“5e/  9iV*S  Ph*5e  tta"aitl°"  «>a  “ti-polar 


a . > 

•j*  j. 


(“!)*  yj  j*  Q 


(3) 


™pro^n«r  f”1,31c°niu9at8a  to  pseudo-spin  interacts  with  the 

roelastic  order  like  an  external  magnetic  field  with  a real  spin  system: 


B 


H'  » B t o-  ,, 

2 K.  r(  a)  = A'  U 


(4) 

(5) 


pyramids/?00*"88  C°ndenSati°n  °f  P"™™  °£  breathing  mode  /deformation  of 


U = (h/-2M) 


1/2 


o s Q 


(6) 

efy?he  relati0n  “a  superconductivity  and 
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ABSTRACT 

It  is  observed  that  for  the  known  high-Tc  Cu-,  T1-,  and  Bi-based 
superconductors,  Tc  scales  consistently  with  the  number  of  bound  holes 
per  unit  cell  which  arise  from  charge  transfer  excitations  of  frequency 
-v  3Xlol3  that  neutralize  the  multivalence  cations  into  diamagnetic  states. 
The  resulting  holes  are  established  on  the  oxygens.  Extrapolation  of 
this  empirical  fit  in  the  up-temperature  direction  suggests  a Tc  of 
about  220-230K  at  a value  of  25  holes/unit  cell  (approximately  the 
maximum  that  can  be  materials-engineered  into  a high-Tc  {^MnF^  or 
triple  Perovskite  structure) . In  the  down-temperature  direction 
the  extrapolation  gives  a Tc  of  about  25K  for  a normal  metal  of 
zero  holes.  These  extrapolations  are  in  accord  with  experimental  data 
suggesting  maximum  Tc  in  the  vicinity  of  235K  for  the  Y-Ba-Cu-0  system 
as  well  as  the  known  maximum  temperature  of  23K  for  low-Tc  materials 
shown  by  Nb_Ge.  The  approach  is  also  consistent  with  the  experimental 
findings  that  only  multivalence  ions  which  are  diamagnetic  in  their 
atomic  state  (Cu,  Tl,  Bi,  Pb,  Sb)  associate  with  high-Tc  compounds. 


(1)  THE  DIFFERENCE  IN  SCALING  PARAMETERS  FOR  HIGH-  AND  LOW-  Tc 
(A)  Low-Tc 

Since  conventional  low-Tc  superconductors  are  known  to  be  governed 
by  the  strong-coupled  electron-phonon  mechanism,  and  since  we  believe 
that  such  coupling  cannot  fully  explain  the  properties  and  mechanism  of 
high-Tc  superconductors  * > ^ , we  search  for  a scaling  parameter  related  to 
vibration  of  atoms  and  to  low-Tc  that  does  not  scale  in  a similar  manner  for 
high-Tc. 

In  Fig  1A  we  plot  Tc  versus  density  ) for  conventional  low-Tc 
superconductors.  These  show  a peaking  Tc  at  densities  of  6-9  gm/ cm3  for 
materials  with  positive  magnetic  susceptibility  at  room  temperature 
and  at  about  11-14  gm/cm3  for  materials  with  negative  magnetic  susceptibi- 
lity (circled  in  Fig  1A) . In  the  inset  to  Fig.  1A  the  plot  of  Tc  vs 
weight  is  given.  The  peaking  of  Tc  with  density  can  be  understood  in 
terms  of  the  dependency  of  the  frequency  term  (in  the  Debye  temperature 
relationship)  with  density.  Plotting  Tc  vs  atomic  weight  for  the  A15 
superconductors  (Nb-jX  or  VgX)  shows  a generally  decreasing  trend  with 
atomic  weight. 
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The  critical  field  above  which  magnetic  flux  can  no  longer  be  ex- 
cluded from  the  interior  of  a superconductor  is  given  by  HC=HQ (1- (T/Tc) 2) 

In  Fig.  IB,  H0  is  shown  vs  the  number  of  missing  electrons  that  would  fill 
the  partially-filled  subshells  for  the  superconducting  elements.  There 
is  a general  dependence  of  H0  on  this  number.  The  exceptions  Ti,  Th, 

Zr,  and  Pa  (not  plotted)  have  a d2  state  in  their  outershell  configuration 
which  presumably  adds  another  unique  factor.  Hg  being  the  other  exception 
has  vastly  differing  electronic  properties  than  the  other  metals.  The  fit 
in  Fig.  IB  suggested  searching  for  related  scaling  in  high-Tc. 

(B)  HIGH-Tc  SUPERCONDUCTING  SCALING 

A rather  clearcut  general  increase  of  Tc  with  molecular  weight  is 
shown  for  all  of  the  known  high-Tc  superconducting  oxides  except  for 
^^•2^r2^u1^6  anc*  possibly  Ba(PbBi)0^  (which  may  be  largely  phonon- induced 
superconductors).  This  mass  or  weight  dependence  is  very  different  from  that 
in  low-Tc  superconductors  given  in  Fig.  1A,  suggesting  a very  different 
role  of  the  mass  parameter  in  the  two  types  of  superconductors.  In  the 
high-Tc  materials,  the  mass  dependence  seems  related  to  the  added  complex- 
ity of  the  two  (or  three)  different  types  of  polyhedral  building  blocks 
and  more  extensive  layering  in  substances  having  a greater  number  of  ions 
per  unit  cell. 


In  Fig.  2 we  plot  Tc  versus  the  total  number  of  bound  holes  (P(b)) 
per  unit  cell  associated  with  the  ionization  of  the  multivalence  cations 
and  associated  with  charge  transfer  from  the  oxygens. ^ We  define  the  number 
of  bound  holes  associated  with  a charge  transfer  excitation  as  the  number 
of  resulting  holes  on  the  oxygens  when  a multivalence  cation  is  transiently 
(3X1()13  times  per  sec)  neutralized  by  the  excitation.  Thus  for  YjBa2Cu307_ 
which  for  charge  neutrality  can  be  written  as  Y^^Cu^*  jBa2+2Cu2+2  0^ 
we  illustrate  how  a maximum  of  seven  bound  holes  are  created: 
the  charge  transfer  Cu^+  + 02”  + 02“  yields  Cu°  + 0°  + 0“  thus  creating 
three  bound  holes  on  oxygens;  the  charge  transfer  Cu2+  + 02“  fields 
Cu°  + 0°  creating  two  holes  on  oxygens.  Since  there  are  2 Cu^  and  only 
1 Cu^+  we  sum  2 (2) +3=7.  The  apical  oxygen  (0(4))  in  the  CUO5  pyramidal 
building  block  is  believed  to  be  the  optimal  candidate  ion  as  the  charge 
transfer  agent.  There  is  then  ^y  this  empirical  method  of  calculating 
P(b),  found  to  be  a linear  correlation  for  the  high-Tc  superconductors  in 
Tc  vs  P(b)  as  shown  in  Fig.  2.  The  correlation  is  described  by  the  least- 
square  best  fit  as  Tc=7.9  P(b)  + 27.2.  For  P(b)=0,  characteristic  of  low- 
Tc  superconductors,  the  fit  in  Fig  2 gives  Tc=27.2K  which  is  approximately 
the  maximum  Tc  for  electron-phonon  induced  superconductivity  (experimentally 
23K) . On  the  other  hand  a theoretical  superconducting  high-Tc  lattice 
involving  the  highest  valence  states  of  the  functioning  ions  such  as  Bib+ 
and  Sb^+,and  having  the  2223X  form,  could  achieve  a maximum  of  about  25 
holes/unit  cell  which  according  to  Fig  2 would  lead  to  a Tc  of  about  225K. 
According  to  Ref  4,  this  is  the  maximum  Tc  for  superconductivity  derived 
from  an  excitonic  mechanism,  such  a mechanism  necessarily  requiring  the 
existence  of  bound  holes.  Since  SrTiO^,  Ba(PbBi)03,  and  B^S^Cu^O^  do  not 
fit  the  straight  line  representation  in  Fig  2,  we  suspect  that  supercon- 
ductivity in  those  materials  is  governed  largely  by  electron-phonon 
coupling  rather  than  by  bound  holes  or  exciton.  The  value  of  P(b)  =7 
for  YiBa2Cu307  implies  a maximum  allowable  carrier  concentration  in  the 
normal  state  of  about  1022cm~^.  In  our  previous  work  (5)  we  show  that 
near  Tc  the  actual  positive  carrier  concentration  is  102^  to  1022cm“^. 
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Recently  the  compound  YjBajCunOy  has  been  “fer 
SSsTSSTST  tForhSargetb"Saice°-nh  this  Itlichiometry,  and  considering 

I^tlTlf™:  atf  ££  Hs^Vr^nt*  ^1^0  seems  to 
be  of  a filamentary  or  interfacial  nature  and  has  not  been  formed  in  hig 
enough  yield  to  derive  conclusions  regarding  Meissner  exclusion,  however, 
the  correlation  with  the  empirical  fit  indeed  exists. 
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FOR  CONVENTIONAL  LOW-Tc  ELEMENTAL  SUPERCONDUCTORS 
VERSUS  DENSITY  (WEIGHT  IS  IN  PARENTHESES) 
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TRANSITION  TEMPERATURE  FOR  HIGH-TC  MATERIALS  VERSUS  NUMBER  OF  HOlfS 
DUETO  IONIZATION  OF  MULTIVALENCE  METAL  ATOM 


N92-21 660 

ELECTRON  ENERGY  SPECTRUM  AND  MAGNETIC  INTERACTIONS 

IN  HIGH-T  SUPERCONDUCTORS 
c 


S . A . Tur shevsk i , A. I . Liechtenstein,  V . P . Antropov , V. A. Gubanov 
Institute  of  Chemistry  and  Institute  of  Metal  Physics, 
Ural  Science  Center,  Academy  of  Sciences,  Sverdlovsk,  USSR 


The  character  of  magnetic  interactions  in  La-Sr-Cu-0  and 
Y-Ba-Cu-0  systems  is  of  primary  importance  for  analysis  ox  nign  ic 

superconductivity  in  these  compounds.  Neutron  diffraction 
experiments  showed  the  antiferromagnetic  ground  state  for 
nonsuperconducting  La2Cu04  and  YBa^u^  with  the  strongest 

antiferromagnetic  superexchange  being  in  the  ab  plane  [1,2]. 
Nonsuperconducting  1 1-2-3”  system  has  even  two  Neel  temperatures 
T and  T .The  first  one  corresponds  to  the  ordering  of  Cu  atoms 

in  the  CuO  planes,  Tn2  reflects  the  antiferromagnetic  ordering  of 

magnetic  moments  in  CuO  chains  relatively  to  the  moments  in  the 
planes  TNiand  TN2  depend  strongly  on  the  oxygen  content  [3 J 

(Tni=45cTk  forNX=0,l  and  Tn2=80  K,  but  Tni=230  K and  Tn2  = 10  K for 
X — Q 35  ) 

We  have  tried  to  describe  magnetic  interactions  in  high-T 
superconductors  basing  on  theLMTO  band  structure  calculations 
Exchange  interaction  parameters  can  be  defined  from  the  effective 
Heisenberg  hamiltonian:  ^ + 

H = -1/2  yJL,  as. 


(1) 


When  the  magnetic  moments  are  not  too  large,  as  copper 
magnetic  moments  in  superconducting  oxides,  Jt  j parameters  can  e 

defined  through  the  non-local  magnetic  susceptibility 
of  spin-restricted  solution  for  the  crystal  [4,5]: 


i V «■> 

JLJ  - TT  ■ fl.  • S-"  LL' 

(2) 

where 

E 

xlL'  = 1/rr  J IbGu'{E)  Gi!‘l(E)  dE  * 

(3) 

, , v .it  <i  . 

G J , = 1/0  J dk  ) e u 

LL  BZiz  £ E-E  (£) 

(4) 
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- is  the  nondiagonal  Green  function  which  can  be  calculated 
through  the  energy  spectrum  E ( k ) and  V'  , (£)  of  the 


l*i  l 


LMTO-hamilton ian . 1^  in  formulae  (2)  is  interatomic  exchange 

r?™eierS+?f  Due  to  „the  sharp  dependence  of  nondiagonal 

Green  function  Gll.  (E)  on  the  E the  integral  (3)  should  be 


calculated  as  contour  integral  in  complex  plane. 

Jhe  results  of  nonlocal  magnetic  susceptibility  calculations 
and  the  values  of  exchange  interaction  parameters  for  La  CuO  and 
“2Cu3 systems  are  given  in  the  Table. 


Strong  anisotropy  of  exchange  interactions  in  the  ab  plane 
and  along  the  c axis  in  La2Cu04  is  obviously  seen.  The  value  of 

Neel  temperature  found  agrees  well  with  the  experimental  data 
available.  In  the  YBa2Cu307  system  there  is  strong 

antiferromagnetic  Cu-O-Cu  interaction  in  the  Cu02  plane,  which 

results  in  antiferromagnetic  ground  3tate  of  YBa  Cu  0 

Superexchange  of  Cul-04-Cu2  type  is  antiferromagnetic  also,  in 
accordance  with  t he  experiment.  Using  the  simplest  mean  field 
approximation  Tn  = -|J|zS(S+l),  where  z is  the  number  of  the 

nearest  magnetic  neighbours,  it  is  possible  to  estimate  Neel 
temperature  values.  They  are  Tni=  265-314  K,  Tn2  = 61  K agree 

well  with  the  experimental  data.  Large  ferromagnetic  moment 
exchange  in  Cul-04-Cul  chains  ( which  follows  from  NMK 
experiments  [6]  also  ) does  not  influence  anti ferromagnetic 
ordering , as  when  0 = 1 all  the  chaines  are  broken. 

In  the  planes  of  system  there  are  quite  strong 

ant if erromagnet ic  Cu-0  and  0-0  interaction  which  appear  due  to 
holes  in  oxigen  subbands.  These  results  are  in  line  with  the 
magnetic  model  of  oxigen  holes  pairing  in  high-T  superconductors 

suggested  in  [7], 

We  have  performed  also  a number  of  LMTO  spin-polarised 
calculations  for  GdBa^u^  and  GdBa2Cu307  both  for  ferromagnetic 

and  anti ferromagnetic  ordering  of  magnetic  moments.  For 
anti ferromagnetic  state  the  energy  gap  of  0,04  ev  is  formed  at 
the  Fermi  level.  Spin  splitting  of  Gd  f-states  equals  to  5 ev,  and 
magnetic  moment  of  Gd  atoms  is  7.3  The  estimation  of  stability 

parameters  [8]  leads  to  the  conclusion  of  more  stable 
antiferromagnetic  ordering:  the  difference  of  J parameters  is 

230  K (0^.)  and  180  K (0_.)  . The  value  of  s-f  integral  in 
antiferromagnetic  phase  of  GdBa2Cu307  appears  to  be  about  20  K, 
and  correspond  to  small  changes  of  Tc  when  Gd  atoms  enter  the 
crystal  lattice. 
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Table.  Exchange  interaction  parameters  for  YBa2Cu30? 


andLa2Cu04(  for  s=l/2  and  ICu-°>07  ^ 


pair 

R 

JlJ  (K) 

YBa  Cu  0 

2 3 7 

Cu2-02-Cu2 

(0  1 0) 

-50,8 

-157 

Cu2-03-Cu2 

(1  o 0) 

-42,8 

-132 

Cul-04-Cu2 

(0  0 1) 

-9,9 

-31 

Cul-01-Cul 

(0  1 0) 

72,5 

225 

Cu2-02 

(0,5  0 0) 

112,3 

545 

02-02 

(0,5  0,5  0) 

35,5 

270 

La2Cu04 

Cu-01-Cu 

(1  0 0) 

-73,5 

227 

Cu-02-Cu 

(0  0 1) 

** 

o 

i 

1,4 
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1.  INTRODUCTION. 

All  known  u^to-date  high-teaperature  superconductors are  oxides  (i nainly 
copper  oxides  although  compounds  without  copper  were  obtained,  e.g.  BaivHi03  }. 

Oh  the  other  hand,  more  than  95  % of  all  ferroelectric  compounds  are  also  oxi- 
Ss  or  contain  oxygen  ion  [1]  . Therefore,  the  problemof^lA^l^lati^bet 
ween  ferroelectricity  and  superconductiv x ty  xs  of  great  theoretical  interest. 

The  electron-phonon  interaction  is  important  in  both  ferro- 

electrics  a cubic  electron-phonon  and/or  a quartic 

actions  play  an  essential  role  [1]  . In  classical  superconductors  (of  the _DCS 
type  ) a cubic  electrcn-cne-phonon  interaction  leads  to  the  f^ticn  of  Coo- 
peTpairs  of  two  electrons  with  opposite  momenta  and  ^>ins  . 
tance  ( in  real  space  ) between  the  two  electrons  is  of  order  of  the  so  ^alledl 
coherence  length  £ which  is  much  greater  than  lattice  constant  of  such  a cl  as 
sical  superconductor.  However,  the  coherence  length  of  the  new 
re  superconductors  reaches  very  small  value  which  is  comparable  to  the  drmen 
sions  of  unit  cell  of  these  compounds  [3]  This  means  that  a pair  ^ 

two  holes  occupying  the  same  site  or  two  adjacent  sites  Such  a situation 
seems  to  be  described  by  a model  of  the  local-pairs  ( bvpolarons  ) U,3J. 

The  origin  of  local-pair  may  come  not  only  from  strong 
hole-phonon  interaction  but  also  from  other  interactions  . . 

specific  nature  of  such  local-pairs,  they  can  undergo  a Rose-like  condensation 
tTthe  superconducting  state  at  a critical  temperature  which  is  usually  much 
lower  than  the  temperature  of  the  pair  formation. 

In  this  paper  an  interplay  of  ferroelectric  and  srperaan^t.nfi  P"***;^ 
is  considered  within  the  model  of  hol^like  local-pairs  interring 
cal  phonons  Therefore , we  extend  the  usual  local-pair  Hamiltonian 
SidSTTdirect  interaction  between  the  l-jrirs  and 

These  optical  chonons  are  known  to  play  an  important  role  in  the  ferroelectric 
transition  if  any  and  they  transform  into  an  additional  pseixio-acoustio branch 
arS  f^lSric  critical  temperaturc  tU  ( 1M-  ™ Ri- 

sing of  nonzero  electric  polarization  due  to  existence  of  two  separate  lat.ti 
ces  composed  of  negative  and  positive  ions,  respectively  )- 


2.  HAMILTONIAN  OF  INTERACTING  10CAL-PAIRS  AND  OPTICAL  FHONONS. 


The  Hamiltonian  of  our  system  is  as  follows 

H = - «„  ZZ<  »iNj  - > * 2 < >»Joblbi  - ^Ni  - XNi<bi+bi)  >•  “ter<! 


1 .1 


A+(A  ),bt(b.)  are  creation  (annihilation)  operators  for  the  local-pair  and^the 
optical  phonon  ( with  frequency  i'o)  at  the  i-th  site,  respectively,  IL  - A^, 
w is  a local-pair  bandwidth  and  m denotes  the  chemical  potential. An  analysis 
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of  the  above  Hamiltonian  can  be  carried  out  on  the  ground  of  the  Bogolyubov's 
inequality  [4]  for  the  free  energy  F < Ft  = FQ  + < H >Q  - < Ht  >Q  , with  the 
trial  Hamiltonian  in  which  the  local-pairs  and  the  phonons  are  decoupled 
Ht  = 2 < - - ^N.  ♦ h-,XlJ.  ) = + Hsh 


where  Wi  » wi  31x1  stand  for  variational  parameters  and  Bt  ( B.  ) are  new 

creation  ( annihilation  ) operators  for  phonon  at  the  i-th  site  . The  thermal 
averages  of  the  < >Q  type  are  defined  as  usual,  e.g. , < H >Q  = Tr  ( q H ) , 

eQ  = exp(  -^Ht  ) / Tr(  exp  ( -0Ht  ) , 0 = ( kBT  )"\  k B - the  BoltLarm's 

constant  . Within  the  single  site  approximation  which  is  equivalent  to  the 
mean-field  approximation  ( MBA.) 

~ ~ ^ Z Z0  with  the  single-site  partition  function 

i 

ZQ  = ( expl-pe^  + exp( -fie 2 ) / ( 1 - exp(-j3h^o)  ) , 

where  and  are  the  eigenvalues  of  the  Hamiltonian  H . calculated  in  the 
basis  of  states  consisting  of  two  single-site  states  : <p  and  <p  which 
describe  a given  site  occupied  ( <Pt  ) or  unoccupied  ( ) by  a local -pair  A 

straightforward  diagcnalization  of  the  H^  matrix  [ _{J  "**)  leads  to  the 
following  eigen-energies 


e1  = (-  Q-  (-  QZ  + 4|  W j2  f'z  ) / 2 

e2  = ( - Q + ( - Q2  + 4j  W |z  f'2  ) / 2 

The  variational  parameters  Q,  W and  W*  should  be  calculated  by  minimizing  the 
trial  free  energy  Ffc  . Che  obtains  the  mean-field  Hamiltonian  by  means 

of  the  following  decouplings 

* ZZ<A^>Aj  + £ £**<*.>  = J*  ( « A+  * «*  A ) 

i j i 3 i 3 i 

ZZ»i»j  * ZZ<»i>"j  + IZVV  = 2z"  2 Ni 

ij  i j i j i 

where  «^x^=<A^>=<A>  is  the  superconducting  order  parameter,  v=v>  .-<N.  >=<N>  is 

the  concentration  of  the  local-pairs  per  erne  site  and  a denotes  a coordination 
ranter  ( a number  of  the  nearest  neighbours  of  a given  site  ) . In  the  result 

^MEA  = ^(_w(aA  - ot  A)  + 2wiH  + l»-‘ob+b  - /jN  -KM  (b++b)  ) 
i 

with  the  parameter  w = zw  . 


3.  FREE  ENERGY  AND  COUPLING  EQUATIONS. 

In  this  section  we  determine  the  trial  free  energy  according  to  the 
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above  Hamiltonian.  The  trial  energy  per  one  site  f t Ft  / H 1 +>akeB  the  fcmD 

f = -j(3  1 ln(  exp^)  + exp( ~&£ 2 ) ) + ^ ln(l-exp(-^o) ) + W **++  W*«  - 
1 -2w|*{2  + 2w/  + (0-M)^  + h^Q  ( <b+b>Q  - <B+B>Q  ) - X <N  (b  +b)Q 

In  order  to  calculate  the  necessary  averages  let  us  introduce  the  new  states 


= °10  + Cii  " °20  + Czi.<P.1 

for  which  the  matrix  of  has  a diagonal  form.  The  coefficients  cfcl  can 

$ = e $ ,i.e. 

‘‘pair  >-  >-  <• 


be  obtained  from  the  equation  • 

=0- 


f-£  -W*  1 

fc 

to 

t-W  Q-et. 

^CU' 

Taking  into  account  the  normalization  condition  for  eigenfunctions  ^ and  * 


one  obtains  in  the  result  : 

C = ( It  je  /W*j2  r1  2 = (W/(Q-tv))  ( 1 t |W* >T  ) 

iO  1 i ’ 


-i/2 


1/2 


ci4  = ( 1 1 |WV(*-v)|2  )-1"2  - (■*/)  < 1 + l )' 

Consider  the  quantities  4k=<*k  |b-B|  »k>’  where  *k  are  the  phonon  eigenf.mct.ions 
i.e.  H * - khi^  4<  ( k = 0,1,2,...)  - let  im  assume  for  simplicity  that 

4 =4  ^and  <*  |b-B|^k>=0  for  all  values  of  k.  The  parameter  4 can  be 

treated  as  a no^-variational  quantity  which  is  proportional  to  a Lattice  de- 
formation . This  deformation  can  be  associated  with  arising  a nonzero  dipole 
electric  moment,  i.e.  with  a ferroelectric  phase  transition.  After  some  alge- 
bra one  comes  to  the  following  : 

<b+b>0  - <B+B>q  = 4*4  - 

Using  the  calculated  coefficients  c ± one  obtains  - 

< N b >Q  = 4/2  + 4Q(Q2+4jW|2r1/2[  2-tanh(£(tf  +4|  W|2  f'2 )]  /2 
The  trial  reduced  free  energy  is  then  readily  written  as  * * 2 

f = expL-^)  + exp(-$*2))  + /1ln(l  exp(  ^o))+W  <x  iW  oc  -2w|ot|  + 

2w^2+(Q^)^+h^o4*4-X(4*^)[  1+  Q (tf+4|W|2)'i/2[  2-tanh(£($Z+4| W|2  f 2)]]/2 

A minimization  of  the  above  thermodynamic  potential  with  respect  to  W,  W*.  <*, 
ot  , Q and  leads  to  the  following  coupling  equations 

<2»)“  = (tf+4|W|2r‘"2ta^(P(tfM|W|2)''2)  - KK*H)Q«fM|W|2)  3,2 

tanh(|3(lf+4|W|2)‘'2)  + \(5*H)(5Q(tf+4|W|2)'‘[  ^JBh^ctfMlWl2)*  2)]  /2 

2.-1  = Q(rf+4|W|2)“x2tanh(0(«2+4|W|2r2)  + 4Mi**  )|W|2(rf+4|W|2  )-3'2  ^ 

tanh(/3(rf+4|W|2)122)  +X(4*HW3rf(«!+4|W|2r,[ooah<P(«2+4|W|2)‘  2)]  /?■ 

H = 2wot  Q = -4»^  + /j  + c.c  . 

It  is  easily  seen  that  W=W*  and  <xr<x*.  The  above  set  of  equation  should  be 


391 


self-consistently  solved. 


4.  GROUND  STATE  . 

By  taking  the  limit  T ♦ 0 , the  energy  of  a ground  state  per  one  site  is 
given  by 

E “ <H>0  Z 1 = ~ 2i**2  i 2m>Z  - /.n>  + 2 + Xi  (nO/itf  +ty?  )12 ) 

i 

Let  us  consider  the  purely  superconducting  ground  state  for  which  the 
ferroelectric  order  parameter  4 disappears  ( 4=0  ) . The  superrx>ndueMrig  order 
parameter  strongly  depends  on  the  local-pair  concentration  , i.e.  x2  = u(l-v). 
The  energy  of  the  superconducting  ground  state  is  as  follows 

= - 2wxz  + 2wi;2  = 2w  (2iJ-l)i’ 

For  the  purely  ferroelectric  ground  state  the  superconducting  order  parameter 
disappears  ( <x:rW-0  ) and  the  energy  is  given  by 

Efe  = 2wjZ  + ^c42  - >4  (1>Q/(Q2  f'2)  . 

The  normal  state  , i.e.  non-superconducting  and  paraelectric  ( ct= 0 and  f-  =0  ) 
has  the  energy  E = 2m>  . It  is  clearly  seen  that  normal  state  cannot 

realized  because  of  the  lower  energy  of  the  superconducting  state  , at  least 

( sc  Er,  ^ Nevertheless,  an  competition  is  possible  between  superconducting 

and  ferroelectric  ground  states.  The  st^erconducting  state  is  prefered  if 

( l-i- ) > ( 2V4  -hP  4 )/w  . 

O' 


5.  SOPERC30NDUC7FING  TRANSITION 

let  us  return  to  finite  temperatures.  To  get  the  superconducting  critical 
temperature  Tq  we  assume  that  superconduct i ng  order  parameter  disappears 
( ot-<A>-0  ).  The  reduced  critical  temperature  is  thus  given  by 

% = kBTc/w  = « / ln((l+Z)/(l-Z)), 

t^iere  q = Q/w  = 2r  -l+(  (2^>-l)2-4pZ)1  2 , p = X 4 /w  and  the  quantity  Z can  he 
numerically  calculated  from  the  additional  condition 

0 = qZ/2  - (q-2p)Z  - pd-Z2)  ln((l+Z)/(l-Z))  . 

It  can  be  shown  that  maximum  critical  temperature  is  strong  I y enhanced  die  to 
the  rather  moderate  interaction  up  to  p£  0.3  . However,  a nonzero  value  of  4 , 
i.e.  temperature  below  ferroelectric  transition  temperature,  is  necessary.  For 
stronger  coupling  and/or  smaller  bandwidth  w , this  effect  weakens  . Oh  the 
other  hand  , the  high-temperature  superconductivity  is  rather  restricted  to 
the  regions  far  from  half-filling  ( v * 1/2  ). 
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ABSTRACT 

X-ray  emission  spectroscopic  studies  concerning  the  superconducting  crystals, 
thin  films  and  ceramics  of  the  Y-Ba-Cu-O,  Tm-Ba-Cu-O,  Bi-Sr-Ca-Cu-O, 
Bi-Pb-Sr-Ca-Cu-0  and  Tl-Ba-Ca-Cu-0  types  are  presented.  The  contributions 
of  the  13d9L>,  13d10L>,  13d10LL>  and  13d10L2>  configurations,  where  L 

denotes  a ligand  hole  at  the  oxygen  orbitals,  in  the  spectroscopic  pattern 
of  these  superconductors  is  discussed.  An  attempt  to  connect  the  X-ray 
"as  registered"  Cu  Lot  emission  spectra  with  the  density  of  states  close 
to  the  Fermi  level,  considering  an  influence  of  the  CuL3  absorption  edge, 
is  presented.  The  corrected  intensity  distributions  below  the  Fermi  level 
are  found  to  correspond  to  the  theoretical  density  of  states. 

Furthermore,  an  approach  to  the  average  valence  of  copper  basing  on  the 
account  of  the  self-absorption  and  fluorescence  effects  and  on  the  configu- 
rations listed  above  is  shown.  The  average  valence  of  copper  in  the 
materials  investigated  is  estimated  to  lie  in  the  range  of  +2. 10-2.32 
when  the  formal  trivalent  copper  is  considered  as  this  characterized  by 
the  13d9L>  configuration.  The  density  of  states  at  the  Fermi  level  was 
estimated  to  be  2.4  states/eV-cell  for  a Bi-Sr-Ca-Cu-0  crystal  and  3.6 
states/eV-cell  for  a Tl-Ba-Ca-Cu-0  ceramic. 


PACS:  74.70,  78.70E. 
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SUPERCONDUCTIVITY  IN  THE  Sn-Ba-Sr-Y-Cu-0  SYSTEM 

v q n eksandrov,  B.P.Khrustalev,  S.N.Kriyomazov, 
K*M±le?Svri’D. Vasilyev,  and  S.A.ZWegxntsev 

-r  A4+„+0  n-p  Phvsics.  USSR  Academy  of  Sciences, 

Kir ensky  Ins t b^cR , 660036  Krasnoyarsk,  USSR 


Since  Bednorz  and  Muller  / 1 / ^i  sc  i e^ff  ” superc  onduc  t ing  oxides 

the  La-Ba-Cu-0  compo^d,  several  famxlie* ^rSpSrt  the  results  of 
^rior^pe^onlnoiivity  in  the  compounds  Eased  on  tin  whxc 
a lone  electron  pair  like  Bi,  Tl, 

The  following  compounds  were  s^t^eSQZedgn^sr^gi^30x*X^n1C®ll11®1 

S^Mg^O*,  ^n^  Sr  gCwere3 oxides T ana  carh^nat es  if  &eap- 
Cu2oXI  The  initial-" components  were  oxiae ?ruz  nroc  edure  was  used, 
prolate  elements.  |^da^tfat  sfo^C  duringPl2  hours.  Then  the 
l^e^rKerSlfde^heluLaoe.  All  the  synthesis  cycles 
wSe  carried  out  in  air  atmosphere. 


were  carried  out-  xn  

. - Cy,  Ho  Cu->0_  showed  remark- 

Among  the  synthesized  °®mg^dfU°  other1 compound!  were  practically 

able  conductivity  (P-10  Ohm-cm).  otner  c „ e guperconducti- 

dielectrics  (p > 1000  Oto- cm) . Pres enc  f t£e  Meissner  effect.  At 
vity  in  Sn1Ba1Sr1Cu30:5was  deJ^®d_^^aCT1|tic  behaviour  is  observed, 
low  temperature  a deviation  fr  m P temperatures  undoubtly  tes- 

The  hysteresis  loops  °5'tal^®d  Conductive  phase  in  the  sample.  How- 
tify  to  the  presence  of  a SUP®  . . chase  in  the  S^Ba^^Ou^O* 
ever,  the  part  of  the  leSg  than  2%,  which  agrees  with  the 

ceramic  turned  out  to  be  s**!1’  0^Ler  to  increase  the  content  of 
estimation  from  magnetic  data. f?  cations  Ba,  Sr  were  partially 
^Superconductive  phase  two-val e^catioM.  oAes  (Y)  . Two  samples 

substituted  by  univalent  C ) Qr,^  sn-tBan  7Sr0.7Y0.7cY,3^?*OTr 

were  obtained:  ^nl®aO.!7^r0.7  0^7  .3  a^y  anomaly  down  to  J*2K. 

g sss  KfMrL’SXfJ^^  ssrsa  aras 

thfsU  of6tL  Sn?SnaBap j&fMt .y.with 


the  recent  commimicaxioua  ujx  o^^*-----  ^ YBaSrCu307  conxen 

/a,5/.  One  may  expect  equal _ prooaDii  y properties  are  quite  dif- 

t its8  ?6 /?  ' 5he  * magnetic  moment  was^easured  “ eSiy'defSed  dismagne- 
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UiX^rt»SnUfiveeo?-^  iead3  us  *° 

SKS4- - Hfr?io"jg^^srsa,*;,ir^- 

^^”^triKr^x*,2S3-j&>s>fe  ? 

US  to  suggest  °that Potherdcat iSs7  besides  ^he6*1  ??3^  °n  Iin  allows 
having  the  lone  electron  pair  effect  ehoni?  ^ell:known  ®i,  Tl,  Pb, 
tive  compounds.  If  we  lim?+  fhould  als<>  foiro  superconduc- 

c ontaining^oxidesf  wl  m^Lpposf^t  of  C°PP^- 

(or  their  combination)  would^t  ££*«!? ^^e  aikali-earth  ions 
in  order  to  fox®  a supe^Sdu^ve  pLIe?  the  ^ **>**>**'  — 
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We  have  presented  the  results  * ^ 

rotation  (pSR)  and  DC  magneuzation.  Evidence  for  a local  stru 
We  briefly  summarize  some  of  these  results  in  the  following. 

, , f-  ,d  uSR  results  demonstrated  unambiguously  the  occurrence  of  magnetic  order  in  La2Cu04  at 

Early  zero-apphed-field  ft  was  ^ determined  **  the  ordered  magnetic  state  is  destroyed  quickly 

temperatures  below  approximately  25  [l  for  x=0.05.  The  internal 

b,  S,  doping,  with  the  ordering  temperature  betng  .educed ""  ^^TLan.  up  to  x=0.02  despite  die  raptd 

magnetic  field  probed  by  the  muon  precession  requency  re  netic  moment  on  Cu  atoms  is  not  reduced 

suppression  of  the  ordering  temperature,  sugges  n ....  a result  of  a weakening  of  the  effective 

appreciably  [2],  The  suppression  of  magnetic  order  by  ^ opmg^  ^ ^ ^ with  Tc=35  K,  an  observed 

interaction.  For  superconducung  samp  es  wi  * mairnetic  correlations  with  an  electronic  origin.  The 

rapid  muon  depolarization  rate  indicates  the  by  mu0ns,  decreases  as  Tc  increases.  In 

snengd,  of  this  mag"**  ‘ “"'“m  “Ltd  becomes  vanishingly  small.  A.  the  presen,  lime  i.  is  not  clear  whether 

at  low  tenses  CT  < d K)„c  re,.-  to  the  su.rcond.nng  pamng 

mechanism. 

a nr*  magnetization  at  the  onset  of  antiferromagntic 

A peak-like  anomaly  appears.in  the  temperature-depen  ^ observed  for  x > 0.02  even 

ordering  in  undoped  and  lightly  doped  La2Cu04.  A similar  anoma  y was,  generally  speculated 

though  a magnetically  ordered  state  was  suggested  ^ and  superconducting  phases, 

that  a spin-glass  state  may  exist  in  the  region  for  0.05  *x*0M.*  ^ & cusp.like  anomaly  at  a 

During  the  effort  to  study  the  nature  of  the  magneuc  s e i Iransition  in  DC  magnetization  measurements 

temperature  Tf(x),  similar  to  the  tod^p^^Jrom  ^,omaly  was  clearly  observed  at  Tf  in 

performed  on  vacuum-annealed  x-  . lectK)„  in  msonance  (ESR)  signal  also  measured  ,n  vacuum- 

the  temperature  dependence  of  the  amp  t ..  ^ „ spins  lha,  give  rise  to  the  low  temperature 

annealed  samples.  There  are  rtasons  to  teve  wiUl  general  agreement  amongst  the  values  of  Tf 

field  do  not  follow  the  expected  behavior  of  the  usual  spin  glass  system. 

• f V.  1 o Qr  r„n.  material  As  an  effort  to  understand  the  local 
Attention  has  been  focused  on  the  homogeneity  of  the  La2_xSrxC  4 
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stfueiuraJ  eff^f  of  Sr  doping,  a senes  of  x-ray  absorption  measurements  at  the  Sr  K-edge  have  been  made  on  various 

U2Cu°4-'  “ - 2 ^ ~ “ - - 

TechnlTTrmet:  r’T  n"k  “*  K°,'S'!“,Z  g'<’“P  to“  Sammei * “»  Bundesminster  Fur  Forchung  and 
echnologie.  The  work  of  the  University  of  Connecticut  Group  has  been  supported  by  ihe  U S Department  of  Euerw 

under  Contracts  No.  DE-AS05-80-ER 10742  and  No  DE-AC02  76CH00m*  lh  , u Uepartment  of  EnCT^ 

Depanmem  of  Higher  Educadon  of  dte  state  of  Connect  ’ "*  *“  * *“  " pa"  * 
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ABSTRACT 

We  review  >»L.  and  «Cu  NQR  ^“wRh 

ments  as  a function  of  temperature  in  La2-*Sr*CuU4  tor  x ranging  F 

holes  is  the  one  of  disrupting  locally  the  Cu  spin  correlations,  or  x , 0(2p) 

the  onset  as  T ->  T+,  of  a strong  coupling  between  Cu2+  spins  and  the  Fermi  liquid  ot 
hcdea'leading  to  the  apparent  di.app.arance  of  localized  Cu’+  moment  in  connect, on  w,th  the 
opening  of  a superconducting  gap. 

INTRODUCTION 

A central  la.ne  for  the  nnd«r.tanding  of  the  microscopic 

a function  of  compoaition,  from  a planar  Heiaenberg  ayatem , of  locahaed  Cu  moment  * a 

metallic  ayatem  in  which  a atrong  coupling  exi.ts  between  the  Cu«+  d-atat*. and 

O-p  atatea.  The  true  nature  of  the  CuJ+  magnetic  .tote  and  of  it.  correlat.ona  m the  latter 

case  is  still  a matter  of  debate. 

NMR-NQR  and  relaxation  meaaurementa  have  provided  enlightening 
above-mentioned  problematic,  particularly  in  the  two  ayatema  YBCO  and  LaSCO  Jhe  atud^ 
r • 1 • Tea  vRrn  hv  63’65Cu  NMR-NQR  have  been  recently  reviewed,  furthermore, 

^yJ^/welTas  170  NMR4-0  have  proved  to  be  sensitive  tools  to  test  the  properties  of  Fermi 

liquid  of  0(2p)  holes. 

In  thia  paper,  we  preaent  a review  of  our  >s"La  and  «Cu  NQR  relaxation  meaaurcment. 
in  LaSCO.7  The  results  are  analyzed  in  terms  of  a simple  phenomenologica  mode  whic 
to  a satisfactory  classification  of  the  magnetic  correlation  properties  of  the  Cu 
function  of  Sr-doping  and  as  a function  of  temperature. 
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FIG.  1 Phase  diagram  for  LaSCO 
based  on  results  of  the  present  in- 
vestigation (see  Ref.  7):  (0)  Meiss- 
ner effect;  (x)  specific  heat;  (#) 
NQR.  The  solid  line  is  the  theo- 
retical result,  Eq.  (12),  in  the  text. 


The  phase  diagram  of  LaSCO  is  shown  in  Fig.  1.  For  sake  of  simplicity,  only  our  data 
reterrmg  to  the  samples  which  were  used  m the  present  investigation  are  indicated.  The  bound- 
ary between  the  paramagnetic  (PA)  and  antiferromagnetic  (AF)  phase  is  obtained  from  NQR7 
and  specific  heat8  measurements.  The  normal  metal  (ME)-superconductivity  (SC)  boundary 

mP°tainrnnh/r0^  measurements.7  The  boundary  between  semiconducting  and 

metallic  phase  is  not  defined  by  experimental  measurements;  in  the  subsequent  discussion,  we 

^rLtureTnot^rT6  X.*~  °‘°5/  P*  bo..und*ry  between  tetragonal  and  orlhorombic 

structure  is  not  indicated  since  it  is  not  relevant  for  the  purpose  of  our  investigation.  It  should 

that.  ^"eexist  substantial  agreement  in  the  literature  about  the  phase  diagram  of 
i^aDl^U  except  that  for  two  points: 

(i)  the  magnetically  ordered  phase  observed  at  low  temperature  for  x > 0.01  can  be  either  a 
spin-glass  phase  or  a disordered  antiferromagnetic  phase. 

a ^e5“8*ence  magnetic  order  and  superconductivity  has  been  reported  for  x > 0 05 
Although  we  also  find  this  coexistence  in  both  NQR  and  specific  heat  measurements,  we 
tend  to  interpret  it  as  due  to  phase  separation. 

ofx-doptganR,y8i8  °f  NQR  Tl  data  in  LaSC0,  U iS  U8eful  t0  consider  separately  two  ranges 

^ fr«mThte  d°ping’  “Tt  X “ ° ?5  W,he,re  th?  «amples  are  semiconductors  and  a transition 
lrom  the  paramagnetic  to  an  ordered  phase  is  observed. 

(ii)  strong  doping,  namely  x > 0.1  or  metan.  region,  where  at  Tr  one  has  the  transition  to 
the  superconducting  phase. 
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NQR  Relaxation  and  Spin  Dynamics 

The  139La  NQR  spin-lattice  relaxation  rates  are  obtained  by  monitoring  the  growth  of  the 
magnetization  due  to  the  population  difference  between  the  ± 5/2  <-»  ± 7/2  levels,  (frequency 
separation  in  the  range  18  -f  19  MHz)  after  a saturating  sequence  of  rf  pulses.  The  same  holds 
for  the  03 Cu  nucleus  in  terms  of  the  ± 1/2  <->  db  3/2  NQR  levels  (frequency  separation  in  the 
range  35  -r  38  MHz).  The  recovery  process  can  be  expressed  in  terms  of  relaxation  transition 
probabilities  W which  can  be  due,  in  principle,  to  two  mechanisms: 

(i)  time  dependence  of  the  electric  field  gradient  (EFG)  components  induced  by  lattice  vibra- 
tions and/or  by  defect  motion  (quadrupole  mechanism) 

(ii)  fluctuations  of  the  local  hyperfine  field  h(t)  acting  on  the  nucleus  and  due  to  localized 
and/or  itinerant  electron  spins  (magnetic  mechanism). 

It  was  found7  that  the  dominant  mechanism  is  the  magnetic  one  except,  perhaps,  for  130La. 
around  room  temperature. 

The  dominant  magnetic  relaxation  transition  probability  driven  by  the  fluctuations  induced 
by  the  Cu2+  electronic  spins  S( t)  on  the  hyperfine  field  /i(t)  = hc//  S( t)  at  the  nucleus  (03Cu 
or  139La)  is: 

WM  = J < h+(0)h_(t)  > exp(—iu>ftt)dt  (1) 

where  is  the  resonance  frequency  for  a given  pair  of  NQR  levels  and  the  z axis  is  along  the 
maximum  component  of  the  EFG  tensor  in  its  principal  axis  frame  of  reference.  By  introducing 

collective  spin  components  Sg*,  in  the  assumption  of  isotropic  spin  fluctuations,  and  by  taking 
into  account  that  is  much  smaller  than  the  characteristic  frequencies  of  the  spin  fluctuations, 
the  spectral  density  in  Eq.  (1)  can  be  rewritten:9 

J(w„  ~ 0)  = JY,<  s;(0)si,(t)  > di  (2) 

where  h "fj  represents  the  hyperfine  field  at  the  nucleus  for  the  rigid-lattice  AF  structure  of 

localized  Cu2+  magnetic  moments  (namely  for  T — ► 0 in  the  prototype  system  L^GuO.*).  The 
result  in  Eq.  (2)  is  valid  only  if  the  hyperfine  field  is  weakly  q ana  a(=k,z)  dependent.  This 
condition  is  fulfilled  quite  well  for  63Cu  and  approximately  at  the  139La  site.7*’ 

By  considering  the  relationship7*^  between  W]\j  and  the  experimentally  measured  spin- 
lattice  rates  Tj”1 , one  derives  from  Eqs.  (1)  and  (2): 

Tr 1 = jtAY,f<  s;ws-,m  > dt  = jfAY,  <3> 

q J q q 

where  we  have  assumed  that  the  isotropic  collective  spin  fluctuations  decay  exponentially  with 
decay  rate  Here,  A^a  = 11.5  7 lB(^c//)  anc^  -^Cu  = ^7 c«  • From  the  splitting  of  the  NQR 
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line  below  T;v,  one  obtains7'*’1’  — 0-1  Tesla(T)  while  from  the  63 Cu  zero  field-NMR 

in  LajCuO^  at  1.3  K one  has10  (^e//)c  = 7*8  T,  thus  yielding 

ALa  = 1.61014  rad2  a-2  (4a) 

Acu  = 9.1017  rad2s~ 2 (46) 


In  normal  exchange-coupled  insulating  magnetic  systems,  the  relaxation  rate  Tj  1 can  be  related 
to  the  magnetic  correlation  length  ( — fc-1  in  the  framework  of  static  and  dynamic  scaling:9 

l^l2  = k~2+I>f2(q/k)  M 

r*  .=  Bkzf3(q/k ) ~ u>ekzf3(q/k ) (56) 


where  z and  q are  characteristic  critical  exponents.9  In  the  assumption  /2*  / 3 —1  and  q = 0 
one  has: 


(«) 


where  rr  = u,  k*  is  the  frequency  corresponding  to  the  critical  fluctuations  and  d is  the  lattice 
dimensionality.  In  the  limit  of  no  correlation,  i.e.,  T >>  J/k b where  J is  the  Heisenberg 
exchange  interaction  one  has: 


rc 


~ U)r 


r8  J2S(S  + l)l 7/2 

L3  h 2 J 


(7) 


NQR  in  the  Low-Doping  Semiconducting  Phase 

In  the  region  of  moderate  doping  (x  < 0.05)  it  was  found7c,rf  that  the  139La  Tx  data  are 
inconsistent  with  the  predictions  of  Eq.  (6)  if  one  assumes  that  the  correlation  length  is  limited 
by  thermal  fluctuations,  i.e.  £,  oc  (J1  — Tj^)~v . On  the  other  hand,  the  139La  relaxation  data  can 
be  explained 7c,rf  consistently  if  one  assumes  that  the  correlation  length  is  limited  by  the  presence 
of  the  mobile  0(2p)  holes.  This  corresponds  to  the  assumption  that  the  local  time-dependent 
correlation  function  of  the  Cu2+  spins  decays  exponentially  to  zero  because  of  “collisions”  with 
mobile  defects  rather  than  because  of  thermal  fluctuations. 

Then  one  can  write,  starting  from  Eq.  (3): 


Tj  1 = A—^ — - ~ Ard  - At„ti  1 (8) 

I crd  + 1 

where  we  introduce  a “collision”  time  tj  = Ton”1  inversely  proportional  to  the  effective  con- 
centration n of  mobile  defects.  The  assumption  TcTd  <<  1 in  Eq.  (8)  reflects  the  fact  that  the 
magnetic  correlation  is  limited  by  the  defects  rather  than  by  thermal  fluctuations. 
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FIG.  2 13nLa  NQR  spin-lattice  relaxation  rates  vs.  temperature  in  I^-zCuO-i.  (a)  The 
full  lines  are  guides  to  the  eye.  The  dashed  line  is  the  quadrupole  contribution  to 
relaxation  as  estimated  theoretically  in  Ref.  7c.  The  position  of  the  peak  (Tx  vs. 
T)  corresponds  to  the  temperature  T;v  at  which  long  range  order  sets  in  as  reported 
in  Fig.  1.  (b)  Semilog  plot  of  Tf1  vs  T-1  used  to  obtain  the  activated  law  for  the 
concentration  n of  mobile  charge  defects  (see  Eq.  (9).) 


By  fitting  Eq.  (8)  to  the  13eLa  data  for  x < 0.1  (shown  in  Fig.  2)  it  was  deduced7'--'1 
that  the  concentration  of  mobile  defects  should  follow  a thermally- activated  law 


n(x,T)  = xexp^-O.S^cT^j 


(9) 


with  an  x-dependent  activation  energy  E(x)  = 0.85/x(°K)  This  implies  that  as  the  temperature 
is  lowered  well  below  ~ 0.85/x(K)  the  mobile  defects  freeze  and  the  magnetic  corre  ati  n 
length  is  no  longer  limited  by  the  defects  thus  allowing  the  system  to  order  at  Tjv  (see  tig-1). 
The  fit  of  the  130La  T"1  yields  r„  = 2.10-15  sec  rad"1  which  corresponds  to  the  inverse  of  the 
exchange  frequency,  u>c,  defined  in  Eq.  (7)  for  an  exchange  interaction  J = 2700  K. 

The  present  model  leads  to  precise  predictions7^  regarding  the  x and  T dependence  of 
the  correlation  length  ( and  of  the  ordering  temperature  TN.  Regarding  £,  one  can  note  that 
the  correlation  length  can  be  thought  as  the  average  distance  among  defects,  i.e.,  £ « n 
where  d is  the  lattice  dimensionality.  Thus  from  Eq.  (8),  one  has 


Tr1  = 


(10) 
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where  A is  given  in  Eq.  (4),  r„  ~ «,  as  defined  in  Eq.  (T)  and  we  have  taken  d = 2 for  the 
<^uU2  planes.  From  the  experimental  value  for  139La  T-1  tsee  Pl»  r > 

values  shown  in  Fig.  3.  The  theoretical  curve:  1 ' g'  2)’  °"e  d'r,Ves  for  < the 


£ = 


1 /0.85\ 

^exp(^r) 


(ii) 


follows  from  our  model  and  the  result  in  Eq.  (9).  Reeardinc  the  x d^nR^™  „r  m •« 

5;^ 


Tn(x)  = 


0.85 


2x£n(100y/x) 


(12) 


The  theoretical  curve  Eq.  (12)  is  compared  with  the  experimental  values  in  Fig.  1. 


o (rom  Cu  NQR 
• from  La  NQR 


FIG.  3 In-plane  magnetic  correla- 
tion in  La2-,Sr,Cu04  at  T = 77 
K,  in  A,  as  derived  from  NQR  Ti 
for  139 La  and  03Cu,  according  to 
Eq.  (10)  (the  value  for  nominally 
pure  La2Cu04  at  T > TA-  is  also 
reported)  and  comparison  with  the 
results  obtained  through  neutron 
scattering  (R.  J.  Birgeneau  et  al. 
Phys.  Rev.  B 30,  2868  (1989). 


It  should  be  noted  that  in  the  analysis  outlined  above,  the  amplitude  of  the  hyperfine 
magnetic  field  at  the  nuclear  site  has  been  assumed  x and  T independent  and  given  by  h" 

(see  Eq.  4).  Therefore  the  role  of  the  mobile  0(2p)  holes  for  x < 0.05  is  only  the  one  of 
disrupting  locally  the  strong  AF  correlations,  without  affecting  the  intrinsic  magnetic  moment 

of  the  Cu2'1’  ions.  This  corresponds  to  setting  in  Eq.  (3)  < 52  >=  T 
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< |SJ2  > = 1. 


NQR  in  the  High-Doping  Metallic  and  Superconducting  Phases 

The  NOR  relaxation  rates  T71  for  both  63Cu  and  130La  in  samples  with  x > 0.1  are 
characterized  by  a weakly  temperature-dependent  region  at  T > 100  K followed  ^ a rapid 
decease  as  the  temperature  is  lowered  through  the  superconducting  critical  tempera  ure  Tr 
(see  Figs.  4 and  5).PIn  order  to  analyze  the  data  in  these  large  doping  metallic  samples  on 
should  refer  to  expressions  of  Tf1  in  terms  of  an  x and  T dependent  generalized  susceptibdi  y 
v(q, ui)  describing  the  coupled  system  of  Cu  3d  and  0-2p  holes.11"13  However  smce  a nffwou. 
treatment  of  this® complex  system  is  not  yet  available,  we  chose  to  interpret  the  data  in  term 
of  our  simple  phenomenological  model  which  still  retains  the  main  physical  insights.  Staring 
from  the  “two  fluid”  model  which  appear  to  be  valid  in  the  low  concentration  semiconducting 

limit,  i.e.,  x < 0.05,  we  write: 

T;l=A<S]>Td  + Alx\{x,T)T  (13) 

where  we  neglect  the  weak  q-dependence  of  the  coupling  parameter  A for  both  03Cu  "“J 
nuclei  Furthermore,  the  hyperfine  interaction  A should  not  change  appreciably  as  a function  o 
temperature  as  indicated  qualitatively  by  the  almost  constant  value  of the 

frequency  uQ,  which,  just  like  A,  depends  on  the  symmetry  and  probability  density  ot  the 
electronic  wave  function  at  the  nuclear  site.11  The  second  term  in  Eq.  (13)  is  the  Kornnga^type 
contribution14  related  to  the  hyperfine  interaction,  A„,  of  Cu  (or  La)  with  the  0-2p  Ferr 
liquid  described  by  the  spin  susceptibility  XS* 

(a)  63Cu  Spin-Lattice  Relaxation  Rate 

The  63Cu  NQR  relaxation  rates  are  shown  in  Fig.  4 for  x = 0.15  and  x = 0.2.  The  solid 
line  in  Fig.  4 is  the  theoretical  behavior  expected  for  x = 0.2  by  using  for  i t e expressions 
(8)  and  (9)  corresponding  to  < S2  > = 1.  With  the  value  of  A c«  m Eq.  (4b)  and  r„  - 2.10 
s,  one  has  T^1  = 1.8  103/x  in  satisfactory  agreement  with  the  experimental  resu  s a g 
temperature. 

As  the  temperature  is  lowered,  one  has  a dramatic  difference  between  the  samples  will, 
low  x and  the  ones  at  large  doping.  For  X < 0.05,  the  relaxation  rate  becomes  so  ■hmlthatthc 
03Cn  NQR  signal  is  undetectable,  conforming  to  the  notion  that  the  Cu  spin 
localized  character,  i.e.,  < S}  > - 1.  On  the  contrary,  for  x 2 0 1,  one , observes  a rapid  d cr  a e 
of  T"1  as  T -F  T+,  opposite  to  the  behavior  expected  from  the  solid  line  in  Fig.  4 indicating 
thatW  “two  fluids”  model  breaks  down  in  this  limit. 

The  decrease  of  T"1  on  cooling  can  be  described  phenomenologically  as  due  to  a decrease 
of  the  degree  of  localization  of  the  Cu2+  spins  associated  with  the  coupling  to  the  hqtud la f 0-2p 
hoLs  sTncethe  contribution  to  the  Cu  relaxation  rate  from  the  earners  second  term  in  Eq. 
(131  is  negligible  (see  Fig.  4),  one  can  derive  the  temperature  dependence  of  < i>,  >~  2^,  XW. 

1 0)  from8Eq.  (13)  and  the  data  in  Fig.  4.  The  results  are  shown  in  Fig.  5(a).  From  the  sertulog 
plot  of  h,//(x,T)  = h';,,  < Si  >'"  vs  T-‘  Shown  in  Fig.  5(b)  the  temperature  dependen  e 
* Kz.  r.f  thp  form  exn  (-A/T)  with  an  activation  energy  which  is  correlated  to  Tr.  in 
SSThe’  liuVji/T,  is  cfose  toa.57  Jone  would  expect  tor  conventional  BCS  mechanism  with 

gap  2A.15 
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FIG.  4 fl3Cu  NQR  spin-lattice 
relaxation  rates  T^1  =6  WA/ 
vs.  temperature  in  La2_r  Sr,  Cu04 
for:  (0)  x = 0.2;  (•)  x = 0.15. 
A few  data  from  K.  Ishida  et 

Phys'  Soc'  Jpn'  5®>  36 
j, I are  reported  for  comparison 

(□).  The  dashed  line  represents  the 
Korringa-like  contribution  extrap- 
olated from  low  temperature  data 
(x)  in  x = 0.4  (Ref.  21).  The  solid 
line  is  the  behavior  expected  from 
Eqs.  (8)  and  (9)  for  a fully  localized 
moment,  i.e.,  < S2  > = 1. 


It  should  be  emphasized  that  the  physical  interpretations  of  the  decrease  of  < S2  > remains 
an  open  question.  One  could  speculate  that  the  apparent  disappearance  of  the*Cu2+  local 

“ could  b*  J"8t  a Tay  V5  df!8C7ibe  ,the  “quenching”  of  the  local  moment  susceptibility  due 
e strong  coupling  with  the  conduction  charges,  a problem  reminiscent  of  the  Hondo  effect 
found  when  a magnetic  impurity  is  dissolved  in  a normal  metal. 

(b)  130 La  Spin-Lattice  Relaxation  Rate 

n ™e.13°L.a  N?R  relaxation  rate8  are  8h?wn  in  Fig.  6 for  x = 0.2.  The  quadrupole  contribu- 
n o the  relaxation  rate  can  be  neglected  in  this  temperature  range7  (see  Fig.  2a).  Therefore 

one  can  use  Eq.  (13)  to  describe  the  two  dominant  relaxation  mechanisms  for  1S0La.  By  using 
he  result  by  Kobayashi  et  «L«  for  x > 0.3,  one  estimates  for  the  139La  Korringa  term  in  Eq. 

~ 410r  «-  K (a  renormalization  by  a factor  10  is  taken  into  account  in  this 

estimate  because  of  a different  definition  ofTi  in  terms  of  WA/  used  in  Ref.  16).  Two  theoretical 
curves  have  been  drawn  m Fig.  6 to  be  compared  with  the  experimental  data.  The  first  one 
(upper  curve  is  obtained  by  using  Eq.  (13)  with  the  < S?  > extracted  from  the  results  for  63Cu 
(see  Fig.  5(a)),  A from  Eq.  4(a),  rd  = 10  14x/(s.rad-1),  and  A2*?  = 4.10~2s-1K~1  as  given 
above.  The  second  curve  (lower  curve  in  Fig.  6)  is  obtained  as  before,  except  for  the  scaling 
of  the  spin  susceptibility  in  Eq.  (13),  according  to  X,(x,T)  = X°.  < S 2 >7/2.  This  assumption 

Inr  "i™!?  a,CCOU?Vhe  CDUpUng  ofrthu  9U*+  9Pin  with  thc  °2P  holes  within  the  framework  of 
no«Jh£PtC  des”lptl<?" • Be,c .a^l8et  of  tbe  la.rge  uncertainty  in  the  experimental  results,  it  is  not 
possible  to  decide  which  of  the  two  descriptions  is  more  appropriate.  However,  in  either  case, 

the  temperature  dependence  of  13  9 La  NQR  relaxation  for  large  x reflects  unambiguously  the 
temperature  dependence  of  the  localized  Cu2+  magnetic  moment  in  the  same  way  as  for  «3Cu 
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FIG  5 (a)  Temperature  dependence  of  the  normalized  local  Cu2+  spin  moment,  (<  S > ) 1 ♦ 
Sn  L a , .PSr,Cu04  for  x = 0.2  and  x = 0.15  as  obta  ned  from  the  expenmenUd  data 

for  63 Cu  NQR  Tx  (Fig.  4)  according  to  Eq.  (13)  in  the  text.  Note  that  Tc(0.  ) 

± 5K  and  Tc(0.15)  = 35  ± 5K. 

(b)  Semilog  plot  of  hc//(x,T)  = h°„«  S’  »'*  vs.  100/T  obtained  by  using  the 
temperature-dependence  of  < S2  > 1/2  shown  in  part  (a)  *ndh"ff-  ™ The 

straight  lines  correspond  to  activation  energies  A (0.2)  - 36  ± 3K  ^ 

± 10K.  For  x = 0.3  one  obtains  a more  uncertain  estimate  of  A aroun 

inset,  the  ratio  2A/TC  is  shown  as  a function  of  x. 


FIG.  6 Temperature  dependence 
of  139LA  NQR  relaxation  rate  in 
La2_*Sr*Cu04  for  x = 0.2.  The 
experimental  points  are  from  Ref. 
16  (O)  with  representative  points 
measured  by  us  (®).  The  dotted 
line  represents  the  Korringa-hke 
behavior  obtained  for  x = 0.4  and 
x = 0.3  from  Ref.  16  as  explained 
in  the  text.  The  dashed  line  is  the 
theoretical  behavior  according  to 
the  first  term  in  Eq.  (13)  and  us- 
ing the  temperature  dependence  of 
< Sf  > shown  in  Fig.  £ (see  text.). 
The  two  solid  lines  represent  the 
total  rates  according  to  Eq.  (13)  as 
explained  in  the  text. 
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Specific  Heat  Measurements 


The  samples  w.th  x = 0.01,  0.025,  0.05,  and  0.1  show  an  anomaly  in  the  specific  heat  which 
can  he  ascribed  to  the  onset  of  lone-range  magnetic  order8  (see  Fig.  7).  The  corresponding 
transition  temperatures,  TAr,  derived:  from  the  position  of  the  specific  heat  peak,  are  plotted  in 
fig.  1.  As  can  be  seen,  our  results  compare  well  with  the  ones  obtained  from  other  techniques 
except  tor  x - 0.1.  The  sharpness  of  the  peak  observed  in  the  specific  heat  is  more  in  favor  of 
a JL)  antiferromagnetic  transition,  as  in  the  prototype  La2Cu04,  rather  than  a spin-glass  type 
transition.  It  should  be  stressed  that  the  anomalies  reported  here  were  not  observed  in  the 
previous  measurements,  although  a specific  search  for  them  does  not  seem  to  have  been  done.17 

At  high  and  intermediate  temperatures,  the  effect  of  substituting  La  with  Sr  should  be 

rCl!tnd r»^OS  u7  t0  the  chan6es  in  .the  phonon  spectrum.8  For  T < 15  K and  for  x = 0.05  and 
x — 0.025,  there  seems  to  be  a hint  of  an  x dependent  broad  maximum  superimposed  to  the 
background  specific  heat.  This  feature  could  be  associated  with  the  excitation  spectrum  of 
tae  holes  and/or  the  effect  of  the  holes  on  the  Cu2+  spin  magnetic  correlations.  The 

contribution  to  the  specific  heat  can  be  estimated  in  the  framework  of  the  heuristic  model 

proposed  to  explain  the  NQR  results.  In  such  a model,  it  is  hypothesized  that  the  electronic 
holes  are  trapped  at  low  temperature  and  become  mobile  with  an  activation  energy  E„  which 
is  inversely  proportional  to  x.  By  assuming  that  the  mobile  holes  behave  as  a classical  gas  of 
noninteracting  particles  of  concentration  n(x,T)  one  has: 

-v.  _ /°-85\2l  exp(-0.85/*T) 

kn  dT  \ T ) x (1 +exp(-0.85/®T))2 

where  we  have  used  for  fi(x,T)  the  normalized  expression  (9): 


_ sexp  {^EJkpT) 

1 + exp(-Ea/kBT ) 


(15) 


with  E„/kD  r ==  b/xT  (b=0.85  K).  The  theoretical  behavior  of  Eq.  (14)  is  compared  with  the 
experimental  data  in  Figs.  7a, b.  Although  the  agreement  is  rather  poor,  one  should  keep  in 
mmd  that  Eq.  (14)  was  derived  on  the  basis  of  an  oversimplified  model  and  that  the  parameters 
iound  in  the  NQR  analysis  were  used  without  any  adjustment. 
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FIG  7(a  b)  Specific  heat  vs.  temperature  in  La2_ISr;rCu04  for  two  Sr  concentrations  compared 

’ with  the  theoretical  curve  (Eq.  (14)  and  (15)  in  the  text)  representing  the  contribution 

of  the  thermally  excited  0 2p  mobile  holes. 


SUMMARIZING  REMARKS 

It  has  been  shown  that  in  the  superconducting  La.2-xSrxCu04  a decrease  on  cooling  of  the 
effective  Cu2+  local  spin  moment  occurs,  possibly  as  a result  of  the  pairing  processes  occurring ; in 
the  liquid  of  charge  carriers.  This  reduction,  for  large  doping  (x  > 0.1)  is  observable  well  above 
T and  it  is  consistent  with  susceptibility18  as  well  as  /xSR19  measurements.  The  tempera  ure 
dependence  of  the  effective  Cu2+  spin  appears  to  be  well-described  by  an  activated  law  with  a 
trap  2A  correlated  to  TP.  If  the  decrease  of  < S 2 >1/2  is  indeed  related  to  the  opening  of  a gap, 
ft  fs  remarkable  that  the  effect  is  observed  welf  above  TP.  Analogous  precursor  effects  were 
detected  in  YBCO  (Tc  = 61  K)  in  the  temperature  range  90  ~ 100  K,  and  interpreted  in  terms 
of  pair  formation  and  energy  gap  beginning  in  the  Cu02  plane  above  the  three-dimensiona 

superconductivity.1 

Numerical  studies  of  the  2D  Hubbard  model  have  produced  results  for  the  dependence 
of  the  local  spin  moment  from  temperature  and  from  the  one-site  repulsion  U.  If  analogous 
results  could  be  obtained  for  the  dependence  of  the  Cu2+  local  spin  moment  from  the  coupling  to 
the  thermally  fluctuating  Fermi  liquid  of  02p  holes,  they  could  be  used  for  a more  quantitative 
comparison  with  our  experimental  findings. 

An  important  debated  issue  regards  the  possible  coexistence  of  superconductivity  and 
long-range  magnetic  order.  Low  temperature  NQR  spectra21  for  x > 0T  were  interpreted  as 
indicating  magnetic  ordering,  with  reduced  Cu2+  magnetic  moments.  However,  more  recent 
^Cu  NMR-NQR  spectra22  in  aligned  polycrystalline  samples  seem  to  rule  out . ® exl* 

of  a sizeable  static  hyperfine  field  at  T = 4.2  K.  The  peak  in  the  specific  heat  in  the  sample 
at  x - 0 1 (see  Fig.  1 and  Ref.  8)  could  also  be  interpreted  in  terms  of  a phase  separation  or 
rnhomogeniiy  of  the  sample  (the  Meissner  effect  yielding  TP  = 28  K for  x = 0.1  is  only  partial 
i.e.,  ~ 50%).  Finally,  no  evidence  of  a static  magnetic  moment  in  La1.8gbr„.i5GuU4  at  i - zu 
mK  was  found  in  the  time  evolution  of  the  muon  polarization  function. 
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A comparison  with  recent  findings  by  neutron  scattering  in  LaSCO24  and  in  YBCO25  is 
in  order.  While  Tj  is  sensitive  to  the  q-integrated  generalized  susceptibility  in  the  MHz  range 
inelastic  neutron  scattering  yield,  in  principle,  x"(q,u)  in  the  whole  frequency  range,  for  a 
selected  wave  vector.  However,  a frequency  resolution  limit  around  1 meV  has  to  be  taken  into 
account,  thus  making  difficult  the  comparison  with  the  NQR  relaxation  rate.  In  particular 
neutron  scattering  seems  to  indicate  that  around  TV  the  spin  dynamics  of  the  Cu2+  spins  un- 
dej-go  a change:  the  normalized  integrated  intensity  of  the  magnetic  response  function  exhibits 
a drastic  decrease  in  the  low  energy  range,  while  it  is  not  T-dependent  for  energies  larger  than 
about  15  meV,  whereby  the  a-integrated  spin  is  conserved.25  Since  no  static  hyperfine  field  at 
the  Cu  site  can  be  detected  below  T0  these  modes  would  have  to  be  interpreted  as  param- 
agnons  in  a strongly  correlated  itinerant  antiferromagnetic  system  without  long  range  order.  In 
this  case,  the  decrease  of  < S)  >1/2  observed  by  us  (see  Fig.  5)  would  have  to  be  ascribed  to 
a progressive  changeover  from  a diffusive  correlation  function  centered  at  zero  frequency  into 
an  osciHatory  correlation  function  having  a power  spectrum  centered  at  a;,,,  thus  far  above  the 
iNyil  resonance  frequency.  The  main  conclusions  regarding  the  temperature  dependence  of  the 
effective  hyperfine  interaction  due  to  the  Cu2+  spins  and  of  the  spin  susceptibility  of  the  Fermi 
liquid,  with  the  precursor  effects  above  Tt.  are  not  modified. 

We  mention  that  the  physical  picture  at  the  basis  of  the  interpretative  model  outlined  in 
this  paper  can  be  used  consistently  also  to  explain  the  03Cu,  80Y,  and  170  NMR-NQR  results 
in  YBCO-type  systems,  as  it  is  discussed  elsewhere.76 
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MAGNETISM  AND  SUPERCONDUCTIVITY  OF  SOME  Tl-Cu  OXIDES 
TIMIR  DATTA* 

institute  of  superconductivity  S Physics,  and  Astronomy  Department 
University  of  South  Carolina 
Columbia,  SC  29208 

based  "Thallium"  compounds  have  now  been  discovered. 
Many  copper-ox  fni'SC)  mav  be  represented 

nf  these  the  high  temperature  superconductors  (HTSC)  may  De  rep 

by  the  homologous 

7\  = "D  n nr  Pt)  B=B&  OT  ST  ( 5 ) ^ C C6/  . • HT’CIP 

j thp  Tl-svstem  shows  a richer  diversity;  vi  -/ 
to  the  Bi-compounds,  the  U system  -ion  the 

can  be  obtained  with  either  one  or ^twojl-0^  ayers  (m-^  ^ ^ ^ oxygen 

triple-digit  phaS®®  ^^^Lhieving  superconductivity.  The  Tl-system 

stochiometry,  is  cri  OT-  incorporated  by  diffusion, 

is  robust  to  oxygen  loss;  Tl  may  e i to  10  ms  at  900C . Both 

We  determine  a diffusion  coefficien  equa  - v>ut  HTSC  behavior 

ortho-rhombic  and  tetragonal  structures  *--^“^7^1,^  Tc 
is  indifferent  to  the  crysta  symme  number  of  Cu-0  layers,  but 

-SS-i  afhi^  as  125K  has  been  obser- 
llTaV.  Most  of  these  HTSC’s  are  hole  type,  but  the  Ce-doped  specimens 
may  be  electronic. 

^V,  affnrt  at  USC  has  focused  on  the  magnetic  aspects;  because  in 
addition'to  defining  the  perfectly^iamag^^  ^ 

ventional  suP®«“duC^”'  ^Sue^f  both  the  normal  and  the  superconducting 

surprising  variety.  This  ^ contribution  to  the  specific 

heat6 at  the  high  Tc,  accurate  thermal  °^t^D(Ef)  ^coherence 

we  determine  for  single  phase:  <i>  Tl-Ba;  °<«>^ 

Cu,  a BCS  sp.  ht.  jump-6. 2 m]/mol.Cu  foment  is  about  0.1- 

» BCS  sp.  ht.  jump- 6. 8 (same  units).  For  Both  the  higher 

-LT  "Si.  i^indicative  S and  is  evidence  f-n-type 

behavior.  Paraconduotivity  and  diamagnetic 

with  the  expected  two-dimensionality.^  Flu™  shows  trappj^  ^ 
somewhat  stronger  than  os  Bi-CuO  compounds  will  be  discussed. 

rs^hrrrrre  z - »-<*•  »=.  out 

technological  aspects  will  also  be  pointed  out. 

. m collaboration  with  A.„.  Hermann  (U.  Colorado)  and  D.„.  Oubser  <N.v.l 
Research  Lab.).  Partially  supported  by  USC  and  SDIO. 

(1)  er  oxide  superconductors,  by  C.P.  Poole,  *.  Datta,  and  H.A.  Parach, 

John  Wiley  & Sons,  New  York,  NY,  1988. 
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A TECHNIQUE  TO  MEASURE  THE  THERMAL  DIFFUSIVITY  OF  HIGH  Tc 

SUPERCONDUCTORS 

Charles  E.  Powers 
Goddard  Space  Flight  Center 
Materials  Branch,  Code  313 
Greenbelt,  Md.  20771 


High  temperature  superconducting  electrical  current  leads  and  ground  straps  will  be  used  in 
cryogenic  coolers  in  future  NASA  Goddard  Space  Flight  Center  missions.  These  superconducting 
straps  will  be  long,  thin  leads  with  a typical  diameter  of  0.2  cm.  A longitudinal  method  is  being 
developed  to  measure  the  thermal  diffusivity  of  candidate  materials  for  this  application.  This 
technique  will  use  a peltier  junction  to  supply  an  oscillatory  heat  wave  into  one  end  of  a specimen 
and  will  use  low  mass  thermocouples  to  follow  the  heat  wave  along  the  specimen.  The  thermal 
diffusivity  will  be  calculated  using  both  the  exponential  decay  of  the  heat  wave  and  the  phase  shift 
of  the  wave.  Measurements  will  be  done  in  a cryostat  between  10  K and  room  temperature. 


INTRODUCTION 

A program  has  been  initiated  in  the  Materials  Branch  at  the  Goddard  Space  Flight  Center  to  develop  methods  for 
chaH¥'teri?ing  candidate  high  temperature  superconducting  (HTSC)  material  for  possible  space  flight  use.  Part  of  this 
program  has  been  directed  at  measuring  various  physical  quantities  of  HTSC  electrical  current  leads  that  may  be  used 
in  cryogenic  coolers.  These  current  leads  will  typically  be  between  0.1  and  0.2  cm  in  diameter.  The  advantages  of 
using  current  leads  constructed  from  HTSC  material  over  conventional  current  leads  are  higher  electrical  conductivity 
and  lower  thermal  conductivity.  The  disadvantages  of  using  HTSC  material  are  its  mechanical  properties.  Since  all 
HTSC  materials  are  ceramics,  they  have  a low  ductility  and  have  a widely  varying  strength  due  to  inherent  de  ects 

typical  of  ceramics. 

In  this  paper,  preliminary  measurements  of  the  thermal  diffusivity,  D,  of  a YBa2Cu3C>7-x  specimen  are  reported. 
These  thermal  diffusivity  measurements  will  be  used  along  with  thermal  conductivity  and  specific  heat 
measi)«-mftnts,  to  be  made  using  the  same  apparatus,  to  characterize  the  thermal  properties  of  HTSC  specimens. 

The  technique  used  to  measure  thermal  diffusivity  is  an  implementation  of  Angstrom’s  temperature  wave  method.1 
A heater  is  attached  to  one  end  of  a specimen  rod  to  send  a periodic  heat  wave  down  the  rod.  Two  thermometers  are 
mounted  along  the  specimen  to  follow  the  wave.  The  phase  difference  between  the  temperature  oscillations  at  the 
two  thermometers  and  the  ratio  of  the  amplitudes  of  these  oscillations  are  used  to  calculate  D. 


SPECIMEN  DESCRIPTION 

The  HTSC  specimen  used  for  these  experiments  is  manufactured  by  Argonne  National  Laboratory.  The  x-ray 
diffraction  pattern  for  the  specimen  shows  it  to  be  single  phase  YBa2Cu307-x  with  trace  amounts  of  banum  oxide 
and  other  impurities.  AC  susceptibility  measurements  (Figure  1)  done  at  100  kHz,  in  the  absence  of  ^ external 
magnetic  field,  show  the  specimen  to  have  a critical  temperature  of  90  K and  a transition  region  of  about  2 K.  The 
specimen  has  a cylindrical  shape  with  a diameter  of  0.188  cm,  a length  of  2.556  cm,  and  a density  of  5.93  gm/cm  . 


EXPERIMENTAL  METHOD 

In  this  implementation  of  the  temperature  wave  method,  a peltier  junction  is  used  to  generate  a periodic  heat  wave 
and  two  chromel-alumel  thermocouples  made  of  0.0076  cm  diameter  wire  are  used  to  measure  the  temperature  along 
the  specimen  rod  (Figure  2).  One  thermocouple  is  connected  to  the  specimen  0.487  cm  from  the  peltier  junction, 
and  the  other  is  1.799  cm  from  the  peltier  junction.  The  peltier  junction  is  mounted  on  a block  of  aluminum  that  is 
used  to  control  the  absolute  temperature  at  which  a measurement  is  made.  Running  through  the  aluminum  block  are 
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several  copper  tubes  through  which  liquid  nitrogen  is  allowed  to  flow  to  control  the  temperature  of  the  pel  tier 
junction  and  specimen  rod.  Presently,  measurements  are  made  in  vacuum  (10-5  torr)  between  150  and  300  K.  The 
use  of  a cryostat  in  the  future  will  allow  measurements  to  be  made  between  10  and  300  K.  The  pettier  junction  is 
connected  to  the  block  of  aluminum  and  the  specimen  rod  using  STYCAST  2850FT  epoxy  manufactured  by 
Emerson  & Cuming.  The  thermocouples  are  also  connected  to  the  specimen  rod  using  STYCAST  2850FT. 


A Hewlett-Packard  3314A  function  generator  connected  to  a Kepco  BOP  50-2M  amplifier  are  used  to  produce  an 
oscillating  current  through  the  peltier  junction.  The  function  generator  is  capable  of  generating  a sinusoidal  signal 
with  a frequency  as  low  as  .001  Hz.  A Fluke  8505A  digital  multimeter  and  a Keithley  196  system  digital 
multimeter  are  used  to  measure  the  voltage  across  each  thermocouple.  Both  multimeters  have  a resolution  of  100 
nV  (this  is  about  0.0025  K for  chromel-alumel  thermocouples).  A Fluke  1722A  instrument  controller  is  used  to 
record  the  measurements  from  the  multimeters. 

By  controlling  the  amount  of  liquid  nitrogen  that  flows  through  the  copper  tubes  mentioned  previously,  the  absolute 
temperature  at  which  a diffusivity  measurement  is  made  can  be  set  Once  the  temperature  of  the  aluminum  block  and 
test  specimen  have  reached  equilibrium,  a periodic  current  is  supplied  to  the  peltier  junction  to  generate  a thermal 
wave  through  the  specimen  rod.  When  the  temperature  oscillations  at  each  thermocouple  reach  steady  state,  a 
BASIC  program  is  initiated  on  the  Fluke  1722A  instrument  controller  to  read  and  record  the  voltage  across  each 
thermocouple.  For  these  experiments  the  frequency  of  oscillation  of  the  thermal  wave  ranges  between  .01  and  .05 
Hz,  so  the  voltage  across  each  thermocouple  is  sampled  once  a second  giving  between  20  to  100  measurements  per 
cycle. 

DATA  ANALYSIS 

To  calculate  the  thermal  diffusivity  from  the  voltage  measurements  mentioned  previously,  a curve  fitting  routine  is 
used  to  determine  the  magnitude  and  phase  of  the  temperature  oscillations  at  each  thermocouple.  These  values  are 
then  used  in  the  following  equation  to  calculate  diffusivity, 

D = (rcfL2)/[0ln(aofai)]  (1) 

where  f is  the  frequency  of  oscillation,  L is  the  distance  between  the  thermocouples,  0 is  phase  different  between  the 
thermocouples,  ao  is  the  amplitude  of  the  temperature  oscillation  at  the  thermocouple  closest  to  the  peltier  junction. 
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and  ai  is  the  amplitude  of  the  temperature  oscillation  at  the  second  thermocouple.  TTus  equation  assumes  thatthe 
amplitude  of  the  heat  wave  has  decayed  to  a negligible  value  at  the  end  of  the  specimen  farthest  from  e pe 
junction. 


Figure  2.  Basic  apparatus  for  measuring  thermal  diffusivity. 

Ftir  negligible  lateral  heat  losses  to  the  surrounding  environment  or  thermocouples  the  phase  difference  between  the 
is  aSroxima.ely  «qwl  u>  the  logarithm  of  the  amplitude  mflo.  and  the  following  equauoo  cm.  be  used 

to  calculate  diffusivity. 


D = (nfL2)/(02)  = (itfL2)/[ln(ao/ai)]2. 


(2) 


In  these  experiments,  the  value  of  diffusivity  calculated  using  only  the  phase  difference  js  ^ways^ut  iWb ^hrger 
than  the  values  calculated  using  the  amplitude  ratio,  indicating  some  lateral  heat  loss.  M^f^d  diffusivity 
/>oi/»„iatif>ng  which  account  for  losses  due  to  the  thermocouples  only  predict  the  value  calculated  from  the  phase 
SKrSSW  than  the  value  from  the  amplitude  ratio.  This  10%  difference  is  characteristic  of  a 
lateral  heat  loss  which  presently  has  not  been  identified.  Radiative  coupling  with  the  surrounding  environment 
could  be  the  cause  of  this  heat  loss.  During  these  experiments,  measurements  below  room  temperature  always  had  a 
temperature  gmient  tcross  the  specimen,  which  can  be  entirely  accounted  for  by  radiative  coupling  calculations. 

Two  alternate  equations,  which  account  for  the  reflection  of  the  heat  wave  at  the  end  of  the  rod  farthest  from  the 
peltier  junction,  can  be  used  to  calculate  the  diffusivity.  These  equations  are. 


(ao/ai)  = tan'1  [tan(kxo)tanh(kxo>]  - tan-Htan(kxi)tanh(kxi)]  and 


0 = V [cosh(2kxo)+cos(2kxo)l/[cosh(2kx  i)+cos(2kx  i )] 


(3) 


(4) 


where  k = VirffD,  and  the  lengths  xo,  xi  are  measured  from  the  free  end  of  the  rod  to  the  thermocoup 
closest  and  farthest  respectively  from  the  peltier  junction  2 The  diffusivity  values  calculated  from  equation  (2)  are 
always  within  two  percent  or  better  of  the  values  calculated  with  equations  (3)  and  (4),  indicating  that  the  amplitude 
of  the  thermal  wave  at  the  end  of  the  rod  farthest  from  the  peltier  junction  is  negligible  for  these  calculations. 
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The  diffusivity  of  a cylindrical^  shaped  fused  Si02  specimen  (Coming  7940)  with  a diameter  of  0.404  cm  and  a 
length  of  1 1.9  cm  was  measured  using  this  technique  to  test  the  accuracy  of  the  technique.  The  measured  values 
(Figure  3)  agree  to  within  ± 6%  of  the  values  reported  by  Luikov,  Vasiliev,  and  Shashkov.3  Most  of  the 
uncertainty  in  these  measurements  is  due  to  thermal  noise  associated  with  the  thermocouple  contacts.  The  amplitude 
of  the  temperature  wave  at  the  thermocouple  closest  to  the  peltier  junction  is  typically  0.6  K (1  2 K peak-to-peak) 
and  the  amplitude  at  die  other  is  typically  0.03  K.  while  the  standard  deviation  of  the  noise  is  0.015  K.  WheVthis 
noise  a simulated  using  a computer  program  a ± 5%  uncertainty  in  the  generated  diffusivity  values  is  observed 
which  is  in  good  agreement  with  the  measured  values. 
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Figure  3.  Thermal  diffusivity  of  fused  Si02. 
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RESULTS 

The  thermal  diffusivity  of  the  YBa2Cu307.x  specimen,  calculated  using  equation  (1),  is  shown  in  Figure  4.  All 
measured  values  of  diffusivity  are  within  ± 4%  of  a second  order  polynomial  fit  to  the  data.  Again,  the  amplitude  of 
the  temperature  wave  at  the  thermocouple  closest  to  the  peltier  junction  is  typically  0.6  K,  and  the  amplitude  at  the 
other  is  typically  0.03  K,  but  the  standard  deviation  of  the  noise  is  only  0.012  K.  When  this  noise  is  simulated 
using  a computer  program  a ± 4%  uncertainty  in  the  generated  diffusivity  values  is  observed,  which  is  in  good 
agreement  with  the  measured  values  as  compared  to  the  polynomial  fit 

CONCLUSION 

From  the  measured  values  of  thermal  diffusivity  for  fused  Si02,  as  compared  to  other  reported  values,  it  is  concluded 
that  the  accuracy  of  this  technique  is  about  ± 6%.  Further,  the  agreement  in  uncertainty  between  the  measured 
values  and  the  computer  simulated  values  indicate  that  most  of  the  error  is  due  to  noise  associated  with  the 
thermocouples.  There  may  also  be  a systematic  error  of  about  2%  due  the  distance  measurement  between  the 


To  improve  the  accuracy  of  this  technique,  several  changes  will  be  made  in  the  future.  The  first  will  be  the  use  of  a 
cryoMat,  which  will  decrease  the  amount  of  radiative  coupling  of  the  specimen  with  the  surrounding  environment  and 
will  allow  for  measurements  down  to  10  K with  better  temperature  control.  The  thermocouples  to  be  used  in  future 
measurements  will  have  a diameter  of  0.0025  cm,  which  will  decrease  heat  losses  to  the  thermocouples  and  will 
increase  the  accuracy  of  the  distance  measurement  between  the  thermocouples.  These  thermocouples  will  also  be 
connected  in  senes  with  junction  thermocouples  (that  will  be  connected  to  the  block  of  aluminum)  to  eliminate  any 
DC  voltage  across  the  thermocouples  due  to  the  absolute  temperature  of  a measurement.  This  voltage  is  typically 
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100  times  larger  than  the  magnitude  of  the  voltage  oscillations  due  to  the  heat  wave.  Eliminating  this  offset  will 
increase  the  accuracy  of  the  temperature  measurements  by  allowing  the  use  of  voltage  amplifiers  and  filters. 
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ABSTRACT 

Thin  films  of  poly  crystal  line  Y Ba  2 Cu  3 07  . x (J^CO  Ingrown  ^ 
silicon  were  exposed  to  c°-6°^gamma  rays^  ^diation_  Neither  a 
simulating  the  effect  of  o " f 1015  e/cm2  produced  a 

significant  decrease^n1  critical0 transition  temperature. 

INTRODUCTION 

High  temperature  superconducting  f"2^^OTaft 

offer  significant  improvements  rn  * resistanoe  at  high 

components.  Specifically,  in  reduced  RF  losses  in 

frequencies  is  expected  to  result  in  r antennas. 

superconducting  waveguides,  bandpass  inters, 

superconductors  ^y3  ^^^t^y^fnt^s'pace f^tTnf  o^tiTn^e .^t^ 

S3E&  VSESj H “en^n^t^  S 

to  trapped  electrons  and  wlu  lose  most  of  their 

high  energy  electrons  and  th  P surface.  For  example, 

energy  in  the  first  few  microns  inside  the  ^tac^  in  low  earth 

a typical  surface  dose  for  * ? 10i5  electron/cm2  which 

atmospheric  remote  sensing  orbit / « 1°  ^ ele^^  ^ surface 

deposits  10  Meg  a rads  (l  0 q }of  magnitude  higher  than 

material.  This  is  two  or  t^r®et°^S  ^ich  are  shielded  by  at 
the  dose  to  most  satellite  ®1®C  The  effects  of  space 

least  several  millimeters  of  jateriaL  ™%BCO  materials  are 
radiation  on  superconducting  \ incorporating  these  materials 
therefore  critically  imp  effects  of  charged  particle 

irra°dia??oCneCona lurfTe  Morphology  of  superconducting  thin  films 
has  been  published  (1-3). 

This  investigation .had  » (parameterfthat  aw 

effects  of  space  radiatio  P . /2\  to  determine  whether 

?h!s  eTftftacan  "e8PsYmul?Wd  with  Co-60  gamma  rays,  the  standard 
test  method  for  space  materials. 
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EXPERIMENTAL  CONDITIONS 


Thin  films  of  YBCO  were  formed  by  coevaporation  of  Y,  BaFo, 
and  Cu  and  post-annealing  in  wet  oxygen  at  850°C  for  3.5  h.  The 
substrate  used  was  (100)  silicon  with  an  evaporated  zirconia 
buffer  layer.  Processing  and  microstructure  studies  of  these 
types  of  films  have  been  published  (4-7).  The  zero-resistance 
transition  temperatures  of  the  samples  used  in  this  study  were  84 
to  86K.  The  samples  were  characterized  by  four  point  probe 
electrical  measurements  as  a function  of  temperature.  The 
parameters  measured  were:  the  zero-resistance  transition 
temperature  (Tc)  and  the  room-temperature  resistance.  The 
samples  were  then  exposed  to  Co-60  gamma  rays,  in  air  and  in  pure 
nitrogen,  and  to  780-keV  electrons,  in  air.  The  parameters  were 
then  remeasured. 


RESULTS 

The  results  are  summarized  in  Tables  1 and  2. 

The  results  indicate  little  or  no  degradation  in  the 
parameters  measured  for  samples  exposed  up  to  50  megarads  of 
gamma  rays  in  nitrogen.  However,  complete  degradation  of  samples 
exposed  to  10  megarads  in  air  was  observed.  This  degradation  is 
preliminarily  attributed  to  the  high  level  of  ozone  generated  in 
the  chamber  by  the  gamma  ray  interaction  with  air.  Furthermore 
no  degradation  in  superconducting  properties  of  samples  exposed 
to  10  electrons  at  780  keV  in  air  was  observed. 

DISCUSSION 

The  radiation  tests  show  that  polycrystalline  YBCO  films  on 
Si  are  only  slightly  affected  by  gamma  and  electron  radiation. 
Significant  changes  in  the  electrical  properties  of  bulk  YBCO 
exposed  to  1-MeV  electrons  have  been  reported  [8].  For  these 
YBCO  bulk  materials,  degradation  occurred  at  a fluence  of  6.5  x 
®/cm  . We  believe  that  the  relatively  good  performance  of 
thin  films  is  related  to  the  use  of  BaF?  as  an  evaporation 
source. 

Even  though  the  annealing  of  thin  films  is  performed  in  wet 
oxygen  to  remove  the  fluorine  from  the  films  we  have  found  by  x- 
ray  photoelectron  spectroscopy  that  about  1 atomic  % fluorine 
abundance  remains  in  the  surface  region.  We  speculate  that  the 
fluorine  improves  the  degradation  performance  of  these  films  [9]. 
As  suggestive  evidence  we  cite  Tressaud  et  al,  [10],  who  find 
that  a thin  surface  layer  containing  fluorine  provides 
protection  against  hydrolysis  and  gas  exchange.  It  has  also  been 
suggested  [11]  that  a thin  b^-face  layer  containing  fluorine 
improves  the  resistance  of  YBCO  to  degradation  caused  by  thermal 
cycling. 
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CONCLUSION 


It  can  be  concluded  that  (1)  the  electron  component  of  space 
radiation  does  not  degrade  the  critical  temperature  of  the  YBCO 
films  described  herein,  at  least  for  energies  around  800  KeV  and 
doses  similar  to  those  received  by  surface  materials  on 
spacecraft  in  typical  remote  sensing  missions;  (2)  for  qualifying 
this  and  other  superconducting  materials  against  the  space- 
radiation  threat  the  standard  test  method  used  in  the  aerospace 
industry,  namely,  exposure  to  Co-60  gamma  rays  in  air,  may 
require  some  further  investigation.  As  a minimum,  the  sample 
must  be  either  in  vacuum  or  in  positive  nitrogen  pressure. 

The  results  of  this  study  and  that  reported  in  [11]  are 
encouraging  for  the  use  of  YBCO  films  in  low  earth  orbit 
satellites  because  these  films  resist  degradation  from  radiation 
[this  paper]  and  temperature  cycling  [11].  Thus,  even  with  a 
lack  of  protective  layers,  passive  cooling  can  be  provided  to  the 
thin  YBCO  films  by  exposing  them  to  space  without  concern  about 
radiation  damage. 
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An  Instrument  for  Spatial  Conductivity  Measurements 
of  High  Tc  Superconducting  (HTSC)  Materials 


T.  Van  Sant 

Materials  Branch,  Goddard  Space  Flight  Center 
Greenbelt,  Maryland  20771 


HTSC  thin  films  have  been  suggested  for  use  in  a number  of  aerospace  applications  such  as  an 
bolometer  and  as  electromagnetic  shielding.  As  part  of  its  flight  assurance  role,  the  Materials 
Branch  of  the  Goddard  Space  Flight  Center  has  initiated  development  of  an  instrument  capable  ot 
measuring  variations  in  conductivity  for  flat  samples  using  an  eddy  current  testing  device  and  an  X- 
Y positioning  table.  This  instrument  has  been  used  to  examine  bulk  HTSC  samples.  System 
changes  that  would  enable  characterization  of  thin  film  materials  are  discussed. 

Introduction 


Blendell  et  al  (1)  have  noted  the  correlation  between  room  temperature  conductivity  of  YBa2Cu3<>7-x 
specimens  and  transition  temperature  (Tc).  Viens  (2)  reported  success  using  a simple  eddy  current  scope  to 
distinguish  between  superconductive  and  nonsuperconductive  YBa2Cu3(>7-x  specimens  of  identical 
geometries  and  that  the  strength  of  eddy  current  readings  was  directly  correlated  with  room  temperature 
conductivity. 

This  series  of  findings  led  to  the  suspicion  that  initial  screening  of  bulk  samples  using  various 
compositions  and  processes  could  then  be  done  quickly  at  room  temperature.  It  was  hoped  that  combinauon 
of  precise  motion  control  and  a data  acquisition  system  would  provide  information  about  the  spatial 
variation  in  conductivity  in  flat  samples  at  room  temperature. 

Instrument  Description 

The  eddy  current  testing  system  is  shown  schematically  in  Figure  1.  A conventional  eddyscope  is  used  to 
generate  eddy  currents  in  the  HTSC  samples.  This  instrument  generates  an  alternating  current  in i a coil 
placed  over  a flat  specimen,  thereby  creating  a changing  magnetic  field.  This  changing  magnetic  le 
turn  creates  an  electric  field  and  a current  flows  in  response.  This  current  creates  a magnetic  field  which 
bucks  that  of  the  probe.  An  impedance  bridge  internal  to  the  eddyscope  attempts  to  balance  the  impedance 
of  a reference  coil  and  the  coupled  probe  and  sample.  The  eddyscope  displays  the  measured  response  m two 
dimensions  corresponding  to  the  real  and  imaginary  components  of  the  effect  of  the  specimen  impedance. 

Probe  widths  used  in  this  test  varied  from  50  to  125  mils;  driving  frequencies  ranged  from  100kHz  to 
6MHz.  The  skin  depth  (8)  of  an  electromagnetic  field  is  given  by: 


8 = 


VnttCT  / 


(1) 


where  u is  the  magnetic  permeability,  a the  conductivity,  and  / the  frequency  of  the  field  (3).  Ass“™nS 
a conductivity  of  200  S/cm  (1),  skin  depths  could  vary  from  -1  cm  at  100kHz  to  ~^mm  a . 6MHz. 
Precise  determination  of  skin  depth  is  difficult  since  probe  width  also  is  a contributing  factor.  Uiumately 
6MHz  proved  a suitable  frequency  for  bulk  materials  (but  thin  films  will  require  different  hardware  capable 

of  much  higher  frequencies). 

A scan  is  accomplished  as  follows.  A flat  specimen  is  positioned  on  a PC-controlled.  XY  table_  The 
table’s  two  stepping  motors  are  controlled  by  separate  indexing  boards  which  occupy  single  slots  on  the 
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Analog 


Daedal  XY  Translation  Stage 


Figure  1 The  Eddy  Current  Scanner 


expansion  bus.  Command  of  the  table  is  accomplished  in  software  via  subroutine  raiu  from  a BASIC 
program. 

Hie  scanning  control  software  executes  a "raster"  scan  (unidirectional  scans  with  a non-sampling  retrace)  of 
a rectangular  area  with  the  range  of  travel  determined  at  the  beginning  of  run.  Digitization  of  the  two 
eddyscope  data  channels  is  done  with  a 12-bit  A/D  converter  board  which  resides  in  the  PC.  Control  of 
digitization  is  managed  from  within  the  same  BASIC  program  which  controls  table  motion.  Scanning 
dimensions  and  the  distances  between  columns  and  rows  in  the  resulting  image  can  be  selected  prior  to 
scanning.  The  software  automatically  computes  the  required  sampling  rate  for  the  A/D  board  and 
synchronizes  data  taking  so  that  the  resulting  image  is  registered  correctly. 

Following  the  run,  display  of  the  conductivity  map  is  done  with  a PC-AT  based  imaging  system  using  a 
microcomputer  imaging  software  package.  This  hardware  is  capable  of  displaying  512  x 480  x 8-bit 
images,  but  typical  image  sizes  ranged  from  100  to  200  pixels  on  a side.  Using  information  about  the 
dynamic  range  of  the  data  channels  compiled  during  run-time,  a post-run  program  compresses  (or  expands) 
the  12-bit  data  to  fit  the  8-bit  display  range.  The  two  channels  from  the  eddyscope  (x  and  y ) can  be 
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displayed  separately  but  only  single  channel  images  are  presented  in  this  paper 
images  differ  only  slightly. 


Results 


since  the  x and  y channel 


Some  preliminary  scans  with  metal  These 

tov^^cy^X  8)  S’combtne  to  smear  out  any  detail. 


Figure  2a  Eddy  Current  Image  of  HTSC  Disc 
Probe  width  = 0.125" 

Frequency  = 100  kHz 


Fignm  2b  shows  a scan  of  to  same  disc  tong  a 0.050" pnto  »> 

visible  in  this  image,  as  is  an  inlenstly  gradient  running  p surface  8The  slighdy  brighter 

gain  daring  the  run. 


• This  is  due  .0  to  arbitrary  rotation 

outputs).  Often  the  eddyscope  operator  positions  *»srotaUonso  m ^lmo  J ^ The 

undesirable  experimental  arufact  that  can  obscur  ^ images  that  follow  please  note 

channel  not  "corrupted"  by  liftoff  is  then  monitored leased  brightness  does  not 

SSStoy  but  ntdter  «, . conductivity  grudient  between  dun 
region  and  some  other  portion  of  the  scan  area. 
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◄ 0.5"  ^ 

Figure  2b  Eddy  Current  Image  of  HTSC  Disc 

Probe  width  = 0.050" 

Frequency  = 6 MHz 


C sP?imen  examined  (with  similar  dimensions)  had  a crack  clearly  visible  on  its  surface 

SKS  T6  3)'  Rgr  f Sh°WS  **  ***  CUrrCnt  image  when  with  a 0-050"  probe 

filial?'  Th!  k C3?  56  Seen  m ^ ,ower  right-hand  comer  running  from  3 to  5 o'clock.  There  is  also 
^ght  uregulaHty  ,n  the  drsc  edge  to  the  right  of  the  crack;  this  corresponds  to  a small  notch  in  *e 


0.5 


Figure  3 Photograph  of  HTSC  Disc  with  Crack 
Probe  width  = 0.050" 

Frequency  = 6 MHz 


432 


Figure  4 Eddy  Current  Image  of  HTSC  Disc  with  Crack 

Probe  width  = 0.050" 

Frequency  = 6 MHz 


Conclusions 

room  temperature  conductivity.  This  presently  can  be  done  for  flat  bulk  specimens 
several  millimeters. 

Consideration  is  being  given  to  extension  ot  this  lechniqne  rnn » tSS  by 

rr  •■tss.’ss 

Se  eddyscope,  which  cannot  opetale  at  higher  fteqnencies.  The  impedance 

p^Me  might  preside  sufficient  dan,  to.  exuuction  of  absolute  room  iempemttire  conducttvtty,  whtch  would 
provide  information  about  spatial  variation  in  superconductive  pe  ormance. 
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ABSTRACT 

^gt^ulwinasuilablemalrix.  with 

machinesor  by  painting.  The  pam  are  easily  machined.  The  sacrif.ce  is  in  bn* 

electrical  property. 

It's  selective.  AC  fields  are  transmitted  with  minor  attenuation.  Particle  size  and  distribution  have  a profound  effect  on  final 
magnetic  and  electrical  characteristics. 

INTRODUCTION 

High-Tc  superconductors  are  usually  ma^e  m^l^ing'uie  p^e^eran^ 

However,  this  is  not  a field  where  conventional  wisdom  necessarily  produces  the  best  res  . PP 

1 A technique  for  controlling  the  porosity  of  ceramic  high-Tc  supemonduclors  to  any  valae  desired  below  the 

=?^S3E33S5^S33£: 

I S^SSSaasa 

(8)  (9). 

POROUS  HIGH  Tc  SUPERCONDUCTORS 

of  yttrium  in  some  test  runs.  Many  rare  earths  are  reported  to  work  as  well  (10). 

The  nrecursors  are  carbonates  or  oxides  of  the  element  carefully  measured  for  stoichiometry.  They  are  mixed  and  presintered 
rS^wrSTnimun,  wall  contact  for  5 hours  in  d^  air  ,0  950  C and  cooled  tn  the  oven  ovemtght. 
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f ' ThlS  ,S  grOUn,d  in  3 m0rtar  and  1)65116 10  form  a P°wder  0131  wil1  pass  about  90%  through  a 100- 

a small  amoun.  ^n  “ C°™6ntl0nal-  The ' P°wder  is  then  mi^d  with  an  ash-free  spectrographic  grade  cellulose  fiber  and 
results  f nUOrOCarb°n  reSin  powdcr' 11 1S  Pressed  at  30  tons  in  a 2-cm-diameter  die.  A cellulose  reinforced  pellet 

figure  1 is  a 50X  SEM  photo  of  a compressed  pellet  showing  the  squashed  fibers  distributed  throughout  its  body  The  fibers 

is  theretuTk  SOSC  thCirh,dr?  T ^ bU‘k  °fthC  moldedPart-  F*gure  2,at  1500X  SEM,  isa  broken  sample.  The  cellulose 
b has  bccn  crushed  and  shattered  and  is  hard  to  identify.  These  pellets  mold  nicely  and  are  easy  to  handle  The 
cellulose,  crushed  or  not,  reinforces  it  significantly.  y 

THE  SECOND  FIRING 

'Hie  PeHets  are  stacked  so  gases  can  flow  freely  around  them  and  are  placed  in  a silicon  carbide  resistance-heated  tube  furnace 
Th^  LJjJ  T ‘,h  T nd  3t  3 relatlvely  slow  rate- They  ^ gradually  heated  to  400  C to  allow  the  cellulose  to  bum  out  gently 
S5K £55 t0°3nmd  hCalCd  ^ 3 3bour  period  to  950  C.  The  temperature  is  then  increased 

f 2 " 11,8  oxygcn-  e oren  is  UKn  ,un,e<1  off  3,1,1  al,owcd  to  co01 

^5Ultinf,C6raKmic  butt0"s  arc  <Juite  PO^us.  A 100X  SEM  photo  (Figure  3A)  shows  a webwork  of  channels  throughout 
the  matrix.  At  higher  magnification,  tubules  can  be  seen  throughout  the  superconductor  (Figure  3B).  The  ceramic  grains  are 
cemented  together;  however,  all  is  electrically  continuous.  me  ceramic  grains  are 

The  effect  of  FIFE  and  fiber  loading  can  now  be  demonstrated.  Since  the  disks  are  porous,  they  hold  a charge  of  LN  after 

of^^rden^^F^  Th^ley,taUo"  U™e  above  3 nest  of  mag"cts  increases  since  the  disks  do  not  warm  up  as  rapidly  as'thosc 
<-  hrf  . ty-  F,gure  4 shows  the  levitauon  to  be  dramatically  increased  when  .5%  of  fiber  is  added  to  the  disk.  Figure 

of  5%  weight  n^PTF^  charac^sl,cs  arc  rcflccted  in  the  heighl  of  the  Meissner  levitation.  It  is  enhanced  by  the  addition 
of  .5%  weight  of  PTFE  powder.  The  levitauon  height  increases  from  2 to  7.5mm-a  considerable  improvement. 

FLUOROCARBON  RESIN 

The  purpose  of  the  fluorocarbon  (Teflon)  resin  inclusion  is  twofold.  First,  it  acts  as  a mold  lubricant  and  enhances  the 

compaction  of  the  granules  and  fiber.  Second,  it  decomposes  to  form  a fluorocarbon  gas  that  greatly  improves  the  electrical 
and  mechanical  properties  of  the  final  superconductor.  improves  me  electrical 

T labS  iS  th3t  thC  fluorocarbon  8ases  reduce  the  melting  temperature  of  the  surface  of  the  granules,  which 

3B  the^Iln  ? dCf  TSUfe  ‘nlim!te  C°nt3Ct  h6^66"  grains' 11  mi«ht  a,S0  act  as  a crystal  ization  flux.  Note  that  in  Figure 
JB,  the  granules  are  nicely  cemented  together.  s 

“ S'3"dard  C°l>3h  “um  maSnelab°ve  ■ conductor.  The  higher  it  Icviuucs 
the  better.  The  inclusion  of  a moderate  amount  of  PTFE  improves  the  properties  significantly  (see  Figure  5). 

THE  ADVANTAGE  OF  POROSITY 

<S  30  65S6nftial  comP°nent  of  the  high-Tc  superconductors.  It  must  diffuse  through  the  body  of  the  superconductor 

and  interiT  Td°ff  ^ (2)‘  In  3 hlgh‘densily  ceramic,  this  will  take  much  longer  than  in  one  with  porosity 

mH ,2,' ST  ““h  ' rcS“"  iS  higMu3,i,>  8r3n“l3r  “pe-conducm  Wiih  extraordinarily  s^g 

s er  effect.  The  superconducuvity  is  not  confined  to  the  surface  due  to  its  porosity  (11). 

When  electrical  contact  is  made  to  the  superconductor,  the  voids  allow  silver  or  gold  paint  to  soak  in  deeply  making  good 
contact  to  the  bulk  rather  than  just  to  the  surface.  TFat's  advantage  number  one.8 

' H3r iquid <"*■>  sp0"se' 113  pe,lel  is  ^ m,.  it  soaks  it  up  and  St^TSZS^ 

on  its  volume  I'lnnlZ'rii  h"  ““  “I  ^serv“r' 11 »'»  connnue  io  supcicondiict  for  30  seconds  to  1 minute,  depending 

° k 2 6Vaporat6d  from  the  Piece-  The  ‘hkd  advantage  is  that  the  final  fully  fornied  superconductor 

y to  grind  up  without  crushing  directly  through  the  crystals.  As  a result,  we  can  make  powders  of  superconductors, 
perse  them  in  suitable  plastic  binders  and  make  molded  plastics  and  paints  that  have  very  high  Meissner  or  shielding  effects! 
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currents  cannot  exist.  Particle  size  is  an  important  variable. 

ANOMALIES 

The  firing  of  the  superconductor  must  be  carefully  controlled.  A general  rule  is  that 

tTiS  Jhase  will  have  run  o„i  and  been  Hotted  up 
by  the  ceramic  supports.  Higher  bulk  room  temperature  resistance  results. 

SiSSSESsS 

particle  contact  being  well  formed. 

MAGNETIC  SUSCEPTIBILITY  AND  FLUX  PENETRATION  DEPTH 

A 6a  screening  test  for  superconductors  exploits  the  fact  that  their  weak  field  magnetic  susceptibility  is 
IMiSTtc  (12).  We  use  two  pancake  coils  cut  from  an  RF  choke  coil.  They  are  mounted  on  perforated oareu atari. 

Tire  superconduclckimder  tea  is  placed  between  thecoils  so  that  the  threeareparaltelinasantlwtchcoofignration.Asttntod 

OTS-  through  die  sample  and  picked  up  by  the  top  coil.  The  two  srpah . are 
Soscope  and  preserved  with  an  XY  recorder  (the  X scale  records  temperature*  Wh»  Tc  a pasred. 
becomes  opaque  to  the  signal  and  transmission  drops  to  aero.  The  scope  signal  on  the  output  coil  vantshes.  Simple,  easy . an 
fast!  And  superconductors  are  the  only  materials  in  the  world  that  do  this. 

sample  quite  nicely.  It  turns  out  that  their  transparency  is  related  to  particle  size  and  packing  density  and  is  never  as  g 
the  unground  monolith. 

bearing  design. 

MANUFACTURING  TECHNIQUES 

doctoring'  it  ^^a'ca^rsrtpSofCntog^«s(^rn^^t^g6n<^^cured!  it^n  ^^ra^ed^j^^^^and^^res  and 
bonded  Elding  the  en d.  after  dicing 

of  the  granular  material  can  be  mixed  into  epoxy  or  polyester  resin  and  hand  molded  to  surfaces  for 

impregnated  with  suitable  plastics  and  later  machined  into  the  final  shape. 
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, , 6' .Tl!e  imgr°und  ceramic  can  vacuum  impregnated  with  plastic.  This  creates  an  object  that  has  the  strength 

of  the  plastic  but  is  electrically  conducting  across  its  bulk. 

PARTICLE  SIZE 

3 superconductor  is  a one-particle  body.  If  it  is  ground  up,  it  becomes  many  panicles  of  smaller  and 

Progr“ses- Small^st  1S  not  necessarily  best,  since  the  diameter  of  a Cooper  pair  is  on  the  order 
ppro  mately  20  A ( 1 1).  To  make  aplastic  filled  with  superconductive  particles,  it  is  best  not  to  grind  too  fine  or  the  Cooer 
pmr  radius  will  ^encroached.  Circulating  current  and  vortices  will  be  adversely  affected.  Plastics  filled  with  superconductive 
particles  have  been  made  in  two  ranges  of  particle  sizes:  ^ 

1.  ground  and  passed  through  a 100-mesh  sieve;  and 

2.  ground  and  passed  through  a 16-mesh  sieve  onto  a 100-mesh  sieve  (removing  the  fines). 

The  strongest  Meissner  effect  is  from  the  sample  passed  through  the  100-mesh  screen.  Apparently,  the  particles  are  not  vet 

™ P5ck,ng  W,U  fsur*y  good  since  a fuU  of  particle  sizes  passes  through  the  finer  sieve.  The  coarse  material 
has  had  the  fines  removed  so  there  is  a lot  of  resin-filled  space.  The  problem  is  similar  to  that  of  making  concrete  aggregates 
A range  of  particle  sizes  is  required  to  properly  fill  the  space.  The  resin  should  only  be  used  for  a binder,  not  a gap  filler. ' 

PERCOLATING  HEAT  PIPES 

it,te?"Te  deve,°Ped  for  cooling  the  plastic  superconductors  that  dies  not  require  them  to  be  dipped  directly  in 

liftcri.™!  M860  6 P/fSUC  °S  molded  against  a W1°k  of  non  woven  fabric  and  copper  wire  mesh  or  alum  inum  foam . The  fabric 

lilts  the  LN2  via  capillary  attraction  to  the  superconductor.  The  mesh  allows  vapor  to  escape. 

^.r^m^eTfl!0lSre  STUlTuUS,y  m°,ded  in  ^ they  act  as  percolation  paths.  The  wick-fed  fluid 

lhe1suPerconductor  efficiently.  So  far,  this  has  worked  against  a pressure  head  of  about 
2.5  cm.  A remote  source  of  LN2  can  therefore  be  used  to  cool  large  areas  of  superconductors  (Figure  12). 

WEAK  LINKS 

Superconductors  can  handle  very  high  cuirent  density  (100,000  amps  per  square  cm)  in  thin  films  (13)  or  200  to  400  amps 
per  squam  cm  ,n  the  granular  high  Tc  cemmic  (1 1).  This  is  sufficient  if  one  wishes  to  use  them  for  high-power  applicant 

ar‘ngS  H™C^r,t?e  process  ,s  more  complicated  when  used  for  sensors  and  detectors  of  various  sorts.  Their  impedance 
is  very  low  and  difficult  to  work  with.  pcu4nw; 

The  current  must  be  limited  for  such  applications  and  it  is  customary  to  use  a weak  link-a  Dayem  bridge  or  Josephson  device 
to  couple  superconductors  and  reduce  the  current  magnitude  to  manageable  levels.  The  weak  links  must  be  very  small  (9). 

e technique  described  m this  paper  for  controlling  the  porosity  of  theceramic  high-Tc  superconductor  has  the  possibility 
if  earned  to  its  extreme,  to  make  devices  that  contain  a multitude  of  weak  links  in  a "swiss-cheese"  or  sponge-like  structure! 

S°  ^ :thr  b“?  UnaWe  10  gCt  thecircuIating  currents  low  enough  to  measure  flux  jumps  or  magnetic  flux  quanta.  This 
is,  nevertheless,  an  interesting  possibility  and  we  will  continue  to  try. 

SUMMARY 


"WHATS  IT  GOOD  FOR?"  (14) 


ire  very  curious  materials.  In  a sense,  we  can 
be  shoved,  molded  and  concentrated  into 

O Possible  uses  are  in  levitated  bearings,  tracks  and  rails. 

O Gyros  come  immediately  to  mind. 


Non-conductors  that  exhibit  the  exotic  magnetic  properties  of  superconductors 
make  magnetic  field  manipulating  bodies  from  molded  plastics.  Fields  can 
configurations  not  normally  attainable.  For  example- 
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o Beam  shape*  and  plasm.  bonles  are  possible.  Flux  pumps  ami  concentrerere  « easy  u.  make, 
o Magnetic  -MM*  regions  inside  a Meissner  botUe  am  possible.  They  can  be  select  in  iha,  DC  fields  am  sbteided 
better  than  AC  fields. 

O Coils  and  sensors  can  be  embedded  in  the  plastic. 

O A fiber/metal-mesh  heat  pipe  can  help  remolely  cool  die  superconductor.  Percolation  holes  for  LN , in  the  superconduc  tor 
dramatically  improve  cooling. 

The  list  goes  on  and  on  and  the  number  of  applications  seems  to  go  up  dimctly  with  the  number  of  engineers  and  scientists 
that  are  exposed  to  the  possibilities. 

There  is  nothing  new  about  the  idea  of  ^superrariducloe  , ^^ybmdit  by  reading  Newltouse's  book 
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Figure  1.  50X  SEM  showing  cellulose  reinforced 
ceramic  after  molding  and  before  final  firing  in  02. 
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Figure  3A.  100X  SEM  showing  pellet  after  second 
firing.  The  cellulose  has  burned  out  and  left  the  pel- 
let riddled  with  tunnels. 


Figure  3B.  1500X  SEM  showing  a tubule  in  the 
ceramic.  Note  that  grains  are  cemented  (soldered) 
together.  The  pellet  resistance  is  about  .1  ohm  at 
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V.  PIPE  SECOND  FIRING 


Figure  5A.  The  addition  of  PTFE  powder  to  the  pellet  improves  the  Meissner 
e ect  as  measured  by  the  height  of  levitation  of  a standard  magnet  (see  Figure  4) 
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CELLULOSE  FIBER  LOADING 


Figure  6.  Ground  superconductor  passed  through  a 100-mesh  sieve:  a)  50X  SEM;  b)  500X  SEM;  and 
c)  3000X  SEM. 
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Figure  7.  If  superconductors  are  fired  at  too 
high  a temperature,  they  droop  and  stick  tena- 
ciously to  the  ceramic  support.  Best  results  are 
obtained  if  they  are  fired  just  below  this  point- 
tricky  near  1000  C. 


Figure  8.  When  superconductors 


were  stacked  for  firing,  the  lower  one 
showed  glitter  so  we  took  a look  at 
a)  500X  SEM,  and  b)  1500X  SEM. 
Note  the  planes  within  the  crystals. 
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Figure  9.  Two  pancake  coils  are  used  to  measure 
the  magnetic  susceptibility  of  superconductors.  The 
AC  signal  is  applied  to  one  and  measured  with  the 
other.  When  a superconductor  placed  between  them 
passes  Tc,  the  AC  signal  output  vanishes. 
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Figure  10.  Flux  penetration  curve.  With  four  disks  in  a stack  the  penetration 
depth  for  maximum  levitation  is  about  8mm. 
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Fl®Ure,V  ■ a)  SlllConje  rubber  used  as  a binder  with  a polyester  non-woven  fabric  top  and  bottom  gives 
a flexible  superconductor;  b)  Granular  superconductor  compressed  in  copper  tubing  shows  good 
Meissner  effect  when  submerged  in  LN2;  and  c)  Very  good  superconductor  bearings  (above)  Jn  be 

machined  from  plastics  using  a high  loading  of  particles  passed  through  a 100-mesh  sieve.  Below 
complex  shapes  can  be  molded.  ’ 
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Figure  12.  a)  A fabric/wire  mesh  heap  pipe  used  to  cool  plastic  molded  to  its  top;  b)  Percolation  holes 
in  the  top  of  the  plastic  superconductor  assist  greatly  in  cooling;  c)  Magnet  levitates  above  sample  about 
2 cm  above  a reservoir  of  LNr  448 
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Abstract 

A brief  overview  is  given  of  P^^^^^^p^posed  1996*  Cass  ini 

focus  on  outer  PLa"^  Titan^A  proposed  infrared  spectrometer,  CIRS, 
mission  to  Saturn  and  A P ^ Saturn  and  Titan  from  the 

for  remote  sensing  of  the  a p ence  return  of  CIRS  would  be 

Cassini  orbiter  is  presented.  nunnnn.noise  limited  65-90K  infrared 

significantly  enhanced  if  a ne®r  scri  tion  of  the  ongoing  Goddard/NIST- 

detector  could  be  developed.  — * — * - — 


Boulder  effort 
presented . 


to  build  a high 


sensitivity,  high  Tc  bolometer  is  also 


Past  and  Present  Planetary  Exploration,  and  the  1996  Cassini  Mission 

A long  line  of  Fourier  Transform  Spectrometers  < FTS  s > has  made 

significant  contributions  to  our  ^^FTS^of Nimbus*!}  (1969)  and  Nimbus 
satellites,  from  the  earth-observing  FTS  s (1971/1972)  to  the 

4 (1970),  through  the  Mars  observing  F Saturn  and  Titan  (1981), 

Voyager  IRIS  °bservjt rons  of  P T^ge  interferometers  have  returned 

Uranus  ( 1986  ) > and  Neptune  ( • in  Qnite  of  usin? 

substantial  scientific  benefits  (see  figure  thermal- type  infrared 
relatively  insensitive  the  much 

detectors  (detectivity  D*  1 10  cjljz  at  liquid  helium 

more  sensitive  detectors  (D  £ equivalent  power  ( NEP  I by  the 

temperature.  D where  is  the  detector  area, 

relationship  NEP  = Ad  /D* , wnere  ad  Qf  outer 

limited  mass 1eUouttthenuse°of  liquid  helium.  Radiative  and 

coolers3 remain,  for  which  the  Pra=“'^0i°W*peciric.l"  optimized  for 

2 65K)  offers  substantial  improvement  in 9^°T  T°  enhance  the  return 
thermopile  used  on  Voyager/IRI  olanets  planetary  missions  have  a 

compel ling'nee^fo^stnsitive  SUSS  tjp.  detectors,  a need  that 

has  not  been  met  by  detector  development  programs. 

Preliminary  investigations  of  the  cute  planets  ^-e^performe^b  y^ 

the  Pioneer  and  Voyager  spacecraft.  orbital  spacecraft  are 

depth  exploration  of  Jupiter  and  Saturn  „„  j ^acquire  data 

Gal  1 leo  and  Cassini.  °aUle°-  ^““Jed  in  ter ■ s 

atmosphere^' A& series^ of  pl^t'ary  missions  utilizing  a newly-designed 


A severely 
planet 
mechanical 
focal  plane 
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SBTS5 

origin  and  evolution  of  the  solar  system?  information  on  the 

launched  fj'ml  Ibo^jTa  TU.iSJ?^ '/ESA  ■ It  will  be 

2000,  and  Saturn  arrival  in  20^2  S ^ a Jupiter  flyby  in 

enter  the  atmosphere  of  Titan  cnhQO  thf^  ESA*suPPlied  probe  will 

Will  orbit  Saturn  about  60  the  NASA-supplied  orbiter 

2002-2006.  Fi  uJe  1!  times  making  35  close  Titan  flybys  during 

(To  get  a sense  of  scale  the  °f  the  Cassini  orbiter  and  probe. 

3.66  m).  The  orbit”  h«  i*™  ' HGA  > has  a diameter  of 

for  scientific  U^bot^  11° 

hits  per  overpass  of  the  deep-space  network  on  earth!  " milUon 

orbiteiRLdel°!!ieLrpayloadin%TiSsrarn  eX?eriments  on  the  Cassini 
atmospheres  of  Titan  and  Saturn  with  g!od  vertical  reloluUon"  ?" 

Jew  cent  i mete rsPofr the' regoliths  8t^tospheres  * aad  inti  tJ^upp^r 
by  CIRS  includes!  l,dete?mina?Ln  oJCJhf^CHS;  ^ SCienCe  addr*ssed 

test  theories  of  atmospheric  dynamics  Ind  ^ne«l  '° 

role 'in  dynailSs^S?  deleTmlnTtili  ^glob  t0  determlne  their 

determine"^  f f ec  t s'o  f ^c  he  trackin*  ^ompSJtJo^rtrt  ^ 

the  synthesis  of  organ studying 

equilibrtui  processes  i^the^pier  > rmi"at  ion  of  information  on  non- 
information on  at^osph^ic  tr  rt stratosphere,  and  8)  de te rm i na t i on  of 

' The 

1 inear  'mo  tor 1 figure  aV®1  ™i*?Ifr?Ter  J°nf  Uuvat  ion  with  a common 

1 on  Cm  9 a single  thermopile  detector  frnm  ?nn  "1 

detectors  proposed  for  CIRS  in  focal  planes  1 and^^Tt eh?nS^  lnfrare<i 
fnhGermany^S  "ntversity 
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A rich  array  o 
stud ied  with  the  th 
Nevertheless*  & ?re 
altitudes  could  be 
available.  Beyond 
proposed  missions  t 
and  meteorology  of 
Planetary  observati 
Space  Station  would 


f molecular 
ermopile  det 
ater  array  o 
observed,  we 
Cassini , an 
o study  the 
the  planetar 
ons  from  ear 
also  bene f i 


species  on  Saturn  and  Titan  may  be 
ectors  currently  baselined  for  CIRS. 
f trace  molecules  over  a wider  range  of 
re  more  sensitive  detectors  to 
improved  thermal  detector  would  benefit 
elemental  composition,  cloud  structure, 
v atmospheres  of  Uranus  and  Neptune, 
th-orbiting  telescopes  (Plato)  and  on  the 

t . 


Possible  Improvement  with  Long-Wavelength  Detectors 

Higher  sensitivity  with 

detectors  would  greatly  improv  Titan’s  atmosphere,  and  will 

detected  hydrocarbons  and  nitril  Knowledge  of  the  altitude  and 

pern.it  the  detection  of  new  to^e  understanding  of  the 

spatial  distribution  of  mnlpcules  in  Titan’s  atmosphere.  A 

chemistry  of  the  oxygen-bearing  molecules  calculated  for  Titan,  a 

synthetic  far-infrared  limb  ion  lines  are  due  to 

portion  of  which  is  shown  in  -iri^nt  at  42  2 ci”^.  Also  shown  are 

HCN  and  CO-  a strong  CO  line  i.  CIRS  thermopile 

the  error  bars  for  the  Projected  sensi  V of  3xiolS.  It 


It  is 


the  error  bars  for  the  project.^  - ^assumed  D*  of  3x10 

detector,  and  for  an  HTS  detec  ° the  increased  sensitivity  of  the  HTS 
evident  from  the  comparison  that  the  tude  and  spatial 

detector  is  required  for  ClHb  to  map  luc 
distribution  of  this  key  oxygen-bearing  species. 

The  sharp  change  in  magnetic  and  tr^"®p°tt  Proper  near-phonon- 

superconductors  at  the  transition  opens  the BPOSsibric  -responses  in 

noise  limited  a‘  " haVe  been  demonstrated  by  a number  of 

Irlupi:5'^  ^nc  luding  "^ol  laborat  ion  betneen^oddard^nd^  ^ ^ 

kinet icU indue tance°bolometerI^  which  has  been  demonstrated  in  low  Tc 
materials  but  not  yet  m high  Tc . 

The  initial  Goddard/NIST  effort^as^a  transit  ion-edge^resistance 

bolometer  in  the  composite  geometry,  and  thermal  isolator 

radiation  absorber,  superconductor  thermome  , d meander 

(figure  5).  The  superconductor  thermometer  is  in  the  f inductance 
line  which  is  also  suited  to  implementation  as  a K 19g9>  The 

bolometer.  A prototype  device  was  fabricated  >d  due  to  the 

prototype  -«ered  from  a ong  time-constant, JO  ^ ^ 

heat  capacity  of  the  unaeriyi  ^ 3 

Efforts  since  then  have  centered  on  -^^S%oh:tchaSr^Ctoy-°f 
the  substrate. _ Attempts  are  un  under  consideration  is  using  a 

thickness  of  2o  microns  or  . Work  is  being  pursued  under 

substrate  with  a lower  specific  he  * to  attempt  HTS  deposition 

Goddard  sponsorship  at  a num  er  ° t - t 15  times  lower  that 

on  diamond,  which  has  a ^^The  A^M  co^poLtion  (Conn.)  is  being 
alternate  substrates  at  80k.  T ‘ ' . • Research  program,  first 

funded  within  the  Small  US1£base  II  to  grow  HTS  thin  films  ( YBaCuO  and 
under  Phase  I and  now  under  Phase  II,  to  grow 
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Initial  Iff  M0C^  on  artificially  grown  diamond  films. 

Initial  attempts  without  a buffer  layer  have  failed;  buffer  laver 

eve  opment  has  begun  and  will  be  continued  under  Phase  II.  A small 
purchase  order  was  awarded  to  CVC  (New  York)  to  attempt  sputter 
deposition  of  \BaCuO  on  natural  type  Ha  diamond.  Deposition  without  a 
buffer  layer  resulted  in  poor  adhesion.  The  initial  attempt  wUh  a 
poljcrj stal 1 me  MgO  buffer  layer  resulted  in  good  adhesion.  At  Catholic 
niversity  an  attempt  was  made  to  deposit  a thick  film  of  YBaCuO  on 
natural  diamond  --  this  also  resulted  in  poor  adhesion.  NIST/Boulder 
has  implemented  a laser  ablation  system  and  will  attempt  laser  ablation 
epos  1 1 ion  on  diamond.  NIST  and  Goddard  will  also  be  looking  into  a 
silicon  based  bolometer.  Silicon  as  a substrate  is  a compromise  choice 
Jhl  6 not  having  as  low  a specific  heat  as  diamond,  there  is  much 

deposi ted FHTSC thin  fill*  lng/thl"ning  ltj  and  various  groups  have  already 
deposited  Hlb  thin  films  on  silicon# 

HTS  tiine1constant-  the  low-frequency  excess  noise  in 

St  1 needS  t0  be  controlled . It  has  been  noted  that  minimization 
of  the  excgss  jgise  in  \BaCuO  films  on  SrTi03  requires  c-axis 

alignment.  It  is  not  known  to  what  degree  this  is  possible  on 

diamond:  Lndoubtedly  the  choice  of  buffer  layers  will  play  a key  role 
As  it  has  been  noted  that  thallium  films  can  have  high  critical  currents 
even  m unoriented  form,11  thallium  films  appear  to  have  better  °UrrentS 

en?trgra?Uiaf  conta^t  and  m&y  be  a candidate  for  low-noise,  non- 
with  a's  1 3 T diaraond>  Alternatively,  a bolometer  could  be  made 

with  a silicoy  substrate  and  a SrTi03  buffer  layer15  or  a BaTiOo/Mg A1 oO  . 

grown1*  layer>  UP°n  Which  eP  it  axial  c-axis  oriented  YBaCuO  ha  2 4 


Prospects  for  HTS  Bolometers  on. Planetary  Mi 


ssions 


alpo  "XCitlng  data  0r!  the  outer  Planets  and  their  satellites  have 
already  been  obtained  with  fairly  insensitive,  thermal-type  infrared 

I " ”",,  detect  greatly  frcm  a^p^ved 

chwarz  t>pe  thermopiles,  which  are  capable  of  a D*  of  3 to  4x10^  and  a 

£he%Eriia2bo^  the  CIR?  d«tector  diameter  of  1.1  mm 

• r is  about  3x10  W/Hz  over  wavelength  ranges  of  16  to  50 

therHTS  bolomett0  1 °°?  ,mic r°ns ; To  displace  the  thermopile  detectors, 
fnb  1 W°Uld  n!6  either  to  improve  the  time  constant  to  at 

Least  10  ms,  or  improve  the  D*  to  at  least  7xl09.  If  improved 

sensitivity  is  demonstrated,  certain  environmental  capabilities  also 
need  to  be  demonstrated.  Below  is  a brief  list  of  nominal  requirements 
tor  the  Cassini  mission. 


Lifetime/passivation  (high  vacuum): 
Thermal  cycling,  300K  to  80K: 
Radiation  hardness: 

Launch  vibration: 


12  years 
numerous  times 
15  krads,  total  dose 
15  g’s,  ~ 3 minutes. 
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TABLE  1 CIRS  INSTRUMENT  PARAMETERS 


TELESCOPE  DIAMETER  (CMV 

50 

interferometers- 

FAR-IR 

MULffi 

TYPE: 

Polarizing 

Michelson 

SPECTRAL  RANGE  (cm*1): 

10  - 300 

200  - 1400 

SPECTRAL  RESOLUTION  (cm*1): 

0.5  - 20 

.05  - 20 

INTEGRATION  TIME  (sec): 

50 

50 

FOCAL  PLANER- 

FP1 

FP2 

EE2 

FP4 

SPECTRAL  RANGE  (cm*1): 

10-300 

200-650 

600-1100 

1100-1400 

DETECTORS: 

Thermopile  Thermopile 
(1)  (1) 

HgCdTe 

(1x20) 

HgCdTe 

(1x20) 

PIXEL  F-O-V  (mrad): 

4.3 

4.3 

.2 

.2 

PIXEL  AO  (cm2sr): 

3 x 10*2 

3 x 10*2 

8 x 10*5 

8 x 10*5 

D*  (cm  Hz  ^2  W*1) 

3x  109 

2 x 109 

3 x 1010 

5 x 1011 

NEP  (WHz*172): 

3 x 10*11 

5 x 10*11 

8 x 10*13 

5 x 10*14 

NESR  (W  cm*2  sr'Vcm*1): 

4 x lO*^ 
(0.5  cm*1) 

6 x 10*9 
(0.5  cm*1) 

4 x 10* 19 
(5  cm'1) 

2 x 10*10 
(5  cm*1) 

DATABAND  (Hz): 

.4-12 

8-26 

24-44 

44-56 

TEMPERATURE  (K): 

170 

170 

80 

80 

INSTRUMENT  TEMPERATURE  (K): 

170 

DATA  BIT  RATE:  2000  Bits/sec 


POWER: 

WEIGHT:  INSTRUMENT 

ELECTRONICS/POWER  SUPPLY 
TOTAL 


21  W (Avg):  26  W (Peak) 

19  Kg 

8 Kg 
27  Kg 
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brightness  TEMPERATURE  (K) 


Fig-  1 


The  brightness 
nperatures  of  typical  nadir 
lission  spectra  obtained  by  various 
acecraft.  The  broad 

ectral  coverage  permitted 

(anticipated  discoveries  as  well  as 
e simultaneous  retrieval  of  many 
mospheric  parameters  including 
mperatures,  gas  abundances,  and 
srosol  properties.  CIRS  will  use 
mb  sensing  of  Saturn  s and  Titan  s 
ratospheres  to  obtain  an  altitude 
(solution  < one  scale  height  for 
imperature  and  composition 

,udies. 
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CASSINI  SPACECRAFT  CRUISE  CONFIGURATION  -FRONT  ISO 


y a Optical  schematic  of  CIRS, 


Fig.  3 b Exploded  view  schematic  of  CIRS. 
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42  -43  .44  45 

Wa  enumber  (cm  ) 


Fig.  4.  Synthetic  Titan  limb  tangent  spectrum.  The  smaller  la 

error  bars  of  the  HTS  detector  will  allow  CO  to  be  measured 
in  the  FIRS  spectrum. 
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Fl> ?' • ® a)  °-2^m-thick  Y.B^CujO,  film  is  patterned  into  a meander  line 
with  20 fxm  width,  filling  an  area  of  1.5X  1.5  mm  with  a total  length  of  76 
mm;  the  1.8x2.7mm  SrTiO,  substrate  is  500  um  thick,  (b)  2.5x4.0mm 
Si  wafer,  25  /zm  thick,  is  coated  on  one  side  with  0.1  fim  of  bismuth  and  is 
bonded  on  the  other  side  to  the  SrTi03  with  epoxy. 
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THE  EttE  FILMS  OF  YBa„Cu.,0-. 


A Mogro- Camper o and  L.G.  Turner 
GE* Research  and  Development  Center 
Schenectady,  NY  12301 

A.  Bogorad  and  R.  Herschitz 
GE  Astro -Space  Division 
Princeton,  NJ  08543-0800 


ABSTRACT 

Thin  films  of  mjuC.,0  (™C0)  were 

ditions  on  a low  earth  orbit  satellite..  ^_ra„rature  up  to  ± 80° C in  vacuum 
polycrystalline  YBCO  films  were  eye  e in  room  temperature  resistance  of  an 
and  in  nitrogen  for  hundreds  of  cY^e  - the  superconducting  transition 

epitaxial  YBCO  film  increased  by^bout  10%^^  f<P  & polycrystalline  YBCO 
temperature  was  unchanged.  T _frconia  buffer  layer,  for  which  the  transi- 

film  on  oxidized  silicon  with  a zij£°  test  was  carried  out  for  epi- 

tion  temperature  decreased  by  3 . ,,  about  230  days  in  space) 

taxial  films.  After  3200  J^cri tical'current  densities  remained  unchanged, 
transition  temperatures  and  critical  cune 

INTRODUCTION 

The  refrigeration  of  superconductors  ^ ^^^d^°^d^gamaterials^werernot 

lem.  The  problem  could  be  less  se  experiments  of  YBCO  thin  films 

::«1a:n"dn0out"hU?aboratPory  chambers  to  simulate  temperature  exposure  rn 
space  missions . 

Thermal  cycling  exper iments  per- 

eclipses  of  a low  earth  orbit  s ® ® adation  in  room  temperature  resistance,  the 
formed  to  search  for  P°sslb3®^^a10and  the  critical  current  density.  The 
zero  resistance  “ansition  te  P . ^ half  a year  in  space, 

maximum  number  of  cycles  correspond 


EXPERIMENTAL  CONDITIONS 


and  Cu  and 


Thin  films  of  YBCO  were  formed  by  eoevaporationTOf  ln 

££*£££  SSHlS4  brical  J-  microstructural  stu- 

dies  of  these  types  of  films  have  been  publrshed  ( ] • 
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cyclin^is'relatlvely^slow^l^cyclea  VT*  b™ 

extensive  thermal  cycling  a separate  rhl  ? 7 *?  chamber  used> • For  more 
used,  which  allowed^  ^U^tTTf  ”a3 

film  on  (100)PSrTi03amairPolycrystailflle  YBCOtfilmSiSted  ^ epitaxial  YBC0 
layer  on  oxidized  silicon  Ld  o^polycrvstlmnf  ^ 3 *lrC°nia  buffer 
unpatterned,  and  subjected  to  a few  hundred  It ? alumina-  These  samples  were 
second  set  of  samples  were  Datterned  K u cycles,  as  explained  below.  The 

acid  etch  to  produce  a bridge  400  um  Iona  and  20  °grapby  and  a weak  nitric 
evaporated  on  these  samples®^  LnLle^at  tsoV?  C°ntac  ts  were 

resistance  contacts  for  resistivitv  and  pHf-5°,C  f°r  °’5  h to  Provide  low 

samples  were  characterized  by  fou/probe  electrical^^  n,easureraents  ■ All- 
pressure  contacts.  A 1 aV  criterion \ measurements  by  using 

current  density  was  used  W the  a determination  of  the  critical 

were  cycled  in  nitrogen  for  thousands  of'cycS  as  .SuImJT''1  “T1” 
in  the  next  section.  y S’  as  exPJ-aineo  m more  detail 


RESULTS 

cumulative  exposure  ThePtemperatureWcv1T1- FigUres  1 and  2-  Each  sample  had  a 

2.  After  5 cycles  at  ± 50»C  in  vacuum 

3.  After  an  additional  200  cycles  at  ± 50°C  in  vacuum 

5’  AfrGr  an  a*?jftional  200  cydes  at  ± 60°C  in  nitrogen 

ter  an  additional  200  cycles  at  ± 80°C  in  nitrogen. 

The  zero  resistance  transition  temoerat-uT-e  /t  \ ■*. 

transition  width  is  unchanged  in  Fi/  7!LT  (Tc}  rfmains  constant,  the 

Fig.  2,  and  the  room  temperature  tolLlut'J  l “T'  °ne 

ture  cycling  (R  ) increases  at  fivct  k ♦-  normalized  to  that  before  tempera- 

about  10%  in  Fig.  1 and  about  Fig.S2*”S  “ StaMU2e  “ increases™©! ra" 

dised^oT^TI  ;:“i^iTbuSerrai°'9  ""  thl°k  YBC0  fil»  O"  <*i- 

to  200  cycles  at  ± 80°C  in  nitroeen  The  t-  * 71113  samPle  was  subjected 

siti  h rssrj?: 86 

p«.^.*ga2;i(ss  «««•*» 

^rh^“e0?:npaattterrd“mpehratura> 

(^c ) 2raeasurements  could  be  performed.'^  1°  >iden' 

samplesmafter  the^erS^of  test?nf°?hf normafi^d  K fre  unchanied  these 
tore  resistance  nas  the 
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Fig  1 Electrical  parameters  measured  after  each  cycling  stage  (defined  in 
the’ text)  for  a 0.5  mu  thick  YBCO  film  on  (100)  SrTi03 . From  top  to  bottom: 
the  10  to  90%  transition  width,  the  zero  resistance  transition  temperature, 
and  the  room  temperature  resistance  normalized  to  that  before  temperature 
cycling. 
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TEMPERATURE  CYCUNG  STAGE 


Fig.  2 Electrical  parameters  measured  after  each  cycling  stage  (defined  in 
the* text)  for  a 0.7  ym  thick  YBCO  film  on  polycrystalline  alumina  with  a 0.5 
pm  zirconia  buffer  layer.  The  parameters  are  defined  in  the  caption  to  Fig.  1 
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into  account  measurement  errors : an  increase  by  3%  in  the  control  sample  and 
oy  in  the  sample  which  underwent  temperature  cycling. 


DISCUSSION 

YBCO  fn m«emPffatUre .cycJin6  experiments  we  have  performed  show  that  epitaxial 
YBCO  films  suffer  only  minor  changes  after  temperature  cycling,  with  somewhat 

C^angeS  found  f°r  Polycrystalline  YBCO  films.  Significant  changes  in 
ctrical  parameters  of  YBCO  films  have  been  reported  after  storage  for  a few 
SIS  “ nitf°f"  51  • We  believe  that  the  relatively  good  performance  of  our 

, Hi  ls  relat®d  to  the  fact  that  BaF2  was  used  as  a"  evaporation  source 
leading  to  much  more  rugged  films  [6] 7 

Even  though  the  film  annealing  is  performed  in  wet  oxygen  to  remove  the 

“V"?  we  have  found  by  x-ray  photoelectron  spectroscopy 

that  a clearly  identified  about  1 atomic  % fluorine  abundance  remains  in^he 
surface  region.  We  speculate  that  the  fluorine  improves  the  degradation  per- 
formance  of  these  films.  As  suggestive  evidence  we  cite  Tressaud  et  al  f71 
who  find  for  YBCO  that  a thin  surface  layer  containing  fluorine  provide.  Ji- 
tection  against  hydrolysis  and  gas  exchange,  and  Vasquez  et  al  [8]  who 
report  reduced  reactivity  to  air  for  YBCO  treated  with  HF. 


filmed  results  of  this  study  are  encouraging  for  the  use  of  epitaxial  YBCO 
films  in  low  earth  orbit  satellites  from  the  viewpoint  of  temperature  cycling 
since  the  transition  temperature  and  critical  current  density  do  not  change 
after  extensive  temperature  cycling.  Thus,  even  with  the  lack  of  protective 
layers,  the  thin  YBCO  films  do  not  necessarily  have  to  be  cooled  when  not  in 
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ABSTRACT 

The  SQUID  susceptibility  using  a high-temperature  rf  SQUID  and  a normal  metal  Dick  un  mil 

0f  d'e1san'Ple-  Th'  magnetic  moment  resolution  of  the 
aevice  is  lxiu  emu,  and  that  of  the  susceptibility  is  5xl06  emu/cm3. 

1.  INTRODUCTION 

Since  Colcough  et  al.  (1)  first  revealed  the  existence  of  intrinsic  rf  SQUID  effect  in  high  T 

h^r~mrfSOUro°sf„ TT™  **  ® w^o  deviate^from  "the  applicable 
<;nr  Trn  . , , . Q * ce  I^en>  niany  laboratories,  including  ours,  have  made  rf 

cS  te  m2  3 l0Wn  Tre,S  (3'8X  Bef°re  3 Hquid  nitro6en  superconducting  flux  transformer 
made,  a pick-up  coil  made  of  normal  metal  is  used  in  this  device  The  intention  of  thic 

work  is  to  substitute  the  low-temperature  liquid  helium  device  with  the  high-temperature  SOU7D 
whtie  keeping  the  extraordinaty  featutes  of  a SQUID  variable  tempentmm 

™meric  fe^^e*0 *0  IT  Tte  feV.c,0£ed  “ this  'aboratoty  is  from  77  K to  300  K,  and  the 
films  “ bMn  used  to  chlna«ariae  superconducting  thin 

2.  EXPERIMENTAL  SETUP  AND  OPERATIONS 

ISrifsvsfem  ‘SS”' SamP  •'  Chamberi  magne‘- dewar-  and  a cornputerized  data 

tics'rvLr  dc'end^  To°red  “ °f  deVice  “ 77  K The  inset  is  iK  noise  output  characteris- 
tics  near  dc  end.  To  reduce  the  external  interferences,  the  SQUID  is  placed  in  a YBCO  snner 

n^dtoTh  SfCrmug  h°ll0W  CyIinder- In  this  experiment,  a pick-up  coil  made  of  normal  metal  is 
used  to  substitute  the  superconducting  coil  before  a satisfactoiy  superconducting  flux  trans 

former  working  in  liquid  nitrogen  can  be  made.  The  inductances  of  the  pick-up  coll I7the  input 

me Lfm-1  JT®  l°  “ **  77  K SQUID‘  men  a «***»!  is  picked  up  with  a nomal 

metal  coil,  the  amount  of  the  signal  depends  not  only  on  the  moving  speed  of  a sample  but  also 

°h"  S ^aiive  position.  If  a pick-up  signal  is  calibrated  with  a standard  sample  in  tlJsame  way 
that  sample  is  measured,  then  a normal  metal  pick-up  coil  can  also  generate  a signal  propor- 
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tional  to  magnetic  moment.  This  idea  is  the  mail  feature  of  this  apparatus,  which  bursts  the  idea 
that  a superconducting  flux  transformer  must  be  used  in  the  application  of  a SQUID.  Our  recent 
test  of  a superconducting  flux  closed  circuited  in  liquid  nitrogen  temperature  using  the  SQUID 


Figure  1.  The  noise  spectrum  of  the  device  at  77  K. 


shows  that  a closed  flux  transformer  can  be  made  (9),  although  it  is  not  yet  mature  enough  to  be 
used  in  a susceptometer.  The  normal  metal  coils  used  in  this  experiment  are  a pair  of  counter- 
wound coils  100mm  apart  from  each  other  and  with  the  same  number  (N=60)  of  rings  on  each 
coil.  The  electronics  employed  here  are  those  used  in  a usual  liquid  helium  rf  SQUID  similar  to 
the  S.H.E.  330  SQUID  system.  Our  sample  chamber  system  consists  of  a thermostat,  a tempera- 
ture measuring  and  controlling  part,  and  a sample  transmission  mechanism.  The  temperature 
difference  between  the  sample  space  and  the  sample  itself  is  corrected  by  the  calibration. 

A normal  metal  solenoid  is  used  to  supply  the  magnetic  field  for  the  system  before  a satisfactory 
high-T  superconducting  magnet  can  be  made.  The  normal  magnet  used  here  supplies  a center 
field  as  high  as  0.1  T when  the  current  is  2 A. 

The  vacuum  adiabatic  method  is  used  to  keep  constant  temperature.  The  temperature  decrease  is 
obtained  with  a phosphorous-copper  ring  mounted  between  the  sample  space  and  the  liquid 
nitrogen  chamber.  The  sample,  which  is  suspended  on  a string,  enters  the  sample  space  from  the 
top  of  the  dewar.  When  a heater  is  not  turned  on,  the  typical  liquid  nitrogen  consumption  is  about 
2 liters/day. 

The  procedures  of  sample  measuring  are  similar  to  those  for  the  liquid  helium  SQUID  suscep- 
tometer. The  difference  in  measuring  with  a superconducting  flux  transformer  is  that  with  a 
susceptometer,  the  amount  of  the  signal  has  to  be  calibrated  using  a standard  sample  while 
maintaining  the  moving  sample's  orientation.  The  standard  samples  are  annealed  high-purity 
aluminum  and  gallium  cylinders. 
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3.  EXPERIMENTAL  RESULTS 


The  experimental  results  demonstrate  that  the  design  of  the  normal  metal  coils  does  work,  except 
the  absolute  value  of  the  susceptibility  has  to  be  calibrated. 


Figure  2.  Meissner  and  screening  effects  of  a small  sample  of  YBCO. 


Figure  2 displays  the  Meissner  and  magnetic  screening  effects  of  a small  piece  of  Y-Ba-Cu-O 
sample  (3  mg)  detected  by  this  device  when  the  external  field  is  100  Oe.  In  measuring  the  mag- 
netic screening  effect,  the  magnetic  field  is  lowered  to  zero  first;  the  sample  temperature  is  then 
dropped  to  77  K from  room  temperature.  After  a certain  magnetic  field  is  applied,  magnetic 
moment  signal  is  measured  at  increasing  temperatures.  In  measuring  Meissner  effect,  the  mag- 
netic moment  signals  are  measured  at  a given  field  while  the  sample  temperature  is  lowering 
from  a temperature  well  above  T..  The  results  in  Figure  2 show  that  the  Meissner  signal  is  about 
60  percent  of  that  of  screening  effect,  which  gives  useful  information  for  improving  the  sample 
making  technology. 

Figure  3 gives  a magnetic  transition  curve  of  a YBCO  superconducting  thin  film  detected  by  this 
apparatus.  The  film  thickness  is  about  3000  to  5000  A,  and  the  applied  field  is  3 Oe.  The  transi- 
tion temperature  determined  by  this  VTS  is  82.3  K which  is  very  close  to  the  value  T , zero- 
resistance  temperature  found  by  the  four-probe  method.  In  the  case  when  the  SQUID^s  function- 
ing as  a sensor,  the  measured  field  is,  in  principle,  a relative  change,  and  a calibration  has  to  be 
done  to  determine  the  absolute  value  of  moment  and  susceptibility  from  a signal-even  in  a liquid 
helium  SQUID  susceptometer. 

It  is  more  important  when  normal  metal  pick-up  coils  are  used  in  the  liquid  nitrogen  device.  A 
special  moment  calibrating  coil  is  employed  to  supply  a certain  value  of  a magnetic  moment.  The 
moment,  m,  of  the  coils  calculated  as  m=NSI,  where  N is  the  number  of  the  circles  of  the  coil,  S 
is  the  average  area  of  the  coil,  and  I is  the  current  through  the  coil.  In  this  experiment,  N=30,  the 
average  diameter  of  the  coil  is  about  0.3  cm,  and  the  moment  resolution  of  the  device  is  about 
1x10 6 emu  due  to  the  signal  size  and  the  device  resolution.  Some  metallic  diamagnetic  materials 
with  high  purity,  such  as  aluminum  and  gallium  are  used  to  calibrate  the  susceptibility  values. 
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Figure  3.  Magnetic  transition  curve  of  a YBCO  thin  film  detected  by  the  device. 


The  calibration  shows  that  the  susceptibility  resolution  of  the  device  is  consistent  with  that 
estimated  from  the  measurement  on  a small  sample  of  high-T  superconductor,  namely,  about 

5x10  6 emu/cm3. 

In  summary,  the  SQUID  susceptibility  using  a high-temperature  rf  SQUID  and  a normal  metal 
pick-up  coil  can  be  employed  in  testing  weak  magnetization  of  a sample.  The  susceptibility 
transition  curve  of  superconducting  thin  film  and  the  calibrations  of  metallic  diamagnetic 
samples  show  the  feasibility  of  usage  of  the  non-superconducting  transformer  on  the  SQU  . 
The  magnetic  moment  resolution  of  the  device  is  lxlO6  emu,  and  that  of  the  susceptibility  is 

5xl0‘6  emu/cm3. 


The  work  is  supported  by  China  National  Center  for  Research  and  Development  on  Supercon- 
ductivity, and  Hong  Kong’s  K.C.  Wong  Education  Foundation. 
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The  coupling  between  copper-based  high  temperature  superconductors  (HTS)  and  magnets  can  be  represented 
. f rlH  7-m.f5.id  cooled  experiments  were  performed  with  several  forms  of  superconductors.  l)cold- 

tod  in  epoxy  polymera. and  3)  small  particles  sendee m 

hydrocarbon  waxes.  Using  magnets  with  axial  field  symmetries,  direct  spatial  force  measurements  ui ithe  range 
0 f^^^re  perfomted  with  an  analytical  balance  and  force  constants  were  obtained  from  mechanical 

»•  -oi  r.«nn»nces  Force  constants  increase  dramatically  with  decreasing  spatial  displacement  The  force  fie  d 

net  toe  resulting  ton  the  T,eld  interaction  appeara  to  arise  Don,  regrons  as 
OTtdl  or  smaller  than  the  grain  size  and  does  not  depend  on  contiguous  electron  transport  over  large  areas.  Resu  is  o 
these  experiments  will  be  discussed. 

The  practical  implications  are  that  machinable  composite  HTS  structures  with  desirablesPength.^ermal 
and  B-field  properties  can  be  produced.  As  an  example,  we  will  demonstrate  a prototype  magnetic  roto 
^ composile  HTS  stiuclure.  Reunion  is  excited  by  a ihrae  phase  s*rare  wave 

oscillator  and  the  bearing  can  be  operated  at  20000  rpm. 


* Work  at  die  Argonne  National  Laboratory  was  performed  under  the  auspices  of  die  US.  Deparmm  d ’Energy 
Superconductivity  Pilot  Cenler.  Office  of  Energy  Storage  and  Distrrbuuon.  under  Contract  W-3M09.Eng.38. 
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F.C.  Moon 


Mechanical  and  Aerospace  Engineering 
Cornell  University 
Ithaca,  New  York  14853 

In  September  1987  researchers  at  Cornell  levitated  a small  rotor  on  superconducting 
bearings  at  10,000  RPM,  In  April  1989  a speed  of  120,000  RPM  was  achieved  in  a 
passive  bearing  with  no  active  control.  The  bearing  material  used  was  YBa2Cu307.  There 
is  no  evidence  that  the  rotation  speed  has  any  significant  effect  on  the  lift  force.  We  believe 
that  the  attainable  rotation  speeds  in  a vacuum  will  be  over  300,000  RPM  in  the  near  future. 

Magnetic  force  measurements  between  a permanent  rare-earth  magnet  and  high-Tc 
superconducting  material  versus  vertical  and  lateral  displacements  have  been  made.  A large 
hysteresis  loop  results  for  large  displacements,  while  minor  loops  result  for  small 
displacements.  These  minor  loops  seem  to  give  a slope  proportional  to  the  magnetic 

stiffness,  and  are  probably  indicative  of  flux  pinning  forces. 

Experiments  of  rotary  speed  versus  time  show  a linear  decay  in  a vacuum. 
Measurements  of  magnetic  drag  forces  of  a magnetic  dipole  over  a high-Tc  superconducting 
disc  of  YBCO  show  that  the  drag  force  reaches  a constant  value,  independent  of  the  speed. 
Damping  of  lateral  vibrations  of  levitated  rotors  have  been  measured  which  indicates  that 
transverse  flux  motion  in  the  superconductor  will  create  dissipation. 

As  a result  of  these  force  measurements  we  have  been  able  to  design  an  optimum 
shape  for  the  superconductor  bearing  pads  which  gives  good  lateral  and  axial  stability. 
Recent  force  measurements  on  melt-quench  processed  superconductors  indicate  a 
substantial  increase  in  levitation  force  and  magnetic  stiffness  over  free  sintered  materials. 

As  a result,  application  of  high-Tc  supeconducting  bearings  are  beginning  to  show  great 

promise  at  this  time. 

F.C.  Moon  M.M.  Yanoviak,  R.  Ware,  "Hysteretic  Levitation  Forces  in  Superconducting 
fyi-gmirg,"’  Appl.  Phvs.  Lett.,  52  (1988)  1534-1536. 
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PROGRESS  OF  RESEARCH  OF  HIGH-Tc  SUPERCONDUCTORS 


Shoji  Tanaka 

Superconductivity  Research  Laboratory 
ISTEC 

10-13  Shononome  1-Chome,  Koto-ku 
Tokyo  135,  Japan 


ABSTRACT 

The  research  of  high-Tc  superconductors  has  made  big  progress  in  these 
last  few  years.  New  materials  were  found  and  the  systematic  invest i- 
gations  of  these  materials  must  contribute  to  understanding  the  mechanism 
of  high-Tc  superconductivity. 

The  critical  currents  in  thin  films,  bulks  and  tapes  increased  drastically, 
and  the  origin  of  flux  pinning  will  be  clarified  m the  near  future. 

These  progressions  give  us  a view  of  a bright  future  of  high  Tc  super 
conductivity  in  both  the  basic  and  application  research  areas. 

Recent  activities  in  research  of  high-Tc  superconductivity  and  supercon- 
ductors in  Japan  will  be  overviewed. 
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PROSPECTS  AND  PROGRESS 

OF  HIGH  TC  SUPERCONDUCTIVITY  FOR  SPACE  APPLICATIONS 

Robert  R.  Romanofsky  and  Marty  M.  Sokoloski 
National  Aeronautics  and  Space  Administration 
Washington,  D.C.  20546 

Abstract 

it  had  been  recognized  from  the  onset  that  high  temperature 
superconductivity  held  great  promise  for  ^^or  adv^ees  across 
broad  range  of  NASA  interests.  The  current  effort  is  organi 
around  four  key  areas:  communications  and  data,  sensors  and 
cryogenics^  propulsion  and  power,  and  space  materials  technology. 
Recently,  laser  ablated  YBa2Cu307-x  films  on  LaA103  produced  far 
superior  RF  characteristics  when  compared  to  metallic  films  on  the 
same  substrate.  This  achievement  has  enabled  a number  of  unique 
mlclowavf  l^ice  applications,  such  as  low  insertion  loss  phase 
shifters  and  high-Q  filters.  Melt  texturing  and  melt-quenched 
techniques  are  being  used  to  produce  bulk  J^terial  °^imiz 

maanetic  properties.  These  yttrium-enriched  materials  possess 
enhanced  flux  pinning  characteristics  and  could  lead  to  prototype 
crvocooler  beamings.  Significant  progress  has  also  occurred  in 
bolometer  and  current  lead  technology.  Studies  are  being  conducted 
to  evaluate  the  effect  of  high  temperature  superconducting 
materials  on  the  performance  and  life  of  high  power  magneto- 
Dlasma-dynamic  thrusters.  Extended  studies  have  also  been 
performed  to  evaluate  the  benefit  of  superconducting  magnetic 
InergrSoragS  for  LEO  space  station,  lunar  and  Mars  mrssron 
applications . 

Tpi-  reduction 

NASA  has  sustained  a significant  effort  in  low  temperature 
superconductivity  research  and  development  because  of  the  unique 
applications  to  spaceborne  science  instrumentation.  A curre 
example  is  Gravity  Probe  B,  an  experiment  being  developed  to 
confirm  or  relute  certain  tenets  of  Einstein's  general  theory  of 
relativity.  The  experiment  is  designed  to  precisely  measur 
utmost  imperceptible  gyroscope  tilt  which  should  result  from  the 
influence  of  a moving  mass  (the  Earth)  on  space-time.  SQUID 
magnetometers  will  be  used  to  detect  the  created  by 

rotating  niobium-coated  quartz  spheres.  Additio  Earth’s 

superconducting  lead  sleeves  will  be  used  to  attenuate  the  Ea 
maanetic  field  and  prevent  interference  with  the  sensitive 
instrumentation.  Research  efforts  are  also  underway  to  develop 
enmpreonducting/ insulator /superconducting  (SIS)  tunnel  junctions 

fo?6 submillimeter  mixers  to  be  used  in  heterodyne  remote  sensing 
systems.  A 0.3  square  micron  NbN/MgO/NbN  junction  has  been 
demonstrated  at  205  GHz.  Emphasis  on  applications  of  low 
temperature  superconducting  technology  to  sensor  systems  will 

continue . 


The  promise 
deep- space 
technology. 


of  revolutionary  advancements  in 
communications,  astrophysics  and 
and  space-based  magnetic  energy 


satellite  and 
Earth  observation 
storage  and  propulsion 
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inspired  an  intensive  research  effort.  Preliminary  activities 
concentrated  on  identifying  applications  which  were  peculiar  to 
the  NASA. mission  or  of  high  priority  interest.  The  ensuing 
application  specific  materials  development  has  met  with 
considerable  success.  Prototype  thin  film  electronic  devices 
promise  to  emerge  first,  although  bulk  materials  technology  for 
certain  applications  such  as  cryocooler  current  leads  and  magnetic 
bearings  is  evolving  rapidly.  Specific  research  and  development 
efforts  are  described  in  subsequent  sections. 


Thin  Film  APPlicat j nns 

Thin  film  analog  signal  processing  electronics  was  envisioned  as 
the  first  practical  application  for  high  temperature 
superconductors . Development  was  not  precluded  by  high  current 
density. or  high  critical  magnetic  field  requirements.  The  major 
prerequisite  for  microwave  communication  devices  and  circuits  was 
comparitively  low  RF  surface  resistance.  Enthusiasm  waned  as  tests 
on  the  new  materials  at  microwave  frequencies  revealed  fundamental 
limitations.  Poor  RF  characteristics  were  attributed  to  grain 
boundaries  and  anisotropy.  Recently;  however,  films  deposited  by 
laser  ablation  have  produced  excellent  RF  properties  as  high  as  35 
GHz  [1].  Thin  YBa2Cu307_x  films  were  deposited  on  LaAlOg,  which 
was  heated  to  700  degrees  Celsius  in  a 100  mtorr  atmosphere. 
Samples  were  slowly  cooled  to  room  temperature  at  an  oxygen 
pressure  of  one  atmosphere.  The  best  films  had  critical 
temperatures  of  approximately  90  K.  Based  on  microstrip  resonator 
techniques,  the  unloaded,  quality  factor  (Q)  of  the  superconductor 
equalled  that  of  a metalic  (gold)  film  at  approximately  60  K and 
exceeded  the  Q of  the  metalic  film  by  150  % at  25  K.  Figure  1 
shows  typical  measured  resonator  return  loss  data. 


STOP:  37  GHz 


Figure  1.  Resonator  reflected  power  (10  dB/div) 

Processing  advantages  of  laser  ablation  such  as  exposure  to 
relatively  low  temperatures  are  attractive  for  device 
applications.  Such  progress  suggests  the  eventual  possibility  of 
hybrid  superconducting/semiconducting  circuits.  Experiments  based 
transmission  through  YBa2Cu30g_x  films  have  also  been  performed 
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to  assess  additional  microwave  properties  [2] . Table  I summarizes 
important  parameters  derived  from  the  data  assuming  Bardeen 
Cooper-Schrief fer  (BCS)  behavior. 


A number  of  devices  are  being  developed  including:  filters,  phase 
shifters,  and  antennas.  A novel  phase  shifter  has  been  designed 
which  has  theoretically  symmetric  insertion  loss  and. is  immune  to 
bias  line  interactions  [3] . High-Q  bandpass  microstrip  filters, 
offering  tremendous  weight  reduction  compared  to  conventional 
waveguide  implementations,  are  being  fabricated.  The  new 
superconductors  also  enable  practical  electrically  small  antennas, 
normally  shunned  due  to  extremely  poor  efficiencies  resulting  fro 
high  ohmic  loss  (compared  to  radiation  resistance) . High  gain, 
high  directivity  arrays  are  being  investigated. 


Table  I 

Thin  film  microwave  properties  including  T=0.bandgap  and 
magnetic  penetration  depth  (conductivity  units  are  S/m) 


MOO 

PARAMETER  SE  LA  LaAIOg  ^ 


(T  (70K,  35  GHz) 
1 

Q^70K,  35  GHz) 

3.72  X 1<? 

3.30  X 1<? 

2.48  X 1<? 

4.28  X 1<? 

3.47  X 1<? 

8.51  X 1<? 

4.75  X 1<? 

9.23  X 1(? 

(T  (40  K,  35  GHz) 
1 

Q^40  K,  35  GHz) 

4.46  X 1<? 

3.52  X 1<? 

2.64  X 1<f 

4.57  X 1<? 

1.22  X 1(? 

3.32  X 1(J 

6.44  X 1(? 

1.10  X 1(7 

2 A 

4.19 

4.35 

4.32 

4.31 

KTc 
A,  (um) 

3.33 

0.40 

0.69 

1.23 

NASA  has  unparalled  requirements  in  science  sensor  technology  ^ 
because  of  unique  and  extensive  astrophysics  and  Earth  observation 
missions.  The  sensors  thrust  is  focused  on  two  major  areas: 
detectors  and  cryogenic  systems.  NASA  has  a keen  interest  in 
applying  the  new  materials  to  spectroscopy  in  the  submillimeter  to 
far-infrared  spectrum,  and  in  developing  high  sensitivity,  high 
spectral  resolution  instruments.  Assuming  that  existing  theories 
are  valid  for  the  new  class  of  superconductors,  detection  down  to 
approximately  100  microns  should  be  possible.  Of  equal  importance 
is  the  need  to  develop  reliable  (long-life)  cryogenic  systems. 

Such  systems  could  be  enabling  for  prefatory  interplanetary 
exploration  leading  to  lunar  and  mars  outposts.  Existing  options 
are  limited  to  inefficient  cryocoolers  or  stored  cryogens . A 
number  of  potential  benefits  to  these  critical  systems  using  high 
temperature  superconductors  have  been  identified.  NASA  has 
undertaken  several  major  projects  in  these  areas:  bolometer 
detectors,  superconducting  tunnel  junctions,  cryocooler  current 
leads,  and  passive  magnetic  bearings  for  cryocoolers. 

Planetary  missions  rely  on  liquid  helium  cooled  detectors  or 
relatively  poor  performance  >65K  detectors.  HgCdTe  focal  plane 
arrays  are  useful  to  approximately  20  microns;  however,  far 
infrared  spectroscopy  necessitates  thermal  sensors.  The  new  oxide 
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superconductors  enable  an  intermediate  performance  thermal 
detector  capable  of  operating  at  65  to  95  K.  This  is  a temperature 
range  potentially  achievable  through  radiative  cooling  in  space. 
The  first  approach  was  to  use  a transition— edge  meander  line 
bolometer  [4] . Figure  2 shows  a schematic  of  the  composite 
bolometer . assembly . In  the  bolometric  mode,  the  film  is  held  near 
its  transition  temperature,  where  the  temperature  derivative  of 
resistance  is  maximum.  Radiation  is  absorbed  by  a thin  film  of 
bismuth  deposited  on  a silicon  substrate  in  contact  with  the 
YBa2Cu307_x/SrTi03  circuit.  The  DC  responsivity  was  measured  as 
1900  V/W.  Goals  for  this  type  of  detector  are  a near  DC 
detectivity  of  greater  than  lO1^  cm(Hz)0*5/W  and  a time  constant 

300  mS . A near  DC  D of  1.1  X 10®  and  a time  constant 
of  32  seconds  was  measured.  Techniques  to  reduce  the  time 
constant,  attributed  primarily  to  the  heat  capacity  of  the  SrTi03, 

include  thinning  the  substrate  or  using  a diamond  substrate.  A 
second  approach  is  to  build  a kinetic  inuctance  bolometer.  A 
superconducting  meander  line  is  configured  as  a Wheatstone  bridge 
and  monitored  by  a . SQUID  galvanometer.  Since  the  magnetic  field 
penetration  depth  is  temperature  sensitive,  the  inductance  will 
depend  on  temperature.  This  approach  eliminates  Johnson  noise  and 
is  potentially  more  sensitive  (higher  D*)  than  the  transition-edoe 
device. 


2.  Composite  transition— edge  bolometer 

The  production  of  tunnel  junctions  and  other  microdevices  requires 
high  quality  thin  films  with  superconducting  surfaces.  To  date; 
however,  operation  of  high  Tc  junctions  has  been  degraded  by  poor 
surface  morphology  and  stoichiometry,  and  is  further  complicated 
r*y  the  extremely  short  coherence  length  of  the  new  super- 
conductors. Interaction  at  metal  and  substrate  interfaces  has  also 
been  detrimental.  The  elimination  or  prevention  of  non- 
superconducting surface  layers  is  critical  to  eventual  device 
t^^ricat ion . Significant  improvements  in  the  electrical  properties 
of  YBa2Cu307_x  films  have  been  demonstrated  using  a 1%  Br  by 

volume ^ in  ethanol  etch  [5].  Evidence  suggests  that  the  etch  is 
®iicctive  m removing  surface  contamination  layers  without 
adversely  affecting  the  stoichiometry.  Table  II  lists  properties 
of  YBa2Cu3C>7_x/Au/Nb  contacts.  IcRn,  which  is  proportional  to  the 
bandgap  at  the  surface,  increased  by  a factor  of  10  to  20  for 
typical  samples.  Contact  resistance  decreased  by  approximately  a 
factor  of  10.  Practical  devices  will  also  require  surfaces  which 
are  insensitive  to  environmental  effects.  A promising  passivation 
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techniaue  using  a post-anneal  chemical  treatment  has  been 
developed.  Treatment  with  a nonaqueous  HF  solution  has  been  shown 
to  reduce  the  reactivity  of  the  superconductor  to  air  [6].  These, 
or  similar,  processing  techniques  are  prerequisite  to  microdevice 
fabrication.  The  investigation  of  surface  modification  techniques 
if  continuing.  Short-term  objectives  include  fabrication  of 

planar  geometry  tunnel  junctions  and  the  demonstrat  o g 

frequency  local  oscillators  operating  at  77  K using  SNS 
microbridges . 


Table  II 

Characteristics  of  10  X 10  um  SNS  contacts 


UNTREATED  30  SEC. 

SAMPLE  Bf  ETCH 


2, 

Jc  (A/cm  ) 

5 

180 

Rn  («) 

10.5 

2.8 

IcRn 

53  uV 

0.5  mV 

RnA(ncm2) 

1.05  X 10' 5 

2.8  X 10' 6 

Bilik  Applications 

Stored  cryogens  and  closed  cycle  refrigerators  play  a vital  role 
in  numerous  science  and  exploration  missions.  Astrophysics  and 
Earth  observation  technology,  in  particular,  demand  cryogenically 
cooledhigh  resolution  sensor  systems.  Long  duration  science 
missions,  prefatory  to  human  exploration  for  example,  require 
correspondingly  long  lifetime  coolant  systems.  At  the  present 
time,  both  mechanical  refrigerators  and  stored  cryogen  systems 
have  significant  drawbacks.  Stored  cryogen  coolers  have  limited 
lifetimes  because  of  parasitic  heat  loads,  resulting  in 
accelerated  cryogen  boil-off.  Mechanical  coolers  require  large 
poSer  budgets,  and  have  limited  cooling  capacity.  High  temperature 
superconductors  have  the  potential  to  alleviate  some  of  the  major 
shortcomings?  Specifically,  High  Tc  current  leads  could  reduce  the 
parasitic  heat  load  on  stored  cryogen  coolers  by  as  much  as  50  %. 
Furthermore,  High  Tc  passive  magnetic  bearings  could  reduce 
friction  and  heat  leaks  in  mechanical  coolers,  improve  stability, 
and  significantly  improve  efficiency. 

In  typical  stored  cryogen  cooler  sensor  systems,  dete< at  4 K 
must  interface  with  amplifiers  at  approximately  80  K.  This 
interconnection  is  performed  with  copper  or  mangamn  wires,  which 
represent  substantial  heat  leaks.  A unique  characteristic  of  the 
ceramic  superconductors  is  their  ability  to  be  excellent 
electrical  conductors  and  poor  thermal  conductors  simultaneously. 
Near  liquid  nitrogen  temperatures,  the  thermal  conductivities 
copper  and  YBaCuO  are  approximately  400-500  a£d  ^ 10  W/ 

respectively.  Although  key  issues  remain  to  be  resolved,  in  this 
application  the  technology  appears  precocious.  Current  densities 
of  103  to  10*  A/ cm^  in  ambient  fields  of  several  hund^ed^a^®a^ 
obtainable.  All  High  Tc  materials  are  brittle  ceramics  and  tend  t 
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be  unstable . TICaBaCuO  and  BiCaSrCuO  appear  to  offer  better 
charaoteristios  in  terms  of  stability  against  oxygen  diffusion 
Silver/ YBaCuO  composites  have  greater  flexibilitybut  at  the 
expense  of  thermal  conductivity.  Furthermore,  clarification  is 
required  with  regard  to  thermal  cycling  effects  and  radiation 
damage  susceptibility • Despite  these  uncertainties,  progress  has 
been  steady  and  indications  suggest  this  could  be  one  of  the  first 
practical  bulk  material  applications.  The  potential  to  extend 
mission  life  by  perhaps  a factor  of  two  simply  using  near  optimal 
current  leads  is  highly  motivating.  Protoype  encapsulated  current 
leads  have  already  been  developed.  Rigid  tape-cast  leads,  which 
are  conformable  xn  the  green  state,  have  undergone  preliminary 
thermal  and  mechanical  shock  testing.  Various  techniques  to 
produce  continuous  filaments  and  ribbons  are  being  pursued  * 

Mechanical  closed-loop  refrigeration  systems  are  being  developed 
for  long  term  missions.  Such  coolers  have  the  potential  to 
overcome  the  weight  and  lifetime  penalties  of  stored  cryoqen 
systems.  Conventional  bearings  for  these  coolers  have  several 
drawbacks,  including:  low  reliability,  excessive  weight,  larqe 
heat  leaks,  and  active  feedback  control  requirements.  Passive  High 
Tc  magnetic  bearings  are  inherently  stable  due  to  the  Meissner 
effect.  Potential  benefits  include  considerable  reductions  in 
cryocooler  input  power,  weight  savings,  and  long-life,  hiqh 
reliability  operation.  Synthesis  of  suitable  bulk  High  Tc 
materials,  in  terms  of  mechanical  and  magnetic  properties,  is  the 
irst  priority.  Synthesis  of  YBa2Cu3C>7_x  by  crystallization  from  a 
melt  has  yielded  encouraging  results  [7].  In  general 
microstructural  defects  act  as  flux  pinning  centers  in  type  II 
superconductors  and  determine  the  character  of  the  material.  A 
alance  between  too  few  and  too  many  defects  produces  material 

WhiC?v,exhlbltS  °Ptimum  magnetic  properties.  Crystal  orientation 
and  the  presence  of  voids  also  impacts  the  magnetic  behavior.  The 
™elting  technique  fortuitously  yields  a 211  phase  impurity 
which  acts  as  a dopant.  Evidence  also  suggests  an  optimal  excess 
yttrium  concentration  to  provide  maximum  magnetization. 

???JJimentS  peeking  to  tailor  the  structure  to  produce  maximum 
stiffness  and  levitation  force  for  eventual  use  in  passive 
magnetic  bearings  are  underway.  Critical  current  densities 
approaching  1(P  A/cm2  at  one  Tesla  have  been  deduced  from 
magnetization  data.  A process  to  simultaneously  exploit  the 
advantages  of  melt  quenched  growth  and  controlled  stoichiometry  is 
undergoing  further  optimization.  Melt  quenched  and  partial  meltinq 
techniques  have  produced  favorable  magnetic  characteristics  and  y 
have  proven  to  be  far  superior  to  sintered  material.  Protoype 
cryocooler  bearings  with  suitable  force  and  stiffness 
characteristics  are  being  developed  for  demonstration. 

Alternate  cooler  embodiments,  promising  to  benefit  from  Hiqh  Tc 
superconductor  technology,  are  also  being  explored.  A flux 
compression  magnetic  refrigerator  utilizing  high  Tc 
superconductors  is  being  considered.  Initial  work  has  focused  on 
conventional  superconductor  flux  pump  cooling.  Calculations 
indicate  that  a 0.5  W refrigerator  operating  between  20  K and  2 K 
will  require  a six  Tesla  field.  A superconducting  cylinder 
approximately  15  cm  in  diameter  and  10  cm  long  is  necessary. 
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Research  is  motivated  by  the  potential  for  this  type  of 
refrigerator  to  approach  ideal  Carnot  performance. 

Longer  range  applications  include  active  (supercurrent)  bearings 
for  rocket  engines.  Liquid  hydrogen  turbopumps  provide  a natural 
environment  for  high  Tc  bearing  insertion,  and  it  is  easy  to 
speculate  on  tremendous  improvements  in  terms  of  longevity  and 
reliability.  Although  this  application  is  still  immature,  progress 
leading  to  high  current  solenoids  has  been  steady  and  encouraging. 

Detailed  system  studies  have  been  performed  to  evaluate  potential 
benefits  of  High  Tc  superconductors  to  various  space  applications. 
Several  candidate  systems  selected  for  emphasis  include: 
magneto-plasma-dynamic  (MPD)  thrusters,  _ superconducting  magnetic 
energy  storage  (SMES),  and  power  transmission. 

An  MPD  system  is  a low  thrust,  high  fuel  efficiency  alternative  to 
conventional  chemical  propulsion  promising  pragmatic 
interplanetary  travel.  Unfortunately,  state-of-the-art  performance 
is  inadequate  due  to  limited  thruster  efficiency  and  electrode 
lifetime.  A lunar  based  Mars  cargo  vehicle,  for  example,  would 
require  total  impulse  and  electrode  lifetime  improvements 
approximately  two  orders  of  magnitude  beyond  demonstrated  systems 
[8] . Figure  3 illustrates  the  thruster  concept.  The  magnetic  field 
forms  a virtual  nozzle  which  contains  the  applied  arc  currents 
generated  between  the  cathode  and  anode.  Acceleration  is  produced 
by  the  J X B forces  on  the  plasma  as  well  as  the  propellant 
pressure.  High  Tc  superconducting  magnets  may  have  the  potential 
to  provide  the  necessary  improvements  in  cathode  lifetime  and 
thruster  efficiency.  Mass  and  reliability  enhancements  are 
expected  as  well. 


MAGNETIC  FIRD:  ARC  CURRENTS; 


Figure  3.  MPD  thruster  concept  illustrating  currents  and  fields 

Energy  storage  is  a crucial  integral  part  of  spacecraft  operation, 
tending  to  be  the  most  massive  onboard  system.  Proven 
technologies,  such  as  nickel-hydrogen  cells,  nickel-cadmium 
batteries,  and  regenerative  fuel  cells,  often  require  careful 
trade-offs  between  cycling  flexibility,  weight,  and  lifetime. 
Principal  advantages  of  SMES  include  high  efficieny  and 
insensitivity  to  demanding  charge/discharge  rates.  SMES  has  the 
potential  to  equal  the  specific  power  of  conventional  systems  and 
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should  prove  competitive  in  terms  of  the  major  relevant  criteria. 

The  resurgence  of  interest  in  microwave-beam  power  transmission 
presents  another  opportunity  for  high  Tc  superconductors  to 
provide  enhancing,  if  not  enabling,  system  contributions.  A Mars 
satellite-to- rover  power  transmission  scenario,  for  example,  could 
alleviate  numerous  complications  involved  with  surface  power 
generation  and  transmission.  High  power  submillimeter-wave 
transmission  from  synchronous  orbit  (17,000  Km)  is  feasible.  High 
Tc  superconductors  could  be  utilized  in  at  least  two  areas:  high 
field  solenoids  for  gyrotrons  and  SIS  rectenna  elements.  In  lieu 
of  free-space  power  transmission.  High  Tc  superconducting 
transmission  lines  could  be  used  to  distribute  power  from  distant 
nuclear  plants  with  high  efficiency.  In  addition,  with  currently 
demonstrated  current  densities  of  1000  A/ cm2,  a one  kilometer  high 
Tc  superconducting  transmission  line  would  be  500  % lighter  than  a 
high  purity  aluminum  line  [9]. 

Significant  activities  are  also  underway  to  develop  innovative 
approaches  for  synthesizing  bulk  and  thick  film  materials  as  well 
as  to  study  the  effects  of  processing  on  microstructure.  For 
example,  investigations  to:  explore  the  role  of  anisotropy, 
characterize  susceptibility  to  radiation  damage,  and  determine 
durability  in  an  atomic  oxygen  environment  have  been  initiated.  A 
glass-ceramic  approach  based  on  bismuth  compounds,  which  promises 
high  density,  pore-free  fibers,  is  also  being  developed.  Finally, 
composite  materials,  consisting  of  appropriate  metallic  or  polymer 
matrices,  are  being  explored  and  may  eventually  produce  the 
necessary  structural  and  environmental  properties  for  space  power 
and  propulsion  systems. 

Figure  4 projects  stages  of  development  for  various  high  Tc 
superconductor  applications  being  pursued  by  NASA.  The  milestones 
represent  ambitious  but  not  overly  optimistic  goals.  The  chart 
reflects  only  a few  examples  from  a myriad  of  applications  under 
investigation  by  NASA,  other  government  agencies,  industry,  and 
academia. 

System 
Operational 
Space  Model 
Demonstration 
System 
Validation 
Relevant  Envi- 
ronment Demo. 

Laboratory 
Breadboard 
Proof-of- 
Concept 
Application 
Formulated 
Basic  Principles 
Observed 


microwave  filters 
hybrid  SNS  tunnel  junctions 
power  transmission  line 
MPD  high  field  magnetic  nozzle 
1 kW-hr  SMES  unit 


*3 

passive  bearings 


millimeter-wave 
phased  array 


cryocooler 

current 

leads 


91  92  93  94  95 

Figure  4.  Projected  maturity  of  several  NASA  high  Tc 
superconductor  applications 
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rone lus ions 


Many  breakthroughs  in  processing  technology  have  already  occurred, 
and  practical,  near  term  applications  have  emerged  for  both  thin 
film  and  bulk  material.  Amidst  intermittent  skepticism,  tenacious 
researchers  have  continued  to  produce  better  and  better  materials. 
Current  densities,  critical  fields  (Hc2) , and  film  morphology  have 
improved  enough  to  satisfy  requirements  for  many  bulk  and  thin 
film  devices,  although  implementation  is  still  challenged  by 
mechanical  and  structural  limitations.  Considering  the  brief 
history  of  high  Tc  technology;  however,  its  evolutionary  progress 
has  been  dramatic.  The  successful  implementation  of  this 
burgeoning  technology  will  require  a concerted  agency-wide  and 
National  effort  to  promote  farsighted  research  and  development. 


Numerous  near-term  practical  insertion  opportunities  as  well  as 
more  speculative  applications  have  been  presented.  Prototype 
cryocooler  bearings,  cryocooler  current  leads,  superconductor 
normal- superconductor  microbridge  oscillators,  microwave  filters 
and  phase  shifters,  and  infrared  bolometers  will  likely  evolve  in 
very  reasonable  time  frames.  Capitalizing  on  recent  developments 
for  space  and  other  applications  will  require  unwavering 
committment  to  make  the  pivotal  transition  from  materials  research 
to  prototype  device  development. 
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US  NAVY  SUPERCONDUCTIVITY  PROGRAM 
Donald  U.  Gubser 
Naval  Research  Laboratory 
Washington  DC  20375-5000 


The  U S.  NAVY  has  had  a long  running  and  sustained  program  dating  back  to  1946 
supporting  superconductivity  and  its  technology.  This  is  due  to  a recognition  of  the  enormous 
military  benefits  that  could  be  achieved  if  the  unique  properties  of  superconduct  mg  materials 
could  be  tapped  in  field  operating  systems.  The  present  NAVY’s  program  is  broadly  based 
with  an  emphasis  on  field  operational  systems.  The  NAVY  is  committed  to  developing  a 
science  and  technology  base  for  superconducting  materials,  both  high  temperature 
superconductors  (HTS)  and  low  temperature  superconductors  (LTS),  and  to  undertaking  key 
system  tests  leading  to  the  eventual  implementation  of  the  technology.  The  program  is  we 
integrated  throughout  the  NAVY  with  four  organizations  leading  the  way  in  specific  areas. 
Those  organizations  are:  1)  the  Office  of  Naval  Research  (ONR)  and  the  Office  of  Naval 
Technology  (ONT)  [responsible  for  contract  funding  in  all  areas  of  Naval  interest],  2)  the 
Naval  Research  Laboratory  (NRL)  [ responsible  for  fundamental  property  studies,  materials 
research  and  development,  and  electronic  and  space  applications],  3)  the  Naval  Coastal 
Systems  Center  (NCSC)  [responsible  for  SQUID  magnetometer  systems  development],  and 
4)  the  David  Taylor  Research  Center  (DTRC)  [responsible  for  power  applications  of 
superconductivity  and  ship  propulsion].  Other  NAVY  organizations  participate  in  the  total 
program  and  all  are  coordinated  by  the  Naval  C6nsortium  for  Superconductivity  (NCS). 

The  NAVY's  superconductivity  program  includes  work  in  HTS  and  LTS  and  is  divided  into  5 
main  thrust  areas.  They  are:  1)  Fundamental  properties  and  materials  research  (mostly 
HTS)  2)  SQUID  magnetometers  and  gradiometers  (mostly  LTS),  3)  superconducting  ship 
propulsion  (exclusively  LTS),  4)  electronic  applications  including  digital  circuitry  and I IR 
sensors  (50%  LTS  and  50%  HTS)  and  5)  Space  experiment  (exclusively  HTS).  About  2/3  of 
a total  NAVY’s  budget  of  $21 M is  split  equally  between  fundamental  properties/material 
research  and  the  space  experiment.  SQUID  research  accounts  for  about  1/6  of  the  budget  with 
the  remaining  going  to  power  applications  and  electronic  applications. 

Almost  half  of  the  NAVY's  program  is  focused  on  fundamental  research  and  materials 
development.  The  NAVY  believes  this  is  essential  if  the  technology  is  to  meet  its  potential  m 
Naval  systems.  The  program  is  broad  based  with  major  efforts  in  theory,  materials  synthesis 
(primarily  films),  Jc  and  flux  flow  studies,  surface  resistance  and  noise  studies,  and  radiation 

damage. 

Superconducting  electronics  development  in  the  NAVY  began  around  1966.  Today  the 
program  is  relatively  broad  based  working  on  IR  sensors  (HTS),  millimeter  and  micro  wave 
devices  (HTS  and  LTS),  directional  antennas  (HTS),  and  digital  circuit  elements  (LTS).  Key 
to  this  program  is  assessments  of  the  impact  of  the  technology  on  specific  systems  performance 
vis  a vis  competing  technologies.  This  program  will  develop,  fabricate,  and  test  device 
elements  to  certain  their  performance  advantages  and  limitations.  Close  ties  with  industry  and 
other  DoD  efforts  in  superconducting  electronics  gives  the  program  an  unusual  breath. 

The  Space  experiment  at  NRL  began  in  1988  and  is  designed  to  demonstrate  the  feasibility  of 
millimeter  wave  and  micro  wave  electronics  for  space  use.  The  program  includes  material 
scientists,  and  electronic  and  spacecraft  engineers.  Various  devices  are  being  manufactured  by 
over  15  different  industries,  made  from  a variety  of  HTS  materials,  and  will  be  delivered  to 
NRL  by  June  1990  for  testing  and  evaluation.  Devices  which  meet  design  criteria  willbe 
assembled  into  a space  craft  and  launched  into  space  sometime  in  the  1992  time  frame.  The 
tests  are  designed  to  demonstrate  the  virtues  of  superconducting  electronics  in  space  and  to 
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space  qualify  the  HTS  devices.  Space  qualification  means  that  the  devices  operate  after  the 
shock  of  space  launch  and  exposure  to  space  radiation  environment. 

The  SQUID  detection/surveillance  systems  development  at  NCSC  began  in  1969  and  has 
focused  on  field  operational  demonstrations  of  the  technology.  Unanticipated  problems 
associated  with  operation  in  motion  while  in  the  ambient  earth’s  magnetic  field  had  to  be  solved 
before  the  needed  sensitivity  levels  could  be  reached.  A gradiometer  system  designed  to  meet 
the  requirements  of  Naval  operation  was  built  by  Sperry  Univac  in  1985  and  has  been 
successfully  demonstrated  in  field  tests.  This  gradiometer  is  now  being  refurbished  with 
newer  sensors  and  electronics  under  a contract  with  IBM  and  will  be  used  in  subsequent  tests. 
The  original  system  as  well  as  the  refurbished  system  is  based  on  bulk,  niobium  Nb 
technology.  Advanced  systems  are  now  being  designed  which  will  use  thin  film  technology, 
but  still  use  Nb  as  the  superconducting  material.  Thin  film  systems  are  expected  to  be  smaller 
and  less  sensitive  to  certain  types  of  system  noise.  Also  under  study  is  the  eventual  design  as 
SQUID  system  based  on  HTS  materials.  Important  issues  of  magnetic  and  thermal  noise,  flux 
motion,  and  hysteresis  need  to  be  improved  before  the  HTS  SQUID  system  becomes  viable  as 
a NAVY,  field  operational  unit. 

Superconducting  ship  propulsion  systems  development  at  DTRC  began  in  1969.  This  program 
has  successfully  demonstrated  that  industrially  built  (3000  Hp)  superconducting  motors  can  be 
installed  in  a small  Naval  vessel  and  operated  at  sea.  NbTi  wire  was  used  in  the  magnet 
construction.  The  NAVY  has  been  reluctant  to  take  the  next  step  to  develop  a larger  scale 
demonstration  on  a mid  sized  Naval  ship  because  1)  a reluctance  to  convert  to  a radically  new 
drive  system,  2)  a reluctance  to  depend  on  a liquid  helium  technology,  specifically  in  combat, 
and  3)  cost  of  a mid  sized  Naval  vessel  demonstration  would  be  large  and  particularly 
burdensome  in  times  of  budget  austerity.  Progress  is  being  made,  however,  in  that  the  NAVY 
has  decided  to  make  a major  commitment  to  electric  drive  wherein  superconductivity  is  seen  as 
an  advanced,  but  evolutionary  concept.  With  this  plan  in  mind,  the  NAVY  has  committed 
funds  now  to  explore  magnet  stability  for  forces,  strains,  and  vibrations  anticipated  in  a Naval 
systems.  The  program  will  also  explore  advanced  LTS  conductor  design  (Aluminum  stabilized 
matrix,  and  Nb3Sn  conductors)  as  well  as  improved  refrigeration  designs  and  test.  HTS 
materials  are  not  considered  in  this  program  at  the  present  time. 

NAVY  scientists  and  managers  are  actively  involved  with  other  major  DoD  efforts  in 
superconductivity.  They  serve  as  reviewers,  advisors,  and  in  some  cases  as  agents  in  a 
number  of  programs.  In  this  manner  the  NAVY's  program  is  thoroughly  integrated  into  the 
overall  efforts  of  the  nation  as  a whole  toward  the  rapid  development  of  superconducting 
products,  military  or  commercial. 
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Structure-Property  Relationships 
In  HighTemperature  Superconductors: 

Panel  Discussion  Summary 
K.  Moorjani, 

The  Johns  Hopkins  University  - Applied  Physics  Laboratory 
Laurel,  MD.  20723,  U.  S.  A.; 
and 

A.  J.  Berlinsky, 

Institute  for  Materials  Research,  McMasters  University 
Hamilton,  Ontario,  L8S  4M1,  Canada 


The  panel  discussion  on  structure/property  relationship  in 
cuprate  oxide  superconductors  focussed  on  three  topics: 

A.  Structural  and  Compositional  Disorder 

B.  Superconductivity  and  Magnetism 

C.  New  Superconducting  Materials 

The  bulk  of  the  discussion  was  on  topic  A,  essentially 
reflecting  the  thrust  of  the  conference  program.  The  major  points 
dealt  with  the  role  of  structural  (e.g.,  defects  and  dislocations)  and 
compositional  (e.g.,  impurities  and  grain  boundaries)  disorder  not 
only  in  bulk  sintered  samples  but  also  in  single  crystals  of  cuprate 
oxide  superconductors.  Because  of  the  small  value  of  the  coherence 
length  in  these  materials,  even  small  scale  disorder  of  =10  A leads 
to  measurable  effects,  particularly  in  tunneling  currents.  Atomic 
level  disorder  can  arise  from  impurities  and/or  incomplete 
oxygenation  in  La-Sr-Cu-0  (214  phase)  and  Y-Ba-Cu-0  (123  phase), 
the  two  systems  discussed  in  some  detail.  The  214  phase  is 
inherently  inhomogeneous  due  to  the  inhomogeneous  substitution  of 
Sr  for  La  which,  as  pointed  out  during  the  conference  program,  is 
also  accompanied  by  a change  in  the  position  of  the  apical  oxygen. 

In  spite  of  the  availability  of  single  crystal  samples  of  both 
214  and  123-phases,  it  was  felt  that  the  methods  for  assessing  the 
quality  of  these  samples  are  not  easily  available.  Ideally,  such 
methods  must  be  capable  of  probing  the  entire  sample,  a difficult 
requirement  given  that  the  optical  opacity  of  these  materials  rules 
out  most  spectroscopic  approaches.  The  methods  that  do  satisfy 
this  requirement  have  various  drawbacks.  For  example,  x-ray  and 
neutron  diffraction  methods  are  tedious  and  lack  the  sensitivity 
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required  to  detect  small  regions  of  inhomogeneity,  while  specific 
heat  and  other  thermodynamic  measurements  are  hard  to  interpret 
because  of  the  limited  theoretical  understanding  of  the  cuprate 
oxide  superconductors. 

The  magnetically  modulated  resistance  (MMR)  methods, 
however,  have  played  an  important  role  in  studying  inhomogeneities 
in  high  temperature  superconductors  and  have  proved  to  be  useful 
tools  in  assessing  the  quality  of  superconducting  samples.  The 
effect  of  inhomogeneities  is  revealed  in  the  MMR  data  as  the 
presence  of  multiple  superconducting  phases  and/or  features 
associated  with  tunneling  arising  from  the  presence  of  weak  links 
caused  by  the  separation  of  superconducting  and  non-super- 
conducting phases  on  the  atomic  scale.  The  MMR  methods  can  be 
implemented  at  zero  or  any  finite  frequency  and,  while  experiments 
at  microwave  frequencies  have  provided  information  within  the  skin 
depth  of  the  samples,  conducting  experiments  at  lower  frequencies 
should  probe  larger  dimensions  of  the  samples  due  to  the  increased 
skin  depth. 

There  was  much  discussion  on  impurity  precipitation  and 
segregation  in  grain  boundaries,  the  types  of  defects  in  dislocations 
at  the  interfaces,  but  deriving  useful  conclusions  was  hampered  by 
the  lack  of  systematic  experimental  data. 

One  of  the  highlights  of  the  conference  was  the  recent 
availability  of  melt-processed,  melt-growth  (MPMG)bulk  samples  of 
the  123  phase  from  a number  of  laboratories.  The  samples 
essentially  exhibit  a single  superconducting  phase  and  carry  the 
highest  known  critical  currents  (~  2 x 104  A/cm2  at  77  K)  in  bulk 
ceramic  superconductors.  It  is,  however,  not  clear  whether  the 
material  is  comprised  of  large  aligned  superconducting  grains,  and 
much  remains  to  be  learned  about  the  nature  and  mechanism  of 
pinning  centers  in  this  material. 

Regarding  topic  B,  it  is  clear  that  superconductivity  and 
magnetism  coexist  not  only  in  the  doped  (e.g.,  Fe  substituting  for  Cu) 
123-phase  but  possibly  in  the  undoped  214-phase.  The  nature  of  the 
magnetic  ordering  is  established  to  be  akin  to  the  spin  glass  phase. 
The  questions  during  the  panel  discussion  focussed  on  whether  the 
spins  that  are  responsible  for  magnetic  ordering  are  the  same  that 
participate  in  the  formation  of  the  superconducting  state.  In  the  Fe- 
doped  123-phase,  the  answer  is  almost  certainly  negative  in  that  it 
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is  the  Fe  spins  which  freeze  into  the  spin  glass  phase  while  Cu  spins 
are  responsible  for  the  superconducting  state.  In  the  214-phase,  it 
could  be  that  Cu  spins  are  responsible  for  both  phenomena,  but, 
to  inhomogeneities,  the  Cu  spins  that  freeze  in  the  non-collmear 
magnetic  structure  belong  to  non-Sr-containing  re9'°"s 
«iuoerconductivity  results  from  the  Sr-containmg  regions.  The 
fnteJSS ofthe  two  and  the  role  Cu  spins  in  the  dynamics  of  Fe 
spins  need  to  be  investigated  further. 

Concerning  topic  C,  at  least  four  new  superconduct.ng  phases 
wore  added  to  the  ever  increasing  list  of  cuprate  oxiae 
suDerconductors  But  the  maximum  Tc  of  these  new  materia  s is 
less  than  40  K,  a value  reported  for  BiaSrsCuaCV  The  new  non-C' 
containing  superconducting  materials  were  reported  to  have 

around  10  K. 
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Panel:  Thin  Films 

Moderators:  John  C.  Brasunas,  NASA/Goddard,  USA 

Antonio  Mogro-Campero,  General  Electric,  USA 


ABSTRACT 


Tc  thi?  Alms  promise  to  play  an  important  role  in  low-power  and  electronics  applications  This 
fa"f  ,^'S^USsedT^lm  deposition  techniques  and  various  high  Tc  materials,  looking  for  preferred  approaches 

".rvan^rspac^^o^l00"8'^^  RP’  'R  Se"S°ra"d  SQl®  app,icatio„s,8and  LLlZTtJs 
Panel  participants: 


J.  Dainer 
R.  Decher 
R.  Felten 
P.  Grant 
V.  Haubib 
F.  Miranda 

K.  Moorjani 
P.  Norris 
D.  Peterson 
M.  Velazquez 


This  discussion  panel  began  with  a presentation  by  Peter  Norris  of  Emcore  Corporation  ft*  nm«n,0H 

to^TO  C S Vhe°re ■suhnT'f  ~ ,n^anced  ^ OC which  brought  processing  temperatures  down  from  800-900  C 

have  a transit iorf  widtlTof  1*5  kJSok'  FT  Tlf  in  the  orthorhombic  phase  and 

nave  a transition  w atn  ot  I.j  K at  90  K.  Further  studies  will  show  whether  overall  film  nnalitv  is 

comparable  to  results  obtained  with  higher  processing  temperatures.  ^ ^ 

Additional  discussion  considered  the  following  areas. 

Deposition  Techniones 

mm mmm 

High  Tc  Choice  Substrata 

substtate.  ^ery  Mg^qu^t^filrnsVa^  *y 

mismatch.  It  is  not  known  whether  1 % is  sufficient,  or  if  even  better  films  woufd  result  from  a cLer 
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match,  although  certain  properties  such  as  mtical  ofthfn-ftlm 

BiSCCO  and  TBCCO  films  seem  to  be  more  “itmgly  seem  to  beJ  making  a greater 

efforts  for  now  war  to  be  re  c^t0Pf/f  noise>  ^though  previously  TBCCO  films  seemed 

from  Bellcore  and  IBM  now  show  as  low  or  lower  notse  levels 
with  1-2-3.  Again,  epitaxial  films  are  necessary  for  the  low  noise  levels. 

*$££5  agreed  .ha,  ^devices,  at  leas. 

fi,mFro„ffiafo:sssu^ 

W 1 Fo^SQUIDS^ there  are  serious  questions  of  yield  and  reprodu^ 

SSSSSS^^^gSSSSSSSt 

s5S,r.s^^ 

improvement  in  noise  levels  in  high  Tc  films. 

Th  There'appear  tobe*prormsmg  signs  for  long-term  reliability  in  outer  space.  Mgh, =r  quality,  jteial 
films  are  edge-dominated,  and  that  edges  apparently  are  pinning  sites. 
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PANEL  ON  HTSC  WIRES 


P.  Arsenovic,  NASA/GSFC,  Greenbelt,  Md,  20771. 
I.  Carlberg,  NASA/LaRC,  Hampton,  Va,  23665. 

It  is  hoped  that  HTSC  wires  will  play  a key 
role  in  upcoming  NASA  missions  that  utilize 
cryogenic  coolers  in  their  payload.  This  panel 
discussed  some  methods  of  fabrication,  the 
problem  of  brittleness  in  these  wires,  and 
some  programs  being  started  at  NASA  to 
examine  this  new  technology  in  more  detail. 

The  purpose  of  this  discussion  panel  was  to  examine  the 
current  state  of  high  temperature  superconductor  wires,  to 
be  used  as  ground  straps  or  electrical  leads.  These  would 
be  beneficially  utilized  in  future  NASA  payloads  with 
sensitive  instruments  operating  at  cryogenic  temperatures 
such  as  AXAF,  SIRTF,  Astromag,  EOS,  LDR,  and  SAFIRE . The 
use  of  HTSC  electrical  leads  could  greatly  decrease  the 
electrical  noise  of  these  instruments  and  increase  the 
efficiency  of  the  cryogenic  cooling  systems.  This  is  due  to 
the  fact  that  these  HTSC  materials  are  excellent  electrical 
conductors  in  the  superconducting  state,  while  their  ceramic 
nature  makes  them  good  thermal  insulators.  Present  day 
electrical  leads  can  be  resposible  for  as  much  as  50%  of  the 
parasitic  heat  load  on  cryogenic  systems.  A significant 
reduction  of  this  load  could  be  achieved  with  replacment  of 
the  present  conventional  materials,  such  as  copper  or 
manganin,  with  HTSC  ceramic  electrical  leads . 

Wires  made  from  high  temperature  superconducting 
materials  such  as  Yttrium-Barium-Copper-Oxide  <Y-Ba2-Cu3-07) 


Moderators : 
Abstract : 
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are  generally  very  brittle.  Three  possible  configurations 
for  these  leads  were  discussed: 

1)  Find  a way  to  make  them  reasonably  flexible  while  keeping 
the  desired  electrical  and  thermal  properties . The  wires 
could  then  be  used  in  any  necessary  configuration  with 
regard  to  bending  and  routing  in  a cryogenic  cooler. 

2)  Fabricate  them  into  a preformed  rigid  condition  - this 
would  be  appropriate  for  only  one  configuration  at  a time. 

3)  Fabricate  the  wires  into  preformed  rigid  sections,  and 
link  them  together.  It  was  pointed  out  that  this  could 
cause  problems  at  the  joints  with  regard  to  mechanical  and 
thermal  stability. 

A test  program  is  being  set  up  at  NASA-Goddard  to 
examine  the  mechanical  properties  of  these  wires,  such  as 
strength,  modulus,  and  flexibility,  along  with  possible  ways 
to  improve  on  these  factors;  as  well  as  looking  into  the 
electrical  and  thermal  properties  of  these  materials. 

An  additional  program  is  beginning  at  NASA-Langley  to 
study  vacuum,  radiation,  magnetic,  and  thermal  cycling 
effects  on  polymer  bound,  encapsulated  superconductive 
leads.  In  this  program,  long  term  survivability  of 
Y-Ba2-Cug-07 , Bismuth,  and  Thallium  compounds  will  be 
determined  in  a simulated  space  environment. 
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Panel  Discussion  on  Flux  Pinning 


Co -chairs:  M.  Murakami  ISTEC,  1--13  Shinonome  1-chome 

Koto-ku,  Tokyo  135  JAPAN 

L.  Swartzendruber  NIST,  Gaithersburg,  MD  20899 


Introduction 

In  type  II  superconductors,  when  the  external  field  exceeds  the  lower 
critical  field,  Hcl,  magnetic  flux  can  penetrate  into  the  superconductor 
in  the  form  of  quantized  fluxoids.  This  state  is  called  the  mixed  state. 
When  a current  flows  in  the  mixed  state,  a Lorentz  force  will  acts  on  the 
fluxoids.  If  this  force  causes  the  fluxoids  to  move,  energy  will  be 
dissipated  and  an  electrical  resistance  will  result.  Therefore,  we  need 
to  prevent  the  flux  motion  in  order  to  obtain  resistanceless  current. 
Structural  defects,  such  as  grain  boundaries  or  dislocations  can  interact 
with  fluxoids  and  prevent  them  from  moving.  This  phenomenon  is  known  as 
flux  pinning.  The  critical  current  density,  Jc>  in  the  mixed  state  is  then 
determined  by 


Fp  = Jc  X B 

where  Fp  is  the  bulk  pinning  force  density  due  to  structural  defects  and 
B is  the  magnetic  induction.  Therefore  Jc  can  be  strongly  dependent  on 
microstructure  and  is  not  an  intrinsic  material  parameter. 

High  temperature  superconductors  are  of  type  II  and  have  relatively 
low  values  of  Hcl.  Therefore  the  introduction  of  pinning  centers  in 
required  to  achieve  useable  values  for  the  critical  current  in  these 
materials.  In  addition,  even  when  the  current  is  less  than  Jc,  the 
fluxoids  can  escape  from  the  pinning  centers  by  a thermal  activation 
process,  leading  to  the  phenomenon  known  as  flux  creep.  In  many  high  Tc 
superconductors,  a combination  of  small  pinning  energy  and  large  thermal 
energy  is  believed  to  cause  "giant"  flux  creep.  Most  applications  of  high 
temperature  superconductors  are  not  feasible  without  overcoming  the  flux 
creep  problem. 


Discussion 


In  this  panel  discussion  was  focused  on  flux  pinning  and  related 
problems  in  high  temperature  superconductors.  A large  fraction  of  the 
those  attending  the  conference  participated  in  the  discussions.  The 
following  were  among  the  topics  introduced  and  discussed: 


1)  Is  giant  flux  creep  inherent  to  high  Tc  superconductors? 

2)  Is  "flux  melting"  an  intrinsic  problem  of  the  flux  line  lattice  or 
a problem  of  flux  pinning? 
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3)  What  are  the  pinning  centers  in  high  temperature  superconductors? 


After  considerable  discussion,  the  participants  reached  general 
agreement  that,  in  addition  to  critical  currents,  both  flux  creep  and  flux 
melting  are  governed  by  the  problem  of  flux  pinning. 

Considering  "giant"  flux  creep,  Murakami  reminded  the  panel  of  some 
early  results  on  flux  creep  measurements  in  conventional  superconductors 
(Pb-Tl  alloys,  see  Figure  1)  which  were  reported  by  Beasley  et  al . in  1969 
(Phys.  Rev.  181,  682).  Remarkably  large  ("giant")  flux  creep  can  be  seen, 
indicating  that  giant  flux  creep  is  not  peculiar  to  high  temperature 
superconductors  but  is  characteristic  of  superconductors  with  small 
pinning  forces.  Murakami  also  showed  flux  creep  data  for  two  YBCO 
crystals  with  and  without  non- superconducting  particles  . The  crystal 
with  non- superconducting  particles  showed  a much  slower  rate  of  flux  creep 
due  to  the  larger  flux  pinning  force.  Prof.  Wu  also  commented  that  the  Ag 
doped  samples  showed  narrower  resistive  transitions  in  a magnetic  field 
than  single  crystals,  presumably  due  to  the  improved  flux  pinning  force. 
F.G.  Reick  commented  that  he  has  improved  pinning  using  techniques  which 
build  a "spongy"  structure. 

A discussion  comparing  YBCO  materials  with  high  and  low  pinning 
forces  was  also  given  by  Dr.  Murakami.  The  temperature  dependencies  of 
the  DC  susceptibility  in  both  field-cooled  (fc)  and  zero- field- cooled 
(zfc)  processes  were  compared.  A reversible  region  in  the  fc  and  zfc 
processes  can  be  observed  down  to  fairly  low  temperature  for  material  with 
low  pinning  force,  such  as  some  single  crystals.  This  phenomenon  has  been 
ascribed  to  flux  melting.  However,  the  fact  that  the  irreversibility 
temperature  can  be  raised  by  the  increased  pinning  forces  in  material 
containing  non- superconducting  particles  indicates  that  the  "flux  melting" 
is  not  a problem  of  the  flux  line  lattice  but  a problem  of  flux  pinning. 
This  was  also  discussed  in  a paper  by  Dr.  Brandt  at  this  conference. 

Here  we  may  conclude  that  both  flux  creep  and  flux  melting  are  a 
problem  of  flux  pinning.  If  so,  the  key  issue  is  how  to  increase  the  flux 
pinning  force.  To  do  this  we  need  to  know  what  serves  as  pinning  centers 
in  high  temperature  superconductors. 

It  was  pointed  out  that  single  crystals  can  show  relatively  large  Jc 
values.  Because  of  this  and  intrinsic  pinning  mechanism  has  been  proposed 
by  e.g.  Takahashi  and  Tachiki . They  believe  a fluctuation  in  the  order 
parameter  can  give  rise  to  flux  pinning  because  of  the  small  coherence 
length  along  the  c axis.  Twins  are  also  candidates  for  pinning  centers  in 
YBCO.  Although  results  to  date  from  several  groups  have  definitely  shown 
that  twins  can  pin,  the  magnitude  of  their  contribution  is  not  yet  clear. 
L.H.  Bennett  also  pointed  out  that  a small  deficit  in  oxygen  content  might 
provide  pinning  centers  since  it  is  difficult  to  fabricate  YBCO  with  an 
oxygen  content  of  exactly  7.0. 

Although  the  highest  Jc  values  in  YBCO,  on  the  order  of  107  A/cm2, 
have  been  achieved  in  epitaxially  grown  thin  films,  the  pinning  mechanisms 
in  such  films  are  unclear.  It  should  be  noted  that  the  thin  films  are 
grown  on  substrate  materials  and  usually  contain  many  structural  defects. 
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In  order  to  understand  the  pinning  mechanism  in  thin  films,  we  need  to 
conduct  much  more  micros tructural  observation. 

According  to  results  presented  at  this  conference  by  Murakami,  a 
direct  summation  model  based  on  flux  pinning  due  to  211  inclusions  gives 
Jc  proportional  to  Vf/d,  where  Vf  is  the  volume  fraction  of  211  inclusions 
and  d is  their  average  size.  He  showed  that  a fine  dispersion  of  211 
inclusions  can  help  increase  the  flux  pinning,  and  confirmed  that  Jc  is 
proportional  to  Vf  when  d is  constant.  He  noted  that  recent  work  by  the 
Asahi  glass  group  showed  that  Jc  is  proportional  to  1/d  when  Vf  is 
constant.  These  results  serve  to  indicate  that  the  211  inclusion  itself 
can  contribute  to  flux  pinning.  Prof.  Hojaji  has  also  found  that  an 
increase  in  the  volume  fraction  of  211  inclusions  enlarges  magnetic 
hysteresis.  However,  he  stressed  that  we  should  not  forget  the 
possibility  that  the  structural  defects  associated  with  the  211  inclusions 
may  act  as  pinning  centers.  Further  study  will  be  needed  to  draw  definite 
conclusions . 

The  possibility  of  flux  pinning  by  other  non- superconducting 
particles  was  also  discussed.  Prof.  Wu  pointed  out  that  silver  oxide  may 
work  as  a pinning  center  in  Ag  doped  YBCO  since  flux  pinning  behavior  can 
be  improved  compared  to  single  crystals.  Murakami  surmised  that  any  non- 
superconducting particles,  even  voids,  could  contribute  to  flux  pinning  if 
the  dispersion  of  those  particles  does  not  reduce  the  superconducting 
property  of  the  matrix. 

Although  Jc  values  as  high  as  30,000  A/cm2  at  77  K and  1 T have  been 
attained  for  YBCO  crystals  with  211  inclusions,  this  may  not  be  enough  for 
many  possible  applications.  Thus  it  is  interesting  to  consider  the 
Maximum  Jc  values  that  might  be  achieved  by  dispersion  of  non- 
superconducting particles.  Murakami  presented  the  data  of  AC  measurements 
for  YBCO  crystals  containing  211  inclusions  which  were  taken  by  Prof. 
Matsuhita  of  Kyusyu  university  (Figure  2).  He  superimposed  an  AC  field  on 
a DC  field.  Jc  was  determined  from  flux  changes  during  an  increase  in  the 
AC  field  amplitude.  The  data  indicate  that  there  are  two  regions  in  the 
sample  with  different  Jc  values,  10A  A/cm2  and  106  A/cm2.  Microstructural 
observation  revealed  that  the  sample  is  not  homogeneous  and  the  density  of 
211  inclusions  is  different  from  place  to  place.  A novel  technique  to 
observe  flux  distribution  using  magneto-optics  developed  by  Gotoh  and  Dr. 
Koshizuka  et  al . of  ISTEC  made  it  clear  that  the  sample  consists  of  two 
regions  with  different  pinning  forces  as  shown  in  Figure  3.  The  region 
with  black  and  white  domains  corresponds  to  a region  with  high  pinning 
force  where  magnetic  field  cannot  penetrate.  This  result  suggests  that  it 
is  possible  to  achieve  106  A/cm2  even  at  77  K in  bulk  materials. 

Some  results  on  the  composition  Y2Ba2Cu308+(5  prepared  by  rapid  thermal 
processing  (RTP)  were  presented  by  Prof.  R.G.  Kulkarni . He  found  a sharp 
superconducting  transition  above  90  K and  a wide  hysteresis  loop, 
indicating  large  pinning,  in  this  material.  He  attributed  the  large 
pinning  (corresponding  to  a magnetic  Jc  of  about  2000  A/cm2  at  77  K)  to  the 
extensive  structural  defects  and  grain  boundaries  introduced  by  the  RTP 
technique . 
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Flux  change  ( arbitrary  units  > 


In  conclusion,  the  exact  nature  of 
the  pinning  mechanisms  in  high 
temperature  superconductors  is  still 
unclear.  It  does  appear  that  pinning 
can  be  increased  to  high  enough  levels 
to  overcome  the  problems  of  flux  creep 
and  flux  melting,  making  many 
applications  possible  up  to  temperatures 
of  77  K.  It  is  also  true  that  the 
critical  current  density  has  been 
steadily  improved  by  controlling  the 
fabrication  process  and  microstructure. 
There  are  indications,  such  as  dramatic 
improvements  in  Jc  obtained  through 
neutron  irradiation,  that  we  have  not 
yet  reached  the  limit  of  what  can  be 
achieved  in  bulk  materials  through 
proper  control  of  the  microstructure. 

The  chairmen  thank  the  participants 
for  producing  an  interesting  and  lively 
session,  in  spite  of  the  late  hour  at 
which  it  was  held. 


Fig.  1 Flux  change  versus  In  t in  a Pb- 
10  % T1  alloy  for  various  applied 
magnetic  fields  (after  Beasley  et.al). 


H=  850  Oe 


Fig.  2 AC  susceptibility  measurements  as  a function 
of  AC  field  amplitude  for  a constant  applied 
DC  field  of  0.09  T. 


Fig.  3 Magneto-optical  image  of  a 
YBCO  crystal  with  211 
inclusions.  Darker  areas  are 
areas  with  large  pinning. 
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Summary  of  Panel  Discussion 
on  High  Temperature  Superconducting  Bearings 
at  AMSAHTS  '90  Meeting 
NASA  Goddard  Space  Flight  Center 

April  1990 
Francis  C.  Moon 

Mechanical  and  Aerospace  Engineering 
Cornell  University 

The  chairman  of  this  discussion  Dr.  Y.  Flom  of  NASA  Goddard  opened  the 
session  by  raising  the  question  of  what  are  the  most  important  material  factors  for  improved 
passive  magnetic  bearings,  such  as  critical  currents  and  magnetization.  Evidence  was 
presented  by  Chiang  of  NIST  and  Weinberger  of  UTRC  that  samples  made  from 
composites  produce  levitation  forces  comparable  to  bulk  materials.  Weinberger  concluded 
the  intragranular  currents  were  important  and  perhaps  grain  size.  Moon  from  Cornell 
raised  the  question  of  magnetization  and  field  gradients  as  essential  components  to 
calculating  magnetic  forces  and  that  the  relative  size  effect  between  permanent  magnet  and 
superconductor  is  important.  He  suggested  that  numerical  methods  be  developed  using 
magnetization  curves.  Bennett  of  NIST  said  that  magnetization  history  was  important,  but 
that  models  to  describe  hysteresis  in  electromagnetic  materials  were  wanting. 

Murakami  of  ISTEC  i i Japan  said  he  liked  the  Bean  model  and  that  it  was  useful  to 
understand  magnetization  an  1 levitation  forces.  Moon  raised  the  question  of  the  vector 
nature  of  magnetic  forces  whereas  the  Bean  model  was  one  dimensional  and  scalar.  Brandt 
of  Max  Planck  Institute,  Stuttgart,  believed  that  forces  could  be  derived  quite  rigorously 
from  a scalar  function  such  as  the  dependence  of  critical  current  on  magnetic  field,  provided 
one  solved  complex  mathematical  equations  as  outlined  in  his  paper.  This  model  would 
also  incorporate  flux  creep  effects. 

Flom  introduced  the  question  of  the  Hellman/Bell  Lab  model  for  magnetic  forces 
based  on  flux  penetration  into  the  superconductor.  Moon  and  Brandt  both  criticized  this 
model  since  it  did  not  incoiporate  the  excluded  flux  lines  which  were  necessary  for 
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repulsive  levitation.  Weinberger  presented  data  for  power  law  force  behavior  when  the 
magnet-superconductor  distance  was  large.  However,  Moon  said  that  Argonne  National 
Lab/Comell  experiments  for  small  magnet-superconductor  gaps  showed  an  exponential 
force-distance  relation  which  was  not  predicted  by  the  Heilman  model. 

Flom  then  raised  the  final  major  question,  namely,  what  is  the  best  way  to  test 
materials  for  bearing/levitation  applications.  Weinberger  and  Moon  both  supported  direct 
force  measurements,  although  Weinberger  suggested  experimental  evidence  for  a 
correlation  between  magnetization  and  levitation  force.  Bennett  again  pointed  out  that  for  a 
standard  test  one  should  know  both  magnetic  field  and  field  gradient.  Moon  favored  a test 
with  small  test  magnet  and  large  cylindrical  superconductor  to  get  away  from  geometric 
effects.  Moon  also  spoke  of  the  importance  of  magnetic  stiffness  which  applications 
engineers  felt  was  of  importance.  Measurement  of  damping  was  also  thought  to  be 
important. 

The  discussion  ended  with  a demonstration  of  a superconducting  motor  with 
magnetic  bearings  by  United  Technology  Research  Center. 
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